Electrical
products




3M Electrical Products

You're in a demanding industry. To be successful, you
need a wide range of reliable products designed to
effectively manage your daily processes. You need a
supplier with a solid understanding of your industry
and the technology that drivesit. Quite simply, you
need 3M. Our Electrical Products Division designs and
manufactures a comprehensive line of products that can
address your diverse applications. Wdely recognized
for our innovation, reliability and global corporate
strength, 3M has the products and services you need
and the name you trust.

In your business, power, technology and reliability are
essential. 3M ddliversthat and more. e have the power
of a diversfied, global manufacturer with more than 60,000
productsin our line; a reputation for technical excellence
and innovation; and employees committed to delivering
quality products and service to you, our valued customer.

Thistotal quality management philosophy
Isevident in all our manufacturing facilities located
in countries throughout the world. We are committed
to achieving registration of these 3M manufacturing
locations under the 1SO 9002 quality system standard;
one more reason 3M products will continue to provide
in-place, reliable performance over time.

Our commitment and capability doesn’t stop with
electrical products, it gartsthere. To explore the many ways
we can serve you, contact your 3M representative today.

Phone 800/245 3573
Fax 800/245 0329




We Understand the VValue of Your Time.

Thisyear's catalog has been designed to make it easy for you to find the products you’ re looking for. The following diagrams
point out some of these changes, and the corresponding numbers explain how each of these changes help you find the right
product faster than ever.

Product
subsection

Phone or fax to Product

place an order

inyl Electrical

specifications

@ionsfor Vinyl Electrical Tapes >

Specifications/
Product Product Tape UV, Temperature Typical Certifications
I 6 Number Description Thickness _Resistance __Rating Applications __and Listings
Scotch™ Super 33+ | Highly conformable in allweather | 7 mi Excellent 20°F Primary nsulaion HH505C —
[ 4 Premium Vinyl appiications; resists UV rays, 105C forspiices upto |ASTM D-3005 Type|
N .’ Electical Tape | abrasion, corrosion, lkales & 600V. Protective @
2] acids. Flame retardant, Jacketing. e -8
o N . T. . soas 9 tade ressant cobrs, excellent | 7 mil Excolent | 2207 | Phase entficaion &
| VinylElecrcal Tape | insuiating propertes. Resist UV 105°C &marking
0 emium lapes B tochin™ | s oo corson s 1.9, 8
Sl Sdotch™ Super 33+ Vinyl Electrical Tape &acd <
N Scotch Super 88 | Al weather; heavy cuty, abrasion| 85 mi Excellent 207 primary insuation | miL+24391C | | [
A Super 33+ Electrical | Premium Vinyl resistant, fast build up. 105°C forspices upto ~ |ASTM D-3005 Typd 1| o
o Tapeisapremium Electiical Tape 600V. Protective =
o grade all-weether ecketng. | o il | M)
0 vinyl electrical Scotch 22 Thicker for increased mechanical 10mi Excellent 176°F Bus bar insulation. D-2301 )
insulating tape. Super Heavy Duty st ‘and abrasion resistance. 80°C Cable jacket Typell o
X 33+ is conformable for Vinyl Electrical Tape | Electrical insulating. epair. @ =
© cold weather e AN o
L application to Scotch 66R Vinyl | Excellent mechanical srengih, wmi Excellent 20F Primary insution 3
°F (-18° i Scotch 22 Vinyl Insulation Tape Electical Tape | abrasion resistance and electical 105°C for 600V bus bar.
OF(18.C)andis V! P insuiating propertes. Protective jacketing et
™ ??&?m na Scotch 22 Vinyl Insulation Tapeis one of 3V’ thickest s
N~ (10-mil) vinyl electrical tape. It is designed for insulation Highland™ General | Flexile, conformable general Tmil Meets ULS10 | 176°F Protective [ASTM D2301 Type |
strength and Purpose Tape purpose vinyl. Flame retardant. requirements. 80°C jacketing.
[fo} temperature abrasion resistance. Scotch 22 sealsin all kinds of weather Hamessing.
™ %@"%esfggpxj and provides moisture-tight electrical and mechanical LTSN
[Te) N ( ). An protection with fewer wraps than thinner tapes. Temflex™ 1700 Economical, general purpose 7mi Meets UL510 176°F Protective |ASTM D-2301 Type |
< . Economy Grade | tape. requirements | 80°C acketing
N Scotch 66R Vinyl Electrical Tape Vinyl Electrical Tape. Hamessing. Us@m Lgﬁ?
= Conformable 10-mil thick Scotch 66R viny! tape is designed
(@] to perform in a continuous temperature environment up to . . .
o 220°F (105°C). It has excellent resistance to abrasion, Ordering | nformat)unfoTVW‘ErBemrd Tapes L
(e0) moisture and varying weather conditions (including
ultraviolet exposure). Scotch 66R, with its combination of Product upc Inner Case
Q elastic PBC backing and rubber adhesive, provides moisture- Number (054007) Size Uit Pack Qu.
5 e T 3 -
c Super 33+ 06130 3x20 (9mmxeim) ox ol
o ( Features — Benefits Super 33+ 10075 34" x44 (19mmx134m) 1icaf 10/ctn Tolls
to virtually any  ———————m—SeSess Super 33+ 06132 |\ 34'x66 (19mmx20,1m) e, 100 Jorols
i‘?)eéggeaequ"ﬁ Premium Vinyl Electrical Tapes Super 33D 10216 \ x5 (19mmx201m) Tfp 10cn | Jo0rols
color-
i All-weather, improved cold Provides improved adhesion Dispenser pack.
1151:;1 rﬂ; on. S;D:‘Ch 35 e o e Reeoet Note: Other widths and engihs avaiable upon request.
weather-resstant, wj Resists weather, UV resistance, _ Long 1asting Use In service. Scotch 35 Vinyl Electrical Tape for Color Coding \
9 :“'”“‘”‘; al"i‘:""“’s‘“"‘ = et 35 8le 10240 \ 12%x20 (3mmx6im) felo, 0] 1007olls
o alljopg F e AeTess 3 Blue 1083 N\ 3xe6 ommx20im e ]| 10rois
Far exceeds minimum agency _Provides the highest qualty, 3 8rown 10299 N\ 2x20_ @mmxeim el 10 ] | 100 s
Ploafidle folly requirements and the least call-backs 35 Brown 10885 N\ 3#'x66 (19mmx201m) Jican, 100 | 100 ol
Per General Use Vinyl Electrical Tapes 35 Gray. 10281 N2 gammxeim Jreeto. 10| 100 0ls
Scotch Super 88 Vinyl Electrical Tapg Mult-purpose WMechanical protection and 35Gray 00072 IKx66 (19mmx20.1m) Juean, 10 100 olls
So0s s pesormancel 3 Green 10265 12RO (3mmx6im) Jucelo 1gkm | 10010ls
EETEE] e cn e ot estment 3 Green 10851 Frxe) (9mmx20.m) J ean ifen | 10010ls
35 Orange 10273 V2'x20 \_(13mmx61m) | vicelo, Jorem | 10010l
35 Orange 10869 X665 \(19mmx20.1m) | veanfoien | 10010l
' Product Referral Generator 35Red 10224 VZx20 Ngmmx6im | veef 10en | 10010l
> 35Red 10810 Iwxes  (190gmx201m) g 100 100 rolls
padd 35 Violet 11271 IAX66 (19mix20.1m) Ughn, 106t | 100 rolls
A0dING e aeraer e 35 white 10232 Vx20_ (amm¥eim) Yfelo 10en_| 10010ls
ISR oococonozococcocs ococliEs © 3 white 10628 X6 (ommx Aim) Jean 10| 10000ls
SPHEING .ot 35 Yellow 10257 U2'x20 (13mmx61N Jcelo, 10icn 100 rolls
abrasion resstance 35 Yelow 10844 K66 (9mmx20Imy |1/ vcan 100|100 0l

« quicker build-up

Product features
and benefits

Pack-Together Kits

Related
products

Note: Other widihs and lengths avaiable upon request.

continued on next page

Packaging, minimum
order, and UPC code

Tips and Information

00-7 1.29-2.00 il 1000 ke
(32,8508 mm)
1000-CU LT I 1000 kel 1000 kel (Cu) 1
[ —
Kit Contentsfor 15 kV Cold Shrink QS-11 Silicone Rubber Splices
Description 5417 Series 5418 Series 5419 Series Series 5516 Series
Each i makes 1 spice | Each kit makes Lspice | Each kit makes L spiga—m— Each kit makes 1splice | Each kit makes 1 spice
Splice Body Teach 1each Leach
‘Cold Shink™ jacketing tubes 2each 2each 2each 2each 2each What is the difference between HB and AM? HB is a much more aggressive adhesive than AM and works
Shielding skeeve - - - Leach Leach better under extreme conditions.
Ground strap — — — Teach Teach ) )
Fe— P P How will | know if the STD dispenser is
onstan force spring - - - ead ead pre-filled or empty? STD-X is empty; STD-C and STD-0-9 are pre-filled

Red grease tubes 2each 2each 2each 2each 2each X X
Vasic seaing siips T asiips asiips 3stips 3stips Which product do I use for high volume marking? SCS-HB and SCS-AM Computer Sheets
Rubber mastic tape rolls 2rolls 2rolls 2rolls 2rolls 2rolls Which dispensers come empty? STD-X is empty
Neutralduct Leach Leach Leach - - break case quantities? Refer to your Price Pages under Broken Case Qty.
Cable cleaning pads kit 1each 1each 1each 1each 1each
Cable preparation templates| 1each leach 1each 1each leach

leach leach 1each 1each 1each




Numbers to Call for Product Information

Phone and fax numbers are printed on the edge of the page to make ordering easier. To make sure you get the right
product for the right job, or for more information about a particular item in the catalog, 3M has set up the following
phone numbers:
* For technical information, call: 512-984-5000 or 512-984-5555.
» To leave amessage for a 3M sales representative (when you know the 7-digit phone number),
call: 1-800-545-3573.
» Torequest aMaterial Safety Data Sheet (MSDS), call: 651-737-7222 or 1-800-364-3577.
(refer to the 3M price sheets for specific products on which MSDSs are available).
* For information on 3M products not listed in this catalog, call: 1-800-3M HELPS (364-3577).
3M may also be located on-line at www.3M.com. MSDSs are also available on-line at
www.3M.com/US/M SDS/msdsSearch.jhtml.

Product Specifications

Included in this easy-to-read section are product descriptions, specifications, applications and other useful
information to help you better understand the product before ordering.

Product Subsection

These different colored headings/tabs a ong the edge of the page make locating specific sections easier and help you
identify from which section you are currently ordering.

Features and Benefits

Each section includes a quick-reference chart to help explain the features, advantages and benefits of each
product at a glance.

Product Referral Generator

With 3M’sfull line of electrical supplies, this section has been added to help you find related products easier.
Theincluded information is your link to accessories, tools, or other related products that may be useful.

UPC Codes, Packaging, Minimum Order

The Ordering Information charts provide a clear reference for UPC codes, minimum order information, and
packaging information on related products in a clear format that makes ordering and gathering information easy.

Pack-Together Kits

3M offers the convenience of packing products that are used together. Lugs, mounting brackets and parallel clamps
may be ordered packed with a termination kit. Connectors may be ordered packed with splice kits.
Thereis special handling involved in pack-together orders and it may take longer to process than ordering

separately.

Tips and Information

It'simportant for you to get the right product right for the job. That's why 3M has introduced specia featuresto help
you learn more about the products offered. Look to these special sections for information about the product, about
using the product correctly, and about ordering the best 3M product for your specific task.
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|SO 9002 Registration of Facilities

The 3M facilities which manufacture the 3M electrical
products in this directory have been registered by
Underwriters Laboratories, Inc. to the International
Standards Organization 1SO 9002 quality management
system standard. Some non-electrical products may not
be registered to 1SO 9002.

The SO is made up of the national standards boards
from more than 90 countries. 1SO 9002 is the model for
quality assurance in production, installation and servicing.

For the customer, registration provides proof of the
quality of suppliers’ systems. For companies with numerous
manufacturing sites, such as 3M, 1SO registration provides
a consistent and efficient method of standardization.

3M, Cool Flow, FireDam, FireMaster, Highland, Interam,
Post-it, Scotch, Scotch-Brite, Scotch-Seal, Scotcheal,
Scotchcast, ScotchCode, Scotchfil, Scotchgard, Scotchkote,
Scotchlite, Scotchlok, Scotchpro, Scotchrap, Scotchtrak,
Shipping-Mate, Tartan and Temflex are trademarks of 3M.

N and @ are trademarks of Underwriter Laboratories.
@ is atrademark of the Canadian Standards A ssociation.
NEC isatrademark of the Canadian Standards Association.

UniShield is aregistered trademark of BICC Corporation.

For information about SO 9002 registration for 3M
products call 512-984-5555 for low-voltage products,
512-984-5000 for medium- and high-voltage products,
512-984-5518 for original equipment manufacturer
products and 800-3M-HELPS for non-electrical products.

Terms and Conditions

Terms and conditions of sale, the price protection plan and
return goods policy are detailed in our distributor cost price

pages.
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Tapes

» Glossary of Taping Terms pg. 2
* Vinyl Electrical pg. 3
* Insulating and Splicing po. 6
 Sealing and Insulating po. 9
» Corrosion Protection pg. 11

I n the early 1940s, vinyl plastic emerged as a highly

versatile material for awide range of applications, from
shower curtains to cable insulation. Making it work for tape,
however, was a different story. A major ingredient in vinyl
film was tricresyl phosphate (TCP), which was used as a
plasticizer. Unfortunately, TCP tended to migrate, giving the
surface of the vinyl film an oily quality and degrading every
tape adhesive known.

Research chemists and engineers at 3M set out to create
a dependable, pressure-sensitive tape made of vinyl film that
would have the required electrical, physical and chemical
properties. Experiments were conducted combining new
plasticizers with the white, flour-like vinyl resin. Finally,
in January 1946, inventors Snell, Oace, and Eastwood of
3M applied for a patent for avinyl electrical tape with a
plasticizer system and non-sulfur-based rubber adhesive
that were compatible.

Thefirst commercially available version of the tape was
sold for use as awire-harness wrapping. Interestingly, this
original black tape wasn't black at al. Thefirst 3M tape
sold was yellow, and later versions were white. White tape,
because of itsinstability in ultraviolet light, was eventually
replaced with black tape, although colored vinyl tapes are
till used as identification and marking tapes. Black became
the standard industry color for vinyl tape, primarily because
of its ultraviolet resistance. Thicknesses originally were
4-mil, 8-mil and 12-mil. These were standardized to 7-mil,
8.5 mil and 10-mil in 1948.

» Special Use pg. 13

» Packaging and Palletizing pg. 16
Box Sealing
Filament
Labeling
Palletizing

Taping Tips

Although challenging in its make-up and manufacture,

vinyl electrical tape isrelatively straightforward in its use.

Nevertheless, to ensure the safest, most reliable use, always:

« Apply tape with enough stretch to conform to the objects
you' re wrapping. Be sure to let the last couple of inches
relax before tabbing it down to prevent unwinding
(sometimes called “flagging”).

* Wrap an irregular mechanical connector, such as a split
bolt, with rubber tape to pad sharp edges, before over
wrapping it with vinyl electrical tape.

* Wrap cone-shaped (high voltage splices) “uphill” - that
is, from the smallest to the largest point. Thisway you
aways secure the previous layer.

« Keep fingers close together when tearing tape. The
farther apart they are, the more the tape will stretch
beforeit tears.

« Usetheright tape for the right conditions. Vinyl tapes
arerated for cold-weather application in two classes:
32°F (0°C) and 0°F (-18°C). Tapes formulated for high-
temperature environments are typically rated
176°F (80°C) or 220°F (105°C).

S 'Wrapping Tips

Type of Tape

Number of Layers/Application Instructions

Vinyl Electrical Tapes —
Jacketing and Mechanical
Protection

Rubber Tapes — Electrical
Insulation, Mechanical Padding
Water Sealing and Shaping

High Voltage Tapes —
Insulating and Semi-conductive Layers

Mastic Compounds — Insulating,
Mechanical Padding, Moisture Sealing
and Shaping

Always use a minimum of two half-lapped layers. The last layer
should be wrapped in a more relaxed manner—lIet the last wrap relax
to prevent the layer from flagging.

Werap tape tightly to achieve the water tight seal. Rubber tapes are
typically overwrapped with vinyl tape.

Apply outside of roll to the cable, in highly stretched half-lapped layers.
Never use a semi-conductive tape as an insulation.

Mastic compounds are to be overwrapped with vinyl tapes to initiate flow and
watertight seal. Do not apply excessive amount of mastic to prevent oozing.
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Adhesive — The medium that allows the backing to be
quickly, positively and efficiently positioned to do its job.

Adhesion to backing — The bond produced by contact
between a pressure-sensitive adhesive and the tape backing
when one piece of tapeis applied to the back of another piece
of the same tape.

Backing — The material that performs the tape’ s desired
functions (insulation, protection, identification, holding).

Conformability — The ability of tape to fit snugly or make

essentially complete contact with the surface of anirregular
object without creasing or folding. Any tape can be applied
to any surface, but it may not conform.

Dielectric strength — The voltage that a tape will withstand
without allowing passage of current through it.

Elastic memory — A tendency of some tape backings
to attempt to return to their origina length after being
elongated.

Electrolytic corrosion factor — A measure of thetape's
corrosive effect on a copper conductor. Thisis particularly
important in the selection of tapes for use as electrical
insulation.

Elongation — The distance atape will stretch lengthwise
before breaking, expressed in a percentage. Elongation
isan indication of conformability.

Flagging — When the end of alength of tape peels away
from the surface after the tape has been applied.

Gapping — Openings between layers of tape within aroll.

Holiday — A small defect that lowers the dielectric strength
at the point of the defect.

1 Glossary of Taping Terms

Migration — The movement, over along period of time,
of an ingredient from one surface to another when the two
arein contact. This may occur between tape components
or between atape and the surface to which it is applied.

Oozing — A “squeezing out” of the adhesive from between
the layers of tape so that the sides of the roll are very tacky.

Peaking — Large “upheavals’ in the outer layers of aroll
of tape, when several layers bunch and protrude outward.
Creates gapping within the roll.

Peel adhesion — The force required to pull a strip of tape
from a surface at a specified angle and speed. Usually
expressed in ounces per inch width.

Pressure-sensitive — A term commonly used to designate

a category of adhesive tapes that, in dry (solvent-free) form,
are aggressively and permanently tacky at room temperature.
They also firmly adhere to avariety of dissimilar surfaces
upon contact without the need of more than finger or hand
pressure. Despite their aggressive tackiness, however, these
tapes can be handled with the fingers and removed from
smooth surfaces without leaving aresidue.

Primer —Material applied to the underside of the backing
that prevents the adhesive from adhering to both sides of
the backing.

Tacky — A lab synonym for “ sticky,” or highly adhesive.
Sometimes used to express the idea of pressure sensitivity.

Telescoping — A dliding of the tape layers one over the
other until the roll assumes afunnel shape.

Thermosetting — Adhesive that set up or hardens on first
exposure to heat, and remains set regardless of subsequent
temperature cycles.



Vinyl Electrica
Tapes

Scotch® Super 33+ Vinyl Electrical Tape

Super 33+ Electrical
Tapeisapremium
grade, all-weather
vinyl electrical
insulating tape. Super
33+ isconformable
for cold weather
application to
0°F (-18°C)
and is designed
to performin
a continuous
temperature
environment up to

2 220°F (105°C). An
aggressive adhesive and elastic backing enables Super 33+
to easily conform to irregular surfaces for moisture tight
electrical and mechanical protection. Super 33+ provides
flexibility and easy handling for all around performance.

Scotch 35 Vinyl Electrical Tape

Scotch 35 Vinyl
Electrical Color
Coding Tapeis
apremium-grade
electrical tape that
stretches to conform
to virtualy any
shape that requires
color-coded
insulation. Scotch 35
is abrasion- and
weather-resistant,
with excellent
mechanical and
electrical insulation
properties that wraps smoothly and holds tight over awide
range of temperatures.

Premium Vinyl Electrical Tapes

( Features — Advantages — Benefits
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Scotch® Super 88 1

Scotch Super 88 Vinyl Electrical Tape

Scotch Super 88 Vinyl
Electrical Tapeisa
8.5 mil heavy duty,
premium grade
all-weather vinyl
electrical insulating
tape. Super 88
maintains
conformability
for cold weather
applications.
* better mechanical/
abrasion resistance
* quicker build-up

Scotch 22 Vinyl Insulation Tape

Scotch 22 Vinyl Insulation Tape is one of 3M’ s thickest
(10-mil) vinyl electrical tapes. It is designed for insulation
applications that require greater mechanical strength and
abrasion resistance. Scotch 22 sealsin al kinds of weather
and provides moisture-tight electrical and mechanical
protection with fewer wraps than thinner tapes.

Scotch 66R Vinyl Electrical Tape

Conformable 10-mil thick Scotch 66R Vinyl Tapeis designed
to perform in a continuous temperature environment up to
220°F (105°C). It has excellent resistance to abrasion,
moisture and varying weather conditions (including
ultraviolet exposure). Scotch 66R, with its combination

of elastic PV C backing and rubber adhesive, provides
moisture-tight electrical and mechanica protection.

All-weather tape design

Best adhesion and handling
in all weather conditions

Makes job easier and eliminates redos

Resists weather, UV resistance, abrasion, Long lasting

and corrosion

Lower maintenance cost

Far exceeds minimum agency requirements

Highest quality in product category

Provides freedom from worry




Specifications for Vinyl Electrical Tapes

Specifications/

Product Product Tape u.v. Temperature Typical Certifications
Number Description Thickness  Resistance Rating Applications and Listings
B Scotch® Super 33+ | Highly conformable, super stretchy 7 mil Exceeds 220°F Primary insulation A-A-55809
" Professional Use in all weather applications; resists UL510 105°C for splicesupto ~ |ASTM D-3005 Type |
m Premium Vinyl UV rays, abrasion, corrosion, requirements 600V. Protective @
N Electrical Tape alkalies & acids. Flame retardant. jacketing. LISTED539H  LR48769
m “TE Scotch 35 Nine fade-resistant colors, super 7 mil Exceeds 220°F Phase identification A-A-55809
[] Professional Use stretchy & conformable, excellent UL510 105°C & marking. @
o Vinyl Electrical Tape | insulating properties. Resist UV rays, requirements Harnessing LSTES 5304 LRIE69
LO for Color Coding abrasion, corrosion, alkalies & acid.
q. e Scotch Super 88 All weather; heavy duty, 8.5 mil Exceeds 220°F Primary insulation MIL-I-24391C
] Professional Use professional use, UL510 105°C for splicesupto | ASTM D-3005 Type Il
N Premium Vinyl abrasion resistant, fast build up. requirements 600V. Protective @
a Electrical Tape jacketing. LISTED 530H  LR48769
O Scotch 22 Thicker for increased mechanical 10 mil Exceeds 176°F Bus bar insulation. ASTM D-2301
Heavy Duty strength and abrasion resistance. UL510 80°C Cable jacket Type ll
OO Vinyl Electrical Tape | Electrical insulating. requirements repair. @
LISTED539H  LR48769
é Scotch 66R Vinyl Excellent mechanical strength, 10 mil Exceeds 220°F Primary insulation
Electrical Tape abrasion resistance and electrical UL510 105°C for 600V bus bar. m
LL insulating properties. requirements Protective jacketing. E‘gg‘g
Highland™ 700 Flexible, stretchy, conformable, 7 mil Meets UL510 194°F Protective ASTM D-2301 Typel
m Commercial Grade | commercial grade vinyl. requirements 90°C jacketing.
l\ Electrical Tape Flame retardant. Harnessing. @
LO LISTED539H  LR48769
(Y) Temflex™ 1700 Economical, flexible, 7 mil Meets UL510 176°F Protective ASTM D-2301 Typel
General Purpose general purpose tape. requirements 80°C jacketing.
LO Vinyl Electrical Tape Harnessing. @
q— LISTED539H  LR48769
o)
'@ Ordering Information for Vinyl Electrica Tapes
00] Product upC Inner Case
Q Number (054007-) Size Unit Pack Qty.
(@ Scotch® Super 33+ Vinyl Electrical Tape
O Super 33+ 06130 3/4" x 20" (19 mm x 6,1 m) 10/box 100 rolls
H@ s per 33+ 10075 34X 44 (19mmx134m) 1/can, 10/ctn 100 rolls
D— Super 33+ 00053 3/4" x 36 yd. (19 mm x 32,9 m) 1/box, 12/ctn 48 rolls
Super 33+ 06132 3/4" x 66' (19 mm x 20,1 m) 1/can, 10/ctn 100 rolls
Super 33+D* 10216 3/4" x 66' (19 mm x 20,1 m) 1/disp, 10/ctn 100 rolls
Super 33+ 08949 1"x 36 yd. (25,4 mm x 32,9 m) 1/box, 12/ctn 48 rolls
Super 33+ 06132 1-1/2" x 36 yd. (38 mm x 32,9 m) N/A 50 rolls
*Dispenser pack.
Note: Other widths and lengths available upon request.
Scotch 33 Vinyl Electrical Tape
33 10133 3/4" x 36 yd. (19 mm x 32,9 m) 1/cello, 12/box 48 rolls
33 10174 1-1/2" x 44' (38 mm x 13,4 m) 1/can, 10/box 100 rolls

Note: Other widths and lengths available upon request.

*Minimum order quantities apply.
continued on next page

' Product Referral Generator

=
Padding ......... ... .. ... . pg. 9
Moisture Sealing ...................... pg. 9
Splicing ......... .. pg. 217
Connecting

—Lugs and Connectors ............... pg. 121




Ordering Information for Vinyl Electrical Tapes (continued)

Product UPC Inner Case
Number (054007-) Size Unit Pack Qty.
Scotch® 35 Vinyl Electrical Tape for Color Coding
35 Blue 10240 1/2" x 20' (13mmx 6,1 m) 1/cello, 10/ctn 100 rolls _|
35 Blue 10836 3/4" x 66' (19 mmx 20,1 m) 1/can, 10/ctn 100 rolls QJ
35 Brown 10299 12" x 20' (13mmx 6,1 m) 1/cello, 10/ctn 100 rolls O
35 Brown 10885 3/4" x 66' (19 mm x 20,1 m) 1/can, 10/ctn 100 rolls 8
35 Gray 10281 12" x 20' (13mmx 6,1 m) 1/cello, 10/ctn 100 rolls
35 Gray 00072 3/4" x 66' (19 mmx 20,1 m) 1/can, 10/ctn 100 rolls <
35 Green 10265 12" x 20' (13mmx 6,1 m) 1/cello, 10/ctn 100 rolls S
35 Green 10851 3/4" x 66' (19 mmx 20,1 m) 1/can, 10/ctn 100 rolls <
35 Orange 10273 1/2" x 20' (13mmx 6,1 m) 1/cello, 10/ctn 100 rolls I__n
35 Orange 10869 3/4" x 66' (19 mmx 20,1 m) 1/can, 10/ctn 100 rolls 5
35 Red 10224 1/2" x 20' (13mmx 6,1 m) 1/cello, 10/ctn 100 rolls 2
35 Red 10810 3/4" x 66' (19 mmx 20,1 m) 1/can, 10/ctn 100 rolls =
35 Violet 49923 1/2" x 20' (13mmx 6,1 m) 1/cello, 10/ctn 100 rolls 8
35 Violet 11271 3/4" x 66' (19 mmx 20,1 m) 1/can, 10/ctn 100 rolls —
35 White 10232 12" x 20' (13mmx 6,1 m) 1/cello, 10/ctn 100 rolls
35 White 10828 3/4" x 66' (19 mmx 20,1 m) 1/can, 10/ctn 100 rolls
35 Yellow 10257 12" x 20' (13mmx 6,1 m) 1/cello, 10/ctn 100 rolls
35 Yellow 10844 3/4" x 66' (19 mm x 20,1 m) 1/can, 10/ctn 100 rolls
35 Multi-color Pack 59073* 12" x 20' (13mmx 6,1 m) 5 rolls/pack 60 rolls
Scotch Super 88 Vinyl Electrical Tape
Super 88 10307 3/4" x 44' (19 mm x 13,4 m) 1/can, 10/ctn 100 rolls
Super 88 06143 3/4" x 66' (19 mmx 20,1 m) 1/can, 10/ctn 100 rolls
Super 88 10323 3/4"x 36 yd.' (19 mm x 32,9 m) 1/box, 10/ctn 48 rolls
Super 88 10331 1"x 36 yd. (25,4 mm x 32,9 m) 1/box, 12/ctn 48 rolls
Super 88 10364 1-1/2" x 44' (38 mmx 13,4 m) 1/box, 10/ctn 100 rolls
Super 88 10349 1-1/2" x 36 yd. (38 mmx32,9m) N/A 12 rolls
Super 88 10356 2"x 36 yd. (51 mmx 32,9 m) 1/box, 10/ctn 12 rolls
Note: Other widths and lengths available upon request.
Scotch 22 Heavy-Duty Vinyl Electrical Tape
22 10026 1/2" x 36 yd. (13 mmx 32,9 m) 1/box 12/ctn 48 rolls
22 10034 3/4" x 36 yd. (19 mm x 32,9 m) 1/box 12/ctn 48 rolls
22 10042 1"x 36 yd. (25,4 mm x 32,9 m) 1/box 12/ctn 48 rolls
22 10059 1-1/2" x 36 yd. (38 mm x 32,9 m) N/A 12 rolls
22 10067 2"x 36 yd. (51 mmx 32,9 m) N/A 12 rolls
Scotch 66R Vinyl Electrical Tape 43249 Common sizes: 3/4" x 36 yd. (19 mm x 32,9 m) N/A 48 rolls

(made to order) 43250 1"x 36 yd. (25,4 mm x 32,9 m) N/A 36 rolls

Other sizes available upon request.

Highland 700 Vinyl Electrical Tape 16720 3/4" x 66' (19 mmx 20,1 m) 1/cello 100 rolls
Temflex 1700 Vinyl Electrical Tape
1700 49700 3/4" x 36 yd. (19 mm x 32,9 m) N/A 100 rolls
1700 69764 3/4" x 60’ (19 mm x 18,3 m) 1/cello 100 rolls
1700 49571 3/4" x 66' (19 mm x 20,1 m) N/A 100 rolls
1700 Display 43130 Fits 3/4" x 60' (19 mm x 18,3 m) 1 each 2 displays
1700P MHSA Print 08175 3/4" x 66' (19 mm x 20,1 m) [Printed, Bulk] N/A 100 rolls
1700P MHSA Print 08408 1-1/2" x 44' (38 mm x 13,4 m) [Printed, Bulk] N/A 100 rolls
1700P MHSA Print 50750 1-1/2" x 66' (38 mm x 20,1 m) [Printed] 1/cello 100 rolls

Note: Other widths and lengths available upon request.
*Minimum order quantities apply.
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Insulating and
Splicing Tapes

Scotch® 130C
Linerless Rubber Splicing Tape

Scotch 130C Electrical Tapeisahighly conformable,
linerless Ethylene Propylene Rubber (EPR), high-voltage
insulating tape that provides excellent thermal dissipation
of splice heat. Scotch 130C meets industry specifications
and has excellent physical and electrical properties, which
provide immediate moisture seal and void-free buildups.
Scotch 130C is rated up to 194°F (90°C) continuous
operating temperatures and short term 266°F (130°C)
overload service. Thistape should be applied like any rubber
tape: that is, the side of the tape wrapped inside the roll
should be applied outside on the splice (tacky side up). This
will help prevent the roll from getting progressively further
away from the work area.

Scotch 13
Electrical Semi-conducting Tape

Scotch 13 Electrical Tapeisahighly conformable, semi-
conducting Ethylene Propylene Rubber (EPR)-based, high-
voltage splicing tape. Scotch 13 Electrical Tape elongates
easily to conform to irregular shapes and retains its

conductivity when stretched.
Scotch 23 Rubber Splicing Tape
g | = Scotch 23 Electrical
L b A Tapeisahighly
i conformable, self-
el | 1 e fusing Ethylene
i Propylene Rubber

(EPR)-based, high-
insulating voltage
tape. Scotch 23 hasa
“snakeskin” liner that
iseasily removed as
the tapeis applied.

L
)
Scotch 24 Electrical Shielding Tape

Scotch 24 Electrical Shielding Tapeisan al-metal,

flat, open-weave shielding braid that is compatible

with power cable insulations and all high-voltage splicing
and terminating materials. Scotch 24 Electrical Tape
elongates easily to conform and is temperature stable.

6

Linerless Rubber Tapes

Scotch® 130C Linerless Rubber Splicing Tape

Scotch 25 Electrical Grounding Braid

Scotch 25 Electrical Grounding Braid is aflat, all-metal
woven electrical grounding braid that is compatible with
al power cable insulations and high-voltage splicing and
terminating materials. The Scotch 25 Electrical Grounding
Braid is conformable and temperature stable, and has a
high carrying current capacity approximately that of

#6 AWG wire.

Scotch 70 Self-fusing Silicone Rubber
Electrical Tape

Scotch 70 Silicone Rubber Electrical Tapeisahigh-
temperature, arc-and track-resistant tape composed

of self-fusing, inorganic silicone rubber with an easy-tear
and easy-strip liner.

' Product Referral Generator
—

CableCleaning ....................... pg. 166
Insulating
—Jacketing Tubes . .................. pg. 291
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Connecting
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( Features — Advantages — Benefits

No liner Makes job easier

Saves time, lower installed cost

Excellent thermal dissipation

More stable splices

Provides longer cable life, reduces
life cycle cost

Highly comfortable

High quality moisture seal

Eliminates call-backs




Scotch® 77 Fire-retardant Electric Arc
Proofing Tape

Scotch 77 Fire-retardant Electric Arc Proofing Tapeis
designed to protect al types of electrical cableswhere

exposed to potential failures of other high voltage cables

or exposed to other high energy cables. Its unique
formulation expands in fire to form athick char buildup
between the flame and the cable. The resulting firewall
acts as a heat shield and flame barrier, thus protecting
the cables and accessories.

3M™ 2242 Linerless Electrical Rubber Tape

3M 2242 Electrical Tape is amulti-purpose rubber insulating
tape designed for use in splicing and terminating wires and
cablesrated up to 194°F (90°C). 3M 2242 Electrical Tapeis
ahighly conformable, linerless Ethylene Propylene Rubber
(EPR)-based tape.

Specifications for Insulating and Splicing Tapes

Scotchfil™ Electrical Insulation Putty

3M Scotchfil Putty is an electrical grade, rubber-based,
elastic-type putty in tape form. It can be wrapped, stretched
or molded around irregular shapes for quick, smooth
insulation build-up. Use Scotchfil putty to insulate
connections up to 600 volts and to round out high-voltage

connections to gear, smooth bus bar irregularities, and make

amoisture seal at ground wire exits in high-voltage splices.
UL Recognized Component listing for 176°F (80°C) when
used in combination with Super 33+ or 88 tapes (Guide

OCDT2, File E59951).

Scotch 2510/ Scotch 2520 Electrical
Insulating Varnished Cambric Tapes

Scotch 2510/2520 Tapes are bias cotton cambric fabric
tapes, oil primed and coated with high-grade yellow
electrical insulating varnish for quality electrical insulating.
Scotch 2510/2520 are temperature stable tape products that
alow for clean reentry of electrical connections. Scotch
2510 has no adhesive and Scotch 2520 has a pressure
sensitive adhesive.

Specifications/

Product Product Tape u.v. Temperature Typical Certifications
Number Description Thickness  Resistance Rating Applications and Listings
Scotch 130C High voltage insulating; thermally 30 mil No* continuous: Primary electrical ASTM D-4388
Linerless Rubber conductive; self-bonding. 194°F (90°C) | insulation for splicing Type I, 11, & 1lI
Splicing Tape short-term: all solid dielectric HH-I-553C
266°F (130°C) | cables through 69KkV.
Scotch 13 Rubber tape, semi-conductive. 30 mil No* continuous: | Electrically round high ASTM D-4388
Semiconducting Compatible with cable 194°F (90°C) | voltage connections. Type IV
Tape semi-conducting jackets. short term: Provide cable shield
266°F (130°C) continuation.
Scotch 23 High & low voltage insulating, 30 mil N/A continuous: Primary electrical HH-I-3825B
Rubber Tape self-fusing rubber tape. 194°F (90°C) | insulation for splicing ASTM D-4388
short term: all solid dielectric Type I, 1, &1l
b 266°F (130°C) | cables through 69 kV.
Scotch 24 All metal open weave N/A N/A N/A Continue N/A
Shielding Tape shielding braid, conformable, electrostatic
] temperature stable. shielding
across splice.
Scotch 25 All metal woven braid; N/A N/A N/A Conformable ground N/A
! .j_ Grounding Braid high current carrying capacity braid for splices &
T | B of 6 AWG wire; solderable. terminations.
LW
Scotch 70 Arc & track resistant; self fusing, 12 mil Excellent 356°F Protective N/A
Self-fusing long lasting silicone rubber. (180°C) overwrap for
L& silicone Rubber terminating high
Tape voltage cables.
Scotch 77 Protects cable until limiting 30 mil Excellent N/A Use on high-energy N/A
Electric Arc devices can interrupt faulted cables that are within
m Proofing Tape current. 18" of other high
energy cables.
3M 2242 General purpose rubber 30 mil No* continuous: All-voltage splicing, HH-I-553C
Linerless Splicing insulating tape. 194°F (90°C) | jacketing, & general ASTM D-4388
Compound short-term: insulating. Type |, II, &1l
266°F (130°C)
o Scotchfil Electrical | Black, self-fusing, insulating 125 mil No* 176°F Insulate connections
: Insulation Putty putty in tape form. (80°C) up to 600V. Smooth N
bus bar irregularities. File E
59951
- Scotch 2510 Yellow, varnish coated 7 mil No* 220°F Insulate bus bars, N/A
and 2520 Varnished | cotton cloth 2510: no adhesive; 8 mil (105°C) motor leads
Cambric Tapes 2520: adhesive. (for re-entry), service
drop connections.
Temflex™ 2155 Replaces 2150. Economical 30 mil No* 176°F Insulating wire
3 Rubber Splicing low voltage rubber (80°C) splices, split bolt @
: Tape insulating tape; connections, & motor LISTED
self-fusing. leads up to 600V. 539H

*For best UV protection, overwrap with Scotch Super 33+.
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Ordering Information for Insulating and Splicing Tapes

Product upC Inner Case
Number (054007-) Size Unit Pack Qty.
Scotch® 130C Linerless Rubber Splicing Tape
130C 41717 3/4" x 30’ (19 mmx 9,1 m) 1/box 24 rolls
m 130C 41751 1"x 10' (25 mmx 3 m) 1/box 24 rolls
N 130C 41752 1"x 15' (25 mmx 4,6 m) 1/box 24 rolls
m 130C 41753 1"x 30" (25mmx 9,1 m) 1/box 24 rolls
o 130C 41718 1-1/2" x 30’ (38mmx9,1m) 1/box 12 rolls
130C 41754 2"x 30" (51 mmx9,1m) 1/box 12 rolls
@ Scotch 13 Electrical Semiconducting Tape
N 13 15017 3/4" x 15' (19 mm x 4,57 m) 1/box, 10/ctn 50 rolls
e Scotch 23 Rubber Splicing Tape
o 23 15025 3/4" x 30" (19mmx9,1m) 1/box 50 rolls
O 23 13061 1"x 20’ (25mmx 6,1 m) 1/box 50 rolls
m 23 00059 1"x 30" (25mmx 9,1 m) 1/box 50 rolls
é 23 11214 1-1/2" x 30’ (38mmx9,1m) 1/box, 10/ctn 50 rolls
23 15033 2"x 30" (51 mmx9,1m) 1/box, 10/ctn 50 rolls
LL Note: Other widths and lengths available upon request.
Scotch 24 Electrical Shielding Tape
m 24 15058 1"x 100’ (25 mmx 30,5 m) 1/box, 10/ctn 50 rolls
N 24 15041 1"x 15' (25 mm x 4,6 m) 1/box, 10/ctn 50 rolls
LO Scotch 25 Electrical Grounding Braid
00 25 11602 1/2"x 15' (13 mmx 4,6 m) 1/box 1roll
LO Scotch 70 Self-Fusing Silicone Rubber Electrical Tape
q- 70 15603 1"x 30" (25mmx 9,1 m) 1/box, 10/ctn 50 rolls
(@\ Scotch 77 Fire and Electric Arc Proofing Tape
5 77 42007 1-1/2" x 20’ (38 mmx 6,1 m) 1/bag 10 rolls
o 77 42006 3"x 20’ (76 mm x 6,1 m) 1/bag 10 rolls
w 3M™ 2242 Linerless Electrical Rubber Tape
2242 06165 3/4" x 15' (19 mm x 4,6 m) 1/bag 24 rolls
GC') 2242 41323 1-1/2" x 15' (38 mm x 4,6 m) 1/bag 12 rolls
O 2242 43251 2"x15' (51 mmx 4,6 m) N/A 8 rolls
c Scotchfil™ Electrical Insulation Putty 41750 1-1/2" x 60" (38 mmx 1,53 m) 4cello, 12 rolls 50 rolls
D_ Scotch 2510 Varnished Cambric Tape
2510 41720 3/4" x 60’ (19 mmx 18,3 m) 1/box 20 rolls
2510 10661 3/4" x 36 yd. (19 mm x 33 m) bulk 48 rolls
2510 10687 1"x 36 yd. (25 mm x 33 m) bulk 36 rolls
2510 10703 1-1/2" x 36 yd. (38 mmx 33 m) bulk 24 rolls
2510 10711 2"x 36 yd. (51 mm x 33 m) bulk 16 rolls
2510 15751 36" x 25 yd. (914,4 mm x 22,9 m) N/A 1roll
Scotch 2520 Varnished Cambric Tape
2520 04836 3/4" x 60' (19 mm x 18,3 m) 1/box 20 rolls
2520 04835 3/4" x 36 yd. (19 mm x 33 m) bulk 48 rolls
2520 04833 1"x 36 yd. (25 mmx 33 m) bulk 36 rolls
2520 04832 1-1/2" x 36 yd. (38 mm x 33 m) bulk 24 rolls
2520 04834 2"x 36 yd. (51 mmx 33 m) bulk 16 rolls
Temflex™ 2155 Rubber Splicing Tape
2155 (replaces 2150) 50348 3/4" x 22' (19 mm x 6,7 m) bulk 50 rolls
2155 (replaces 2150) 50349 1-1/2" x 22' (38 mm x 6,7 m) bulk 50 rolls




Sealing and
Insulating Tapes

Scotch® 2200 (125 mil) Vinyl Mastic Pads
and Scotch 2210 (90 mil) Vinyl Mastic Roll

Scotch 2200 Vinyl Mastic Pads and Scotch 2210 Vinyl
Mastic Rolls are self-fusing, rubber-based insulating
compounds laminated to aflexible, all-weather grade

PV C backing. Both rolls and pads are resistant to abrasion,
moisture, alkalies, acid, copper corrosion, U.V. and varying
weather conditions.

Scotch 06147 and 06149 Electrical Moisture
Sealant (45 mil)

Scotch 06147 rolls and 06149 Electrical Moisture Sealant
pads are self-fusing, rubber-based thin insulating mastic
compounds laminated to aflexible, all-weather grade PVC
backing and are designed for moisture sealing of electrical
connections up to 600 volts.

Scotch 2228 Rubber Mastic Tape

Scotch 2228 Rubber Mastic Tape is a conformable self-
fusing rubber electrical insulating and sealing tape. Scotch
2228 Electrical Tape consists of Ethylene Propylene rubber
(EPR) backing coated with an strong, temperature-stable
mastic adhesive.

Scotch-Seal™ 2229 Mastic Tape

Scotch-Seal 2229 Mastic Tape is designed for quick
and easy insulating, padding and sealing of electrica
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connections. It is a conformable, durable, tacky mastic Insulating
with an easy release liner for easy applications over —Cold Shrink . ...................... pg. 291
irregular surfaces and provides excellent moisture resistance. —HeatShrink ....................... pg. 309

It features superior self-healing characteristics after being
punctured or cut.

( Features — Advantages — Benefits

2200 and 2210

Self-fusing tape with vinyl backing One-step application Will save you time
Conformable for application over Makes job easier/faster Saves time

irregular surfaces

Compatible with solid dielectric cable insulation Easy to use Makes your job easier

2 convenient pad sizes Allows for various applications Convenient, saves you time and money
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Specifications for Sealing and Insulating Tapes

Product Product Tape u.Vv. Temperature Typical
Number Description Thickness Resistance Rating Applications
Scotch® 2200 Excellent moisture sealant; 2200 is 125 mil Excellent 176°F Insulate
and 2210 Vinyl tough vinyl backing; 2210is 90 mil (80°C) moisture-seal and
Mastic electrical insulating. pad connections
up to 600V.
Scotch 06147 Excellent moisture sealant; 6147 is 45 mil Excellent 176°F Insulate
and 06149 tough vinyl backing; 6149 is 45 mil (80°C) moisture-seal and
Moisture Sealant electrical insulating. pad connections
up to 600V.
Scotch 2228 Self-fusing rubber based 65 mil No* 194°F (90°C) Insulate, pad, and
Rubber Mastic compound bonded to a emergency seal bus bar
Tape moisture sealing mastic; overload and splice
all weather. of 266°F (130°C) connections.
Scotch-Seal™ Conformable and durable 125 mil No* 176°F Sealing high voltage
2229 Mastic mastic. Excellent moisture (80°C) cables and
Tape Compound and environmental seal. accessories.
*For best UV protection, overwrap with Scotch Super 33+ Tape.
Ordering Information for Sealing and Insulating Tapes
Product UPC Inner Case
Number (054007-) Size Unit Pack Qty.
Scotch 2200 and 2210 Vinyl Mastic
2200 11008 3-1/4 x 4-1/2" pads (83 x 114 mm) 10/box 50 pads
2200 21296 6-1/2 x 4-1/2" pads (165 x 114 mm) 10/box 50 pads
2210 11222 4" x 10" roll (102 mm x 3,05 m) 1/box 10 pads
Scotch 06147 and 06149 Electrical Moisture Sealant
06147 06147 2-1/2"x 10' (63 mm x 3,05 m) Lroll 10 rolls
06149 06149 2-1/2 x 2-1/2" (63 x 63 mm) 25/box 10 boxes
Scotch 2228 Rubber Mastic Tape
2228 50727 1"x 10 (25 mm x 3,05 m) bulk 10 rolls
2228 43478 2"x3 (51 mm x 0,9 m) N/A 48 rolls
2228 09656 2"x10' (51 mm x 3,05 m) bulk 10 rolls
Scotch-Seal 2229 Mastic Tape
2229 49702 3-3/4" x 10' (102 mm x 3,05 m) bulk 8 each
2229 50335 1"x 10' (25 mm x 3,05 m) bulk 12 each
2229-P 41303 2-1/2 x 3-3/4" pads (63,5 x 95,25 mm) 10/box, 40/cs. 40 pads
2229-P 50336 3-3/4 x 3-3/4" pads (95,25 x 95,25 mm) 25/box, 100/cs. 40 pads
2229-P 50337 3-3/4 x 6-1/2" pads (95,25 x 165,1 mm) bulk 40 pads
2230 Mastic Strip 41813 5/8 x 6" (15,86 x 152,4 mm) 40 each




Corrosion
Protection Tapes

Scotchrap™ 50 and 51 All-weather
Corrosion Protection Tapes

Scotchrap 50 (10 mils) and 51 (20 mils) Corrosion
Protection Tapes are tough, polyvinyl chloride (PV C) tapes
with high-tack adhesivesthat resist corrosion of metal piping
systems above and below ground. Both tapes apply over a
wide temperature range and are resistant to impact, abrasion
and punctures. Coat the pipe or other metal surfaceswith
Scotchrap Pipe Primer before wrapping with Scotchrap
50 or 51.

Scotchrap Pipe Primer

A quick-drying, non-sag rubber base primer that permeates
meta surface pits and irregularities, preparing the surface
for tape application. Compatible with the special adhesive
on Scotchrap Tapes, it enhances adhesion. To be used

with Scotchrap 50 and 51 All-weather Corrosion
Protection Tapes.
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Scotchfil™ Electrical Insulation Putty

Use as a build-up compound on highly irregular surfaces such
asfittings and valves, providing a smooth, waterproof taping
surface. Scotchfil Putty is soft and pliable—simply press putty
into place on irregular surfaces, mold with finger pressure and
over tape using standard methods.

Insulating

—Tape ... pg. 6,9

—ResinKits ........ ... ... ... .. ... pg. 231
Padding ......... ... ... . ... .. pg. 9
Sealing ..................... pg. 231, 291, 309
Cathodic Protecting

—85-14CP ... ... pg. 231

( Features — Advantages — Benefits

Scotchrap 50 All-weather Corrosion Protection Tape

10 mils, PVC backing Flexible Easy to use, which saves time
Excellent moisture and abrasive resistance, Resists pipe corrosion Cuts down on replacement costs
High quality adhesive Excellent quick stick Easy to use

Scotchrap 51 All-weather Corrosion Protection Tape

20 mils, PVC backing Superior mechanical strength Provides confidence about the job and
and abrasion resistance freedom from worry

NOTE: Scotchrap Pipe Primer should be used with all corrosion protection tapes




Specifications for Corrosion Protection Tapes

Product Product Tape u.v. Temperature Typical
Number Description Thickness Resistance Rating Applications
Scotchrap™ 50 All-weather performance 50 is 10 mil Excellent 176°F Corrosion
and 51 All-weather | and corrosion resistance. 51 is 20 mil Excellent (80°C) protection on
Corrosion Protection | Resistant to impact pipes, conduits
m and abrasions. and fittings, etc.
N S_cotchr.ap Quick—d‘ry, non-sag rubber N/A N/A 176°F For use with
m Pipe Primer base primer that prepares metal (80°C) Scotchrap 50 & 51
surfaces for tape application. tapes and Temflex
(@) 1100 Tape.
LO - ScotchﬁlTM Electrical Black_, self-fusing, insulating 125 mil N/A 176°F quqths irregularities
q_ ‘” Insulation Putty putty in tape form. (80°C) on fittings and valves.
N
B Temflex™ General purpose corrosion 10 mil Yes 176°F Corrosion protection
O 1100 Tape res@stant tape. Good abrasion (80°C) on con_dgits, fittings
w resistance. and joints, etc.
LL
Ordering Information for Corrosion Protection Tapes
(ly\) Product UPC Inner Case
Number (054007-) Size Unit Pack Qty.
g Scotchrap 50 and 51 All-Weather Corrosion Protection Tapes
50 11149 1"x 100' (25 mm x 30,5 m) 1/box 10 rolls
LO 50 00014 1" x 100" (25 mm x 30,5 m) bulk 48 rolls
q- 50 11156 2"x 100" (51 mm x 30,5 m) 1/box 10 rolls
Q 50 10638 2" x 100’ (51 mm x 30,5 m) bulk 24 rolls
O 50 09468 3"x 100" (76 mm x 30,5 m) bulk 16 rolls
O 50 10646 4"x 100’ (202 mm x 30,5 m) bulk 12 rolls
w 50 15785 6" x 100’ (152 mm x 30,5 m) bulk 8rolls
Q) 50 Printed 00012 1" x 100" (25 mm x 30,5 m) bulk 48 rolls
(@ 50 Printed 00013 2"x100' (51 mm x 30,5 m) bulk 24 rolls
O 50 Printed 00018 4" x 100’ (102 mm x 30,5 m) bulk 12 rolls
e 51 42806 1"x 100' (25 mm x 30,5 m) bulk 24 rolls
D_ 51 42807 2"x 100’ (51 mm x 30,5 m) bulk 12 rolls
51 42808 4"x 100' (102 mm x 30,5 m) bulk 6 rolls
51 42809 6" x 100" (152 mm x 30,5 m) bulk 4rolls
51 Printed 42802 1"x 100' (25 mm x 30,5 m) bulk 24 rolls
51 Printed 42803 2"x100' (51 mm x 30,5 m) bulk 12 rolls
51 Printed 42804 4"x 100" (102 mm x 30,5 m) bulk 4 rolls
51 Printed 42805 6" x 100" (152 mm x 30,5 m) bulk 4 rolls
Note: 100 sg. ft. (9,3 m? of tape equals a square. Example: 2 rolls of 6 in. x 100 ft. (152 mm x 30,5 m), 3 rolls of 4 in. x 100 ft. (101 mm x 30,5 m),
6 rolls of 2 in. x 100 ft. (51 mm x 30,5 m), 12 rolls of 1 in. x 100 ft. (25 mm x 30,5 m)
Scotchrap Pipe Primer 42768 1-gallon can (3,79 liters) bulk 4 cans
Scotchfil Electrical Insulation Putty 41750 1-1/2" x 60" (38 mmx 1,53 m) 4/cello 50 boxes
Temflex 1100 Corrosion Protection Tape
1100 Printed 09065 2"x100' (51 mm x 30,5 m) bulk 24 1olls
1100 09061 2" x 100’ (51 mm x 30,5 m) bulk 24 rolls

Note: Scotchfil putty must be overwrapped with Scotchrap or Temflex.
Note: Printed tapes are printed with product name and thickness.




Special Use Tapes

3M provides awide range of tapes for special applications,
from electrically insulating glass cloth tapes, to gaffers tape,
and even duct tape.

Scotch® 27/Scotch 69 Glass Cloth
Electrical Tape

Scotch 27 and 69 Electrical Tapes are woven glass cloth
tapes with thermosetting, pressure-sensitive adhesives,
which electrically insulate and provide mechanical
protection at high temperatures. Scotch 27 Class B—266°F
(130°C) and 69 Class H—356°F (180°C) Electrical Tapes
deliver high-temperature performance.

Scotch 48 Thread Sealant and Lubricant

Scotch 48 Thread Sealant Tape is a high temperature stable
(PTFE) pipe thread sealant that provides aleakproof seal.
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Scotch 232 High Performance Masking Tape

Scotch 232 High Performance Masking Tape is atough and
extremely smooth, natural-colored, 5.7 mil (0,14 mm) thick,
high performance, crepe paper tape. It is excellent for paint
masking as well as many industrial applications. Scotch 232
Masking Tape will generally function during bake cycles of
up to 200°F (93°C) for periods up to one hour. It should not
be exposed to outdoor exposure. It can be qualified to meet
Fed. Spec. PPP-T-42C Type | and CID A-A-883B

Scotch 234 General Purpose Masking Tape : :
Hi Temp Insulating

Scotch 234 General Purpose Masking Tape is a natural- —70TaAPE . .o
colored, 5.4 mil (0,14 mm) thick, paper tape. It is excellent ] —_—

for genera industria applications. It will generally function Hi Temp.Termlnatlng """"""""""
during bake cycles of up to 200°F (93°C) for periods up to Connecting .. ......i
one hour. It should not be exposed to outdoor exposure. It

can be qualified to meet Fed. Spec. PPP-T-42C Type | and

CID A-A-883B.

( Features — Advantages — Benefits

Scotch 27 and 69 Tape

High temperature thermosetting adhesive Excellent solvent resistance Improves safety

Class B rating to Class H High temperature resistance Provides freedom from worry
Glass cloth backing Mechanical protection Lasts longer and improves safety




Specifications for Special Use Tapes

Specifications/
Product Product Tape Temperature Typical Certifications
Number Description Thickness Rating Applications and Listings
Scotch® 27 and 69 | Woven insulating glass cloth; 27is 7 mil 27 is Class B temp Heat-stable insulation N @
Glass Cloth Tapes | high temperature resistance; 69is 7 mil 266°F (130°C) for furnace and oven
(0)) high mechanical strength. 69 is class H temp controls, motor leads, LRo34LL
o\ 356°F (180°C) & switches.
m Scotch 48 Thread Pipe thread sealant that 3mil 500°F Leakproof seal N/A
Sealant and provides a leakproof seal. (260°C) helps prevent cross
o Lubricant threading on pipe
LO threads.
q. Scotch 232 High Premium grade paper 5.7 mil Upto Paint masking tape, N/A
Performance masking tape 250°F (121°C) bundling and protecting.
N Masking Tape
o)
O Scotch 234 General purpose paper 5.4 mil Up to Holding, sealing, N/A
General Purpose masking tape 250°F (121°C) non-critical masking.
CD Masking Tape
é Tartan™ 200 Utility purpose 4.5 mil 199°F Non-critical masking N/A
LL Masking Tape paper tape. (93°C) and holding.
Temflex™ 1755 High grade friction tape. 15 mil 176°F Abrasion protection N/A
m Cotton Friction Tape | Good abrasion resistance. (80°C) for splices and
l\ connections.
m Highland™ 6969 High performance duct tape, 10.8 mil 200°F Moisture proofing N/A
Duct Tape excellent adhesion, tears easily. (93°C) plumbing, duct
O Silver. sealing, and
q— protecting.
N Tartan 3939 General purpose duct tape; 9.8 mil 150°F Sealing heating N/A
~~ Duct Tape good adhesion, strong backing. (65°C) ventilation and air
(@) Silver. conditioning
o ducts.
w Scotch 2000 General purpose easy tear 6 mil N/A General holding N/A
Electricians vinyl duct tape and bundling
(()) Duct Tape
- : : : . :
O Highland 6910 High tack, easy tear 13.7 mil up to Sealing and holding N/A
Cloth Gaffers coated cloth tape 200°F where minimum
ape ight reflection an
L T 93°C light reflecti d
R glare are required.

Note: Tartan 3939 replaces Temflex 3930.




Ordering Information for Special Use Tapes

Product UPC Inner Case

Number (054007-) Size Unit Pack Qty.

Scotch® 27 and 69 Glass Cloth Electrical Tape

27 15066 1/2" x 66' (13 mmx 20,1 m) 1/box, 10/ctn 50 rolls _|
27 15074 3/4" x 66' (19 mmx 20,1 m) 1/box, 10/ctn 50 rolls QJ
27 27477 3/4" x 60 yd. (19 mm x 54,8 m) N/A 12 rolls O
27 10570 1"x 60 yd. (25,4 mm x 54,8 m) N/A 9rolls 8
27 27478 1-1/2" x 60 yd. (38,1 mm x 54,8 m) N/A 24 rolls

69 10083 1/2" x 66' (13 mmx 20,1 m) 1/box, 10/ctn 50 rolls )
69 27548 1/2" x 36 yd. (13 mmx 33 m) N/A 18 rolls o
69 09910 3/4" x 66' (19 mmx 20,1 m) 1/box, 10/ctn 50 rolls g
69 27493 3/4" x 36 yd. (19 mm x 33 m) N/A 12 rolls 5
69 27494 1"x 36 yd. (25 mm x 33 m) N/A 9rolls =
Scotch 48 Thread Sealant and Lubricant %
48 06192 1/4" x 260" (6,3 mm x 6,6 m) bulk 12 rolls D
48 06195 1/2" x 260" (13mm x 6,6 m) bulk 12 rolls

48 06196 1/2" x 520" (13mmx 13,2 m) bulk 12 rolls

48 27571 1/2" x 1296" (13mmx 32,9 m) bulk 12 rolls

Note: Other widths and lengths are available.

Scotch 232 High Performance Masking Tape

232 02853* 3/4" x 60 yd. (19 mm x 54,8 m) bulk 48 rolls

232 02854* 1" x 60 yd. (25,4 mm x 54,8 m) bulk 36 rolls

232 04240* 2" x 60 yd. (51 mm x 54,8 m) bulk 24 rolls

Scotch 234 General Purpose Masking Tape

234 02981* 3/4" x 60 yd. (19 mm x 54,8 m) bulk 48 rolls

234 02982* 1" x 60 yd. (25,4 mm x 54,8 m) bulk 48 rolls

234 04244* 2" x 60 yd. (51 mm x 54,8 m) bulk 24 rolls

Tartan™ 200 Masking Tape

200 71183* 12mmx55m (1/2"x 60 yd.) bulk 72 rolls

200 71182* 18 mmx55m (3/4"x 60yd.) bulk 48 rolls

200 71180* 24mmx55m (1"x 60yd.) bulk 36 rolls

200 71179* 36 mmx55m (1-1/2"x 60 yd.) bulk 24 rolls

200 T1177* 48 mmx 55 m (2"x 60vyd.) bulk 24 rolls

200 71176* 72mmx55m (3"x60yd.) bulk 12 rolls

200 73799* 96 mmx55m (4"x 60vyd.) bulk 8 rolls

Temflex™ 1755 Cotton Friction Tape

1755 50218 3/4" x 60' (19 mm x 18,3 m) bulk 60 rolls

1755 50217 1-1/2" x 82-1/2' (38 mm x 25,1 m) bulk 30 rolls

1755 50216 3/4" x 82-1/2' (19 mm x 25,1 m) bulk 60 rolls
Highland™ 6969 Duct Tape

6969 06969** 2"x 60 yd. (51 mm x 54,8 m) bulk 24 rolls

6969 85635* 3"x 60 yd. (76 mm x 54,8 m) bulk 12 rolls

Tartan 3939 Duct Tape

3939 85561* 1" x 60 yd. (25,4 mm x 54,8 m) bulk 36 rolls

3939 06975* 2"x 60 yd. (51 mm x 54,8 m) bulk 24 rolls

3939 85562* 3"x 60 yd. (76 mm x 54,8 m) bulk 12 rolls

3939 85563* 4" x 60 yd. (102 mm x 54,8 m) bulk 12 rolls

Note: 3939 Tartan replaces 3930 Temflex.

Scotch 2000 Electricians Duct Tape 43403 1.9"x 50 yd. (50 mm x 46 m) bulk 24 rolls

Highland 6910 Cloth Gaffers Tape

6910 Black 06843** 2" x 60 yd. (51 mm x 54,8 m) bulk 24 rolls

6910 Silver 22782* 2" x 60 yd. (51 mm x 54,8 m) bulk 24 rolls

*UPC prefix 021200-

*UPC prefix 051131-

tOrder product in metric units.




Phone 800/245 3573 Fax 800/245 0329

Packaging and
Palletizing Tapes

Customers stick with 3M tape because they know they are
buying the best for their money. Part of being the best is
innovation and reliability. Take our Scotch® 3750 Box
Sealing Tape, as an example. Itsinnovative, high strength
Scotchpro™ backing provides superior performance. And,
our Scotch 8884 and 8886 palletizing tapes reduce the
material cost and volume required to bundle and unitize
products compared to conventional alternatives.

3M has awide line of Scotch packing tapes for your

needs, including label protection and pouch tapes.
Our Highland™ and Temflex™ brand packaging
tapes are ageneral purpose alternative to the Scotch
brand line. 3M provides awide range of tapes to meet
our customers’ needs.

3750

Scotch® 3750 Superior Performance Box Sealing Tape

( Features — Advantages — Benefits

High quality, pressure sensitive adhesive

Superior quick stick and adhesion

Applies easily, saves time, reduces closure
failures, helps assure safe delivery of

product

High strength Scotchpro backing

User friendly

Reduces closure failures during shipping
and storage. Efficient handling for manual

10

application
Specifications for Box Sealing Tapes
Product Product Tape Temperature Typical
Number Description Thickness Rating Applications
Scotch 3750 Superior performance 3.2 mils short term: Single strip closure
Superior packaging tape used for 151°F of regular slotted
Performance heavy-duty packaging (65°C) containers (RSCS)
Box Sealing Tape applications.
Scotch 3732 3732- “If seal is broken check” N/A N/A Box sealing
and 3734 Printed 3734- “Fragile handle with care” with warnings
Box Sealing Tape Tan with red printing
= Highland 3710 Commercial grade 2 mil short term: General purpose
L Commercial Box box sealing tape. 151°F closure of regular
Sealing Tape (65°C) slotted containers (RSCS)
| Scotch H-122 Box sealing N/A N/A Box sealing
- . .
Box Sealing Hand dispensers
Hand Dispensers
Highland 3770 3771- “If Seal is Broken Check 1.9 mil N/A Utility sealing
¥ l Series Printed Contents Before Accepting” and identification
% Box Sealing Tape 3772- “Fragile Handle with Care”
A 3773- “Rush, Rush, Rush”
I-‘..H 3774- “This Side Up”
- 3775- “Mixed Merchandise”
Highland 371 Industrial packaging tape 1.9 mil N/A Box sealing, splicing
Industrial and recoverage

Packaging Tape




Ordering Information for Box Sealing Tapes

Product UPC Inner Case

Number (021200-) Size Unit Pack Qty.

Scotch® 3750 Premium Commercial Box Sealing Tape

3750 Clear 06640* 43 mm x50 m (1-4/5"x 54 yd.) N/A 36 rolls _|
3750 Tan 72439 48 mm x50 m (1-4/5" x 54 yd.) 1/pack 36 packs QJ
3750 Clear 72441 48 mm x50 m (1-4/5" x 54 yd.) 1/pack 36 packs O
3750-DD (Clear) 06648* With disposable dispenser: 1-4/5" x 54 yd. (48 mm x 50 m) N/A 24 rolls 8
3750-DD (Tan) 06647* With disposable dispenser: 1-4/5" x 54 yd. (48 mm x 50 m) N/A 24 rolls

Scotch 3732 and 3734 Printed Box Sealing Tape

3732 72415* 1-4/5" x 109 yd. 483 mmx 100 m bulk 36 rolls g
3734 T72417* 1-4/5" x 109 yd. 48 mm x 100 m bulk 36 rolls %
Highland™ 3710 Commercial Box Sealing Tape Q
3710 Tan 14765 1-4/5" x 54 yd. (48 mm x 50 m) bulk 36 rolls g
3710 Tan 18814 1-4/5" x 109 yd. (48 mm x 100 m) bulk 36 rolls 8
3710 Clear 14766 1-4/5" x 54 yd. (48 mm x 50 m) bulk 36 rolls Q)
3710 Clear 18813 1-4/5" x 109 yd. (48 mm x 100 m) bulk 36 rolls :QS_
Scotch H-122 Box Sealing Hand Dispensers 06925 2" (50,8 mm) 1 each 8 dispensers
Highland 3770 Series Printed Box Sealing Tape g
3771 (red on white) 72301 1-9/10" x 104 yd. (48 mm x 100 m) bulk 36 rolls 5
3772 (red on white) 72304 1-9/10" x 104 yd. (48 mm x 100 m) bulk 36 rolls =
3773 (red on white) 72307 1-9/10" x 104 yd. (48 mm x 100 m) bulk 36 rolls N,
3774 (red on white) 72454 1-9/10" x 104 yd. (48 mm x 100 m) bulk 36 rolls 8
3775 (red on white) 72458 1-9/10" x 104 yd. (48 mm x 100 m) bulk 36 rolls

Highland 371 Industrial Box Sealing Tape

371(Clear) 19279 2-4/5" x 54.6 yd. (72 mm x 50 mm) bulk 24 rolls

371(Clear) 19280 2-4/5"x 109.3 yd. (72 mm x 100 mm) bulk 24 rolls

371(Tan) 18197 2-4/5" x 54.6 yd. (72 mm x 50 mm) bulk 24 rolls

371(Tan) 61525 2-4/5" x 109.3 yd. (72 mm x 100 mm) bulk 24 rolls

*UPC prefix 051131-.

Specifications for Filament Tapes

Product Product Tape Temperature Typical
Number Description Thickness Rating Applications

Scotch 893 Industrial grade filament 6 mil short term: High performance and
Industrial Grade and packaging tape 151°F long term adhesion for
Filament Tape that is abrasion and (65°C) strapping and reinforcing
moisture resistant.

Highland 897 Commercial grade 6 mil 120°F General purpose,
Commercial Grade | filament tape with (50°C) bundling and
Filament Tape synthetic rubber reinforcing
resin adhesive.

o
Scotch H-10 Filament N/A N/A Box sealing
Filament Tape dispensers
Tape Dispensers

Scotch H-180 Box sealing N/A N/A Box sealing
Box Sealing Roll-on dispensers
Roll-on Dispensers




Ordering Information for Filament Tapes

Product UPC Inner Case
Number (021200-) Size Unit Pack Qty.
Scotch® 893 Industrial Grade Filament Tapet
893 06937* 12,7mmx 54,8 m (1/2"x 60 yd.) bulk 72 rolls
893 06938* 19 mmx54,8m (3/4"x 60 yd.) bulk 48 rolls
893 06939* 254mmx 54,8 m (1"x 60yd.) bulk 36 rolls
Highland™ 897 Commercial Filament Tapet
897 86523 12,7mmx 54,8 m (1/2"x 60 yd.) bulk 72 rolls
897 86524 19 mmx54,8m (3/4"x 60 yd.) bulk 48 rolls
897 86525 254mmx 54,8 m (1"x 60yd.) bulk 36 rolls
Scotch H-10 Filament Tape Dispenser 06910 25,4 mm 1" 1 each 6 dispensers
Scotch H-180 Box Sealing Roll-on Dispensers

19008 2" (50,8 mm) 1 each 6 dispensers
*UPC prefix 051131-

tOrder product in metric units.

Specifications for Label Protection Tapes

Product Product Tape Temperature Typical
Number Description Thickness Rating Applications
Scotch 8210 Lightly pink tinted label 2.5 mil N/A Protect label from
Film Tape abrasions and moisture,
but allow barcode
scanning
Scotch 8240 & 8260 | Pressure sensitive tape 2.5 mil N/A Display documents on
Pouch Tape with rectangular window the exterior of package
and orange border for easy viewing
by recipient
Highland 3565 Utility grade label 1.9 mil N/A To protect and
Commercial Label | protection tape preserve identification
Protection Tape labels in shipping
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Ordering Information for Label Protection Tapes

Product UPC Inner Case
Number (021200-) Size Unit Pack Qty.
Scotch 8210 Film Tape

8210 11852 2"x 72 yd. (51 mm x 65,5 m) bulk 24 rolls
8210 05597 3"x72yd. (76 mm x 65,5 m) bulk 12 rolls
8210 06888 4"x 72 yd. (10,2 cm x 65,5 m) bulk 8 rolls
8210 06889 5"x 72 yd. (12,7 cm x 65,5 m) bulk 8 rolls
8210 11853 6" x 72 yd. (15,2 cm x 65,5 m) bulk 8 rolls
Scotch 8240 Pouch Tape 06947 5"x 6" (12,7 cm x 15,2 cm) 500 pouches 64 rolls
Scotch 8260 Pouch Tape 06958 55"x9" (14,0 cm x 22,9 cm) 375 pouches 48 rolls

Highland 3565 Commercial Label Protection Tape

73154 3-7/10" x 104 yd. (96 mm x 100 m) bulk 18 rolls




Specifications for Palletizing Tapes
Product Product Tape Temperature Typical
Number Description Thickness Rating Applications
Scotch® 8884 & High performance transparent 8884 is 5 mil N/A Encasing A & B type
8886 Stretchable stretchable tape 8886 is 7 mil pallets for internal
Tape shipping
Ordering Information for Palletizing Tapes
Product uprC Inner Case
Number (021200-) Size Unit Pack Qty.
Scotch 8884 Stretchable Tape 69313 1-3/10" x 60 yd. (36 mm x 55 m) bulk 24 rolls
Scotch 8886 Stretchable Tape 69314 1-3/10" x 60 yd. (36 mm x 55 m) bulk 24 rolls
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-I-he best connectors do more than fit the application;

they also fit your hand, and they feel good to use. At 3M,
we design connectors that are as comfortable and easy

to use asthey are dependable.

Our complete line provides awide range of connector
choices. Simply choose the connector that fits your personal
preference, as well as the application. We give you plenty
of choices.

Start with the unique 3M™ “Performance +" wire
connectors. See just how easy it isto work with three
sizesinstead of seven, and still cover the entire 600-volt
copper wire range. The Scotchlok™ connectors are our
original color-coded line of wire connectors designed with
the exact features requested most by electricians. 3M wire
connectors are durable for regular or low-voltage systems
in construction, industrial, maintenance, OEM or irrigation.
Highland™ wire connectors offer an affordable alternative
with no compromise to quality.

It'sall here—right at your fingertips—with 3M’s family
of easy-to-use, versatile and highly reliable wire connectors.

Scotchlok™ 557 IDC Connector 11

Quick, reliable splices are a snap
and a squeeze

For over 30 years, 3M has been designing connectors

with thereliability and ease of installation that electricians
demand. From the very first Scotchlok insulation
displacement connector (IDC) to today’ s improved models,
3M has aways provided connection technology that saves
time and money.

The latest series of IDCs has kept all that was good about
the original connector—the design, the shape, the element
technology and the color-coding.

Choose from 38 different 3M IDCs that meet a variety
of uses; including fluorescent ballast installation and
replacement, fixture and appliance wiring, automotive
and marine wiring and control circuit wiring. Whatever the
application, 3M has the connector to make your job easier.




Phone 800/245 3573 Fax 800/245 0329

3M™ Q/Bt+, R/YT, B/Gt 3M “Performance +”
Wire Connectors

Because of their
increased wire
range, just three
“Performance +"
Wire Connectors
handle the work

of seven standard
connectors. O/B*
replaces the orange,
blue and gray wire
nut style connectors,
aswell as70% of
theyellow wire nut
and wing style connectors. R/Y * replaces both red and yellow
wing style connectors. B/G* covers both the large blue and
gray connectors. This simplifies selection of theright
connector for awide range of wiring jobs. There' saso less
inventory to manage, and a better chance you'll havethe
connector you need to do every job.

Scotchlok™ Y, R, G and B Electrical
Spring Connectors

Scotchlok Y, R, G
and B Electrica
Spring Connectors
arethe original
color-coded wire
connectorswith a
unique soft shell
that is easy on the
fingers. They're

; flexible, yet
| durable, and

> provide a compact,

fully-insulated connection that won't cut or abrade wires.
Their torque fins are engineered to provide a comfortable and
secure grip, which makesinstallation fast and back-off easy.

Spring Connectors

8 Spring Connectors and Tools

3M™ R/Y+ Connector 13

3M 212, 312, 512 and 512G Electrical
Spring Connectors

The quick-spin,
wing-torque design
of 312 and 512
Electrical Spring
Connectorsis easy
on your fingers.
Theday’slast
connection will

fed almost as good
asthefirst. Generous
expansion room
accommodates awide range of solid or stranded wire. Use the
312 (yellow) connector for wire combinations from 3 #20 to
3#12 AWG and the 512 (red) connector for 2 #18 to 5 #12
AWG. The 512G (green) is used for grounding connections.

16

( Features — Advantages — Benefits

3M “Performance +" Connectors (O/B*, R/Y+, B/G+)

Wires feed deeper Increases level of pull out Security
Wide wire ranges Three connectors replace seven Saves money and time
Flexible skirt Covers overstripped wires Safety

New internal design

Smoother and faster installation

Improves quality and saves time

Scotchlok Electrical Spring Connectors (Y, R, G, B)

Soft outer shell Easy on the fingers Easy to use
Soft inner shell No wire poke-through Safety
Compact design Fit into tight places Easy to use
Able to back off Rewire if needed Saves time
3M Electrical Spring and Grounding Connectors (212, 312, 512, 512G)

Hard shell Easy to grip Easy to use
Wings Easy to turn Easy to use
Highland™ Connectors (H-29, H-30, H-31, H-33, H-35)

Low price Economical Save money




The 212 connector combines 3M quality and economy
into one connector. Designed for speed and efficiency,
212 connectors spin-on quickly and tighten-down easily.
They’ re engineered for easy back-off, too. The live inner
spring action delivers uniform holding power on common
#22 to #10 AWG wire combinations. The 212 connector
isUL Listed and features a tough, impact-resistant,
thermoplastic insulator.

Highland™ Wire Connectors

Highland Wire
Connectors make
it quick and easy
to match the right
connector to the
‘ size of the wire.
I The shells
I' . are designed

| towithstand
temperatures up
17 to 221°F (105°C).

Wire Range for 3M “Performance +” Connectors

Highland color-coded wire connectors are UL Listed, CSA
Certified, and work equally well with either solid or stranded
wire. H-29 and H-30 connectors are rated to 300V. H-31,
H-33 and H-35 connectors are rated to 600V (1000V in
signs and lighting fixtures).

3M™ WCD Wire Connector Drivers

These application
tools for 3M
“Performance +”
O/Bt and R/Y t;
3M 212, 312,
and 512; and
Scotchlok™ Y, R,
and G connectors
quickly spin on
the connector and
position the wire

% pundlein the box.
The WCD-H isahand driver and the WCD-P is a power
driver that fits a standard chuck.

2#22 2#20 2#18 2#16 2#14 2#12 A#14 3#12 6#14  4#12 3#10 5#12 2#8 6#12 4#10  5#10 2#6|

3M O/B*
3M R/Y*
3M B/G*

Performance
Plus +

Tan 341[]
Yellow 451(}
Red 452(]}

Competitor’s
Wing Style

Gray 342(]

Blue 454}

Gray 71B[J
Blue 72B0J

Orange 73B0J

Nut Style

Yellow 74801

Competitor’s

Red 76B
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Specification Information for Spring Connectors

Features/ Maximum Wire Range* Temperature UL, CSAor Suggested
Connector Description Voltage Rating AWG (mm?) Rating  CE Certified  Tools
3M™ o/B* Flexible skirt 600V 2422-24#12 221°F WCD-P
. w/square wire (1000V in signs, lighting 3#14 (105°C) @ @ ( € WCD-H
fixtures and luminaries) (1,0 mm?>-5,0 mm?) '
3MR/Y* Flexible skirt 600V 2#18-24#8 221°F WCD-P
ﬁ w/square wire (1000V in signs, lighting 5#12 (105°C) @ @ ( ( WCD-H
fixtures and luminaries) (2,0 mm*-16,0 mm?) '
3M B/G* Flexible skirt 600V 4#14-2#6-348 221°F
ﬁ w/square wire (1000V in signs, lighting (10,0 mm*-31,6 mm?) (105°C) @ @ ( € -
fixtures and luminaries) '
Scotchlok™ R Insulated wivinyl 600V 9#18, 4-6#16, 2-5#14, 2-5#12, 221°F @ @ WCD-P
' skirt and live spring | (1000V for signs, lighting 1-3#10 (5,0-16,0 mm?) (105°C) ( ( WCD-H
fixtures and luminaries) !
Scotchlok Y Insulated wivinyl 600V 5-8#22, 4-6#20, 2-5#18, 2-3#16, 221°F @ @ WCD-P
skirt and live spring | (1000V for signs, lighting | ~ 1-3#14, 1-2#12, 1#10 (2,0-17,5 mn) (105°C) ( € WCD-H
fixtures and luminaries) !
Scotchlok B Insulated wivinyl 600V 3-6#12, 2-6#10, 2-3#8, 221°F @ @
, skirt and live spring | (1000V for signs, lighting 1-2#6 stranded (12,0-36,0 mm?) (105°C) ( ( -
fixtures and luminaries) !
Scotchlok G Insulated wivinyl 600V 3-T#14, 2-6#12, 2-4#10, 221°F @ @ WCD-P
5 skirt and live spring | (1000V for signs, lighting 2#8 (8,0-24,0 mm?) (105°C) ( € WCD-H
fixtures and luminaries) !
3m 212 Insulated electrical 600V 1#16 to 1#22, 3#12, 4#14 221°F @ WCD-P
_@ connector (1000V for signs, lighting (5,0-16,0 mm?) (105°C) ( G WCD-H
wllive spring fixtures and luminaries) !
3M 312 Nylon Insulated 600V 5-7#22, 3-6#20, 2-6#18 221°F @ @ WCD-P
@ wlive spring (1000V for signs, lighting 2-6#16, 1-4#14, 1-3#12 (105°C) WCD-H
fixtures and luminaries) (1-5-10,0 mm?) '
3M 512 Nylon insulated 600V 2-10#18, 2-7#16, 1-6#14, 1-5#12, 221°F @ @ WCD-P
‘ w/live spring (1000V for signs, lighting 1-3#10, 1-248, 1#6 (2,0-16,0 mm?) (105°C) WCD-H
fixtures and luminaries) '
3M 512G Nylon insulated 600V 2-5#14, 2-5#12, 2-3#10, 1#14 w/ 221°F @ @ N
n grounding (1000V for signs, lighting | 1-4#12, 2#14 wi1-3#12, 3#14 w/2 or 3 (105°C)
connector fixtures and luminaries) | #12, 4#14 w/1#12, 1#14 wi1-3#10, 2#14 '
w/l or 2#10, 3#14 w/1#10, 1#12 w/1 or
2#10, 2412 wi/1#10 (4,0-15,0 mm?)
Highland™ Round wire 300V 22-16 AWG 221°F _
H-29 I:% spring [One 22 AWG/One 20 AWG Min.] (105°C) @ @
[Two 16 AWG Max.] (1-5-2,5 mm?)
Highland Round wire 300V 22-16 AWG [Three 20 AWG Min.] 221°F @ @ .
H-30 spring [Three 16 AWG Max.] (1,5-3,0 mm?) (105°C)
Highland Round wire 600V 18-14 AWG [Two 18 AWG Min] 221°F @ @ _
H-31 spring (1000V in signs, lighting [Two 14 AWG Max.] (2,0-4,0 mm?) (105°C)
fixtures and luminaries)
Highland Round wire 600V 18-12 AWG [Two 18 AWG Min.] 221°F @ @ .
H-33 spring (1000V in signs, lighting [Three 14 AWG Max] (105°C)
fixtures and luminaries) (2,0-0,5 mm?)
Highland Round wire 600V 18-10 AWG [Three 18 AWG Min.] 221°F @ @ _
H-35 spring (1000V in signs, lighting [Three 10 AWG Max.] (105°C)

fixtures and luminaries)

(2,5-16,0 mm?)

*For information on additional Cu wire connections, refer to package or consult 3M technical service.
" UL Listed E23438 and CSA Certified LR15503




Ordering Information for Spring Connectors

Product UPC Inner Case Qty. (connectors)
Number (054007-) Unit Pack Distributor Order Qty.
3M™ o/B* 43152 100/box 1,000 box
43153 500/jug 10,000 bulk
3MRIY* 43154 100/box 1,000 box g
43155 500/jug 4,000 bulk -
3M B/G* 43150 50/box 500 hox @
43151 250/jug 2,000 bulk (@)
Scotchlok™ R 20058 100/box 1,000  box (@)
70489 500/hag 5000 bulk -
Scotchlok Y 20041 100/box 1,000 box >
15769 500/bag 10,000 buk ®
Scotchlok B 42033 50/box 500 box Q
Scotchlok G 21346 100/box 1,000 box (@)
70488 500/bag 2,500 bulk =
3M 212 (Tan) 11792 100/box 1,000 box n
13202 500/bag 10,000 bulk
3M 312 (Yellow) 08150 100/box 1,000 box wn
08160 500/bag 10,000 bulk -_O‘
3M 512 (Red) 08161 100/box 1,000 box 5
08162 500/bag 10,000 bulk (]
3M 512G (Green) 49950 50/box 500 box O
50232 500/bag 10,000 bulk o
Highland™ H-29 (Gray) 43133 100/box 1,000 box g
43134 — 1,000 bin D
43135 — 25000 keg (loose) 24
Highland H-30 (Blue) 43122 100/box 1,000 box e
43123 — 1,000 bin n
43124 — 10,000 keg (loose) jab}
Highland H-31 (Orange) 43117 100/box 1,000 box g_
43118 500/bag 10,000 bulk -
43119 — 1,000 hin o
43120 — 10,000 keg o
Highland H-33 (Yellow) 43136 100/box 1,000 box 2]
43138 500/bag 5,000 bulk
43137 — 1,000 bin
43139 - 5,000 keg
Highland H-35 (Red) 49764 100/box 1,000 box
49765 250/bag 2,500 bulk
49766 — 1,000 bin

Specification and Ordering Information for Application Tools

Product UPC Inner Case
Number Description Application (054007-) Unit Pack Qty.
WCD-P Power driver using a standard chuck, Tools for 3M O/B*, RIY*, Scotchlok Y, R, 49919 — 10
drill or screw driver G and 3M 212, 312, and 512.
WCD-H Hand driver Tools for 3M O/B*, RIY*, Scotchlok Y, R, 49948 - 10
G and 3M 212, 312, and 512.
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Crimp Sleeve Connectors

Scotchlok™ S-11 and S-31 Insulated
Electrical Crimp Sleeve Connectors

UL Listed and CSA
Certified, Scotchlok
electrical crimp sleeve
connectors make fast work
of splicing 22 to 10 AWG
copper conductors. Smooth
flared entry makes wire
insertion fast—simply twist
conductors together and
crimp. The S-11 and S-31
(copper), and MN14CEC/ST &
and MN10CEC/ST (steel) |
areinsulated, closed-end
crimp sleeve connectors. 19
With arugged, yet resilient

nylon insulator, use these connectors in light fixtures,
appliances and other electrical OEM applications.

Specification Information for Nylon Insulated Closed End Connectors
(Steel and Copper Insert)

@ W

Product UPC Wire Range Copper Wire Barrel Barrel

Number’ (054007-) (AWG) Combinations L Length 1.D.
S-11 (copper)* 16732 boxed 22-14 see chart below 0.76 0.31 0.091
S-11 (steel)* 16733 bulk 22-14 see chart below 0.76 0.31 0.091
S-31 (copper)* 16734 boxed 18-10 see chart below 0.85 0.34 0.152
S-31 (steel)* 16735 bulk 18-10 see chart below 0.85 0.34 0.152

* UL Listed and CSA Certified for use with TH-440 and TH-450 Crimping Tools.
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How to read chart for S-11: How to read chart for S-31:
One #16 Stranded plus three #22 Stranded One #14 Solid plus four #18 Stranded
(equaling four wires) can be connected using (equaling five wires) can be connected

an S-11 connector. using an S-31 connector.




|nsulation
Displacement
Connectors
and Tools

Scotchlok™ IDC Connectors
for Electrical Applications

The latest series of
Scotchlok Insulation
Displacement Connectors
(IDCs) has kept al that

was good about the origina
connector — the design, the
shape, the e ement technology
and the color-coding. Each
new model, however, also
incorporates afull wire range capability, an increased port
size that accommodates up to 0.155" (4,0 mm) insulation
sizes, double “U” elements and a solvent-resistant plastic
construction. Choose from 38 different 3M IDCs to meet
avariety of uses; including fluorescent ballast installation
and replacement, fixture and appliance wiring, automotive
and marine wiring, and control circuit wiring.

21

Scotchlok IDC Connectors
for Communication Applications

Over 30 years ago, 3M
introduced the industry’s
origina U element
connector, the Scotchlok UR
Connector. The latest series
of connectors; the Scotchlok
UR2, UY2 and UB2A

22 connectors; features that

Insulation Displacement Connectors

( Features — Advantages — Benefits

Scotchlok™ 314U Insulation Displacement Connector 20

same originality in technological advantages, building on
the successful Scotchlok connector’s design, shape, color-
coded cap concepts and element technology. The Series 2
connectors additionally offer full wire range capability,
increased port size to accommodate up to 0.082"

(2,08 mm) insulation sizes, double elementsin

all products and a solvent-resistant plastic construction.

3M™ E-9BM, E-9C, E-9E, E-9Y Crimping Tools

The E-9BM Crimping Tool
is used with most Scotchlok
connectors, and has parallel
closing action with adjustable
jaws and a high mechanical
advantage. The E-9C
Cartridge Tool with Case
holds connectors (in

23 cartridges) firmly in place,
allowing the craftsperson use of the other hand for guiding
wires. A time saving tool, the E-9C tool holds cartridges of
UR2, UR, UY2, UY, or UAL connectors. The E-9E
Crimping Tool isaparallel closing-action tool for use with
Scotchlok butt and tap connectors. The E-9Y Crimping
Tool’s stepped jaws and long nose provide parallel crimping
action. Itsfeatures include a side wire cutter, cushioned
handles and areturn spring.

Squeeze-shut connector No wire stripping or twisting Saves time
Crimp with slip-joint pliers No special tools required Saves money
Unique “U” contact, fully insulated Provides dependable connections Safety

No need to cut run wire Faster installation, minimum clean up Saves time
No need to twist on Easy on hands Easy to use

O Connecting Tips

Quick, reliable splices are a squeeze. And a snap.

"
.

3M Scotchlok Insulation Displacement Connectors (IDCs) are easy to use and save time — to install one,
just squeeze — no stripping or twisting. Our unique “U” contact provides a dependable electrical connection.

¢ A ‘“live-spring” joint is made by driving the “U” contact down into the connector.

¢ As the “U” contact is pressed into the connector, it grasps the conductors as it displaces the insulation.

2 F

e Contact grips the conductor and holds with a firm, resilient pressure.
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Specification Information for Scotchlok™ Insulation Displacement Connectors

Type Features/ Maximum AWG (mm?) Operating UL, CSA or Suggested 3M
Connector Connection Description Insulation 0.D.  Wire Range Temperature CE Certified Tools/Mate
314* ] Moisture- 0.155" (3,9 mm) | 22-14(0,5-15) 221°F (105°C) it E-9BM
% E @: resistant seal @ @
314U% 7 ] Dry environment | 0.155" (3,9 mm) 22-14 (0,5-1,5) 221°F (105°C) i E-9BM
% @ @: applications @ @
316IR ] @ @: Moisture-resistant | 0.155" (3,9 mm) 22-16 (0,5-1,5) 221°F (105°C) NIA E-9BM
: applications
557 Dual element | 0.120"(3,05mm) | 22-16(05-15) 221°F (105°C) y E-9BM
‘ @: connection @ @ ( E
558 Flame 0.120" (3,05 mm) | 22-16 (0,5-1,5) 221°F (105°C) ! E-9BM
* ‘@: retardant @ @ ( E
560 Flame 0.145" (3,68 mm) | 18-16 (0,75-1,5) 221°F (105°C) ﬁ E-9BM
gﬁ ﬁ retardant Solid/Stranded
‘@: @: 14 (1,5) Stranded @ @ ( E
5608 e Run & Tap 0.145" (3,68 mm) | 18-16 (0,75-1,5) 194°F (90°C) ; E-9BM
Splicing Solid/Stranded
‘@: :@: 14 Stranded @
560N Flame 0.145" (3,68 mm) | 18-16 (0,75-1,5) 221°F (105°C) ; E-9BM
e retardant Solid/Stranded
:@: 14 Stranded @ @
562 @ Flame 0.190" (4,82 mm) 12 (3,0) 221°F (105°C) - E-9BM
retardant Solid/Stranded
@ :@: 10 (4,0) Stranded @ ( E
564 - :@ Dry environment | 0.145" (3,68 mm) | 18-14 (0,75-1,5) 194°F (90°C) € E-9BM
applications
567 Dual element 0.145" (3,68 mm) | 18-14(0,75-1,5) 221°F (105°C) "
connection Tap Tap E-9BM
s @ 0.190" (4,82 mm) | 12-10 (3,0-4,0) @ @ €
Run Run
804 Moisture- 0.145" (3,68 mm) | 18-16 (0,75-15) 167°F (75°C) " E-9BM
@ resistant Solid/Stranded
applications 14 (1,5) Stranded
804U Dry environment | 0.145" (3,68 mm) | 18-16 (0,75-1,5) 167°F (75°C) @“ E-9BM
_@: applications Solid/Stranded
1 14 (1,5) Stranded
901 - _@_ Disconnect 0.145" (3,68 mm) | 18-14(0,75-1,5) 194°F (90°C) NIA E-9BM
MNG14-156DM
905 @ :@: Lowvoltage | 0.110" (2,79 mm) Tap | 22-18 (0,5-1,0) Tap 194°F (90°C) E-9BM
(automotive)  |0.145" (3,68 mm) Run | 18-14 (0,75-1,5) Run ( E
applications
905N :@: Low voltage  |0.110"(2,79 mm) Tap | 22-18 (0,5-1,0)Tap 194°F (90°C) N/A E-9BM
(automotive)  |0.145" (3,68 mm)Run | 18-14 (0,75-1,5) Run
applications
951 T-tap disconnect | 0.150" (3,81 mm) | 22-18 (0,5-1,0) 221°F (105°C) E-9BM
l _E_ ) @ Mate: 0.250" male tab
MNG18-250 DMI
952 k T-tap disconnect | 0.150" (3,81 mm) | 18-14(0,75-1,5) 221°F (105°C) E-9BM
Mate: 0.250" male tab
_@_ @ @T MNG14-250 DMI
953 % T-tap disconnect | 0.150" (3,81 mm) 12 (3,0) 221°F (105°C) E-9BM
Mate: 0.250" male tab
_@_ @ @* MNG10-250 DMI
972 : Auto fuse holder | 0.150" (3,81 mm) | 18-14 (0,75-1,5) 194°F (90°C) N/A E-9BM

*Also tested in accordance with UL Standard for Portable Electric Lamps, UL 153, Section 15 when housed within the body of the lamp.
"UL Listed 70512 and/or CSA Certified LR15503
UL Listed 23438 and/or CSA Certified LR15503




Ordering Information for Scotchlok™ Insulation Displacement Connectors

Product UPC Inner Distributor
Number (054007-) Unit Pack Order Qty./Box
314 09230 50/box 500 box
09231 — 1,000 bin E
314U 09232 50/box 500 box =
09233 _ 1,000 bin C-B
316R 50419 30/bag 300 bulk
557 21494 100/box 1,000 box 8
21502 500/bag 5,000 bulk S
558 14861 100/box 1,000 box S
14879 500/bag 5,000 bulk D
560 00839 100/box 1,000 box Q
00840 500/bag 5,000 bulk @)
5608 20090 100/box 1,000 box (-D‘
20181 500/bag 5,000 bulk
560N 09513 500/hag 5,000 bulk L
562 11032 50/box 1,000 box >
11040 — 1,000 bin (é)
564 06118 500/hag 5,000 bulk g
567 14887 50/hox 1,000 box =
14895 — 1,000 bin S
804 06134 25/hox 250 box O
06135 500/bag 5,000 bulk o0
50187 50/hag 1,000 bulk =3
50188 100/bag 1,000 bulk %
804U 50767 500/hag 5,000 bulk oD
901 06106 50/box 500 box =
06107 500/bag 5,000 bulk =
905 06128 50/box 500 box =
06129 500/bag 5,000 bulk Q
905N 06124 500/bag 5,000 bulk S
951 12312 50/hox 500 box (:SD
12313 — 1,000 bin o
952 08427 50/hox 500 box o
08428 — 1,000 bin n
953 12314 50/hox 500 box Q
12315 — 1,000 bin g_
972 06171 25/hox 250 box —
06172 — 1,000 bin (@)
o
n
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Specification Information for Scotchlok™ Insulation Displacement Connectors for Communication

Type Maximum AWG (mm?) Operating UL,CSAor  Suggested
Connector Connector Features Insulation Wire Range Temperature  CE Certified 3M Tool
u1B - :@: Full pair 0.125" (3,18 mm) 16-19 (1,3-0,9) -40 to 285°F N/A E-9BM
= Solid wire (-40 to 140°C)
UIR ol Y Full pair 0.125" (3,18 mm) 19-24 (0,9-0,5) -40 to 285°F N/A E-9BM
% : - Solid wire (-40 to 140°C)
UAL For aluminum 0.082" (2,08 mm) 17-20 (1,15-0,8) -40 to 285°F N/A E-9BM
ﬁ | copper Outside port Solid wire (-40 to 140°C) E-9Y
0.076" (1,93 mm) 19-24 (0,9-0,5)
Center port Solid copper

UB2A -" L_-m RUS Listed, 0.082" (2,08 mm) 19-26 (0,9-0,4) -40 to 285°F N/A E-9BM

" s full featured Solid wire (-40 to 140°C) E-9Y

UB2A-D ', L_-m_ RUS Listed, 0.082" (2,08 mm) 19-26 (0,9-0,4) -40 to 285°F N/A E-9BM

T full featured Solid wire (-40 to 140°C) E-9Y

UG _QLL_' Moisture- 0.066" (1,67 mm) 19-26 (0,9-0,4) -40 to 285°F N/A E-9BM

resistant seal Solid wire (-40 to 140°C) E-9Y

ULG For large 0.082" (2,08 mm) 19-26 (0,9-0,4) -40 to 285°F N/A E-9BM

‘ % insulations Outside Port Solid wire (-40 to 140°C) E-9Y

1 0.076" (1,93 mm)
Center Port

UP2 == Dry 0.060" (1,52 mm) 22-26 (0,7-0,4) -40 to 285°F N/A E-9BM

- flame retardant Solid wire (-40 to 140°C) E-9Y

uP3 A e | Dry 0.066" (1,67 mm) 19-26 (0,9-0,4) -40 to 285°F NIA E-9BM

M i flame retardant Solid wire (-40 to 140°C) E-9Y

UR E ] Moisture- 0.066" (1,67 mm) 19-26 (0,9-0,4) -40 to 285°F N/A E-9BM

e | resistant seal Solid wire (-40 to 140°C) E-9Y

UR2 .- RUS Listed, 0.082" (2,08 mm) 19-26 (0,9-0,4) -40 to 285°F N/A E-9BM

L =xa = | full featured Solid wire (-40 to 140°C) E-9Y

UR2-D £ ) Dry 0.082" (2,08 mm) 19-26 (0,9-0,4) -40 to 285°F N/A E-9BM

Tl ==5) full featured Solid wire (-40 t0 140°C) E-9Y

uy f B ==l Moisture- 0.060" (1,52 mm) 22-26 (0,7-0,4) -40 to 285°F N/A E-9BM

= - resistant seal Solid wire (-40 to 140°C) E-9Y

uy2 (== i RUS Listed, 0.082" (2,08 mm) 19-26 (0,9-0,4) -40 to 285°F N/A E-9BM

s - full featured Solid wire (-40 to 140°C) E-9Y

uY2-D - i Dry 0.082" (2,08 mm) 19-26 (0,9-0,4) -40 to 285°F N/A E-9BM

'r_l‘a- - full featured Solid wire (-40 to 140°C) E-9Y

Note: solid wires only.




Ordering Information for Scotchlok™ Insulation Displacement Connectors for Communication

Product UPC Inner Distributor

Number (054007-) Unit Pack Order Qty.

U1B 71340 — 1,000 bulk

UIR 56388 100/box 1,000 box é

UAL 27827 100/hox 1,000 box —
27828 N/A 10 cartridge C-B

UB2A 92693 100/hox 1,000 box
92695 — 1,000 bin @)
92696 500/bag 5,000 bulk g

UB2A-D 92694 100/box 1,000 box S
92698 — 1,000 bin D
92697 1,000/box 5,000 bulk Q

UG 56391 100/hox 1,000 box @)
33280 — 5,000 bulk ('n‘
27814 20/bag 1,000 bin

ULG 30198 100/box 1,000 box o
30199 — 10 cartridge >

up2 32698 N/A 10 cartridge (é)
33420 100/hox 5,000 bulk pz
33428 N/A 1,000 bin =

UP3 33429 N/A 1,000 bin 5
33419 N/A 5,000 bulk O
32700 N/A 10 cartridge n

UR 33277 — 5,000 bulk =3
27815 N/A 1,000 bin g
56390 100/box 1,000 box oD
27816 N/A 10 cartridge =

UR?2 68540 — 1,000 bin g
68538 100/box 1,000 box =
68539 500/box 5,000 bulk Q
68541 N/A 10 cartridge S

UR2-D 71473 N/A 1,000 bin C:‘D
71474 N/A 5,000 bulk o
71475 N/A 10 cartridge o

uy 33278 1,000/box 5,000 bulk n
14929 N/A 1,000 bin o))
14911 100/box 1,000 box g_
27817 N/A 10 cartridge —

uy2 68536 N/A 1,000 bin o
68537 100/box 1,000 box =
68535 N/A 5,000 bulk e
68534 N/A 10 cartridge

uY2D 71476 N/A 1,000 bin
71477 N/A 5,000 bulk
71478 N/A 10 cartridge




Phone 800/245 3573 Fax 800/245 0329

§ Specification and Ordering Information for 3M ™ Application Tools

Product UpPC Inner Case
Number (054007-) Description Application Unit Pack Qty.
E-9BM 33482 Adjustable jaws, parallel action UR2, UR2-D, UR, UY2, UY2-D, 1/box 10
Crimping Tool UY, UAL, ULG, UP2

E-9E 10577 Parallel action UAL, UG, UR2, UY2, UB2 1/box 10
Crimping Tool

E-9Y* 15625 Stepped jaws, side wire cutters, UAL, UG, UR2, UY2, UB2 1/box 10

Crimping Tool

cushioned handles, return spring

*It is recommended when splicing 19 AWG (0,9 mm) using the E-9Y tool that no more than two conductors be crimped.




Terminals, Kitsand Tools

» Glossary of Product Terminology pg.
» Scotchlok™ Terminals (boxed) pg.

Ring Tongues pg.
Multi-Stud Ring Tongues pg.
Standard Forks pg.
Block Forks pg.
Flanged Block Forks pg.
Locking Forks pg.
Butt Connectors pg.
Female Disconnects pg.
Male Disconnects pg.
Flags pg.
Multi-Stack Disconnects pg.
Adapters pg.

For more than 30 years, 3M has been aleading supplier

of Scotchlok™ terminals, disconnects, connectors and tools
for high performance use in the assembly and maintenance
of electrical systems. Thousands of satisfied customers know

our productsfor:
« Effective and reliable performance, UL Listed and
CSA Certified where appropriate.

» Variety of types, sizes and materials meeting a broad
application range, including the demands of temperature

and weather.
» Design features assuring easy installation of 3M

products—positive and easy wire insertion, elimination

of strand hang-ups and wire twisting, and easy
insulation entry.
These are afew of the characteristics that make the
installer’sjob easier.

? Frequently Asked Questions

What does the insulation grip do?

Which 3M tools can | use with
3M terminals?

What's the difference between insulated
and fully insulated disconnects?

What temperatures do 3M terminals
withstand?

34 High Temperature pg. 106
38 Closed End Connectors pg. 109
Parallel Connectors pg. 110

38 Crimp Sleeve Connectors pg. 111
2(1) Pin Terminals pg. 112
66 ¢ Highland™ Terminals (bagged) pg. 113
;g « Solder Splice Connectors pg. 120
g7 * Kits pg. 121
g; * Tools pg. 122
103  * Tool Charts pg. 124
18‘31 « Terminal Stud Size Chart pg. 127
* American Wire Gauge pg. 127

The insulation grip provides a “second” crimp on the wire
insulation providing additional wire strain relief. It's excellent
for high vibration applications.

The handy reference guide on pages 122-126 gives you
a variety of choices of tools to use with 3M terminals.

Insulated disconnects have barrel insulation only and fully
insulated disconnects are insulated from the barrel to the
receptacle/tab.

Non-insulated 3M terminals withstand temperatures up to
347°F (175°C). Insulated 3M terminals withstand
temperatures up to 221°F (105°C).
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Adapters— To interconnect two connectors already attached
to wires.

Block Fork — Same strength as the fork, but designed to use
interminal block because sides lie flat against barrier portion
of terminal block.

Bullet Style— Similar advantages as disconnects. Gives
reliable in-line connection because parts are made to have
holding friction when joined. Usually for automotive use.

Butt — Uses chamfered barrel endsto provide fast, easy wire
insertion from both ends and a built-in wire stop for correct
positioning. Must be crimped at both ends.

Closed-End — Used in situations requiring pigtail of two
or more wires.

Flanged Fork — Gives the benefit of both the block and
locking forks. Stays secure should screw loosen.

Fork — Allows rapid connection of wire. Usually used
on free-standing studs, because of wider tongues.

s Glossary of Terminals and Tools Terms

L ocking Fork — The spring-like tongue locks in place around
the stud even when mount screw is not tightened. Extraforce
isrequired to remove from stud.

Parallel — Similar to butt with overlapped wires and single
crimp in center of connector. Used where spaceis limited.

Pins— For installation in compression blocks. Used in
Europe for terminating stranded wire.

Quick Connect (Disconnect) — Attached to mating part by
tongue of female part slipping over male tab. Use of dents
and rolled edges on female part provides excellent holding
force while allowing easy and quick disconnect.

Ring — The standard style of tongue. The safest and
most reliable. It cannot be removed unless mounting
screw is removed.

Tab — Uses mounting hole for rivet or screw.

Tap —No wire stripping is necessary, just lay wire
in connector and crimp. Connection is made.



Standard Terminal Construction

0
2 3
4 L =[] Vinyl Nylon Insulated
— Insulated with Insulation
= Grip
7
8
1 9
10

3M Terminals provide a variety of design features assuring
consistently effective, reliable performance and easy
installation.

Please refer to theillustrations at the numbered locations
for the attributes described below.

1. One-piece, burr-free construction provides maximum
electrical conductivity. Electrical bright-tin plating gives
maximum corrosion resistance. Annealing relieves stress
points and assures maximum installed strength.

2. Barrel-to-pad transition design minimizes flexing and
bending.

3. Open-end design permits visual inspection of wire
location before and after crimping.

4. Maximum hold on wire comes from multiple “V” grooves
in #26-4 AWG parts resulting in excellent holding power.

5. Injection molded insulations on terminals are the highest
quality in the industry.
e 221°F (105°C) rated, tough, resistant electrical
grade materials
« Molding ensures consistent wall thickness for maximum
reliability after crimping
* Molding alows funnel barrel construction for easier
installation
« Molding offers the crimp ridge and non-dlip ridge

6. Crimp ridge designed for positive location of tool on
terminal barrel, resulting in few miscrimps.

7. Funnel barrel construction provides:
* Positive, easy wireinsertion
* No hang-ups of wire strands
« Wire twisting not necessary

8. Nylon-insulated terminals with grip feature a brass sleeve.
Sleeve provides optimum grip on insulation, strain relief and
vibration protection. Brass sleeve is recessed which provides
excellent flash-over protection.

9. Non-dip ridge so tool slides to correct position for a
proper crimp and better workmanship.

10. Beveled leading edge for easy wire insulation entry.

Barrel Styles

Non-insulated butted seam

The most economical terminal—
used where specia performance or
installation characteristics are not
needed. Beveled mouth facilitates wire insertion. Maximum
temperature for bare terminals; 347°F (175°C).

Non-insulated brazed seam

Beveled mouth facilitates wire
insertion. Can be crimped anywhere
on barrel surface. Silver brazed seam
will not open under crimping pressure
or operating stresses. Unlike butted seam parts, stranded
wire cannot escape barrel confines during or after crimping.
Maximum temperature for bare terminals. 347°F (175°C).

Vinyl insulated brazed and butted seams
Used where insulated barrel

is necessary and desirable. B —

Terminal consists of brazed .

or butted part with flared,

rigid molded polyvinyl

chloride sleeve securely attached and funneled for easy wire
entry. Wire insulation positions itself against funnel portion
of vinyl sleeve thus eliminating strand hang-up. Crimping
barrel and flared portion of sleeve provide excellent
electrical contact plus mechanical stressrelief at junction of
insulation and barrel. Insulation has a non-dip ridge for ease
of positioning crimping tool.

Industry standard color coding indicates wire range.
Insulators are rated at a continuous operating temperature
range from -40°F to 221°F (-40°C to 105°C).

UL Listed and CSA Certified for 600V building wire
and 1000V signsand lighting fixtures (luminaries).

Used where insulated barrel

and positive insulation grip

seam part with flared, seamless brass sleeve securely
attached and covered with flared, molded nylon sleeve. Wire
excellent electrical contact plus mechanical stress relief at
junction of insulation and barrel. Positioning crimp tool is
Insulators are rated at a continuous operating temperature
range from -40°F to 221°F (-40°C to 105°C).

Nylon insulated butted seam
with insulation grip
‘__h—

are necessary or desirable. L
Terminal consists of butted
insulation positions itself against funnel portion of brass
sleeve. Crimping barrel and flared portion of sleeve provide
nearly mistake proof dueto a“step” in nylon insulation.

Industry standard color coding indicates wire range.

UL Listed and CSA Certified for 600V building wire
and 1000V signsand lighting fixtures (luminaries).
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Installation Procedure

Funnel Barrel Feature provides an excellent electrical
and mechanical connection.

e Funnel design guides wire into position.

* No wire strand hang-up as the wireis inserted, giving
afast, positive installation.

e Wireisin place, ready for crimping.

For maximum crimping performance, barrel of connector
must be properly indexed in the crimp tool station.

Correct crimping isimportant
to assure a strong connection
Insulated Terminals and Connectors:

/ Electrical Crimp
5 -—— Mechanical
S—

Crimp

Non-Insulated Terminals
and Connectors:

Indent should be opposite
the barrel seam.

>

Correct Incorrect

Heat Shrink Terminas, Connectors

and Disconnects

3M Heat Shrink pre-insulated terminals, connectors and
disconnects protect against the most challenging of
environments, making the best moisture protection
available. They offer several advantages over conventional
unsealed products.

Corrosion Resistance — The adhesive-lined heat shrink
material, when properly crimped and shrunk, provides a seal
resistant to water, salt, steam and other related contaminants.

Improved M echanical Performance — The adhesive-
lined heat shrink tubing adheres, when shrunk, to both the
connector and the wire insulation providing improved
pullout strength and strain relief.

Durable Heat Shrink Tubing — Tough heat shrink
tubing effectively resists abrasion, scoring, cut-through,
and the effects of long term aging.

Versatile and Easy to Use — 3M heat shrink terminals,
splices and disconnects are available in wire sizes 22-10
AWG and can beinstalled easily with a recommended tool
and heat source. The connectors are color-coded for wire
range identification and the transparent tubing allows for
visual inspection.

Application Procedurefor Heat Shrink Products:

1. Strip wires to appropriate ) ¥ —)
length as indicated on package
label.

2. Insert wire into terminal
and crimp with correct
station of arecommended tool.

3. Apply heat with a
recommended heat source.

O——\
(O x

High Temperature Terminals

and Connectors

3M high temperature terminals and connectors are
constructed of steel with anickel plating. Their temperature
rating for continuous use at 900°F (482°C) makes them
perfect for use in ovens, motors, light fixtures and other
applications where other connectors would corrode or melt.

Thereisno applicable UL or CSA standard for high
temperature stedl parts.

Standard Crimp Terminal
and Connector Specifications

Materials

Crimp terminals and connectors are to be burr-free, annealed
and bright-tin plated ETP copper. Barrels shall be 0.25" long
with brazed seams where specified. Insulation grip sleeves
areto betin-plated brass and attached securely to the barrel.
Terminal insulators are to be molded polyvinyl chloride or
nylon, UL Listed and CSA Certified for 600V in building
wire and 1000V in signs and lighting fixtures (luminaries).
Connector insulators are to be extruded polyvinyl chloride
or nylon with atemperature rating of 221°F (105°C).

Construction

All insulated terminals are to have funnel entry construction
to prevent strand hang-up and a crimp ridge for proper tool
location. Nylon insulated terminals and connectors are to
have butted seam barrels with insulation grip sleeves. All
terminal barrels are to have multiple “V” grooves for
maximum conductor retention.

Dimension Key
Length
a
Stud Size
Barrel I.D. —

] R w— |
Width + Y P ’I/ Maximum Insulation
Y NN | Diameter

1
Clearance ‘ﬁ_—\— ‘

C Length
g

Note: All dimensions are measured in inches.



Terminal Numbering System

Features
3M Wire Size Stud, Tab, or Product
Identity Code/Barrel Style Code (AWG) Bullet Size Tongue Code Availability**
M No Code = Bare Brazed 24 =26-24 (STUD) F = Fork All BOX (X) package
A = No Barrel (adapter) (yellow) 0=0 FB = Fork, Block terminals in this
H = Heat Shrink 2=2 FBHT = Fork, Block, High Temp. catalog are available _|
| = Double Wall 20 = 26-20 4=4 FFB = Fork, Flanged, Block (in the packaging CD
wiinterlock (yellow) 6=6 FHT = Fork, High Temp. quantity indicated) -
N = Nylon Brazed 8=8 FL = Fork, Locking from local distributor
NG = Nylon w/Grip 18 =22-18 10=10 R =Ring stocks. All BULK (K) 3
NHU = Nylon/Butted (red) 12 =1/2" RHD = Ring, Heavy Duty packaged terminals o
w/Heat Shrink 14 =1/4" RHT = Ring, High Temp. are available in full 3
over top 14 =16-14 38=13/8" /S = Short or Small cartons only, and may
NU = Nylon/Butted (blue) 516 = 5/16" /L = Large or Long require a three to five QJ
U = Bare/Butted 610=16, 810 R/Flag = Ring, Flag week order lead time —
V = Vinyl/Brazed 10 = 12-10 BC = Butt Connector from the factory. U)
VA = Vinyl Adapter (yellow) (TAB) CEC = Closed End Connector -
VU = Vinyl/Butted 110 = 0.110" x 0.020" PC = Parallel Connector
8=8 110/32 =0.110" x 0.032" | BCM = Butt Connector Moisture Res. x
(red) 187 =0.187" x 0.020" CEC/ST = Closed End Connector, Steel Insert N
250 = 0.250" x 0.032" Disconnect s
6=6 375 =0.375"x 0.050" DF = Female
(blue) DFHT = Female, High Temp. (D
(BULLET) DFI = Female, Fully Insulated
4=4 156 = 0.156" Dia. DM = Male m
(yellow) 180 = 0.180" Dia. DMF = Male, Female 3
DMHT = Male, High Temp.
DMI = Male, Fully Insulated Q
DF/Flag = Female Flag
Adapter —I
D = Disconnects O
F = Female
FFl = Double Female, Fully Insulated O
M = Male —
MMI = Double Male, Fully Insulated m
MMF = Double Male, Female
MFM = Male, Female, Male, Stacking
RR = Ring Rectangular Tongue
Fuse = Fuse Adapter Clip

* A dash (-) separates the wire size code from the stud, tab or bullet size code.
** Denotes Product Packaging — Packaging of Scotchlok™ terminals should be specified by using the appropriate terminal part number.
Suffix letters are indicated within each product number (see “Product Number” heading in ordering information charts).

Note: Contact your local distributor or 3M sales office for price and delivery information.

Map of Numbering System

Example:

Catalog Number: MNG18-4 FB/SK

M NG 18 () 4 FB/IS K
T [ [ T T T

3M Barrel Style Wire Range Stud/Bullet or Tab Tongue Code Packaging Code
Identity  Nylon w/Grip 22-18 (red) 4 Stud Block Fork Short Bulk
Insulator Color Coding

e Yellow (26-24 AWG) * Red (8 AWG)

« Red (22-18 AWG)
« Blue (16-14 AWG)
« Yellow (12-10 AWG)

* Blue (6 AWG)
e Yelow (4 AWG)




Phone 800/245 3573 Fax 800/245 0329

g Ring Tongues - Non-Insulated Brazed Seam 22-18 AWG

€ W

Product UPC Wire Range Stud Barrel Barrel Terminals per:
Number' (054007-) (AWG) Size W C L E  Thickness Length 1.D. Carton Case
M18-4R/SX 49590 22-18 4 0.25 0.22 0.60 0.47 0.030 0.25 0.070 100 500
M18-4R/SK 01014 22-18 4 0.25 0.22 0.60 0.47 0.030 0.25 0.070 — 1000
M18-6R/SX 21635 22-18 6 0.25 0.22 0.60 0.47 0.030 0.25 0.070 100 500
M18-6R/SK 01016 22-18 6 0.25 0.22 0.60 0.47 0.030 0.25 0.070 — 1000
M18-8R/LX 21643 22-18 8 0.31 0.33 0.74 0.58 0.030 0.25 0.070 100 500
M18-8R/LK 01021 22-18 8 0.31 0.33 0.74 0.58 0.030 0.25 0.070 — 1000
M18-10R/LX 21650 22-18 10 0.31 0.33 0.74 0.58 0.030 0.25 0.070 100 500
M18-10R/LK 01023 22-18 10 0.31 0.33 0.74 0.58 0.030 0.25 0.070 — 1000
M18-14R/SX 49591 22-18 1/4 0.47 0.40 0.89 0.65 0.030 0.25 0.070 100 500
M18-14R/SK 01024 22-18 1/4 0.47 0.40 0.89 0.65 0.030 0.25 0.070 — 1000
M18-516R/SX 49592 22-18 5/16 0.47 0.40 0.82 0.65 0.030 0.25 0.070 100 500
M18-38RX 49593 22-18 3/8 0.56 0.40 0.93 0.65 0.030 0.25 0.070 100 500
M18-38RK 01028 22-18 3/8 0.56 0.40 0.93 0.65 0.030 0.25 0.070 — 1000
W —
’47 w —:)‘ _
w w -
NEAR KT i ‘ B
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M18-4R/S M18-6R/S M18-8R/L M18-10R/L M18-14R/S M18-38R

Stud Size 4 6 8 10 1/4 3/8
Wire Range 22-18 22-18 22-18 22-18 22-18 22-18

"Product Number ending in X = box; Product Number ending with K = bulk
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Ring Tongues - Non-Insulated Brazed Seam 16-14 AWG

Product UPC Wire Range Stud Barrel Barrel Terminals per:
Number' (054007-) (AWG) Size W C L E  Thickness Length 1.D. Carton Case
M14-2R/SK 01379 16-14 2 0.25 0.22 0.60 0.47 0.030 0.25 0.090 — 1000
M14-4R/SX 49612 16-14 4 0.25 0.22 0.60 0.47 0.030 0.25 0.090 100 500
M14-4R/SK 01380 16-14 4 0.25 0.22 0.60 0.47 0.030 0.25 0.090 — 1000 _I
M14-6R/SX 22294 16-14 6 0.25 0.22 0.60 0.47 0.030 0.25 0.090 100 500 CD
M14-6R/SK 01382 16-14 6 0.25 0.22 0.60 0.47 0.030 0.25 0.090 — 1000 -
M14-6R/LK 01384 16-14 6 0.31 0.33 0.74 0.58 0.030 0.25 0.090 — 1000 3
M14-8R/LX 22302 16-14 8 0.31 0.33 0.74 0.58 0.030 0.25 0.090 100 500 5'
M14-8R/LK 13880 16-14 8 0.31 0.33 0.74 0.58 0.030 0.25 0.090 — 1000
M14-10RK 13929 16-14 10 0.33 0.29 0.70 0.54 0.030 0.25 0.090 — 1000 Q_J
M14-10R/LX 22310 16-14 10 0.31 0.33 0.74 0.58 0.030 0.25 0.090 100 500 (7))
M14-10R/LK 01389 16-14 10 0.31 0.33 0.74 0.58 0.030 0.25 0.090 — 1000 -
M14-14R/SX 22328 16-14 1/4 0.47 0.40 0.89 0.65 0.030 0.25 0.090 100 500 x
M14-14R/SK 01390 16-14 1/4 0.47 0.40 0.89 0.65 0.030 0.25 0.090 — 1000 N
M14-516R/SX 49613 16-14 5/16 0.47 0.40 0.89 0.65 0.030 0.25 0.090 100 500 ~+
M14-516R/SK 01392 16-14 5/16 0.47 0.40 0.89 0.65 0.030 0.25 0.090 — 1000 (7))
M14-38RX 49614 16-14 3/8 0.56 0.40 0.93 0.65 0.030 0.25 0.090 100 500 m
o W o W 2
e J'T T J'T el \ W) T =
c L c L _I
A L e Aa S
A N I A N A L N I S B A R ©
]
M14-2R/S M14-4R/S M14-6R/S M14-6R/L M14-8R/L
Stud Size 2 4 6 6 8
Wire Range 16-14 16-14 16-14 16-14 16-14 P
>
(@]
N -
W _ _
e T 1 1 1 5
f T P e T I c L T c L Ic L «C:
g O L E_ L E_ E_ E fo)
1 1 r r | ®
LU ~ =
M14-10R M14-10R/L M14-14R/S M14-516R/S M14-38R g
Stud Size 10 10 1/4 5/16 3/8 )
Wire Range 16-14 16-14 16-14 16-14 16-14 o
N

"Product Number ending in X = box; Product Number ending with K = bulk




g Ring Tongues - Non-Insulated Brazed Seam 12-10 AWG @ W

Product UPC Wire Range Stud Barrel Barrel Terminals per:

Number' (054007-) (AWG) Size W C L E  Thickness Length 1.D. Carton Case

M10-4R/SK 01890 12-10 4 0.28 0.29 0.68 0.54 0.040 0.25 0.135 — 500

M10-6RX 23250 12-10 6 0.38 0.29 0.73 0.54 0.040 0.25 0.135 50 500
(@)} M10-6RK 01892 12-10 6 0.38 0.29 0.73 0.54 0.040 0.25 0.135 — 500
N M10-8RX 23268 12-10 8 0.38 0.29 0.73 0.54 0.040 0.25 0.135 50 500
m M10-8RK 01894 12-10 8 0.38 0.29 0.73 0.54 0.040 0.25 0.135 — 500
O M10-10RX 23276 12-10 10 0.38 0.29 0.73 0.54 0.040 0.25 0.135 50 500
LO M10-10RK 14002 12-10 10 0.38 0.29 0.73 0.54 0.040 0.25 0.135 — 500

M10-14R/SX 23284 12-10 1/4 0.54 0.44 0.96 0.69 0.040 0.25 0.135 50 500
q- M10-14R/SK 01896 12-10 1/4 0.54 0.44 0.96 0.69 0.040 0.25 0.135 — 500
Q M10-516R/SX 49637 12-10 5/16 0.54 0.44 0.96 0.69 0.040 0.25 0.135 50 500
O M10-516R/SK 01898 12-10 5/16 0.54 0.44 0.96 0.69 0.040 0.25 0.135 — 500
o M10-38R/SX 49638 12-10 3/8 0.54 0.44 0.96 0.69 0.040 0.25 0.135 50 500
w M10-38R/SK 01900 12-10 3/8 0.54 0.44 0.96 0.69 0.040 0.25 0.135 — 500

M10-12RK 01903 12-10 1/2 0.75 0.57 1.19 0.82 0.040 0.25 0.135 — 500
é ——| w t —-| w —-| w _.| W |
L ! [ ! T ! T !

t c L c L f Cc L t c L

2 ol Tl Tl il
(Y) M10-4R/S M10-6R M10-8R M10-10R

Stud Size 4 6 8 10
@ Wire Range 12-10 12-10 12-10 12-10
Q — W ——
Q f c L
(- C L c L C L £
o E | E | E | !
i< | | |

M10-14R/S M10-516R/S M10-38R/S M10-12R
Stud Size 1/4 5/16 3/8 12
Wire Range 12-10 12-10 12-10 12-10

"Product Number ending in X = box; Product Number ending with K = bulk




Ring Tongues - Non-Insulated Brazed Seam 8 AWG @ W g

Product UPC Wire Range Stud Barrel Barrel Terminals per:
Number' (054007-) (AWG) Size w C L E  Thickness Length 1.D. Carton Case
M8-10R/SX 24118 8 10 0.47 0.40 0.95 0.72 0.050 0.31 0.175 25 250
M8-10R/SK 02118 8 10 0.47 0.40 0.95 0.72 0.050 0.31 0.175 — 200
M8-14R/SX 24126 8 1/4 0.47 0.40 0.95 0.72 0.050 0.31 0.175 25 250
M8-14R/SK 02120 8 1/4 0.47 0.40 0.95 0.72 0.050 0.31 0.175 — 200
M8-516RX 24134 8 5/16 0.59 0.45 1.06 0.77 0.050 0.31 0.175 25 250
M8-516RK 02122 8 5/16 0.59 0.45 1.06 0.77 0.050 0.31 0.175 — 200
M8-38RX 24142 8 3/8 0.59 0.45 1.06 0.77 0.050 0.31 0.175 25 250
M8-38RK 02123 8 3/8 0.59 0.45 1.06 0.77 0.050 0.31 0.175 — 200
M8-12R/SK 02126 8 1/2 0.81 0.69 141 1.00 0.050 0.31 0.175 — 200
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M8-10R/S M8-14R/S M8-516R M8-38R M8-12R/S

Stud Size 10 1/4 5/16 3/8 1/2

Wire Range 8 8 8 8 8

Ring Tongues - Non-Insulated Brazed Seam 6 AWG @ W
Product UPC Wire Range Stud Barrel Barrel Terminals per:
Number? (054007-) (AWG) Size W C L E  Thickness Length 1.D. Carton Case
M6-10R/SX 24175 6 10 0.47 0.52 1.14 0.91 0.050 0.39 0.250 20 200
M6-10R/SK 02147 6 10 0.47 0.52 1.14 0.91 0.050 0.39 0.250 — 200
M6-14R/SX 24183 6 1/4 0.47 0.52 1.14 0.91 0.050 0.39 0.250 20 200
M6-14R/SK 02149 6 1/4 0.47 0.52 1.14 0.91 0.050 0.39 0.250 — 200
M6-516RX 24191 6 5/16 0.63 0.52 1.22 0.91 0.050 0.39 0.250 20 200
M6-516RK 02151 6 5/16 0.63 0.52 1.22 0.91 0.050 0.39 0.250 — 200
M6-38RX 24209 6 3/8 0.63 0.52 1.22 0.91 0.050 0.39 0.250 20 200
M6-38RK 02152 6 3/8 0.63 0.52 1.22 0.91 0.050 0.39 0.250 — 200
M6-12R/SK 02155 6 1/2 0.81 0.63 1.42 1.02 0.050 0.39 0.250 — 200
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M6-10R/S M6-14R/S M6-516R M6-38R M6-12R/S
Stud Size 10 1/4 5/16 3/8 1/2
Wire Range 6 6 6 6 6

"Product Number ending in X = box; Product Number ending with K = bulk




5 Ring Tongues - Non-Insulated Brazed Seam 4 AWG @ W

Product UPC Wire Range Stud Barrel Barrel Terminals per:
Number' (054007-) (AWG) Size W C L E  Thickness Length 1.D. Carton Case
M4-10RX 49648 4 10 0.68 0.53 1.34 1.00 0.075 0.47 0.280 20 200
M4-10RK 02176 4 10 0.68 0.53 1.34 1.00 0.075 0.47 0.280 — 200
M4-14RX 24241 4 1/4 0.68 0.53 1.34 1.00 0.075 0.47 0.280 20 200
M4-14RK 02177 4 1/4 0.68 0.53 1.34 1.00 0.075 0.47 0.280 — 200
M4-516RX 24258 4 5/16 0.68 0.53 1.34 1.00 0.075 0.47 0.280 20 200
M4-516RK 02178 4 5/16 0.68 0.53 1.34 1.00 0.075 0.47 0.280 — 200
M4-38RX 24266 4 3/8 0.68 0.53 1.34 1.00 0.075 0.47 0.280 20 200
M4-38RK 02179 4 3/8 0.68 0.53 1.34 1.00 0.075 0.47 0.280 — 200
M4-12R/SK 02182 4 1/2 0.68 0.53 1.34 1.00 0.075 0.47 0.280 — 200
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LO M4-10R M4-14R M4-516R M4-38R M4-12R/S
™M Stud Size 10 1/4 5/16 3/8 12
LO Wire Range 4 4 4 4 4
QN Large Gauge Ring Tongues - Non-Insulated Copper Seamless 2 AWG @ W
O Wire Inner
O Product UPC Color Range Stud Barrel Barrel Unit Case
w Number® (054007-) Code (AWG) Size w C L E Thickness Length 1.D. Pack Qty.
G) MC2-14RX 09187 Brown | 2 AWG 1/4" 0.63" 0.40" 1.62" 1.29" 0.11" 0.55" 0.341" 10/ 100
- (6 mm? | (16,0 mm)| (10,2 mm)|(41,1 mm)|(32,8 mm) | (2,8 mm) | (14,0 mm)| (8,6 mm) | box
MC2-516RX 09188 Brown | 2 AWG 5/16" 0.63" 0.40" 1.62" 1.29" 0.11" 0.55" 0.341" 10/ 100
O (8 mm? | (16,0 mm)| (10,2 mm)|(41,1 mm)|(32,8 mm) | (2,8 mm) | (14,0 mm)| (8,6 mm) | box
e MC2-38RX 09189 Brown | 2 AWG 3/8" 0.78" 0.46" 1.75" 1.35" 0.11" 0.55" 0.341" 10/ 100
D_ (10 mm?) | (19,8 mm) |(11,7 mm)|(44,5 mm)| (34,3 mm) | (2,8 mm) | (14,0 mm)| (8,6 mm) | box
|<— W —
i i —
C C
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MC2-14RX MC2-516RX MC2-38RX
Stud Size 1/4 5/16 3/8
Wire Range 2 2 2

"Product Number ending in X = box; Product Number ending with K = bulk




Large Gauge Ring Tongues — Non-Insulated Copper Seamless 1 AWG

oy =

Wire Inner
Product UPC Color Range  Stud Barrel Barrel Unit Case
Number® (054007-) Code (AWG) Size W C L E Thickness Length 1.D. Pack Qty.
MC1-14RX 09190 Green 1 AWG 1/4" 0.68" 0.39" 1.72" 1.37" 0.11" 0.60" 0.365" 10/ 100
(6 mm?) | (17,3 mm)| (9,9 mm) (43,7 mm)|(34,8 mm) | (2,8 mm) | (15,2 mm)| (9,3 mm) | box _I
MC1-516RX 09191 Green 1 AWG 5/16" 0.68" 0.39" 1.72" 1.37" 0.11" 0.60" 0.365" 10/ 100 CD
(8 mm?) | (17,3 mm)| (9,9 mm) (43,7 mm)|(34,8 mm) | (2,8 mm) | (15,2 mm)| (9,3 mm) | box -
MC1-38RX 09192 Green 1 AWG 3/8" 0.78" 0.46" 1.83" 1.43" 0.11" 0.60" 0.365" 10/ 100 3
(10 mm?) | (19,8 mm)|(11,7 mm)|(46,5 mm)| (36,3 mm) | (2,8 mm) | (15,2 mm)| (9,3 mm) | box —
>
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MC1-14RX MC1-516RX MC1-38RX O
Stud Size 1/4 5/16 3/8 _—
Wire Range 1 1 1 (/)

Large Gauge Ring Tongues - Non-Insulated Copper Seamless 1/0 AWG
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Wire Inner «Q

Product UpPC Color Range Stud Barrel Barrel Unit Case ®

Number® (054007-) Code (AWG) Size W C L E Thickness Length 1.D. Pack Qty. G)

MC1/0-14RX 09193 Pink 1/0 AWG | 1/4" 0.75" 0.40" 1.83" 1.44" 0.11" 0.65" 0.412" 10/ 100 QCJ

(6 mm?) |(19,0 mm)|(10,2 mm)|(46,5 mm)| (36,6 mm) | (2,8 mm) | (16,5 mm)|(10,5 mm) | box o)

MC1/0-38RX 09194 Pink 1/0 AWG | 3/8" 0.84" 0.46" 1.90" 1.52" 0.11" 0.65" 0.412" 10/ 100 (¢}

(8 mm?) |(21,3 mm)|(11,7 mm)|(48,3 mm)| (38,6 mm) | (2,8 mm) | (16,5 mm)|(10,5 mm) | box Py
MC1/0-12RX 09195 Pink 1/0 AWG | 1/2" 0.84" 0.46" 1.90" 1.52" 0.11" 0.65" 0.412" 10/ 100 5
(12 mm?) (21,3 mm)|(11,7 mm)|(48,3 mm) (38,6 mm) | (2,8 mm) | (16,5 mm)|(10,5 mm) | box «Q
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MC1/0-14RX MC1/0-38RX MC1/0-12RX
Stud Size 1/4 3/8 1/2
Wire Range 1/0 1/0 1/0

"Product Number ending in X = box; Product Number ending with K = bulk
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Large Gauge Ring Tongues - Non-Insulated Copper Seamless 2/0 AWG

€ W

Wire Inner
Product UPC Color Range  Stud Barrel Barrel Unit Case
Number® (054007-) Code (AWG) Size W C L E Thickness Length 1.D. Pack Qty.
MC2/0-14RX 09196 Black |2/0 AWG | 1/4" 0.83" 0.50" 2.09" 1.63" 0.11" 0.68" 0.466" 10/ 100
(6 mm?) |(21,1 mm)|((12,7 mm)|(53,1 mm)| (41,4 mm) (2,8 mm) | (17,3 mm)|(11,8 mm)| box
MC2/0-38RX 09197 Black |2/0 AWG | 3/8" 0.83" 0.50" 2.09" 1.63" 0.11" 0.68" 0.466" 10/ 100
(10 mm?) |(21,2 mm)|(12,7 mm)|(53,1 mm) | (41,4 mm)| (2,8 mm) | (17,3 mm)| (11,8 mm)| box
MC2/0-12RX 09198 Black |2/0 AWG | 1/2" 0.83" 0.50" 2.09" 1.63" 0.11" 0.68" 0.466" 10/ 100
(12 mm? (21,2 mm)|(12,7 mm)|(53,1 mm) | (41,4 mm)| (2,8 mm) | (17,3 mm)| (11,8 mm)| box
Cc C C
o L 1 L . L
E E E
MC2/0-14RX MC2/0-38RX MC2/0-12RX
Stud Size 1/4 3/8 1/2
Wire Range 2/0 2/0 2/0

Large Gauge Ring Tongues - Non-Insulated Copper Seamless 3/0 AWG

€ W

Wire Inner
Product UPC Color Range Stud Barrel Barrel Unit Case
Number! (054007-) Code (AWG) Size w C L E  Thickness Length 1.D. Pack Qty.
MC3/0-38RX 09199 | Orange |3/0 AWG | 3/8" 0.92" 0.50" 2.16" 1.69" 0.12" 0.70" 0.516" 6/ 60
(10 mm?) |(23,4 mm)|(12,7 mm)|(54,9 mm)| (42,9 mm) (3,1 mm) | (17,8 mm)| (13,1 mm)| box
MC3/0-12RX 09200 | Orange |3/0 AWG | 1/2" 0.92" 0.50" 2.16" 1.69" 0.12" 0.70" 0.516" 6/ 60
(12 mm?) |(23,4 mm)|(12,7 mm)|(54,9 mm)| (42,9 mm) (3,1 mm) | (17,8 mm)| (13,1 mm)| box
‘<— W — ‘4— W R ——
C C
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e f et
MC3/0-38RX MC3/0-12RX
Stud Size 3/8 1/2
Wire Range 3/0 3/0

"Product Number ending in X = box; Product Number ending with K = bulk




Large Gauge Ring Tongues - Non-Insulated Copper Seamless 4/0 AWG-250 kcmil

€ W
Wire Inner
Product UPC Color Range Stud Barrel Barrel Unit Case
Number! (054007-) Code (AWG) Size w C L E  Thickness Length 1.D. Pack Qty.
MC4/0-38RX 09201 Purple | 4/0 AWG | 3/8" 1.00" 0.54" 2.35" 1.84" 0.13" 0.73" 0.564" 6/ 60
(10 mm?) |(25,4 mm)|(13,7 mm)|(59,7 mm)| (46,7 mm) (3,3 mm) | (18,5 mm)| (14,3 mm)| box
MC4/0-12RX 09202 Purple |4/0 AWG | 1/2" 1.00" 0.54" 2.35" 1.84" 0.13" 0.73" 0.564" 6/ 60
(12 mm?) |(25,4 mm)|(13,7 mm)|(59,7 mm)| (46,7 mm) (3,3 mm) | (18,5 mm)| (14,3 mm)| box
MC250-38RX | 09203 | Yellow |250 kemil | 3/8" 1.05" 0.54" 2.39" 1.86" 0.13" 0.73" 0.595" 6/ 60
(10 mm?) |(26,7 mm)|(13,7 mm)|(60,7 mm)| (47,2 mm) (3,3 mm) | (18,5 mm)| (15,1 mm)| box
MC250-12RX | 09204 | Yellow |250 kemil | 1/2" 1.05" 0.54" 2.39" 1.86" 0.13" 0.73" 0.595" 6/ 60
(12 mm?) |(26,7 mm)|(13,7 mm)|(60,7 mm)| (47,2 mm) (3,3 mm) | (18,5 mm)| (15,1 mm)| box
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MC4/0-38RX MC4/0-12RX MC250-38RX MC250-12RX
Stud Size 3/8 1/2 3/8 1/2
Wire Range 4/0 4/0 250 250

Ring_] Tong_jues - Non-Insulated Butted Seam 26-24 AWG

Product UPC Wire Range Stud Barrel Barrel Terminals
Number’ (054007-) (AWG) Size W C L E Thickness Length 1.D. per Case
MU24-2RK 00958 26-24 2 0.14 0.12 0.31 0.24 0.020 0.13 0.030 1000
MU24-4RK 00959 26-24 4 0.20 0.21 0.45 0.35 0.020 0.14 0.030 1000
MU24-6RK 00960 26-24 6 0.20 0.21 0.45 0.35 0.020 0.14 0.030 1000
MU24-8RK 00961 26-24 8 0.25 0.28 0.53 0.40 0.020 0.13 0.030 1000
MU24-10RK 00962 26-24 10 0.25 0.28 0.53 0.40 0.020 0.13 0.030 1000
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MU24-2R MU24-4R MU24-6R MU24-8R MU24-10R

Stud Size 2 4 6 8 10

Wire Range 26-24 26-24 26-24 26-24 26-24

'Product Number ending in X = box; Product Number ending with K = bulk




5 Ring Tongues - Non-Insulated Butted Seam 22-18 AWG

Phone 800/245 3573 Fax 800/245 0329

€ W
Product UPC Wire Range Stud Barrel Barrel Terminals
Number' (054007-) (AWG) Size W C L E Thickness Length 1.D. per Case
MU18-4R/SK 00998 22-18 4 0.25 0.22 0.60 0.47 0.030 0.25 0.070 1000
MU18-6R/SK 01000 22-18 6 0.25 0.22 0.60 0.47 0.030 0.25 0.070 1000
MU18-8R/LK 01005 22-18 8 0.31 0.33 0.74 0.58 0.030 0.25 0.070 1000
MU18-10R/LK 01007 22-18 10 0.31 0.33 0.74 0.58 0.030 0.25 0.070 1000
MU18-14R/SK 01008 22-18 1/4 0.47 0.40 0.89 0.65 0.030 0.25 0.070 1000
MU18-38RK 01012 22-18 3/8 0.56 0.40 0.93 0.65 0.030 0.25 0.070 1000
_T ! _T c x c C L Y :: L
chefo deN o LA TR e el
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MU18-4R/S MU18-6R/S MU18-8R/L MU18-10R/L MU18-14R/S MU18-38R
Stud Size 4 6 8 10 1/4 3/8
Wire Range 22-18 22-18 22-18 22-18 22-18 22-18
Ring Tongues - Non-Insulated Butted Seam 16-14 AWG @ W
Product UPC Wire Range Stud Barrel Barrel Terminals
Number! (054007-) (AWG) Size W C L E Thickness Length 1.D. per Case
MU14-4R/SK 01364 16-14 4 0.25 0.22 0.60 0.47 0.030 0.25 0.090 1000
MU14-6R/SK 01366 16-14 6 0.25 0.22 0.60 0.47 0.030 0.25 0.090 1000
MU14-8R/LK 01371 16-14 8 0.31 0.33 0.74 0.58 0.030 0.25 0.090 1000
MU14-10RK 01372 16-14 10 0.33 0.29 0.70 0.54 0.030 0.25 0.090 1000
MU14-10R/LK 01373 16-14 10 0.31 0.33 0.74 0.58 0.030 0.25 0.090 1000
MU14-14R/SK 01374 16-14 1/4 0.47 0.40 0.89 0.65 0.030 0.25 0.090 1000
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MU14-4R/S MU14-6R/S MU14-8R/L MU14-10R MU14-10R/L MU14-14R/S
Stud Size 4 6 8 10 10 1/4
Wire Range 16-14 16-14 16-14 16-14 16-14 16-14

"Product Number ending in X = box; Product Number ending with K = bulk




Ring Tongues - Non-Insulated Butted Seam 12-10 AWG

o =

Product UPC Wire Range Stud Barrel Barrel Terminals
Number' (054007-) (AWG) Size W C L E Thickness Length 1.D. per Case
MU10-4R/SK 01876 12-10 4 0.28 0.29 0.68 0.54 0.040 0.25 0.135 500
MU10-6RK 01878 12-10 6 0.38 0.29 0.73 0.54 0.040 0.25 0.135 500 _I
MU10-8RK 01880 12-10 8 0.38 0.29 0.73 0.54 0.040 0.25 0.135 500 [0
MU10-10RK 01881 12-10 10 0.38 0.29 0.73 0.54 0.040 0.25 0.135 500 —
MU10-14R/SK 01882 12-10 1/4 0.53 0.44 0.96 0.69 0.040 0.25 0.135 500 3
MU10-516R/SK | 01884 12-10 5/16 0.53 0.44 0.96 0.69 0.040 0.25 0.135 500 —
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MU10-4R/S MU10-6R MU10-8R MU10-10R MU10-14R/S MU10-516R/S m
Stud Size 4 6 8 10 1/4 5/16 3
Wire Range 12-10 12-10 12-10 12-10 12-10 12-10 Q_
Ring Tongues - Vinyl Insulated Brazed Seam 22-18 AWG €@ W g
Wire Maximum v
Product UPC Range Stud Barrel Barrel Insulation Terminals per: )]
Number' (054007-)(AWG) Size W C L E Thickness Length 1.D. Diameter Carton Case
MV18-2R/SK 01045 | 22-18 2 0.25 | 0.22 | 0.80 | 0.67 0.030 0.25 0.070 0.145 — 1000 P
MV18-4R/SX 21700 | 22-18 4 0.25 | 0.22 | 0.80 | 0.67 0.030 0.25 0.070 0.145 100 500 S
MV18-4R/SK 01046 | 22-18 4 0.25 | 0.22 | 0.80 | 0.67 0.030 0.25 0.070 0.145 — 1000 (@]
MV18-6R/SX 21718 | 22-18 6 0.25 | 0.22 | 0.80 | 0.67 0.030 0.25 0.070 0.145 100 500 —
MV18-6R/SK 01048 | 22-18 6 0.25 | 0.22 | 0.80 | 0.67 0.030 0.25 0.070 0.145 — 1000 (@)
MV18-8R/LX 21726 | 22-18 8 0.31 | 0.33 | 093 | 0.78 0.030 0.25 0.070 0.145 100 500 8
MV18-8R/LK 01053 | 22-18 8 0.31 | 0.33 | 0.93 | 0.78 0.030 0.25 0.070 0.145 — 1000 [
MV18-10R/LX 21734 | 22-18 | 10 | 0.31 | 0.33 | 0.93 | 0.78 0.030 0.25 0.070 0.145 100 500 (1)
MV18-10R/LK 01055 | 22-18 | 10 | 0.31 | 0.33 | 0.93 | 0.78 0.030 0.25 0.070 0.145 — 1000 n
MV18-14R/SX 21742 | 22-18 | 1/4 | 0.47 | 0.40 | 1.08 | 0.85 0.030 0.25 0.070 0.145 100 500 -~
MV18-14R/SK 01056 | 22-18 | 1/4 | 0.47 | 0.40 | 1.08 | 0.85 0.030 0.25 0.070 0.145 — 1000 gj
MV18-516R/SX | 49594 | 22-18 | 5/16 | 0.47 | 0.40 | 1.08 | 0.85 0.030 0.25 0.070 0.145 100 500 %
MV18-38RX 21767 | 22-18 | 3/8 | 0.56 | 0.40 | 1.13 | 0.85 0.030 0.25 0.070 0.145 100 500 8
MV18-38RK 01060 | 22-18 | 3/8 | 0.56 | 0.40 | 1.13 | 0.85 0.030 0.25 0.070 0.145 — 1000 N
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MV18-2R/S MV18-4R/S MV18-6R/S MV18-8R/L MV18-10R/L MV18-14R/S MV18-38R
Stud Size 2 4 6 8 10 1/4 3/8
Wire Range 22-18 22-18 22-18 22-18 22-18 22-18 22-18

'Product Number ending in X = box; Product Number ending with K = bulk




5 Ring Tongues - Vinyl Insulated Brazed Seam 16-14 AWG

€ @
Wire Maximum
Product UPC Range Stud Barrel Barrel Insulation Terminals per:
Number' (054007-)(AWG) Size W C L E Thickness Length 1.D. Diameter Carton Case
MV14-4R/SX 22369 | 16-14 4 0.25 | 0.22 | 0.80 | 0.67 0.030 0.25 0.090 0.170 100 500
(@)) MV14-4R/SK 01412 | 16-14 | 4 | 0.25| 0.22 | 0.80 | 0.67 0.030 0.25 0.090 0.170 — 1000
N MV14-6R/SX 22377 | 16-14 6 0.25 | 0.22 | 0.80 | 0.67 0.030 0.25 0.090 0.170 100 500
m MV14-6R/SK 01414 | 16-14 6 0.25 | 0.22 | 0.80 | 0.67 0.030 0.25 0.090 0.170 — 1000
O MV14-8R/SK 01417 | 16-14 8 0.25 | 0.22 | 0.80 | 0.67 0.030 0.25 0.090 0.170 — 1000
MV14-8R/LX 22385 | 16-14 8 0.31| 0.33 | 093 | 0.78 0.030 0.25 0.090 0.170 100 500
LO MV14-8R/LK 01419 | 16-14 8 0.31| 0.33 | 093 | 0.78 0.030 0.25 0.090 0.170 — 1000
q- MV14-10RK 01420 | 16-14 10 | 0.33 | 0.29 | 0.90 | 0.74 0.030 0.25 0.090 0.170 — 1000
Q MV14-10R/LX 22393 | 16-14 10 | 0.31 | 0.33 | 0.93 | 0.78 0.030 0.25 0.090 0.170 100 500
O MV14-10R/LK 01421 | 16-14 10 | 0.31 | 0.33 | 0.93 | 0.78 0.030 0.25 0.090 0.170 — 1000
o MV14-14R/SX 22401 | 16-14 | 1/4 | 0.47 | 0.40 | 1.08 | 0.85 0.030 0.25 0.090 0.170 100 500
w MV14-14R/SK 01422 | 16-14 1/4 0.47 | 0.40 | 1.08 | 0.85 0.030 0.25 0.090 0.170 — 1000
MV14-516R/SX | 49615 | 16-14 | 5/16 | 0.47 | 0.40 | 1.08 | 0.85 0.030 0.25 0.090 0.170 100 500
é MV14-516R/SK | 01424 | 16-14 | 5/16 | 0.47 | 0.40 | 1.08 | 0.85 0.030 0.25 0.090 0.170 — 1000
MV14-38RX 22421 | 16-14 | 3/8 | 056 | 0.40 | 1.13 | 0.85 0.030 0.25 0.090 0.170 100 500
LL MV14-38RK 00546 | 16-14 | 3/8 | 0.56 | 0.40 | 1.13 | 0.85 0.030 0.25 0.090 0.170 — 1000
™M P
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B MV14-4R/S MV14-6R/S MV14-8R/S MV14-8R/L
Stud Size 4 6 8 8
(@) wire Range 16-14 16-14 16-14 16-14
S - w - g i i
c _ — ‘ T T T
[l c c ¢ L c L c L
_ L 4 L EY gt £t
i l |
MV14-10R MV14-10R/L MV14-14R/S MV14-516R/S MV14-38R
Stud Size 10 10 1/4 5/16 3/8
Wire Range 16-14 16-14 16-14 16-14 16-14

"Product Number ending in X = box; Product Number ending with K = bulk



Ring Tongues - Vinyl Insulated Brazed Seam 12-10 AWG

o =

Wire Maximum
Product UPC Range Stud Barrel Barrel Insulation Terminals per:
Number' (054007-)(AWG) Size W C L E Thickness Length 1.D. Diameter Carton Case
MV10-4R/SK 01918 | 12-10 4 0.28 | 0.29 | 0.98 | 0.84 0.040 0.25 0.135 0.250 — 500
MV10-6RX 23334 | 12-10 6 0.38 | 0.29 | 1.03 | 0.84 0.040 0.25 0.135 0.250 50 500 _I
MV10-6RK 01920 | 12-10 6 0.38 | 0.29 | 1.03 | 0.84 0.040 0.25 0.135 0.250 — 500 CD
MV10-8RX 23342 | 12-10 8 0.38 | 0.29 | 1.03 | 0.84 0.040 0.25 0.135 0.250 50 500 -
MV10-8RK 01922 | 12-10 8 0.38 | 0.29 | 1.03 | 0.84 0.040 0.25 0.135 0.250 — 500 3
MV10-10RX 23359 | 12-10 10 | 0.38 | 0.29 | 1.03 | 0.84 0.040 0.25 0.135 0.250 50 500 —
MV10-10RK 01923 | 12-10 10 | 0.38 | 0.29 | 1.03 | 0.84 0.040 0.25 0.135 0.250 — 500 )
MV10-14R/SX 23367 | 12-10 | 1/4 | 0.53 | 0.44 | 1.26 | 0.99 0.040 0.25 0.135 0.250 50 500 QJ
MV10-14R/SK 01924 | 12-10 | 1/4 | 053 | 0.44 | 1.26 | 0.99 0.040 0.25 0.135 0.250 — 500 a
MV10-516R/SX | 23375 | 12-10 | 5/16 | 0.53 | 0.44 | 1.26 | 0.99 0.040 0.25 0.135 0.250 50 500 -
MV10-516R/SK | 01926 | 12-10 | 5/16 | 0.53 | 0.44 | 1.26 | 0.99 0.040 0.25 0.135 0.250 — 500
MV10-38R/SX 49639 | 12-10 | 3/8 | 0.54 | 0.44 | 1.26 | 0.99 0.040 0.25 0.135 0.250 50 500 x
MV10-38R/SK 01928 | 12-10 | 3/8 | 0.54 | 0.44 | 1.26 | 0.99 0.040 0.25 0.135 0.250 — 500 :'_'
MV10-12RX 23409 | 12-10 | 1/2 | 0.75 | 0.57 | 1.50 | 1.12 0.040 0.25 0.135 0.250 50 500 n
MV10-12RK 01931 | 12-10 | 1/2 | 0.75 | 0.57 | 1.50 | 1.12 0.040 0.25 0.135 0.250 — 500
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MV10-4R/S MV10-6R MV10-8R MV10-10R Py
Stud Size 4 6 8 10 —
Wire Range 12-10 12-10 12-10 12-10 >
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MV10-14R/S MV10-516R/S MV10-38R/S MV10-12R
Stud Size 1/4 5/16 3/8 1/2
Wire Range 12-10 12-10 12-10 12-10

"Product Number ending in X = box; Product Number ending with K = bulk




Phone 800/245 3573 Fax 800/245 0329

g Ring Tongues - Vinyl Insulated Butted Seam 22-18 AWG

€ @
Wire Maximum
Product UPC Range Stud Barrel Barrel Insulation Terminals
Number' (054007-)(AWG) Size W C L E  Thickness Length 1.D. Diameter per Case
MVU18-2R/SK 01077 | 22-18 2 0.25 | 0.22 | 0.80 | 0.67 0.030 0.25 0.070 0.145 1000
MVU18-4R/SK 01078 | 22-18 4 0.25 | 0.22 | 0.80 | 0.67 0.030 0.25 0.070 0.145 1000
MVU18-6R/SK 01080 | 22-18 6 0.25 | 0.22 | 0.80 | 0.67 0.030 0.25 0.070 0.145 1000
MVU18-8R/LK 01085 | 22-18 8 0.31 | 0.33 | 093 | 0.78 0.030 0.25 0.070 0.145 1000
MVU18-10R/LK | 01087 | 22-18 10 | 0.31 | 0.33 | 0.93 | 0.78 0.030 0.25 0.070 0.145 1000
MVU18-14R/SK | 01088 | 22-18 | 1/4 | 0.47 | 0.40 | 1.08 | 0.85 0.030 0.25 0.070 0.145 1000
MVU18-516R/SK | 01090 | 22-18 | 5/16 | 0.47 | 0.40 | 1.08 | 0.85 0.030 0.25 0.070 0.145 1000
MVU18-38RK 01092 | 22-18 | 3/8 | 0.56 | 0.40 | 1.13 | 0.85 0.030 0.25 0.070 0.145 1000
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MVU18-2R/S MVU18-4R/S MVU18-6R/S MVU18-8R/L
Stud Size 2 4 6 8
Wire Range 22-18 22-18 22-18 22-18
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MVU18-10R/L MVU18-14R/S MVU18-516R/S MVU18-38R

Stud Size 10 1/4 5/16 3/8
Wire Range 22-18 22-18 22-18 22-18

"Product Number ending in X = box; Product Number ending with K = bulk




Ring Tongues - Vinyl Insulated Butted Seam 16-14 AWG

o =

Wire Maximum
Product UPC Range Stud Barrel Barrel Insulation  Terminals
Number' (054007-)(AWG) Size W C L E  Thickness Length 1.D. Diameter per Case
MVU14-4R/SK 01444 | 16-14 0.25 | 0.22 | 0.80 | 0.67 0.030 0.25 0.090 0.170 1000
MVU14-6R/SK 01446 | 16-14 6 0.25 | 0.22 | 0.80 | 0.67 0.030 0.25 0.090 0.170 1000 C_DI
MVU14-8R/SK 01449 | 16-14 8 0.25 | 0.22 | 0.80 | 0.67 0.030 0.25 0.090 0.170 1000 —
MVU14-8RK 01450 | 16-14 8 0.33 | 0.29 | 0.90 | 0.74 0.030 0.25 0.090 0.170 1000 3
MVU14-8R/LK 01451 | 16-14 8 0.31 | 0.33 | 0.93 | 0.78 0.030 0.25 0.090 0.170 1000 -
MVU14-10RK 01452 | 16-14 10 | 0.33 | 0.29 | 0.90 | 0.74 0.030 0.25 0.090 0.170 1000 D)
MVU14-10R/LK | 01453 | 16-14 10 | 0.31 | 0.33 | 0.93 | 0.78 0.030 0.25 0.090 0.170 1000 QJ
MVU14-14R/SK | 01454 | 16-14 | 1/4 | 0.47 | 0.40 | 1.08 | 0.85 0.030 0.25 0.090 0.170 1000 a
MVU14-516R/SK | 01456 | 16-14 | 5/16 | 0.47 | 0.40 | 1.08 | 0.85 0.030 0.25 0.090 0.170 1000 -
MVU14-38RK 01458 | 16-14 | 3/8 | 0.56 | 0.40 | 1.13 | 0.85 0.030 0.25 0.090 0.170 1000 x
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MVU14-4R/S MVU14-6R/S MVU14-8R/S MVU14-8R MVU14-8R/L O
Stud Size 4 6 8 8 8 —
Wire Range 16-14 16-14 16-14 16-14 16-14 (7))
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MVU14-10R MVU14-10R/L MVU14-14R/S MVU14-516R/S MVU14-38R a
Stud Size 10 10 1/4 5/16 3/8 o
Wire Range 16-14 16-14 16-14 16-14 16-14 e
D
o
N

"Product Number ending in X = box; Product Number ending with K = bulk
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5 Ring Tongues - Vinyl Insulated Butted Seam 12-10 AWG

€ @
Wire Maximum
Product UPC Range Stud Barrel Barrel Insulation Terminals
Number' (054007-)(AWG) Size W C L E  Thickness Length 1.D. Diameter per Case
MVU10-4R/SK 01946 | 12-10 4 0.28 | 0.29 | 0.98 | 0.84 0.040 0.25 0.135 0.250 500
MVU10-6RK 01948 | 12-10 6 0.38 | 0.29 | 1.03 | 0.84 0.040 0.25 0.135 0.250 500
MVU10-8RK 01950 | 12-10 8 0.38 | 0.29 | 1.03 | 0.84 0.040 0.25 0.135 0.250 500
MVU10-10RK 01951 | 12-10 10 0.38 | 0.29 | 1.03 | 0.84 0.040 0.25 0.135 0.250 500
MVU10-14R/SK | 01952 | 12-10 | 1/4 | 0.53 | 0.44 | 1.26 | 0.99 0.040 0.25 0.135 0.250 500
MVU10-516R/SK | 01954 | 12-10 | 5/16 | 0.53 | 0.44 | 1.26 | 0.99 0.040 0.25 0.135 0.250 500
MVU10-38R/SK | 01956 | 12-10 | 3/8 | 0.54 | 0.44 | 1.26 | 0.99 0.040 0.25 0.135 0.250 500
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MVU10-4R/S MVU10-6R MVU10-8R MVU10-10R
Stud Size 4 6 8 10
Wire Range 12-10 12-10 12-10 12-10
P P P
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MVU10-14R/S MVU10-516R/S MVU10-38R/S
Stud Size 1/4 5/16 3/8
Wire Range 12-10 12-10 12-10

"Product Number ending in X = box; Product Number ending with K = bulk




Ring Tongues - Nylon Insulated Brazed Seam 8 AWG @ W g

Wire Maximum
Product UPC Range Stud Barrel Barrel Insulation Terminals per:
Number' (054007-)(AWG) Size W C L E Thickness Length 1.D. Diameter Carton Case
MNB8-10R/SK 08267 8 10 | 0.47 | 0.40 | 1.26 | 1.03 0.050 0.31 0.175 0.340 — 200
MN8-14R/SX 15652 8 1/4 | 047 | 040 | 1.26 | 1.03 0.050 0.31 0.175 0.340 25 250
MNB8-14R/SK 08268 8 1/4 | 047 | 040 | 1.26 | 1.03 0.050 0.31 0.175 0.340 — 200
MN8-516RK 08269 8 5/16 | 0.59 | 0.45 | 1.38 | 1.08 0.050 0.31 0.175 0.340 — 200
MN8-38RK 08270 8 3/8 | 059 | 045 | 1.38 | 1.08 0.050 0.31 0.175 0.340 — 200
MN8-12R/SK 08271 8 1/2 | 081 | 0.69 | 1.72 | 1.32 0.050 0.31 0.175 0.340 — 200
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MN8-10R/S MN8-14R/S MN8-516R MN8-38R MN8-12R/S 9
Stud Size 10 1/4 5/16 3/8 1/2 m
Wire Range 8 8 8 8 8
. 2y
Ring Tongues - Nylon Insulated Brazed Seam 6 AWG € W F=
- - (@]
Wire Maximum
Product UPC Range Stud Barrel Barrel Insulation Terminals per: 5'
Number’ (054007-)(AWG) Size W C L E Thickness Length 1.D. Diameter Carton Case S
MN6-10R/SK 08272 6 10 | 047 | 052 | 1.50 | 1.27 0.050 0.39 0.250 0.440 — 200 «C:
MN6-14R/SX 15660 6 1/4 | 047 | 052 | 1.50 | 1.27 0.050 0.39 0.250 0.440 20 200 o)
MN6-14R/SK 08273 6 1/4 | 047 | 052 | 1.50 | 1.27 0.050 0.39 0.250 0.440 — 200 wn
MN6-516RK 08274 6 5/16 | 0.63 | 0.52 | 1.58 | 1.27 0.050 0.39 0.250 0.440 — 200 —
MN6-38RK 08275 6 3/8 | 0.63 | 052 | 1.58 | 1.27 0.050 0.39 0.250 0.440 — 200 gj
MN6-12R/SK 08276 6 1/2 | 0.81 | 0.63 | 1.78 | 1.38 0.050 0.39 0.250 0.440 — 200 >
(9]
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MN6-10R/S MN6-14R/S MN6-516R MN6-38R MN6-12R/S
Stud Size 10 1/4 5/16 3/8 1/2
Wire Range 6 6 6 6 6

"Product Number ending in X = box; Product Number ending with K = bulk



5 Ring Tongues - Nylon Insulated Brazed Seam 4 AWG

€ W
Wire Maximum
Product UPC Range Stud Barrel Barrel Insulation Terminals per:
Number' (054007-)(AWG) Size W C L E Thickness Length 1.D. Diameter Carton Case
MN4-10RK 08277 4 10 068 | 053 | 1.74 | 1.41 0.075 0.47 0.280 0.515 — 200
m MN4-14RK 08278 4 1/4 | 0.68 | 0.53 | 1.74 | 141 0.075 0.47 0.280 0.515 — 200
N MN4-516RK 08279 4 5/16 | 0.68 | 0.53 | 1.74 | 1.41 0.075 0.47 0.280 0.515 — 200
8 MN4-38RK 08280 4 3/8 | 068 | 053 | 1.74 | 1.41 0.075 0.47 0.280 0.515 — 200
MN4-12R/SK 08281 4 1/2 | 0.68 | 0.53 | 1.74 | 1.41 0.075 0.47 0.280 0.515 — 200
N N e T N e e I N
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Lr) MN4-10R MN4-14R MN4-516R MN4-38R MN4-12R/S
00 Stud Size 10 1/4 5/16 3/8 1/2
LO Wire Range 4 4 4 4 4
S~~~ - - . .
@) | Ring Tongues - Nylon Insulated with Insulation Grip 26-24 AWG
O Wire Maximum
w Product UPC Range Stud Barrel Barrel Insulation Terminals per:
G) Number' (054007-)(AWG) Size W C L E Thickness Length 1.D. Diameter Carton Case
- MNG24-0RK 00969 | 26-24 0 0.14 | 0.12 | 0.47 | 0.40 0.020 0.13 0.030 0.093 — 1000
O MNG24-2RK 00970 | 26-24 2 0.14 | 0.12 | 0.47 | 0.40 0.020 0.13 0.030 0.093 — 1000
c MNG24-4RX 11318 | 26-24 4 0.20 | 0.21 | 0.60 | 0.49 0.020 0.14 0.030 0.093 100 500
D. MNG24-4RK 00971 | 26-24 4 0.20 | 0.21 | 0.60 | 0.49 0.020 0.14 0.030 0.093 — 1000
MNG24-6RX 49587 | 26-24 6 0.20 | 0.21 | 0.60 | 0.49 0.020 0.14 0.030 0.093 100 500
MNG24-6RK 00972 | 26-24 6 0.20 | 0.21 | 0.60 | 0.49 0.020 0.14 0.030 0.093 — 1000
MNG24-8RX 49588 | 26-24 8 0.25 | 0.28 | 0.69 | 0.56 0.020 0.13 0.030 0.093 100 500
MNG24-8RK 00973 | 26-24 8 0.25 | 0.28 | 0.69 | 0.56 0.020 0.13 0.030 0.093 — 1000
MNG24-10RX 11321 | 26-24 | 10 | 0.25 | 0.28 | 0.69 | 0.56 0.020 0.13 0.030 0.093 100 500
MNG24-10RK 00974 | 26-24 | 10 | 0.25 | 0.28 | 0.69 | 0.56 0.020 0.13 0.030 0.093 — 1000
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MNG24-2R MNG24-4R MNG24-6R MNG24-8R MNG24-10R
Stud Size 0 2 4 6 8 10
Wire Range 26-24 26-24 26-24 26-24 26-24 26-24

"Product Number ending in X = box; Product Number ending with K = bulk




Ring Tongues - Nylon Insulated with Insulation Grip 22-18 AWG

o =

Wire Maximum
Product UPC Range Stud Barrel Barrel Insulation Terminals per:
Number' (054007-)(AWG) Size W C L E Thickness Length 1.D. Diameter Carton Case
MNG18-4RSX 49595 | 22-18 4 0.25 | 0.22 | 0.79 | 0.66 0.030 0.25 0.070 0.145 100 500
MNG18-4RSK 01062 | 22-18 4 0.25 | 0.22 | 0.79 | 0.66 0.030 0.25 0.070 0.145 — 1000
MNG18-6R/SX 21791 | 22-18 6 0.25 | 0.22 | 0.79 | 0.66 0.030 0.25 0.070 0.145 100 500
MNG18-6R/SK 16163 | 22-18 6 0.25 | 0.22 | 0.79 | 0.66 0.030 0.25 0.070 0.145 — 1000
MNG18-8R/LX 21809 | 22-18 8 0.31 | 0.33 | 092 | 0.77 0.030 0.25 0.070 0.145 100 500
MNG18-8R/LK 01069 | 22-18 8 0.31 | 0.33 | 0.92 | 0.77 0.030 0.25 0.070 0.145 — 1000
MNG18-10R/LX | 21817 | 22-18 10 | 0.31 | 0.33 | 0.92 | 0.77 0.030 0.25 0.070 0.145 100 500
MNG18-10R/LK | 01071 | 22-18 10 | 0.31 | 0.33 | 0.92 | 0.77 0.030 0.25 0.070 0.145 — 1000
MNG18-14R/SX | 49596 | 22-18 | 1/4 | 0.47 | 0.40 | 1.07 | 0.84 0.030 0.25 0.070 0.145 100 500
MNG18-14R/SK | 01072 | 22-18 | 1/4 | 0.47 | 0.40 | 1.07 | 0.84 0.030 0.25 0.070 0.145 — 1000
MNG18-516R/SX | 49597 | 22-18 | 5/16 | 0.47 | 0.40 | 1.07 | 0.84 0.030 0.25 0.070 0.145 100 500
MNG18-516R/SK | 01074 | 22-18 | 5/16 | 0.47 | 0.40 | 1.07 | 0.84 0.030 0.25 0.070 0.145 — 1000
MNG18-38RX 49598 | 22-18 | 3/8 | 0.56 | 0.40 | 1.12 | 0.84 0.030 0.25 0.070 0.145 100 500
MNG18-38RK 01076 | 22-18 | 3/8 | 0.56 | 0.40 | 1.12 | 0.84 0.030 0.25 0.070 0.145 — 1000
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MNG18-4R/S MNG18-6R/S MNG18-8R/L MNG18-10R/L MNG18-14R/S MNG18-516R/S MNG18-38R
Stud Size 4 6 8 10 1/4 5/16 3/8
Wire Range  22-18 22-18 22-18 22-18 22-18 22-18 22-18

"Product Number ending in X = box; Product Number ending with K = bulk
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5 Ring Tongues - Nylon Insulated with Insulation Grip 16-14 AWG @ W

Wire Maximum
Product UPC Range Stud Barrel Barrel Insulation Terminals per:
Number' (054007-)(AWG) Size W C L E Thickness Length 1.D. Diameter Carton Case
MNG14-4R/SX 49616 | 16-14 4 0.25 | 0.22 | 0.81 | 0.68 0.030 0.25 0.090 0.170 100 500
MNG14-4R/SK 01428 | 16-14 4 0.25 | 0.22 | 0.81 | 0.68 0.030 0.25 0.090 0.170 — 1000
MNG14-6R/SX 22468 | 16-14 6 0.25 | 0.22 | 0.81 | 0.68 0.030 0.25 0.090 0.170 100 500
MNG14-6R/SK 01430 | 16-14 6 0.25 | 0.22 | 0.81 | 0.68 0.030 0.25 0.090 0.170 — 1000
MNG14-8R/SX 49617 | 16-14 8 0.25 | 0.22 | 0.81 | 0.68 0.030 0.25 0.090 0.170 100 500
MNG14-8R/SK 01433 | 16-14 8 0.25 | 0.22 | 0.81 | 0.68 0.030 0.25 0.090 0.170 — 1000
MNG14-8RX 49618 | 16-14 8 0.33 | 0.29 | 091 | 0.75 0.030 0.25 0.090 0.170 100 500
MNG14-8RK 01434 | 16-14 8 0.33 | 0.29 | 091 | 0.75 0.030 0.25 0.090 0.170 — 1000
MNG14-8R/LX 22476 | 16-14 8 0.31| 0.33 | 094 | 0.79 0.030 0.25 0.090 0.170 100 500
MNG14-8R/LK 01435 | 16-14 8 0.31 | 0.33 | 0.94 | 0.79 0.030 0.25 0.090 0.170 — 1000
MNG14-10RX 49619 | 16-14 10 | 0.33 | 0.29 | 0.91 | 0.75 0.030 0.25 0.090 0.170 100 500
MNG14-10RK 14150 | 16-14 10 | 0.33 | 0.29 | 091 | 0.75 0.030 0.25 0.090 0.170 — 1000
MNG14-10R/LX | 22484 | 16-14 10 | 0.31 | 0.33 | 0.94 | 0.79 0.030 0.25 0.090 0.170 100 500
MNG14-10R/LK | 01437 | 16-14 10 | 0.31 | 0.33 | 0.94 | 0.79 0.030 0.25 0.090 0.170 — 1000
MNG14-14R/SX | 22492 | 16-14 | 1/4 | 0.47 | 0.40 | 1.09 | 0.86 0.030 0.25 0.090 0.170 100 500
MNG14-14R/SK | 01438 | 16-14 | 1/4 | 0.47 | 0.40 | 1.09 | 0.86 0.030 0.25 0.090 0.170 — 1000
MNG14-516R/SX | 49620 | 16-14 | 5/16 | 0.47 | 0.40 | 1.09 | 0.86 0.030 0.25 0.090 0.170 100 500
MNG14-516R/SK | 01440 | 16-14 | 5/16 | 0.47 | 0.40 | 1.09 | 0.86 0.030 0.25 0.090 0.170 — 1000
MNG14-38RX 49621 | 16-14 | 3/8 | 0.56 | 0.40 | 1.14 | 0.86 0.030 0.25 0.090 0.170 100 500
MNG14-38RK 01442 | 16-14 | 3/8 | 0.56 | 0.40 | 1.14 | 0.86 0.030 0.25 0.090 0.170 — 1000
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MNG14-4R/S MNG14-6R/S MNG14-8R/S MNG14-8R MNG14-8R/L
Stud Size 4 6 8 8 8
Wire Range 16-14 16-14 16-14 16-14 16-14

Phone 800/245 3573 Fax 800/245 0329
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MNG14-10R MNG14-10R/L MNG14-14R/S MNG14-516R/S MNG14-38R
Stud Size 10 10 1/4 5/16 3/8
Wire Range 16-14 16-14 16-14 16-14 16-14

"Product Number ending in X = box; Product Number ending with K = bulk




Ring Tongues - Nylon Insulated with Insulation Grip 12-10 AWG

o =

Wire Maximum
Product UPC Range Stud Barrel Barrel Insulation Terminals per:
Number' (054007-)(AWG) Size W C L E Thickness Length 1.D. Diameter Carton Case
MNG10-4R/SK 01932 | 12-10 4 0.28 | 0.29 | 0.98 | 0.84 0.040 0.25 0.135 0.250 — 500
MNG10-6RX 23425 | 12-10 6 0.38 | 0.29 | 1.03 | 0.84 0.040 0.25 0.135 0.250 50 500 _I
MNG10-6RK 01934 | 12-10 6 0.38 | 0.29 | 1.03 | 0.84 0.040 0.25 0.135 0.250 — 500 CD
MNG10-8RX 23433 | 12-10 8 0.38 | 0.29 | 1.03 | 0.84 0.040 0.25 0.135 0.250 50 500 -
MNG10-8RK 01936 | 12-10 8 0.38 | 0.29 | 1.03 | 0.84 0.040 0.25 0.135 0.250 — 500 3
MNG10-10RX 23441 | 12-10 10 | 0.38 | 0.29 | 1.03 | 0.84 0.040 0.25 0.135 0.250 50 500 —
MNG10-10RK 01937 | 12-10 10 | 0.38 | 0.29 | 1.03 | 0.84 0.040 0.25 0.135 0.250 — 500 )
MNG10-14R/SX | 23458 | 12-10 | 1/4 | 0.53 | 0.44 | 1.26 | 0.99 0.040 0.25 0.135 0.250 50 500 QJ
MNG10-14R/SK | 01938 | 12-10 | 1/4 | 0.53 | 0.44 | 1.26 | 0.99 0.040 0.25 0.135 0.250 — 500 a
MNG10-516R/SX | 49640 | 12-10 | 5/16 | 0.53 | 0.44 | 1.26 | 0.99 0.040 0.25 0.135 0.250 50 500 -
MNG10-516R/SK | 01940 | 12-10 | 5/16 | 0.53 | 0.44 | 1.26 | 0.99 0.040 0.25 0.135 0.250 — 500
MNG10-38R/SX | 49641 | 12-10 | 3/8 | 0.54 | 0.44 | 1.26 | 0.99 0.040 0.25 0.135 0.250 50 500 x
MNG10-38R/SK | 01942 | 12-10 | 3/8 | 0.54 | 0.44 | 1.26 | 0.99 0.040 0.25 0.135 0.250 — 500 ;'
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MNG10-4R/S MNG10-6R MNG10-8R MNG10-10R n
Stud Size 4 6 8 10
Wire Range 12-10 12-10 12-10 12-10 -
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MNG10-14R/S MNG10-516R/S MNG10-38R/S o
Stud Size 1/4 5/16 3/8 =
Wire Range 12-10 12-10 12-10

"Product Number ending in X = box; Product Number ending with K = bulk
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5 Ring Tongues - Heat Shrink Brazed Seam 22-18 AWG

€ W

Product UPC Wire Range Stud Barrel Barrel Terminals per:
Number' (054007-) (AWG) Size W C L E  Thickness Length 1.D. Bag Case
MH18-6R/LX 06344 22-18 6 0.31 0.15 1.00 0.84 0.030 0.25 0.070 25 100
MH18-6R/LK 06345 22-18 6 0.31 0.15 1.00 0.84 0.030 0.25 0.070 — 250
MH18-8R/LX 06348 22-18 8 0.31 0.18 1.00 0.84 0.030 0.25 0.070 25 100
MH18-8R/LK 06349 22-18 8 0.31 0.18 1.00 0.84 0.030 0.25 0.070 — 250
MH18-10R/LX 06350 22-18 10 0.31 0.20 1.00 0.84 0.030 0.25 0.070 25 100
MH18-10R/LK 06351 22-18 10 0.31 0.20 1.00 0.84 0.030 0.25 0.070 — 250
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MH18-6R/L MH18-8R/L MH18-10R/L
Stud Size 6 8 10
Wire Range 22-18 22-18 22-18
Ring Tongues - Heat Shrink Brazed Seam 16-14 AWG @ W
Product UPC Wire Range Stud Barrel Barrel Terminals per:
Number’ (054007-) (AWG) Size W C L E Thickness Length 1.D. Bag Case
MH14-6R/LX 06320 16-14 6 0.31 0.15 1.00 0.84 0.030 0.25 0.090 25 100
MH14-6R/LK 06321 16-14 6 0.31 0.15 1.00 0.84 0.030 0.25 0.090 — 250
MH14-8R/LX 06324 16-14 8 0.31 0.18 1.00 0.84 0.030 0.25 0.090 25 100
MH14-8R/LK 06325 16-14 8 0.31 0.18 1.00 0.84 0.030 0.25 0.090 — 250
MH14-10R/LX 06326 16-14 10 0.31 0.20 1.00 0.84 0.030 0.25 0.090 25 100
MH14-10R/LK 06327 16-14 10 0.31 0.20 1.00 0.84 0.030 0.25 0.090 — 250
MH14-14R/SX 06330 16-14 1/4 0.47 0.26 1.1 0.86 0.030 0.25 0.090 25 100
MH14-14R/SK 06331 16-14 1/4 0.47 0.26 11 0.86 0.030 0.25 0.090 — 250
MH14-516R/SX | 06336 16-14 5/16 0.47 0.33 1.1 0.86 0.030 0.25 0.090 25 100
MH14-516R/SK | 06337 16-14 5/16 0.47 0.33 11 0.86 0.030 0.25 0.090 — 250
MH14-38RX 06334 16-14 3/8 0.56 0.28 1.1 0.87 0.030 0.25 0.090 25 100
MH14-38RK 06335 16-14 3/8 0.56 0.28 11 0.87 0.030 0.25 0.090 — 250

Stud Size
Wire Range

MH14-6R/L

6
16-14

MH14-8R/L

8
16-14

10

MH14-10R/L

16-14

MH14-14R/S

1/4

16-14

MH14-516R/S

5/16

16-

14

MH14-38R

3/8

16-14

"Product Number ending in X = box; Product Number ending with K = bulk




Ring Tongues - Heat Shrink Brazed Seam 12-10 @ W

Product UPC Wire Range Stud Barrel Barrel Terminals per:
Number' (054007-) (AWG) Size W C L E  Thickness Length 1.D. Bag Case
MH10-8RX 06302 12-10 8 0.38 0.19 11 0.91 0.040 0.25 0.135 25 100
MH10-8RK 06303 12-10 8 0.38 0.19 11 0.91 0.040 0.25 0.135 — 250
MH10-10RX 06305 12-10 10 0.38 0.21 11 0.91 0.040 0.25 0.135 25 100
MH10-10RK 06306 12-10 10 0.38 0.21 11 0.91 0.040 0.25 0.135 — 250
MH10-14RX 06309 12-10 1/4 0.59 0.29 12 0.90 0.040 0.25 0.135 25 100
MH10-14RK 06359 12-10 1/4 0.59 0.29 12 0.90 0.040 0.25 0.135 — 250
MH10-38RX 06312 12-10 3/8 0.59 0.29 12 0.90 0.040 0.25 0.135 25 100
MH10-38RK 06313 12-10 3/8 0.59 0.29 1.2 0.90 0.040 0.25 0.135 — 250

MH10-8R MH10-10R MH10-14R MH10-38R
Stud Size 8 10 1/4 3/8
Wire Range 12-10 12-10 12-10 12-10
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"Product Number ending in X = box; Product Number ending with K = bulk




Multi-Stud Ring Tongues - Vinyl Insulated Brazed Seam @ W
Wire Maximum
Product UPC Range Stud Barrel Barrel Insulation Terminals per:
Number' (054007-)(AWG) Size W C L E Thickness Length 1.D. Diameter Carton Case
MV18-610RX 14093 | 22-18 |6/8/10| 0.34 | 0.31 | 1.01 | 0.76 0.030 0.25 0.070 0.145 100 500
(@)) MV18-610RK 01342 | 22-18 |6/8/10| 0.34 | 0.31 | 1.01 | 0.76 0.030 0.25 0.070 0.145 — 1000
N MV14-610RX 14119 | 16-14 |6/8/10| 0.34 | 0.31 | 1.01 | 0.76 0.030 0.25 0.090 0.170 100 500
m MV14-610RK 01851 | 16-14 |6/8/10| 0.34 | 0.31 | 1.01 | 0.76 0.030 0.25 0.090 0.170 — 1000
O MV10-610RX 14127 | 12-10 |6/8/10| 0.39 | 0.35 | 1.19 | 0.80 0.040 0.25 0.135 0.250 50 500
L() MV10-610RK 02099 | 12-10 |6/8/10| 0.39 | 0.35 | 1.19 | 0.80 0.040 0.25 0.135 0.250 — 500
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MV18-610R MV14-610R MV10-610R
™ Stud Size 6/8/10 6/8/10 6/8/10
N Wire Range 22-18 16-14 12-10
QN Multi-Stud Ring Tongues - Nylon Insulated with Insulation Grip @ W
(@) Wire Maximum
O Product UPC Range Stud Barrel Barrel Insulation Terminals per:
w Number’ (054007-)(AWG) Size W C L E Thickness Length 1.D. Diameter Carton Case
MNG18-610RX 49611 | 22-18 |6/8/10| 0.34 | 0.31 | 1.00 | 0.75 0.030 0.25 0.070 0.145 100 500
G) MNG18-610RK 01344 | 22-18 |6/8/10| 0.34 | 0.31 | 1.00 | 0.75 0.030 0.25 0.070 0.145 — 1000
- MNG14-610RX 49636 | 16-14 |6/8/10| 0.34 | 0.31 | 1.02 | 0.77 0.030 0.25 0.090 0.170 100 500
O MNG14-610RK 01853 | 16-14 |6/8/10| 0.34 | 0.31 | 1.02 | 0.77 0.030 0.25 0.090 0.170 — 1000
L MNG10-610RX 49646 | 12-10 |6/8/10| 0.39 | 0.35 | 1.19 | 0.80 0.040 0.25 0.135 0.250 50 100
D_ MNG10-610RK 02100 | 12-10 |6/8/10| 0.39 | 0.35 | 1.19 | 0.80 0.040 0.25 0.135 0.250 — 500
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MNG18-610R MNG14-610R MNG10-610R
Stud Size 6/8/10 6/8/10 6/8/10
Wire Range 22-18 16-14 12-10

"Product Number ending in X = box; Product Number ending with K = bulk



Standard Forks - Non-Insulated Brazed Seam @ W g

Product UPC Wire Range Stud Barrel Barrel Terminals per:
Number’ (054007-) (AWG) Size W C L E  Thickness Length 1.D. Carton Case
M18-6FX 21858 22-18 6 0.34 0.29 0.70 0.54 0.030 0.25 0.070 100 500
M18-6FK 01150 22-18 6 0.34 0.29 0.70 0.54 0.030 0.25 0.070 — 1000
M18-8FX 21866 22-18 8 0.34 0.29 0.70 0.54 0.030 0.25 0.070 100 500
M18-8FK 01152 22-18 8 0.34 0.29 0.70 0.54 0.030 0.25 0.070 — 1000
M18-10FX 49599 22-18 10 0.34 0.29 0.70 0.54 0.030 0.25 0.070 100 500
M18-10FK 01154 22-18 10 0.34 0.29 0.70 0.54 0.030 0.25 0.070 — 1000
M14-6FX 49622 16-14 6 0.34 0.29 0.70 0.54 0.030 0.25 0.090 100 500
M14-6FK 01516 16-14 6 0.34 0.29 0.70 0.54 0.030 0.25 0.090 — 1000
M14-8FX 22534 16-14 8 0.34 0.29 0.70 0.54 0.030 0.25 0.090 100 500
M14-8FK 01518 16-14 8 0.34 0.29 0.70 0.54 0.030 0.25 0.090 — 1000
M14-10FX 22542 16-14 10 0.34 0.29 0.70 0.54 0.030 0.25 0.090 100 500
M14-10FK 01520 16-14 10 0.34 0.29 0.70 0.54 0.030 0.25 0.090 — 1000
M10-6FK 01972 12-10 6 0.38 0.29 0.73 0.54 0.040 0.25 0.135 — 500
M10-8FX 23581 12-10 8 0.38 0.29 0.73 0.54 0.040 0.25 0.135 50 500
M10-8FK 01973 12-10 8 0.38 0.29 0.73 0.54 0.040 0.25 0.135 — 500
M10-10FX 23599 12-10 10 0.38 0.29 0.73 0.54 0.040 0.25 0.135 50 500
M10-10FK 01974 12-10 10 0.38 0.29 0.73 0.54 0.040 0.25 0.135 — 500
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M18-6F M18-8F M18-10F M14-6F M14-8F M14-10F

Stud Size 6 8 10 6 8 10
Wire Range 22-18 22-18 22-18 16-14 16-14 16-14
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M10-6F M10-8F M10-10F

Stud Size 6 8 10
Wire Range 12-10 12-10 12-10

"Product Number ending in X = box; Product Number ending with K = bulk




5 Standard Forks - Non-Insulated Butted Seam

@ W
Product UPC Wire Range Stud Barrel Barrel Terminals
Number’ (054007-) (AWG) Size W C L E Thickness Length 1.D. per Case
MU18-6FK 01144 22-18 6 0.34 0.29 0.70 0.54 0.030 0.25 0.070 1000
m MU18-8FK 01146 22-18 8 0.34 0.29 0.70 0.54 0.030 0.25 0.070 1000
N MU18-10FK 01148 22-18 10 0.34 0.29 0.70 0.54 0.030 0.25 0.070 1000
m MU14-6FK 01510 16-14 6 0.34 0.29 0.70 0.54 0.030 0.25 0.090 1000
o MU14-8FK 01512 16-14 8 0.34 0.29 0.70 0.54 0.030 0.25 0.090 1000
MU14-10FK 01514 16-14 10 0.34 0.29 0.70 0.54 0.030 0.25 0.090 1000
L(q_.) MU10-6FK 01969 12-10 6 0.38 0.29 0.73 0.54 0.040 0.25 0.135 500
N MU10-8FK 01970 12-10 8 0.38 0.29 0.73 0.54 0.040 0.25 0.135 500
5 MU10-10FK 01971 12-10 10 0.38 0.29 0.73 0.54 0.040 0.25 0.135 500
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m MU18-6F MU18-8F MU18-10F MU14-6F MU14-8F MU14-10F
l\ Stud Size 6 8 10 6 8 10
|..0 Wire Range 22-18 22-18 22-18 16-14 16-14 16-14
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MU10-6F MU10-8F MU10-10F
(D) Stud Size 6 8 10
cC Wire Range 12-10 12-10 12-10
e

"Product Number ending in X = box; Product Number ending with K = bulk




Standard Forks - Vinyl Insulated Brazed Seam @ W g

Wire Maximum
Product UPC Range Stud Barrel Barrel Insulation Terminals per:
Number' (054007-)(AWG) Size W C L E Thickness Length 1.D. Diameter Carton Case
MV18-6FX 21882 | 22-18 6 0.34 | 0.29 | 0.90 | 0.74 0.030 0.25 0.070 0.145 100 500
MV18-6FK 01162 | 22-18 6 0.34 | 0.29 | 0.90 | 0.74 0.030 0.25 0.070 0.145 — 1000 —I
MV18-8FX 21890 | 22-18 8 0.34 | 0.29 | 0.90 | 0.74 0.030 0.25 0.070 0.145 100 500 CD
MV18-8FK 01164 | 22-18 8 0.34 | 0.29 | 0.90 | 0.74 0.030 0.25 0.070 0.145 — 1000 -
MV18-10FX 21908 | 22-18 10 | 0.34 | 0.29 | 0.90 | 0.74 0.030 0.25 0.070 0.145 100 500 3
MV18-10FK 01166 | 22-18 10 | 0.34 | 0.29 | 0.90 | 0.74 0.030 0.25 0.070 0.145 — 1000 —T
MV14-6FX 22559 | 16-14 6 0.34 | 0.29 | 0.90 | 0.74 0.030 0.25 0.090 0.170 100 500 )
MV14-6FK 01528 | 16-14 6 0.34 | 0.29 | 0.90 | 0.74 0.030 0.25 0.090 0.170 — 1000 QJ
MV14-8FX 22567 | 16-14 8 0.34 | 0.29 | 0.90 | 0.74 0.030 0.25 0.090 0.170 100 500 —
MV14-8FK 01530 | 16-14 8 0.34 | 0.29 | 0.90 | 0.74 0.030 0.25 0.090 0.170 — 1000 wn
MV14-10FX 22575 | 16-14 10 | 0.34 | 0.29 | 0.90 | 0.74 0.030 0.25 0.090 0.170 100 500
MV14-10FK 01532 | 16-14 10 | 0.34 | 0.29 | 0.90 | 0.74 0.030 0.25 0.090 0.170 — 1000 x
MV10-6FX 23607 | 12-10 6 0.38 | 0.29 | 1.03 | 0.84 0.040 0.25 0.135 0.250 50 500 e
MV10-6FK 01978 | 12-10 6 0.38 | 0.29 | 1.03 | 0.84 0.040 0.25 0.135 0.250 — 500 a"
MV10-8FX 23615 | 12-10 8 0.38 | 0.29 | 1.03 | 0.84 0.040 0.25 0.135 0.250 50 500
MV10-8FK 01979 | 12-10 8 0.38 | 0.29 | 1.03 | 0.84 0.040 0.25 0.135 0.250 — 500 m
MV10-10FX 23623 | 12-10 10 | 0.38 | 0.29 | 1.03 | 0.84 0.040 0.25 0.135 0.250 50 500 )
MV10-10FK 01980 | 12-10 10 | 0.38 | 0.29 | 1.03 | 0.84 0.040 0.25 0.135 0.250 — 500 Q
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MV18-6F MV18-8F MV18-10F MV14-6F MV14-8F MV14-10F >
Stud Size 6 8 10 6 8 10 Q
Wire Range 22-18 22-18 22-18 16-14 16-14 16-14 EJ‘
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MV10-6F MV10-8F MV10-10F
Stud Size 6 8 10
Wire Range 12-10 12-10 12-10

"Product Number ending in X = box; Product Number ending with K = bulk



Standard Forks - Vinyl Insulated Butted Seam @ W
Wire Maximum
Product UPC Range Stud Barrel Barrel Insulation  Terminals
Number?' (054007-)(AWG) Size W C L E  Thickness Length 1.D. Diameter per Case
MVU18-6FK 01174 | 22-18 6 0.34 | 0.29 | 0.90 | 0.74 0.030 0.25 0.070 0.145 1000
m MVU18-8FK 01176 | 22-18 8 0.34 | 0.29 | 0.90 | 0.74 0.030 0.25 0.070 0.145 1000
% MVU18-10FK 01178 | 22-18 10 | 0.34 | 0.29 | 0.90 | 0.74 0.030 0.25 0.070 0.145 1000
O MVU14-6FK 01540 | 16-14 0.34 | 0.29 | 0.90 | 0.74 0.030 0.25 0.090 0.170 1000
MVU14-8FK 01542 | 16-14 8 0.34 | 0.29 | 0.90 | 0.74 0.030 0.25 0.090 0.170 1000
LO MVU14-10FK 01544 | 16-14 | 10 | 0.34 | 0.29 | 0.90 | 0.74 0.030 0.25 0.090 0.170 1000
q- MVU10-6FK 01984 | 12-10 6 0.38 | 0.29 | 1.03 | 0.84 0.040 0.25 0.135 0.250 500
Q MVU10-8FK 01985 | 12-10 8 0.38 | 0.29 | 1.03 | 0.84 0.040 0.25 0.135 0.250 500
O MVU10-10FK 01986 | 12-10 10 | 0.38 | 0.29 | 1.03 | 0.84 0.040 0.25 0.135 0.250 500
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LO MVU18-6F MVU18-8F MVU18-10F MVU14-6F MVU14-8F MVU14-10F
m Stud Size 6 8 10 6 8 10
LO Wire Range 22-18 22-18 22-18 16-14 16-14 16-14
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L MVU10-6F MVU10-8F MVU10-10F
2l Stud Size 6 8 10
Wire Range 12-10 12-10 12-10

"Product Number ending in X = box; Product Number ending with K = bulk




Standard Forks - Nylon Insulated with Insulation Grip @ W g

Wire Maximum
Product UPC Range Stud Barrel Barrel Insulation Terminals per:
Number' (054007-)(AWG) Size W C L E Thickness Length 1.D. Diameter Carton Case
MNG24-0FK* 14960 | 26-24 0 0.13 | 0.12 | 0.46 | 0.40 0.020 0.13 0.030 0.093 — 1000
MNG24-4FX* 11329 | 26-24 4 0.20 | 0.21 | 0.61 | 0.49 0.020 0.14 0.030 0.093 100 500
MNG24-4FK* 00982 | 26-24 4 0.20 | 0.21 | 0.61 | 0.49 0.020 0.14 0.030 0.093 — 1000
MNG24-6FX* 11330 | 26-24 6 0.25 | 0.28 | 0.69 | 0.56 0.020 0.13 0.030 0.093 100 500
MNG24-6FK* 00983 | 26-24 6 0.25 | 0.28 | 0.69 | 0.56 0.020 0.13 0.030 0.093 — 1000
MNG18-6FX 21916 | 22-18 6 0.34 | 0.29 | 0.89 | 0.73 0.030 0.25 0.070 0.145 100 500
MNG18-6FK 01168 | 22-18 6 0.34 | 0.29 | 0.89 | 0.73 0.030 0.25 0.070 0.145 — 1000
MNG18-8FX 21924 | 22-18 8 0.34 | 0.29 | 0.89 | 0.73 0.030 0.25 0.070 0.145 100 500
MNG18-8FK 01170 | 22-18 8 0.34 | 0.29 | 0.89 | 0.73 0.030 0.25 0.070 0.145 — 1000
MNG18-10FK 01172 | 22-18 10 | 0.34 | 0.29 | 0.89 | 0.73 0.030 0.25 0.070 0.145 — 1000
MNG14-6FX 22583 | 16-14 6 0.34 | 0.29 | 0.91 | 0.75 0.030 0.25 0.090 0.170 100 500
MNG14-6FK 01534 | 16-14 6 0.34 | 0.29 | 091 | 0.75 0.030 0.25 0.090 0.170 — 1000
MNG14-8FX 22591 | 16-14 8 0.34 | 0.29 | 0.91 | 0.75 0.030 0.25 0.090 0.170 100 500
MNG14-8FK 01536 | 16-14 8 0.34 | 0.29 | 0.91 | 0.75 0.030 0.25 0.090 0.170 — 1000
MNG14-10FX 22609 | 16-14 10 | 0.34 | 0.29 | 0.91 | 0.75 0.030 0.25 0.090 0.170 100 500
MNG14-10FK 01538 | 16-14 10 | 0.34 | 0.29 | 0.91 | 0.75 0.030 0.25 0.090 0.170 — 1000
MNG10-6FK 01981 | 12-10 6 0.38 | 0.29 | 1.03 | 0.84 0.040 0.25 0.135 0.250 — 500
MNG10-8FX 23649 | 12-10 8 0.38 | 0.29 | 1.03 | 0.84 0.040 0.25 0.135 0.250 50 500
MNG10-8FK 01982 | 12-10 8 0.38 | 0.29 | 1.03 | 0.84 0.040 0.25 0.135 0.250 — 500
MNG10-10FX 23656 | 12-10 10 | 0.38 | 0.29 | 1.03 | 0.84 0.040 0.25 0.135 0.250 50 500
MNG10-10FK 01983 | 12-10 10 | 0.38 | 0.29 | 1.03 | 0.84 0.040 0.25 0.135 0.250 — 500

* Not UL Listed or CSA Certified
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MNG24-0F MNG24-4F MNG24-6F MNG18-6F MNG18-8F MNG18-10F
Stud Size 0 4 6 6 8 10
Wire Range 26-24 26-24 26-24 22-18 22-18 22-18
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MNG14-6F MNG14-8F MNG14-10F MNG10-6F MNG10-8F MNG10-10F
Stud Size 6 8 10 6 8 10
Wire Range 16-14 16-14 16-14 12-10 12-10 12-10

"Product Number ending in X = box; Product Number ending with K = bulk
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g Block Forks — Non-Insulated Brazed Seam 22-18 AWG

€ W
Product UPC Wire Range Stud Barrel Barrel Terminals per:
Number' (054007-) (AWG) Size w C L E  Thickness Length 1.D. Carton Case
M18-4FB/SK 02248 22-18 4 0.25 0.25 0.65 0.50 0.030 0.25 0.070 — 1000
M18-6FB/SX 49600 22-18 6 0.25 0.25 0.65 0.50 0.030 0.25 0.070 100 500
M18-6FB/SK 01202 22-18 6 0.25 0.25 0.65 0.50 0.030 0.25 0.070 — 1000
M18-6FBX 21940 22-18 6 0.30 0.25 0.65 0.50 0.030 0.25 0.070 100 500
M18-6FBK 01203 22-18 6 0.30 0.25 0.65 0.50 0.030 0.25 0.070 — 1000
M18-8FBX 21957 22-18 8 0.30 0.25 0.65 0.50 0.030 0.25 0.070 100 500
M18-8FBK 01204 22-18 8 0.30 0.25 0.65 0.50 0.030 0.25 0.070 — 1000
M18-10FBX 49601 22-18 10 0.30 0.25 0.65 0.50 0.030 0.25 0.070 100 500
M18-10FBK 01205 22-18 10 0.30 0.25 0.65 0.50 0.030 0.25 0.070 — 1000
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M18-4FB/S M18-6FB/S M18-6FB M18-8FB M18-10FB
Stud Size 4 6 6 8 10
Wire Range 22-18 22-18 22-18 22-18 22-18
Block Forks - Non-Insulated Brazed Seam 16-14 AWG @ W
Product UPC Wire Range Stud Barrel Barrel Terminals per:
Number' (054007-) (AWG) Size w C L E  Thickness Length 1.D. Carton Case
M14-4FB/SK 02265 16-14 4 0.25 0.25 0.65 0.50 0.030 0.25 0.090 — 1000
M14-6FB/SX 49623 16-14 6 0.25 0.25 0.65 0.50 0.030 0.25 0.090 100 500
M14-6FB/SK 01568 16-14 6 0.25 0.25 0.65 0.50 0.030 0.25 0.090 — 1000
M14-6FBX 22617 16-14 6 0.30 0.25 0.65 0.50 0.030 0.25 0.090 100 500
M14-6FBK 01569 16-14 6 0.30 0.25 0.65 0.50 0.030 0.25 0.090 — 1000
M14-8FBX 22625 16-14 8 0.30 0.25 0.65 0.50 0.030 0.25 0.090 100 500
M14-8FBK 01570 16-14 8 0.30 0.25 0.65 0.50 0.030 0.25 0.090 — 1000
M14-10FBX 22633 16-14 10 0.30 0.25 0.65 0.50 0.030 0.25 0.090 100 500
M14-10FBK 01571 16-14 10 0.30 0.25 0.65 0.50 0.030 0.25 0.090 — 1000
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M14-4FB/S M14-6FB/S M14-6FB M14-8FB M14-10FB
Stud Size 4 6 6 8 10
Wire Range 16-14 16-14 16-14 16-14 16-14

"Product Number ending in X = box; Product Number ending with K = bulk




Block Forks - Non-Insulated Brazed Seam 12-10 AWG @ W g

Product UPC Wire Range Stud Barrel Barrel Terminals per:
Number' (054007-) (AWG) Size W C L E  Thickness Length 1.D. Carton Case
M10-6FBK 02008 12-10 6 0.32 0.29 0.73 0.54 0.040 0.25 0.135 — 500
M10-8FBX 23672 12-10 8 0.32 0.29 0.73 0.54 0.040 0.25 0.135 50 500
M10-8FBK 02009 12-10 8 0.32 0.29 0.73 0.54 0.040 0.25 0.135 — 500 _I
M10-10FBX 23680 12-10 10 0.32 0.29 0.73 0.54 0.040 0.25 0.135 50 500 ®
M10-10FBK 02010 12-10 10 0.32 0.29 0.73 0.54 0.040 0.25 0.135 — 500 §
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M10-6FB M10-8FB M10-10FB :|-'
Stud Size 6 8 10 (7))
Wire Range 12-10 12-10 12-10
)
Block Forks - Non-Insulated Butted Seam 22-18 AWG @ W [er
Product UPC Wire Range Stud Barrel  Barrel Terminals _I
Number! (054007-) (AWG) Size W C L E Thickness Length 1.D. per Case O
MU18-4FB/SK 02263 22-18 4 0.25 0.25 0.65 0.50 0.030 0.25 0.070 1000 O
MU18-6FB/SK 01198 22-18 6 0.25 0.25 0.65 0.50 0.030 0.25 0.070 1000 U_)
MU18-6FBK 01199 22-18 6 0.30 0.25 0.65 0.50 0.030 0.25 0.070 1000
MU18-8FBK 01200 22-18 8 0.30 0.25 0.65 0.50 0.030 0.25 0.070 1000
MU18-10FBK 01201 22-18 10 0.30 0.25 0.65 0.50 0.030 0.25 0.070 1000 E
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MU18-4FB/S MU18-6FB/S MU18-6FB MU18-8FB MU18-10FB (@]
Stud Size 4 6 6 8 10 X
Wire Range 22-18 22-18 22-18 22-18 22-18 CQD_
N—r
Block Forks - Non-Insulated Butted Seam 16-14 AWG @ W
Product UPC Wire Range Stud Barrel Barrel Terminals
Number! (054007-) (AWG) Size W C L E Thickness Length 1.D. per Case
MU14-4FB/SK 02264 16-14 4 0.25 0.25 0.65 0.50 0.030 0.25 0.090 1000
MU14-6FB/SK 01564 16-14 6 0.25 0.25 0.65 0.50 0.030 0.25 0.090 1000
MU14-6FBK 01565 16-14 6 0.30 0.25 0.65 0.50 0.030 0.25 0.090 1000
MU14-8FBK 01566 16-14 8 0.30 0.25 0.65 0.50 0.030 0.25 0.090 1000
MU14-10FBK 01567 16-14 10 0.30 0.25 0.65 0.50 0.030 0.25 0.090 1000
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MU14-4FB/S MU14-6FB/S MU14-6FB MU14-8FB MU14-10FB
Stud Size 4 6 6 8 10
Wire Range 16-14 16-14 16-14 16-14 16-14

"Product Number ending in X = box; Product Number ending with K = bulk
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§ Block Forks — Non-Insulated Butted Seam 12-10 AWG

€ W
Product UPC Wire Range Stud Barrel Barrel Terminals
Number' (054007-) (AWG) Size W C L E Thickness Length 1.D. per Case
MU10-6FBK 02005 12-10 6 0.32 0.29 0.73 0.54 0.040 0.25 0.135 500
MU10-8FBK 02006 12-10 8 0.32 0.29 0.73 0.54 0.040 0.25 0.135 500
MU10-10FBK 02007 12-10 10 0.32 0.29 0.73 0.54 0.040 0.25 0.135 500
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MU10-6FB MU10-8FB MU10-10FB
Stud Size 6 8 10
Wire Range 12-10 12-10 12-10
Block Forks - Vinyl Insulated Brazed Seam 22-18 AWG @ W
Wire Maximum
Product UPC Range Stud Barrel Barrel Insulation Terminals per:
Number' (054007-)(AWG) Size W C L E Thickness Length 1.D. Diameter Carton Case
MV18-4FB/SK 02279 | 22-18 4 0.25 | 0.25 | 0.85 | 0.70 0.030 0.25 0.070 0.145 — 1000
MV18-6FB/SX 49602 | 22-18 6 0.25 | 0.25 | 0.85 | 0.70 0.030 0.25 0.070 0.145 100 500
MV18-6FB/SK 01210 | 22-18 6 0.25 | 0.25 | 0.85 | 0.70 0.030 0.25 0.070 0.145 — 1000
MV18-6FBX 21973 | 22-18 6 0.30 | 0.25 | 0.85 | 0.70 0.030 0.25 0.070 0.145 100 500
MV18-6FBK 01211 | 22-18 6 0.30 | 0.25 | 0.85 | 0.70 0.030 0.25 0.070 0.145 — 1000
MV18-8FBX 21999 | 22-18 8 0.30 | 0.25 | 0.85 | 0.70 0.030 0.25 0.070 0.145 100 500
MV18-8FBK 01212 | 22-18 8 0.30 | 0.25 | 0.85 | 0.70 0.030 0.25 0.070 0.145 — 1000
MV18-10FBX 22005 | 22-18 10 | 0.30 | 0.25 | 0.85 | 0.70 0.030 0.25 0.070 0.145 100 500
MV18-10FBK 01213 | 22-18 10 | 0.30 | 0.25 | 0.85 | 0.70 0.030 0.25 0.070 0.145 — 1000
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MV18-4FB/S MV18-6FB/S MV18-6FB MV18-8FB MV18-10FB
Stud Size 4 6 6 8 10
Wire Range 22-18 22-18 22-18 22-18 22-18

"Product Number ending in X = box; Product Number ending with K = bulk
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Block Forks - Vinyl Insulated Brazed Seam 16-14 AWG

Wire Maximum
Product UPC Range Stud Barrel Barrel Insulation Terminals per:
Number' (054007-)(AWG) Size W C L E Thickness Length 1.D. Diameter Carton Case
MV14-4FB/SK 02280 | 16-14 4 0.25 | 0.25 | 0.85 | 0.70 0.030 0.25 0.090 0.170 — 1000
MV14-6FB/SX 49624 | 16-14 6 0.25 | 0.25 | 0.85 | 0.70 0.030 0.25 0.090 0.170 100 500 _I
MV14-6FB/SK 01576 | 16-14 6 0.25 | 0.25 | 0.85 | 0.70 0.030 0.25 0.090 0.170 — 1000 CD
MV14-6FBX 22641 | 16-14 6 0.30 | 0.25 | 0.85 | 0.70 0.030 0.25 0.090 0.170 100 500 -
MV14-6FBK 01577 | 16-14 6 0.30 | 0.25 | 0.85 | 0.70 0.030 0.25 0.090 0.170 — 1000 3
MV14-8FBX 22658 | 16-14 8 0.30 | 0.25 | 0.85 | 0.70 0.030 0.25 0.090 0.170 100 500 —
MV14-8FBK 01578 | 16-14 8 0.30 | 0.25 | 0.85 | 0.70 0.030 0.25 0.090 0.170 — 1000 )
MV14-10FBX 22666 | 16-14 10 | 0.30 | 0.25 | 0.85 | 0.70 0.030 0.25 0.090 0.170 100 500 QJ
MV14-10FBK 01579 | 16-14 10 | 0.30 | 0.25 | 0.85 | 0.70 0.030 0.25 0.090 0.170 — 1000 G
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MV14-4FB/S MV14-6FB/S MV14-6FB MV14-8FB MV14-10FB
Stud Size 4 6 6 8 10 _I
Wire Range 16-14 16-14 16-14 16-14 16-14 O
; )]
Block Forks - Vinyl Insulated Brazed Seam 12-10 AWG @ W
Wire Maximum
Product UPC Range Stud Barrel Barrel Insulation Terminals per: E
Number' (054007-)(AWG) Size W C L E Thickness Length 1.D. Diameter Carton Case (@)
(@)
MV10-6FBX 23698 | 12-10 6 0.32 | 0.29 | 1.03 | 0.84 0.040 0.25 0.135 0.250 50 500 ~
MV10-6FBK 02014 | 12-10 6 032 | 0.29 | 1.03 | 0.84 0.040 0.25 0.135 0.250 — 500 T
MV10-8FBX 23706 | 12-10 8 0.32 | 0.29 | 1.03 | 0.84 0.040 0.25 0.135 0.250 50 500 (@)
MV10-8FBK 02015 | 12-10 8 032 | 0.29 | 1.03 | 0.84 0.040 0.25 0.135 0.250 — 500 ;
MV10-10FBX 23714 | 12-10 10 | 0.32 | 0.29 | 1.03 | 0.84 0.040 0.25 0.135 0.250 50 500 (7))
MV10-10FBK 02016 | 12-10 10 | 0.32 | 0.29 | 1.03 | 0.84 0.040 0.25 0.135 0.250 — 500 i
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MV10-6FB MV10-8FB MV10-10FB
Stud Size 6 8 10
Wire Range 12-10 12-10 12-10

"Product Number ending in X = box; Product Number ending with K = bulk




ﬁ Block Forks - Vinyl Insulated Butted Seam 22-18 AWG

Phone 800/245 3573 Fax 800/245 0329

@ W
Wire Maximum
Product UPC Range Stud Barrel Barrel Insulation  Terminals
Number? (054007-)(AWG) Size w C L E Thickness Length 1.D. Diameter per Case
MVU18-4FB/SK | 02253 | 22-18 4 0.25 | 0.25 | 0.85 | 0.70 0.030 0.25 0.070 0.145 1000
MVU18-6FB/SK | 01218 | 22-18 6 0.25 | 0.25 | 0.85 | 0.70 0.030 0.25 0.070 0.145 1000
MVU18-6FBK 01219 | 22-18 6 0.30 | 0.25 | 0.85 | 0.70 0.030 0.25 0.070 0.145 1000
MVU18-8FBK 01220 | 22-18 8 0.30 | 0.25 | 0.85 | 0.70 0.030 0.25 0.070 0.145 1000
MVU18-10FBK 01221 | 22-18 10 0.30 | 0.25 | 0.85 | 0.70 0.030 0.25 0.070 0.145 1000
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MVU18-4FB/S MVU18-6FB/S MVU18-6FB MVU18-8FB MVU18-10FB
Stud Size 4 6 6 8 10
Wire Range 22-18 22-18 22-18 22-18 22-18
Block Forks - Vinyl Insulated Butted Seam 16-14 AWG @ W
Wire Maximum
Product UPC Range Stud Barrel Barrel Insulation  Terminals
Number® (054007-)(AWG) Size W C L E Thickness Length 1.D. Diameter per Case
MVU14-4FB/SK | 02258 | 16-14 4 0.25 | 0.25 | 0.85 | 0.70 0.030 0.25 0.090 0.170 1000
MVU14-6FB/SK | 01584 | 16-14 6 0.25 | 0.25 | 0.85 | 0.70 0.030 0.25 0.090 0.170 1000
MVU14-6FBK 01585 | 16-14 6 0.30 | 0.25 | 0.85 | 0.70 0.030 0.25 0.090 0.170 1000
MVU14-8FBK 01586 | 16-14 8 0.30 | 0.25 | 0.85 | 0.70 0.030 0.25 0.090 0.170 1000
MVU14-10FBK 01587 | 16-14 10 0.30 | 0.25 | 0.85 | 0.70 0.030 0.25 0.090 0.170 1000
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MVU14-4FB/S MVU14-6FB/S MVU14-6FB MVU14-8FB MVU14-10FB
Stud Size 4 6 6 8 10
Wire Range 16-14 16-14 16-14 16-14 16-14

"Product Number ending in X = box; Product Number ending with K = bulk




Block Forks - Vinyl Insulated Butted Seam 12-10 AWG

o =

Wire Maximum
Product UPC Range Stud Barrel Barrel Insulation  Terminals
Number' (054007-)(AWG) Size W C L E  Thickness Length 1.D. Diameter per Case
MVU10-6FBK 02020 | 12-10 6 032 | 029 | 1.03 | 0.84 0.040 0.25 0.135 0.250 500
MVU10-8FBK 02021 | 12-10 8 0.32 | 0.29 | 1.03 | 0.84 0.040 0.25 0.135 0.250 500 C_DI
MVU10-10FBK 02022 | 12-10 10 | 0.32 | 0.29 | 1.03 | 0.84 0.040 0.25 0.135 0.250 500 —
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MVU10-6FB MVU10-8FB MVU10-10FB m
Stud Size 6 8 10
Wire Range 12-10 12-10 12-10 %
Block Forks — Nylon Insulated with Insulation Grip 22-18 AWG @ W 6'
Wire Maximum O
Product UPC Range Stud Barrel Barrel Insulation Terminals per: —
Number' (054007-)(AWG) Size W C L E Thickness Length 1.D. Diameter Carton Case U)
MNG18-4FB/SK | 02261 | 22-18 4 0.25 | 0.25 | 0.84 | 0.69 0.030 0.25 0.070 0.145 — 1000
MNG18-6FB/SX | 49603 | 22-18 6 0.25 | 0.25 | 0.84 | 0.69 0.030 0.25 0.070 0.145 100 500 w
MNG18-6FB/SK | 01214 | 22-18 6 0.25 | 0.25 | 0.84 | 0.69 0.030 0.25 0.070 0.145 — 1000 6
MNG18-6FBX 22013 | 22-18 6 0.30 | 0.25 | 0.84 | 0.69 0.030 0.25 0.070 0.145 100 500 o
MNG18-6FBK 01215 | 22-18 6 0.30 | 0.25 | 0.84 | 0.69 0.030 0.25 0.070 0.145 — 1000 =~
MNG18-8FBX 22021 | 22-18 8 0.30 | 0.25 | 0.84 | 0.69 0.030 0.25 0.070 0.145 100 500 T
MNG18-8FBK 01216 | 22-18 8 0.30 | 0.25 | 0.84 | 0.69 0.030 0.25 0.070 0.145 — 1000 2
MNG18-10FBX 22039 | 22-18 10 | 0.30 | 0.25 | 0.84 | 0.69 0.030 0.25 0.070 0.145 100 500 (7,;_
MNG18-10FBK 01217 | 22-18 10 | 0.30 | 0.25 | 0.84 | 0.69 0.030 0.25 0.070 0.145 — 1000
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MNG18-4FB/S MNG18-6FB/S MNG18-6FB MNG18-8FB MNG18-10FB
Stud Size 4 6 6 8 10
Wire Range 22-18 22-18 22-18 22-18 22-18

"Product Number ending in X = box; Product Number ending with K = bulk




5 Block Forks — Nylon Insulated with Insulation Grip 16-14 AWG @ W

Wire Maximum
Product UPC Range Stud Barrel Barrel Insulation Terminals per:
Number?' (054007-)(AWG) Size w C L E Thickness Length 1.D. Diameter Carton Case
MNG14-4FB/SK | 02262 | 16-14 4 0.25 | 0.25 | 0.86 | 0.71 0.030 0.25 0.090 0.170 — 1000
m MNG14-6FB/SX | 49625 | 16-14 6 0.25 | 0.25 | 0.86 | 0.71 0.030 0.25 0.090 0.170 100 500
N MNG14-6FB/SK | 01580 | 16-14 6 0.25 | 0.25 | 0.86 | 0.71 0.030 0.25 0.090 0.170 — 1000
00 MNG14-6FBX 22674 | 16-14 6 0.30 | 0.25 | 0.86 | 0.71 0.030 0.25 0.090 0.170 100 500
O MNG14-6FBK 01581 | 16-14 6 0.30 | 0.25 | 0.86 | 0.71 0.030 0.25 0.090 0.170 — 1000
LO MNG14-8FBX 22682 | 16-14 8 0.30 | 0.25 | 0.86 | 0.71 0.030 0.25 0.090 0.170 100 500
MNG14-8FBK 01582 | 16-14 8 0.30 | 0.25 | 0.86 | 0.71 0.030 0.25 0.090 0.170 — 1000
q- MNG14-10FBX 22690 | 16-14 | 10 | 0.30 | 0.25 | 0.86 | 0.71 0.030 0.25 0.090 0.170 100 500
Q MNG14-10FBK 01583 | 16-14 | 10 | 0.30 | 0.25 | 0.86 | 0.71 0.030 0.25 0.090 0.170 — 1000
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m MNG14-4FB/S MNG14-6FB/S MNG14-6FB MNG14-8FB MNG14-10FB
N~ Stud Size 4 6 6 8 10
LO Wire Range 16-14 16-14 16-14 16-14 16-14
o\ Block Forks - Nylon Insulated with Insulation Grip 12-10 AWG @ W
S~~~ X .
O Wire Maximum
o Product UPC Range Stud Barrel Barrel Insulation Terminals per:
w Number® (054007-)(AWG) Size W C L E Thickness Length 1.D. Diameter Carton Case
MNG10-6FBX 23722 | 12-10 6 0.32 | 0.29 | 1.03 | 0.84 0.040 0.25 0.135 0.250 50 500
Q) MNG10-6FBK 02017 | 12-10 6 032 | 0.29 | 1.03 | 0.84 0.040 0.25 0.135 0.250 — 500
(- MNG10-8FBX 23730 | 12-10 8 0.32 | 0.29 | 1.03 | 0.84 0.040 0.25 0.135 0.250 50 500
O MNG10-8FBK 02018 | 12-10 8 032 | 0.29 | 1.03 | 0.84 0.040 0.25 0.135 0.250 — 500
c MNG10-10FBX 23748 | 12-10 10 | 0.32 | 0.29 | 1.03 | 0.84 0.040 0.25 0.135 0.250 50 500
D. MNG10-10FBK 02019 | 12-10 10 | 0.32 | 0.29 | 1.03 | 0.84 0.040 0.25 0.135 0.250 — 500
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MNG10-6FB MNG10-8FB MNG10-10FB
Stud Size 6 8 10
Wire Range 12-10 12-10 12-10

"Product Number ending in X = box; Product Number ending with K = bulk
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Flanged Block Forks — Non-Insulated Brazed Seam

Product UPC Wire Range Stud Barrel Barrel Terminals
Number' (054007-) (AWG) Size W C L E Thickness Length 1.D. per Case
M18-6FFBK 01251 22-18 6 0.30 0.25 0.65 0.50 0.030 0.25 0.070 1000
M18-8FFBK 01252 22-18 8 0.30 0.25 0.65 0.50 0.030 0.25 0.070 1000 _|
M18-10FFBK 01253 22-18 10 0.30 0.25 0.65 0.50 0.030 0.25 0.070 1000 (D
M14-6FFBK 01617 16-14 6 0.30 0.25 0.65 0.50 0.030 0.25 0.090 1000 -
M14-8FFBK 01618 16-14 8 0.30 0.25 0.65 0.50 0.030 0.25 0.090 1000 3
M14-10FFBK 01619 16-14 10 0.30 0.25 0.65 0.50 0.030 0.25 0.090 1000 —
M10-6FFBK 02026 12-10 6 0.32 0.29 0.73 0.54 0.040 0.25 0.135 500 3
M10-8FFBK 02027 12-10 8 0.32 0.29 0.73 0.54 0.040 0.25 0.135 500 QJ
M10-10FFBK 02028 12-10 10 0.32 0.29 0.73 0.54 0.040 0.25 0.135 500 m
A P v )
1iNil 1l T =
c L c L c L (1))
ST T T
I A R o
>
M18-6FFB M18-8FFB M18-10FFB (@}
Stud Size 6 8 10
Wire Range 22-18 22-18 22-18 _|
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M14-6FFB M14-8FFB M14-10FFB (@]
Stud Size 6 8 10 @D
Wire Range 16-14 16-14 16-14 o
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M10-6FFB M10-8FFB M10-10FFB oY)
Stud Size 6 8 10 o
Wire Range 12-10 12-10 12-10 ('>l§
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"Product Number ending in X = box; Product Number ending with K = bulk




g Flanged Block Forks — Non-Insulated Butted Seam @ W

Product UPC Wire Range Stud Barrel Barrel Terminals
Number’ (054007-) (AWG) Size W C L E Thickness Length 1.D. per Case
MU18-6FFBK 01247 22-18 6 0.30 0.25 0.65 0.50 0.030 0.25 0.070 1000
m MU18-8FFBK 01248 22-18 8 0.30 0.25 0.65 0.50 0.030 0.25 0.070 1000
N MU18-10FFBK 01249 22-18 10 0.30 0.25 0.65 0.50 0.030 0.25 0.070 1000
m MU14-6FFBK 01613 16-14 6 0.30 0.25 0.65 0.50 0.030 0.25 0.090 1000
o MU14-8FFBK 01614 16-14 8 0.30 0.25 0.65 0.50 0.030 0.25 0.090 1000
MU14-10FFBK 01615 16-14 10 0.30 0.25 0.65 0.50 0.030 0.25 0.090 1000
L(q_.) MU10-6FFBK 02023 12-10 6 0.32 0.29 0.73 0.54 0.040 0.25 0.135 500
N MU10-8FFBK 02024 12-10 8 0.32 0.29 0.73 0.54 0.040 0.25 0.135 500
5 MU10-10FFBK 02925 12-10 10 0.32 0.29 0.73 0.54 0.040 0.25 0.135 500
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MU18-6FFB MU18-8FFB MU18-10FFB MU14-6FFB MU14-8FFB MU14-10FFB
m Stud Size 6 8 10 6 8 10
N Wire Range 22-18 22-18 22-18 16-14 16-14 16-14
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(D MU10-6FFB MU10-8FFB MU10-10FFB
G) Stud Size 6 8 10
Wire Range 12-10 12-10 12-10
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Flanged Block Forks - Vinyl Insulated Brazed Seam

i =

Wire Maximum
Product UPC Range Stud Barrel Barrel Insulation  Terminals
Number' (054007-)(AWG) Size W C L E  Thickness Length 1.D. Diameter per Case
MV18-6FFBK 01259 | 22-18 6 0.30 | 0.25 | 0.85 | 0.70 0.030 0.25 0.070 0.145 1000
MV18-8FFBK 01260 | 22-18 8 0.30 | 0.25 | 0.85 | 0.70 0.030 0.25 0.070 0.145 1000 (_DI
MV18-10FFBK 01261 | 22-18 10 | 0.30 | 0.25 | 0.85 | 0.70 0.030 0.25 0.070 0.145 1000 —
MV14-6FFBK 01625 | 16-14 6 0.30 | 0.25 | 0.85 | 0.70 0.030 0.25 0.090 0.170 1000 3
MV14-8FFBK 01626 | 16-14 8 0.30 | 0.25 | 0.85 | 0.70 0.030 0.25 0.090 0.170 1000 -
MV14-10FFBK 01627 | 16-14 10 | 0.30 | 0.25 | 0.85 | 0.70 0.030 0.25 0.090 0.170 1000 D)
MV10-6FFBK 02032 | 12-10 6 0.32 | 0.29 | 1.03 | 0.84 0.040 0.25 0.135 0.250 500 QJ
MV10-8FFBK 02033 | 12-10 8 0.32 | 0.29 | 1.03 | 0.84 0.040 0.25 0.135 0.250 500 a
MV10-10FFBK 02034 | 12-10 10 | 0.32 | 0.29 | 1.03 | 0.84 0.040 0.25 0.135 0.250 500 -
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MV18-6FFB MV18-8FFB MV18-10FFB MV14-6FFB MV14-8FFB MV14-10FFB 6'
Stud Size 6 8 10 6 8 10
Wire Range 22-18 22-18 22-18 16-14 16-14 16-14 O
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MV10-6FFB MV10-8FFB MV10-10FFB (;;'—
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Phone 800/245 3573 Fax 800/245 0329

ﬁ Flanged Block Forks - Vinyl Insulated Butted Seam

@ W
Wire Maximum
Product UPC Range Stud Barrel Barrel Insulation  Terminals
Number' (054007-)(AWG) Size W C L E  Thickness Length 1.D. Diameter per Case
MVU18-6FFBK 01267 | 22-18 6 0.30 | 0.25 | 0.85 | 0.70 0.030 0.25 0.070 0.145 1000
MVU18-8FFBK 01268 | 22-18 8 0.30 | 0.25 | 0.85 | 0.70 0.030 0.25 0.070 0.145 1000
MVU18-10FFBK | 01269 | 22-18 10 | 0.30 | 0.25 | 0.85 | 0.70 0.030 0.25 0.070 0.145 1000
MVU14-6FFBK 01633 | 16-14 6 0.30 | 0.25 | 0.85 | 0.70 0.030 0.25 0.090 0.170 1000
MVU14-8FFBK 01634 | 16-14 8 0.30 | 0.25 | 0.85 | 0.70 0.030 0.25 0.090 0.170 1000
MVU14-10FFBK | 01635 | 16-14 10 | 0.30 | 0.25 | 0.85 | 0.70 0.030 0.25 0.090 0.170 1000
MVU10-6FFBK 02038 | 12-10 6 0.32 | 0.29 | 1.03 | 0.84 0.040 0.25 0.135 0.250 500
MVU10-8FFBK 02039 | 12-10 8 0.32 | 0.29 | 1.03 | 0.84 0.040 0.25 0.135 0.250 500
MVU10-10FFBK | 02040 | 12-10 10 | 0.32 | 0.29 | 1.03 | 0.84 0.040 0.25 0.135 0.250 500
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MVU18-6FFB MVU18-8FFB MVU18-10FFB MVU14-6FFB MVU14-8FFB MVU14-10FFB
Stud Size 6 8 10 6 8 10
Wire Range 22-18 22-18 22-18 16-14 16-14 16-14
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MVU10-6FFB MVU10-8FFB MVU10-10FFB
Stud Size 6 8 10
Wire Range 12-10 12-10 12-10

"Product Number ending in X = box; Product Number ending with K = bulk



Flanged Block Forks — Nylon Insulated with Insulation Grip
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Wire Maximum
Product UPC Range Stud Barrel Barrel Insulation Terminals per:
Number? (054007-)(AWG) Size w C L E Thickness Length 1.D. Diameter Carton Case
MNG18-6FFB/SX | 49604 | 22-18 6 0.25 | 0.25 | 0.84 | 0.69 0.030 0.25 0.070 0.145 100 500
MNG18-6FFBK 01263 | 22-18 6 0.30 | 0.25 | 0.84 | 0.69 0.030 0.25 0.070 0.145 — 1000 C_DI
MNG18-8FFBX 49605 | 22-18 8 0.30 | 0.25 | 0.84 | 0.69 0.030 0.25 0.070 0.145 100 500 —
MNG18-8FFBK 01264 | 22-18 8 0.30 | 0.25 | 0.84 | 0.69 0.030 0.25 0.070 0.145 — 1000 3
MNG18-10FFBX | 49606 | 22-18 10 | 0.30 | 0.25 | 0.84 | 0.69 0.030 0.25 0.070 0.145 100 500 -
MNG18-10FFBK | 01265 | 22-18 10 | 0.30 | 0.25 | 0.84 | 0.69 0.030 0.25 0.070 0.145 — 1000 D)
MNG14-6FFB/SX | 49626 | 16 14 6 0.25 | 0.25 | 0.86 | 0.71 0.030 0.25 0.090 0.170 100 500 QJ
MNG14-6FFBK 01629 | 16-14 6 0.30 | 0.25 | 0.86 | 0.71 0.030 0.25 0.090 0.170 — 1000 a
MNG14-8FFBX 49627 | 16-14 8 0.30 | 0.25 | 0.86 | 0.71 0.030 0.25 0.090 0.170 100 500 -
MNG14-8FFBK 01630 | 16-14 8 0.30 | 0.25 | 0.86 | 0.71 0.030 0.25 0.090 0.170 — 1000 x
MNG14-10FFBX | 49628 | 16-14 10 | 0.30 | 0.25 | 0.86 | 0.71 0.030 0.25 0.090 0.170 100 500 —
MNG14-10FFBK | 01631 | 16-14 10 | 0.30 | 0.25 | 0.86 | 0.71 0.030 0.25 0.090 0.170 — 1000 a"
MNG10-6FFBX 49642 | 12-10 6 0.32 | 0.29 | 1.03 | 0.84 0.040 0.25 0.135 0.250 50 500
MNG10-6FFBK 02035 | 12-10 6 0.32 | 0.29 | 1.03 | 0.84 0.040 0.25 0.135 0.250 — 500 Q.)
MNG10-8FFBX 49643 | 12-10 8 0.32 | 0.29 | 1.03 | 0.84 0.040 0.25 0.135 0.250 50 500 -
MNG10-8FFBK 02036 | 12-10 8 0.32 | 0.29 | 1.03 | 0.84 0.040 0.25 0.135 0.250 — 500 Q
MNG10-10FFBX | 49644 | 12-10 10 | 0.32 | 0.29 | 1.03 | 0.84 0.040 0.25 0.135 0.250 50 500 _I
MNG10-10FFBK | 02037 | 12-10 10 | 0.32 | 0.29 | 1.03 | 0.84 0.040 0.25 0.135 0.250 — 500 O
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MNG18-6FFB MNG18-8FFB MNG18-10FFB MNG14-6FFB MNG14-8FFB MNG14-10FFB
Stud Size 6 8 10 6 8 10 o)
Wire Range 22-18 22-18 22-18 16-14 16-14 16-14 (@)
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MNG10-6FFB MNG10-8FFB MNG10-10FFB
Stud Size 6 8 10
Wire Range 12-10 12-10 12-10

"Product Number ending in X = box; Product Number ending with K = bulk




5 Locking Forks - Non-Insulated Brazed Seam 22-18 AWG

€ W
Wire Max.
Product UPC Range Stud Lock Barrel Barrel Terminals per:
Number' (054007-) (AWG) Size Width W C L E  Thickness Length 1.D. Carton Case
M18-4FLK 13725 | 22-18 4 0.27 0.25 | 0.25 | 0.68 0.50 0.030 0.25 0.070 — 1000
m M18-6FLX 13732 | 22-18 6 0.27 0.25 | 0.25 | 0.68 0.50 0.030 0.25 0.070 100 500
N M18-6FLK 13733 | 22-18 6 0.27 0.25 | 0.25 | 0.68 0.50 0.030 0.25 0.070 — 1000
00 M18-8FLX 13750 | 22-18 8 0.34 0.30 | 0.25 | 0.68 0.50 0.030 0.25 0.070 100 500
O M18-8FLK 13751 | 22-18 8 0.34 0.30 | 0.25 | 0.68 0.50 0.030 0.25 0.070 — 1000
LO M18-10FLX 13757 | 22-18 10 0.35 0.32 | 0.25 | 0.68 0.50 0.030 0.25 0.070 100 500
q_ M18-10FLK 13758 | 22-18 10 0.35 0.32 | 0.25 | 0.68 0.50 0.030 0.25 0.070 — 1000
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LL M18-4FL M18-6FL M18-8FL M18-10FL
Stud Size 4 6 8 10
Wire Range 22-18 22-18 22-18 22-18
g Locking Forks - Non-Insulated Brazed Seam 16-14 AWG @ W
LO Wire Max.
Product UPC Range Stud Lock Barrel Barrel Terminals per:
q- Number! (054007-) (AWG) Size Width w C L E Thickness Length 1.D. Carton Case
Q M14-4FLK 13765 | 16-14 4 0.27 0.25 | 0.25 | 0.68 0.50 0.030 0.25 0.090 — 1000
O M14-6FLX 13773 | 16-14 6 0.27 0.25 | 0.25 | 0.68 0.50 0.030 0.25 0.090 100 500
o M14-6FLK 13775 | 16-14 6 0.27 0.25 | 0.25 | 0.68 0.50 0.030 0.25 0.090 — 1000
w M14-8FLX 13781 | 16-14 8 0.34 0.30 | 0.25 | 0.68 0.50 0.030 0.25 0.090 100 500
M14-8FLK 13782 | 16-14 8 0.34 0.30 | 0.25 | 0.68 0.50 0.030 0.25 0.090 — 1000
G) M14-10FLX 13799 | 16-14 10 0.35 0.32 | 0.25 | 0.68 0.50 0.030 0.25 0.090 100 500
- M14-10FLK 13800 | 16-14 10 0.35 0.32 | 0.25 | 0.68 0.50 0.030 0.25 0.090 — 1000
O M14-14FLX 13807 | 16-14 1/4 0.48 0.43 | 0.40 | 0.90 0.65 0.030 0.25 0.090 100 500
e M14-14FLK 13808 | 16-14 1/4 0.48 0.43 | 0.40 | 0.90 0.65 0.030 0.25 0.090 — 1000
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M14-4FL M14-6FL M14-8FL M14-10FL M14-14FL
Stud Size 4 6 8 10 1/4
Wire Range 16-14 16-14 16-14 16-14 16-14

"Product Number ending in X = box; Product Number ending with K = bulk




Locking Forks — Non-Insulated Brazed Seam 12-10 AWG

o =

Wire Max.
Product UPC Range Stud Lock Barrel Barrel Terminals per:
Number' (054007-) (AWG) Size Width W C L E  Thickness Length 1.D. Carton Case
M10-6FLX 13815 | 12-10 6 0.30 0.28 | 0.28 | 0.73 | 0.53 0.040 0.25 0.135 50 500
M10-6FLK 13817 | 12-10 6 0.30 0.28 | 0.28 | 0.73 | 0.53 0.040 0.25 0.135 — 500 —|
M10-8FLX 13823 | 12-10 8 0.35 0.32 | 028 | 0.73 | 0.53 0.040 0.25 0.135 50 500 CD
M10-8FLK 13824 | 12-10 8 0.35 0.32 | 0.28 | 0.73 | 0.53 0.040 0.25 0.135 — 500 -
M10-10FLX 13831 | 12-10 10 0.36 0.32 | 028 | 0.73 | 0.53 0.040 0.25 0.135 50 500 3
M10-10FLK 13832 | 12-10 10 0.36 032 | 0.28 | 0.73 | 0.53 0.040 0.25 0.135 — 500 =
M10-14FLX 13849 | 12-10 1/4 0.48 043 | 044 | 094 | 0.69 0.040 0.25 0.135 50 500 )
M10-14FLK 13850 | 12-10 1/4 0.48 0.43 0.44 0.94 0.69 0.040 0.25 0.135 — 500 QJ
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M10-6FL M10-8FL M10-10FL M10-14FL Q
Stud Size 6 8 10 1/4
Wire Range 12-10 12-10 12-10 12-10 6'
Locking Forks - Non-Insulated Butted Seam 22-18 AWG @ w
Wire Max.
Product UPC Range Stud Lock Barrel Barrel Terminals —
Number? (054007-) (AWG)  Size Width w C L E Thickness Length 1.D. per Case 8
MU18-4FLK 01347 | 22-18 4 0.27 0.25 0.25 0.68 | 0.50 0.030 0.25 0.070 1000 .
MU18-6FLK 01348 | 22-18 6 0.27 0.25 0.25 0.68 | 0.50 0.030 0.25 0.070 1000 >
MU18-8FLK 01349 | 22-18 8 0.34 0.30 0.25 0.68 | 0.50 0.030 0.25 0.070 1000 =
MU18-10FLK | 01350 | 22-18 10 0.35 0.32 0.25 0.68 | 0.50 0.030 0.25 0.070 1000 gl
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MU18-4FL MU18-6FL MU18-8FL MU18-10FL
Stud Size 4 6 8 10
Wire Range 22-18 22-18 22-18 22-18

"Product Number ending in X = box; Product Number ending with K = bulk
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Locking Forks — Non-Insulated Butted Seam 16-14 AWG @ W
Wire Max.
Product UPC Range  Stud Lock Barrel Barrel Terminals
Number?' (054007-) (AWG) Size Width W C L E Thickness Length 1.D. per Case
MU14-4FLK 01856 | 16-14 4 0.27 0.25 0.25 0.68 0.50 0.030 0.25 0.090 1000
MU14-6FLK 01857 | 16-14 6 0.27 0.25 0.25 0.68 0.50 0.030 0.25 0.090 1000
MU14-8FLK 01858 | 16-14 8 0.34 0.30 0.25 0.68 0.50 0.030 0.25 0.090 1000
MU14-10FLK | 01859 | 16-14 10 0.35 0.32 0.25 0.68 0.50 0.030 0.25 0.090 1000
MU14-14FLK | 01860 | 16-14 1/4 0.48 0.43 0.40 0.90 0.65 0.030 0.25 0.090 1000
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MU14-4FL MU14-6FL MU14-8FL MU14-10FL MU14-14FL
Stud Size 4 6 8 10 1/4
Wire Range 16-14 16-14 16-14 16-14 16-14
Locking Forks - Non-Insulated Butted Seam 12-10 AWG @ W
Wire Max.
Product UPC Range Stud Lock Barrel Barrel Terminals
Number? (054007-) (AWG)  Size Width w C L E Thickness Length 1.D. per Case
MU10-6FLK 02102 | 12-10 6 0.30 0.28 0.28 0.73 0.53 0.040 0.25 0.135 500
MU10-8FLK 02103 | 12-10 8 0.35 0.32 0.28 0.73 0.53 0.040 0.25 0.135 500
MU10-10FLK | 02104 | 12-10 10 0.36 0.32 0.28 0.73 0.53 0.040 0.25 0.135 500
MU10-14FLK | 02105 | 12-10 1/4 0.48 0.43 0.44 0.94 | 0.69 0.040 0.25 0.135 500
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MU10-6FL MU10-8FL MU10-10FL MU10-14FL
Stud Size 6 8 10 1/4
Wire Range 12-10 12-10 12-10 12-10

"Product Number ending in X = box; Product Number ending with K = bulk




Locking Forks - Vinyl Insulated Brazed Seam 22-18 AWG @ W
Wire Max Maximum Terminals
Product UPC Range Stud Lock Barrel Barrel Insulation per:
Number' (054007-)(AWG) Size Width W C L E Thickness Length [|.D. Diameter Carton Case
MV18-4FLX 13856 | 22-18| 4 0.27 | 0.25 | 0.25 | 0.88 | 0.70 0.030 0.25 0.070 0.145 100 500
MV18-4FLK 13857 |22-18| 4 0.27 | 0.25 | 0.25 | 0.88 | 0.70 0.030 0.25 0.070 0.145 — 1000
MV18-6FLX 13864 | 22-18| 6 0.27 | 0.25 | 0.25 | 0.88 | 0.70 0.030 0.25 0.070 0.145 100 500
MV18-6FLK 13865|22-18| 6 0.27 | 0.25 | 0.25 | 0.88 | 0.70 0.030 0.25 0.070 0.145 — 1000
MV18-8FLX 13872 |22-18| 8 0.34 | 0.30 | 0.25 | 0.88 | 0.70 0.030 0.25 0.070 0.145 100 500
MV18-8FLK 13873 |22-18| 8 0.34 | 0.30 | 0.25 | 0.88 | 0.70 0.030 0.25 0.070 0.145 — 1000
MV18-10FLX 13890|22-18| 10 | 0.35 | 0.32 | 0.25 | 0.88 | 0.70 0.030 0.25 0.070 0.145 100 500
MV18-10FLK 13891 |22-18| 10 | 0.35 | 0.32 | 0.25 | 0.88 | 0.70 0.030 0.25 0.070 0.145 — 1000
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MV18-4FL MV18-6FL MV18-8FL MV18-10FL
Stud Size 4 6 8 10
Wire Range 22-18 22-18 22-18 22-18
Locking Forks - Vinyl Insulated Brazed Seam 16-14 AWG @ W
Wire Max Maximum Terminals
Product UPC Range Stud Lock Barrel Barrel Insulation per:
Number' (054007-)(AWG) Size Width W C L E Thickness Length [I.D. Diameter Carton Case
MV14-4FLX 13898 | 16-14 | 4 0.27 | 0.25 | 0.25 | 0.88 | 0.70 0.030 0.25 0.090 0.170 100 500
MV14-4FLK 13899 |16-14 | 4 0.27 | 0.25 | 0.25 | 0.88 | 0.70 0.030 0.25 0.090 0.170 — 1000
MV14-6FLX 13906 | 16-14 | 6 0.27 | 0.25 | 0.25 | 0.88 | 0.70 0.030 0.25 0.090 0.170 100 500
MV14-6FLK 13907 |16-14| 6 0.27 | 0.25 | 0.25 | 0.88 | 0.70 0.030 0.25 0.090 0.170 — 1000
MV14-8FLX 13914 |16-14 | 8 0.34 | 0.30 | 0.25 | 0.88 | 0.70 0.030 0.25 0.090 0.170 100 500
MV14-8FLK 13915|16-14 | 8 0.34 | 0.30 | 0.25 | 0.88 | 0.70 0.030 0.25 0.090 0.170 — 1000
MV14-10FLX 13922 |16-14| 10 | 0.35 | 0.32 | 0.25 | 0.88 | 0.70 0.030 0.25 0.090 0.170 100 500
MV14-10FLK 13923 |16-14| 10 | 0.35 | 0.32 | 0.25 | 0.88 | 0.70 0.030 0.25 0.090 0.170 — 1000
MV14-14FLX 13940 |16-14 | 1/4 | 0.48 | 0.43 | 0.40 | 1.10 | 0.85 0.030 0.25 0.090 0.170 100 500
MV14-14FLK 13941 |16-14 | 1/4 | 0.48 | 0.43 | 0.40 | 1.10 | 0.85 0.030 0.25 0.090 0.170 — 1000
W
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MV14-4FL MV14-6FL MV14-8FL MV14-10FL MV14-14FL
Stud Size 4 6 8 10 1/4
Wire Range 16-14 16-14 16-14 16-14 16-14

"Product Number ending in X = box; Product Number ending with K = bulk
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g Locking Forks - Vinyl Insulated Brazed Seam 12-10 AWG

Phone 800/245 3573 Fax 800/245 0329

@ W
Wire Max Maximum Terminals
Product UPC Range Stud Lock Barrel Barrel Insulation per:
Number' (054007-)(AWG) Size Width W C L E  Thickness Length [I.D. Diameter Carton Case
MV10-6FLX 13948 | 12-10| 6 0.30 | 0.28 | 0.28 | 1.03 | 0.83 0.040 0.25 0.135 0.250 50 500
MV10-6FLK 13949 | 12-10| 6 0.30 | 0.28 | 0.28 | 1.03 | 0.83 0.040 0.25 0.135 0.250 — 500
MV10-8FLX 13955|12-10| 8 0.35| 0.32 | 0.28 | 1.03 | 0.83 0.040 0.25 0.135 0.250 50 500
MV10-8FLK 13956 | 12-10| 8 0.35| 0.32 | 0.28 | 1.03 | 0.83 0.040 0.25 0.135 0.250 — 500
MV10-10FLX 13963 | 12-10| 10 0.36 | 0.32 | 0.28 | 1.03 | 0.83 0.040 0.25 0.135 0.250 50 500
MV10-10FLK 13964 | 12-10| 10 0.36 | 0.32 | 0.28 | 1.03 | 0.83 0.040 0.25 0.135 0.250 — 500
MV10-14FLX 13971 |12-10| 1/4 0.48 | 043 | 044 | 1.24 | 0.99 0.040 0.25 0.135 0.250 50 500
MV10-14FLK 13972 | 12-10| 1/4 048 | 043 | 044 | 1.24 | 0.99 0.040 0.25 0.135 0.250 — 500
e
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MV10-6FL MV10-8FL MV10-10FL MV10-14FL
Stud Size 6 8 10 1/4
Wire Range 12-10 12-10 12-10 12-10
Locking Forks - Vinyl Insulated Butted Seam 22-18 AWG @ W
Wire Max Maximum
Product UPC Range Stud Lock Barrel Barrel Insulation Terminals
Number?' (054007-) (AWG) Size Width W C L E Thickness Length |.D. Diameter per Case
MVU18-4FLK | 01359 | 22-18 4 0.27 | 0.25 | 0.25 | 0.88 | 0.70 0.030 0.25 | 0.070 0.145 1000
MVU18-6FLK | 01360 | 22-18 6 0.27 | 0.25 | 0.25 | 0.88 | 0.70 0.030 0.25 | 0.070 0.145 1000
MVU18-8FLK | 01361 | 22-18 8 0.34 | 0.30 | 0.25 | 0.88 | 0.70 0.030 0.25 | 0.070 0.145 1000
MVU18-10FLK | 01362 | 22-18 10 035 | 0.32 | 0.25 | 0.88 | 0.70 0.030 0.25 | 0.070 0.145 1000
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MVU18-4FL MVU18-6FL MVU18-8FL MVU18-10FL
Stud Size 4 6 8 10
Wire Range 22-18 22-18 22-18 22-18

"Product Number ending in X = box; Product Number ending with K = bulk



Locking Forks - Vinyl Insulated Butted Seam 16-14 AWG

o =

Wire Max Maximum
Product UPC Range Stud Lock Barrel Barrel Insulation Terminals
Number' (054007-) (AWG) Size Width W C L E Thickness Length |.D. Diameter per Case
MVU14-4FLK | 01871 | 16-14 4 0.27 | 025 | 0.25 | 0.88 | 0.70 0.030 0.25 | 0.090 0.170 1000
MVU14-6FLK | 01872 | 16-14 6 0.27 | 025 | 0.25 | 0.88 | 0.70 0.030 0.25 | 0.090 0.170 1000 C_DI
MVU14-8FLK | 01873 | 16-14 8 0.34 | 030 | 0.25 | 0.88 | 0.70 0.030 0.25 | 0.090 0.170 1000 —
MVU14-10FLK | 01874 | 16-14 10 035 | 032 | 0.25 | 0.88 | 0.70 0.030 0.25 | 0.090 0.170 1000 3
MVU14-14FLK | 01875 | 16-14 1/4 0.48 0.43 | 0.40 1.10 | 0.85 0.030 0.25 0.090 0.170 1000 —
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MVU14-4FL MVU14-6FL MVU14-8FL MVU14-10FL MVU14-14FL -
Stud Size 4 6 8 10 1/4 (@}
Wire Range 16-14 16-14 16-14 16-14 16-14 —|
Locking Forks - Vinyl Insulated Butted Seam 12-10 AWG € © Fry
Wire Max Maximum
Product UPC Range Stud Lock Barrel Barrel Insulation Terminals
Number' (054007-) (AWG) Size Width W C L E Thickness Length |.D. Diameter per Case —
(@]
MVU10-6FLK | 02114 | 12-10 6 0.30 | 0.28 | 0.28 | 1.03 | 0.83 0.040 0.25 | 0.135 0.250 500 (@)
MVU10-8FLK | 02115 | 12-10 8 035 | 0.32 | 0.28 | 1.03 | 0.83 0.040 0.25 | 0.135 0.250 500 2.
MVU10-10FLK | 02116 | 12-10 10 0.36 | 0.32 | 0.28 | 1.03 | 0.83 0.040 0.25 | 0.135 0.250 500 8
MVU10-14FLK | 02117 | 12-10 1/4 0.48 0.43 | 0.44 1.24 | 0.99 0.040 0.25 0.135 0.250 500 T
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MVU10-6FL MVU10-8FL MVU10-10FL MVU10-14FL
Stud Size 6 8 10 1/4
Wire Range 12-10 12-10 12-10 12-10

"Product Number ending in X = box; Product Number ending with K = bulk




Phone 800/245 3573 Fax 800/245 0329

5 Locking Forks - Nylon Insulated with Insulation Grip 22-18 AWG

€ W
Wire Max Maximum Terminals
Product UPC Range Stud Lock Barrel Barrel Insulation per:
Number' (054007-)(AWG) Size Width W C L E  Thickness Length [I.D. Diameter Carton Case
MNG18-4FLX 11706 | 22-18| 4 0.27 | 0.25 | 0.25 | 0.87 | 0.69 0.030 0.25 0.070 0.145 100 500
MNG18-4FLK  |01355|22-18| 4 0.27 | 0.25 | 0.25 | 0.87 | 0.69 0.030 0.25 0.070 0.145 — 1000
MNG18-6FLX 11707 |22-18| 6 0.27 | 0.25 | 0.25 | 0.87 | 0.69 0.030 0.25 0.070 0.145 100 500
MNG18-6FLK  |01356|22-18| 6 0.27 | 0.25 | 0.25 | 0.87 | 0.69 0.030 0.25 0.070 0.145 — 1000
MNG18-8FLX 11708|22-18| 8 0.34 | 0.30 | 0.25 | 0.87 | 0.69 0.030 0.25 0.070 0.145 100 500
MNG18-8FLK  |01357|22-18| 8 0.34 | 0.30 | 0.25 | 0.87 | 0.69 0.030 0.25 0.070 0.145 — 1000
MNG18-10FLX |11709|22-18| 10 0.35| 0.32 | 0.25 | 0.87 | 0.69 0.030 0.25 0.070 0.145 100 500
MNG18-10FLK |01358|22-18| 10 0.35| 0.32 | 0.25 | 0.87 | 0.69 0.030 0.25 0.070 0.145 — 1000
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MNG18-4FL MNG18-6FL MNG18-8FL MNG18-10FL
Stud Size 4 6 8 10
Wire Range 22-18 22-18 22-18 22-18
Locking Forks - Nylon Insulated with Insulation Grip 16-14 AWG @ W
Wire Max Maximum Terminals
Product UPC Range Stud Lock Barrel Barrel Insulation per:
Number! (054007-)(AWG) Size Width W C L E Thickness Length |.D. Diameter Carton Case
MNG14-4FLX 11717 | 16-14 | 4 0.27 | 0.25 | 0.25 | 0.89 | 0.71 0.030 0.25 0.090 0.170 100 500
MNG14-4FLK  |01866 | 16-14 | 4 0.27 | 0.25 | 0.25 | 0.89 | 0.71 0.030 0.25 0.090 0.170 — 1000
MNG14-6FLX 11718 |16-14| 6 0.27 | 0.24 | 0.25 | 0.89 | 0.71 0.030 0.25 0.090 0.170 100 500
MNG14-6FLK  |01867 | 16-14| 6 0.27 | 0.24 | 0.25 | 0.89 | 0.71 0.030 0.25 0.090 0.170 — 1000
MNG14-8FLX 11719 |16-14| 8 0.34 | 0.30 | 0.25 | 0.89 | 0.71 0.030 0.25 0.090 0.170 100 500
MNG14-8FLK  |01868|16-14| 8 0.34 | 0.30 | 0.25 | 0.89 | 0.71 0.030 0.25 0.090 0.170 — 1000
MNG14-10FLX |11720|16-14| 10 0.35 | 0.32 | 0.25 | 0.89 | 0.71 0.030 0.25 0.090 0.170 100 500
MNG14-10FLK |01869 | 16-14| 10 0.35| 032 | 0.25 | 0.89 | 0.71 0.030 0.25 0.090 0.170 — 1000
MNG14-14FLX |11721|16-14| 1/4 | 0.48 | 0.43 | 0.40 | 1.11 | 0.86 0.030 0.25 0.090 0.170 100 500
MNG14-14FLK |01870|16-14| 1/4 | 0.48 | 0.43 | 0.40 | 1.11 | 0.86 0.030 0.25 0.090 0.170 — 1000
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MNG14-4FL MNG14-6FL MNG14-8FL MNG14-10FL MNG14-14FL
Stud Size 4 6 8 10 1/4
Wire Range 16-14 16-14 16-14 16-14 16-14

"Product Number ending in X = box; Product Number ending with K = bulk




Locking Forks - Nylon Insulated with Insulation Grip 12-10 AWG @ W g

Wire Max Maximum Terminals
Product UPC Range Stud Lock Barrel Barrel Insulation per:
Number' (054007-)(AWG) Size Width W C L E  Thickness Length I.D. Diameter Carton Case
MNG10-6FLX 11725|12-10| 6 0.30 | 0.28 | 0.28 | 1.03 | 0.83 0.040 0.25 0.135 0.250 50 500
MNG10-6FLK 02106 | 12-10| 6 0.30 | 0.28 | 0.28 | 1.03 | 0.83 0.040 0.25 0.135 0.250 — 500 —I
MNG10-8FLX 11726 |12-10| 8 0.35| 0.32 | 0.28 | 1.03 | 0.83 0.040 0.25 0.135 0.250 50 500 CD
MNG10-8FLK 02107 | 12-10| 8 0.35| 0.32 | 0.28 | 1.03 | 0.83 0.040 0.25 0.135 0.250 — 500 -
MNG10-10FLX |11727|12-10| 10 0.36 | 0.32 | 0.28 | 1.03 | 0.83 0.040 0.25 0.135 0.250 50 500 3
MNG10-10FLK 02108 | 12-10| 10 0.36 | 0.32 | 0.28 | 1.03 | 0.83 0.040 0.25 0.135 0.250 — 500 —T
MNG10-14FLX |11728|12-10| 1/4 | 0.48 | 0.43 | 0.44 | 1.24 | 0.99 0.040 0.25 0.135 0.250 50 500 )
MNG10-14FLK |02109 | 12-10| 1/4 | 0.48 | 0.43 | 0.44 | 1.24 | 0.99 0.040 0.25 0.135 0.250 — 500 QJ
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MNG10-6FL MNG10-8FL MNG10-10FL MNG10-14FL 6'
Stud Size 6 8 10 1/4
Wire Range 12-10 12-10 12-10 12-10 O
)]
Locking Forks - Heat Shrink Brazed Seam 22-18 AWG € W N
Product UPC Wire Range Stud Barrel Barrel Terminals per: (@)
Number’ (054007-) (AWG) Size w C L E  Thickness Length 1.D. Bag Case .
MH18-6FLX 06346 22-18 6 0.25 0.15 1.00 0.76 0.030 0.25 0.070 25 100 8
MH18-6FLK 06347 22-18 6 0.25 0.15 1.00 0.76 0.030 0.25 0.070 — 250
MH18-8FLX 06363 22-18 8 0.30 0.15 1.00 0.70 0.030 0.25 0.090 25 100 gl
MH18-8FLK 06362 22-18 8 0.30 0.15 1.00 0.70 0.030 0.25 0.090 — 250 -
MH18-10FLX 06352 22-18 10 0.32 0.15 1.00 0.76 0.030 0.25 0.070 25 100 (?,;_
MH18-10FLK 06353 22-18 10 0.32 0.15 1.00 0.76 0.030 0.25 0.070 — 250
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MH18-6FL MH18-8FL MH18-10FL
Stud Size 6 8 10
Wire Range 22-18 22-18 22-18

"Product Number ending in X = box; Product Number ending with K = bulk



g Locking Forks - Heat Shrink Brazed Seam 16-14 AWG @ W

Product UPC Wire Range Stud Barrel Barrel Terminals per:
Number' (054007-) (AWG) Size W C L E  Thickness Length 1.D. Bag Case
MH14-6FLX 06322 16-14 6 0.25 0.12 1.00 0.76 0.030 0.25 0.090 25 100
MH14-6FLK 06323 16-14 6 0.25 0.12 1.00 0.76 0.030 0.25 0.090 — 250
m MH14-8FLX 06361 16-14 8 0.30 0.12 1.00 0.70 0.030 0.25 0.090 25 100
(\] MH14-8FLK 06360 16-14 8 0.30 0.12 1.00 0.70 0.030 0.25 0.090 — 250
m MH14-10FLX 06328 16-14 10 0.32 0.12 1.00 0.76 0.030 0.25 0.090 25 100
O MH14-10FLK 06329 16-14 10 0.32 0.12 1.00 0.76 0.030 0.25 0.090 — 250
MH14-14FLX 06332 16-14 1/4 0.43 0.27 1.1 0.85 0.030 0.25 0.090 25 100
@ MH14-14FLK 06333 16-14 1/4 0.43 0.27 1.1 0.85 0.030 0.25 0.090 — 250
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m MH14-6FL MH14-8FL MH14-10FL MH14-14FL
Stud Size 6 8 10 1/4
g Wire Range 16-14 16-14 16-14 16-14
g Locking Forks - Heat Shrink Brazed Seam 12-10 AWG @ w
- Product UPC Wire Range Stud Barrel Barrel Terminals per:
O Number? (054007-) (AWG) Size W C L E Thickness Length 1.D. Bag Case
8 MH10-8FLX 06304 12-10 8 0.32 0.16 1.00 0.80 0.040 0.25 0.135 25 100
MH10-8FLK 06358 12-10 8 0.32 0.16 1.00 0.80 0.040 0.25 0.135 — 250
Q) MH10-10FLX 06307 12-10 10 0.32 0.16 1.00 0.80 0.040 0.25 0.135 25 100
C MH10-10FLK 06308 12-10 10 0.32 0.16 1.00 0.80 0.040 0.25 0.135 — 250
o MH10-14FLX 06310 12-10 1/4 0.43 0.30 1.2 0.95 0.040 0.25 0.135 25 100
c MH10-14FLK 06311 12-10 1/4 0.43 0.30 1.2 0.95 0.040 0.25 0.135 — 250
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MH10-8FL MH10-10FL MH10-14FL
Stud Size 8 10 1/4
Wire Range 12-10 12-10 12-10

"Product Number ending in X = box; Product Number ending with K = bulk




Butt Connectors - Non-Insulated Seamless @ W g

Product UPC Wire Range Barrel Barrel Terminals per:
Number’ (054007-) (AWG) L Thickness Length 1.D. Carton Case
M18BCX 22187 22-18 0.63 0.031 0.28 0.062 100 500
M18BCK 01311 22-18 0.63 0.031 0.28 0.062 — 1000
M14BCX 23102 16-14 0.66 0.031 0.30 0.095 100 500
M14BCK 01816 16-14 0.66 0.031 0.30 0.095 — 1000
M10BCX 24019 12-10 0.81 0.038 0.38 0.142 50 500
M10BCK 02077 12-10 0.81 0.038 0.38 0.142 — 500

la—— L —»

0 o o

M18BC M14BC M10BC
Wire Range 22-18 16-14 12-10
Butt Connectors - Non-Insulated Brazed Seam @ W
Product UPC Wire Range Barrel Barrel Terminals per:
Number' (054007-) (AWG) L Thickness Length 1.D. Carton Case
M8BCX 24167 8 0.81 0.050 0.38 0.175 25 250
M8BCK 02143 8 0.81 0.050 0.38 0.175 — 200
M6BCX 24225 6 1.02 0.050 0.47 0.250 20 200
M6BCK 02172 6 1.02 0.050 0.47 0.250 — 200
M4BCX 24282 4 1.13 0.075 0.53 0.280 15 150
M4BCK 02197 4 1.13 0.075 0.53 0.280 — 200
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M8BC M6BC M4BC
Wire Range 8 6 4
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"Product Number ending in X = box; Product Number ending with K = bulk
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Large Gauge Butt Connectors - Non-Insulated Copper Seamless @ W
Product UpPC Inner
Number’ (054007-) Color Code Wire Range L Barrel I.D. Unit Pack Case Qty.
MC2BCX 09205 Brown 2 AWG 1.35" 0.341" 10/ 100
(34,3 mm) (8,6 mm) box
MC1BCX 09206 Green 1 AWG 1.35" 0.365" 10/ 100
(34,3 mm) (9,3 mm) box
MC1/0BCX 09207 Pink 1/0 AWG 1.55" 0.412" 10/ 100
(39,4 mm) (10,5 mm) box
MC2/0BCX 09208 Black 2/0 AWG 1.80" 0.466" 10/ 100
(45,7 mm) (11,8 mm) box
MC3/0BCX 09209 Orange 3/0 AWG 1.90" 0.516" 3/ 30
(48,3 mm) (13,1 mm) box
MC4/0BCX 09210 Purple 4/0 AWG 2.00" 0.564" 3/ 30
(50,8 mm) (14,3 mm) box
MC250BCX 09211 Yellow 250 kemil 2.00" 0.595" 3/ 30
(50,8 mm) (15,1 mm) box
| L | | i i L '
o
MC2BCX MC1BCX MC1/0BCX
Wire Range 2 1/0
| L | | L |
) | il |
MC2/0BCX MC3/0BCX
Wire Range 2/0 3/0
| L | | L |
‘ D ‘ I:| D
MC4/0BCX MC250BCX
Wire Range 4/0 250

"Product Number ending in X = box; Product Number ending with K = bulk




Butt Connectors - Vinyl Insulated Brazed Seam @ W g

Maximum
Product UPC Wire Range Barrel Barrel Insulation  Terminals per:
Number' (054007-) (AWG) L Thickness Length 1.D. Diameter Carton Case
MV8BCX 15678 8 1.40 0.050 0.38 0.175 0.385 25 250
MV8BCK 02144 8 1.40 0.050 0.38 0.175 0.385 — 200 C_DI
MV6BCX 49647 6 1.69 0.050 0.47 0.250 0.440 20 200 —
MV6BCK 02173 6 1.69 0.050 0.47 0.250 0.440 — 200 3
MV4BCK 02198 4 212 0.075 0.53 0.280 0.515 — 200 -
5
- L -
- 1 D
____________ wn
1 - __ 1 -
1 1 1 1
[ 1 x
r~
MV8BC MV6BC MV4BC )]
Wire Range 8 6 4 QJ
-
Butt Connectors - Vinyl Insulated Butted Seam @ W
Maximum _I
Product UPC Wire Range Barrel Barrel Insulation  Terminals per: O
Number! (054007-) (AWG) L Thickness Length 1.D. Diameter  Carton Case O
MVU18BCK 01315 22-18 1.00 0.030 0.25 0.070 0.145 — 1000 n
MVU14BCK 01820 16-14 1.00 0.030 0.25 0.090 0.170 — 1000
MVU10BCK 02081 12-10 1.02 0.040 0.25 0.135 0.250 — 500 W
c
—
-— | —— ‘47 L 4>‘ —t
| | 0O
(@]
>
>
(9]
MVU18BC MVU14BC MVvU10BC @)
Wire Range 22-18 16-14 12-10 —
(@]
-
(2}
Butt Connectors - Nylon Insulated Seamless € W i
Maximum (@]
Product UpPC Wire Range Barrel Barrel Insulation  Terminals per: X
Number! (054007-) (AWG) L Thickness Length 1.D. Diameter  Carton Case 3
MN18BCX 22211 22-18 1.02 0.031 0.28 0.062 0.125 100 500 —
MN18BCK 15983 22-18 1.02 0.031 0.28 0.062 0.125 — 1000
MN14BCX 23136 16-14 1.02 0.031 0.30 0.095 0.155 100 500
MN14BCK 01819 16-14 1.02 0.031 0.30 0.095 0.155 — 1000
MN10BCX 24043 12-10 1.20 0.038 0.38 0.142 0.218 50 500
MN10BCK 02080 12-10 1.20 0.038 0.38 0.142 0.218 — 500
- L -
- | —— -« L ———»
T TR 0
MN18BC MN14BC MN10BC
Wire Range 22-18 16-14 12-10

'Product Number ending in X = box; Product Number ending with K = bulk



5 Butt Connectors - Nylon Insulated with Insulation Grip @ W

Maximum
Product UPC Wire Range Barrel Barrel Insulation  Terminals per:
Number' (054007-) (AWG) L Thickness Length 1.D. Diameter Carton Case
MNG24BCX* 11356 26-24 0.88 0.020 0.12 0.030 0.093 100 500
MNG24BCK* 00995 26-24 0.88 0.020 0.12 0.030 0.093 — 1000
MNG18BCX 22203 22-18 1.00 0.030 0.25 0.070 0.145 100 500
MNG18BCK 01313 22-18 1.00 0.030 0.25 0.070 0.145 — 1000
MNG14BCX 23128 16-14 1.00 0.030 0.25 0.090 0.170 100 500
MNG14BCK 01818 16-14 1.00 0.030 0.25 0.090 0.170 — 1000
MNG10BCX 24035 12-10 1.15 0.040 0.25 0.135 0.250 50 500
MNG10BCK 15967 12-10 1.15 0.040 0.25 0.135 0.250 — 500

*Not UL Listed or CSA Certified
’47 L 47
L e | ————» e | ————»
ft—————— | —— —
:'""T'T""T'. 1
, _ e T e e e [
T SRR b ] [ N S

MNG24BC MNG18BC MNG14BC MNG10BC
Wire Range 26-24 22-18 16-14 12-10

Butt Connectors - Nylon Insulated with Insulation Grip Moisture Resistant@

Q)

Maximum
Product UPC Wire Range Barrel Barrel Insulation | Terminals per:
Number? (054007-) (AWG) L Thickness Length 1.D. Diameter Carton Case
MNG18BCMX 11949 22-18 1.00 0.030 0.25 0.070 0.145 25 250
MNG18BCMK 08404 22-18 1.00 0.030 0.25 0.070 0.145 — 1000
MNG14BCMX 11950 16-14 1.00 0.030 0.25 0.090 0.170 25 250
MNG14BCMK 08405 16-14 1.00 0.030 0.25 0.090 0.170 — 1000
MNG10BCMX 11951 12-10 1.15 0.040 0.25 0.135 0.250 25 250
MNG10BCMK 08406 12-10 1.15 0.040 0.25 0.135 0.250 — 500

Phone 800/245 3573 Fax 800/245 0329

II 1 1 1 :—r:-----:--.r-----r:- i
(1 P B U S N | Seceedbalones
MNG18BC MNG14BC MNG10BC
Butt Connectors - Heat Shrink Seamless @ W
Product UPC Wire Range Barrel Barrel Terminals per:
Number' (054007-) (AWG) L Thickness Length 1.D. Bag Case
MH18BCX 06342 22-18 1.2 0.031 0.28 0.062 25 100
MH18BCK 06343 22-18 1.2 0.031 0.28 0.062 — 250
MH14BCX 06318 16-14 1.3 0.031 0.30 0.095 25 100
MH14BCK 06319 16-14 1.3 0.031 0.30 0.095 — 250
MH10BCX 06300 12-10 15 0.031 0.38 0.142 25 100
MH10BCK 06301 12-10 15 0.031 0.38 0.142 — 250
|_ -
- L - L

MH18BC MH14BC MH10BC
Wire Range 22-18 16-14 12-10

"Product Number ending in X = box; Product Number ending with K = bulk




Female Disconnects - Non-Insulated Butted Seam @ W g

Mates with
Male Tab
Product UPC Wire Range Width(W") Barrel Barrel Terminals per:
Number' (054007-) (AWG)** X Thickness L Length 1.D. Carton Case
MU20-110DFK* 00984 26-20 0.110 x 0.020 0.48 0.13 0.055 — 1000
MU20-110/32DFK* 00985 26-20 0.110 x 0.032 0.48 0.13 0.055 — 1000
MU18-187DFK 02366 22-18 0.187 x 0.020 0.58 0.25 0.085 — 1000
MU18-250DFX 16725 22-18 0.250 x 0.032 0.66 0.25 0.080 100 500
MU18-250DFK 01300 22-18 0.250 x 0.032 0.66 0.25 0.080 — 1000
MU14-110DFX* 22815 16-14 0.110 x 0.020 0.54 0.19 0.115 100 500
MU14-110DFK* 13995 16-14 0.110 x 0.020 0.54 0.19 0.115 — 1000
MU14-187DFX 22831 16-14 0.187 x 0.020 0.58 0.25 0.085 100 500
MU14-187DFK 01767 16-14 0.187 x 0.020 0.58 0.25 0.085 — 1000
MU14-250DFX 22849 16-14 0.250 x 0.032 0.66 0.25 0.080 100 500
MU14-250DFK 01768 16-14 0.250 x 0.032 0.66 0.25 0.080 — 1000
* Not UL Listed or CSA Certified
** For #10-12 AWG, see MI10-250DF.
s gl Al

e ol
T W7 T bk
b il

i II %E

T
il

| ~ |

0
=
=
)
D
&
2
~+
n
)
2
Q
o
=l
n
L
®
3
=k
o
O
w
2
o
=
=
M
O
»
@
o
X
)
=

MU20-110DF MU20-110/32DF  MU18-187DF MU18-250DF MU14-110DF MU14-187DF MU14-250DF
Wire Range 26-20 26-20 22-18 22-18 16-14 16-14 16-14
Suggested Mate ~ 0.110 Male Tab ~ 0.110 Male Tab MU18-187DM MU18-250DM 0.110 Male Tab MU14-187DM MU14-250DM

Female Disconnects - Non-Insulated Interlock Barrel @ W
Mates with
Male Tab

Product UPC Wire Range Width(W") Barrel Barrel Terminals per:
Number' (054007-) (AWG) X Thickness L Length 1.D. Carton Case
MI18-187DFX 09978 22-18 0.187 x 0.020 0.57 0.25 0.080 100 500
MI18-187DFK 69560 22-18 0.187 x 0.020 0.57 0.25 0.080 — 1000
MI18-250DFX 09979 22-18 0.250 x 0.032 0.63 0.25 0.076 100 500
MI18-250DFK 69561 22-18 0.250 x 0.032 0.63 0.25 0.076 — 1000
MI14-187DFX 09976 16-14 0.187 x 0.020 0.57 0.25 0.080 100 500
MI14-187DFK 69558 16-14 0.187 x 0.020 0.57 0.25 0.080 — 1000
MI14-250DFX 09977 16-14 0.250 x 0.032 0.63 0.25 0.076 100 500
MI14-250DFK 69559 16-14 0.250 x 0.032 0.63 0.25 0.076 — 1000
MI10-250DFX 09975 12-10 0.250 x 0.032 0.64 0.25 0.128 50 500
MI10-250DFK 69557 12-10 0.250 x 0.032 0.64 0.25 0.128 — 500

17 )] u
| 1 [
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MI18-187DF MI18-250DF MI14-187DF MI14-250DF MI10-250DF
Wire Range 22-18 22-18 16-14 16-14 12-10
Suggested Mate MU18-187DM MU18-250DF MU14-187DM MU14-250DM MU10-250DM

"Product Number ending in X = box; Product Number ending with K = bulk




§ Female Disconnects - Non-Insulated Butted Seam Flag @ W

Mates with
Male Tab
Product UPC Wire Range Width(W") Barrel Barrel Terminals per:
Number' (054007-) (AWG) X Thickness L Length 1.D. Carton Case
MU18-187DF/FLAGX* 22138 22-18 0.187 x 0.020 0.46 0.20 0.075 100 500
MU18-187DF/FLAGK* 01302 22-18 0.187 x 0.020 0.46 0.20 0.075 — 1000
MU18-250DF/FLAGX 22146 22-18 0.250 x 0.032 0.50 0.25 0.075 100 500
MU18-250DF/FLAGK 01303 22-18 0.250 x 0.032 0.50 0.25 0.075 — 1000
MU14-187DF/FLAGX* 22948 16-14 0.187 x 0.020 0.47 0.20 0.095 100 500
MU14-187DF/FLAGK* 01778 16-14 0.187 x 0.020 0.47 0.20 0.095 — 1000
MU14-250DF/FLAGX 22955 16-14 0.250 x 0.032 0.51 0.26 0.095 100 500
MU14-250DF/FLAGK 01779 16-14 0.250 x 0.032 0.51 0.26 0.095 — 1000
MU10-250DF/FLAGK 02245 12-10 0.250 x 0.032 0.63 0.25 0.175 — 500

* Not UL Listed or CSA Certified

TR Kl
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W |- W |- W |=- _ —_
3 S K R L 1 ;
s r r T L L
L L | l
I\ MU18-187DF/FLAG MU18-250DF/FLAG MU14-187DF/FLAG MU14-250DF/FLAG MU10-250DF/FLAG
m Wire Range 22-18 22-18 16-14 16-14 12-10
m Suggested Mate 0.187 Male Tab 0.250 Male Tab 0.187 Male Tab 0.250 Male Tab 0.250 Male Tab
Q Female Disconnects - Vinyl Insulated Butted Seam @ W
N Mates with
Ny Male Tab Maximum
O Product UPC Wire Range Width(W") Barrel Barrel Insulation Terminals per:
o Number! (054007-) (AWG)** X Thickness L Length 1.D. Diameter Carton Case
w MVU18-187DFK 02368 22-18 0.187 x 0.020 0.78 0.25 0.085 0.145 — 1000
GJ MVU18-250DFX 11820 22-18 0.250 x 0.032 0.87 0.25 0.080 0.145 100 500
MVU18-250DFK 01301 22-18 0.250 x 0.032 0.87 0.25 0.080 0.145 — 1000
- MVU14-110DFX* 22856 16-14 0.110 x 0.020 0.81 0.19 0.115 0.145 100 500
O MVU14-110DFK* 01775 16-14 0.110 x 0.020 0.81 0.19 0.115 0.145 — 1000
L MVU14-187DFX 22872 16-14 0.187 x 0.020 0.78 0.25 0.085 0.145 100 500
D_ MVU14-187DFK 01776 16-14 0.187 x 0.020 0.78 0.25 0.085 0.145 — 1000
MVU14-250DFX 22880 16-14 0.250 x 0.032 0.87 0.25 0.080 0.145 100 500
MVU14-250DFK 01777 16-14 0.250 x 0.032 0.87 0.25 0.080 0.145 — 1000
MVU10-375DFK* 02055 12-10 0.375 x 0.050 1.23 0.25 0.175 0.250 — 500

* Not UL Listed or CSA Certified
** For #10-12 AWG, MVU10-250DF has been substituted with MVI10-250DF.
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MVU18-187DF MVU18-250DF MVU14-110DF MVU14-187DF MVU14-250DF MVU10-375DF
Wire Range 22-18 22-18 16-14 16-14 16-14 12-10
Suggested Mate MVU18-187DM MVU18-250DM 0.110 Male Tab MVU14-187DM MVU14-250DM 0.375 Male Tab

"Product Number ending in X = box; Product Number ending with K = bulk




Female Disconnects - Vinyl Insulated Interlock Barrel @ W g

Mates with
Male Tab Maximum
Product UPC Wire Range Width(W") Barrel Barrel Insulation Terminals per:
Number' (054007-) (AWG) X Thickness L Length 1.D. Diameter Carton Case
MVI18-187DFX 09996 22-18 0.187 x 0.020 0.77 0.25 0.080 0.145 100 500 —I
MVI118-187DFK 69581 22-18 0.187 x 0.020 0.77 0.25 0.080 0.145 — 1000 (D
MVI18-250DFX 09997 22-18 0.250 x 0.032 0.83 0.25 0.076 0.145 100 500 -
MVI118-250DFK 69582 22-18 0.250 x 0.032 0.83 0.25 0.076 0.145 — 1000 3
MVI114-187DFX 09999 16-14 0.187 x 0.020 0.77 0.25 0.080 0.145 100 500 —
MVI114-187DFK 69579 16-14 0.187 x 0.020 0.77 0.25 0.080 0.145 — 1000 )
MVI114-250DFX 69556 16-14 0.250 x 0.032 0.83 0.25 0.076 0.145 100 500 QJ
MVI114-250DFK 69580 16-14 0.250 x 0.032 0.83 0.25 0.076 0.145 — 1000 —
MVI10-250DFX 09998 12-10 0.250 x 0.032 0.95 0.25 0.128 0.250 50 500 U)
MVI110-250DFK 69578 12-10 0.250 x 0.032 0.95 0.25 0.128 0.250 — 500 =
_ T T || ‘ (o
| T 5
L L L L L Q
R Y R o
MVI18-187DF MVI18-250DF MVI14-187DF MVI14-250DF MVI10-250DF _I
Wire Range 22-18 22-18 16-14 16-14 12-10 O
Suggested Mate MVU18-187DM MVU18-250DM MVU14-187DM MVU14-250DM MVU10-250DM O
Female Disconnects - Nylon Insulated with Insulation Grip @ W ”
Mates with
Male Tab Maximum ;|D-|
Product UPC  Wire Range Width(W") Barrel Barrel Insulation  Terminals per: 3
Number' (054007-) (AWG) X Thickness L Length 1.D. Diameter Carton Case D
MNG20-110DFK* 00988 26-20 0.110 x 0.020 0.63 0.13 0.055 0.093 — 1000 5
MNG20-110/32DFX* 49589 26-20 0.110 x 0.032 0.63 0.13 0.055 0.093 100 500 )
MNG20-110/32DFK* 00989 26-20 0.110 x 0.032 0.63 0.13 0.055 0.093 — 1000 (7)
MNG18-187DFK 02405 22-18 0.187 x 0.020 0.77 0.25 0.085 0.145 — 1000 8
MNG18-250DFX 02393 22-18 0.250 x 0.032 0.86 0.25 0.080 0.145 100 500 S
MNG18-250DFK 02369 22-18 0.250 x 0.032 0.86 0.25 0.080 0.145 — 1000 CDD
MNG14-110DFX* 22898 16-14 0.110 x 0.020 0.80 0.19 0.115 0.145 100 500 ')
MNG14-110DFK* 01772 16-14 0.110 x 0.020 0.80 0.19 0.115 0.145 — 1000 (7)"
MNG14-187DFX 22914 16-14 0.187 x 0.020 0.77 0.25 0.085 0.145 100 500 —
MNG14-187DFK 01773 16-14 0.187 x 0.020 0.77 0.25 0.085 0.145 — 1000 g
MNG14-250DFX 22930 16-14 0.250 x 0.032 0.86 0.25 0.080 0.145 100 500 P
MNG14-250DFK 01774 16-14 0.250 x 0.032 0.86 0.25 0.080 0.145 — 1000 3
MNG10-375DFK* 02053 12-10 0.375 x 0.050 1.23 0.25 0.175 0.250 — 500 ~

* Not UL Listed or CSA Certified
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MNG20-110DF MNG20-110/32DF MNG18-187DF  MNG18-250DF  MNG14-110DF MNG14-187DF  MNG14-250DF MNG10-375DF
Wire Range 26-20 26-20 22-18 22-18 16-14 16-14 16-14 12-10
Suggested Mate 0.110 Male Tab 0.110 Male Tab MNG18-187DM MNG18-250DM 0.110 Male Tab MNG14-187DM MNG14-250DM 0.375 Male Tab

"Product Number ending in X = box; Product Number ending with K = bulk



Phone 800/245 3573 Fax 800/245 0329

§ Female Disconnects - Nylon Insulated with Insulation Grip Interlock Barrel @ @

Mates with
Male Tab Maximum
Product UPC Wire Range Width(W") Barrel Barrel Insulation Terminals per:
Number' (054007-) (AWG) X Thickness L Length 1.D. Diameter Carton Case
MNGI18-187DFX 09989 22-18 0.187 x 0.020 0.77 0.25 0.080 0.145 100 500
MNGI18-187DFK 69571 22-18 0.187 x 0.020 0.77 0.25 0.080 0.145 — 1000
MNGI18-250DFX 09990 22-18 0.250 x 0.032 0.83 0.25 0.076 0.145 100 500
MNGI18-250DFK 69572 22-18 0.250 x 0.032 0.83 0.25 0.076 0.145 — 1000
MNGI14-187DFX 09987 16-14 0.187 x 0.020 0.77 0.25 0.080 0.145 100 500
MNGI14-187DFK 69569 16-14 0.187 x 0.020 0.77 0.25 0.080 0.145 — 1000
MNGI14-250DFX 09988 16-14 0.250 x 0.032 0.83 0.25 0.076 0.145 100 500
MNGI14-250DFK 69570 16-14 0.250 x 0.032 0.83 0.25 0.076 0.145 — 1000
MNGI10-250DFX 09986 12-10 0.250 x 0.032 0.94 0.25 0.128 0.250 50 500
MNGI10-250DFK 69568 12-10 0.250 x 0.032 0.94 0.25 0.128 0.250 — 500

Wire Range
Suggested Mate

—~|W' |<_

L
MNGI18-187DF

22-18
MNG18-187DM

A

MNGI18-250DF
22-18
MNG18-250DM

|
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MNGI14-187DF

16-14

MNG14-187DM

4
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MNGI14-250DF

16-14

MNG14-250DM

i
[]]
=l

MNGI10-250DF

12-10
MNG10-250DM

Female Disconnects - Nylon Insulated with Insulation Grip Bullet Style @ s

Wire Mating Snap Maximum
Product UPC Range Diameter Barrel Barrel Insulation  Terminals per:
Number' (054007-) (AWG) S L Length 1.D. Diameter Carton Case
MNG18-156DFIK 01305 22-18 0.156 1.02 0.25 0.095 0.145 — 1000
MNG18-180DFIK 02254 22-18 0.180 1.02 0.25 0.095 0.145 — 1000
MNG18-180DFIK 02254 22-18 0.180 1.02 0.25 0.095 0.145 — 1000
MNG14-156DFIX 11712 16-14 0.156 1.02 0.25 0.115 0.170 100 500
MNG14-156DFIK 01782 16-14 0.156 1.02 0.25 0.115 0.170 — 1000
MNG14-180DFIX 11713 16-14 0.180 1.02 0.25 0.115 0.170 100 500
MNG14-180DFIK 02268 16-14 0.180 1.02 0.25 0.115 0.170 — 1000
S |- S|+

Wire Range
Suggested Mate

MNG18-156DFI
22-18
MNG18-156DM

MNG18-180DFI
22-18
MNG18-180DM

MNG14-156DFI
16-14
MNG14-156DM

=t
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MNG14-180DFI
16-14
MNG14-180DM

"Product Number ending in X = box; Product Number ending with K = bulk




Female Disconnects - Nylon Insulated Butted Seam Bullet Style

ew |-

Wire Mating Snap Maximum Terminals
Product UPC Range Diameter Barrel Barrel Insulation per:
Number' (054007-) (AWG) S L Length 1.D. Diameter Case
MNU18-156DFIK 02304 22-18 0.156 1.02 0.25 0.095 0.145 1000
MNU18-180DFIK 02305 22-18 0.180 1.02 0.25 0.095 0.145 1000
MNU14-156DFIK 02282 16-14 0.156 1.02 0.25 0.115 0.170 1000
MNU14-180DFIK 02283 16-14 0.180 1.02 0.25 0.115 0.170 1000

MNU18-156DFI MNU18-180DFI

i

MNU14-156DFI|

gl

MNU14-180DFI

Wire Range 22-18 22-18 16-14 16-14
Suggested Mate MVU18-156DM MVU18-180DM MVU14-156DM MVU14-180DM
Female Disconnects - Nylon Fully Insulated Butted Seam @ W
Mates with
Wire Male Tab Maximum

Product UPC Range Width(W") Barrel Barrel Insulation Terminals per:
Number' (054007-) (AWG)**  x Thickness L w D Length I.D. Diameter Carton Case
MNUZ20-110DFIK* | 02396 26-20 0.110 x 0.020 0.66 | 0.22 0.15 0.13 0.055 0.093 — 1000

0.125 x 0.020
MNU18-187DFIX 02353 22-18 0.187 x 0.020 0.81 | 0.30 0.23 0.25 0.085 0.145 100 500
MNU18-187DFIK 02370 22-18 0.187 x 0.020 0.81 | 0.30 0.23 0.25 0.085 0.145 — 1000
MNU18-250DFIX 02286 22-18 0.250 x 0.032 0.87 | 0.37 0.23 0.25 0.080 0.145 100 500
MNU18-250DFIK 02290 22-18 0.250 x 0.032 0.87 | 0.37 0.23 0.25 0.080 0.145 — 1000
MNU14-187DFIX 02387 16-14 0.187 x 0.020 0.81 | 0.30 0.23 0.25 0.085 0.145 100 500
MNU14-187DFIK 02384 16-14 0.187 x 0.020 0.81 | 0.30 0.23 0.25 0.085 0.145 — 1000
MNU14-250DFIX 02287 16-14 0.250 x 0.032 0.87 | 0.37 0.23 0.25 0.080 0.145 50 500
MNU14-250DFIK 02291 16-14 0.250 x 0.032 0.87 | 0.37 0.23 0.25 0.080 0.145 — 1000

* Not UL Listed or CSA Certified
** For #10-12 AWG, see MNI10-250DFI.

4|
D

Stud Size
Wire Range
Suggested Mate

MNU20-110DFI
26-20
0.110 Male Tab

MNU18-187DFI
22-18
MNU18-187DMI

"Product Number ending in X = box; Product Number ending with K = bulk

MNU18-250DFI
22-18
MNU18-250DMI

16-14

MNU14-187DFI

MNU14-187DMI
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MNU14-250DFI
16-14
MNU14-250DMI




§ Female Disconnects - Nylon Fully Insulated with Insulation Grip @ W

Mates with
Wire Male Tab Maximum
Product UPC Range Width(W") Barrel Barrel Insulation Terminals per:
Number' (054007-) (AWG) X Thickness L W D Length 1.D. Diameter Carton Case
MNG20-110DFIK* | 00996 | 26-20 | 0.110-0.125x0.020| 0.66 | 0.22 | 0.15 0.13 0.055 0.093 — 1000
MNG18-187DFIX | 11704 | 22-18 0.187 x 0.020 0.81 | 0.30 | 0.23 0.25 0.085 0.145 100 500
MNG18-187DFIK | 11816 | 22-18 0.187 x 0.020 0.81 | 0.30 | 0.23 0.25 0.085 0.145 — 1000
MNG18-250DFIX | 11705 | 22-18 0.250 x 0.032 0.87 | 0.37 | 0.23 0.25 0.080 0.145 100 500
MNG18-250DFIK | 02293 | 22-18 0.250 x 0.032 0.87 | 0.37 | 0.23 0.25 0.080 0.145 — 1000
MNG14-187DFIX | 11715 | 16-14 0.187 x 0.020 0.81 | 0.30 | 0.23 0.25 0.085 0.145 100 500
MNG14-187DFIK | 15975 | 16-14 0.187 x 0.020 0.81 | 0.30 | 0.23 0.25 0.085 0.145 — 1000
MNG14-250DFIX | 11716 | 16-14 0.250 x 0.032 0.87 | 0.37 | 0.23 0.25 0.080 0.145 100 500
MNG14-250DFIK | 01841 | 16-14 0.250 x 0.032 0.87 | 0.37 | 0.23 0.25 0.080 0.145 — 1000

* Not UL Listed or CSA Certified
wW

)
i

Phone 800/245 3573 Fax 800/245 0329

D
T
Stud Size MNG20-110DFI MNG18-187DFI MNG18-250DF| MNG14-187DFI MNG14-250DFI
Wire Range 26-20 22-18 22-18 16-14 16-14
Suggested Mate 0.110 Male Tab MNG18-187DMI MNG18-250DMI MNG14-187DMI MNG14-250DMI
Female Disconnects - Nylon Fully Insulated Interlock Barrel @ W
Mates with
Wire Male Tab Maximum
Product UPC Range Width(W") Barrel Barrel Insulation Terminals per:
Number! (054007-) (AWG) X Thickness L Length 1.D. Diameter Carton Case
MNI18-187DFIX 09994 22-18 0.187 x 0.020 0.81 0.25 0.080 0.145 100 500
MNI18-187DFIK 69576 22-18 0.187 x 0.020 0.81 0.25 0.080 0.145 — 1000
MNI18-250DFIX 09995 22-18 0.250 x 0.032 0.91 0.25 0.076 0.145 100 500
MNI18-250DFIK 69577 22-18 0.250 x 0.032 0.91 0.25 0.076 0.145 — 1000
MNI14-187DFIX 09992 16-14 0.187 x 0.020 0.81 0.25 0.080 0.145 100 500
MNI14-187DFIK 69574 16-14 0.187 x 0.020 0.81 0.25 0.080 0.145 — 1000
MNI14-250DFIX 09993 16-14 0.250 x 0.032 0.91 0.25 0.076 0.145 100 500
MNI14-250DFIK 69575 16-14 0.250 x 0.032 0.91 0.25 0.076 0.145 — 1000
MNI10-250DFIX 09991 12-10 0.250 x 0.032 0.99 0.25 0.128 0.250 50 500
MNI10-250DFIK 69573 12-10 0.250 x 0.032 0.99 0.25 0.128 0.250 — 500

MNI18-187DFI MNI18-250DFI MNI14-187DFI MNI14-250DFI MNI10-250DFI
Wire Range 22-18 22-18 16-14 16-14 12-10
Suggested Mate MNU18-187DMI MN18-250DMI MNU14-187DMI MNU14-250DMI MNU10-250DMI

"Product Number ending in X = box; Product Number ending with K = bulk




Female Disconnects - Nylon Fully Insulated with Insulation Grip Interlock

Barrel @ W
Mates with
Wire Male Tab Maximum
Product UPC Range Width(W") Barrel Barrel Insulation Terminals per:
Number? (054007-) (AWG) X Thickness L Length 1.D. Diameter Carton Case
MNGI18-187DFIX 09984 22-18 0.187 x 0.020 0.81 0.25 0.080 0.145 100 500
MNGI18-187DFIK 69566 22-18 0.187 x 0.020 0.81 0.25 0.080 0.145 — 1000
MNGI18-250DFIX 09985 22-18 0.250 x 0.032 0.87 0.25 0.076 0.145 100 500
MNGI18-250DFIK 69567 22-18 0.250 x 0.032 0.87 0.25 0.076 0.145 — 1000
MNGI14-187DFIX 09982 16-14 0.187 x 0.020 0.81 0.25 0.080 0.145 100 500
MNGI14-187DFIK 69564 16-14 0.187 x 0.020 0.81 0.25 0.080 0.145 — 1000
MNGI14-250DFIX 09983 16-14 0.250 x 0.032 0.87 0.25 0.076 0.145 100 500
MNGI14-250DFIK 69565 16-14 0.250 x 0.032 0.87 0.25 0.076 0.145 — 1000
MNGI10-250DFIX 09981 12-10 0.250 x 0.032 0.99 0.25 0.128 0.250 50 500
MNGI10-250DFIK 69563 12-10 0.250 x 0.032 0.99 0.25 0.128 0.250 — 500
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MNGI18-187DFI MNGI18-250DFI MNGI14-187DFI MNGI14-250DFI MNGI10-250DFI
Wire Range 22-18 22-18 16-14 16-14 12-10
Suggested Mate MNG18-187DMI MNG18-250DMI MNG14-187DMI MNG14-250DMI MNG10-250DMI
Female Disconnects - T-Tap Nylon Insulated Self-Stripping @ W
Mates with
Wire Male Tab Maximum
Product UPC Wire Range Width(W") Insulation Terminals per:
Number’ (054007-) (AWG) X Thickness L H W Diameter Carton Case
951X 12312 22-18 0.250 x 0.032 0.73 0.44 0.38 0.150 50 500
951K 12313 22-18 0.250 x 0.032 0.73 0.44 0.38 0.150 — 1000
952X 08427 16-14 0.250 x 0.032 0.73 0.44 0.38 0.150 50 500
952K 08428 16-14 0.250 x 0.032 0.73 0.44 0.38 0.150 — 1000
953X 12314 12 0.250 x 0.032 0.73 0.44 0.38 0.150 50 500
953K 12315 12 0.250 x 0.032 0.73 0.44 0.38 0.150 — 1000
I =S (=D
951 952 953
Wire Range 22-18 18-16-14 12
Suggested Mate MNG18-250DMI MNG14-250DMI MNG10-250DMI
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"Product Number ending in X = box; Product Number ending with K = bulk
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Female Disconnects - Heat Shrink Nylon Fully Insulated

Mates with
Male Tab

Product UPC Wire Range Width(W") Barrel Barrel Terminals per:
Number’ (054007-) (AWG) X Thickness L W D Length 1.D. Bag Case
MNHU18-250DFIX* 06354 22-18 0.250 x 0.032 12 0.37 0.23 0.25 0.080 25 100
MNHU18-250DFIK* 06355 22-18 0.250 x 0.032 1.2 0.37 0.23 0.25 0.080 — 250
MNHU14-250DFIX* 06338 16-14 0.250 x 0.032 12 0.37 0.23 0.25 0.080 25 100
MNHU14-250DFIK* 06339 16-14 0.250 x 0.032 1.2 0.37 0.23 0.25 0.080 — 250
MNHU10-250DFIX 06314 12-10 0.250 x 0.032 12 0.39 0.32 0.25 0.165 25 100
MNHI10-250DFIK 06315 12-10 0.250 x 0.032 1.2 0.39 0.32 0.25 0.165 — 250

*Windowless receptacle

: phdl

>
L L
MNHU18-250DFI MNHU14-250DFI MNHI10-250DFI
Wire Range 22-18 16-14 12-10
Suggested Mate MNHU18-250DMI MNHU14-250DMI MNHU10-250DMI

Female Disconnects - Fuseholder Polypropylene Insulated Self-Stripping

Mates with
Male Tab Maximum
Product UPC Wire Range Width(W") Insulation Terminals per:
Number! (054007-) (AWG) X Thickness L H D Diameter Carton Case
972X 06171 18-14 0.205 x 0.025 1.37 0.44 0.95 0.145 25 250
972K 06172 18-14 0.205 x 0.025 1.37 0.44 0.95 0.145 — 1000

For use with flat blade automotive type fuse of 30V or less.

‘ L ‘

D
972
Wire Range 18-14
Suggested Mate ATO Auto Fuse

"Product Number ending in X = box; Product Number ending with K = bulk




Male Disconnects - Non-Insulated Butted Seam @ W g

Wire Male Tab
Product UPC Range Width (W) Barrel Barrel Terminals per:
Number' (054007-) (AWG) X Thickness L Length 1.D. Carton Case
MU18-187DMK 02372 22-18 0.187 x 0.020 0.64 0.24 0.080 — 1000
MU18-250DMK 02364 22-18 0.250 x 0.032 0.73 0.25 0.065 — 1000
MU14-187DMK 01783 16-14 0.187 x 0.020 0.64 0.24 0.080 — 1000
MU14-250DMX 22971 16-14 0.250 x 0.032 0.73 0.25 0.085 100 500
MU14-250DMK 01784 16-14 0.250 x 0.032 0.73 0.25 0.085 — 1000
MU10-250DMX 23912 12-10 0.250 x 0.032 0.75 0.25 0.150 100 500
MU10-250DMK 02056 12-10 0.250 x 0.032 0.75 0.25 0.150 — 500

Al L K i
4] 'T a3l
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MU18-187DM MU18-250DM MU14-187DM MU14-250DM MU10-250DM
Wire Range 22-18 22-18 16-14 16-14 12-10
Suggested Mate MU18-187DF MU18-250DF MU14-187DF MU14-250DF MU10-250DF

Male Disconnects - Vinyl Insulated Butted Seam @ W
Wire Male Tab Maximum

Product UpPC Range Width (W) Barrel Barrel Insulation Terminals per:
Number! (054007-) (AWG) X Thickness L Length 1.D. Diameter Carton Case
MVU18-187DMK 02375 22-18 0.187 x 0.020 0.85 0.24 0.080 0.145 — 1000
MVU18-250DMX 11822 22-18 0.250 x 0.032 0.93 0.25 0.065 0.145 100 500
MVU18-250DMK 02376 22-18 0.250 x 0.032 0.93 0.25 0.065 0.145 — 1000
MVU14-187DMX 22989 16-14 0.187 x 0.020 0.85 0.24 0.080 0.145 100 500
MVU14-187DMK 01789 16-14 0.187 x 0.020 0.85 0.24 0.080 0.145 — 1000
MVU14-250DMX 22997 16-14 0.250 x 0.032 0.93 0.25 0.085 0.170 100 500
MVU14-250DMK 01790 16-14 0.250 x 0.032 0.93 0.25 0.085 0.170 — 1000
MVU10-250DMX 23920 12-10 0.250 x 0.032 1.05 0.25 0.150 0.250 50 500
MVU10-250DMK 02059 12-10 0.250 x 0.032 1.05 0.25 0.150 0.250 — 500
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MVU18-187DM* MVU18-250DM MVU14-187DM MVU14-250DM MVU10-250DM
Wire Range 22-18 22-18 16-14 16-14 12-10
Suggested Mate MVU18-187DF MVU18-250DF MVU14-187DF MVU14-250DF MVI10-250DF

"Product Number ending in X = box; Product Number ending with K = bulk




Phone 800/245 3573 Fax 800/245 0329

§ Male Disconnects - Vinyl Insulated Butted Seam

Bullet Style @
Wire Mating Snap Maximum
Product UPC Range Diameter Barrel Barrel Insulation  Terminals per:
Number' (054007-) (AWG) S L Length 1.D. Diameter Carton Case
MVU18-156DMK 02259 22-18 0.156 0.85 0.19 0.070 0.145 — 1000
MVU18-180DMK 02260 22-18 0.180 0.85 0.19 0.070 0.145 — 1000
MVU14-156DMX 06108 16-14 0.156 0.85 0.19 0.090 0.170 100 500
MVU14-156DMK 01813 16-14 0.156 0.85 0.19 0.090 0.170 — 1000
MVU14-180DMX 23094 16-14 0.180 0.85 0.19 0.090 0.170 100 500
MVU14-180DMK 01814 16-14 0.180 0.85 0.19 0.090 0.170 — 1000
MVU10-156DMK 02075 12-10 0.156 0.94 0.22 0.155 0.250 — 500
S |+ S |+

Wire Range
Suggested Mate

MVU18-156DM
22-18
MNU18-156DFI

MVU18-180DM
22-18
MNU18-180DFI

g
|

1

MVU14-156DM

16-14

MNU14-156DFI

|

MVU14-180DM
16-14
MNU14-180DFI

MVU10-156DM
12-10
0.156 Female Bullet

Male Disconnects - Nylon Insulated with Insulation Grip @ W
Wire Male Tab Maximum
Product UpPC Range Width(W") Barrel Barrel Insulation Terminals per:
Number! (054007-) (AWG) X Thickness L Length 1.D. Diameter Carton Case
MNG18-187DMK 02377 22-18 0.187 x 0.020 0.84 0.24 0.080 0.145 — 1000
MNG18-250DMX 02365 22-18 0.250 x 0.032 0.92 0.25 0.065 0.145 100 500
MNG18-250DMK 02378 22-18 0.250 x 0.032 0.92 0.25 0.065 0.145 — 1000
MNG14-187DMX 23003 16-14 0.187 x 0.020 0.84 0.24 0.080 0.145 100 500
MNG14-187DMK 01787 16-14 0.187 x 0.020 0.84 0.24 0.080 0.145 — 1000
MNG14-250DMX 23011 16-14 0.250 x 0.032 0.94 0.25 0.085 0.170 100 500
MNG14-250DMK 01788 16-14 0.250 x 0.032 0.94 0.25 0.085 0.170 — 1000
MNG10-250DMX 23938 12-10 0.250 x 0.032 1.05 0.25 0.150 0.250 50 500
MNG10-250DMK 02058 12-10 0.250 x 0.032 1.05 0.25 0.150 0.250 — 500

Wire Range
Suggested Mate

——IW' |<_

Al
1

MNG18-187DM
22-18
MNG18-187DF

w

|

L

MNG18-250DM
22-18
MNG18-250DF

i

i

MNG14-187DM
16-14
MNG14-187DF

W I*_‘
Lo

MNG14-250DM
16-14
MNG14-250DF

MNG10-250DM
12-10
MNGI10-250DF

"Product Number ending in X = box; Product Number ending with K = bulk




Male Disconnects — Nylon Insulated with Insulation Grip Bullet Style @ s g

Wire Mating Snap Maximum
Product UPC Range _Diameter Barrel Barrel Insulation  Terminals per:
Number' (054007-) (AWG) S L Length 1.D. Diameter Carton Case
MNG18-156DMK 02240 22-18 0.156 0.85 0.19 0.070 0.145 — 1000
MNG18-180DMK 02241 2218 0.180 0.85 0.19 0.070 0.145 — 1000
MNG14-156DMX 49634 16-14 0.156 0.87 0.19 0.090 0.170 100 500
MNG14-156DMK 01811 16-14 0.156 0.87 0.19 0.090 0.170 — 1000
MNG14-180DMK 01812 16-14 0.180 0.87 0.19 0.090 0.170 — 1000
MNG10-156DMK 02074 12-10 0.156 0.94 0.22 0.155 0.250 — 500
g

Wire Range
Suggested Mate

!
I

MNG18-156DM
22-18
MNG18-156DFI

s|<—

1

MNG18-180DM
22-18
MNG18-180DFI

S ‘«
L
MNG14-156DM

16-14
MNG14-156DFlI

L
MNG14-180DM

16-14
MNG14-180DFI

L
MNG10-156DM

12-10
0.156 Female Bullet

Male Disconnects - Nylon Fully Insulated Butted Seam @ W
Wire Male Tab Maximum
Product UPC Range Width(W") Barrel Barrel Insulation Terminals per:
Number! (054007-) (AWG) X Thickness L W D Length I.D. Diameter Carton Case
MNU18-187DMIX 02354 | 22-18 0.187 x 0.020 0.87 | 0.37 | 0.30 0.24 0.080 0.145 100 500
MNU18-187DMIK 02379 | 22-18 0.187 x 0.020 0.87 | 0.37 | 0.30 0.24 0.080 0.145 — 1000
MNU18-250DMIX 02289 | 22-18 0.250 x 0.032 0.95 | 0.44 | 0.30 0.25 0.065 0.145 100 500
MNU18-250DMIK 02299 | 22-18 0.250 x 0.032 0.95 | 0.44 | 0.30 0.25 0.065 0.145 — 1000
MNU14-187DMIX 02381 | 16-14 0.187 x 0.020 0.87 | 0.37 0.30 0.24 0.080 0.145 100 500
MNU14-187DMIK 02385 | 16-14 0.187 x 0.020 0.87 | 0.37 | 0.30 0.24 0.080 0.145 — 1000
MNU14-250DMIX 02306 | 16-14 0.250 x 0.032 0.95 | 0.44 | 0.30 0.25 0.085 0.170 50 500
MNU14-250DMIK 02306 | 16-14 0.250 x 0.032 0.95 | 0.44 | 0.30 0.25 0.085 0.170 — 1000
MNU10-250DMIX 02307 | 12-10 0.250 x 0.032 1.05 | 0.47 | 0.39 0.25 0.150 0.250 50 500
MNU10-250DMIK 02301 | 12-10 0.250 x 0.032 1.05 | 047 | 0.39 0.25 0.150 0.250 — 500
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Wire Range
Suggested Mate
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MNU18-187DMI

22-18
MNU18-187DFI
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MNU18-250DMI
22-18
MNU18-250DFI
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MNU14-187DMI
16-14
MNU14-187DFI

"Product Number ending in X = box; Product Number ending with K = bulk

AV

MNU14-250DMI
16-14
MNU14-250DF|

Al

MNU10-250DMI
12-10
MNI10-250DFI
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§ Male Disconnects - Nylon Fully Insulated with Insulation Grip @ W

Wire Male Tab Maximum
Product UPC Range Width(W") Barrel Barrel Insulation Terminals per:
Number' (054007-) (AWG) X Thickness L W D Length 1.D. Diameter Carton Case
MNG18-187DMIX 11710 | 22-18 0.187 x 0.020 0.87 | 0.37 | 0.30 0.24 0.080 0.145 100 500
MNG18-187DMIK 11794 | 22-18 0.187 x 0.020 0.87 | 0.37 | 0.30 0.24 0.080 0.145 — 1000
MNG18-250DMIX 11711 | 22-18 0.250 x 0.032 0.95 | 0.44 | 0.30 0.25 0.065 0.145 100 500
MNG18-250DMIK 02302 | 22-18 0.250 x 0.032 0.95 | 0.44 | 0.30 0.25 0.065 0.145 — 1000
MNG14-187DMIX 11722 | 16-14 0.187 x 0.020 0.87 | 0.37 | 0.30 0.24 0.080 0.145 100 500
MNG14-187DMIK 02386 | 16-14 0.187 x 0.020 0.87 | 0.37 | 0.30 0.24 0.080 0.145 — 1000
MNG14-250DMIX 11723 | 16-14 0.250 x 0.032 0.95 | 0.44 | 0.30 0.25 0.085 0.170 100 500
MNG14-250DMIK 02249 | 16-14 0.250 x 0.032 0.95 | 044 | 0.30 0.25 0.085 0.170 — 1000
MNG10-250DMIX 11729 | 12-10 0.250 x 0.032 1.05 | 0.47 | 0.39 0.25 0.150 0.250 50 500
MNG10-250DMIK 02303 | 12-10 0.250 x 0.032 1.05 | 0.47 | 0.39 0.25 0.150 0.250 — 500

e
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e B

MNG18-187DMI MNG18-250DMI MNG14-187DMI MNG14-250DMI MNG10-250DMI
Wire Range 22-18 22-18 16-14 16-14 12-10
Suggested Mate MNG18-187DFI MNG18-250DFI MNG14-187DFI MNG14-250DFI MNGI10-250DFI

Male Disconnects - Heat Shrink Nylon Fully Insulated Butted Seam

Phone 800/245 3573 Fax 800/245 0329

Wire Male Tab
Product UPC Range Width(W") Barrel Barrel Terminals per:
Number’ (054007-) (AWG) X Thickness L W D Length 1.D. Bag Case
MNHU18-250DMIX 06356 22-18 0.250 x 0.032 12 0.44 0.30 0.25 0.065 25 100
MNHU18-250DMIK 06357 22-18 0.250 x 0.032 1.2 0.44 0.30 0.25 0.065 — 250
MNHU14-250DMIX 06340 16-14 0.250 x 0.032 12 0.44 0.30 0.25 0.085 25 100
MNHU14-250DMIK 06341 16-14 0.250 x 0.032 1.2 0.44 0.30 0.25 0.085 — 250
MNHU10-250DMIX 06316 12-10 0.250 x 0.032 12 0.47 0.39 0.25 0.150 25 100
MNHU10-250DMIK 06317 12-10 0.250 x 0.032 1.2 0.47 0.39 0.25 0.150 — 250
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MNHU18-250DMI MNHU14-250DMI MNHU10-250DMI
Wire Range 22-18 16-14 12-10
Suggested Mate MNHU18-250DF! MNHU14-250DF! MNHI10-250DF

"Product Number ending in X = box; Product Number ending with K = bulk




Flags - Non-Insulated Ring Type @ W g

Wire
Product UPC Range Stud Barrel Barrel Terminals
Number' (054007-) (AWG) Size W C L Thickness Length 1.D. per Case
MU18-6R/FLAGK 01294 22-18 6 0.38 0.34 0.66 0.030 0.26 0.070 1000
MU14-10R/FLAGK 01661 16-14 10 0.38 0.34 0.69 0.030 0.25 0.090 1000

o =

] c L
c - e
=l 4
MU18-6R/FLAG MU14-10R/FLAG
Stud Size 6 10
Wire Range 22-18 16-14

Multi-Stack Disconnects - Vinyl Insulated Butted Seam

Mates with
Wire Female & Male Maximum
Product UPC Range Width(W") Barrel Barrel Insulation Terminals per:
Number’ (054007-) (AWG) X Thickness L Length 1.D. Diameter Carton Case
MVU18-250DMFX 11703 22-18 0.250 x 0.032 0.87 0.23 0.070 0.145 100 500
MVU18-250DMFK 01332 22-18 0.250 x 0.032 0.87 0.23 0.070 0.145 — 1000
MVU14-250DMFX 11714 16-14 0.250 x 0.032 0.87 0.23 0.090 0.170 100 500
MVU14-250DMFK 01838 16-14 0.250 x 0.032 0.87 0.23 0.090 0.170 — 1000
MVU18-250DMF MVU14-250DM
Wire Range 22-18 16-14
Suggested Mate 0.250 Male/Female 0.250 Male/Female

Multi-Stack Disconnects - Nylon Insulated with Insulation Grip

(paxog) syoeis-niniy pue sbel4  S|O0O] pue S]] ‘Sjeulwls |

Mates with
Wire Female & Male Maximum Terminals
Product UPC Range Width(W") Barrel Barrel Insulation per:
Number! (054007-) (AWG) X Thickness L Length 1.D. Diameter Case
MNG18-250DMFK 01331 22-18 0.250 x 0.032 0.86 0.23 0.070 0.145 1000
MNG14-250DMFK 01837 16-14 0.250 x 0.032 0.88 0.23 0.090 0.170 1000
MNG18-250DMF MNG14-250DMF
Wire Range 22-18 16-14
Suggested Mate 0.250 Male/Female 0.250 Male/Female

"Product Number ending in X = box; Product Number ending with K = bulk
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Adapters - Non-Insulated Double Male-Female

€ W

Mates with

_Female & Male_

Product UPC Width(W") Terminals per:
Number' (054007-) X Thickness L Carton Case
MA250DMFMX* 11730 0.250 x 0.032 0.78 50 500
MA250DMFMK* 02221 0.250 x 0.032 0.78 — 500
MA250DMMFX 02308 0.250 x 0.032 0.76 50 500
MA250DMMFK 02273 0.250 x 0.032 0.76 — 500
*Not UL Listed or CSA Certified
e
E /[
,// ) ° w
w — =t
L/ - W’
A w - T
MA250DMFM MA250DMMF
Suggested Mate 0.250 Males (2)/Female 0.250 Male/Females (2)
Adapters - Non-Insulated Male Fuse-Clip
Male Tab
Product UPC Width(W") Terminals
Number? (054007-) X Thickness L per Case
MA250DM/FUSEK | 02269 | 0.250 x 0.030 | 0.77 500
44< /\ <
5 % >
MA250DM/FUSE
Suggested Mate 0.250 Female/Fuse
Adapters - Non-Insulated Male Rectangular Tongue
Male Tab
Product UPC Stud Width(W") Terminals
Number! (054007-) Size X Thickness W C L per Case
MA250DM/6RRK 02225 6 0.250 x 0.032 0.30 0.26 0.80 500
MA250DM/8RRK 02226 8 0.250 x 0.032 0.30 0.26 0.80 500
MA250DM/10RRK 02227 10 0.250 x 0.032 0.30 0.26 0.80 500
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MA250DM/6RR

Suggested Mate 0.250 Female Disconnect

k-

MA250DM/8RR
0.250 Female Disconnect

ke

MA250DM/10RR
0.250 Female Disconnect

"Product Number ending in X = box; Product Number ending with K = bulk



Adapters - Vinyl Insulated Double Female Disconnect

Product UPC Mating Snap Terminals
Number’ (054007-) Diameter L per Case
MVA156DFFIK 14358 0.156 131 500
MVA180DFFIK 02236 0.180 131 500
L i | L |

b

S ;;U

1 L

MVA156DFFI MVA180DFFI

Suggested Mate 0.156 Male Bullets 0.180 Male Bullets

Adapters - Vinyl Insulated Double Male Disconnect

Male Tab Insulation
Product UpPC Width(W") Barrel Terminals per
Number! (054007-) X Thickness L w Carton Case
MVA250DMMIX 24308 0.250 x 0.032 2.12 0.44 25 250
MVA250DMMIK 02211 0.250 x 0.032 212 0.44 — 500

- A
H

w w [ ° 0]
MVA250DMMI
Suggested Mate 0.250 Female Disconnect
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"Product Number ending in X = box; Product Number ending with K = bulk




*High Temperature Ring Tongues - Butted Seam 900°F (482°C)

Product UPC Wire Range Stud Barrel Barrel Terminals per:
Number! (054007-) (AWG) Size W C L E  Thickness Length 1.D. Bag Case
MU18-6RHT/SX | 49607 22-18 6 0.25 0.22 0.60 0.47 0.030 0.25 0.070 100 500
MU18-6RHT/SK | 01297 22-18 6 0.25 0.22 0.60 0.47 0.030 0.25 0.070 — 1000
MU18-10RHTX | 49608 22-18 10 0.33 0.29 0.70 0.54 0.030 0.25 0.070 100 500
MU18-10RHTK | 01155 22-18 10 0.33 0.29 0.70 0.54 0.030 0.25 0.070 — 1000
MU14-6RHT/SX | 49629 16-14 6 0.25 0.22 0.60 0.47 0.030 0.25 0.090 100 500
MU14-6RHT/SK | 01758 16-14 6 0.25 0.22 0.60 0.47 0.030 0.25 0.090 — 1000
MU14-10RHTX | 15629 16-14 10 0.33 0.29 0.70 0.54 0.030 0.25 0.090 100 500
MU14-10RHTK | 01759 16-14 10 0.33 0.29 0.70 0.54 0.030 0.25 0.090 — 1000
MU14-14RHTX | 49630 16-14 1/4 0.56 0.40 0.93 0.65 0.030 0.25 0.090 100 500
MU14-14RHTK | 01760 16-14 1/4 0.56 0.40 0.93 0.65 0.030 0.25 0.090 — 1000
MU10-10RHTX | 15637 12-10 10 0.38 0.29 0.73 0.54 0.040 0.25 0.135 50 500
MU10-10RHTK | 02045 12-10 10 0.38 0.29 0.73 0.54 0.040 0.25 0.135 — 500
MU10-14RHTK | 02046 12-10 1/4 0.59 0.44 0.99 0.69 0.040 0.25 0.135 — 500
MUB8-14RHT/SK | 02142 8 1/4 0.47 0.40 0.95 0.71 0.050 0.31 0.185 — 200
MU6-38RHTK 02171 6 3/8 0.63 0.52 1.22 0.91 0.050 0.39 0.255 — 200
MU4-38RHTK 02196 4 3/8 0.68 0.53 1.34 1.00 0.075 0.47 0.285 — 200

T v
HO) HO) |
' 1 C { I T c L
E < L E_—— L E < L E_—— L
Rl L R L
MU18-6RHT/S MU18-10RHT MU14-6RHT/S MU14-10RHT MU14-14RHT
Stud Size 6 10 6 10 1/4
Wire Range 22-18 22-18 16-14 16-14 16-14
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MU10-10RHT MU10-14RHT MU8-14RHT/S MU6-38RHT MU4-38RHT

Stud Size 10 1/4 1/4 3/8 3/8
Wire Range 12-10 12-10 8 6 4

*Steel with nickel plating

"Product Number ending in X = box; Product Number ending with K = bulk




*High Temperature Standard Forks — Butted Seam 900°F (482°C)

Product UPC Wire Range Stud Barrel Barrel Terminals
Number® (054007-) (AWG) Size w C L E Thickness Length 1.D. per Case
MU18-10FHTK 01333 22-18 10 0.34 0.29 0.70 0.54 0.030 0.25 0.070 1000
MU14-10FHTK 01842 16-14 10 0.34 0.29 0.70 0.54 0.030 0.25 0.090 1000 _I
MU10-10FHTK 02095 12-10 10 0.38 0.28 0.73 0.53 0.040 0.25 0.135 500 [0
q
- W - v - W 3
)T T 0.7 =
t C L c L 1 c L
£+ € e D
G FRR I | | o
MU18-10FHT MU14-10FHT MU10-10FHT x
Stud Size 10 10 10 LN
Wire Range 22-18 16-14 12-10 s
)
*High Temperature Block Forks - Butted Seam 900°F (482°C) %
Product UPC Wire Range Stud Barrel Barrel Terminals Q
Number’ (054007-) (AWG) Size W C L E Thickness Length 1.D. per Case
MU18-6FBHTK | 01334 22-18 6 0.30 0.25 0.65 0.50 0.030 0.25 0.070 1000 6'
MU14-6FBHTK | 01843 16-14 6 0.30 0.25 0.65 0.50 0.030 0.25 0.090 1000 O
~ w AW =
f l * T T
c L L :_E
ET_ o
—
D
MU18-6FBHT MU14-6FBHT 3
Stud Size 6 6 S
Wire Range 22-18 16-14 bor)
2
2
*High Temperature Butt Connectors - Butted Seam 900°F (482°C) c
Product UPC Wire Range Barrel Barrel Terminals per: @
Number! (054007-) (AWG) L Thickness Length 1.D. Carton Case —
MU18BCHTX 49609 22-18 0.56 0.030 0.25 0.070 100 500 g
MU18BCHTK 01299 22-18 0.56 0.030 0.25 0.070 — 1000 é
MU14BCHTX 49631 16-14 0.56 0.030 0.25 0.090 100 500 o
MU14BCHTK 01761 16-14 0.56 0.030 0.25 0.090 — 1000 —
MU10BCHTX 49645 12-10 0.56 0.040 0.25 0.135 50 500
MU10BCHTK 02232 12-10 0.56 0.040 0.25 0.135 — 500
le— L —»] la— L —»f * L >
MU18BCHT MU14BCHT MU10BCHT
Wire Range 22-18 16-14 12-10

*Steel with nickel plating

"Product Number ending in X = box; Product Number ending with K = bulk




*High Temperature Female Disconnects - Butted Seam 900°F (482°C)

Mates with

Male Tab
Product UPC Wire Range Width(W") Barrel Barrel Terminals per:
Number! (054007-) (AWG) X Thickness L Length 1.D. Carton Case
MU14-187DFHTK 01762 16-14 0.187 x 0.020 0.58 0.25 0.085 — 1000
MU14-250DFHTX 49632 16-14 0.250 x 0.032 0.64 0.23 0.095 100 500
MU14-250DFHTK 01763 16-14 0.250 x 0.032 0.64 0.23 0.095 — 1000

P iy
g

! |
1 il

MU14-187DFHT MU14-250DFHT
Wire Range 16-14 16-14
Suggested Mate 0.187 High Temperature Male Tab MU14-250DMHT

*High Temperature Female Disconnects - Butted Seam Flag 900°F (482°C)

Mates with

Male Tab Terminals
Product UPC Wire Range Width(W") Barrel Barrel per:
Number! (054007-) (AWG) X Thickness L Length 1.D. Case
MU14-250DFHT/FLAGK | 01839 | 16-14 | 0.250x0032 | 051 0.26 0.095 1000

W |<—
MU14-250DFHT/FLAG

Wire Range 16-14
Suggested Mate MU14-250DMHT

*High Temperature Male Disconnects - Butted Seam 900°F (482°C)

o
AN
0]
o
Lo
q
o
o
®)
e0)
LL
™
N
L0
™
Lo
q—
o
o
®)
e0)
)
-
o
e
o

Wire Male Tab
Product UPC Range Width(W") Barrel Barrel Terminals per:
Number' (054007-) (AWG) X Thickness L Length 1.D. Carton Case
MU14-250DMHTX 49633 16-14 0.250 x 0.032 0.73 0.25 0.090 100 500
MU14-250DMHTK 01765 16-14 0.250 x 0.032 0.73 0.25 0.090 — 1000

MU14-250DMHT
Wire Range 16-14
Suggested Mate MU14-250DFHT

*Steel with nickel plating

"Product Number ending in X = box; Product Number ending with K = bulk




Closed End Connectors - Nylon Insulated (Steel Insert) @ W g

Product UPC Wire Range Copper Wire Barrel Barrel Terminals per:
Number' (054007-) (AWG) Combinations L Length 1.D. Carton Case
MN214CEC/STX* 49610 22-14 see chart below 0.76 0.31 0.091 100 500
MN14CEC/STK* 01316 22-14 see chart below 0.76 0.31 0.091 — 1000
MN210CEC/STX* 49635 18-10 see chart below 0.85 0.34 0.152 50 500
MN10CEC/STK* 01821 18-10 see chart below 0.85 0.34 0.152 — 1000

* UL Listed and CSA Certified for use with TH-440 and TH-450 Crimping Tools.

—| o~
a ]

MN14CEC/ST MN10CEC/ST
Wire Range 22-14 18-10
22 99° 18 2
STR ile STR 3
22 |[0000ee ‘I‘
soL 19° [o° 18 2
loceeccece soL 3
20 4
STR 200 o0 @00 16 ] Y X)
3 CJ STR 2 o0
20 |locoo0o0000 00O 3 C
SoL 2lee (oo |o ( X ) 16 X xyy
e () ) () soL 2 oo |00
1 lloo0o0o0000 00 O 3 (] CJ
| S 2/® ® 14 | g
18 I[eooeoeee oece (o STR_2 C N —
| SOL 2 PY ) 0 14 | o0 0000 00
16 (Njeepee (@ | e ° SOL o 0 L
|_STR I l“l'.R oo [[e0e 00 00 |® O
2
1&_ '2.. eeo0 2 |eee[[eee (ee o0 |®
i e (e e S0L2i5 0
L_STR 2 STR 2
12Q(1231123[123[1 |1 ]I 123@(1234[123[123]12]12]1
22 | 20 0 |18/18116 18 18 16 | 16 |14 (14
gﬁ! SOL | STR §0L STRISOLISTR| STR_ | SOL | STR | SOL [STRISO Slfkl
How to read chart for MN14CEC/ST: How to read chart for MN10CEC/ST:
One #16 Stranded plus three #22 Stranded One #14 Solid plus four #18 Stranded
(equaling four wires) can be connected using (equaling five wires) can be connected
an MN14CEC/ST connector. using an MN10CEC/ST connector.
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Phone 800/245 3573 Fax 800/245 0329

5 Parallel Connectors - Non-Insulated Seamless

Barrel
Product UPC Wire Range Copper Wire 1.D. Terminals
Number’ (054007-) (AWG) Combinations L Thickness In CMA per Case
M14PCK 01823 16-14 see chart on page 109 0.31 0.024 0.091 8281 1000
M10PCK 02083 12-10 see chart on page 109 0.34 0.024 0.152 23104 500
1
— L -
M14PC M10PC
Wire Range 16-14 12-10
Parallel Connectors - Non-Insulated Brazed Seam
Barrel
Product UPC Wire Range Copper Wire 1.D. Terminals
Number? (054007-) (AWG) Combinations L Thickness In CMA per Case
M8PCK 02145 8 see chart below 0.40 0.050 0.175 30625 200
M6PCK 02174 6 see chart below 0.45 0.050 0.250 62500 200
M4PCK 02199 4 see chart below 0.53 0.075 0.280 78400 200
]
~— L —
M8PC M6PC M4PC
Wire Range 8 6 4

Recommended Stranded Wire Combinations

MVU18PC

1#22to 1#22, 20,
1#20to 1 #20, 18,

1#181to 1#18

18,16
16

Min. CMA: 1280, Max. CMA: 3600
M14PC and MVU14PC

1#22to 1#22, 20,
1#20to 1#20, 18,
1#18to 1#18, 16,

1#16to 1 #16

18, 16, 14
16, 14
14

Min. CMA: 1280, Max. CMA: 5730

MVU10PC

1#18to 1#18, 16, 14, 12, 10
1#16to 1#16, 14, 12, 10

1#14to 1#14, 12

Min. CMA: 3240, Max. CMA: 12860

M6PC and MV6PC
1#14to1#14,12,10,8,6
1#12t01#12,10,8,6

1#10to 1#10,8,6

1#8to1#8

Min. CMA: 8220, Max. CMA: 36620

M8PC and MV8PC

1#18to1#18, 16, 14, 12, 10,8
1#16to 1#16, 14, 12,10, 8
1#14to 1#14, 12,10, 8

1#12to 1#12,10

Min. CMA: 3240, Max. CMA: 20620

M4PC and MV4PC
1#121t01#12,10,8,6,4

1#10to 1#10, 8,6, 4
1#8t01#8,6

Min. CMA: 13060, Max. CMA: 52020

M10PC

1#18to 1#18, 16, 14, 12, 10
1#16to 1#16, 14,12,10
1#14t01#14,12, 10

1#12to 1#12

Min. CMA: 3240, Max. CMA: 14490

: 4

Proper Wire Insertion E_
Parallel Connectors —

iz
B i

' Product Referral Generator

=

Connecting
—MVUIBPC .........oiiinnn... pg. 111
—MVUL4PC . ... pg. 111
—MVUIOPC ...........coiuinnn.. pg. 111

"Product Number ending in X = box; Product Number ending with K = bulk



Parallel Connectors - Vinyl Insulated Brazed Seam

Wire Barrel Maximum
Product UPC Range Copper Wire 1.D. Insulation Terminals
Number' (054007-) (AWG) Combinations L Thickness Length In CMA Diameter per Case
MV8PCK 14374 8 see chart on page 109 0.97 0.050 0.40 0.175 30625 0.385 200
MV6PCK 02175 6 see chart on page 109 121 0.050 0.45 0.250 62500 0.440 200 _I
MV4PCK 02200 4 see chart on page 109 1.44 0.075 0.54 0.280 78400 0.515 200 C_E
| L | I - I 3
"
— 35
n
MV8PC MV6PC MV4PC x
Wire Range 8 6 4 :'.'
)]
Parallel Connectors - Vinyl Insulated Butted Seam Q
Wire Barrel Maximum -
Product UPC Range Copper Wire 1.D. Insulation  Terminals per: o
Number' (054007-) (AWG) Combinations L Thickness Length In CMA  Diameter Carton Case
MVU18PCK | 01318 | 22-18 see chart on 0.67 0.030 0.31 0.070 4900 0.145 — 1000 6'
page 109
MVU14PCX | 23144 | 16-14 see chart on 0.67 0.030 0.31 0.090 8100 0.170 100 500 Q
page 109 U)
MVU14PCK | 01824 | 16-14 see chart on 0.67 0.030 0.31 0.090 8100 0.170 — 1000
page 109
MVU10PCX | 24050 | 12-10 see chart on 0.87 0.040 0.31 0.135 18225 0.250 50 500 U
page 109 9-)‘
MVU10PCK | 02084 | 12-10 see chart on 0.87 0.040 0.31 0.135 18225 0.250 — 500 D
page 109 5
] S
|__ L _>‘ |<_ L _>‘ o
>
] 3
(9]
5]
MVU18PC MVU14PC MVU10PC (@]
Wire Range 22-18 16-14 12-10 a
5
Crimp Sleeve Connectors - Nylon Insulated @ w =
Maximum AWG (mm?) Inner @)
Product UPC Voltage Wire Range Temperature Unit Case =,
Number’ (054007-) Rating* Oo.D. * Rating Pack Qty. 3
S-11 16732 600V 2#22, 2#18, 2#16 stranded 221°F (105°C) 100/box 1,000 ©
(0,6-2,6 mm?) wn
16733 600V 2#22, 2#18, 2#16 stranded 221°F (105°C) 1,000/bag 10,000 o
_. 2 (9]
(0,6-2,6 mm?) D
S-31 16734 600V 2#18, 3#14 (1,6—6,6 mm?) 221°F (105°C) 50/box 500 <
16735 600V 2#18, 3#14 (1,6-6,6 mm?) 221°F (105°C) 5,000/bag 5,000 (9]
S-60 16726 600V 2#16, 2#10 (2,1-8,2 mm?) — 100/box 1,000 O
16727 600V 2#16, 2#10 (2,1-8,2 mm?) — 1,000/bag 10,000 (@]
* 1000V for signs, lighting fixtures and luminaries. =)
Note: See package for complete wire listings. (':D
s
o
-
wn
~
vy
S
S-11 S-31 S-60 D
o
N
"Product Number ending in X = box; Product Number ending with K = bulk 111




5 Pin Terminals-Non-Insulated A

Wire
Product UPC Range Pin Barrel Barrel Terminals per:
Number’ (054007-) (AWG) Diameter L Length 1.D. PL Carton Case
MU18-47PX 49422 22-18 0.080 0.73 0.25 0.070 0.47 100 500
m MU18-47PK 49419 22-18 0.080 0.73 0.25 0.070 0.47 — 1000
('\I MU14-47PX 49421 16-14 0.080 0.73 0.25 0.090 0.47 100 500
m MU14-47PK 49418 16-14 0.080 0.73 0.25 0.090 0.47 — 1000
o MU10-55PX 49420 12-10 0.110 0.81 0.25 0.135 0.55 50 500
MU10-55PK 49417 12-10 0.110 0.81 0.25 0.135 0.55 — 500
3 — e —
—~ E.—
8 |<— PL—>| |-— PL— |<— PL—]
OO MU18-47P MU14-47P MU10-55P
é Wire Range 22-18 16-14 12-10
= Pin Terminals - Vinyl Insulated Butted Seam AL
Wire Maximum
00 Product UpC Range Pin Barrel Barrel Insulation Terminals per:
I\ Number’ (054007-) (AWG) Diameter L Length 1.D. PL Diameter Carton Case
Ln MVU18-47PX 49434 22-18 0.080 0.92 0.25 0.070 0.47 0.145 100 500
m MVU18-47PK 49431 22-18 0.080 0.92 0.25 0.070 0.47 0.145 — 1000
Lﬂ MVU14-47PX 49433 16-14 0.080 0.92 0.25 0.090 0.47 0.170 100 500
q. MVU14-47PK 49430 16-14 0.080 0.92 0.25 0.090 0.47 0.170 — 1000
N MVU10-55PX 49432 12-10 0.110 1.105 0.25 0.135 0.55 0.250 50 500
Ny MVU10-55PK 49429 12-10 0.110 1.105 0.25 0.135 0.55 0.250 — 500
| |
3 — —— — T |
o |‘— PL—] |<—PL—>| |<— PL—]
-
O MVU18-47P MVU14-47P MVU10-55P
c Wire Range 22-18 16-14 12-10
Pin Terminals - Nylon Insulated with Insulation Grip AL
Wire Maximum
Product UpPC Range Pin Barrel Barrel Insulation Terminals per:
Number? (054007-) (AWG) Diameter L Length 1.D. PL Diameter Carton Case
MNG18-47PX 49428 22-18 0.080 0.93 0.25 0.070 0.47 0.145 100 500
MNG18-47PK | 49425 22-18 0.080 0.93 0.25 0.070 0.47 0.145 — 1000
MNG14-47PX 49427 16-14 0.080 0.91 0.25 0.090 0.47 0.170 100 500
MNG14-47PK | 49424 16-14 0.080 0.91 0.25 0.090 0.47 0.170 — 1000
MNG10-55PX 49426 12-10 0.110 1.105 0.25 0.135 0.55 0.250 50 500
MNG10-55PK 49423 12-10 0.110 1.105 0.25 0.135 0.55 0.250 — 500
| L I
|<— L —>| I‘— L —>| | :|
|<— PL—| |<_ PL—| |<_ PL—>|
MNG18-47P MNG14-47P MNG10-55P
Wire Range 22-18 16-14 12-10

"Product Number ending in X = box; Product Number ending with K = bulk




Highland™
Bagged
Terminals

Highland terminals, disconnects, and
connectors are for use in the assembly
and maintenance of electrical systems.
Highland terminals offer effective and
reliable performance in avariety of
types of general applications.

Availablein low quantity, reclosable
bags Highland terminals are the optimal
choice for smaller jobs.
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Highland™ Rings - Non-Insulated @ W
Product B Stud or UPC

Number’ Wire Range Tab Size (054007-) Terminals/Bag Bags/Case
R10-6L 12-10 6 49892 50 5
R10-8L 12-10 8 70319 50 5
R10-8Q 12-10 8 70473 25 10
R10-10L 12-10 10 70320 50 5
R10-10Q 12-10 10 70474 25 10
R10-14L 12-10 1/4 70321 50 5
R10-14Q 12-10 1/4 70475 25 10
R14-4C 16-14 4 49896 100 5
R14-6C 16-14 6 70235 100 5
R14-6L 16-14 6 70322 50 10
R14-8C 16-14 8 70236 100 5
R14-8L 16-14 8 70323 50 10
R14-10C 16-14 10 70237 100 5
R14-10L 16-14 10 70324 50 10
R18-4C 22-18 4 49902 100 5
R18-6C 22-18 6 70238 100 5
R18-6L 22-18 6 70325 50 10
R18-8C 22-18 8 70239 100 5
R18-8L 22-18 8 70326 50 10
R18-10C 22-18 10 70240 100 5
R18-10L 22-18 10 70327 50 10

"Product Number ending in Q=25; L=50; C=100




g Highland™ Rings - Vinyl Insulated @ W

Product Stud or UpPC
Number Wire Range Tab Size (054007-) Terminals/Bag Bags/Case
RV10-6L 12-10 6 49893 50 5
RV10-8L 12-10 8 70328 50 5
8 RV10-8Q 12-10 8 70476 25 10
m RV10-10L 12-10 10 70329 50 5
O RV10-10Q 12-10 10 70477 25 10
RV10-14L 12-10 1/4 70330 50 5
m RV10-14Q 12-10 1/4 70478 25 10
q- RV10-38L 16-14 3/8 70331 50 5
Q RV10-38Q 16-14 3/8 70479 25 10
O RV10-516Q 16-14 5/16 49562 25 10
o RV14-4C 16-14 4 49897 100 5
0 RV14-6C 16-14 6 70241 100 5
é RV14-6L 16-14 6 70332 50 10
RV14-8C 16-14 8 70242 100 5
LL RV14-8L 16-14 8 70333 50 10
RV14-10C 16-14 10 70243 100 5
m RV14-10L 16-14 10 70334 50 10
N RV14-14C 16-14 1/4 70244 100 5
Lo RV14-14L 16-14 1/4 70335 50 10
00 RV14-516L 16-14 5/16 49560 50 10
Lo RV18-4C 22-18 4 49903 100 5
Q' RV18-6C 22-18 6 70245 100 5
N RV18-6L 22-18 6 70336 50 10
5 RV18-8C 22-18 8 70246 100 5
o RV18-8L 22-18 8 70337 50 10
w RV18-10C 22-18 10 70247 100 5
CD RV18-10L 22-18 10 70338 50 10
- RV18-14C 22-18 1/4 70248 100 5
O RV18-14L 22-18 1/4 70339 50 10
c RV18-516L 22-18 5/16 49561 50 10
al
Highland Standard Forks - Non-Insulated @ W
P_roduct Stud or UPC
Number Wire Range Tab Size (054007-) Terminals/Bag Bags/Case
F10-8L 12-10 8 70269 50 5
F10-8Q 12-10 8 70454 25 10
F10-10L 12-10 10 70270 50 5
F10-10Q 12-10 10 70455 25 10
F14-6C 16-14 6 70211 100 5
F14-6L 16-14 6 70271 50 10
F14-8C 16-14 8 70212 100 5
F14-8L 16-14 8 70272 100 5
F14-10C 16-14 10 70213 100 5
F14-10L 16-14 10 70273 50 10




Highland™ Standard Forks - Vinyl Insulated @ W g

Product Stud or UPC
Number Wire Range Tab Size (054007-) Terminals/Bag Bags/Case
FV10-6L 12-10 6 70287 50 5
FV10-6Q 12-10 6 70459 25 10
FV10-8L 12-10 8 70288 50 5 C_DI
FV10-8Q 12-10 8 70460 25 10 —
FV10-10L 12-10 10 70289 50 5 3
FV10-10Q 12-10 10 70461 25 10 =
FV14-6C 16-14 6 70224 100 5 -]
FV14-6L 16-14 6 70290 100 5 Q
FV14-8C 16-14 8 70225 50 10 (7
FV14-8L 16-14 8 70291 100 5 =
FV14-10C 16-14 10 70226 50 10 x
FV14-10L 16-14 10 70292 100 5 —
~+
()]
Q
Highland Block Forks - Non-Insulated @ w =
Product Stud or UPC Q
Number Wire Range Tab Size (054007-) Terminals/Bag Bags/Case _|
BF10-6L 12-10 6 49890 50 5 @)
BF10-8L 12-10 8 70249 50 5 o
BF10-8Q 12-10 8 70448 25 10 0N
BF10-10L 12-10 10 70205 50 5
BF10-10Q 12-10 10 70449 25 10
BF14-6C 12-10 10 70197 100 5
BF14-6L 16-14 6 70251 50 10 Py
BF14-8C 16-14 8 70198 100 50 5
BF14-8L 16-14 8 70252 50 10 «Q
BF14-10C 16-14 10 70199 100 5 @
BF14-10L 16-14 10 70253 50 10 %
BF18-6C 22-18 6 70200 100 5 o
n
BF18-6L 22-18 6 70254 50 10 2
BF18-8C 22-18 8 70201 100 5 g
BF18-8L 22-18 8 70255 50 10 L
BF18-10C 22-18 10 49898 100 5 oY)
&
(o]
9]
o
N




5 Highland™ Block Forks - Vinyl Insulated @ W

Product Stud or UPC
Number Wire Range Tab Size (054007-) Terminals/Bag Bags/Case
BFV10-6L 12-10 6 49891 50 5
BFV10-8L 12-10 8 70256 50 5

8 BFV10-8Q 12-10 8 70450 25 10

m BFV10-10L 12-10 10 70257 50 5

O BFV10-10Q 12-10 10 70451 25 10
BFV14-6C 16-14 6 70202 100 5

m BFV14-6L 16-14 6 70258 50 10

q- BFV14-8C 16-14 8 70203 100 5

Q BFV14-8L 16-14 8 70259 50 10

O BFV14-10C 16-14 10 70204 100 5

o BFV14-10L 16-14 10 70260 50 10

w BFV18-6C 22-18 6 70205 100 5

é BFV18-6L 22-18 6 70261 50 10
BFV18-8C 22-18 8 70206 100 5

LL BFV18-8L 22-18 8 70262 50 10
BFV18-10C 22-18 10 49899 100 5

m BFV18-10L 22-18 10 41515 50 10

N

LD

™

e} Highland Locking Forks - Non-Insulated @ W

q- Product Stud or UPC

N Number Wire Range Tab Size (054007-) Terminals/Bag Bags/Case

5 LF10-6Q 12-10 6 70462 25 10

(@) LF10-8Q 12-10 8 70463 25 10

w LF10-10Q 12-10 10 70464 25 10

CD LF10-14Q 12-10 14 70465 25 10

C LF14-6L 16-14 6 70293 50 10

O LF14-8L 16-14 8 70294 50 10

c LF14-10L 16-14 10 70295 50 10

Al LF18-4L 22-18 4 70296 50 10
LF18-6L 22-18 6 70297 50 10
LF18-8L 22-18 8 70298 50 10
Highland Locking Forks - Vinyl Insulated @ W
Product Stud or UPC
Number Wire Range Tab Size (054007-) Terminals/Bag Bags/Case
LFV10-6Q 12-10 6 70466 25 10
LFV10-8Q 12-10 8 70467 25 10
LFV10-10Q 12-10 10 70468 25 10
LFV10-14Q 12-10 14 70469 25 10
LFV14-6L 16-14 6 70299 50 10
LFV14-8L 16-14 8 70300 50 10
LFV14-10L 16-14 10 70301 50 10
LFV18-4L 22-18 4 70302 50 10
LFV18-6L 22-18 6 70303 50 10
LFV18-8L 22-18 8 70304 50 10




Highland™ Butt Splices

oy =

Product Stud or UPC
Number Wire Range Tab Size (054007-) Terminals/Bag Bags/Case
BS10L 12-10 NA 70263 50 5
BS10Q 12-10 NA 70452 25 10 _I
BS14L 16-14 NA 70207 100 5 CD
BS14Q 16-14 NA 70264 50 10 —
BS18L 22-18 NA 70208 100 5 3
BS18Q 22-18 NA 70265 50 10 —
-]
. . . )]
Highland Butt Splices - Vinyl Insulated € W &
Product Stud or UPC x
Number Wire Range Tab Size (054007-) Terminals/Bag Bags/Case ;-
BSV10L 12-10 NA 70263 50 5 m
BSV10Q 12-10 NA 70452 25 10
BSV14C 16-14 NA 70207 100 5 %
BSV14L 16-14 NA 70264 50 10 o
BSV18C 22-18 NA 70208 100 5
BSV18L 22-18 NA 70265 50 10 6'
. ) )]
Highland Female Disconnects @ W
Product Stud or UPC T
Number Wire Range Tab Size (054007-) Terminals/Bag Bags/Case (@)
=
FD10-250L 12-10 .250 70274 50 5 (7;
FD10-250Q 12-10 .250 70456 25 10 -
o
(e
pan-4
. . %))
Highland Female Disconnects - Non-Insulated @ W Re
Product Stud or UPC o
Number Wire Range Tab Size (054007-) Terminals/Bag Bags/Case 8
FD14-187C 16-14 .187 49894 100 5 )
FD14-187L 16-14 .187 49895 50 10 5
FD14-250C 16-14 .250 70214 100 5 o
FD14-250L 16-14 .250 70275 50 10 ;IEI
FD18-187C 22-18 .187 49900 100 5 3
FD18-187L 22-18 .187 49901 50 10 Q
FD18-250C 22-18 .250 70216 100 5 @
FD18-250L 22-18 .250 70276 50 10 Q
(%)
(@)
o
>
>
(9]
5,
(72}
~—~
o
QD
(@]
«
(9]
o
N
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g Highland™ Female Disconnects - Vinyl Insulated

@ W
Product Stud or UpPC
Number Wire Range Tab Size (054007-) Terminals/Bag Bags/Case
FDV10-250L 12-10 .250 70282 50 5
FDV10-250Q 12-10 .250 70458 25 10
8 FDV14-187C 16-14 .187 70220 100 5
m FDV14-187L 16-14 .187 70283 50 10
O FDV14-250C 16-14 .250 70221 100 5
FDV14-250L 16-14 .250 70284 50 10
Ln FDV18-187C 22-18 .187 70222 100 5
q- FDV18-187L 22-18 .187 70285 50 10
Q FDV18-250C 22-18 .250 70223 100 5
8 FDV18-250L 22-18 .250 70286 50 10
00
é Highland Female Disconnects - Nylon Fully Insulated @ W
LL mduct Stud or UpPC
Number Wire Range Tab Size (054007-) Terminals/Bag Bags/Case
00 FDI10-250L 12-10 .250 70277 50 5
I\ FDI10-250Q 12-10 .250 70457 25 10
Lo FDI14-187C 16-14 .187 70216 100 5
m FDI14-187L 16-14 .187 70278 50 10
LO FDI14-250C 16-14 .250 70217 100 5
q- FDI14-250L 16-14 .250 70279 50 10
Q FDI18-187C 22-18 .187 70218 100 5
O FDI18-187L 22-18 .187 70280 50 10
o FDI18-250C 22-18 .250 70219 100 5
OO FDI18-250L 22-18 .250 70281 50 10
Q
5
‘e Highland Male Tabs - Non-Insulated @ W
D— mduct Stud or UPC
Number Wire Range Tab Size (054007-) Terminals/Bag Bags/Case
MT10-250Q 12-10 .250 70470 25 10
MT14-187L 16-14 .187 70305 50 10
MT14-250L 16-14 .250 70306 50 10
MT18-187L 22-18 .187 70307 50 10
MT18-250L 22-18 .250 70308 50 10




Highland™ Male Tabs - Nylon Fully Insulated

o =

Product Stud or UPC
Number Wire Range Tab Size (054007-) Terminals/Bag Bags/Case
MTI10-250L 12-10 .250 70309 50 5
MTI10-250Q 12-10 .250 70471 25 10 _I
MTI14-187C 16-14 .187 70227 100 5 CD
MTI14-187L 16-14 .187 70310 50 10 —
MTI14-250C 16-14 .250 70228 100 5 3
MTI14-250L 16-14 .250 70311 50 10 —
MTI18-187C 22-18 .187 70229 100 5 3
MTI18-187L 22-18 .187 70312 50 10 QJ
MTI18-250C 22-18 .250 70230 100 5 U)
MTI18-250L 22-18 .250 70313 50 10 =
®
Highland Male Tabs - Vinyl Insulated @ W
Product Stud or UPC m
Number Wire Range Tab Size (054007-) Terminals/Bag Bags/Case -
MTV10-250L 12-10 .250 70314 50 5 Q
MTV10-250Q 12-10 .250 70472 25 10 —I
MTV14-187C 16-14 .187 70231 100 5 O
MTV14-187L 16-14 .187 70315 50 10 O
MTVI14-250C 16-14 .250 70232 100 5 U)
MTV14-250L 16-14 .250 70316 50 10
MTV18-187C 22-18 187 70233 100 5
MTV18-187L 22-18 .187 70317 50 10
MTV18-250C 22-18 .250 70234 100 5 T
MTV18-250L 22-18 .250 70318 50 10 CBD
>
(9]
Highland Snap Plugs - Vinyl Insulated @ W =
g p Flug y o
Product Stud or UPC 8
Number Wire Range Tab Size (054007-) Terminals/Bag Bags/Case S
SPV14-156L 16-14 .156 70340 50 10 CSD
SPV18-156L 22-18 .156 70343 50 10 (@)
—
(7]
—]
- 2
Highland Snap Receptacles - Nylon Fully Insulated @ W I
Product Stud or UPC Q
Number Wire Range Tab Size (054007-) Terminals/Bag Bags/Case >
o
SRI14-156L 16-14 .156 70340 50 10 -
SRI18-156L 22-18 .156 70341 50 10 E
(@]
(7))
~—~
09)
Q
«Q
(@]
D
o
N
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Solder Splice
Connectors

3M™ SSC 200x Solder Splice Connector

Shrink Ratio 3:1
The 3M SSC 200x Series Solder Splice Connector isan
ingenious, patented design. It is a one-piece splice insulated
with aflame-retardant, heat-shrinkable sleeve of 3M’s new
flexible THV fluoropolymer. THV offers outstanding clarity
of the clear insulating sleeve. It allows easy inspection of
the connection. Inside the sleeve are colored thermoplastic
sealing dams and awire-locking barrel with afluxed solder
disk. Size color-coding is provided through the colored
insert dams.

The SSC 200x Series Solder Splice Connector, in
four sizes, isideal for harnessfabrication in avariety
of industries: aerospace and military, marine, automotive,
appliance, and outdoor electrical wiring.

UL Recognized component.

3M SSC 200x Connectors

Product UPC  AWG* Heating  Inner Case

Number Color (051138-) Wire Size Time@700°C Pack Qty.
SSC 2000 (boxed) | White | 46596 28-20 9seconds | 25 | 250
(bulk) 46597 9 seconds — 11,000
SSC 2001 (boxed)| Red 40310 22-14 11seconds | 25 | 250
(bulk) 40395 11seconds | — |1,000
SSC 2002 (boxed) | Blue | 40311 20-10 15seconds | 25 | 250
(bulk) 40394 15seconds | — | 500
SSC 2003 (boxed) | Yellow | 40312 16-8 T 25 | 250
(bulk) 40393 — | 250

*Single-wire to single-wire connection

tHeating times for the Research Inc. Tube Toaster Model 4815. Heat gun air
temperatures over 700°F (370°C) may cause electrical insulation failure and should
be avoided. It is not recommended to heat the SSC 2003 in the Tube Toaster
Model 4815.

3M SSC 100x Solder Splice Connector

Shrink Ratio 3:1

The 3M SSC 100x Series Solder Splice Connector
isasimple, one-piece design. The outer layer isatube

of color-coded translucent, polyolefin heat-shrinkable
tubing lined with hot melt sealant, which provides both
insulation and a moisture seal, and allows easy inspection
of the solder connection. Inside the tubing is awire-locking
metal barrel that holds a fluxed solder disk.

The SSC 100x Series, in four color-coded sizes, isided
for harness fabrication in avariety of industries: marine,
automotive, appliance and outdoor electrical wiring.

UL Recognized component.

3M SSC 100x Connectors

Product UPC AWG Heat Gun Box Case
Number Color (051138-) Wire Size Time@345°C Qty. Qty.
SSC 1000 (boxed) | Clear | 52719 28-20 30seconds | 25 | 250
(bag) | Clear | 46980 28-20 30seconds | - |1,000
SSC 1001 (boxed) | Red 46598 24-14 40seconds | 25 | 250
(bag) Red 47827 24-14 40 seconds | - |1,000
SSC 1002 (boxed) | Blue 46600 22-10 70 seconds | 25 | 250
(bag) Blue 47828 22-10 70seconds | - | 500
SSC 1003 (boxed) | Yellow | 46602 20-8 140 seconds | 25 | 250
(bag) | Yellow | 47829 20-8 140 seconds | - | 250

"Product Number ending in X = box; Product Number ending with K = bulk



Kits

Scotchlok™ STK-1 Terminal Kit (Filled)

The Scotchlok
Termina Kitis
filled with3M’'s
most frequently
purchased low
voltage termination
products, including
14 of our most
popular terminals.

The STK-1is

26 constructed of durable
metal with individual

product compartments. While the compartments keep you
organized, the rugged metal frame protects the contents
even in the harshest environment. Overall box sizeis
13-3/4" L x 10" w x 2-1/2" H.

UpPC Boxes/  Boxes/
Product (051138-)  Color Bag Case
Scotchlok STK-1 25348 Red N/A 1
Terminal Box
Contents of STK-1 Qty.
Scotchlok TH-440 Crimping Tool 1
ScotchCode™ SPD-0-9 Tape Dispenser 1
3M™ 06225 Cable Ties 100
3M 06226 Cable Ties 100
Highland™ RV18-6 Ring Tongue Terminal 50
Highland RV18-8 Ring Tongue Terminal 50
Highland RV14-6 Ring Tongue Terminal 50
Highland RV14-8 Ring Tongue Terminal 50
Highland RV14-10 Ring Tongue Terminal 50
Highland RV10-10 Ring Tongue Terminal 25
Highland BFV14-8 Block Fork Terminals 50
Highland BFV14-10 Block Fork Terminals 50
Highland BFV18-8 Block Fork Terminals 50
Highland BFV18-6 Block Fork Terminals 50
Highland BSV18 Butt Connectors 50
Highland BSV14 Butt Connectors 50
Highland BSV10 Butt Connectors 25
Highland FDV14-250 Female Disconnects 50

Scotchlok Heat Shrink Terminal Box (Empty)

This rugged metal case
with customized interior
of molded plastic has
20 individua terminal
compartments and

one large crimp tool
compartment. Order
contents separately.
Overadl box sizeis
13-3/4" L x 10" w X

27 2-1/2" H.
UPC Boxes/ Boxes/
Product (054007-)  Color Bag Case
Scotchlok Heat Shrink 09966 Red 1 6
Terminal Box

Note: Box only

Scotchlok Steel Terminal Box (Empty)

Thismetal case with
plastic insert tray is
divided into 14 terminal
compartments, one

tool compartment

and two miscellaneous
compartments. Order
contents separately.
Overall box sizeis
13-3/4" L x 10" w x

Sogachicd el

28 2-1/2" H.
UPC Boxes/ Boxes/
Product (054007-)  Color Bag Case
Scotchlok Steel 11900 Red 1 6

Terminal Box

Note: Box only

Scotchlok Plastic Terminal Box (Empty)
Thisisaplastic
L organizing box for
terminals. It isdivided
into 13 compartments,
_ : including one size to
E hold a crimping tool.

Overdl box sizeis
11" L x 7" w X 1-3/4" H.

29

Order contents separately.

UPC Boxes/ Boxes/
Product (054007-)  Color Bag Case
Scotchlok Plastic 02351 Yellow 1 24

Terminal Box

Note: Box only
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TH-440 Scissors Style

A compact, high-quality tool designed

to perform the six most common

electrical wiring functions.

* Made of 1.125" (28,57 mm)
heat-treated carbon steel

¢ Handles avariety of terminal
and connector styles, insulated
and non-insulated

* Range of 22-10 AWG

¢ 3M Terminals and Connectors are
UL Listed and CSA Certified when
used with the TH-440

G

Features:
1. Anvil-type wire cutter for clean cuts.

2. Crimp diesfor 22-10 AWG
insulated terminals, connectors and
closed-end connectors.

3. Cut-off diesfor mild steel and non-ferrous screws.

4, Crimp dies for 22-10 AWG non-insulated terminals
and connectors.

5. Wire stripping stations for circumferencial cut-less effort.
6. Crimp diefor 7 and 8 mm ignition parts.
7. Cushioned, vinyl grips, red.

For specific tooling applications, refer to the smallest unit
container or the Tool Selection Guidesin the Appendix.

Product

(add package code UPC Wire Tools/ Tools/
when ordering) (054007-) Range Carton Case
TH-440 | 60825 | 2210 | 1 | 10

TH-450 Scissors Style

The most versatile heavy-duty tool

we've ever offered.

* Made of 1.40" (35,5 mm) high-
strength, heat-treated carbon steel

e Tool islightweight without
sacrificing strength

¢ Handles avariety of terminal and
conductor styles, including flags,
closed-end connectors, crimp sleeves
and standard parts, insulated and
non-insulated

» Range of 26-6 AWG

¢ 3M Terminals and Connectors are
UL Listed and CSA Certified when
crimped with the TH-450

Features:
1. Anvil-type wire cutter.

2-3. Crimp diesfor 26-10 AWG insulated terminals and
closed-end connectors.

4. Cut-off dies for mild steel and non-ferrous screws.

5. Crimp diesfor 126 AWG non-insulated terminals,
connectors, flags, disconnects, crimp sleeves and high-
temperature terminals.

6. Crimp dies for 6-8 AWG insulated terminals and
butt connectors.

7. Crimp die for 26-14 AWG non-insulated terminals,
connectors, flags, disconnects and crimp sleeves.

8. Wire-stripping stations for circumferencial cut-less effort.
9. Strip length guide.
10. Textured, cushioned grips, red.

For specific tooling applications, refer to the smallest unit
container or the Tool Selection Guides in the Appendix.

Product

(add package code UpPC Wire Tools/ Tools/
when ordering) (054007-) Range Carton Case
TH-450 | 13760 | 266 1 10

TR-482 Ratchet

Insulating Crimping
Dies NN

B Dies Color Coded

Spring Loaded
Locator and
Conductor Stop

Tool Capability:

Crimps barrel and insulation grip simultaneously on

No. 22-10 AWG (0,35-6,0 mm?) insulated terminals and
connectors: will crimp nylon or vinyl insulated, butted or
brazed seam terminals and connectors.



Crimping Dies:
No. 22-14 AWG (0,35-2,5 mm?) red and blue color coded.
No. 12-10 AWG (4,0-6,0 mm?) yellow color coded.

Field Re-calibration: Calibration of ratchet can be
accomplished in the field. See calibration and maintenance
instructions packaged with the tool.

Terminal Locator: Spring loaded locator orients, positions
and holds terminals and connectors.

Conductor Stop: Provides proper insertion of conductor in
the terminal barrel.

Positive Closure: Ratchet requires full closure of handles
to ensure proper crimp.

Materials and Finish: Hardened steel jaws and handles
with corrosion resistant finish.

Weight: 1.1 Ibs.
Grip: Plastic, red color.

Specifications:
Insulated terminals from 22—-10 AWG shall be crimped with
apositive action ratchet tool and be UL Listed with that tool.
The dies shall be of a smooth, contour shape and crimp the
conductor barrel and insulation grip simultaneously. The tool
shall have alocator which will orient the terminal, position
the terminal for crimping, hold the terminals in place, and act
asawire stop. Thetool shall be compound lever type with a
ratchet mechanism to insure positive closure for full crimping
cycle. Thetool shall be capable of field adjustment to proper
calibration with common tools and material s specified in the
mai ntenance and cdibration section of the instruction booklet
provided with the tool. The manufacturer shall provide a
guide for maintenance procedure and instructionsto field
inspect for specified die gaps. Jaws shall be hardened steel
and coated with a corrosion resistant finish. Tool shal bea
Scotchlok™ TR-482.

3M™ Terminals and Connectors are UL Listed and CSA
Certified with the TR-482. For specific tooling information,
see Tool Selection Guide in the Appendix.

UPC Wire Tools/ Tools/
Product (054007-) Range Carton Case
TR-482 | 11002 | 2210 | 1 10

TR-490 Ratchet

Dies Col Insulated
Tool Capability: Coded o
Crimps barrel and
insulation grip
independently on No.
22-10 AWG (0,35-6,0
mm?) insulated and non-
insulated terminals and
connectors: nylon or
vinyl insulated, butted
or brazed seam.
Crimping Dies: Ratchet RZZYJLe
Insulated No. 22-18 AWG Lever

(0,35-0,97 mm?) red color
coded.

Insulated no. 16-14 AWG
(2,3-25 mnv) blue color

coded.

Insulated No. 12-10 AWG Red
(4,0-6,0 mm?) yellow Plastic
color coded. Grip
Non-Insulated No. 22-14

AWG (0,35-2,5 mm?).

Non-Insulated No. 12-10 (4,0-6,0 mm?).

Field Re-calibration: Calibration adjustment of ratchet
can be accomplished in the field. See calibration and
maintenance instructions packaged with the tool.

Positive Closure: Ratchet requires full closure of handles
to ensure proper crimp. Ratchet release lever allows removal
of misplaced terminals.

Materials and Finish: Hardened steel jaws and handles
with corrosion resistant finish.

Weight: 0.8 |bs.
Grip: Plastic, red color.

Specifications:
Non-insulated and insulated terminals and connectors from
22-10 AWG shall be crimped with a positive action (ratchet)
tool and be UL Listed with that tool. Non-insulated die shall
be of an indent shape and insulated die shall be of aflat,
smooth shape capable of crimping pre-insulated vinyl and
nylon terminals and connectors. Dies shall be marked with
the appropriate wire range and insulated dies shall be color
coded: red for 22-18 AWG, blue for 16-14 AWG, and
yellow for 12-10 AWG. The tool shall be compound lever
type with aratchet mechanism to insure positive closure for
full crimping cycle. Tool shall be capable of field adjustment
to proper calibration with common tools and materials
specified in the maintenance and calibration section of the
instruction booklet provided with the tool. The manufacturer
shall provide a guide for maintenance procedure and
instructions to field inspect for specified die gaps. Jaws
shall be hardened steel and coated with a corrosion resistant
finish. Tool shall be a3M Scotchlok TR-490.

3M Terminals and Connectors are UL Listed and CSA
Certified with the TR-490. For specific tooling information,
see Tool Selection Guide in the the Appendix.

UPC Wire Tools/ Tools/
Product (054007-) Range Carton Case
TR-490 | 70481 | 2220 | 1 | 10
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5 Tools for Scotchlok™ Butt, Fork and Ring Terminals

Sargent
Air Tool
Ratchet Tools No. 5560 PC
Die
m Scissor Tools 3M Sargent Number
o o I
o 3 Y 8 8 G S
T T S N =3 o
Lr) = = o o ‘<_r| o
< = = = = » S
o™ [32] o
N Wire Terminal Barrel
b Range Prefix Style
8 22-18 M18- & MU18— Bare . . .
w 22-18 MV18- & MVU18— Vinyl . . . . . .
22-18 MN18- Nylon . . . . . .
é 22-18 MNG18- Nylon w/Grip . . . . . .
LL 16-14 M14- & MU14— Bare . . .
16-14 MV14- & MVU14— Vinyl . . . . . .
16-14 MN14- Nylon . . . . . .
901 16-14 MNG14— Nylon w/Grip . . . . . .
N 16-12 M12- & MU12—- Bare . . .
LO 16-12 MV12- & MVU12—- Vinyl . . . . . .
m 16-12 MNG12— Nylon w/Grip . . . . . .
LO 12-10 M10- & MU10— Bare . . .
q- 12-10 MV10- & MVU10- Vinyl . . . . . .
Q 12-10 MN10- Nylon . . . . . .
(@) 12-10 MNG10— Nylon w/Grip . . . . . .
@8 3 M8— Bare .
0 E MV8—(BUTTS) Vinyl .
GJ 8 MN8—(RINGS) Nylon .
C B M6— Bare .
O Note: MU18-, MU14—, MU10—/FLAG UL Listed and CSA Certified with TH-450 only.
c Rings (for #8 stud): -8R, —8R/L, —8R/S
Rings (for #10 stud): —10R
D— Forks (for #8 stud): —8F, —8FB, —8FFB, —8FL

Butts (no stud): BC




Tools for 3M Disconnects

Scissor Tools Ratchet Tools
3M 3M
_|
: g S ©
= = = = 3
Wire Terminal Barrel —
Range Prefix Style D)
22-18 | MUls- Bare . . . Q
22-18 MVU18— Vinyl N + 250 Male 250 Male 0N
22-18 MNG18— Nylon w/Grip . . . . -
22-18 MNU18- Nylon o . . . x
16-14 M14— Bare . . Not 187 —
Female ~
16-14 MVU14— Vinyl 250 Male 250 Male U)
16-14 MNG14— Nylon w/Grip . . . . Q
16-14 MNU14— Nylon . . . . )
12-10 MU10— Bare . . . o
12-10 MUG10- Bare w/Grip . . . _I
12-10 MVU10- Vinyl «/UL «/UL 250 Male/ 250 Male/ O
UL UL O
12-10 MNG10- Nylon w/Grip . . 250 Male* . —
12-10 MNU10- Nylon . . 250 Male . U)

MU18-, MU14—/FLAG UL Listed and CSA Certified with TH-450 only.
UL and CSA coverage includes 187 and 250 Quick Connects.

0.187 Quick-Connect: —187DF, —187DM, —187DMI

0.250 Quick-Connect: —250DF, —250DFI, —250DMI

Note: There are no competitor tools listed for use with 3M Disconnects.
+250 male, CSA; male & female UL

* The TR-482 Ratchet Tool can be used with this product.

S
=
»




Other Tools for Scotchlok™ Butt, Fork, Ring Terminals

Scissor Tools Ratchet Tools Toggle Tools
= 8.3 o 8 8|88 2|54
o e f F S Ef Lz gz
Al = i O 3 = E E = 2 i o
o B _ B2 s 2 88 3|8 |5 | ¢ =
Wire Terminal Barrel < = = I
O Range Prefix Style
LO 22-18 M18- & MU18— Bare . . . .
v 22-18 MV18- & MVU18- Vinyl . . . .
Q 22-18 MN18- Nylon . . .
@) | 22-18 MNG18— Nylon w/Grip . . . . .
O 22-18 MU18-/FLAG Bare . . .
w 16-14 M14- & MU14— Bare . . . .
16-14 MV14- & MVU14— Vinyl .
é 16-14 MN14—- Nylon . . . .
LL 16-14 MNG14- Nylon w/Grip . . . . .
16-14 MU14—-/FLAG Bare . . . .
m 16-12 M12- & MU12— Bare . . . .
l\ 16-12 MV12- & MVU12—- Vinyl . . . . .
LO 16-12 MNG12— Nylon w/Grip . . . . . .
m 12-10 M10- & MU10- Bare . . . .
LO 12-10 MV10- & MVU10- Vinyl . . . . .
q. 12-10 MN10- Nylon . . . . .
N 12-10 MNG10- Nylon w/Grip . . . . . .
p— | 12-10 MX10-/FLAG Bare . . .
8 8 M8— Bare . . (11822) | (H-20F)
w 8 MV8—(BUTTS) Vinyl . .
8 MN8—(RINGS) Nylon . . .
G) 6 M6— Bare . . (11823) | (H-20F)
- 6 MV6-(BUTTS) Vinyl . .
O 6 MN6—(RINGS) Nylon . .
E 4 M4— Bare . . (11824) | (H-20F)
4 MV4—(BUTTS) Vinyl .
4 MN4—(RINGS) Nylon . .

Specific Die Number for T & B WT-117 and M-R H-20 shown in parenthesis in tool column.
Rings (for #10 stud): —10R

Butts (no stud): BC

Note: There are no competitor scissor or ratchet hand tools that work with 3M disconnects.

'Product Number ending in X = box; Product Number ending with K = bulk




Terminal Stud Size Chart

Stud Size
US/Inches OUS/Metric
Diameter Diameter
#2 ([ 0.086" (2,144 mm) M2 L] 2,0 mm (0.080")
#4 [ ) 0.112" (2,844 mm) M2,5 [ ) 2,5 mm (0.100")
#5 [ ) 0.125" (3,175 mm) M3 [ ] 3,0 mm (0.120")
#6 . 0.138" (3,505 mm) M3,5 ‘ 3,5 mm (0.140")
#8 . 0.164" (4,166 mm) M4 . 4,0 mm (0.176")
#10 ‘ 0.190" (4,826 mm) M5 ‘ 5,0 mm (0.20")
1/4 ‘ 0.250" (6,350 mm) M6 ‘ 6,0 mm (0.24")
5/16 ‘ 0.3125" (7,938 mm) M8 . 8,0 mm (0.32")
3/8 ‘ 0.375" (9,525 mm) M10 ‘ 10,0 mm (0.40")
7116 ‘ 0.4375" (11,113 mm) M10 ‘ 10,0 mm (0.48")
1/2 ‘ 0.500" (12,700 mm) M12 ‘ 12,0 mm (0.48")
5/8 ‘ 0.625" (15,875 mm) M16 . 16,0 mm (0.64")
3/4 . 0.750" (19,050 mm) M18 . 18,0 mm (0.72")

3M Terminal
Hole
Diameter

0.095" (2,4 mm)

0.120" (3,0 mm)

0.148" (3,8 mm)

0.148" (3,8 mm)

0.174" (4,4 mm)

0.200" (5,1 mm)

0.265" (6,7 mm)

0.328" (8,3 mm)

0.397" (10,1 mm)

0.450" (11,4 mm)

0.515" (13,1 mm)

0.656" (16,7 mm)

0.781" (19,8 mm)

Ref: 1ISO 263-1973 for inch stud sizes and 1SO 262-1973 for metric stud sizes.

American Wire Gauge

Size Inches Millimeters
4/0 0.4600 11,684
3/0 0.4096 10,040
2/0 0.3648 9,266
1/0 0.3249 8,253
1 0.2893 7,347
2 0.2576 6,543

Size Inches Millimeters Size Inches Millimeters
4 0.2043 5,189 16 0.0508 1,290
6 0.1620 4,115 18 0.0403 1,024
8 0.1285 3,264 20 0.0320 0,813
10 0.1019 2,588 22 0.0253 0,643
12 0.0808 2,052 24 0.0201 0,511
14 0.0641 1,628 26 0.0159 0,404
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L ugs and Connectors

* Copper Connectors pg. 130
» Copper/Aluminum Connectors pg. 131
» Copper Lugs pg. 132
» Copper/Aluminum Lugs pg. 134
» Cl SeriesConnectors pg. 136

Scotchlok™ Lugs and Connectors are crimp connectors for
power cable conductors. These connectors are used when
splicing and terminating power cable.

Scotchlok 10000 and 11000 Series
Connectors and 30000 and 31000 Series Lugs

The Scotchlok 10000 and 11000 Series Connectors, and the
30000 and 31000 Series Lugs are used on copper conductors
only. They are availablein standard or long barrel designs
and are constructed of one-piece, seamless high-conductivity
copper. (UL 486A Listed).

Scotchlok 20000 Series Connectors and
40000 Series Lugs

The Scotchlok 20000 Series Connectors and 40000 Series
Lugs are for use with either copper or aluminum conductors.
These aluminum connectors and lugs feature color coded
end caps for identification. Contact aid provided in
connector and lug barrels is compatible with poly/EPR
insulations. (UL 486B Listed).

3M™ CI Series Connectors

3M CI Series Connectors are for splicing applications

on aluminum or copper cable conductors. The Cl Series
aluminum connectors are specially designed for use

with 3M QS-1, QS-I1 and QS-I11 pre-molded power cable
splice bodies. These connectors meet the requirements

of ANSI C119.4.

3M SC Series Aerial Stem Connectors

3M SC Series Aerial Stem Connectors feature an aluminum
barrel for installations on either copper or aluminum cable
conductors and are used when connecting ariser cableto an
overhead line. The SC series connectors are also used when
terminating an insulated power cable with 3M terminations.
The SC series connector is provided with afactory crimped
and sealed copper stem for aerial line connection.

Scotchlok Lugs and Connectors

( Features — Advantages — Benefits

* CIR Series Connectors pg. 137
* Oil Seal Lugs pg. 138
» SC Series Stem Connectors pg. 138
» 2000T Series Connectors pg. 140

3M OS Series Lugs

3M OS Series Lugs are copper lugs that feature a solid oil
stop. These lugs are for copper conductors only and are used
with 3M 5800-Pb series terminations on paper-insul ated lead
covered (PILC) cables.

3M CIR Series Connectors

3M CIR Series Connectors are specially designed for

use with 3M QS-1I Repair Splice Kits. They are aluminum
connectors for use on aluminum or copper cable conductors.
When used with the appropriate splice kit, these connectors
alow up to 6" (152 mm) of damaged cable conductor to

be removed, eliminating the need to splice in a new section
of cable. CIR series connectors meet the requirements of
ANSI C119.4.

Scotchlok 2000T Series

The Scotchlok 2000T series offers three solutions for your
copper and/or aluminum connecting needs for PILC power
cable. The Scotchlok 2000T-CU Series Connectors are
copper inline sleeves that are for use with copper conductor
cables of the same size when connecting copper cable to
copper cable only. When you need a product that connects
copper and auminum cables use the Scotchlok 2000T-
CU/AL Series Connectors. These connectors feature
auminum inline sleeves that can be used with aluminum

or copper conductor cables of the same size. For connecting
cables of different sizes and types, the Scotchlok 2000T
Reducer Seriesisyour answer. They are dluminum inline
sleeves that are applicable for both aluminum and copper
conductors, and because the barrel diameters at the connector
ends are different, it allows connecting conductors of
different size. All connectorsin the 2000T series feature
asolid center oil stop.

Simple installation using readily
available tools

Standard crimping tools

UL Listed for use with a variety of
manufacturers’ tools

Entrance chamfers

Guide cable into crimp area

Facilitate cable insertion




Specifications and Ordering Information for Scotchlok™ 10000 Series Copper Connectors-

Standard-Barrel up to 35 kV

N

~

<

o

Product UPC Color Wire Dimensions Minimum Order

Number (054007-) Code Size I.D. 0.D. L Case Qty.

10001 12717 Blue 6 AWG 0.196" 0.290" 1.750" 50 each
(5,0 mm) (7,3 mm) (44,4 mm)

10002 12725 Gray 4 AWG 0.247" 0.340" 1.750" 50 each
(6,2 mm) (8,6 mm) (44,4 mm)

10003 12733 Brown 2 AWG 0.307" 0.416" 1.880" 25 each
(7,8 mm) (10,6 mm) (47,6 mm)

10004 12758 Green 1AWG 0.358" 0.462" 1.880" 10 each
(9,2 mm) (11,7 mm) (47,6 mm)

10005 12766 Pink 1/0 AWG 0.394" 0.512" 1.880" 10 each
(10,0 mm) (13,0 mm) (47,6 mm)

10006 12774 Black 2/0 AWG 0.439" 0.560" 2.000" 10 each
(11,2 mm) (14,2 mm) (50,8 mm)

10007 12790 Orange 3/0 AWG 0.490" 0.617" 2.130" 10 each
(12,4 mm) (15,7 mm) (54,0 mm)

10008 12816 Purple 4]0 AWG 0.548" 0.687" 2.130" 10 each
(13,9 mm) (17,4 mm) (54,0 mm)

10009 12832 Yellow 250 kemil 0.595" 0.750" 2.250" 3each
(15,1 mm) (19,1 mm) (57,2 mm)

10010 12857 White 300 kemil 0.650" 0.813" 2.250" 3each
(16,5 mm) (20,7 mm) (57,2 mm)

10011 12873 Red 350 kemil 0.700" 0.875" 2.380" 3each
(17,8 mm) (22,2 mm) (60,4 mm)

10014 12899 Brown 500 kemil 0.836" 1.060" 2.880" 3each
(21,2 mm) (27,0 mm) (73,0 mm)

10019 12915 — 750 kemil 1.031" 1.299" 3.380" 3each
(26,2 mm) (33,0 mm) (85,8 mm)

10024 12931 — 1000 kemil 1.173" 1.500" 3.880" 3each
(29,8 mm) (38,2 mm) (98,4 mm)

Specifications and Ordering Information for Scotchlok 11000 Series Copper Connectors-
Long-Barrel up to 35 kV

Q)

Product UPC Color Wire Dimensions Minimum Order

Number (054007-) Code Size I.D. 0.D. L Case Qty.

11006 12782 Black 2/0 AWG 0.439" 0.560" 3.130" 10 each
(11,2 mm) (14,2 mm) (79,4 mm)

11007 12808 Orange 3/0 AWG 0.490" 0.617" 3.130" 10 each
(12,4 mm) (15,7 mm) (79,4 mm)

11008 12824 Purple 4/0 AWG 0.548" 0.687" 3.380" 10 each
(13,9 mm) (17,4 mm) (85,8 mm)

11009 12840 Yellow 250 kemil 0.595" 0.750" 3.380" 3 each
(15,1 mm) (19,2 mm) (85,8 mm)

11010 12865 White 300 kemil 0.650" 0.813" 4.130" 3each
(16,5 mm) (20,7 mm) (104,8 mm)

11011 12881 Red 350 kemil 0.700" 0.875" 4.130" 3each
(17,8 mm) (22,2 mm) (104,8 mm)

11014 12907 Brown 500 kemil 0.836" 1.060" 4.630" 3each
(21,2 mm) (27,0 mm) (117,5 mm)

11019 12923 — 750 kemil 1.031" 1.299" 5.880" 3each
(26,2 mm) (33,0 mm) (149,2 mm)

11024 12949 — 1000 kemil 1.173" 1.500" 6.130" 3 each
(29,8 mm) (38,12 mm) (155,6 mm)




Specification and Ordering Information for Scotchlok™ 20000 Series Copper/Aluminum
Connectors-(AL9CU) up to 35 kV

N

~

>

Q

Product UPC Color Wire Dimensions Minimum Order

Number (054007-) Code Size I.D. 0O.D. L Case Qty.

20001 13236 Gray 6 kemil 0.200" 0.344" 1.620" 50 each
(5,2 mm) (8,8 mm) (41,1 mm)

20002 13244 Green 4 AWG 0.265" 0.468" 1.880" 50 each
(6,7 mm) (11,8 mm) (47,8 mm)

20003 13251 Pink 2 AWG 0.307" 0.531" 2.000" 25 each
(7,8 mm) (13,5 mm) (50,8 mm)

20004 13269 Gold 1AWG 0.350" 0.531" 2.000" 10 each
(8,9 mm) (13,5 mm) (50,8 mm)

20005 13277 Tan 1/0 AWG 0.414" 0.640" 2.120" 10 each
(10,5 mm) (16,3 mm) (53,8 mm)

20006 13285 Olive 2/0 AWG 0.439" 0.687" 2.310" 10 each
(11,2 mm) (17,4 mm) (58,7 mm)

20007 13293 Ruby 3/0 AWG 0.484" 0.760" 2.620" 10 each
(12,3 mm) (19,3 mm) (66,5 mm)

20008 13301 White 4]0 AWG 0.562" 0.875" 2.750" 10 each
(14,3 mm) (22,2 mm) (69,9 mm)

20009 13319 Red 250 kemil 0.594" 0.906" 2.940" 3each
(15,1 mm) (23,0 mm) (74,7 mm)

20010 13327 Dark Blue 300 kemil 0.650" 1.010" 3.120" 3each

(150 mm?) (16,5 mm) (25,6 mm) (79,2 mm)

20011 13335 Brown 350 kemil 0.720" 1.105" 3.380" 3each
(18,3 mm) (28,1 mm) (85,9 mm)

20012 13343 Green 400 kemil 0.760" 1.187" 3.750" 3each
(19,3 mm) (30,2 mm) (95,3 mm)

20014 13350 Pink 500 kemil 0.843" 1.320" 3.880" 3each
(21,4 mm) (33,5 mm) (98,6 mm)

20016 13368 Black 600 kemil 0.923" 1.430" 4.120" 3each
(23,4 mm) (36,3 mm) (104,6 mm)

20019 13376 Yellow 750 kemil 1.031" 1.594" 4.620" 3each
(26,2 mm) (40,5 mm) (117,3 mm)

20020 13384 Light Blue 800 kemil 1.051" 1.655" 4.750" 3each
(26,7 mm) (42,0 mm) (120,7 mm)

20024 13392 White 1000 kemil 1.193" 1.843" 5.250" 3each

(500 mm?) (30,3 mm) (46,8 mm) (133,4 mm)

Product Referral Generator

Cold Shrink Splicing ................... pg. 231
— 5750 & 5760 Series
— 8420 Series

TapeSplicing .. ..., pg. 231
— 5700 Series

Resin Splicing ........... ... ........ pg. 231
— 82-A Series
— 82-F Series



Specification and Ordering Information for Scotchlok™ 30000 Series Copper Lugs-
One Hole up to 35 kV

< heed
l\"\| Q
Standard Dimensions Minimum
Product UPC Color Wire Stud Order
Number  (054007-) Code Size Size I.D. L B W P C Case Qty.
30014 12410 Blue 6 AWG 10" 0.196" 1.780" 0.750" 0.500" 0.750" 0.375" 50 each
(5 mm) (50mm)  (452mm) (191mm) (12,7mm) (19, 1mm) (9,5 mm)
30015 12428 Blue 6 AWG 1/4" 0.196" 1.780" 0.750" 0.500" 0.750" 0.375" 50 each
(6 mm) (50mm)  (452mm) (191mm) (12,7mm) (19, 1mm) (9,5 mm)
30016 12436 Blue 6 AWG 5/16" 0.196" 1.780" 0.750" 0.435" 0.750" 0.375" 50 each
(8 mm) (50mm)  (452mm) (191mm) (11,0mm) (19, 1mm) (9,5 mm)
30018 12444 Gray 4 AWG 10" 0.247" 1.940" 0.750" 0.485" 0.890" 0.375" 50 each
(5 mm) (6,3mm)  (493mm) (191mm) (123mm) (22,6 mm) (9,5 mm)
30019 12451 Gray 4 AWG 1/4" 0.247" 1.940" 0.750" 0.485" 0.890" 0.375" 50 each
(6 mm) (6,3mm)  (493mm) (191mm) (123mm) (22,6 mm) (9,5 mm)
30021 12469 Gray 4 AWG 3/8" 0.247" 1.940" 0.750" 0.590" 0.890" 0.375" 50 each
(10 mm) (6,3mm)  (493mm) (191mm) (151mm) (22,6 mm) (9,5 mm)
30022 12477 Brown 2 AWG 1/4" 0.307" 1.970" 0.810" 0.630" 0.890" 0.375" 25 each
(6 mm) (78mm)  (50,0mm)  (20,7mm) (159 mm) (22,6 mm) (9,5 mm)
30023 12485 Brown 2 AWG 5/16" 0.307" 1.970" 0.810" 0.630" 0.890" 0.375" 25 each
(8 mm) (78mm)  (50,0mm)  (20,7mm) (159 mm) (22,6 mm) (9,5 mm)
30024 12493 Brown 2 AWG 3/8" 0.307" 1.970" 0.810" 0.630" 0.890" 0.375" 25 each
(10 mm) (78mm)  (50,0mm)  (20,7mm) (159 mm) (22,6 mm) (9,5 mm)
30027 12501 Green 1AWG 5/16" 0.358" 1.970" 0.810" 0.690" 0.750" 0.375" 10 each
(8 mm) 91mm)  (50,0mm) (20,7mm) (17,4mm) (19, 1mm) (9,5 mm)
30028 12519 Green 1AWG 3/8" 0.358" 1.970" 0.810" 0.690" 0.750" 0.375" 10 each
(10 mm) 91mm)  (50,0mm) (20,7mm) (17,4mm) (19, 1mm) (9,5 mm)
30031 12527 Pink 1/0 AWG 5/16" 0.394" 2.160" 0.810" 0.750" 0.890" 0.375" 10 each
(8 mm) (10,0 mm)  (54,8mm)  (20,7mm) (19,0mm) (226 mm) (9,5mm)
30032 12535 Pink 1/0 AWG 3/8" 0.394" 2.160" 0.810" 0.750" 0.890" 0.375" 10 each
(10 mm) (10,0 mm)  (54,8mm)  (20,7mm) (19,0mm) (226 mm) (9,5mm)
30036 12543 Black 2/0 AWG 3/8" 0.439" 2.370" 0.870" 0.810" 1.110" 0.375" 10 each
(10 mm) (11,2mm)  (60,2mm)  (22,2mm) (20,7 mm) (282mm)  (9,5mm)
30041 12568 Orange 3/0 AWG 1/2" 0.490" 2.630" 0.940" 0.910" 1.110" 0.531" 10 each
(12 mm) (12,4mm) (66,8mm)  (23,8mm) (23,0mm) (282mm) (13,5mm)
30045 12584 Purple 4/0 AWG 1/2" 0.548" 2.600" 0.970" 1.000" 1.110" 0.531" 10 each
(12 mm) (139mm)  (659mm)  (246mm) (254mm) (282mm) (13,5mm)

' Product Referral Generator
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Specifications and Ordering Information for Scotchlok™ 31000 Series Copper Lugs-
One Hole, Long-Barrel up to 35 kV

Q)

Standard Dimensions Minimum
Product UPC Color Wire Stud Order
Number  (054007-) Code Size Size I.D. L B w P C Case Qty.
31036 12550 Black 2/0 AWG 3/8" 0.439" 2.840" 1.440" 0.812" 0.890" 0.375" 10 each
(72,2 mm) (10 mm) (11,2mm)  (722mm) (36,5mm) (20,6 mm) (22,6 mm)
31041 12576 Orange 3/0 AWG 1/2" 0.490" 3.130" 1.440" 0.910" 1.110" 0.531" 10 each
(12 mm) (124mm)  (795mm)  (365mm) (230mm) (28,2mm) (13,5mm)
31045 12592 Purple 4/0 AWG 1/2" 0.548" 3.320" 1.560" 1.000" 1.110" 0.531" 10 each
(12 mm) (13,9mm)  (844mm)  (39,7mm) (254 mm) (28,2mm) (13,5mm)
31049 12618 Yellow 250 kemil 1/2" 0.590" 3.380" 1.500" 1.130" 1.110" 0.531" 10 each
(12 mm) (151mm) (858mm)  (380mm) (286mm) (28,2mm) (13,5mm)
31053 12634 White 300 kemil 1/2" 0.650" 3.780" 1.940" 1.220" 1.110" 0.531" 10 each
(150 mm?) (12 mm) (16,5mm)  (96,0mm)  (492mm) (309mm) (28,2mm) (13,5mm)
31056 12659 Red 350 kemil 1/2" 0.700" 3.840" 1.940" 1.270" 1.110" 0.531" 10 each
(12 mm) (17.8mm)  (975mm)  (492mm) (323mm) (28,2mm) (13,5mm)
31060 11978 Blue 400 kemil 1/2" 0.762" 4.160" 2.000" 1.410" 1.340" 0.650" 10 each
(12 mm) (19,3mm)  (105,7mm) (50,8 mm) (358 mm) (34,2mm) (16,66 mm)
31066 12675 Brown 500 kemil 1/2" 0.836" 4.500" 2.190" 1.530" 1.340" 0.660" 10 each
(12 mm) (21,2mm)  (1143m) (556 mm) (389mm) (342mm) (16,8 mm)
31067 12683 Brown 500 kemil 5/8" 0.836" 4.500" 2.190" 1.530" 1.340" 0.660" 10 each
(16 mm) (21,2mm) (1143mm) (556 mm) (389mm) (34,2mm) (16,8 mm)
31068 11980 Green 600 kemil 1/2" 0.920" 5.120" 2.690" 1.690" 1.750" 0.870" 6 each
(12 mm) (23,4mm)  (130,0mm) (682mm) (429 mm) (44,4mm) (22,2 mm)

Specifications and Ordering Information for Scotchlok 31000 Series Copper Lugs-Two Hole,
Long-Barrel up to 35 kV

Q)

Product UPC Color  Wire Stud Dimensions Min. Order
Number (054007-) Code  Size Size I.D. L B W P C ct Case Qty.
31145 12600 Purple | 4/0 AWG 1/2" 0.548" 5.160" 1.560" 1.000" 3.000" 0.630" 1.750" 10 each
(12 mm) (13,9 mm) (131,0mm)  (44,4mm) (39,7mm) (254 mm) (76,2mm) (159 mm)
31149 12626 Yellow | 250 kemil 12" 0.595" 5.310" 1.560" 1.130" 3.000" 0.630" 1.750" 10 each
(12 mm) (152 mm) (1349mm) (39,7mm) (28,6 mm) (76,2mm) (159 mm) (44,4mm)
31153 12642 White | 300 kemil 12" 0.650" 5.750" 1.940" 1.220" 3.000" 0.630" 1.750" 10 each
(150 mm?) | (12 mm) (16,5mm)  (146,0mm) (49,2mm) (31,0mm) (76,2mm) (159 mm) (44,4 mm)
31156 12667 Red 350 kemil 1/2" 0.700" 5.750" 1.940" 1.310" 3.000" 0.630" 1.750" 10 each
(12 mm) (17,8mm) (146,0mm) (49,2mm) (33,4mm) (76,2mm) (159 mm) (44,4 mm)
31160 11979 Blue | 400 kemil 1/2" 0.762" 6.000" 2.120" 1.410" 3.090" 0.620" 1.750" 10 each
(12mm) | (19,35 mm) (152,4mm) (59,8 mm) (358mm) (785mm) (15,7 mm) (44,4 mm)
31166 12691 Brown | 500 kcmil 1/2" 0.836" 6.160" 2.190" 1.530" 3.000" 0.630" 1.750" 10 each
(12 mm) (21,2mm) (156,4mm) (55,6 mm) (389mm) (76,2mm) (159 mm) (44,4 mm)
31168 11981 Green | 600 kcmil 1/2" 0.923" 6.720" 2.620" 1.690" 3.120" 0.620" 1.750" 6 each
(12mm) | (23,44 mm) (170,6 mm) (66,5mm) (429mm) (79,2mm) (15,7 mm) (44,4 mm)
31172 12709 Black | 750 kemil 1/2" 1.031" 7.000" 2.810" 1.720" 3.000" 0.630" 1.750" 6 each
(12 mm) (26,2mm) (177,8mm) (71,5mm) (43,7mm) (76,2mm) (159 mm) (44,4 mm)
31178 00907 — 1000 kemil 1/2" 1.173" 7.280" 2.940" 1.720" 3.000" 0.630" 1.750" 6 each
(500 mm?) | (12 mm) (29,3mm) (1849mm) (746 mm) (43, 7mm) (76,2mm) (159 mm) (44,4 mm)




Specifications and Ordering Information for Scotchlok™ 40000 Series Copper/Aluminum

Lugs-One Hole (AL9CU) up to 35 kV

Q)

Product UPC Color Wire Stud Dimensions Min. Order
Number  (054007-) Code Size Size 1.D. L B W P C Case Qty.
40016 13400 Gray 6 AWG 5/16" 0.200" 2.300" 1.000" 0.550" 0.880" 0.440" 50 each
(8 mm) (5,2 mm) (58,4mm) (254mm)  (140mm)  (22,3mm) (11,2 mm)
40020 13418 Green 4 AWG 5/16" 0.265" 2.300" 1.000" 0.690" 1.000" 0.440" 50 each
(8 mm) (6,7 mm) (58,4mm) (254 mm)  (175mm) (254 mm) (11,2 mm)
40024 13426 Pink 2 AWG 3/8" 0.307" 2.500" 1.000" 0.810" 1.120" 0.440 25 each
(10 mm) (7,8 mm) (635mm) (254mm) (20,6 mm)  (28,4mm) (11,2 mm)
40025 13434 Pink 2 AWG 172" 0.307" 2.500" 1.000" 0.810" 1.120" 0.440" 25 each
(12 mm) (7,8 mm) (63,5mm (254 mm) (20,6 mm)  (284mm) (11,2 mm)
40028 13442 Gold 1AWG 3/8" 0.350" 2.560" 0.940" 0.750" 1.120" 0.440" 10 each
(10 mm) (8,9 mm) (650mm)  (239mm)  (191mm)  (28,4mm) (11,2 mm)
40029 13459 Gold 1AWG 1/2" 0.350" 2.560" 0.940" 0.750" 1.120" 0.440" 10 each
(12 mm) (8,9 mm) (65,0mm)  (239mm)  (191mm)  (284mm) (11,2 mm)
40032 13467 Tan 1/0 AWG 3/8" 0.414" 3.190" 1.250" 0.880" 1.250" 0.620" 10 each
(10 mm) (10,5mm)  (81,0mm) (31,8mm)  (224mm) (31,8 mm) (15,7 mm)
40033 13475 Tan 1/0 AWG 172" 0.414" 3.190" 1.250" 0.880" 1.250" 0.620" 10 each
(12 mm) (10,5 mm) (81,0mm  (31,8mm)  (224mm) (31,8 mm) (15,7 mm)
40037 13483 Olive 2/0 AWG 1/2" 0.439" 3.190" 1.380" 0.940" 1.250" 0.620" 10 each
(12 mm) (11,2mm)  (81,0mm) (351mm) (239mm) (31,8 mm) (15,7 mm)
40041 13491 Ruby 3/0 AWG 172" 0.484" 3.440" 1.500" 1.060" 1.310" 0.620" 10 each
(12 mm) (12,3mm)  (87,4mm) (381mm) (269mm)  (335mm) (15,7 mm)
40045 13509 White 4/0 AWG 1/2" 0.562" 3.560" 1.500" 1.190" 1.310" 0.620" 10 each
(12 mm) (143mm)  (90,4mm) (381mm) (30,2mm)  (335mm) (15,7 mm)
40046 13517 White 4/0 AWG 5/8" 0.562" 3.560" 1.500" 1.190" 1.310" 0.620" 10 each
(16 mm) (143mm)  (90,4mm) (381mm) (30,2mm)  (335mm) (15,7 mm)
40049 13525 Red 250 kemil 1/2" 0.594" 3.620" 1.620" 1.250" 1.310" 0.620" 10 each
(12 mm) (152 mm)  (919mm) (4L,1mm) (3L,8mm)  (335mm) (15,7 mm)
40050 13533 Red 250 kemil 5/8" 0.594" 3.620" 1.620" 1.250" 1.310" 0.620" 10 each
(16 mm) (152 mm)  (919mm) (4L,1mm) (3L,8mm)  (335mm) (15,7 mm)
40053 13541 Dark Blue 300 kemil 1/2" 0.650" 4.000" 2.250" 1.380" 1.310" 0.620 10 each
(150 mm?) (12 mm) (16,5mm)  (101,6 mm) (57,2mm)  (350mm)  (335mm) (15,7 mm)
40056 13558 Brown 350 kemil 1/2") 0.720" 4.250" 2.250" 1.500" 1.310" 0.620" 10 each
(12 mm) (18,3mm)  (1080mm) (57,2mm) (381 mm)  (335mm) (15,7 mm)
40057 13566 Brown 350 kemil 5/8" 0.720" 4.250" 2.250" 1.500" 1.310" 0.620" 10 each
(16 mm) (18,3mm)  (1080mm) (57,2mm) (381 mm)  (335mm) (15,7 mm)
40067 13574 Pink 500 kemil 5/8" 0.843" 5.440" 3.000" 1.750" 1.500" 0.620" 10 each
(16 mm) (21,4mm)  (1382mm) (76,2mm)  (445mm)  (38,1mm) (15,7 mm)
40073 13582 Yellow 750 kemil 5/8" 1.031" 6.500" 3.380" 1.750" 1.870" 0.875" 6 each
(16 mm) (26,2mm)  (1651mm) (859 mm)  (445mm)  (475mm) (22,2 mm)
40079 13590 Brown 1000 kemil 5/8" 1.193" 7.870" 4.620" 2.560" 1.870" 0.875" 6 each
(500 mm?) (16 mm) (30,3mm)  (200,0 mm) (117,3mm) (65,0 mm) (47.5mm) (22,2 mm)




Specifications and Ordering Information for Scotchlok™ 40000 Series Copper/Aluminum
Lugs-Two Hole (AL9CU) up to 35 kV

g
F W
Product UPC Color  Wire Stud Dimensions Min. Order
Number (054007-) Code Size Size 1.D. L B W P C C! Case Qty.
40132 13608 Tan 1/0 AWG 3/8" 0.414" 5.28" 1.500" 0.880" 3.250" 0.620" 1.750" 10
(10 mm) (10,5mm)  (1341mm (38,1mm) (22,4mm) (82,6 mm) (157 mm) (44,4 mm) each
40137 13616 Olive | 2/0 AWG 1/2" 0.439" 5.500" 1.500" 0.940" 3.250" 0.620" 1.750" 10
(12 mm) (11,2mm) (139,7mm) (38,1 mm) (239mm) (82,6 mm) (157 mm) (44,4 mm) each
40141 13624 Ruby | 3/0 AWG 1/2" 0.484" 5.500" 1.500" 1.060" 3.250" 0.620" 1.750" 10
(12 mm) (12,3mm) (139,7mm) (38,1 mm) (269mm) (82,6 mm) (157 mm) (44,4 mm) each
40145 13632 White | 4/0 AWG 1/2" 0.562" 5.940" 1.750" 1.190" 3.380" 0.620" 1.750" 10
(12 mm) (14,3 mm) (1509 mm) (445mm) (30,2mm) (859mm) (157 mm) (44,4 mm) each
40149 13640 Red | 250 kemil 1/2" 0.594" 6.000" 1.750" 1.250" 3.380" 0.620" 1.750" 10
(12 mm) (151 mm) (1524 mm) (445mm) (31,8mm) (859mm) (157 mm) (44,4 mm) each
40153 13657 | Dark Blue| 300 kemil 1/2" 0.650" 6.560" 2.250" 1.310" 3.560" 0.620" 1.750" 10
(150 mm?) | (12 mm) (16,5mm) (166,6 mm) (57,2mm) (33,3mm) (90,4 mm) (15,7 mm) (44,4 mm) each
40156 13665 Brown | 350 kemil 1/2" 0.720" 6.560" 2.250" 1.500" 3.560" 0.620" 1.750" 10
(12 mm) (18,3mm) (166,6 mm  (57,2mm) (38,1mm) (90,4mm) (15,7 mm) (44,4 mm) each
40160 13673 Green | 400 kemil 1/2" 0.760" 6.880" 2.500" 1.620" 3.560" 0.620" 1.750" 10
(12 mm) (19,3mm) (1748mm) (635mm) (41,1mm) (90,4mm) (157 mm) (44,4 mm) each
40166 13681 Pink | 500 kemil 1/2" 0.843" 7.310" 3.000" 1.750" 3.560" 0.620" 1.750" 10
(12 mm) (21,4 mm) (185,7mm) (76,2mm) (445mm) (90,4mm) (157 mm) (44,4 mm) each
40170 13699 Black | 600 kemil 1/2" 0.923" 7.500" 3.000" 1.750" 3.620" 0.620" 1.750" 6
(12 mm) (23,4Amm) (190,5mm) (76,2mm) (445mm) (91,9mm) (157 mm) (44,4 mm) each
40172 13707 | Yellow | 750 kemil 1/2" 1.031" 8.250" 3.380" 1.750" 3.620" 0.620" 1.750" 6
(12 mm) (26,2mm) (209,6 mm) (859 mm) (445mm) (91,9mm) (157 mm) (44,4 mm) each
40178 13715 Brown | 1000 kemil 1/2" 1.193" 9.620" 4.620" 2.560" 3.620" 0.620" 1.750" 6
(500 mm?) | (12 mm) (30,3mm) (244,3mm) (1174mm) (650mm) (91,9mm) (157 mm) (44,4 mm) each

' Product Referral Generator
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— 5300 Series



Specifications and Ordering Information for 3M ™ CI Series Connectors up to 35 kV

Note: These 3M CI series connectors are for use with molded rubber splices.

' Product Referral Generator
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el £ AT SPCING ..o pg. 231
: s — 5400 Series
e — 5420 Series
li — QS-II Splices
Product UPC Conductor Size Cu or Al Connector Min. Order
Number Description (054007-) Stranded Solid Length 0.D. Case Qty.

Cl-22 Used with molded rubber splices 25636 4 AWG 2 AWG 2.0 0.63" 10 each
(16 mm)

Cl-2 Used with molded rubber splices 11651 2 AWG 1 AWG 2.0 0.63" 10 each
(16 mm)

Cl-21 Used with molded rubber splices 11856 2,1 AWG 1, 1/0 AWG 2.0 0.63" 10 each
(16 mm)

Cl-21-840 Used with molded rubber splices 09136 2,1 AWG 1, 1/0 AWG 3.0 0.90" 10 each
(22 mm)

CI-1/0 Used with molded rubber splices 11867 1/0 AWG — 2.0 0.63" 10 each
(16 mm)

CI-1/0-840 Used with molded rubber splices 09137 1/0 AWG — 3.0 0.90" 10 each
(22 mm)

Cl-2/0 Used with molded rubber splices 11875 2/0 AWG — 3.0 0.91" 10 each
(23 mm)

CI-3/0 Used with molded rubber splices 11883 3/0 AWG — 3.0 0.90" 10 each
(22 mm)

Cl-4/0 Used with molded rubber splices 11891 4]0 AWG — 3.0 0.90" 10 each
(22 mm)

CI-250 Used with molded rubber splices 11909 250 kemil — 3.75 1.11" 10 each
(28 mm)

CI-350 Used with molded rubber splices 11925 350 kemil — 3.70 1.11" 10 each
(28 mm)

Cl-450 Used with molded rubber splices 11933 500 kemil — 4.25 13" 10 each
Compact (33 mm)

CI-500 Used with molded rubber splices 25644 500 kemil — 4.25 13" 10 each
(33 mm)

CI-650 Used with molded rubber splices 11941 750 kemil — 4.66 7 10 each
Compact (43 mm)

CI-750 Used with molded rubber splices 25651 750 kemil — 4.66 157" 10 each
(40 mm)

Specifications and Ordering Information for 3M CI-A Series Connectors up to 35 kV
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. /7 - 5420 Series
~{ - 5432 Series
. — 5450 Series
— 5460 Series
Product UPC Conductor Size Cu or Al Connector Min. Order
Number Description (054007-) Stranded Solid 0.D. Case Qty.
CI-1/0A Used with molded rubber splices 14176 1/0 AWG — 0.91" 10 each
3M 5420 Series, 5461 splice kit and 5450 Series (23 mm)
CI-1A Used with molded rubber splices 00722 1AWG 1/0 AWG 0.91" 10 each
3M 5420 Series, 5461 splice kit and 5450 Series (23 mm)
Cl-2A Used with molded rubber splices 00721 2 AWG 1AWG 0.91" 10 each
3M 5420 Series, 5461 splice kit and 5450 Series (23 mm)
Cl-22A Used with molded rubber splices 15868 — 2 AWG 0.91" 10 each
3M 5420 and 3M 5450 Series (23 mm)




Specifications and Ordering Information for 3M ™ CI-T Series Transition Connectors up to
3B kV

' Product Referral Generator

L
Splicing . ......... ... pg. 231
— 5411 Series
—QS-lI
Conductor Size Cu or Al Minimum
Product UPC From Cable A to Cable B Connector Order
Number Description (054007-) Str. Solid Str. Solid 0.D. Case Qty.
CI-T-1 Transition connector used with 11958 4 2 1 1/0 0.63" 10 each
3M 5411 and 3M 5501splice kits (16 mm)
CI-T-2 Transition connector used with 11966 2 1 1 1/0 0.63" 10 each
3M 5411 and 3M 5501splice kits (16 mm)
CI-T-3 Transition connector used with 11974 4 2 1/0 — 0.63" 10 each
3M 5411 and 3M 5501splice kits (16 mm)
CI-T-4 Transition connector used with 11982 2 1 1/0 — 0.63" 10 each
3M 5411 and 3M 5501splice kits (16 mm)
CI-T-5 Transition connector used with 11990 2 1 4 2 0.63" 10 each
3M 5411 and 3M 5501splice kits (16 mm)

Specifications and Ordering Information for 3M CIR Series Connectors

Note: These extra long connectors are used to bridge gaps up to six inches
when a piece of damaged cable is removed. They can be used with copper or
aluminum conductors.

(7~
\\ . Splicing ..o pg. 231
o - 5411R Series
\\ \\ — 5412R Series
\\ \\ — 5451R Series
™
Cp
Product UPC Conductor Size Cu or Al Connector Splice Min. Order
Number Description (054007-) Stranded Solid 0.D. Body Case Qty.
CIR-1/0 Used with molded 09358 1/0 AWG — 0.63" 5411R 10 each
rubber splice kit (16 mm)
CIR-1/0-840 Used with molded 09137 1/0 AWG — 0.91" 5451R —
rubber splice kit (23 mm)
CIR-21 Used with molded 09357 2, 1 AWG 1, 1/0 AWG 0.63" 5411R 10 each
rubber splice kit (16 mm)
CIR-21-840 Used with molded 09136 2, 1 AWG 1, 1/0 AWG 0.91" 5451R 10 each
rubber splice kit (23 mm)
CIR-22 Used with molded 09356 4 AWG 2 AWG 0.63" 5411R 10 each
rubber splice kit (220 insul. only) (16 mm)
CIR-1/0A Used with molded 50226 1/0 AWG — 0.91" 5451R 10 each
rubber splice kit (23 mm)
CIR-2/0 Used with molded 41964 2/0 AWG — 0.91" 5412R 10 each
rubber splice kit (220 mil only) (23 mm)
CIR-3/0 Used with molded 41965 3/0 AWG — 0.91" 5412R 10 each
rubber splice kit (23 mm)
CIR-4/0 Used with molded 50228 4/0 AWG — 0.91" 5412R 10 each
rubber splice kit (23 mm)
CIR-21A Used with molded 50227 2,1AWG 1, 1/0 AWG 0.91" 5451R 10 each
rubber splice kit (23 mm)




Specifications and Ordering Information for 3M ™ Oil Seal Lugs up to 35 kV

Note: 3M oil seal lugs are copper lugs specially made for use with the 5800-Pb
series cold shrink termination kits and on copper conductors.

' Product Referral Generator
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Product UPC Stud Conductor Range Inner Min. Order
Number Description (054007-) Size Stranded ID Solid Unit Pack Case Qty.
0S-0001 One hole 50438 3/8" 2 0.307 1 1 10 each
0S-0010 One hole 50439 3/8" 1/0 0.414 20 1 10 each
0S-0020 One hole 50440 3/8" 2/0 0.439 3/0 1 10 each
0S-0030 One hole 50441 12" 3/0 0.490 410 1 10 each
0S-0040 One hole 50442 1/2" 4/0 0.548 250 1 10 each
0S-0250 Two holes 50443 12" 250 0.595 — 2 10 each
0S-0350 Two holes 50444 1/2" 350 0.700 — 2 10 each
0S-0500 Two holes 50445 12" 500 0.886 — 2 10 each
0S-0750 Two holes 50446 1/2" 750 1.031 — — 3each
0S-1000 Two holes 50447 12" 1000 1.173 — — 3each

Specifications and Ordering Information for 3M SC Series Stem Connectors up to 35 kV

Note: The 3M SC series stem connectors can be used with 3M cold shrink
terminations. The stem connectors have copper stems, aluminum barrels
with antioxidant paste and are used for copper or aluminum conductors.

Terminating . ............c. i, pg. 203
( —1¢ D — 5600 Series
— 7600 Series
Product UPC Stem Conductor Size AWG/kemil Inner Min. Order
Number Description (054007-) Diameter Stranded Solid Unit Pack Case Qty.
SC0001 Size 2 &1 14655 0.257" 2&1 1&10 1/hox 10 each
SC0002 Size 2 14648 0.257" 4 2 1/box 10 each
SC0010 Size 1/0 14663 0.257" 1/0 210 1/hox 10 each
SC0020 Size 2/0 14671 0.325" 2/0 3/0 1/box 10 each
SC0030 Size 3/0 14689 0.325" 3/0 400 1/hox 10 each
SC0040 Size 4/0 14697 0.325" 410 — 1/box 10 each




Specifications and Ordering Information for 3M™ CP-1 Parallel Clamp up to 35 kV

Note: The 3M CP-1 parallel clamp is used in aerial connections with the SC
series stem connectors.

' Product Referral Generator
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Connecting . ......... ..t pg. 138
— SC Series Stem Connectors

Product UPC Conductor Minimum Order

Number (054007-) Size Case Qty.

CP-1 12204 6 Solid-2/0 Stranded 10 each
(14-60 mm?)

=
C

Q
7
Q
)
a
@)
o
)
>
®
0
(o
O
q
»
O
Y]
Y
o
D
@
0
QD
3

©




Scotchlok™ 2000T CU/AL Reducer Series up

to 35 kV ' Product Referral Generator

Scotchlok 2000T Reducer Series Connectors are aluminum ]
inline sleeves that are applicable for both aluminum and

copper conductors and are specifically designed for use Sp—”%nsgsbbbbl Series T Pg. 231
with IPLC power cable. The barrel diameters on each end _ QS 2000T Series

are different, to allow connecting conductors of different
size. They can be used on concentric, compressed and
compact stranded conductors. When used with sector shaped
conductors, arounding die is recommended to round-out the
sector shape. The 2000T reducer series connectors, like all
2000T series connectors are designed for use with 3M splice
kits, CS500 series, Scotchlok 2000T series, Scotchlok
2000-3T series and 5700 series splice kits. These connectors
have a solid center oil stop and meet ANS| Standard C-119.4.

— QS 2000-3T Series

Specifications and Ordering Information for Scotchlok 2000T CU/AL Reducer Series

Product UPC 0.D* Length Minimum Order
Number (054007-) (in.) (in.) Case Qty.
2000T 4-1/0 CU/AL 42223 0.640 4.740 9 connectors
2000T 3-1/0 CU/AL 42224 0.640 4.740 9 connectors
2000T 2-1 CU/AL 42225 0.6470 4.740 9 connectors
2000T 2-1/0 CU/AL 42226 0.640 4.740 9 connectors
2000T 1-1/0 CU/AL 42227 0.640 4.740 9 connectors
2000T 1/0-2/0 CU/AL 42228 0.910 4.700 3 connectors
2000T 2/0-4/0 CU/AL 42229 0.910 4.700 3 connectors
2000T 3/0-350 CU/AL 42230 1.125 4.700 3 connectors
2000T 4/0-350 CU/AL 42231 1.125 4.700 3 connectors
2000T 250-350 CU/AL 42232 1.125 4.690 3 connectors
2000T 300-350 CU/AL 42233 1.125 4.700 3 connectors
2000T 350-500 CU/AL 42234 1.320 4.700 3 connectors
2000T 400-500 CU/AL 42235 1.320 6.250 3 connectors
2000T 500-750 CU/AL 42236 1.600 6.250 3 connectors
2000T 500-800 CU/AL 42237 1.625 6.250 3 connectors
2000T 500-1000 CU/AL 42238 1.625 6.250 3 connectors
2000T 600-750 CU/AL 42239 1.600 6.250 3 connectors
2000T 650-750 CU/AL 42240 1.600 6.250 3 connectors
2000T 700-750 CU/AL 42241 1.600 6.250 3 connectors
2000T 750-1000 CU/AL 42243 1.625 6.250 3 connectors
2000T 800-1000 CU/AL 42244 1.625 6.250 3 connectors

* No quantity of this connector size is maintained. Connector is available with 12 week lead time. Connectors for cable sizes not listed are available with approval.
Contact your Customer Service Representative for ordering information 1-800-245-3573.



Scotchlok™ 2000T CU up to 35 kV

Scotchlok 2000T Series Connectors are copper inline sleeves
for use with copper conductor cables of the same size and are
specifically designed for use with PILC power cable. They can
be used to connect copper cable only. They are designed with
asolid center oil stop for use with CS500 series splice kits,
Scotchlok 2000T series, Scotchlok 2000-3T series and 5700
series splice kits. They can be used on concentric, compressed
and compact stranded conductors. When used with sector shaped
conductors, arounding die is recommended to round-out the
sector shape. These connectors meet ANSI Standard C-119.4.
See page 231 for splice kit information.

32

Specifications and Ordering Information for Scotchlok 2000T CU up to 35 kV

Product UPC 0.D Length Minimum Order
Number (054007-) (in.) (in.) Case Qty.
2000T -4 CU 42245 0.700 5.320 9 connectors
2000T -3 CU 42246 0.700 5.320 9 connectors
2000T -2 CU 42247 0.700 5.320 9 connectors
2000T-1CU 42243 0.700 5.320 9 connectors
2000T - 1/0 CU 42249 0.700 5.320 3 connectors
2000T - 2/0 CU 42250 0.700 5.320 3 connectors
2000T - 3/0 CU 42251 0.700 5.320 3 connectors
2000T - 4/0 CU 42252 0.880 5.250 3 connectors
2000T -250 CU 42253 0.880 5.250 3 connectors
2000T - 300 CU 42254 0.880 5.250 3 connectors
2000T - 350 CU 42255 0.875 5.250 3 connectors
2000T - 400 CU 42256 1.125 6.900 3 connectors
2000T - 450 CU 42257 1.125 6.900 3 connectors
2000T - 500 CU 42258 1.125 6.900 3 connectors
2000T - 550 CU 42259 1.125 6.900 3 connectors
2000T - 600 CU 42260 1.188 6.900 3 connectors
2000T - 650 CU 42261 1.219 6.900 3 connectors
2000T - 700 CU 42262 1.250 6.900 3 connectors
2000T - 750 CU 42263 1.299 6.900 3 connectors
2000T - 800 CU 42264 1.344 6.900 3 connectors
2000T - 1000 CU 42265 1.500 6.900 3 connectors
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3M
Fastening Products

» CableTiesand pg. 144  + CableClips pg. 149
Assortment Pack » Cable Ducts pg. 150

» CableTieBases pg. 147

» Cable Stackers pg. 148

S10Nnpold bulualse

Color may vary.

? Frequently Asked Questions

What is the difference between black Black ties are for indoor or outdoor use (UV resistant).
and natural cable ties? Natural ties are for indoor use only.

Can we break case quantities? Refer to your Price Pages under Broken Case Quantity.



J Cable Ties and
Assortment Pack

3M™ Cable Ties

3M Cable Ties secure wire bundles and harness components
quickly, without slipping. The self-locking head, with heavy
double teeth on the one-piece lock mechanism, assures the
3M reliability you' ve come to expect.

Molded from 6/6 nylon, 3M cable ties are designed
to meet awide range of temperatures from -40°F (-40°C)
to 185°F (85°C). They are availablein avariety of sizes
and styles, including weather-resistant black nylon for
indoor and outdoor use and natural nylon for indoor use
only. Our cableties are UL Recognized (UL File No.
E116841).

3M Cable Tie

Phone 800/245 3573 Fax 800/245 0329

Assortment
Pack
3M CableTie K Terminating
Assortment Pac —Terminals . ........ooooieeeoi... pg. 33
contains 100 of our :
most commonly used Cong(;(r:it:(j:]gConnectors (o0} 22
tl es. We |Ve ou —ophng Lomnecwrs ................... .
three s Zegs, foﬁr —IDC Connectors .................. pg. 27
lengths and both Identifying .......... ... ... .. pg. 153
colors. Tubing
—HeatShrink . ..................... pg. 309
( Features — Advantages — Benefits
Cable Ties
Bent tips Easy insertion Saves time
Flame retardant; fungus inert; resistant Long life Saves money
to solvents, alkalies, and grease
Specifications and Ordering Information for 3M Cable Ties
Product Product upPC Approx.  Approx. Max. ~ Approx. Approx. Loop Inner  Certifications
Description Number (054007-) Length Bundle Dia. Width Thickness  Tensile UnitPack and Listings
. . M?ﬁummmnmn D
Miniature Cable Ties
06224 06224 100/bag
Natural 4" 0.8" 0.1" 0.04" 18 Ibs.
(102 mm) (20 mm) @5mm) | (10mm) (80N) b\
06248 06248 1000/bag
06200 06200 100/bag
Weather-Resistant Black 4" 08" 0.1" 0.04" 18 Ibs. -\
(102 mm) (20 mm) (2,5 mm) (1,0 mm) (8ON)
06270 06270 1000/bag
)y
Intermediate Cable Ties (D T (M D)
06225 06225 100/bag
Natural 6" 1.25" 0.14" 0.04" 30 Ibs.
(152 mm) (32 mm) 3,6 mm) (1,0 mm) (133N) Al
06249 06249 1000/bag
06201 06201 100/bag
Weather-Resistant Black 6" 1.25" 0.14" 0.04" 30 Ibs.
(152 mm) (32 mm) @6mm) | (@omm) | (133N) b\
06271 06271 1000/bag

Continued on next page



Specifications and Ordering Information for 3M ™ Cable Ties (continued)

Product Product UPC Approx.  Approx. Max.  Approx. Approx. Loop Inner  Certifications
Description Number (054007-) Length Bundle Dia. Width Thickness  Tensile UnitPack and Listings
06226 06226 100/bag Q-I;I
Natural 8" 1.75" 0.18" 0.05" 50 Ibs.
(203 mm) (44 mm) (4,6 mm) w3mm) | (2N) b\ ) (0))
06250 06250 1000/bag 5
06227 06227 100/bag -
Natural 12" 3" 0.18" 0.05" 50 Ibs. —
(305 mm) (76 mm) (4,6 mm) (1,3 mm) @2N) A =
06251 06251 1000/bag (Q
06228 06228 50/bag
Natural 15 & 0.18" 0.05" 50 Ibs. U
(381 mm) (102 mm) @omm) | (@3mm) | (22N) b\ -
06252 06252 500/hag (@)
06202 06202 100/bag Q
Weather-Resistant Black 8" 1.75" 0.18" 0.05" 50 Ibs. c
(203 mm) (44 mm) (4,6 mm) @3mm) | (2N A )
06272 06272 1000/bag —+
06203 06203 100/bag m
Weather-Resistant Black 12" 3" 0.18" 0.05" 50 Ibs.
(305 mm) (76 mm) (4,6 mm) (1,3mm) (222 N) b\ O
06273 06273 1000/bag Q
06204 06204 50/bag =
Weather-Resistant Black 15" 4" 0.18" 0.05" 50 Ibs. AL (©)
(381 mm) (102 mm) (4,6 mm) (1,3 mm) (222 N) —
06274 06274 500/bag 5
wn
. [0 T - ) @
Heavy Duty Cable Ties ) : S
o
Natural 06229 06229 8" 2" 0.30" 0.07" 120 Ibs. 50/bag
(203 mm) (51 mm) (7,6 mm) (1,8 mm) (533N) A 5
06240 06240 50/bag n
Natural 15" 4 0.30" 0.07" 120 Ibs. 2
(381 mm) (102 mm) (7.6 mm) 1.8 mm) (533N) A\ —
06264 06264 500/bag 3
Natural 06247 06247 33" 9.75" 0.30" 0.09" 175 Ibs. 50/bag g
(838 mm) (248 mm) (7,6 mm) (2,3 mm) (T77N) b\ —
Weather-Resistant Black 06206 06206 8" 2" 0.30" 0.07" 120 Ibs. 50/bag -\ g
(203 mm) (51 mm) (7,6 mm) (1,8 mm) (533 N) o
06207 06207 50/bag ~
Weather-Resistant Black 15" 4" 0.30" 0.07" 120 Ibs.
(381 mm) (102 mm) (7,6 mm) (1,8 mm) (533 N) b\
06277 06277 500/hag
Weather-Resistant Black 06246 06246 33" 9.75" 0.34" 0.09" 175 Ibs. 50/bag N
(838 mm) (248 mm) (8,6 mm) (2,3mm) (777 N)
extra ey Duty Cable Tis D T - )
Natural 06260 06260 36" 11" 0.34" 0.09" 175 Ibs. 50/bag
(914 mm) (279 mm) (8,6 mm) (2,3mm) (777 N) A\
Weather-Resistant Black 06259 06259 36" 11" 0.34" 0.09" 175 Ibs. 50/bag
(914 mm) (279 mm) (8,6 mm) (2,3 mm) (T77N) A

Continued on next page




Phone 800/245 3573 Fax 800/245 0329

§ Specifications and Ordering Information for 3M ™ Cable Ties (continued)

Product Product upC Approx.  Approx. Max.  Approx. Approx. Loop Inner  Certifications
Description Number (054007-) Length Bundle Dia. Width Thickness  Tensile Unit Pack and Listings
Q [} >
. . [TTTTTTTTTTITOE IO
Mounting Cable Ties, Standard (#10 Screw) 7/
06232 06232 100/bag
Natural 8" 175" 0.19" 0.06" 50 Ibs.
(203 mm) (44 mm) (4,8 mm) (1,5 mm) 222N) A
06256 06256 1000/bag
06234 06234 50/bag
Natural 15" 4" 0.19" 0.06" 50 Ibs.
(381 mm) (102 mm) (48 mm) asmm | (2N A
06258 06258 500/bag
06205 06205 100/bag
Weather-Resistant Black 8" 175" 0.19" 0.06" 50 Ibs.
(203 mm) (44 mm) (48 mm) asmm | (2N) A
06275 06275 1000/bag
— \ \
Mounting Cable Ties, Heavy Duty (1/4" Screw) @ I:Im I8 : )
06243 06243 50/bag
Natural 15" 4" 0.30" 0.07" 120 Ibs. A\
(381 mm) (102 mm) (7,6 mm) (1,8 mm) (533N)
06267 06267 500/bag
|| \
Double Loop Cable Ties, Standard [@ = @]:mg“””m””” )
06242 06242 50/bag
Natural 15" 4 0.18" 0.05" 50 Ibs. AL
(381 mm) (102 mm) (4,6 mm) (1,3 mm) (222N)
06266 06266 500/bag
D _m| )
Double Loop Cable Ties, Heavy Duty [ 7/
06245 06245 50/bag
Natural 15" 4" 0.30" 0.07" 120 Ibs. A\
(381 mm) (102 mm) (7,6 mm) (1,8 mm) (533N)
06269 06269 500/bag

Specifications and Ordering Information for 3M Cable Tie Assortment Pack

Product upC Approx. Number of Ties per
Number (054007-) Product Description Size Length Assortment Pack
06220 06220 Assortment Pack
Natural Miniature 4" (102 mm) 15
Weather-Resistant Black Miniature 4" (102 mm) 10
Natural Intermediate 6" (152 mm) 15
Weather-Resistant Black Intermediate 6" (152 mm) 10
Natural Standard 8" (203 mm) 15
Weather-Resistant Black Standard 8" (203 mm) 10
Natural Standard 12" (305 mm) 15
Weather-Resistant Black Standard 12" (305 mm) 10




Cable Tie Bases

3M™ Cable Tie Bases

3M Cable Tie Bases 06290 Series makes mounting wire
and cable a quick, easy and secure process. Our bases are
available in four styles and five sizes. They are designed
so they can be screw-mounted, and eight of the ten have
an adhesive backing for extra easy application.

Every 3M cable tie can be mounted using one of these
cabletie bases. 3M cable ties and cabl e tie bases work
in temperatures ranging -40°F to 185°F (-40°C to 85°C).

Specifications and Ordering Information for 3M 06290 Series Cable Tie Bases
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Product ————————— Dimensions —— Minimum
Number/ UPC Length Width Height Slot Slot Cable Entry Screw Inner Order
Color/Material ~ (054007-) Height ~ Width Size Locations  Size Unit Pack Case Qty.
06290 06290 Miniature 2 — 100/bag 500
Ivory/ABS Intermediate
Standard
1.0 2.0 0.31" 0.18" 0.20"
(25 mm) (50 mm) (8 mm) (4 mm) (5 mm)
06291 06291 Miniature 2 — 250/bag 2500
Ivory/ABS Intermediate
Standard
06292 06292 Miniature 2 (2) #6 100/bag 500
Ivory/ABS Intermediate
Standard
1.0 10" 0.1" 0.07" 0.21"
(25 mm) (25 mm) (3 mm) (2 mm) (5 mm)
06293 06293 Miniature 2 (2) #6 250/bag 2,500
Ivory/ABS Intermediate
Standard
06294 06294 Miniature 4 (2) #6 100/bag 500
Natural/Nylon Intermediate
0.75" 0.75" 0.21" 0.05" 0.12"

(19 mm) (19 mm) (5 mm) (1 mm) (3 mm)

06295 06295 Miniature 4 (2)#6 100/bag 500
Black/Nylon Intermediate
06296 06296 Miniature 4 (2) #6 100/bag 500
Natural/Nylon Intermediate
1.0 10" 0.21" 0.07" 0.20"
(25 mm) (25 mm) (5 mm) (2 mm) (5 mm)
06297 06297 Miniature 4 (2) #6 100/bag 500
Black/Nylon Intermediate
Standard
06298* 06298 0.6" 0.39" 0.28" 0.15" 0.203" Miniature 2 (1) #6 100/bag 500
Natural/Nylon (15 mm) (10 mm) (7 mm) (4 mm) (5mm) | Intermediate
Standard
06299* 06299 0.87" 0.62" 0.39" 0.21" 0.32" | Intermediate 2 (1) #10 100/bag 500
Natural/Nylon (22 mm) (15 mm) (10mm) | (5mm) (8 mm) Standard
Heavy-Duty
Extra Heavy-
Duty

** Screw Mounting Only
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Cable Stackers

3M™ S|-1 Cable Stackers

3M Cable Stacker SI-1

centers multiple

cablesona2x 4

framing member,

allowing simplified

compliance with

article 300-4-(d) of

the National Electrical

Code. It organizes

cablerunsand aidsin Sl-1
identification, putting

an end to tangled wires and the potential heating that could
occur when cables are held together tightly under asingle
fastener. The Sl-1 cable stacker is made from reclaimed
plastic. Installation is easy with cables snapping in for a
positive lock, simplifying compliance with the spacing
requirements of the National Electrical Code, article 300-4-(d)
and the Canadian Electric Code Part I, Section 12-516.

3M SIFS-1 Furring Strip Cable Stackers

3M Furring Strip
Cable Stacker SIFS-1
is made for round
cable aswell asflat.
It has the easy
installation of the
Sl-1 cable stacker
and is made from
reclaimed plastic
aswell. The ease of
organization and identification provided by the SIFS-1
furring strip combined with its versatility of use — routing,
fastening and supporting CATV, telephone, security and
instrumentation cables — simplifies compliance with the
spacing requirements of the National Electrical Code,
article 300-4-(d) and the Canadian Electric Code Part I,
Section 12-516.

3M™ SI-1 Cable Stacker

Specifications and Ordering Information for 3M Cable Stackers

36

Product UPC Wire Range Inner Case
Number (054007-) Flat NM Round Unit Pack Qty.
SI-1 49554 14-2 AWG to 10-2 AWG up to 0.30" diameter 25 250

(6 mm)

(8 mm)

14-2 AWG 10 10-2 AWG
SIFS-1 49918 (6 mm)

14-3 AWG to 10-3 AWG
(10 mm)

25

250




Cable Clips

3M™ 700 Series Adhesive Cable Clips

3M Adhesive Cable Clips Series 700 is made of vinyl
material backed with a pressure-sensitive foam adhesive.
They may be mounted to most clean, dry surfaces without
drilling. Clips will accommodate cables with diameters
from 0.125 to 0.375" (3 to 10 mm), and if desired, atight
fit may be selected to keep the cable from dlipping.
Applicationsinclude internal equipment wiring; supporting,
and protecting wire and cable systems around equipment
cabinets; and other inside-plant uses. 3M cable clips

are gray.
3M 707 Adhesive Cable Clips

3M Adhesive Cable Clips 707, which opens to accept cables
up to 0.250" (6 mm) diameter, isalso ideal for organizing
cable routing by clamping and retaining layers of ribbon
cable. Aswith the 700 series, the 707 adhesive cable clip

is made of gray vinyl, backed with pressure-sensitive

foam adhesive.
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Connecting

—IDC Connectors . ................. pg. 27
Terminating

—Terminals ....................... pg. 33

( Features — Advantages — Benefits

Cable Clips and Ducts

Re-entry at any point Easy access to contents Saves time

Four designer colors Blends discreetly with today’s Improves quality
office equipment

Specifications and Ordering Information for 3M Cable Clips Series 700

Product UpC Cable Clip Dimensions Inner Case
Number (054007-) 0.D. Range LxWxH Unit Pack Qty.
706 12972 0.125" Nominal (3 mm) 1.0"x0.9"x0.3" 100 1,000
(25,4 x 22,8 x 7,6 mm)
708 12998 0.187" Nominal (5 mm) 1.25"x0.9"x0.8" 100 1,000
(31,7 x 22,8 x 20,3 mm)
W 710 13012 0.250" Nominal (6 mm) 15"x0.9"x0.3" 100 1,000
w (38,1x22,8x 7,6 mm)
X L J 712 21387 0.312" Nominal (8 mm) 1.75"x1.3"x 04" 100 1,000
\/ (44,4 x 33 x 10,1 mm)
H
713 21429 0.375" Nominal (10 mm) 2.0" x1.3'x0.5" 100 1,000
(50,8 x 33 x 12,7 mm)
707 30445 0.250" Nominal (6 mm) 1.0"x1.0"x0.4" 100 1,000
254 x25,4x10,1 mm
jH ( )
\/ N~— W
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3M™ Communication Duct

3M Communication Duct istheideal solution when cable or
wires cannot be installed within the wall. The communication
duct isavailable in three sizes. A co-extruded hinge alows
access to wire and cable without stress cracking or
discoloration. Four colors— NEMA ivory, ash, gray and
white — blend discreetly with today’ s office environment,
and custom colors are available for volume purchase.
Other features include:
» Positive latching for easier, more secure installation
of wires
e Foam-backed adhesive mounts quickly, even on
masonry walls
* Symmetrical design and hidden latch mean fewer
components
» One-piece design for easy installation
» Constructed of UL Recognized Component 94V-0 PVC
» Wide base for greater adhesive strength and longer
product life; base conforms to accessories for auniform
appearance

3M Communication Duct Accessories

3M Communication Duct Accessories are availablein
corresponding sizes and colors for each of the three duct
sizes. Accessories include joint covers, outside corners,
inside corners, tees, end caps, elbows, reducers and
access boxes.

39

Glossary of Fastening Terms

Corner - protects and covers cable when it islaid along
an outside corner, and at doorways.

Elbow - covers cable when it changes direction along
awall.

End Cap - encloses the end of duct.

Inside Corner - covers cablewhenitislaid along an
inside corner of aroom.

Joint Cover - covers connections of duct to areducer.

Reducer - transitions from one size duct to another.

Tee - covers cable where it divides.

' Product Referral Generator
-~

Connecting

—IDC Connectors . ................. pg. 27
Solder Splice Connectors .............. pg. 120
Terminating

—Terminals ....................... pg. 33



Specifications and Ordering Information for 3M ™ Communications Ducts

Duct upC upC UpC UpPC Min.

Description Length Ivory (054007-) Ash (054007-) Gray (054007-) White (054007-) Order
0.75"'Wx 0.5"H x 4L 4 801! 68550 801A 68552 801G 68549 801W 91786 10/cs.
(1,9cmx1,3cmx 1,2 m) (2.2m)
Cable 0.D. Range: Up to 0.25" (6 mm) TI
1.25"W x 0.75"H x 4'L 4 802! 68554 802A 68556 802G 68553 802w 91787 10/cs. QJ
(32cmx1,9cmx 1,2 m) (2.2m) U)
Cable 0.D. Range: Up to 0.375" (10 mm) (l-DF
1.75"W x 1.0"H x 4'L 4 803! 68558 803A 68560 803G 68557 803W 91788 10/cs. S
(44cmx25cmx1,2m) (2.2m) —
Cable 0.D. Range: Up to 1" (25 mm) S
0.75"'Wx 05"Hx 6L 6' 801-61 25644* 801-6A 25643¢ 801-6G 25646* 801-6W 92674 10/cs. (@)
(1,9cmx 1,3cmx 1,8 m) (1.8 m)
Cable 0.D. Range: Up to 0.25" (6 mm) -U
1.25"W x 0.75"H x 6'L 6' 802-61 25648¢ 802-6A 25647* 802-6G 25650* 802-6W 92673 10/cs. 3
(32cmx1,9cmx 1,8 m) (1.8 m)
Cable 0.D. Range: Up to 0.375" (10 mm) %
1.75"W x 1.0"H x 6'L 6' 803-61 25652* 803-6A 25651* 803-6G 25654* 803-6W 92672 10/cs O
(44cmx25cmx1,8m) (1.8 m) pi
Cable 0.D. Range: Up to 1" (25 mm) m
Accessories
Joint Cover - 8011-JC 68570 801A-JC 68572 801G-JC 68569 801W-JC 91768 50/cs. (@)
Joint Cover - 802I-JC 68596 802A-JC 68598 802G-JC 68595 802W-JC 91769 50/cs. g—
Joint Cover - 803I-JC 71175 803A-JC 71177 803G-JC 71174 803W-JC 91770 50/cs. D
Outside Corner - 801-0C 68582 801A-0C 68584 801G-0OC 68581 801W-0C 91765 50/cs. g
Outside Corner - 802I-0C 71163 802A-0C 71165 802G-0C 71161 802W-0C 91766 50/cs. Q'_
Outside Corner - 803-0C 71188 803A-0C 71190 803G-0OC 71187 803W-0C 91767 50/cs. &
Inside Corner - 801I-IC 68578 801A-IC 68580 801G-IC 68577 801W-IC 91771 50/cs.
Inside Corner - 8021-IC 71158 802A-IC 71160 802G-IC 68603 802W-IC 91772 50/cs.
Inside Corner - 803I-IC 71184 803A-IC 71186 803G-IC 71183 803W-IC 91773 50/cs.
Tee — 801I-T 68562 801A-T 68564 801G-T 68561 801W-T 91774 50/cs.
Tee - 802I-T 68588 802A-T 68590 802G-T 68587 802W-T 91775 50/cs.
Tee - 803I-T 71167 803A-T 71169 803G-T 71166 803W-T 91776 50/cs.
End Cap - 801I-EC 68574 801A-EC 68576 801G-EC 68573 801W-EC 91777 50/cs.
End Cap - 802I-EC 68600 802A-EC 68602 802G-EC 68599 802W-EC 91778 50/cs.
End Cap - 803I-EC 71180 803A-EC 71182 803G-EC 71179 803W-EC 91779 50/cs.
Elbow - 8011-L 68566 801A-L 68568 801G-L 68565 801W-L 91780 50/cs.
Elbow - 802I-L 68592 802A-L 68594 802G-L 68591 802W-L 91781 50/cs.
Elbow - 803I-L 71171 803A-L 71173 803G-L 71170 803W-L 91782 50/cs.
Reducer-803 to 802 - 803I-R2 71192 803A-R2 71194 803G-R2 71191 803W-R2 91783 25/cs.
Reducer-803 to 801 - 803I-R1 71196 803A-R1 71198 803G-R1 71195 803W-R1 91784 25/cs.
Reducer-802 to 801 - 802I-R1 71200 802A-R1 71202 802G-R1 71199 802W-R1 91785 25/cs.
Surface Mount Kits (kit includes adhesive-backed base, cover and screws)
High-Profile Box 2"H 8001-HB 71204 800A-HB 71206 800G-HB 71203 800W-HB 91763 10/cs.

(50,8 mm)
Low-Profile Box 1.25"H 8001-LB 71208 800A-LB 71210 800G-LB 71207 800W-LB 91764 10/cs.

(31,7 mm)

*UPC prefix 051138-
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Wire Marking and I dentifying

* Dispensers pg. 154
* Books pg. 159

SotchCodeT"" identification systems give you dozens

of ways to mark your product. The line from 3M includes
dispensers, preprinted alphanumeric and colored tape,
write-on books and tags, and computerized systems of
markers. Y ou have the choice of pressure-sensitive adhesive
or self-laminating adhesive — whichever is best for your
needs. Use these products for marking wire and cable of all
diameters, distribution panels, repair and replacement parts,
wires and hoses in motorized vehicles, terminal strips, motor
leads, sub-motor leads, sub-assembly leads, control panels
and much more.

( Features — Advantages — Benefits

» Computerized Systems pg. 162

3M™ ScotchCode™ Self-Laminating Wire Markers 39

3M™ ScotchCode Wire Marking and Identifying Products

Preprinted wire markers Easy to read Easy to use
Write-on wire markers Convenient customization Saves money
Wire marker tags Easily removed or repositioned Saves time
Self-laminating markers Stay in place Reduces worry
Adhesive marker Long term Security

? Frequently Asked Questions

How will I know if the STD dispenser is
pre-filled or empty?

Which product do | use for high volume marking?
Which dispensers come empty?

Can | break case quantities?

What is the tape width on the STD rolls?

What are the number of digits on the rolls?

STD is empty; STD-C and STD-0-9 are pre-filled.
SCS-AM Computer Sheets.

STD is empty.

Refer to your Price Pages under Broken Case Quantity.
0.215 inches.

There are 576 digits per roll.
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8 Dispensers

3M™ ScotchCode™ STD-TAG Dispenser

The patented ScotchCode STD-TAG Dispenser simplifies
the process of permanently or temporarily marking wires
with ScotchCode wire marker tags. The dispenser allows
easy printing of the tag with a permanent marking pen.
A built-in blade quickly and neatly cuts the marker. The
dispenser also provides a handy platform on which to write,
something that’s not always readily available in the field.
The STD-TAG dispenser is refillable and designed to
hold two cartridges of STD wire marking tags (two different
sizes), aswell as a ScotchCode SMP Permanent Marking
Pen. The tool isrugged and compact. The tags are available
intwo sizes, STD-101 and STD-102. Applications for both
types of tags include identifying wire, cable conduit and
tubing, as well as bundling wire, cable or any other objects
with a circumference which can be handled with a miniature
or standard width cable tie.

Specifications and Ordering Information for 3M ScotchCode STD-TAG Dispenser
— —f
[© A401- & |x
- L -

Phone 800/245 3573 Fax 800/245 0329

Product UPC Labels Write-On Area Marker Size Recommended  Min. Order
Number (054007-) Per Roll P H L H Wire Size Case Qty.
STD-TAG 50345 — — — — — — 10*
STD-101 50346 50 153" 0.375" 2.40" 0.375" 18-10 AWG 10

(9,53 mm) (61,0 mm) (60,96 mm) (9,53 mm) (0,75-4,0 mm?) (0,5-1,5 mm?)
STD-102 50347 75 0.86" 0.250" 1.60" 0.250" 22-14 AWG 10

(21,84 mm) (6,35 mm) (40,6 mm) (6,35 mm) (0,5-1,5 mm?) (0,5-1,5 mm?)
SMP Marker Pen 09963 — — — — — — 50

* This case quantity is 10 sets of: 1 STD-TAG, 1 STD-101, 1 STD-102, and 1 SMP pen.



3M™ ScotchCode™ Write-On Dispensers

These three self- Applications:
laminating, write-on * Homeuse: VCRs, TVs, cable, stereo components,

marker dispensers phones, computers, luggage, satellite installation

are handy for e Do-It-Yoursdf Home I mprovements. home security,

identifying wire sprinkler systems, sound systems, exterior lighting design

and cable aswell as » Automotive: plugs, hoses, spark plugs, stereos,

household, automotive, car darms

plumbing and » Plumbing: pipes, hoses, tubes, parts, vents

sporting equipment. * Sporting Equipment: golf clubs, camping equipment,
They are easy to bags, bats, fishing rods, rackets, bicycles

use, refillable and « Equipment I dentification: hand and power tools

come with an SMP
42 permanent marking
pen. The dispensers
design provides convenience and protects the die-cut
adhesive markers.

Specifications and Ordering Information for ScotchCode Write-On Dispensers
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Product UPC Labels Write-On Area Marker Size Recommended Inner  Min. Order
Number (054007-) Description Per Roll A B A C Wire O.D. Unit Pack Case Qty.
SLS 49653 Largest dispenser with 170 1" 0.5" 1" 2.312" 0.15x 0.49" 1/card 10
tape and SMP pen (25 mm) (13 mm) (25 mm) (58 mm) (3,8x 12,4 mm)
SLS-R 49652 Refill roll for SLS — — — — — — 1card 10
SLW 12177 Larger dispenser with 70 1" 0.75" 1" 5" 0.23x1.32" 1/card 10
tape and SMP pen (25 mm) (19 mm) (25 mm) (127 mm) (5,8 x 35,5 mm)
SLW-R 49651 Refill roll SLW — — — — — — 1/card 10
SWD 11954 Regular dispenser with 50 0.75" 0.312" 0.75" 1.375" 0.09x 0.31" 1/card 10
tape and SMP pen (19 mm) (8 mm) (19 mm) (35 mm) (2,3x7,8mm)
SWD-R 12201 Refill roll for SWD — — — — — — 1card 10

( Features — Advantages — Benefits

3M ScotchCode Write-On Dispensers

Ergonomically designed Markers dispense easily Easy to use

Pens and refill rolls sold separately Reusable Saves money

Die-cut markers now in small, medium and large Provides a variety of uses Increases productivity
Resists dirt, oil, heat and moisture Markers stay clean & dry Improves quality
Transparent overwrap with self-laminating, Protects printing Improves quality

pressure-sensitive adhesive




3M™ ScotchCode™ STD Tape Dispenser ScotchCode SDR Dispenser Refill Rolls

This aggressive adhesive system, combined with the flexible
polyester film backing, provides athin, conformable tape
that is durable, and will hold up in most industrial electrical
applications. The smooth surface of this tape allows dirt and
grime to be easily wiped off, providing text legibility even
after extended exposure to a build-up of contamination.
ScotchCode SDR Wire Marking Tape isavailablein ten
NEMA colors, individual numbers and consecutive numbers.

The SDR tape can be used for the following applications
involving operating temperatures ranging from -40°F to
250°F (-40°C to 121°C):

» Marking al types of wire and cable including power,
control, fiber optic, electronic, telecommunications and
instrumentation

 Phase identification on large or small gauge wire or cable

* Identification of terminal blocks, termina strips, and wire

The ScotchCode STD Tape Dispenser is a compact, carry- in panel boards or a piece of switchgear
along dispenser with ten refillable compartments that hold » Automotive applications on tubing, hoses and
eight-foot rolls of non-smear polyester tape. Used for replacement parts

marking binder groups, wire or cable, the tapes’ high tack,
acrylic adhesive resists solvents, oil and water, and adheres
firmly to insulation surfaces. An end-loop hooks the
dispenser easily to atool pouch or belt. Dispensers can be
ordered empty or filled with 10 rolls of either pre-printed
numbers 0-9 or NEMA colors.

Specifications and Ordering Information for ScotchCode Wire Marker Tape Dispensers
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Product UPC Minimum Order
Number (054007-) Description Case Qty.
STD 12172 Dispenser only—holds 10 rolls 25
STD-X 49519 Dispenser only—holds 10 rolls 10
STD-0-9 12174 Dispenser filled with 10 rolls of
numbered tape (one each of 0-9) 25
STD-0-9X 49518 Dispenser filled with 10 rolls of
numbered tape (one each of 0-9) 10
STD-C 12175 Dispenser filled with 10 rolls of colored tape (one
each of black, blue, brown, green, gray, orange, 25
red, violet, white and yellow)
STD-CX 49517 Dispenser filled with 10 rolls of colored tape (one
each of black, blue, brown, green, gray, orange, 10
red, violet, white and yellow)

( Features — Advantages — Benefits

ScotchCode STD Wire Marker Tape Dispenser

Compact Design Easy to handle Easy to use
Hangs from a tool belt Convenient Easy to use
Provides contamination protection Markers stay clean & dry Improves quality
around the wire markers

Can be custom filled to meet No waste Saves money
specific project requirements

Dispenses only the desired length Prevents waste Saves money

Holds ten rolls of SDR wire marking tape Compact Increases productivity




Specifications and Ordering Information for ScotchCode™ SDR Wire Marker Tape (refills)

Product UpPC Inner Case

Number (054007-) Description Unit Pack Qty.

SDR-0 09369 0 10/box 50

SDR-1 09370 1 10/hox 50 E
SDR-2 09371 2 10/box 50 e —
SDR-3 09372 3 10/box 50 a
SDR-4 09373 4 10/box 50

SDR-5 09374 5 10/box 50 Z
SDR-6 09375 6 10/box 50 2
SDR-7 09376 7 10/box 50 AN
SDR-8 09377 8 10/box 50 5 :
SDR-9 09378 9 10/box 50 (@)
SDR-0-9 09368 Consecutive 0-9 10 rls/pk 50 rolls or 5 packs m
SDR 10-19 09379 Consecutive 10-19 10 ris/pk 50 rolls or 5 packs :j
SDR 20-29 09380 Consecutive 20-29 10 rls/pk 50 rolls or 5 packs Q
SDR 30-39 09381 Consecutive 30-39 10 ris/pk 50 rolls or 5 packs —
SDR 40-49 09382 Consecutive 40-49 10 rls/pk 50 rolls or 5 packs %
SDR 50-59 09383 Consecutive 50-59 10 ris/pk 50 rolls or 5 packs :5
SDR 60-69 09384 Consecutive 60-69 10 rls/pk 50 rolls or 5 packs =|'.
SDR 70-79 09385 Consecutive 70-79 10 ris/pk 50 rolls or 5 packs \2\
SDR 80-89 09386 Consecutive 80-89 10 rls/pk 50 rolls or 5 packs —
SDR 90-99 09387 Consecutive 90-99 10 ris/pk 50 rolls or 5 packs 8
SDR-A 09388 A 10/box 50

SDR-B 09389 B 10/box 50 @)
SDR-C 09390 C 10/box 50 0
SDR-D 09391 D 10/box 50 '8
SDR-E 09392 E 10/box 50 8
SDR-F 09393 F 10/box 50 D
SDR-G 09394 G 10/box 50 (_’7‘
SDR-H 09395 H 10/box 50

SDR-| 09396 | 10/box 50

SDR-J 09397 J 10/box 50

SDR-K 09398 K 10/box 50

SDR-L 09399 L 10/box 50

SDR-M 09403 M 10/box 50

SDR-N 09405 N 10/box 50

SDR-O 09406 ] 10/box 50

SDR-P 09407 P 10/box 50

SDR-Q 09408 Q 10/box 50

SDR-R 09409 R 10/box 50

SDR-S 09410 S 10/box 50

SDR-T 09411 T 10/box 50

SDR-U 09415 u 10/box 50

SDR-V 09416 \% 10/box 50

SDR-W 09417 w 10/box 50

SDR-X 09418 X 10/box 50

SDR-Y 09419 Y 10/box 50

SDR-Z 09420 z 10/box 50

SDR-L1 09400 L1 10/box 50

SDR-L2 09401 L2 10/box 50

SDR-L3 09402 L3 10/box 50

SDR-T1 09412 T1 10/box 50

SDR-T2 09413 T2 10/box 50

SDR-T3 09414 T3 10/box 50

Continued on next page




Specifications and Ordering Information for ScotchCode™ SDR Wire Marker Tape (refills) continued

Product UPC Inner Case
Number (054007-) Description Unit Pack Qty.

SDR- + (Plus) 09421 - 10/box 50

SDR- - (Minus) 09422 — 10/box 50

SDR-BK 09423 Black 10/box 50

SDR-BL 09424 Blue 10/box 50

SDR-BN 09425 Brown 10/box 50

SDR-GN 09426 Green 10/box 50

SDR-GY 09427 Gray 10/box 50

SDR-MC 09404 Multiple Colors 10 rls/pk 50 rolls or 5 packs

SDR-OR 09428 Orange 10/box 50

SDR-RD 09429 Red 10/box 50

SDR-VL 09458 Violet 10/box 50

SDR-WH 09430 White 10/box 50

SDR-YL 09431 Yellow 10/box 50
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Books

ScotchCode™ SPB Pre-Printed
Wire Marker Books

When you need to mark wires quickly, try ScotchCode SPB
Pre-printed Wire Marker Books. These handy books, 15

in al, contain printed vinyl-coated cloth wire and termina
markers with clearly printed letters, numbers and industry-
standard legends. Books for alarm systems and load centers
are also available. Each SPB book contains a minimum of
450 marks.

The cover of each SPB book lists the complete contents.
On the back is alisting that helps you find the SPB book you
need. For your convenience, 3M also includes a Post-it® note
pad with every ScotchCode book.

ScotchCode SWB Write-On Books

This self-laminating, write-on marker was designed for
small volume applications involving special or complex
legends that are handwritten at the job site.

ScotchCode SMP Marker Pens

3M ScotchCode SMP Permanent Marking Pens are
suggested for use with ScotchCode write-on products.
These pens perform well on nonporous surfaces, have
an extra-fine point with permanent, quick-drying ink
and are available in black ink. They have superior UV
and water resistance.

( Features — Advantages — Benefits

ScotchCode Wire Marker Books

P

Scortch(:odeTM SPB Pre-printed Wire Marker Book

$1008  BUIAJUSP] PUE BUIIEIAl S

Clearly printed (SPB-specific) Legible, neat Easy to use

Wide variety of printed characters Contain marks for several standard Increases productivity
applications

Single character marker included with each Convenient Easy to use

marker for terminal block identification

' Product Referral Generator
—

Terminating

—Terminals ......... ... ... ... ... ...... pg. 33
Fastening . ............ i pg. 143
Connecting
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Specifications and Ordering Information for ScotchCode™ SPB Pre-Printed Wire Marker Book

Product UPC Quantity Inner Minimum Order
Number (054007-) (each) Contents Unit Pack Case Qty.
SPB-01 49951 45 0-9 1/bag 5
m 15 L1-L3, T1-T3
N SPB-02 49952 10 A-Z, 0-15,+, -,/ 1/bag 5
m SPB-03 49953 10 1-45 1/bag 5
o SPB-04 49954 150 1,2,3 1/bag 5
SPB-05 49955 150 AB,C 1/bag 5
Lr) SPB-06 49956 150 T1,T2, T3 1/bag 5
§ SPB-07 49957 150 L1,L2,L3 1/bag 5
O SPB-08 49958 6 1-15 1/bag 5
o 4 16-90
o 2 AZ+-1,0
w SPB-09 49959 45 1,2,3,AB,C 1/bag 5
30 L1-L3, T1-T3
é SPB-11 49960 15 130 1lbag 5
SPB-12 49961 15 A-Z 1/bag 5
LL 8 +
6 —
21 Write-On Markers
m SPB-13 49962 45 +,—, AC,DC 1/bag 5
N 33 POS, NEG, GND
Lr) 27 NEUT, SPARE
m 21 Write-On Markers
SPB-14 49963 10 46-90 1/bag 5
LO SPB-15AS1 49964 9 30 Alarm System Legends* 1/bag 5
q. 5 1-15
N 2 16-45
- 21 Write-On Markers
o SPB-16LC1 49965 5 68 Load Center Legends** 1/bag 5
O 110 Write-On Markers
w *30 Alarm System Legends: + Circuit +, - Circuit -, + DC, -DC, AC AC, ZONE 1, ZONE 2, ZONE 3, ZONE 4, ZONE 5, ZONE 6, ZONE 7, ZONE 8, ZONE 9, SHUNT, GROUND, FIRE, BA BA, FEED,
RETURN, PHONE FEED, PHONE RETURN, BELL, ANNUNCIATOR, TAMPER, 12 VOLT, 16 VOLT, 24 VOLT, SMOKE DETECTOR,THERMOSTAT.
q) **68 Load Center Legends: MAIN, REFRIGERATOR, FREEZER, RANGE, DISPOSAL, COMPACTOR, DISHWASHER, KITCHEN LIGHTS, KITCHEN OUTLETS, GFI KITCHEN, LIVING LIGHTS 1,
C LIVING LIGHTS 2, LIVING OUTLETS 1, LIVING OUTLETS 2, DINING LIGHTS, DINING OUTLETS, DEN LIGHTS, DEN OUTLETS, BATH 1 GFI, BATH 1 OUTLETS, BATH 1 LIGHTS, BATH 2 GFI,
O BATH 2 OUTLETS, BATH 2 LIGHTS, BATH 3 GFI, BATH 3 OUTLETS, BATH 3 LIGHTS, BEDR'M 1 LIGHTS, BEDR'M 1 OUTLETS, BEDR'M 2 LIGHTS, BEDR'M 2 OUTLETS, BEDR'M 3 LIGHTS,
BEDR'M 3 OUTLETS, BEDR'M 4 LIGHTS, BEDR'M 4 OUTLETS, BEDR'M 5 LIGHTS, BEDR'M 5 OUTLETS, REC LIGHTS, REC OUTLETS, PATIO LIGHTS, PATIO OUTLETS, HEATING 1,
: HEATING 2, AIR COND 1, AIR COND 2, WATER HEATER 1, WATER HEATER 2, WASHER, DRYER, OUTSIDE OUTLETS, ATTIC LIGHTS, ATTIC OUTLETS, BASEM'T LIGHTS, BASEM'T
D_ OUTLETS, UTILITY LIGHTS, UTILITY OUTLETS, DRIVEWAY LIGHTS, POOL GFI, POOL LIGHTS, POOL HEATING, SHED LIGHTS, SHED OUTLETS, ENTRY LIGHTS, ENTRY OUTLETS,

GARAGE LIGHTS, GARAGE OUTLETS, SUNR'M LIGHTS, SUNR'M OUTLETS.




Specifications and Ordering Information for ScotchCode™ SWB Write-On Wire Marker Books

L E

. T =’
Write-On | | D

Area [} Z
[f—wW—or Q
=

Product UPC Labels Write-On Area Marker Size Recommended Inner Min. Order | Br.g

Number (054007-) per Book w H w L Wire O.D. Unit Pack  Case Qty. 5
SWB-1 49904 180 05" 05" 05" 15" 0.16x0.31" 1ibag 5 (@)
(13 mm) (13 mm) (13 mm) (28 mm) (4 x 8 mm) m
SWB-2 49905 120 075" 075" 0.75" 175" 0.24x0.31" 1ibag 5 S

(19 mm) (19 mm) (19 mm) (44 mm) (6 x 8 mm) Q

SWB-3 49906 60 10" 10" 10" 2.85" 0.32x0.58" 1/bag 5 —

(25 mm) (25 mm) (25 mm) (72 mm) (8x 15 mm) (@}
SWB-4 49907 30 10" 10" 10" 5.0" 0.32x 1.55" 1/bag 5 @
(25 mm) (25 mm) (25 mm) (127 mm) (8 x 39 mm) 2

T : . 5
Specifications and Ordering Information for ScotchCode SMP Marker Pens Q

Product UPC Inner Case
Number (054007-) Ink Color Unit Pack Qty. gj
SMP-B 09963 Black 10/box 50 %
(02]




ScotchCode™ SCS-ASW Software

Wire marker printing is no longer atime-consuming job
thanks to the ScotchCode SCS-ASW Computer Sheet
Software (version 2.0). Virtually any 3M adhesive style
computer wire marker can be printed in awide variety of
sizes. You can aso store multiple custom lists using our
software. This product runs on most IBM and compatible
personal computers, eliminating costly label-making
machines. We added features that include on-line help
screens, text import capability, single key field entry and
aprint preview/alignment feature for your convenience.

ScotchCode SCS-AM Adhesive Wire Marker
Computer Sheets

3M ScotchCode SCS-AM Adhesive Wire Markers take
advantage of electronic word processing to help you
“custom” create your markers for all your applications.
Each marker has a clear, self-laminating, wrap-around tail
that protects the legend from oil, grease, water, chemicals
and other foreign matter. SCS computer sheets are pin-fed,
continuous sheets perforated to allow separation on

individual rows of markers. The fan-folding provides S
easy fit in a shirt pocket. Markers are sold by the case. — Spring Connectors . ................ pg. 22

. Taping .. .o pg. 1
ScotchCode STS Wire Marker Type-On L
Sheets Termlnatl_ng

—Terminals ........................ pg. 33

ScotchCode STS Wire Marker Type-On Sheets differ from Fastening .. ...oooonee pg. 143
the SCS computer sheets in their absence of tractor-feed ,
holes and perforations between sheets. They are packaged Tubing .
to hand-feed into your typewriter, with 100 individual one- —HeatShrink ... Pg. 309
page sheets per case.
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( Features — Advantages — Benefits

ScotchCode SCS Wire Marker Computer Sheets

Markers are easy to apply Creates efficiency in the field Increases productivity

Wrap around application is excellent Able to apply in variety of locations Saves time

for marking round and flat cables

Transparent legend overwrap protects print Keeps mark legible Improves quality

3M software provides user friendly marker design Marks can be prepared prior to need in field Increases productivity

Resists dirt, heat, oil and moisture Keeps mark clear and dry Improves quality

Fifteen sizes to choose from Meets most application needs Improves quality

Excellent for high volume applications Computerized marking system creates Increases productivity
efficiency

Over-wrapped tail Keeps text clear and legible Improves quality

Specifications and Ordering Information for ScotchCode SCS-ASW Computer Sheet Software

Product UPC Minimum Order
Number (054007-) Description Case Qty.
SCS-ASW 2.0 50191 Floppy Diskettes: 3.5, 1

IBM and IBM Compatibles;
File Size: 515K; Required RAM: 512K




Specifications and Ordering Information for ScotchCode™ SCS-AM Computer Sheet Wire Markers

L
- t
Write-On |
Area ¢
f—W—orf
Product UPC Write-On Area Marker Size Sheet Markers Markers Sheets Min. Order
Number (054007-) w H W L Width per Row  per Sheet perBox  Case Qty.
SCS-AM02* 49380 0.50" 0.38" 0.50" 0.75" 9.5" 14 168 30 5,000
(12,70 mm) (9,65 mm) (12,70 mm) (19,05 mm) (241,30 mm) markers
SCS-AM04 49381 0.50" 0.50" 0.50" 1.44" 9" 16 128 40 5,000
(12,70 mm) (12,70 mm) (12,70 mm) (36,58 mm) (228,60 mm) markers
SCS-AMO6* 49382 0.75" 0.50" 0.75" 175" 9" 9 54 93 5,000
(19,05 mm) (12,70 mm) (19,05 mm) (44,45 mm) (228,60 mm) markers
SCS-AM08 49383 0.80" 0.50" 0.80" 1.44" 6.3" 6 48 105 5,000
(20,32 mm) (12,70 mm) (20,32 mm) (36,58 mm) (160,02 mm) markers
SCS-AM10 49384 1.00" 0.50" 1.00" 1.44" 9" 8 64 79 5,000
(25,40 mm) (12,70 mm) (25,40 mm) (36,58 mm) (228,60 mm) markers
SCS-AM12 49385 1.00" 0.75" 1.00" 2.25" 9" 8 32 157 5,000
(25,40 mm) (19,05 mm) (25,40 mm) (57,15 mm) (228,60 mm) markers
SCS-AM14 49386 1.00" 1.00" 1.00" 3.75" 9" 8 24 105 2,500
(25,40 mm) (25,40 mm) (25,40 mm) (92,25 mm) (228,60 mm) markers
SCS-AM16* 49387 1.00" 1.50" 1.00" 5.94" 9.5" 8 16 157 2,500
(25,40 mm) (38,10 mm) (25,40 mm) (150,88 mm) (241,30 mm) markers
SCS-AM18* 49388 1.00" 1.50" 1.00" 7.44" 9.5" 4 6 157 2,500
(25,40 mm) (38,10 mm) (25,40 mm) (188,98 mm) (241,30 mm) markers
SCS-AM20 49389 1.90" 0.75" 1.90" 3.19" 9" 4 12 209 2,500
(48,26 mm) (19,05 mm) (48,26 mm) (81,03 mm) (228,60 mm) markers
SCS-AM22 49390 2.00" 0.50" 2.00" 1.44" 9" 4 32 157 5,000
(50,80 mm) (12,70 mm) (50,80 mm) (36,58 mm) (228,60 mm) markers
SCS-AM24 49391 2.00" 0.75" 2.00" 2.25" 9" 4 16 157 2,500
(50,80 mm) (19,05 mm) (50,80 mm) (57,15 mm) (228,60 mm) markers
SCS-AM26 49392 2.00" 1.00" 2.00" 3.75" 9" 4 12 209 2,500
(50,80 mm) (25,40 mm) (50,80 mm) (92,25 mm) (228,60 mm) markers
SCS-AM28 49393 2.00" 1.50" 2.00" 5.94" 9" 4 8 313 2,500
(50,80 mm) (38,10 mm) (50,80 mm) (150,88 mm) (228,60 mm) markers
SCS-AM30* 49394 2.00" 1.50" 2.00" 7.44" 9.5" 4 8 313 2,500
(50,80 mm) (38,10 mm) (50,80 mm) (188,98 mm) (241,30 mm) markers

*Denotes product numbers that must be printed on a wide-carriage printer.

Specifications and Ordering Information for ScotchCode STS Type-On Sheet Markers

L
Write-On |I|
Area )
[f—w—
Product UpPC Write-On Area Marker Size Sheet Markers Markers Minimum Order
Number (054007-) W H W L Width per Row per Sheet Case Qty.
STS 12317 0.75" 0.3125" 0.75" 1.375" 8.5" 1 55 100
(19 mm) (8 mm) (19 mm) (35 mm) (215,90 mm) sheets
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Aerosols and Spray Adhesives

» Cleaners pg. 166
* Degreasers pg. 167

3M offersafull line of convenient push-button aerosol
worksavers for your electrical coating and maintenance
needs. Just atouch of the finger isall it takes to clean,
degrease or make eguipment work like new. Everything
you need comes from 3M in convenient, economical and
easy-to-store cans. They're fast and easy to use.

» Spray Adhesives pg. 169
» Packaging Adhesives pg. 171
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Cleaners

3M™ Citrus-Based Industrial Cleaner

3M Citrus-Based Industrial Cleaner is amulti-purpose,
heavy-duty degreaser/cleaner that works effectively on
hard-to-remove substances including most grease, ails,

grime, inks and tape residue, and most non-curing adhesives.

You simply spray it on the surface and let it go to work. Itis
non-corrosive and has a fresh citrus scent. It can be used to
remove grease and oil from equipment, and tar from roofing
equipment. It softens liquid adhesive and cleans overspray
from equipment. It is pale yellow in color.

3M 16-101 General Purpose Contact Cleaner

For precision cleaning, HCFC/al cohol-based solvent

3M 16-101 Genera Purpose Contact Cleaner isthe right
choice. Quick drying and non-corrosive, this product

is designed for electrical connections and terminations
including contacts, relays, switches, instrumentation and
sensors. Strong enough to meet today’ s most sophisticated
cleaning challenges, the 16-101 general purpose contact
cleaner removes contaminants such as light ails, then
evaporates quickly without any residue. Read and observe
warning on the label. Not for use on energized equipment.

3M 16-102 Quick Drying Contact Cleaner

Some applications, such aseectrica and €l ectronic components,
require solvents that dry rapidly and for these applications,
3M 16-102 Quick Drying Contact Cleaner is an excellent
choice. This petroleum distillate/al cohol -based solvent
quickly tackles precision cleaning jobs such as sensors,
relays, motor controls, switches, generators, contacts,
electro-mechanical assemblies, circuit breakers, printed
circuit boards, plugs and jacks, and terminals. Removes
soil and other contaminants from delicate equipment with
afast drying solution that leaves no residue. This product
is extremely flammable. Read and observe warning on the
label. Not for use on energized equipment.

3M 16-103 High Flash Contact Cleaner

3M 16-103 High Flash Contact Cleaner is a high flashpoint
solvent for precision cleaning applications. Its uses include
electrical connections and terminations such as contacts,
relays, switches, instrumentation and sensors.

It can also be used for electric motors, generators,
switchgear, circuit breakers, fusible disconnecting devices,
rheostats, instrumentation and communications equi pment.
The 16-103 high flash contact cleaner penetrates into
minuscul e spaces and provides controlled evaporation,
leaving no residue. A great alternative to CFCs, thisisan
effective petroleum distillate/al cohol/ester-based product
that provides outstanding cleaning action. This product is
extremely flammable. Read and observe warning on the
label. Not for use on energized equipment.

3M™ 16-101 General Purpose Contact Cleaner 47

3M 16-201 General Electrical Cleaner

For electrical cleaning and degreasing applications, 3M
16-201 Genera Electrical Cleaner isthe solution. This
product isideal for electrical and mechanical equipment
including motors, pumps, generators, hoists, lifts, compressors,
insulators, corroded machinery and switches. The 16-201
general electric cleaner is characterized by a high flashpoint,
minimal odor and controlled evaporation, which enhances
its cleaning action. It is a petroleum distillate/al cohol-based,
non-corrosive cleaner that maximizes operating efficiency,
extends equipment life and leaves no residue behind. This
product is extremely flammable. Not for use on energized
equipment.

3M 16-207 Electrical Parts Cleaner

Now there's a better way to clean electrical and mechanical
equipment including motors, pumps, generators, hoists,

lifts, compressors, air tools, mechanical brakes and clutches,
chains and wire rope, relays, dies and molds. 3M 16-207
Electrical Parts Cleaner isafast, efficient alternativeto 1,1,1
Trichloroethane. Remove dirt, grease and oil from motors
and other equipment with a non-staining, non-corrosive,
high dielectic solution. The 16-207 cleaner evaporates
quickly, leaving no residue. This product is extremely
flammable. Not for use on energized equipment.

3M 16-301 Natural Cable Cleaner

During cable preparation for splicing or terminating,

apply 3M 16-301 Natural Cable Cleaner to jackets and
insulation to remove contaminants. Produced without 1,1,1
Trichloroethane or other halogenated solvent-based cable
cleaners, this citrus-based aerosol has a high flashpoint and
isexcellent for cable preparation. This product is extremely
flammable. Read and observe warning on the label. Not for
use on energized equipment.



3M™ 16-303 High Flash Cable Cleaner

Clean cable jackets and insulation before splicing and
terminating by removing contaminants with 3M 16-303
High Flash Cable Cleaner. A low odor, petroleum distillate/
a cohol/ester-based cleaner, the 16-303 high flash cable
cleaner is created without 1,1,1 Trichloroethane or other

hal ogenated solvents. The 16-303 cleaner is particularly
effective in applications that call for a high flashpoint
formulation. This product is extremely flammable. Read
and observe warnings on the label. Not for use on
energized equipment.

3M 16-305 Quick Drying Cable Cleaner

Use 3M 16-305
Quick Drying
Cable Cleaner
to remove
contaminants
on cable jackets
and insulations
before splicing
and terminating.
Produced
without 1,1,1
Trichloroethane or
other chlorinated
T solvent-based
u-_-_, k cable cleaners,
3M™ 16-305 Quick Drying Cable Cleaner 48 thisaerosol dries
quickly and leaves
no residue. The 16-305 quick drying cable cleaner is non-
corrosive and non-staining. This product is extremely
flammable. Read and observe warnings on the label.
Not for use on energized equipment.

Degreasers

Remove oil quickly and effectively with one of two

3M degreasers. Formulated without chlorinated solvents,
these products offer an excellent solution for removing
grease from electrical and mechanical equipment including
motors, pumps, switches, generators and other machinery.
The natural degreaser can safely be used on all metals and
isthe right choice for applications that demand a more
gentle dternative.

3M 16-203 Quick Drying Parts
and Equipment Degreaser

No matter what the degreasing application, 3M 16-203
Quick Drying Parts and Equipment Degreaser can get it
done fast. Thislow-odor, petroleum distillate/al cohol-based
degreasing solvent replaces 1,1,1 Trichloroethane and other
hal ogenated solvents used on electrical and mechanical
equipment including motors, pumps, switches, generators,
hoists, lifts, compressors, corroded machinery, air tools,
chains and wire rope, molds, dies and bearings. The non-
corrosive 16-203 cleaner penetrates fast to get out the oil,
grease and other contaminants and dries quickly leaving
no residue. This product is extremely flammable. Not for
use on energized equipment.

3M 16-205 Natural Degreaser

When a safe, natural cleaning alternative is required, 3M
16-205 Natural Degreaser isthe answer. Use this citrus-
based cleaner/degreaser for electrical and mechanical
equipment including motors, pumps, generators, hoists, lifts
and compressors. This natural degreaser is hon-corrosive,
safe enough to use on all metals and requires no rinsing.
This product is extremely flammable. Read and observe
warning on the label. Not for use on energized equipment.

3M™ 16-201 General Electric Cleaner 49



Specifications and Ordering Information for 3M ™ Cleaners and Degreasers

Product UPC Contents Contents Can Minimum Order
Number (054007-) Volume Weight Size Case Qty.
Citrus-Based Industrial Cleaner

Citrus-Based 76394* 231l. oz. — 241l. oz. 12
Industrial Cleaner (680 ml) (710 ml)

Contact Cleaners

16-101 42817 16 fl. 0z. 12 oz. 16 fl. 0z. 12
16-102 42818 16 fl. oz. 10.5 oz. 16 fl. oz. 12
16-103 42819 16 fl. 0z. 12 oz. 16 fl. 0z. 12
General Use Cleaners

16-201 42820 16 fl. 0z. 12 oz. 16 fl. 0z. 12
16-207 42823 16 fl. oz. 10.5 oz. 16 fl. oz. 12
Cable Cleaners

16-301 42824 16 fl. oz. 12 0z. 16 fl. oz. 12
16-303 42825 16 fl. 0z. 12 oz. 16 fl. 0z. 12
16-305 42826 16 fl. oz. 10.5 oz. 16 fl. oz. 12
Degreasers

16-203 42821 16 fl. oz. 10.5 oz. 16 fl. oz. 12
16-205 42822 16 fl. 0z. 12 oz. 16 oz. 12

* UPC prefix 021200-




Spray Adhesives

3M aerosol adhesives are based on 3M pioneering
technology. These aerosol adhesives are formulated
for industrial performance requirements.

3M™ 72 Pressure Sensitive Adhesive

3M 72 Pressure Sensitive Adhesive is arepositionable
adhesive with aggressive tack and low soak-in. Use it
for bonding polyethylene film and foam, carpet, pipe
insulation lap, and for temporarily positioning and
holding many fabrics and papers. It has precise spray
control with awide spray pattern.

3M Super 74 Foam Fast Adhesive

3M 74 Foam Fast Adhesive gives fast tack with
foam-tearing strength and a soft, non-dimpling glue

line. Useit for general upholstery foam bonding; to
bond small foam pieces together to safe foam; to form
foam shapes by knife-edge bonding, boxing and edge
turning. It attaches foam to metal and bonds most fabrics
to aircraft interiors, speakers and office partitions. It has
anon-misting, precise spray pattern.

3M 75 Repositionable Adhesive

3M 75 Repositionable Adhesive is a clean “tape-like’
adhesive that adheres in seconds, yet permits material

to be repositioned. It resists bleeding, staining and wrinkling
plus has a smooth glue line. Use it to hold badges during
stitching, patterns prior to cutting, T-shirts during silk-
screening and to hold paper masking in place.

3M 76 High Tack Adhesive

3M 76 High Tack Adhesiveis astrong, one-surface adhesive
with high temperature resistance. It as non-misting, precise
spray control and does not cavitate expanded polystyrene
foam. It can be used to bond carpet, door skins and fabric in
van conversions; insulation in aircraft interiors and specialty
cabinets; and to attach nameplates, pool table fabrics,
swimming pool liners and pipe insulation.

3M Super 77 Spray Adhesive

3M 77 Spray Adhesive has high coverage; fast, aggressive
tack; and along-bonding range. It meets performance
reguirements of MMM-A-1058A. 77 Spray Adhesiveis
versatile — it securely bonds most light-weight materials,
plusit has low soak-in for long-lasting bonds. It is excellent
for jobsin display and furniture — it bonds thin decorative
film, foils and fabrics. It bonds gaskets in water pumps and
attaches insulation to sheet metal. It attaches wiring
diagrams and labels. It isavery versatile adhesive.

' Product Referral Generator
—
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50

3M 80 Neoprene® Contact Adhesive

3M 80 Neoprene Contact Adhesive is plasticizer resistant
and high temperature resistant to 200°F (93°C). It isfast
drying and fast bonding; a durable, high strength adhesive.
80 Neoprene Contact Adhesive meets physical requirements
of MIL-A-24179A and MMM-A-130B, and can be used for
all types of rubber bonding except EPDM. It bonds most
supported vinyl and leather. It adheres stainless steel panels;
stiffeners; metal kick plates; and most plastics, laminates
and wood products.

3M 90 High Strength Adhesive

3M 90 High Strength Adhesive has high contact strength
and a one-minute dry time under most conditions. Its high
temperature resistance meets performance requirements of
MMM-A-130B. Use 90 High Strength Adhesive for bonding
decorative laminate to tables, cabinets, and shelving; kick
plates to desks; and plastic sign lettering to wood. It adheres
polyethylene and polypropylene to wood, metal and more.

3M 201 General Purpose Spray Adhesive

To bond lightweight substrates from paper and fabricsto
plastics, wood, aluminum and more, use the water-based,
3M 201 General Purpose Spray Adhesive. This non-
flammable spray adhesive istemperature resistant to
160°F (71°C) and is VOC free.



Specifications for 3AM™ Spray Adhesives

Product Bond Bonding Spray Spray Temperature
Number Type Time Width Pattern Color Resistance Coverage
72 Temporary or One side - 8 hours; 3t03.5in. Controlled Lace Blue 120°F (48°C) 100 sq. ft.
Permanent two sides — 7 days (9,29 m)
Super 74 Permanent One side — not recommended; 1to3in,, Lace Light Orange 120°F (48°C) 269 sq. ft.
two sides — 15 minutes variable (24,99 m)
75 Repositionable One side — 1 hour; 1.5 inches Particle Clear 120°F (48°C) 100 sq. ft.
two sides - 3 hours (9,29 m)
76 Permanent One side — 10 minutes; 1to3in,, Controlled Lace Translucent 160°F (71°C) 100 sq. ft.
two sides — 30 minutes variable (9,29 m?)
Super 77 Temporary or One side — 15 minutes; 1to3in., Particle Nearly Clear 110°F (43°C) 77-220sq. ft.
Permanent two sides — 30 minutes variable (7,15-20,44 m?)
80 Permanent One side — not recommended; 3to5in. Lace Yellow 200°F (93°C) 74 5q. ft.
two sides — 60 minutes (6,87 m?)
90 Permanent One side — not recommended; 1to3in; Controlled Lace Translucent 160°F (71°C) 100 sq. ft.
two sides — 15 minutes variable (9,29 m)
201 Permanent One side — 30 minutes; n/a Mist Translucent 160°F (71°C) 260 sq. ft.
two sides — 60 minutes (24,15 m?)
Ordering Information for 3M Spray Adhesives
Product uUpPC Can Minimum Order
Number (021200-) Description Size Case Qty.
72 30025 Pressure Sensitive Adhesive 241l oz. (710 ml) 12
Super 74 82242 Foam Fast Adhesive 241l. 0z. (710 ml) 12
75 30067 Repositionable Adhesive 16 fl. oz. (473 ml) 12
76 30026 High Tack Adhesive 241l. 0z. (710 ml) 12
Super 77 21210 Spray Adhesive 241l. oz. (710 ml) 12
80 82618 Neoprene® Contact Adhesive 241l. oz. (710 ml) 12
90 30023 High Strength Adhesive 241l. 0z. (710 ml) 12
201 89315 General Purpose Adhesive 16 fl. 0z. (473 ml) 12




Packaging Adhesives

3M™ Shipping-Mate™ Labeling Adhesive

3M Shipping-Mate Labeling adhesive is a high performance -
formulation that sticksto many surfaces where other .
adhesives or gummed labelsfail. It is fast tacking, holds \
labelsto nearly any surface, and is moisture resistant.
Labeling adhesive leaves no residual tack. Labels adhered
with Shipping-Mate Labeling Adhesive remain securely
attached for months. Adhesiveisclear in color.

3M Shipping-Mate Box Re-Nu Coating

Cover most
printing and
labelswith

a permanent,
uniform tan

color for reuse of
corrugated cartons
with 3M Shipping-
Mate Box Re-Nu
Coating. Get more
mileage out of each
package with this
remarkable coating
product.

3M™ Shipping-Mate Labeling Adhesive 51

3M™ Shipping-Mate Box Re-Nu Coating 52

3M Shipping-Mate Case Sealing Adhesive

Savetime and
money by resealing
cartons that come
unglued or that
have to be opened
and resealed with
3M Shipping-Mate
Case Sedling
Adhesive.
Convenient for
shipping room
carton closure !
and warehouse 3M™ Shipping-Mate Case Sealing Adhesive 53
reclosure after

inspection, the case sealing adhesive has a ten-second
holding strength with carton-tearing strength in 5 minutes.
This product istemperature resistant to 160°F (71°C).

Specifications and Ordering Information for 3M Packaging Adhesives

Product UPC Can Minimum Order
Number (021200-) Description Size Case Qty.
Labeling Adhesive 76167 Spray for adhering labels 2411 0z. (680 ml) 12

Re-Nu Coating 85851 Spray to cover printing labels 16 fl. oz. (453 ml) 12

Case Sealing Adhesive 30024 Spray to seal packaging 241l 0z. (680 ml) 12
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3M
L ubricants and Coatings

* Lubricantsand Cable pg. 174
L ooseners
» Coatings and Protectants pg. 177

3M’s complete line of Wire Pulling Lubricants are designed
for specific applications, so you can choose the right
lubricant for the job at hand. Y ou can count on 3M reliability
through high pulling forces, extreme temperature changes,
wet weather and the damaging effects of time.

3M’sline of coatings and protectants protect surfaces
against moisture, corrosion and other contaminants.
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? Frequently Asked Questions

For pulling wires, which type of lubricant Regular (WL) or Wax (WLX) for wire/cable pulling. Wax (WLX)
should be used—a wax or a water-based gel? is best when water in conduit is suspected or higher
storage/application temperature is expected 194°F (90°C).
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Cable Looseners

3M™ Silicone Lubricant

3M Silicone Lubricant lubricates, protects,
and is used on tuners and switches, plastic
gears and drives, locks and hinges, drawer
guides and other dliding parts. It reduces
squeaks caused by friction, and helpsto
relieve sticking and seizing. Silicone
lubricant inhibits rust and corrosion;
resists moisture; helps preserve plastic,
rubber and |leather materials; and impedes
buildup of glues, waxes, inks, paints and
thelike. It also reduces friction when
cutting tools are used. A silicone polymer,
this product contains no petroleum oils and
istemperature stable from -28°F (-33°C)

to 350°F (176°C).

3M 5-Way Penetrant

3M 5-Way Penetrant is designed to
penetrate, lubricate, demoisturize and
protect electrical apparatus. It provides
protection against electrical failures caused
by moisture and corrosion. 5-Way Penetrant
protects component products such as
switches, relays, batteries, motors and
generators, and keeps them highly efficient,
even in humid environments. Very low
surface tension causes 5-Way Penetrant

to force its way under water on metal

surfaces, displacing moisture.
56

3M 16-703 Storing Lubricant

Protect equipment and
partsin storageand in
shipment with the long-
lasting 3M 16-703 Storing
Lubricant. Excellent for
use on electrical and
mechanical equipment
such as motors, pumps,
generators, hoists, lifts,
and compressors, the

57 16-703 storing lubricant
inhibits corrosion by displacing moisture. It provides a
3-5 year shelf life and meets MIL-C-81309 requirements.
This product is extremely flammable. Read and observe
warnings on the label. Not for use on energized equipment.

3M Wire Pulling Lubricant Gel

3M Wire Pulling
Lubricant Gel is
awater-soluble,
translucent white gel
that is easy to handle
and apply to wire and
cable without runs or
drips. The lubricant
produces alow
coefficient of friction

that lessens the chance of wire damage from high pulling
forces. Not only does Wire Pulling Lubricant Gel make wire
pulling jobs smoother and safer, it aso wipes off the cable
quickly and cleanly before terminating or splicing. The
consistent gel does not liquefy, or separate with hot or

cold aging. It stays thick, smooth and ready to apply.

3M Wire Pulling Lubricant Communications

3M Wire
Pulling Lubricant
Communications
isadow drying,
water-based liquid
lubricant formulated
for lightguide cable
pulling. The lubricant
produces alow
coefficient of friction
that lessens the chance
so  Of lightguide cable
damage from high pulling forces. Wire Pulling Lubricant
Communications provides maximum tension reduction for
long fiber optic pulls, multiple bend pulls and pullsin hot
environments. It will not stress crack low-density polyethylene
and is compatible with a broad range of cable jackets.

3M Wire Pulling Lubricant Wax/Gel

3M Wire Pulling

L ubricant Wax/Gel
can be used and stored
in temperatures as
high as 194°F (90°C),
making it the choice
for hot weather
applications. The
thick, consistent
lubricant does not
liquefy or separate
with hot aging; it
scoops and applies easily to wire and cable without runs

or dripsin hot temperatures; and it will not evaporate too
soon after pulls. The lubricant’s low friction coefficient
lessens the chance of wire damage from high pulling forces,
wipes off the cable quickly and cleanly and leaves less
residue in the conduit to block future pulls or prevent
removal. Because Wire Pulling Lubricant Wax/Gel can be
immersed in water for 30 minutes with minimal weight loss,
it is also the choice for wet weather applications.

60

3M Wire Pulling Lubricant Wintergrade

3M Wire Pulling
Lubricant Wintergrade
can be used and stored
in temperatures as

low as 10°F (-12°C),
making it the choice
for cold westher
gpplications. The thick
|ubricant remains easy
to scoop and apply to
wire and cable without
runs, or dripsin both
warm, and cold temperatures. The lubricant produces alow
coefficient of friction that lessens the chance of wire damage
from high pulling forces. It wipes off the cable quickly and
cleanly before terminating, or splicing common wire and
cable jackets.

61



( Features — Advantages — Benefits

Wire Pulling Lubricant Gel

Temperature stable Lube is not wasted Saves money

Thick, non-runny gel Faster and neater application. Less waste Saves money

Colorless and non-staining Faster and easier clean-up Saves time

Low coefficient of friction Less wire damage and equipment wear Safety

Low residue (<3.5% solids) Easier cable replacement during Saves time
refurbishment

UL Listed. Broadly compatible Lubricant suitable for multiple uses — Saves money

with wire and cable jackets. electrical, co-ax, high voltage. Minimizes

inventory investment

Wire Pulling Lubricant Communications

Pourable Coats evenly Easy to use
Low residue Less wire damage and equipment wear Saves money
Non-staining and slow drying Faster and easier clean-up Saves time
Compatible with fiber optic, telephone and Does not stress crack polyethylene Safety
communications cable

Does not separate at high or No waste due to phase separation Saves money

subfreezing temperatures

Wire Pulling Lubricant Wax/Gel

5.3% solid residue Easier cable replacement during Saves time
refurbishment
Heat stable at 194°F (90°C) for 24 hours No ruined, runny lube, low evaporation rate Saves money

30 minutes immersed in water
with minimal weight loss

Easier pulling in wet conditions

Easy to use

Wire Pulling Lubricant Wintergrade

Temperature stable* Lube is not wasted Saves money

Thick, non-runny gel Faster and neater application. Less waste Saves money

Non-staining Faster and easier clean-up Saves time

Low coefficient of friction Less wire damage and equipment wear Safety

Low residue (<3.5% solids) Easier cable replacement during Saves time
refurbishment

Broadly compatible with wire Lubricant suitable for multiple uses — Saves money

and cable jackets electrical, co-ax, high voltage. Minimizes

inventory investment

*Useable from 10°F to 110°F (-12°C to 43°C)

' Product Referral Generator
2

Connecting

— Spring Connectors
— Insulation Displacement Connectors

Identifying

— Wire Markers

Terminating

— Terminals

Fastening

— Cable Ties

33
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Specifications and Ordering Information for 3M ™ Lubricants

Product UpPC Weight Minimum Order
Number (054007-) Size (Lbs./Case) Case Qty.
Silicone Lubricant
Silicone Lubricant 85822* 13.25 0z, Can 241l. oz. (710 ml) 12
Silicone Lubricant Pump 89460* 6 fl. oz., Pump 6.1 (2,77 kgs) 12
5-Way Penetrant
5-Way Penetrant 21305* 2411, 0z. (710 ml) 17 0z. (481 gr) 12
Storing Lubricant
16-703 Storing Lubricant 42830 16 fl. oz. (473 ml) 12.6 (5,72 kgs) 12
Wire Pulling Lubricant Gel
WL-QT 50622 1-quart bottle, Gel 28.0 (12,7 kgs) 12
WL-1 50623 1-gallon pail, Gel 35.0 (15,9 kgs) 4
WL-5 50624 5-gallon pail, Gel 42.0 (19,05 kgs) 1
WL-55 50625 55-gallon drum, Gel 460.0 (208,65 kgs) 1
Wire Pulling Lubricant Communication
WLC-QT 41783 1-quart bottle, 28.0 (12,7 kgs) 12
Communications
WLC-1 41784 1-gallon pail, 35.0 (15,9 kgs) 4
Communications
WLC-5 41785 5-gallon pail, 42.0 (19,05 kgs) 1
Communications
WLC-55 41786 55-gallon drum, 460.0 (208,65 kgs) 1
Communications
Wire Pulling Lubricant Wax
WLX-QT 41742 1-quart bottle, Wax 28.0 (12,7 kgs) 12
WLX-1 41743 1-gallon pail, Wax 35.0 (15,9 kgs) 4
WLX-5 41744 5-gallon pail, Wax 42.0 (19,05 kgs) 1
WLX-55 41745 55-gallon drum, Wax 460.0 (208,65 kgs) 1
Wire Pulling Lubricant Wintergrade
WLW-QT 41746 1-quart bottle, 28.0 (12,7 kgs) 12
Wintergrade
WLW-1 41747 1-gallon pail, 7.4 (3,36 kgs) 4
Wintergrade
WLW-5 41748 5-gallon pail, 42.0 (19,05 kgs) 1
Wintergrade
WLW-55 41749 55-gallon drum, 460.0 (208,65 kgs) 1
Wintergrade
Wire Pulling Cable Loosener
CL-QT 42833 Cable Loosener quart 12
CL-1 42834 Cable Loosener 1-gallon 4
CL-5 42835 Cable Loosener 5-gallon pail 1

*UPC prefix 021200-.




Coatings and Protectants

Scotchkote™ Electrical Coating

Scotchkote Electrical Coating
provides vinyl tapes with an
extraoil, moisture and
corrosion-resistant layer of
flexible coating for problem
areas. A fast drying sealant
and bonding compound, the
coating is provided in a brush
top 16 oz. can for quick

and easy application, can
containing 15fl. 0z. (0.44 L)
of coating.

eoichkots a,ll
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transformers, light standards and other metal and galvanized
surfaces, this convenient aerosol leaves a barrier coating
similar to hot-dipped galvanized surfaces. Noted for its
quick drying capability, 16-501 zinc spray preserves base
metal, even when scratched or chafed. This product is
extremely flammable. Read and observe warnings on the
label. Not for use on energized equipment.

Special directionsfor
16-501 Zinc Spray use:

1. Do not shake can up and down.

o 2. Turn can upside down. Hit sides while rotating can
] ) in 1/4 turns until ball breaks loose.
3M™ 16-401 Electric Coating 3. Hold can and swing in acircle until ball travels freely.
For long-lasting corrosion protection for all metals during 4. Repeat after each minute of use.
shipment or extended storage, choose 3M 16-401 Electric 5 Hold 810 10 inchesf f d 200l |
Coating. Apply the 16-401 coating to electrical and b nlefe ez o0 Y lREE o.M e i 22E 1.0)e 2, .7 GUE:
mechanical equipment subject to heat, humidity, chemicals 6. To prevent clogging, clear the valve by holding

or severely corrosive atmospheres and the film seals out
moisture for up to one year outdoors. Easily remove the
coating with petroleum solvents when required. This product
is extremely flammable. Read and observe warnings on the
label. Not for use on energized equipment.

3M 16-501 Zinc Spray
3M 16-501 Zinc

including towers,

Scotch® 16-501 Zinc Spray 63

can upside down and spraying until only clear gas
COomes out.

Scotch® 1601, 1602 and 1603
Insulating Sprays

Scotch 1601, 1602 and 1603 Insulating Sprays are electrical-
grade, fast-drying enamel seadlers and insulatorsin pressurized

?rg)fle%rt?\\//édv?ay cans. These sealers protect surfaces against weather, moisture,
to inhibit rust corrosion, oil, alkalies and acids. The sprays can afford easy
and corrosion access to hard-to-reach spots. . _

with 97% pure ~UselInsulating Spray sealersto spray over insulation on
Zinc. Used for wire and cable splices, as a general-purpose sealer, or for
genér ation touch-up insulation on motor windings and frames.
fransmission Sprays are availablein clear, red or black. Precautionary
and distribution and first aid information for this product may be found in its
equipment Material Safety Data Sheet and on the product container.

Specifications and Ordering Information for Scotchkote Electrical Coating
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Product UPC Can Minimum Order
Number (054007-) Description Size Case Qty.
Electrical Coating 14853 Flexible, fast drying sealant and bonding compound 15fl. oz. (0.44 L) 10
16-401 42827 Long-lasting corrosion protection 16 fl. oz. 12
16-501 42828 Zinc-based corrosion protection 16 fl. oz. 12
Specifications and Ordering Information for 3M Insulating Sprays
Product UPC Contents Contents Can Minimum Order
Number (054007-) Color Volume Weight Size Case Qty.
1601 50342 Clear 15.76 fl. oz. 12 oz. 16 fl. oz. 12

(466 ml) (340 gr) (473 ml)
1602 50343 Red 15.13fl. oz. 12 oz. 16 fl. 0z. 12

(447 ml) (340 gr) (473 ml)
1603 50344 Black 15.66 fl. oz. 12 oz. 16 fl. oz. 12

(463 ml) (340 gr) (473 ml)
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3M
Fire Protection Products

e Caulks pg. 180 e« Sheetsand Mats pg. 185
» Sealantsand Foam pg. 181 < Miscellaneous pg. 186
« Putty, Devicesand Wraps pg. 183

The complete line of 3M fire protection products helps
prevent fire, smoke, toxic fumes and moisture from passing
through penetrations in fire-rated walls and floors. These
easy-to-install products are suitable for awide variety of
firestop applications, including plastic pipes, metal pipes,
HVAC ductwork, cables, construction gaps, grease ducts,
wall tops and control joints.
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Typical Firestop Applications

@ PERIMETER GAP
@ METAL PIPE/ CONCRETE

© FIRE RATED
EXPANSION JOINTS

@ HEAD OF WALL JOINT
@ PLASTIC PIPE

G METAL PIPE/DRYWALL

T
—_—
~

()

@ LARGE OPENINGS
/MULTIPLE PIPES

©® CABLE TRAY
(TELECOMMUNICATIONS
/ POWER)

© INSULATED PIPE

",
== —I| -I| -II
Iﬁ.
()

@ DUCT WORK
(AIR/ GREASE)

@ DUCT PENETRATIONS

¥

(<)
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3M™ Fire Barrier Caulks

All 3M Fire Barrier Caulks have either intumescent,
endothermic or ablative technologies that provide atight
and dependable seal against fire, smoke, toxic fumes and
moisture. 3M intumescent caulks expand up to three times
their original size when exposed to temperatures over 300°F
(149°C). This intumescent action forms a strong, insulating
char which seal's the opening for up to four hours when
exposed to extreme heat.

Fire barrier caulks are ideal for new construction or
retrofit in awide variety of applications such as metal,
plastic, insulated and glass pipe, construction gaps, dynamic
joints, HVAC ductwork and insulated cable applications.
Fire barrier caulks are all one-part systems requiring no
mixing or measuring, and are fast drying, becoming tack-
freein less than 30 minutes. All come in convenient job-size
packages and install easily with a standard caulking gun,
pneumatic pumping equipment or putty knife.

3M Fire Barrier CP 25WB+ Caulk

3M CP 25WB+

Caulk isour

premium,

intumescent
latex-based

caulk offering

outstanding fire
performance plus
anon-halogen
formula.

» Water base —
easy cleanup,
no special
handling,
routine
disposa

 Intumescent — expands when heated to choke and seal
around items consumed by fire

» Endothermic — releases chemically bound water to cool

exposed surfaces

Non-halogen formula

No-sag formulation

Fast-dry — tack-free in approximately 10-15 minutes

Paintable (best results obtained after 72 hour cure)

Brown color

Water seal — seals against inadvertent water spills

in the unexpanded state

» High caulk rate: 1000 g/min. with /4 in. nozzle

* Point contact allowed

 Continuous operating temperature not to exceed
120°F (48°C)

SSIF,
@ (M
) U
JERES APPROVED

3M Bristol, PA Registered to 1ISO 9002
Certificate no. A1147

Interam™ FireDam™ 150 Caulk

FireDam 150 Caulk is an economical aternative for metal
pipe applications in an endotermic, non-intumescent, water-
based form.

¢ High flow rate in a non-sag formulation

Easily spread to a smooth finished surface

Water dispersed, non-flammable

Low shrinkage

Provides up to a 3-hour firerating

Applied with conventional caulking gun, pneumatic
pumping equipment or a putty knife

SSIF
S,

Specifications and Ordering Information for 3M Caulks

Product UPC (051115-) Cubic fl. oz. Cubic Inches Units per Carton
Interam FireDam 150 Caulk

Cartridge 02658 10.3 (310 ml) 18.6 (0,305 L) 12

5 Gallon (4.5 Gallon Fill) 07257 576.0 (17 L) 1040.0 (17 L) 1
3M CP 25WB+ Caulk

10.5 oz. Cartridge 07580 10.3 (310 ml) 19.0 (0,311 L) 12

20 0z. Sausage 11563 310(9,2L) 4.0(0,066 L) 10

27 oz. Cartridge 11562 272 (8L) 6.0 (0,098 L) 6

2 Gallon 11568 405 (12 1) 6.0 (0,098 L) 1

5 Gallon 07582 640.0 (19 L) 1085.0 (17,8 L) 1




Sealants and o e arier 2000 and 200
Foams

3M™ Fire Barrier Sealants and Foam

e :
e —— Sy
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nm 3M Fire Barrier 2000 (nonslump) and Fire Barrier 2003
e - (self-leveling) are one-part, ready-to-use silicone penetration
sealsfor avariety of fire-rated penetrations. These flexible
sealants have excellent adhesion and extension/compression
capabilities, making them ideal for sealing dynamic
constructl on joints and pipe penetrations.
Great for top-of-wall/head-of-wall joints
* Excellent adhesion
» Sealant compression/extension recovery of +40 percent
(per ASTM C719-86)
Reenterable/repairable
Excellent weatherability
Provides up to a4-hour firerating
Excellent sound barrier properties
Maximum pipe size of 24 in. (609,6 mm)
Cures upon exposure to atmospheric humidity
Applied with conventional caulking gun
Tested to ASTM 1399 (500 cycles, 25%
compressing extension)

3M Fire Barrier 2001 Silicone RTV Foam
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3M Fire Barrier Silicone Sealants and Foam use ablative
technology to provide UL -tested systems that prevent the
spread of fire for up to four hours. These flexible silicone
elastomers help prevent the spread of fire, smoke, toxic
fumes and moisture. Their elastomeric properties make
them ideal for dynamic construction joints and gaps, and
accommodate vibration from normal building movement.

3M Fire Barrier 2000+ Silicone Sealant

3M Fire Barrier 2000+ Silicone Sealant is aready-to-use,
gun-grade, one-component silicone elastomer that cures

upon exposure to atmospheric humidity to form aflexible
seal. Sealant remains elastomeric and is westher resistant.

It will bond to most common construction materials. . . - . .
« Excellent adhesion 3M Fire Barrier 2001 Silicone Foam is atwo-part, liquid-

« Compression/extension recovery of +12.5 percent silicone elastomer that foamsin place when mixed. It
of origina joint width firestops and seals large and complex penetrations.

Reenterable/repairable » Foamsin place to seal complex penetrations

Excellent weatherability Curesin 1-5 minutes to form a compression seal

Provides up to a 4-hour fire rating Elastomeric compression seal

Maximum pipe size of 24 in. (609,6 mm) Reenterabl e/repairable

Cures upon exposure to atmospheric humidity Excellent sound barrier properties
Applied with conventional caulking gun No ampecity derating of cables when used properly
Provides up to 3-hour fire rating

Easily mixed by hand (small amounts) or automated
mixing and dispensing equipment (large amounts)
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Phone 800/245 3573 Fax 800/245 0329

§ Ordering Information for Sealants and Foams

Product Number UPC (051115-) Description Units per fl. oz. Case Qty.
2000 Cartridge 11556 Silicone Sealant 10.3 (310 ml) 12 cartridges
2000 5-Gallon Pail (4.5 gal fill) 11557 Silicone Sealant 576.0 (17 L) 1 pail
2000+ Cartridge 11558 Silicone Sealant 10.3 (310 ml) 12 cartridges
2000+ 5-Gallon Pail (4.5 gal fill) 11559 Silicone Sealant 576.0 (17 L) 1 pail
2001 Cartridge (7 oz.) 07502 Silicone RTV Foam 7.0 (211 ml) 12 kits
2001 2 Ib. Kit 07503 Silicone RTV Foam 32.0 (963 ml) 12 kits
2001 16 Ib. Kit Part A 08370 Silicone RTV Foam 256.0 (17 L) 1 each
2001 16 Ib. Kit Part B 08371 Silicone RTV Foam 256.0 (17L) leach
2001 40 Ib. Kit Part A 07505 Silicone RTV Foam 640.1 (18,93 L) 1each
2001 40 Ib. Kit Part B 07551 Silicone RTV Foam 640.1 (18,93 L) leach
2003 Cartridge 11560 Silicone Sealant 10.3 (310 ml) 12 cartridges
2003 5-Gallon Pail (4.5 gal fill) 11561 Silicone Sealant 576.0 (17 L) 1 pail

*Foam densities will vary with field conditions; i.e., hole size, type, number of penetrating items and temperature of product. Unrestrained foam rise can result in values as low
as 14 Ib/ft* while restricted foam rise will result in much higher values. For illustrative purposes, a value of 25 Ib/ft® was used. Manufactured by Dow Corning Corporation for 3M.




3M Fire Barrier Ultra Plastic Pipe Device

PUtty, D ell CeS The proven technology of thisfire barrier product’s

intumescent action quickly seals off plastic pipesin afire,
and meets up to 3-hour fire and temperature ratings. For

an raps plastic pipe types and hourly ratings, consult the current
UL Fire Resistance Directory or ULC Volume 3 Fire
Resistance Ratings.

3M™ Fire Barrier Moldable Putty+ » UL-classified for use on PVC, CPVC, CCPVC, ABS,
3M Fire Barrier Moldable CCABS, PVDF, and FRPP

- ; Easy to install — one step
apgg%; :pc;ﬁ' %%%% A]: or use Expands up to 25 times _
solids intumescent Factory-made, consistent quality

firestop that restores the Red in color for easy identification as afire-rated device

integrity of fire-rated during inspections

building construction.

* ldea for construction
gaps, cable, insulated
pipe, electrical conduit
and metal pipe

e Providesuptoa
4-hour fire rating*

e UL-classified for

telecommunications

applications (interduct, fiber optic and cables)

Remains pliable and flexible

Won't dry out or crumble

Convenient pad and stix form

Non-halogen formula

Reenterable

Adheresto all common building surfaces including metal

and plastic electrical boxes

Availablein both 4S and 5S electrical box sizes

* Provides draft and cold smoke seal even before
temperature increases

 Intumescent and expandsto form a hard char which
prevents the transmission of hot gases and fire

 Great for building maintenance applications

S, S,
(o) @ ) (UL
7ReS ®

APPROVED
3M New Ulm, MN Registered to ISO 9002 Certificate No. A1014

*When tested in accordance with the time/temperature curves and water hose stream
tests of UL 1479 and ASTM E814.
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Specifications and Ordering Information for Moldable Putty

Product UPC (051115-) Size Volume Units per Carton
MPP-1+ 11532 1/8 x 4 x 8" (3,2 x 102 x 203 mm) 4in? 100 each
MPS-2+ Stix 11531 1.5x 11" (40,6 x 279 mm) 21.2in? 10 each
MPP-4S+ 11533 18x7x7"(3,2x 178 x 178 mm) 6.12in? 20 each
MPP-5S+ 11534 1/8x9.5x9.5" (3,2 x 241,3 x 241,3 mm) 11.3in? 20 each

Specifications and Ordering Information for Plastic Pipe Devices

Product UPC (051115-) Style Size Units per Carton
Ultra PPD 6 08253 Hose Clamp 6" (152,4 mm) 5each

Ultra PPD 1.5 07850 Finger Tab 1-1/2" (38,1 mm) 10 each

Ultra PPD 2.0 07851 Finger Tab 2" (50,8 mm) 10 each

Ultra PPD 3.0 07852 Finger Tab 3" (76,2 mm) 10 each

Ultra PPD 4.0 07853 Finger Tab 4" (101,6 mm) 10 each

Ultra PPD 10 Fast Anchors 08377 Anchors 3/4 x 10" (19,05 x 254 mm) 400 each
Ultra PPD 16 Fast Anchors 11530 Anchors 5/16 x 16" (7,94 x 406,4 mm) 400 each




3M™ Fire Barrier RC-1 Restricting Collar 3M Fire Barrier FS-195+ Wrap/Strip

T

b

This patented intumescent wrap/strip has 3M state-of-the-art » UL-classified for use on PVC, CPVC, ABS, CCPVC,

70 71

through-penetration fire protection plus improved CCABS, PVDF, PP and PB plastic pipe
characteristics. Easy installation
Firestops difficult through-penetrations such as plastic 28 gauge steel

pipe, insulated pipe and cables. When exposed to hest, this Convenient 25 ft. (7,62 m) roll

flexible, rubber-like strip expands up to ten timesits original Required for firestopping plastic pipes larger than 4 in.

volume, forming avery hard char to prevent the migration (101,6 mm) in diameter

of fire and smoke.

» 100% solids

* One-part, organic/inorganic, fire-resistive elastomeric
strip with foil on one side

 Intumescent for complete, rapid sealing during afire

» Standard 2 in. width or optimized 1 in. width applications

* Superior, documented aging properties. Proven stability

and performance for expected life of building

Improved flexibility for easy, cost-effective installation

Versatile — can be cut to fit irregular shapes

Reenterable — no special tools required

Non-flame supporting

Red-brown color

Applicationsinclude: telephone cable, metal pipe, plastic

pipe, conduit, insulated metal pipe and cable trays

» Used to firestop up to 10 in. (254,0 mm) diameter
PV C pipe

» UL-classified for use on PVC, CPVC, ABS, CCPVC,
CCABS, PVDF, FRPP, PP and PB plastic pipe

I,
@ (M
o A
NS UL
7S 4 (J

3M Knoxville, 1A Registered to ISO 9002 Certificate No. A1021
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Ordering Information for Wraps and Collars

Product UPC (051115-) Size Units per Carton

FS-195+ Wrapi/Strip 07115 2 x 24" (50,8 x 609,6 mm) 10 each
07864* 1x 24" (25,4 x 609,6 mm) 20 each

RC-1Restricting Collar 08324** 2"x25' (50,8 mm x 7,62 m) 1each
07589 1"x 25' (25,4 mm x 7,62 m) 1 each

Duct Wrap 07888 1-1/2" x 24" x 25' (38,1 mm x 0,61 m x 7,62 m) 1each

Duct Wrap 07889 1-1/2"x 48" x 25' (38,1 mm x 1,22 m x 7,62 m) 1 each

* UPC prefix 051125-

** UPC prefix 054007-




Sh%t d I\/I a[ 3M Interam™ E-5 Series Mat
S an S This endothermic <

wrap blocks heat
penetration by
chemically
absorbing heat
energy. When
exposed to high
temperatures, it
keeps heat out
by releasing
chemically bound
water to cool the
outer surface.
 Outstanding performance in high-intensity fires
* Protects structural steel, cable trays and circuits
in conduits

? .« Easytoinstall S _
3M™ Fire Barrier CS-195+ Composite Sheet » Canbeinstalled directly over existing fire protection
Intumescent sheet used to firestop large openings. Seals S
penetrations against flame spread, smoke and toxic fumes.

This composite sheet has multiple applications, including

blank openings, through penetrations of multiple cable,

plpeducts buss ducts and cable trays. 3M Interam T-49 Tape
Intumescent (expands with heat) to form a hard char

that tightly seal's penetrations against flame spread, _3E|V‘|1€Iar_l|'5erarrlls »
smoke and toxic fumes aches vaep% I
e Multiple applications: through-penetration firestop, aluminum foil
heat shield and firebreak protection t2pe which is
» Easy to install using common trade tools da&. ned to seal
e Lightweight — easy to handle, just cut and form to the gut ediges of
e shape FireMaster® duct

» Easy to fasten — bolt punch or drill through and use
self-tapping screws or anchor bolts
e Thermally conductive — allows unwanted heat buildup

wrap and interam
mats to complete

SIEN pue S1eays  S]1ONPO0.Jd uoIl}da]01dd =114

the total
to escape ;
; encapsulation.
* Non-flame supporting g e :
« UL-classified 3l aluminum
» Cost-effective . .
> . . . e Acrylic adhesive

» No mixing or damming —is clean to install . ; . o i
« Reenterable Tensile strength: 30 Ibs./in. width (525N/100 mm)
» 100% solids O
» Versatile— can be cut to fit irregular shapes g

\),SSIF/% G

Specifications and Ordering Information for 3M Sheets

1 Each/Box Bulk (Greater than 10 each)
Product UPC (051115-) UPC (051115-) Size
CS-195+ 07437 07454 16 x 28" (406,4 x 711,2 mm)
CS-195+ 07220 07219 24 x 36" (609,6 x 914,4 mm)
CS-195+ 07222 07221 36 x 36" (914,4 x 914,4 mm)
CS-195+ 07224 07223 36 x 41" (914,4 x 1041,4 mm)
CS-195+ — 08260 28 x 52" (711,2 x 1320,8 mm)

Specifications and Ordering Information for 3M Mats

UPC Rolls per
Product (051115-) Thickness Width Length Carton
E-5A-3 Mat 02662 0.3" (7,62 mm) 245" (622,3 mm) 25.0'(7,62m) 1
E-5A-4 Mat 02663 0.4" (10,16 mm) 245" (622,3 mm) 20.0' (6,10 m) 1
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3M Fire Barrier Mortar is alightweight cementitious

firestop product.

» Variable mix ratio — permits self-leveling as well
as no-sag (no forming) application consistencies,
resulting in labor savings

» Excellent adhesion —will bond to concrete, metals,
wood, plastic and cable jacketing

» Reenterable without use of power tools—resultsin lower
maintenance costs due to ease of making cable changes

» Bondsto itself — proven prior and during fire testing,
resulting in proven and tested repair procedures

e Pumpability

» Warnock Hersey Certified, system number 3M/PHV
120-01 for 2-hour separations

e Mortar isavailablein 44 Ib. bags

Phone 800/245 3573 Fax 800/245 0329

Warnock

‘g’
 rm [
Hersey
3M PHV 120-01

Specifications and Ordering Information for Miscellaneous

Product UPC (051115-) Size Units per Carton
T-49 Tape 02240 4", x 180" (101,6 mm x 54,9 m) 2rolls
Mortar* 07559 44 |b. bag 10 bags
Firedam Spray 08310 55-gallon drum 1 drum
Firedam Spray 08311 1-gallon can 4 gallons
Firedam Spray 08312 5-gallon pail 1 pail
Plenum Wrap 24 08316 1/2" x 24" x 50" (12,7 mm x 0,61 m x 15,24 m) 1roll
Plenum Wrap 48 08317 1/2" x 48" x 25' (12,7 mm x 1,22 m x 7,62 m) 1roll

*Mortar must be ordered in 30 bag increments.




3M
Diagnostic and Detection Products

* Infrared Heat Tracers pg. 188

Wmen your job calls for leading-edge temperature-
measurement technology, 3M provides the solution with
the family of 3M™ Infrared Heat Tracers. These units
provide afast, easy and accurate way to measure awide
range of temperatures at a safe distance. Plant engineers
and technicians can now monitor equipment more closely,
more accurately and more often — helping to spot trouble
before it leads to costly malfunction and repair.

Some models are available with NIST certification.
This certifies that these models are calibrated using
standards traceable to NIST (National Institute of
Standards and Technology).

S10Npo.id uonoa1ag pue onsoubelq

( Features — Advantages — Benefits

3M Infrared Heat Tracers

Contains built-in laser sighting from a safe User can literally “spot” and scan Easy to use
the object distance
Constructed of light, yet rugged plastics Lightweight, withstands use in Easy to use

industrial environments

Non-contact temperature measurement Provide accurate measurement Improves quality and safety
and personal safety

Back-lit LCD display Readable in dark areas Easy to use




Phone 800/245 3573 Fax 800/245 0329

|nfrared Heat
Tracers

3M™ |nfrared Heat Tracer is arugged, highly accurate and
easy-to-use, portable non-contact (infrared) thermometer. It
isan invaluable tool for monitoring operating temperatures
of mechanical and electrical, plant and production equipment
without removing the equipment, from service.

The infrared heat tracer allows the electrician and/or
technician to locate and identify overheating conditions
in electrical wiring connections, panels, switchgear, motors
and mechanical equipment, and to perform preventive
maintenance before catastrophic failure occurs.

3M IR-60EXPL2-1 Heat Tracers

For full-featured performance, choose the IR-60EXPL2 Heat
Tracer. The IR-60EXPL 2 provides readings up to 1600°F
(870°C) and has a 60:1 field of view. The IR-60EXPL2 heat
tracer also offers current maximum, minimum, differential
and average temperature readings, al of which can be stored
in memory for recall at alater time. The IR-60EXPL2 heat
tracer can provide real-time, temperature-measurement data
in either digital or analog format. Windows-based software
allows connection to a PC. The IR-60EXPL2 unit comes
standard with an RS232 cable, Windows-based software,
power supply and thermocouple K.

3M IR-60L2 Heat Tracers

The IR-60L 2 Infrared Heat Tracer offers sophisticated
temperature measurement across a broad range of
applications. The temperature range for the IR-60L2

and the IR-60EXPL 2 is-25°F (-32°C) to 1600°F (870°C)
with Hi and Lo alarm features. Laser sighting provides
greater accuracy and improved reliability of readings. For
performance and price, the IR-60L2 is your best choice.

3M IR-750C and IR-750CL2 Heat Tracers

The IR-750C Infrared Heat Tracer covers the basics of
temperature measurement. It is lightweight and constructed
of rugged plastic to withstand use in industrial environments.
It has a temperature-measurement range of -25°F (-32°C)
to 750°F (400°C), which encompasses the normal operation
temperature of most industrial motors and equipment.

The IR-750C heat tracer is user friendly with a back-lit
LCD display and point-and-shoot operation. It has a dua
display that shows the actual and maximum temperature.

A minimum amount of training is required, making it a
versatile tool. The IR-750C heat tracer is available with
(optional) NIST certification.

The IR-750CL 2 has all of these features and in addition,

it hasaClass |l laser for sighting.

b I':I:.:l

3M™ Model IR-60 Heat Tracer 77

3M IR-750CEXL2 Heat Tracers

The IR-750CEXL2 Infrared Heat Tracer covers an increased
temperature range of -25°F (-32°C) to 932°F (500°C), and
displays the maximum, minimum, differential or average
temperature while the trigger is pulled; a selectable high or
low alarm, which is adjustable throughout the temperature
range of the heat tracers; and adjustable emissivity. The
IR-750CEXL 2 features built-in Class |1 laser sighting.

The IR-750CEXL2 heat tracer is available with (optional)
NIST Certification.

3M IR-16EXCFO Heat Tracers

The IR-16EX CFO Heat Tracer offersa 3:1 field of view
for close focus. The IR-16EXCFO hesat tracers also offers
current maximum/minimum, and differential and average
temperature readings, all of which can be stored in memory
for recall at alater time. The IR-16EXCFO can provide
real-time, temperature-measurement data in either digital

or analog format. Software is available, upon placing an
order, to allow connection to a PC.



3M™ Infrared Heat Tracer Field of View Comparison

Model Number Field of View
IR-60L2 The distance to spot size h dialato
ratio is 60:1 at focus inches lala
IR-60EXPL2-1 point dia 0.76 at 46
dia 1.17 at 60
’, dia 2.85 at 120
—— @ 58 mm at 250 mm
@ 29 mm at 150 mm
m @ 19 mm at 115 mm
@ 25 mm at 0 mm
IR-750C The distance to spot size 25 mm @ 125mm@ 200 mm @
IR-750CL2 ratio is 8:1 at focus point 150 mm 1im 1.5m
IR-750CEXL2
| ’G - m
L - = ‘U
Nominal spot diameter
1"@6" 45" @3 at 90% energy
IR-16EXCFO The distance to spot size

ratio is 3:1 at focus point

il

DISTANCE: SENSOR TO OBJECT (IN.)

021 2 3 4 5 6 7 8 9 10

3.3
Spot Diameter (in) 23 3

1.7

v

D:S=3:1

34
Spot Diameter (mm) 50 67* 83 &
5I 19 2|O SIO 4|0 5|O 100I 150 200I 250I

DISTANCE: SENSOR TO OBJECT (mm)
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Phone 800/245 3573 Fax 800/245 0329

§ Specification Information for 3M ™ Infrared Heat Tracers

Features

Model IR-60L2

Model IR-60EXPL2

Temperature Range

-25 (-32°C) to 1600°F (870°C)

-25 (-32°C) to 1600°F (870°C)

Accuracy

+1% of reading or £1.5°F (£1°C)
whichever is greater,
at 73°F (23°C), £4°F (x2°C)
for targets below 32°F (0°C)

+1% of reading or +1.5°F (+1°C)
whichever is greater,
at 73°F (23°C), £4°F (x2°C)
for targets below 32°F (0°C)

Repeatability +0.5% of reading or +1.5°F +0.5% of reading or £1.5°F
(x1°C), whichever is greater (21°C), whichever is greater

Response Time 250 msec (95% response) 250 msec (95% response)

Spectral Response 8-14 microns 8-14 microns

Optical System 60:1 60:1

MAX Temperature X X

MIN, DIF, AVG Temp — X

Recall Last Reading — X

Display Hold X X

HI Alarm X X

LO Alarm — X

Low Battery Indicator X

LCD Backlight X X

Laser (Class II) X* X*

Emissivity Adjustable Adjustable

0.10 to 1.00 in steps of 0.01

0.10 to 1.00 in steps of 0.01

Temperature Display

°C or °F selectable

°C or °F selectable

3.5 digit LCD 3.5digit LCD
Display Resolution tenth degree reading tenth degree reading
upt0199.9 (F or C) upt0 199.9 (F or C)
Ambient Operating Range 3210 122°F (0to 50°C) 3210 122°F (0t0 50°C)
laser max 113°F (45°C) laser max 113°F (45°C)
Relative Humidity 10-95% RH noncondensing 10-95% RH noncondensing
@ up to 86°F (30°C) @ up to 86°F (30°C)
Storage Temperature -25°F (-32°C) to 122°F (50°C) -25°F (-32°C) to 122°F (50°C)
without battery without battery
Power 2x 1.5V Alkaline Type AA 2 x 1.5V Alkaline Type AA

Battery Life (Alkaline)

25 hrs. measurement mode
11 hrs. with laser on
6 hrs. with backlight and laser on
(50% backlight used)

25 hrs. measurement mode
11 hrs. with laser on
6 hrs. with backlight and laser
on (50% backlight used)

Dimensions 6.7x2x7.9in. 6.7x2x7.9in.
(170 x 50 x 200 mm) (170 x 50 x 200 mm)
Weight 11b. 6 oz. 11b. 6 oz.
Locking Trigger X X
Tripod Mount 1/4" - 20 UNC 1/4" - 20 UNC
Standard Accessories Hard plastic case Software, RS 232 cable,
wrist strap 7.5V power supply,
thermocouple k,
hard plastic case,
wrist strap
Certification (Available) NIST certification NIST certification
DKD certification DKD certification
Data Logger Points — 100 pts in memory
Scan Size Indicator Laser X X

*Class Il Laser and 17-point circular laser offer the same laser visibility as a class Illa laser.




Specification Information for 3M™ Infrared Heat Tracers

Features

Model IR-750C Model IR-750CL2 Model IR-750CEXL2
Measurement Range -25°F (-32°C) to 750°F (400°C) -25°F (-32°C) to 750°F (400°C) -25 (-32°C) to 932°F (500°C)
Accuracy +1% of reading or £2°F (£1°C) whichever | +1% of reading or +2°F (+1°C) whichever| +1% of reading or +2°F (+1°C) whichever
is greater, at 73°F (23°C) and above, is greater, at 73°F (23°C) and above, is greater, at 73°F (23°C) and above,
ambient operating temperature ambient operating temperature ambient operating temperature
Repeatability +1% of reading or £2°F (£1°C), +1% of reading or £2°F (£1°C), +1% of reading or £2°F (£1°C),
whichever is greater at ambient whichever is greater at ambient whichever is greater at ambient
Response Time 500 msec (95% response) 500 msec (95% response) 500 msec (95% response)
Spectral Response 7-18 microns 7-18 microns 7-18 microns
Optical System 81 8:1 8:1
MAX Temperature X X X
MIN, DIF, AVG Temp — — X
Recall Last Reading — — X
Display Hold X X X
HI Alarm — — X
LO Alarm — — X
Low Battery Indicator X X X
LCD Backlight X X X
Laser (Class 2 Output) — X X
Emissivity pre-set 0.95 pre-set 0.95 0.3-1.0 digitally adjustable
Temperature Display °C or °F selectable °C or °F selectable °C or °F selectable
3.5 digit LCD 3.5 digit LCD 3.5 digit LCD
Display Resolution tenth degree reading tenth degree reading tenth degree reading
up t0 199.9 (F or C) up to 199.9 (F or C) upt0199.9 (For C)
Ambient Operating Range 3210 122°F (0to 50°C) 3210 122°F (0t0 50°C) 3210 122°F (0to 50°C)
Relative Humidity 10-95% RH noncondensing 10-95% RH noncondensing 10-95% RH noncondensing
@ up to 86°F (30°C) @ up to 86°F (30°C) @ up to 86°F (30°C)
Storage Temperature -13°F (-25°C) to 158°F (70°C) -13°F (-25°C) to 158°F (70°C) -13°F (-25°C) to 158°F (70°C)
without battery without battery without battery
Power 9V Alkaline 9V Alkaline 9V Alkaline
or NEDA No. 1604 battery or NEDA No. 1604 battery or NEDA No. 1604 battery
Battery Life All Models: 33 hrs. All Models: 33 hrs. All Models: 33 hrs.
(backlight not used) (backlight not used) (backlight not used)
Laser models: 11 hrs. Laser models: 11 hrs. Laser models: 11 hrs.
(laser used 50%, (laser used 50%, (laser used 50%,
backlight used 50%) backlight used 50%) backlight used 50%)
Dimensions 54x1.6x7.7in. 54x1.6x7.7in. 54x1.6x7.7in.
(137 x 41 x 196 mm) (137 x 41 x 196 mm) (137 x 41 x 196 mm)
Weight 9.5 0z (270 gm) 9.5 0z (270 gm) 9.5 0z (270 gm)
Locking Trigger — — —

Tripod Mount

Standard Accessories Hard plastic case Hard plastic case Hard plastic case
Belt hook strap Belt hook strap Belt hook strap

Certification (Available) NIST certification NIST certification NIST certification

DKD certification DKD certification DKD certification

Data Logger Points

Scan Size Indicator Laser
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Phone 800/245 3573 Fax 800/245 0329

§ Specification Information for 3M ™ Infrared
Heat Tracers

Features

Model IR-16EXCFO

Measurement Range

0°F(-18°C) to 1600°F(870°C)

Accuracy +1% of Reading, +1 Digit
Repeatability +0.5% of Reading, +1 Digit
Response Time (95% Response) 350 msec.
Spectral Response 8 - 14 microns
Field of View D:S 31
Emissivity Adjustable 0.1 to 1.0
Temperature Display °F or °C, switch selectable
Locking Trigger Yes
Temperature Measurement
Parameters

Current and

Maximum temperature Yes
Minimum Temperature

Differential and

Average temperature Yes
Alarms

Adjustable High Level

and Low Level Alarms Yes
Data Storage

Current max./min., diff. and avg.

temperatures stored in memory Yes

for recall at a later time
Data Output

RS-232C or Imv/°F or °C Yes
Laser Sighting

Laser Type: Gallium Arsenide

Class: FDA llla

Power: <5 milliwatts No

Wavelength: 0.670 microns
Range: Up to 100 feet
(depends on ambient light)

Operating Temperature

32°F (0°C) to 122°F (50°C)

Storage Temperature

-40°F (-40°C) to 122°F (50°C)
with battery
-40°F (-40°C) to 140°F (60°C)
without battery

Operating Humidity

95% rh maximum

Size (Lx W x H) 55in. x1.75in. x 7.0 in.
(15cmx4.5cmx 18 cm)
Weight 11b. 4 0z. (0.6 kg)
Power Source
Battery 9-volt alkaline, NEDA No. 1604A

External 9 VDC at 100ma, input jack

Yes

Approximate Battery Life

25 hours maximum (all options off)
10 hours maximum (with laser on)

Tripod Mount

1/4-20 UNC

LCD Backlight

Yes

Note: The IR-16 Series is only available in the intrinsically safe models as well as

the IR-16EXCFO.




Ordering Information for 3M™ |R-60 Series Heat Tracers

Product UPC Billing Inner Minimum Order
Number Description (054007-) Unit Unit Pack Case Qty.
IR-60L2* Extended Performance Infrared Heat Tracer 42840 each — 1
Basic Unit with Class Il Laser
IR-60L2NI* Extended Performance Infrared Heat Tracer 42843 each — 1
(with Class I Laser and NIST Certification)
IR-60EXPL2-1* Infrared Heat Tracer Extended Performance 42852 each — 1
Unit Software, RS232, Type K Thermocouple,
110V power supply with Class Il Laser
IR-60EXPL2-1INI* Infrared Heat Tracer Extended Performance 42855 each — 1
Unit Software, RS232, Type K Thermocouple,
110V power supply with Class Il Laser and
NIST Certification
IR-60EXPL2-2* Infrared Heat Tracer Extended Performance 42856 each — 1
Unit Software, RS232, Type K Thermocouple,
220V power supply with Class Il Laser
IR-60EXPL2-2NI* Infrared Heat Tracer Extended Performance 42859 each — 1
Unit Software, RS232, Type K Thermocouple,
220V power supply with Class Il Laser and
NIST Certification
* Contains unit, instruction manual, and hard case
Ordering Information for 3M IR-750 and IR-16 Heat Tracers
Product UPC Billing Inner Minimum Order
Number Description (054007-) Unit Unit Pack Case Qty.
IR-750C* Infrared Heat Tracer Basic Unit 43111 each — 1
IR-750CNI* Infrared Heat Tracer Basic Unit 42102 each — 1
with NIST Certification
IR-750CL2* Basic Unit with Laser 43112 each — 1
IR-750CL2NI* Infrared Heat Tracer Basic Unit 42103 each — 1
with Class Il Laser and NIST Certification
IR-750CEXL2NI* Extended Performance Infrared Heat Tracer
with Class Il Laser and NIST Certification 42104 each — 1
IR-750CEXL2* Infrared Heat Tracer Extended
Performance Unit with Laser 43113 each — 1
IR-750HC* IR-750 Series Hard Case Only 41815 each — 1
IR-16EXCFO** Infrared Heat Tracer Extended
Performance Unit (with Close Focus) 50119 each — 1

* Contains unit, instruction manual and hard case
**|R-16 Heat Tracer comes with instruction manual and carrying case
Contact customer service to order Intrinsically Safe (IS) units.
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3M
Safety and Protection Products

* Personal Safety Products pg. 196 e LetteringKitsand pg. 200

 Preparation and Cleaning pg. 201

9ual ity and performance make 3M aleader with
avdiety of safety products, sorbents, reflective tapes
and traction systems.

Safety and comfort are the two main concernsin
the development of 3M safety and protection products.
Whenever work is done in environments that require
the use of safety and protection, we can help you meet
applicable OSHA regulations. 3M can provide the products
you need for avariety of applications.

3M’s quality and performance standards ensure that
you'll get the job done quicker and easier with 3M products.
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8210 Respirator 78

? Frequently Asked Questions

Can we break case quantities? Refer to your Price Pages under Broken Case Quantity.

Where do | call to get the Material Safety
Data Sheet for these products? Call 800-243-4630.
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Products

3M™ Comfort Mask

* Five-mask and fifteen-
mask economy pack

» Thismask will not
protect your lungs

*» To beused for
comfort only

» Offersrelief from the
irritating effects of
common nuisance
dusts such as pollen

* Easy-open package
isreclosableto help
preserve unused masks &

* Not to be used around harmful substances or when dust
concentrations are greater than government-permissible
exposure levels

« NOT GOVERNMENT CERTIFIED

Retail Pack: 8651ES/8652ES

Bulk: 8500

3M Sanding and Fiberglass Respirator

 U.S. Government
approved: N95
(42CFR84) particulate
respirator

» Usefor dusts
encountered during
sanding jobs and
installation of
fiberglass insulation

* Do not use for
ashestos, paint spray,
gases or vapors, 80
sandblasting or oil aerosols

* Lightweight, inexpensive, maintenance-free, comfortable

Retail Pack: 8654ES

Bulk: 8210

3M Woodworking, Sanding and Fiberglass
Respirator

* U.S. Government
approved: N95
(42CFR84) particulate
respirator

» Usefor dusts
encountered during
sanding jobs and
installation of
fiberglass insulation.

* Do not use for asbestos,
paint spray, gasses or
vapors, sandblasting or
oil aerosols

* 3M Cool Flow™ Exhalation Vave

« Lightweight construction

» M-noseclip

* Stapled straps

Retail Pack: R8511ES

3M Latex Paint and Odor Respirator

* U.S. Government
approved: R95
particulate
respirator
(42CFR84)

» Usefor relief from
non-harmful latex
paint and other
nuisance odors*

* Do not use for
asbestos, gasses, 82
vapors above the
government permissible exposure limit or sandblasting

Retail Pack: 8656ES

3M Welding Respirator

* U.S. Government
approved: N95
particulate
respirator

e Usefor meta
fumes from
welding, brazing,
cutting and other
operations involving 83
heating of metals

* Do not use for asbestos, paint spray, gasses or vapors,
sandblasting or oil aerosols

« 3M Cool Flow Exhalation Valve

* Adjustable straps

Retail Pack: 8660ES

3M Corded Ear Plugs

» Made of soft foam

* Conform to ear cand
comfortably and quickly

« Noise reduction rating
(NRR): 29dB

* Soft braided cord adds
convenience and helps
prevent loss

* Bright orange color offers

high visibility

Retail Pack: 8658ES a4

3M Safety Goggles

* Meets ANSI National Standards for eye protection
« Air vents help reduce fogging

* Impact resistant

* Adjustable straps allow comfortable face fit

Retail Pack: 8657ES

*3M recommended for relief against nuisance levels of organic vapors. Nuisance level
organic vapor refers to concentrations not exceeding OSHA PEL or applicable
government exposure limits, whichever is lower.



AWARNING

These hearing protection products help reduce exposure
to noise. To provide proper protection, the hearing
protector should be (1) suitable for the job, (2) fitted
properly in/on the ear, (3) worn during all time of
exposure to noise, and (4) replaced when damaged

or otherwise necessary.

IMPORTANT:

Before using any of these respirators, you must

determine the following:

1. Thetype of contaminant(s) for which the respirator
is being selected;

2. The concentration level of that contaminant;

3. Whether the respirator can be properly fitted on the

wearer’s face. All respirator instructions, warnings,
and use and time limitations must also be read and
understood by the wearer before use.

USE LIMITATIONS

1. These respirators do not supply oxygen. Do not use
in atmospheres containing less than 19.5% oxygen.

2. Do not use when concentrations of contaminants
are immediately dangerousto life and health, are
unknown, or when concentration is greater than
10 times the permissible exposure limit (PEL) or
according to specific OSHA standards or applicable
government regulations, whichever is lower.

3. Do not alter, abuse or misuse these respirators.

4. Do not use with beards or other facial hair or other
conditions that prevent a good seal between the face
and face seal (or edge) of the respirator.

TIME USE LIMITATIONS
Certain respirators may have time use limitations-

See packaging insert for details.

AWARNING

Respirators shown in this literature help reduce exposure
to certain airborne contaminants. Misuse may result in
sicknessor death. Before use, the wearer must read
and understand User Instructions provided as a part of
product packaging. Time use limitations may apply.

For 3M OH& ESD Technica Service, call
1-800-243-4630. In Canada, call 1-519-452-6137

or 1-800-265-1840, ext. 6137.
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Specifications and Ordering Information for 3M ™ Personal Safety Products

Product UPC Inner Case
Number (051111-) Description Unit Pack Qty.
8651ES 08651 Comfort Mask 5/pk 12 packs
8652ES 08652 Comfort Mask 15/pk 12 packs
8500 Bulk 08500t Comfort Mask — 600 each
8654ES 08654 N95 Sanding and Fiberglass Respirator 2/pk 12 packs
8210 Bulk 46457 N95 Sanding and Fiberglass 20/box 8 boxes
8656ES 08656 R95 Latex Paint/Odor Respirator 1/pk 12 packs
8660ES 08660 N95 Welding Respirator 1ipk 6 packs
8657ES 08657 Safety Goggles 1/pk 5 packs
8658ES 60437* Corded Ear Plugs 2 pripk 12 packs
8600 59345* Safety Center Demo — 1 deal
8683ES 62816** Protective Eyewear (clear) 1ipk 1 pack
* UPC prefix 051138-

** UPC prefix 051131-

t UPC prefix 021200-




J Folded Sorbents
and Kits

3M™ Petroleum Sorbent-Folded
P-FL550DD (white)

- 1
C-FL550DD 85

8%  3M Petroll
Petroleum sorbents are primarily used with hydro-carbon 5-Gallon Petroleum Spill Kit P-SKFL5
spills. These sorbents save time and money as only oil, and L
not water, is recovered. Petroll spill kits
Petrol eum sorbents can be used outside as well asin-plant. areideal for use
in fuel dispensing

applications, as well
asin the transportation
industry, when
immediate on-site
response is heeded.

3M Maintenance Sorbent-Folded
M-FL550DD (gray)

Maintenance sorbents are all-purpose sorbents. Ideal for
plants and facilities, the sorbent cleans up non-aggressive
fluids, including cutting oil, coolants, aqueous-based liquids
and petroleum based products.

Maintenance sorbents are dust-free and contain no
abrasive granules that could damage equipment.

3M Chemical Sorbent-Folded
C-FL550DD (yellow)

Chemical sorbents are useful for al spills, including aggressive

chemicals fluids. These sorbents resist reactions with 3M Chemroll

chemicals such as acids or bases. 5-Gallon Chemical Spill Kit C-SKFL5
Chemical sorbents are ideal for emergency response

situations.

3M Sorbent-Folded Spill Kits
Petroleum and Chemical

3M Sorbent-folded Spill Kits can be used for containing and
absorbing petroleum-based liquid spills and most hazardous
chemical liquids spills of up to 5 gallons. Conformable, the
spill kits are an excellent solution for storage where space
islimited. Because 3M Petroll and Chemroll use 3M’s
sorbent-folded technol ogy, they can also be used as booms,
pillows, pads or rolls—making sorbents the most versatile
response products available on the market today.

Phone 800/472 1190 Fax 800/262 6329

Chemroll spill kits
areideal for usein
laboratory spills
and transportation
applications such
aspolice, fireand
hazardous material
response.




3M™ Maintenance Sorbent-Rugs
M-RG36300E and M-RGC36100E

Maintenance sorbent-rugs help keep shop floors cleaner and
safer. These rugs absorb most shop fluids and oils without
breaking down. Rugs resist tearing and can withstand heavy
traffic. The rugs are available in standard unbacked or
poly-backed (for extra skid resistance) forms.

3M Folded-Sorbent Dispenser Rack A-RACK-1

This new folded-sorbent dispenser rack makes our folded
sorbents even more convenient to use. (You'll always be able
to find the correct 3M Folded Sorbent when and where you
need it instead of having to search. It will ways bein the
same easy-to-use dispenser rack.) The rack is easy to attach
to thewall and load with 3M folded maintenance, chemical
or petroleum sorbents. Just lift the cover, take out the empty
dispenser box and replace with anew box of sorbents. Position
the box for the most convenient sorbent dispensing point.
Other benefits of the dispenser rack include:
durable #3 nickel plated wire and 22-gauge enamel
coated, steel construction;
« front panel with full-length hinge supports;
« two roll-point catches, which secure the front panel;
« five graphic icons describing product use on the
front panel;
 holds one dispenser box on the wall;
* secure attachment to the wall with attachment points
16' on center;
» accommodation of the M-FL550DD Folded Maintenance

Sorbent, the P-FL550DD Folded Petroleum Sorbent or the

C-FL550DD Folded Chemical Sorbent.

Dispenser rack being loaded with 3M™ M-FL550DD
Folded Maintenance Sorbent

Specifications and Ordering Information for 3M Folded Sorbents and Kits

Product UPC Case
Number (051138-) Description Color Size Packaging Qty.
P-FL550DD 29141 Petroleum Sorbent-Folded white 5"x 50' (12,7 cm x 15,24 m) 1/box 3
M-FL550DD 29071 Maintenance Sorbent-Folded gray 5"x50' (12,7 cm x 15,24 m) 1/box 3
C-FL550DD 29296 Chemical Sorbent-Folded yellow 5"x 50' (12,7 cm x 15,24 m) 1/box 3
P-SKFL5 46289 Petroll Chemical Sorbent-Folded — 5" 26' (12,7 cm x 7,92 m)
Spill Kit with perforations every 16" 1/roll 3rolls
(19" x 26' [48,26 cm x 7,92 m])
fully opened)
Temporary disposal bag and tie — 1 1
C-SKFL5 46288 Chemroll Chemical Sorbent-Folded — 5" x 26' with (12,7 cm x 7,92 m) 1roll 3rolls
Spill Kit perforations every 16"
(19" x 26' [48,26 cm x 7,92 m])
fully opened)
Temporary disposal bag and tie — 1 1
M-RG36300E 29002 Standard Maintenance — 36" x 300" (0,91 m x 91,44 m) 1l/case 1
Sorbent Rug (32 Gals./Rug)
M-RGC36100E 29003 Poly-backed Maintenance — 36" x 100" (0,91 m x 30,48 m) 1l/case 1
Sorbent Rug (10.5 Gals./Rug)
A-RACK-1 29233 Folded Sorbent Dispenser Rack — 215"Hx21.5"Lx6"W 1l/case 1
(54,61 cm x 54,61 cm x 15,24 cm)
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Replenishment
Decals

Scotchlite™ 5000 Reflective
Lettering System

Convenient and easy
to use, letters and
numbers are self-
spacing, with self-
sticking adhesive.
Highly visible
characters stand out
at wide angles and
remain visiblein
wet weather. Using
the Scotchlite
reflective system
proven in millions
of highway
applications, the
5000 lettering
- systems offer long-
90 term durability.
Numbers are black
on yellow background, 1 x 1-1/2" (25,4 x 38,1 mm). Each
kit contains 25 each: A-Z, 0-9, blank and dash characters,
packaged in aclear, 36-compartment box, including an
application toal.
RUS Listed.

Scotchcal™ 5003 Non-Reflective
Lettering System

For in-plant, interior
vault and pedestal
cabinet applications.
Self-spacing letter
blocks are easy to
apply for aneat,
professional
appearance. Highly
visible white letters
on ablack
background. Self-
sticking adhesive
and glossy vinyl

. base will stand up

. foryearsin severe
weather and
handling conditions.
Assortment of 58
characters each:
A-Z, 0-9, blank and
dash characters are
all providedina
36-compartment
box, including an applicator tool. Charactersare 3/4 x 1"
(19,05 x 25,4 mm).

Black characters
on a“safety
orange”
background
conform to the
American National
Standards I nstitute
(ANSI) z253.1-
1979. All other
features are
identical to 5000
Reflective

L ettering System.
RUS Listed.

Scotchlite 5025 Reflective Lettering System

A complete A-Z lettering and numbering system in black on
“safety” orange. Charactersare 1-7/8 x 3" (48 x 76 mm).
Packaged in a clear, 36-compartment box. Contains 25

each of the letters A-Z, numbers 0-9, blank and dash. All
characters are self-sticking and self-spacing. Application
tool isincluded. Minimum order, 100 each.

5012 Decal Strip Holder

Designed for easy attachment to aerial or underground
cables, poles and other structural hardware, the 5012 holder
holds 4-18 charactersto identify splices, load points, poles,
etc. Polyethylene plastic strip can be attached with cable ties
or nailed to poles.

RUS Listed.



Specifications and Ordering Information for Lettering Kits and Replenishment Decals

Product UPC Inner Case
Number (054007-) Description Color Unit Pack Qty.
5000 33129 Reflective lettering kit yellow/black 1 1
5003 33130 Non-reflective lettering system white/black 1 1
5005 33935 Reflective lettering kit orange/black 1 1
5025 34385 Reflective lettering system kit orange/black 1 1
5012 33388 Decal holder strip — 1 25
*UPC prefix 051128-

Preparation and
Cleaning

Scotch-Brite™ 07440 Series Hand Pads

3M™ Scotch-Brite
Hand Pads make the
toughest cleaning jobs
easier. These pads are
so versatile they will
out-perform steel
wool, wire brushes,
sandpaper and other
nonwoven surface
conditioning products
and can be used with
water or solvents.
They resist tearing,
splintering, shredding
93 and loading and will
never rust.

All Scotch-Brite hand pads measure 6 x 9" (152 x 228 mm).
Blending Pads are made of a coarse mineral abrasive.
General Purpose Pads are reusable — they rinse clean
and are constructed of a nylon web. Ultra Fine Pads are
highly conformable.

Select the Scotch-Brite hand pads for your specific
abrasion needs and carry them with you everywhere you
work. Y ou can use them on virtually any surface material,
including all kinds of metals, plastics, composites, ceramics,
porcelain, glass and rubber.

Product Information for Scotch-Brite 7440 Series Hand Pads

Product Number

7446-Blending Hand Pads

7447-General Purpose Hand Pads

7448 Ultra Fine Hand Pads

Features

Hand blending and finishing stainless
steel and aluminum

Scuff sanding, cleaning, finishing
and deburring

Light duty — ideal for cosmetic
cleaning and creating

Light oxide removal Use for car reconditioning - cleaning consistent finishes
Paint removal upholstery, headliners, white-wall
Wood highlighting tires, door pads and chrome
Deburring metals and ceramics
Cleaning machinery
Electrical Applications Cleaning cable jackets, insulation and conductors
Cleaning and polishing bus bar
Cleaning insulators and cable accessories
Rust removal from metal cabinets
Relay contact cleaning
Battery connections
Color Gray Maroon Gray
Size 6x 9" (152 x 228 mm) 6x9" (152 x 228 mm) 6x 9" (152 x 228 mm)

Ordering Information Scotch-Brite 7440 Series Hand Pads

Product Number Color Size Pads/Box Order Qty. UPC (048011-)
7446-Blending Pads Gray 6x 9" (152 x 228 mm) 10 40 pads 04051
7447-General Purpose Pads Maroon 6x9" (152 x 228 mm) 20 60 pads 04029
7448 Ultra Fine Fads Gray 6x9" (152 x 228 mm) 20 60 pads 04028
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3M | |
Terminations

* Glossary of TerminationsTerms pg. 204
» Cable Typesfor Terminating pg. 204

» Cold Shrink QT-I11 pg. 206
Single Conductor
Three Conductor

Cold Shrink Terminations

— R i

g

Over 25 years ago. 3M pioneered cold shrink technology.
Since then, field use and laboratory anaysis have repeatedly
proven its merits and reliability. Through constant
innovation, we have refined cold shrink products making
them better than ever. They're easier to apply and built to
withstand even the most punishing environmental conditions.
Enhanced performance at alower installed cost continue to
make 3M the preferred choice for cold shrink solutions.

3M Cold Shrink QT-Il and QT-III terminations are
designed using 3M developed track resistant silicone rubber
and Hi-K stress control material in conjunction with 3M’s
unique Cold Shrink delivery system.

The QT-I1 and the QT-I11 are supplied prestretched on a
removable core. Removal of the core (unwind) after
positioning the termination alows the product to shrink into
position, providing atight seal.

Choosing theright terminations.

» 3/C Cable Breakout Boots
3/C Phase Rejacketing System  pg. 213

» Cold Shrink QT-I1I pg. 215
» Tape Terminations pg. 222
* Electrostatic Animal Guard pg. 223

3M Cold Shrink terminations offer easy installation and
reliable performance when terminating indoor and outdoor
medium voltage cable.

QT-1l and QT-I1I Cold Shrink silicone rubber is
specifically formulated as a high track resistant material with
hydrophobicity (water repelling action) to insure along life
expectancy.

These Cold Shrink terminations are lightweight for either
free-hanging or bracket mounting arrangements.

3M offers you two options for choosing a Cold Shrink
Termination. The QT-I11 utilizes the latest technology with
built in Hi-K stress controlling mastic and silicone sealing
mastic resulting in a much more user-friendly application.
The QT-I1 offers many of the same advantages and benefits
asthe QT-II1 but does require several additional steps during
the installation.

Questions to ask yourself before ordering a terminating product.

What is Voltage Rating?
What is Insulation Level?

What is Conductor Size?

5KkV___ 8kV___ 15kV___ 25/28KkV___ 35kV___ 46 kV___
100%___ 133%___

AWG/kcmil

What is Cable/Shielding Type?
other)

What is Conductor Material? Copper

(tape, drain wire, UniShield’, LC Shielded, Jacketed Concentric Neutral,

Aluminum (Al/Cu)

Where will the termination be mounted? Indoor___ Outdoor___ Cabinet Indoor____

Vented Cabinet Outdoor ___ Heated Cabinet Outdoor ____

g
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Phone 800/245 3573 Fax 800/245 0329

Class 1 Termination — Provides electric stress control for
the cable insulation shield terminus: provides complete
external leakage insulation between the cable conductor(s)
and ground; and provides aseal to the end of the cable
against the entrance of the externa environment and
maintains the operating design pressure, if any, of the
cable system. Thisclassis divided into three types:

— Class 1A: For use on extruded dielectric cable
— Class 1B: For use on laminated dielectric cable
— Class 1C: Expressly for pressure-type cable systems

Class 2 Termination — Provides electric stress control for
the cable insulation shield terminus, and provides complete
external |eakage insulation between the cable conductor(s)
and ground.

Class 3 Termination — Provides el ectric stress control for
the cable insulation shield terminus.

8 Glossary of Terminations Terms

Indoor Termination—Dry — A termination intended
for use whereit is protected from solar radiation and
precipitation and not subject to periodic condensation,
or other excessive humidity (90% RH or more). May
beinstalled in air conditioned or heated aress.

Indoor Termination—-Wet — A termination intended
for use where it is protected from direct exposure to
both solar radiation and precipitation, but is subjected
to climatic conditions that can cause condensation onto
the termination surfaces.

Outdoor Termination — A termination intended for use
whereit is not protected from direct exposure to either solar
radiation or precipitation. These are Class 1A, 1B, or 1C
terminations. Class 2 terminations may also qualify.

Note: Some cables below 15 kV do not have an insulation
shield. Terminations for such cables would not be required
to provide electric stress control. In such cases, this
provision would not be part of the definition.

Cable Typesfor Terminating
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Tape Shielded Cable
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Wire Shielded Cable
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UniShield® Cable



Cable Typesfor Terminating
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Wire Over Tape Shielded Cable
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LC Shielded Cable
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Concentric Neutral (CN) Cable
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Jacketed Concentric Neutral (JCN) Cable
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Paper Insulated Lead Covered (PILC) Cable

S ———

Nonshielded (Dry) Cable

S -_——

Nonshielded (Wet or Dry) Cable




Phone 800/245 3573 Fax 800/245 0329

QT-111 Silicone
Rubber

Single Conductor

3M™ Cold Shrink QT-I11 terminations offer easy
installation and reliable performance when terminating
indoor and outdoor medium voltage cable. The unique
step-core design combined with the built in Hi-K stress
control and silicone sealing compounds means simpler
installation on all types of cable. The QT-Il1 assures
long-term reliability through an improved silicone rubber
body with enhanced hydrophobic recovery. UV stability and
track and erosion resistance. Plusits Hi-K stress control
design delivers excellent BIL performance and lower surface
stress resulting in a more compact termination. Through
superior engineering, 3M Cold Shrink QT-111 terminations
deliver maximum performance.

Cold Shrink QT-I11 Indoor Tubular Termination

J x

Cold Shrink QT-IIl Outdoor Termination

94

Cable Insulation

Condu

ctor Size Range

Kit 0.D. Range AWG and kemil (mm?) UPC
Number BIL in. (mm) 5kv 8.7kV 15 kv 25/28 kV (054007-)
Shielded Cable Kits (Each kit makes three terminations)

7620-T-95 95 kv 0.32-0.59 (8,2 - 15,0) 8-4 8-6 — — 41758
7621-T-95 95 kv 0.44-0.89 (11,2-22,7) 2-300 4-2/0 — — 41759
7622-T-110 110 kv 0.64-1,08 (16,3 -27,4) 4/0 - 400 3/0-300 2-4/0(35-120) — 41760
7624-T-110 110 kV 0.83-1.53(21,1-389) | 500-750 350-700 4/0 - 500 (120 - 240) — 41761
7625-T-110 110 kv 1.05-1.80(26,7-45,7) | 700 - 1500 600 - 1250 500 - 1000 (240 — 500) — 41762
7626-T-110 110 kv 1.53-2.32(38,9-58,9) | 1750-2000 1500-2000 1250 - 2000 (500 — 1000) — 41763
7693-T-150 150 kV 0.72-1.29(183-32,8) | 300-500 250 - 500 2/0-300 (70— 150) 2-4/0 (35-120) 41778
7695-T-150 150 kV 1.05-1.80(26,7-45,7) | 700- 1500 600 - 1250 500 - 1000 (240-500) 250 -800 (150 — 400) 41779
7696-T-150 150 kV 1.53-2.32(38,9-58,9) | 1750-2000 1500-2000 1250 - 2000 (500 - 1000) 900 - 1750 (500 — 800) | 41780
Concentric and Jacketed Concentric Cable Kits (Each kit makes one termination)

7642-T-110 110 kv 0.64-1.08 (16,3 -27,4) 4/0 - 400 3/0-300 2-4/0(35-120) — 41764
7644-T-110 110kV 0.83-1.53(21,1-389) | 500-750 350-700 4/0 - 500 (120 - 240) — 41766
7645-T-110 110 kv 1.05-1.80(26,7-45,7) | 700- 1500 600 - 1250 500 - 1000 (240 — 500) — 41768
7646-T-110 110 kv 153-2.32(38,9-58,9) | 1750-2000 1500-2000 1250 — 2000 (500 — 1000) — 41770
7653-T-150 150 kV 0.72-1.29(183-32,8) | 300-500 250 - 500 2/0-300 (70 - 150) 2-4/0(35-120) 41772
7655-T-150 150 kV 1.05-1.80(26,7-45,7) | 700- 1500 600 - 1250 500 - 1000 (240-500) 2502800 (150 — 400) 41774
7656-T-150 150 kv 153-2.32(38,9-58,9) | 1750-2000 1500-2000 1250 - 2000 (500 —1000) 900 - 1750 (500 — 800) | 41776
High Fault Current Cable Kits (Each kit makes one termination)

7642-T-HSG-110 110kV 0.64-1.08 (16,3 -27,4) 4/0 - 400 3/0-300 2-4/0(35-120) — 41765
7644-T-HSG-110 110 kv 0.83-1.53(21,1-389) | 500-750 350-700 4/0 - 500 (120 - 240) — 41767
7645-T-HSG-110 110 kV 1.05-1.80(26,7-45,7) | 700- 1500 600 - 1250 500 — 1000 (240 — 500) — 41769
7646-T-HSG-110 110 kv 153-2.32(38,9-58,9) | 1750-2000 1500-2000 1250 - 2000 (500 — 1000) — 41771
7653-T-HSG-150 150 kV 0.72-1.29(183-32,8) | 300-500 250 - 500 2/0-300 (70 - 150) 2-4/0 (35-120) 41773
7655-T-HSG-150 150 kV 1.05-1.80(26,7-45,7) | 700-1500 600 - 1250 500 - 1000 (240-500) 250 —800 (150 — 400) 41775
7656-T-HSG-150 150 kV 1.53-2.32(38,9-58,9) | 1750-2000 1500-2000 1250 - 2000 (500 - 1000) 900 - 1750 (500 — 800) | 41777




Cold Shrink QT-I11 Outdoor Skirted Termination

Cable Insulation

Conductor Size Range

Kit 0.D. Range AWG and kemil (mm?) UPC
Number BIL in. (mm) 5kV 8.7kV 15 kV 25/28 kV 35kv (054007-)
Shielded Cable Kits (Each kit makes three terminations)

7620-S-2 95 kv 0.32-0.59 (8,2-15,0) 8-4 8-6 — — — 42168
7621-S-2 95kv  044-089(112-22,7)| 2-3/0 4-200 — — — 42169
7622-S-2 110kv ~ 0.64-1,08(16,3-27,4) | 4/0-400  3/0-300 2-4/0(35-120) — — 42170
7692-S-4 150kv ~ 0.64-1,08(16,3-27,4) | 4/0-400  3/0-300 2-4/0(35-120) 2-1/0(35-50) — 42211
7693-S-4 150kv  0.72-1.29(18,3-32,8) | 300-500 250-500  2/0-300 (70— 150) 2-4/0(35-120) — 42212
7694-S-4 150kv ~ 0.83-153(21,1-389) | 500-750 350-700  4/0-500(120-240)  2/0-250 (70 -150) — 42213
7695-S-4 150kv  1.05-1.80(26,7-45,7) | 700-1500 600-1250 500 - 1000 (240-500) 250 —800 (125 - 400) — 42214
7696-S-4 150kv ~ 1.53-2.32(38,9-58,9) |1750 — 2000 1500 - 2000 1250 — 2000 (625 — 1000) 900 — 1750 (500 — 800) — 42215
7683-S-8 200kV  0.72-1.29(18,3-328) | 300-500 250-500  2/0-300 (70— 150) 2-4/0 (35-120) 2-2/0(35-70) 42465
7684-S-8 200kvV  0.83-1.53(21,1-38,9) | 500-750 350-700  4/0-500(120-240)  2/0- 250 (70 - 150) 2-4/0(35-120) | 42466
7685-S-8 200kvV  1.05-1.80(26,7-45,7) | 700-1500 600-1250 500 - 1000 (240-500) 250-800 (125-400) 3/0-600 (95-325) | 42467
7686-S-8 200KV 1.53-2.32(38,9-58,9) |1750-2000 1500 -2000 1250 - 2000 (625 — 1000) 900 — 1750 (500 —800) 700 — 1500 (400 — 725)| 42468
Concentric and Jacketed Concentric Cable Kits (Each kit makes one termination)

7642-S-2 110kv ~ 0.64-1.08(16,3-27,4) | 4/0-400  3/0-300 2-4/0 (35-120) — — 42011
7652-S-4 150kv ~ 0.64-1.08(16,3-27,4) | 40-400  3/0-300 2-4/0 (35-120) 2-1/0(35-120) — 42178
7653-S-4 150kv ~ 0.72-1.29(18,3-32,8) | 300-500  250-500 2/0-300 (70-150) 2-4/0 (35-120) — 42192
7654-S-4 150kv  0.83-153(21,1-389) | 500-750  350-700 4/0-500 (120-240) 2/0-250 (70 - 150) — 42203
7655-S-4 150kv ~ 1.05-1.80(26,7-45,7) | 700-1500 600-1250  500-1000 (240-500) 250 —800 (150 — 400) — 42208
7656-S-4 150kv  1.53-2.32(38,9-58,9) |1750-2000 1500-2000 1250-2000 (625-1000) 900 - 1750 (500 — 800) — 42210
7663-S-8 200kv  0.72-1.29(18,3-32,8) | 300-500  250-500 2/0-300 (70-150) 2-4/0(35-120) 2-2/0(35-70) 42433
7664-S-8 200kv  0.83-1.53(21,1-38,9) | 500-750  350-700 4/0-500 (120-240) 2/0-250 (70 - 150) 2-4/0(35-120) | 42447
7665-S-8 200kvV  1.05-1.80(26,7-45,7) | 700-1500 600-1250  500-1000 (240-500)  250-800 (150 —400)  3/0-600 (95— 325) | 42461
7666-S-8 200KV 1.53-2.32(38,9-58,9) |1750-2000 1500-2000 1250-2000 (625-1000) 900 —1750 (500 -800) 700 — 1500 (400 —725)| 42463
High Fault Current Cable Kits (Each kit makes one termination)

7652-S-HSG-4 |150kV ~ 0.64-1.08(16,3-27,4) | 4/0-400  3/0-300 2-4/0(35-120) 2-1/0(35-50) — 42171
7653-S-HSG-4 |150kV  0.72-1.29(18,3-32,8) | 300-500 250-500  2/0-300 (70 - 150) 2-4/0 (35-120) — 42185
7654-S-HSG-4 |150kV  0.83-1.53(21,1-38,9) | 500—-750 350-700  4/0-500(120-240)  2/0- 250 (70 - 150) — 42199
7655-S-HSG-4 |150kV ~ 1.05-1.80(26,7-45,7) | 700-1500 600-1250 500 - 1000 (240 —-500) 250 — 800 (150 — 400) — 42207
7656-S-HSG-4 |150kV ~ 1.53-2.32(38,9-58,9) |1750 — 2000 1500 —2000 1250 — 2000 (625 — 1000) 900 — 1750 (500 — 800) — 42209
7663-S-HSG-8 |200kV ~ 0.72-1.29(18,3-32,8) | 300-500 250-500  2/0-300 (70 - 150) 2-4/0 (35-120) 2-2/0(35-70) 42440
7664-S-HSG-8 [200kV ~ 0.83-1.53(21,1-38,9) | 500-750 350-700  4/0-500(120-240)  2/0- 250 (70 - 150) 2-4/0(35-120) | 42454
7665-S-HSG-8 |200kV ~ 1.05-1.80(26,7-45,7) | 700-1500 600-1250 500 - 1000 (240-500) 250-800 (125-400) 3/0-600 (95— 325) | 42462
7666-S-HSG-8 |200kV ~ 1.53-2.32(38,9-58,9) | 1750-2000 1500 —2000 1250 — 2000 (625 — 1000) 900 — 1750 (500 —800) 700 — 1500 (400 —725)| 42464
Inverted Kits for Shielded Cable (Each kit makes three terminations)

7622-S-INV-2  |110kV ~ 0.64-1.08 (16,3-27,4) | 4/0-400 3/0-300 2-4/0(35-120) — — 43016
7693-S-INV-4  |150kV  0.72-1.29(18,3-32,8) | 300-500  250-500 2/0-300 (70 - 150) 2-4/0(35-120) — 43017
7695-S-INV-4  |150kV ~ 1.05-1.80(26,7-45,7) | 700-1500 600-1250 500 - 1000 (240-500) 250 - 800 (150 — 400) — 43018
7696-S-INV-4  |150kV ~ 1.53-2.32(38,9-58,9) | 1750-2000 1500-2000 1250 - 2000 (500 -1000) 900 - 1750 (500 —800) — 43019
Inverted Kits for Concentric and Jacketed Concentric Cable (Each kit makes one termination)

7642-S-INV-2  |110kV ~ 0.64-1.08 (16,3-27,4) | 4/0-400 3/0-300 2-4/0(35-120) — — 04622
7653-S-INV-4 |150kV  0.72-1.29(18,3-32,8) | 300-500  250-500 2/0-300 (70 - 150) 2-4/0(35-120) — 04625
7655-S-INV-4  |150kV ~ 1.05-1.80(26,7-45,7) | 700-1500 600-1250 500 - 1000 (240-500) 250 - 800 (150 — 400) — 04623
7656-S-INV-4  |150KV ~ 1.53-2.32(38,9-58,9) | 1750-2000 1500-2000 1250 - 2000 (625-1000) 900 - 1750 (500 —800) — 04624
Concentric and Jacketed Concentric Cable Kits with Top Insulator (Each kit makes one termination)

7652-S-4-Tl 150kV ~ 0.64-1.08(16,3-27,4) | 4/0-400 3/0-300 2-4/0(35-120) 2-1/0(35-50) — 43409
7653-S-4-Tl 150kv  0.72-1.29(18,3-328) | 300-500  250-500 2/0-300 (70 - 150) 2-4/0(35-120) — 43410
7654-S-4-Tl 150kv  0.83-153(21,1-389) | 500-750  350- 700 4/0 - 500 (120 - 240) 2/0-250 (70— 150) — 43411
7655-S-4-Tl 150kv ~ 1.05-1.80(26,7-457) | 700-1500 600-1250 500 - 1000 (240-500) 250 - 800 (150 — 400) — 43412
7656-S-4-Tl 150kvV ~ 1.53-2.32(38,9-589) | 1750-2000 1500-2000 1250 - 2000 (625-1000) 900 - 1750 (500 —800) — 43413
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Three Conductor

3M ™ 7600 Series Three Conductor Cable Termination
Kits are designed to terminate medium voltage power
cablesrated up to 35 kV. 7600-3W series kits are designed
for three conductor cables without internal ground wires.
7600-RJS series kits are designed for cabinet-mount
installations and can be used on cables with, or without,
internal ground wires.

Each termination kit has al of the materials required
to make athree conductor termination (except lugs, which
must be ordered separately).

Kit componentsinclude:

e Three QT-1II Silicone Rubber Termination assemblies,
tubular or skirted depending upon the termination
environment and location.

¢ Threefour-foot RJS Silicone Rubber Rejacketing Sleeve
assemblies.

e The 7600-3W serieskits also include a silicone rubber
breakout boot.
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3M™ QT-III Silicone Rubber 94

Termination Type Selection Guide
For Cable Type (s)

Kit Insulator Installation (With or Without
Series Configuration Environment Orientation Ground Wires)
7600-S-3W Skirted Outdoor Normal W (Without)
7600-T-3W Tubular Indoor Normal W (Without)
7690-S-INV-3W Skirted Outdoor Inverted W (Without)
7600-S-3-RJS Skirted Indoor-Cabinet Mount (No Breakout Boot) Normal G or W (With or Without)
7600-T-3-RJS Tubular Indoor-Cabinet Mount (No Breakout Boot) Normal G or W (With or Without)
7690-S-INV-3-RJS Skirted Indoor-Cabinet Mount (No Breakout Boot) Inverted G or W (With or Without)




7600-S-3W Series — Kit Selection Guide

Cable Insulation 3.3kv 33kv 5.0kv 6.6kvV  6.6kV 8.7kv 10 kv
Kit BIL Range (mm2) (mm2) (AWG) (mm2) (mm2) (AWG) (mm2) UPC
Number kv mm (in.) IEC JIS AEIC JIS IEC AEIC IEC (051131-)
7620-S-2-3W 95 8.40-12.7 (0.33-0.50) 16-35 8-22 8-2 — 16-25 6-4 — 04748
7621-S-2-3W 95 12.7-17.8 (0.50-0.70) 50-95 38-60 1-3/0 — 35-70 2-2/0 10-50 04749
7622-S-2-3W 110 17.8-23.4 (0.70-0.92) 120-185 | 100-150 4/0-400 60-100 95-150 3/0-350 70-150 04750
7691-S-4-3W 150 12.7-17.8(0.50-0.70) 50-95 38-60 1-3/0 — 35-70 2-2/0 10-50 04751
7692-S-4-3W 150 17.8-23.4 (0.70-0.92) 120-185 | 100-150 4/0-400 60-100 95-150 3/0-350 70-150 04752
7693-S-4-3W 150 23.4-30.0 (0.92-1.18) 240-300 | 200-250 | 500-750 | 150-250 | 185-300 | 400-600 | 185-300 04753
7695-S-4-3W 150 30.0-38.6 (1.18-1.52) — 300-325 | 800-1000 | 300-325 — 750-1000 — 04754
7684-S-8-3W 200 23.4-30.0 (0.92-1.18) 240-300 | 200-250 500-750 150-250 | 185-300 | 400-600 | 185-300 04755
7685-S-8-3W 200 30.0-38.6 (1.18-1.52) — 300-325 | 800-1000 | 300-325 — 750-1000 — 04756

(Final determining factor is cable insulation diameter. Listed insulation ranges allow +2.54 mm (0.10") for shielding.)

Cable Insulation 15 kv 15 kv 20 kv 25/28 kV 30 kv 35kV
Kit BIL Range (mm2) (AWG) (mm?2) (AWG) (mm?2) (AWG) UPC
Number kv mm (in.) IEC AEIC IEC AEIC IEC AEIC (051131-)
7620-S-2-3W 95 8.40-12.7 (0.33-0.50) — — — — — — 04748
7621-S-2-3W 95 12.7-17.8 (0.50-0.70) 16-25 — — — - — 04749
7622-S-2-3W 110 17.8-23.4 (0.70-0.92) 35-95 1/0-4/0 — — — — 04750
7691-S-4-3W 150 12.7-17.8(0.50-0.70) 16-25 — — — — — 04751
7692-S-4-3W 150 17.8-23.4 (0.70-0.92) 35-95 1/0-4/0 25-70 2-1/0 — — 04752
7693-S-4-3W 150 23.4-30.0 (0.92-1.18) 120-185 250-450 95-185 2/0-250 — — 04753
7695-S-4-3W 150 30.0-38.6 (1.18-1.52) 200-325 500-750 240-300 300-500 — — 04754
7684-S-8-3W 200 23.4-30.0 (0.92-1.18) 120-185 250-450 95-185 2/0-250 35-70 1/0-3/0 04755
7685-S-8-3W 200 30.0-38.6 (1.18-1.52) 200-325 500-750 240-300 300-500 95-240 4/0-500 04756
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7600-T-3W Series — Kit Selection Guide

Cable Insulation 3.3kv 3.3kv 5.0kV 6.6kV  6.6kV 8.7kv 10 kv
Kit BIL Range (mm2) (mm2) (AWG) (mm2) (mm2) (AWG) (mm2) UPC
Number kv mm (in.) IEC JIS AEIC JIS IEC AEIC IEC (051131-)
7620-T-95-3W 95 8.40-12.7 (0.33-0.50) 16-35 8-22 8-2 — 16-25 6-4 — 04731
7621-T-95-3W 95 12.7-17.8 (0.50-0.70) 50-95 38-60 1-3/0 — 35-70 2-210 10-50 04732
7623-T-95-3W 95 17.8-23.4 (0.70-0.92) 120-185 | 100-150 4/0-400 — 95-150 3/0-350 70-150 04733
7624-T-95-3W 95 23.4-30.0 (0.92-1.18) 240-300 | 200-250 | 500-750 — 185-300 | 400-600 | 185-300 04734
7625-T-95-3W 95 30.0-38.6 (1.18-1.52) — 300-325 | 800-1000 — — 750-1000 — 04735
7621-T-110-3W 110 12.7-17.8 (0.50-0.70) 50-95 38-60 1-3/0 14-38 35-70 2-2/0 10-50 04736
7622-T-110-3W 110 17.8-23.4 (0.70-0.92) 120-185 | 100-150 4/0-400 60-100 95-150 3/0-350 70-150 04737
7624-T-110-3W 110 23.4-30.0 (0.92-1.18) 240-300 | 200-250 500-750 150-250 | 185-300 | 400-600 185-300 04738
7625-T-110-3W 110 30.0-38.6 (1.18-1.52) — 300-325 | 800-1000 | 300-325 — 750-1000 — 04739
7622-T-125-3W 125 17.8-23.4 (0.70-0.92) 120-185 | 100-150 4/0-400 60-100 95-150 3/0-350 70-150 04740
7624-T-125-3W 125 23.4-30.0 (0.92-1.18) 240-300 | 200-250 | 500-750 | 150-250 | 185-300 | 400-600 | 185-300 04741
7625-T-125-3W 125 30.0-38.6 (1.18-1.52) — 300-325 | 800-1000 | 300-325 — 750-1000 — 04742
7693-T-150-3W 150 17.8-23.4 (0.70-0.92) 120-185 | 100-150 4/0-400 60-100 | 950-150 3/0-350 70-150 41743
7694-T-150-3W 150 23.4-30.0 (0.92-1.18) 240-300 | 200-250 | 500-750 | 150-250 | 185-300 | 400-600 | 185-300 04744
7695-T-150-3W 150 30.0-38.6 (1.18-1.52) — 300-325 | 800-1000 | 300-325 — 750-1000 — 04745
(Final determining factor is cable insulation diameter. Listed insulation ranges allow +2.54 mm (0.10") for shielding.)

Cable Insulation 15 kv 15 kv 20 kV 25/28 kV

Kit BIL Range (mm2) (AWG) (mm2) (AWG) UPC
Number kv mm (in.) IEC AEIC IEC AEIC (051131-)
7620-T-95-3W 95 8.40-12.7 (0.33-0.50) — — — — 04731
7621-T-95-3W 95 12.7-17.8 (0.50-0.70) 16-25 — — — 04732
7623-T-95-3W 95 17.8 23.4(0.70-0.92) 35-95 — — — 04733
7624-T-95-3W 95 23.4-30.0 (0.92-1.18) 120-185 — — — 04734
7625-T-95-3W 95 30.0-38.6 (1.18-1.52) 200-325 — - — 04735
7621-T-110-3W 110 12.7-17.8 (0.50-0.70) 6-25 2-1 — — 04736
7622-T-110-3W 110 17.8-23.4 (0.70-0.92) 35-95 1/0-4/0 — — 04737
7624-T-110-3W 110 23.4-30.0 (0.92-1.18) 120-185 250-450 - — 04738
7625-T-110-3W 110 30.0-38.6 (1.18-1.52) 200-325 500-750 — — 04739
7622-T-125-3W 125 17.8-23.4 (0.70-0.92) 35-95 1/0-4/0 25-70 — 04740
7624-T-125-3W 125 23.4-30.0 (0.92-1.18) 120-185 250-450 95-185 — 04741
7625-T-125-3W 125 30.0-38.6 (1.18-1.52) 200-325 500-750 240-300 — 04742
7693-T-150-3W 150 17.8-23.4 (0.70-0.92) 35-95 1/0-4/0 25-70 2-1/0 04743
7694-T-150-3W 150 23.4-30.0 (0.92-1.18) 120-185 250-450 95-185 2/0-250 04744
7695-T-150-3W 150 30.0-38.6 (1.18-1.52) 200-325 500-750 240-300 300-500 04745




7600-S-INV-3W Series — Kit Salection Guide

Cable Insulation 3.3kv 33kv 5.0kv 6.6kV  6.6kV 8.7kv 10 kv
Kit Range (mm2) (mm2) (AWG) (mm2) (mm2) (AWG) (mm2) UPC
Number mm (in.) JIS AEIC JISIEC AEIC IEC IEC AEIC (051131-)
7693-S-4-INV-3W 23.4-30.0 (0.92-1.18) 240-300 | 200-250 500-750 150-250 | 185-300 | 400-600 | 185-300 04746
7695-S-4-INV-3W 30.0-38.6 (1.18-1.52) — 300-325 | 800-1000 | 300-325 — 750-1000 — 04747

(Final determining factor is cable insulation diameter. Listed insulation ranges allow +2.54 mm (0.10") for shielding.)

Cable Insulation 15 kv 15 kV 20 kV 25/28 kV
Kit Range (mm2) (AWG) (mm2) (AWG) UPC
Number mm (in.) IEC AEIC IEC AEIC (051131-)
7693-S-4-INV-3W 23.4-30.0 (0.92-1.18) 120-185 250-450 95-185 2/0-250 04746
7695-S-4-INV-3W 30.0-38.6 (1.18-1.52) 200-325 500-750 240-300 300-500 04747

7600-S-3-RJS Series — Kit Selection Guide

Cable Insulation 3.3kV 3.3kV 5.0 kV 6.6 kV 6.6 kV 8.7kV 10 kV
Kit BIL Range (mm2) (mm2) (AWG) (mm2) (mm2) (AWG) (mm?2) UPC
Number kv mm (in.) IES JIS AIEC JIS IEC AEIC IEC (054007-)

7620-S-2-3-RJS 95 0.33-0.50 (8.40-12.7
7621-S-2-3-RJS 95 0.50-0.70 (12.7-17.8

( ) 16-35 8-22 8-2 — 16-25 6-4 — 04722
( ) 50-95 38-60 1-3/0 — 35-70 2-2/0 10-50 04723
7622-S-2-3-RJS 110 0.70-0.92 (17.8-23.4) 120-185 | 100-150 4/0-400 60-100 95-150 3/0-350 70-150 04724
7691-S-4-3-RJS 150 0.50-0.70 (12.7-17.8) 50-95 38-60 1-3/0 — 35-70 2-2/0 10-50 04725
7692-S-4-3-RJS 150 0.70-0.92 (17.8-23.4) 120-185 | 100-150 4/0-400 60-100 95-150 3/0-350 70-150 04726

( )

( )

( )

( )

7693-S-4-3-RJS 150 0.92-1.18 (23.4-30.0 240-300 | 200-250 500-750 150-250 | 185-300 | 400-600 | 185-300 04727
7695-S-4-3-RJS 150 1.18-1.52 (30.0-38.6 — 300-325 | 800-1000 | 300-325 — 750-1000 — 04728
7684-S-8-3-RJS 200 0.92-1.18 (23.4-30.0 240-300 | 200-250 | 500-750 | 150-250 | 185-300 | 400-600 | 185-300 04729
7685-S-8-3-RJS 200 1.18-1.52 (30.0-38.6 — 300-325 | 800-1000 | 300-325 — 750-1000 — 04730
(Final determining factor is cable insulation diameter. Listed insulation ranges allow +2.54 mm (0.10") for shielding.)
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Cable Insulation 15 kv 15 kv 20 kv 25/28 kV 30 kv 35kV
Kit BIL Range (mm2) (AWG) (mm2) (AWG) (mm?2) (AWG) UPC
Number kv mm (in.) IEC AEIC IEC AEIC IEC AEIC (054007-)

7620-S-2-3-RJS| 95 | 0.33-0.50 (8.40-12.7
7621-S-2-3-RJS| 95 | 0.50-0.70 (12.7-17.8

( ) — — — — — — 04722
( ) | 16-25 — — — — — 04723
7622-S-2-3-RJS| 110 | 0.70-0.92 (17.8-23.4) | 3595 1/0-4/0 — — — — 04724
7691-S-4-3-RJS| 150 | 0.50-0.70 (12.7-17.8) | 16-25 21 — — — — 04725
7692-S-4-3-RJS| 150 | 0.70-0.92 (17.8-23.4) | 3595 1/0-4/0 25-70 2-110 — — 04726

( )

( )

( )

( )

7693-S-4-3-RJS| 150 | 0.92-1.18 (23.4-30.0 120-185 250-450 95-185 2/0-250 — — 04727
7695-S-4-3-RJS| 150 | 1.18-1.52 (30.0-38.6 200-325 500-750 240-300 300-500 — — 04728
7684-S-8-3-RJS| 200 | 0.92-1.18 (23.4-30.0 120-185 250-450 95-185 2/0-250 35-70 1/0-3/0 04729
7685-S-8-3-RJS| 200 | 1.18-1.52 (30.0-38.6 200-325 500-750 240-300 300-500 95-240 4/0-500 04730
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7690-S-INV-3 RJS Series — Kit Selection Guide

Cable Insulation 3.3kv 3.3kv 5.0 kV 6.6 kV 6.6 kV 8.7kV 10 kv
Kit Range (mm2) (mm2) (AWG) (mm2) (mm2) (AWG) (mm2) UPC
Number mm (in.) IEC JIS AEIC JIS IEC AEIC IEC (054007-)
7693-S-4-INV-3-RJS 23.4-30.0 (0.92-1.18) 240-300 | 200-250 500-750 150-250 | 185-300 | 400-600 | 185-300 04720
7695-S-4-INV-3-RJS 30.0-38.6 (1.18-1.52) — 300-325 | 800-1000 | 300-325 — 750-1000 — 04721
(Final determining factor is cable insulation diameter. Listed insulation ranges allow +2.54 mm (0.10") for shielding.)

Cable Insulation 15 kv 15 kv 20 kv 25/28 kV

Kit Range (mm2) (AWG) (mm2) (AWG) UPC
Number mm (in.) IEC AEIC IEC AEIC (054007-)
7693-S-4-INV-3-RJS 23.4-30.0 (0.92-1.18) 120-185 250-450 95-185 2/0-250 04720
7695-S-4-INV-3-RJS 30.0-38.6 (1.18-1.52) 200-325 500-750 240-300 300-500 04721
7600-T-3-RJS Series — Kit Selection Guide

Cable Insulation 3.3kV 3.3kV 5.0kV 6.6 kV 6.6 kV 8.7kV 10 kv
Kit BIL Range (mm2) (mm2) (AWG) (mm2) (mm2) (AWG) (mm2) UPC
Number kv mm (in.) IEC JIS AEIC JIS IEC AEIC IEC (054007-)
7620-T-95-3-RJS 95 0.33-0.50 (8.40-12.7) 16-35 8-22 8-2 — 16-25 6-4 — 04810
7621-T-95-3-RJS 95 0.50-0.70 (12.7-17.8) 50-95 38-60 1-3/0 — 35-70 2-2/0 10-50 04586
7623-T-95-3-RJS 95 0.70-0.92 (17.8-23.4) 120-185 | 100-150 4/0-400 — 95-150 3/0-350 70-150 04707
7624-T-95-3-RJS 95 0.92-1.18 (23.4-30.0) 240-300 | 200-250 500-750 — 185-300 | 400-600 | 185-300 04708
7625-T-95-3-RJS 95 1.18-1.52 (30.0-38.6) — 300-325 | 800-1000 — — 750-1000 — 04709
7621-T-110-3-RJS| 110 0.50-0.70 (12.7-17.8) 50-95 38-60 1-3/0 14-38 35-70 2-2/0 10-50 04710
7622-T-110-3-RJS| 110 0.70-0.92 (17.8-23.4) 120-185 | 100-150 4/0-400 60-100 95-150 3/0-350 70-150 04711
7624-T-110-3-RJS| 110 0.92-1.18 (23.4-30.0) 240-300 | 200-250 500-750 150-250 | 185-300 | 400-600 | 185-300 04712
7625-T-110-3-RJS| 110 1.18-1.52 (30.0-38.6) — 300-325 | 800-1000 | 300-325 — 750-1000 — 04713
7622-T-125-3-RJS| 125 0.70-0.92 (17.8-23.4) 120-185 | 100-150 4/0-400 60-100 95-150 3/0-350 70-150 04714
7624-T-125-3-RJS| 125 0.92-1.18 (23.4-30.0) 240-300 | 200-250 500-750 150-250 | 185-300 | 400-600 | 185-300 04715
7625-T-125-3-RJS| 125 1.18-1.52 (30.0-38.6) — 300-325 | 800-1000 | 300-325 — 750-1000 — 04716
7693-T-150-3-RJS| 150 0.70-0.92 (17.8-23.4) 120-185 | 100-150 4/0-400 60-100 95-150 3/0-350 70-150 04717
7694-T-150-3-RJS| 150 0.92-1.18 (23.4-30.0) 240-300 | 200-250 500-750 150-250 | 185-300 | 400-600 | 185-300 04718
7695-T-150-3-RJS| 150 1.18-1.52 (30.0-38.6) — 300-325 | 800-1000 | 300-325 — 750-1000 — 04719
(Final determining factor is cable insulation diameter. Listed insulation ranges allow +2.54 mm (0.10") for shielding.)

Cable Insulation 15 kv 5kV 20 kv 25/28 kV

Kit BIL Range (mm2) (AWG) (mm2) (AWG) UPC
Number kv mm (in.) IEC AEIC IEC AEIC (054007-)
7620-T-95-3-RJS 95 0.33-0.50 (8.40-12.7) — — — — 04810
7621-T-95-3-RJS 95 0.50-0.70 (12.7-17.8) 16-25 — — — 04586
7623-T-95-3-RJS 95 0.70-0.92 (17.8-23.4) 35-95 — — — 04707
7624-T-95-3-RJS 95 0.92-1.18 (23.4-30.0) 120-185 — — — 04708
7625-T-95-3-RJS 95 1.18-1.52 (30.0-38.6) 200-325 — — — 04709
7621-T-110-3-RJS 110 0.50-0.70 (12.7-17.8) 16-25 2-1 — — 04710
7622-T-110-3-RJS 110 0.70-0.92 (17.8-23.4) 35-95 1/0-4/0 — — 04711
7624-T-110-3-RJS 110 0.92-1.18 (23.4-30.0) 120-185 250-450 — — 04712
7625-T-110-3-RJS 110 1.18-1.52 (30.0-38.6) 200-325 500-750 — — 04713
7622-T-125-3-RJS 125 0.70-0.92 (17.8-23.4) 35-95 1/0-4/0 25-70 — 04714
7624-T-125-3-RJS 125 0.92-1.18 (23.4-30.0) 120-185 250-450 95-185 — 04715
7625-T-125-3-RJS 125 1.18-1.52 (30.0-38.6) 200-325 500-750 240-300 — 04716
7693-T-150-3-RJS 150 0.70-0.92 (17.8-23.4) 35-95 1/0-4/0 25-70 2-1/0 04717
7694-T-150-3-RJS 150 0.92-1.18 (23.4-30.0) 120-185 250-450 95-185 2/0-250 04718
7695-T-150-3-RJS 150 1.18-1.52 (30.0-38.6) 200-325 500-750 240-300 300-500 04719




3/C Cable Breakout Boots
3/C Phase Regacketing System

3M™ Cold Shrink Silicone Rubber 8560 Series 3/C Cable
Breakout Boots and 3M ™ Silicone Rubber RIS Series 3/C
phase Rejacketing Systems are designed to be used n
conjunction with 3M terminations, to seal the breakout area
and rejacket the phases on three conductor cable.

3M Cold Shrink Silicone Rubber 8560 Series
3/C Cable Breakout Boots

3M 8561 through 8565 Silicone Cold Shrink Cable Breakout
Boots are a series of open-ended molded rubber sealing
assembliesthat are factory expanded and mounted on
removable inner-supporting plastic ores. They are supplied
for field installation in a pre-stretched condition.

The supporting cores are removed after the seal has been
positioned for installation around the breakout are of athree
conductor cable. Core removal allows the silicone rubber
boot to shrink down to a predetermined diameter; creating an
environmental enclosure for individual cable phase legs and
the overall cable jacket.

8560 Series Breakout Boots are designed to protect the
phase leg breakout of 3/C medium voltage power cable from
exposure to moisture, contamination, corrosion, ozone, ultra-
violet radiation, physical contact and other hazards
associated with 3/C termination operating environments.
8560 Series Breakout Boots can be used in conjunction with
3M silicone Rubber Cold Shrink Rejacketing Sleeves for 3/C
shielded power cable terminating applications.

Features and Benéfits:

* Versdtile; installs quickly and accommodates awide
range of cable sizes.

» Simple hand application; no need for specia installation
tools.

* No torches or hesat required.

» No specific user skills or craftsmanship required.

» Excellent resistance to ozone and ultra-violet radiation.

» High dry and wet insulation resistance.

» Highly flexible; accommodates all power cable supplier
bend radius recommendations.

» Sedlstight; retainsresiliency and pressure even after
prolonged years of aging and exposure.

» Compatible with all 3M Cold Shrink Termination
Products and RJS Series Phase Rejacketing Sleeves.

3M™ QT-IIl Silicone Rubber 94

3M™ 3/C Phase Rejacketing System

3M RJS Series Rejacketing Sleeves are designed so that 3M
Cold Shrink QT-111 & Q-TIII Silicone Rubber Terminations
can be used on 3/C (three conductor) medium voltage
shielded power cables of tape shield, wire shield, armored
and non-armored configurations. RJS Rejacketing
Assemblies are a series of silicone rubber insulators
incorporating ainner-expandable polyester braid designed to
reduce sliding friction and deliver the insulator onto the
cable. Rejacketing sleeves are designed to protect the phase
legs (core) of 3/C shielded power cable from exposure to
moisture, corrosion, ozone, ultra-violet radiation, physical
contact and other hazards that are associated with
termination operating environments. Rejacketing sleeves are
designed to be used in conjunction with 3M cold Shrink
Breakout Boots and Silicone Rubber Terminations.

Features and Benéfits:

» Versadtile; installs quickly and accommodates awide
range of cable sizes.

« Simple hand application; no need for special installation

tools.

No torches or heat required.

No specific user skills or craftsmanship required.

Excellent resistance to ozone and ultra-violet radiation.

High dry and wet insulation resistance.

Excellent shelf life.

Easy to adjust sleeve length; adapts to variable equipment

connection and mounting reguirements.

» Compatible with 3M Cold Shrink PST Breakout Boots
and Termination Products.
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3M™ Cold Shrink Silicone Rubber 8560 Series- 3/C Cable Breakout Boots

Cable Phase Shield

Cable Outer Jacket

Product UPC Diameter Range Diameter Range Inner Unit Case
Number (054007-) mm (in.) mm (in.) Pack Qty.
8561 43143 12.2-18.3 (0.48-0.72) 29.7-49.3 (1.17-1.94) 1/bag 1/box
8562 43144 15.5-24.2 (0.61-0.95) 37.1-67.8 (1.46 - 2.67) 1/bag 1/box
8563 43145 20.8-30.0 (0.82-1.18) 48.8-78.7 (1.92-3.10) 1/bag 1/box
8564 43146 26.0-41.1 (1.02-1.63) 64.0-109.8 (2.52-4.32) 1/bag 1/box
8565 43147 27.7-49.3 (1.09-1.94) 66.1-119.4 (2.60-4.70) 1/bag 1/box

Rejacketing Sleeve Selection Guide—Based on Diameter Range and Cable Conductor Size

Metallic Shield 33kv  33kv 50kv  6.6kv 6.6kv  80kV Inner
Product UPC Size Diameter Range (mm) (mm)  (AWG) (mm) (mm) (AWG) Unit Case
Number  (054007-) feet mm (in.) IEC JIS AEIC IEC JIS AEIC Pack Qty.
RJS-1 43098 4 10.9-15.2 (0.43-0.60) 16-35 8-22 8-2 16--25 8-10 6-4 10 bags/bx. 10
RJS-1 43099 10 10.9-15.2 (0.43-0.60) 16-35 8-22 8-2 16--25 8-10 6-4 1 bag/bx. 1
RJS-2 43100 4 15.2-20.3 (0.60-0.80) | 50-95 38-60 1-3/0 35-70 14-38 2-210 10 bags/bx. 10
RJS-2 43101 10 15.2-20.3 (0.60-0.80) 50-95 38-60 1-3/0 35-70 14-38 2-2/0 1 bag/bx. 1
RJS-3 43102 4 20.3-26.0 (0.80-1.02) | 120-185 | 100-150 | 4/0-400 | 95-150 | 60-100 | 3/0-350 10 bags/bx. 10
RJS-3 43103 10 20.3-26.0 (0.80-1.02) | 120-185 | 100-150 | 4/0-400 | 95-150 | 60-100 | 3/0-350 1 bag/bx. 1
RJS-4 43104 4 25.9-32.4 (1.02-1.28) | 240-300 | 200-250 | 500-750 |185-300 | 150-250 | 400-600 | 10 bags/bx. 10
RJS-4 43105 10 25.9-32.4 (1.02-1.28) | 240-300 | 200-250 | 500-750 |185-300 | 150-250 | 400-600 1 bag/bx. 1
RJS-5 43106 4 32.5-41.1 (1.28-1.62) — 300-325 | 800-1000 — 300-325 | 750-1000 | 10 bags/bx. 10
RJS-5 43107 10 32.5-41.1(1.28-1.62) — 300-325 | 800-1000 — 300-325 | 750-1000 1 bag/bx. 1

Rejacketing Sleeve Selection Guide—Based on Diameter Range and Cable Conductor Size

Metallic Shield 10 kv 15 kv 20 kv 25 kv 30 kv 35kV Inner
Product UPC Size Diameter Range (mm) (AWG)  (mm) (AWG) (mm) (AWG) Unit Case
Number  (054007-) feet mm (in.) IEC AEIC IEC AEIC IEC AEIC Pack Qty.
RJS-1 43098 4 10.9-15.2 (0.43-0.60) — — — — — — 10 bags/bx. 10
RJS-1 43099 10 10.9-15.2 (0.43-0.60) — — — — — — 1 bag/bx. 1
RJS-2 43100 4 15.2-20.3 (0.60-0.80) | 10-50 2-1 — — — — 10 bags/bx. 10
RJS-2 43101 10 15.2-20.3 (0.60-0.80) 10-50 2-1 — — — — 1 bag/bx. 1
RJS-3 43102 4 20.3-26.0 (0.80-1.02) | 70-150 1/0-4/0 | 25-70 2-1/0 — — 10 bags/bx. 10
RJS-3 43103 10 20.3-26.0 (0.80-1.02) | 70-150 1/0-4/0 25-70 2-1/0 — — 1 bag/bx. 1
RJS-4 43104 4 25.9-32.4 (1.02-1.28) | 185-300 | 250-450 | 95-185 | 2/0-250 35-70 1/0-3/0 10 bags/bx. 10
RJS-4 43105 10 25.9-32.4 (1.02-1.28) | 185-300 | 250-450 | 95-185 | 2/0-250 35-70 1/0-3/0 1 bag/bx. 1
RJS-5 43106 4 32.5-41.1(1.28-1.62) — 500-750 | 240-300 |300-500 | 95-240 | 4/0-500 10 bags/bx. 10
RJS-5 43107 10 32.5-41.1(1.28-1.62) — 500-750 | 240-300 |300-500 | 95-240 | 4/0-500 1 bag/bx. 1




QT-11 Indoor
and Outdoor
Terminations

3M™ Cold Shrink QT-II terminations provide easy
installation for a broad spectrum of indoor and outdoor
applications. The Cold Shrink QT-II termination is based
on specialy formulated, track-resistant silicone rubber
insulators with built-in Hi-K stress relief. The insulators are
pre-stretched around a spiral-wound, plastic core. When the
terminator is slipped over a properly prepared cable and the
core is removed, the terminator immediately shrinks to the
cable' sdimensions. Theresult isavoid-free, flexible sed
without special tools or torches.

3M™ Cold Shrink QT-II Indoor Termination

5620K Series Indoor Termination Kitsfor 5t0 15 KV (for Tape, Wire and UniShield® Shield Cable)

Conductor Size Range

Cable Insulation

Kit UPC 0.D. Range 5kV 133%

Number (054007-) in. (mm) 5kV 100% 8 kV 100% 8 kV 133% 15 kV 100% 15 kV133%

Shielded Cable Kits — Tubular Termination (Each Shielded Cable Kit makes three terminations)

5621K 12250 0.32-0.46 8-4AWG 8-6AWG 8 AWG — —
(8-12) (10-16 mm?) (10-14 mm?) (20 mm?)

5622K 12251 0.44-0.65 2-2/0 AWG 4-1/0 AWG 6-1AWG — —
(1-17) (35 -60 mm?) (22 - 50 mm?) (14 - 38 mm?)

5623K 12252 0.56 -0.87 2/0 AWG — 250 kemil — 1/0 - 4/0 AWG 1-3/0 AWG 4-2/0 AWG 4-1AWG
(14-22) (70 - 125 mm?) (60 — 100 mm?) (50 - 80 mm?) (22 - 60 mm?) (22 - 38 mm?)

5624K 12254 0.78-1.30 300 - 750 kemil 250 - 750 kemil 4/0 AWG - 600 kemil ~ 2/0 AWG - 500 kemil 1 AWG — 350 kemil
(20-33) (180 - 325 mm?) (125-325 mm?) (120 - 300 mm?) (70 - 250 mm?) (38 - 150 mm?)

5625K 12255 1.09-1.80 600 — 1500 kemil 600 — 1500 kemil 500 — 1250 kemil 500 — 1250 kemil 350 — 1000 kemil
(28 - 46) (325 - 725 mm?) (325 - 725 mm?) (300 - 625 mm?) (300 - 625 mm?) (180 - 500 mm?)

6020K Series Indoor Termination Kitsfor 15 to 25/28 KV (for Tape, Wire and UniShield® Shield Cable)

Conductor Size Range

Cable Insulation Cable Jacket
Kit UPC 0.D. Range 0.D. Range
Number (054007-) in. (mm) in. (mm) 15 kV 100% 15 kV 133% 25128 kV
Shielded Cable Kits — Tubular Termination (Each Shielded Cable Kit makes three terminations)
6022K 49934 0.64-0.90 0.80-1.20 2-3/0 AWG 4-2/0 AWG 2-1AWG
(16,3-22,9) (20,3-30,5) (35-80 mm?) (22 - 60 mm?) (35-38mm?)
6023K 49935 0.84-1.33 1.00-1.60 3/0 AWG - 500 kemil 2/0 AWG - 350 kemil 1 AWG - 250 kemil
(21,3-338) (25,4 -40,6) (95 - 250mm?) (70 - 150 mm?) (38 - 125 mm?)
6024K 49936 1.10-1.65 1.30-1.90 500 — 750 kemil 350 - 700 kemil 250 - 600 kemil
(27,9-41)9) (33,0-48_3) (300 - 325 mm?) (180 - 325 mm?) (125 - 300 mm?)
6025K 49937 130-1.95 150-2.40 750 — 1750 kemil 700 - 1500 kemil 600 — 1250 kemil
(33,0-49,5) (38,1-61,0) (400 - 850 mm?) (400 - 750 mm?) (325 - 625 mm?)
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5630K Series Termination Kitsfor 510 15 KV (for Tape, Wire and UniShield® Shield Cable)

Conductor Size Range

Cable Insulation Cable Jacket

Kit UPC 0.D. Range 0.D. Range 5kV 133%

Number (054007-) in. (mm) in. (mm) 5 kV 100% 8 kV 100% 8 kV 133% 15 kV 100% 15 kV133%

Shielded Cable Kits (Each Shielded Cable Kit makes three terminations)

4 SKirt

5632K 49681 0.33-0.69 0.55-0.92 8-2/0 AWG 8-1/0 AWG 8-1AWG 8-4AWG 8-6AWG
(8-17) (14-23) (10— 60 mm?) (10— 50 mm?) (10-38 mm?) (10-16 mm?) (10 - 14 mm?)

5633K 12256 0.64-0.90 0.80-120 | 3/0 AWG-300kemil 2/0 AWG - 250 kemil ~ 1/0 - 4/0 AWG 2-3/0 AWG 4-1/0 AWG
(16 -23) (20-130) (95 - 150 mm?) (70— 125 mm?) (60 — 100 mm?) (35-80mm?) (22 - 50 mm?)

5635K 12257 0.84-1.33 1.00-1.60 350 — 750 kemil 300 - 750 kemil 250 - 600 kemil -~ 3/0 AWG - 500 kemil -~ 2/0 AWG — 350 kemil
(21-34) (25-41) (180 - 325 mm?) (180-325mm?3)  (125-325 mm?) (95 - 250 mm?) (70 - 180 mm?)

5636K 12258 1.10-1.65 1.30-1.90 750 — 1500 kemil 750 - 1250 kemil 600 — 1000 kemil 500 — 1000 kemil 350 — 750 kemil
(28-42) (33-48) (400 - 725 mm?) (400-625mm?)  (325-500 mm? (300 - 500 mm?) (180 - 325 mm?)

5637K 12259 1.30-1.95 1.50-2.40 1000 - 2000 kemil 1000 — 2000 kemil 800 — 1750 kemil 750 — 1750 kemil 600 — 1500 kemil
(33-50) (33-61) (600 — 1000 mm?) (600-1000 mm?) (500 -850 mm?) (400 - 850 mm?) (325 - 725 mm?)

NOTE: Because of the various factors which affect Cable Primary Insulation O.D. and Cable Jacket O.D. (e.g., type of conductor, insulation thickness), the cable sizes in

the chart above are guidelines. Confirm conductor will fit within cable insulation range.
NOTE: For three conductor cable applications, consult your 3M sales representative.

5600 and 5680 Series Outdoor Termination Kitsfor 5to 35 KV (for Concentric Neutral Cables)

Cable Conductor Size Range
Insulation
Kit UpPC 0.D. Range 5kV 133%
Number (054007-) in. (mm) 5 kV 100% 8 kV 100% 8 kV 133% 15kV 125/28 kV 35kV
Non-jacketed Concentric Cable Kits (Each concentric and Jacketed Concentric Cable Kit makes one termination)
4 SKirt
5601 02427 | 0.637-1.12 | 3/0 AWG - 500 kemil ~ 2/0 AWG —500 kemil - 1/0 AWG — 350 kemil - 2 - 4/0 AWG — —
(16-28) (95 - 250 mm?) (35-25mm?) (60-150 mm? (35— 100 mm?)
5602 11882 0.84-1.38 350 — 750 kemil 350 — 750 kemil 250-750 kemil 250 — 500 kemil — —
(21-35) (180 - 325 mm?) (180 - 325 mm?) (125-325mm?) (125 - 250 mm?)
5603 11885 1.08-1.80 | 750-1000 kemil 750 — 1500 kemil 500 - 1250 kemil 500 — 1200 kemil — —
(27 - 46) (400 - 500 mm?) (400 - 725 mm?) (300-625mm? (300 - 600 mm?)
6 Skirt
5681 09133 | 0.637-1.12 | 3/0 AWG - 500 kemil ~ 2/0 AWG —500 kemil - 1/0 AWG — 350 kemil -~ 2 - 4/0 AWG 2-2/0 AWG —
(16-28) (95 - 250 mm?) (35 —-250 mm?) (60-150mm?  (35-100mm?)  (35-60 mm?
5682 69794 0.84-1.38 350 — 750 kemil 350 — 750 kemil 250-750 kemil 250 - 500 kemil 1 AWG — 350 kemil —
(21-35) (180 - 325 mm?) (180 - 325 mm?) (125-325mm?3)  (125-250 mm?) (50 — 150 mm?)
5683 69795 1.08-1.80 | 750-1000 kemil 750 — 1500 kemil 500 - 1250 kemil 500 — 1200 kemil 350 — 750 kemil —
(27 - 46) (400 - 500 mm?) (400 - 725 mm?) (300-625mm?3)  (300-600 mm?) (180325 mm?)
5684 69796 1.31-2.10 — — — — 750 — 1500 kemil —
(33-53) (400 - 725 mm?)
8 Skirt
5604+ 08002 | 0.637-1.12 | 3/0 AWG —500 kemil  2/0 AWG —500 kemil - /0 AWG - 350 kemil 2 - 4/0 AWG 2-2/0 AWG —
(16 - 28) (95 - 250 mm?) (35-250 mm?) (60-150mm?)  (35-100mm?)  (35-60 mm?)
5605 11888 0.84-1.38 350 — 750 kemil 350 — 750 kemil 250-750 kemil 250 - 500 kemil 1 AWG — 350 kemil 1-4/0 AWG
(21-35) (180 - 325 mm?) (180 - 325 mm?) (125-325mm?3)  (125-250 mm?) (50 — 150 mm?) (50 - 100 mm?)
5606 11893 1.08-1.80 | 750-1000 kemil 750 — 1500 kemil 500 — 1250 kemil -~ 500 — 1200 kemil 350 — 750 kemil -~ 4/0 AWG — 500 kemil
(27 - 46) (400 - 500 mm?) (400 - 725 mm?) (300-625mm?  (300-600mm?) (180-325mm?) (120 - 250 mm?)
5607 11897 1.31-2.10 — — — — 750 — 1500 kemil 500 — 1250 kemil
(33-53) (400-725mm? (300 - 625 mm?)
5608 09168 1.80-2.75 — — — — — 1000 - 2000 kemil
(46 -70) (500 — 1000 mm?)

* The 5604 is rated 25/28 kV.




5640 and 5650 Series Outdoor Termination Kitsfor 15 to 35 kV (for Jacketed Concentric Neutral Cable)

Conductor Size Range
Cable Insulation Cable Jacket
Kit UPC 0.D. Range 0.D. Range
Number (054007-) in. (mm) in. (mm) 15 kV 25/28 kV 35kV
Jacketed Concentric Cable Kits (Each Concentric and Jacketed Concentric Cable Kit makes one termination) ('_DI
4 SKirt -
5641 11963 0.637-1.12 0.93-1.35 2-2/0 AWG — — 3 .
(16 -28) (24-34) (35-60 mm?) S
5642 11970 0.84-1.38 119-1.72 3/0 AWG — 350 kemil — — Q)
(21-35) (30-44) (95— 180 mm?) —+
5643 11972 1.08-1.80 1.37-2.02 400 - 700 kemil — — (@)
(27 - 46) (35-51) (240 - 325 mm?) S
5644 11973 1.31-2.10 1.62-2.55 750 — 1500 kemil — — 0
(33-53) (41-65) (400 - 725 mm?)
6 Skirt l'®)
5651 09132 0.637-1.12 0.93-1.35 2-2/0 AWG 2-1/0 AWG |__|
(16 -28) (24-34) (35-60 mm?) (35 -50 mm?) =
5652 69791 0.84-1.38 119-172 3/0 AWG — 350 kemil 1/0 AWG - 250 kemil — >
(21-35) (30-44) (95— 180 mm?) (60 — 125 mm?) 8—
5653 69792 1.08-1.80 1.37-2.02 400 - 700 kemil 250 - 500 kemil — o
(27 - 46) (35-51) (240 - 325 mm?) (125 - 250 mm?) =
5654 69793 1.31-2.10 1.62-2.55 750 — 1500 kemil 500 — 1250 kemil — %
(33-53) (41-65) (400 - 725 mm?) (300 - 625 mm?) o
5646 11975 0.84-1.38 119-172 3/0 AWG — 350 kemil 1/0 AWG - 250 kemil 1-3/0 AWG E_
(21-35) (30-44) (95 - 180 mm?) (60 — 125 mm?) (50 - 80 mm?) o
5647 11976 1.08-1.80 1.37-2.02 400 - 700 kemil 250 — 500 kemil 4/0 AWG - 300 kemil O
(27 - 46) (35-51) (240 - 325 mm?) (125 - 250 mm?) (120 - 150 mm?) 2
5648 11977 1.31-2.10 1.62-2.55 750 — 1500 kemil 500 — 1250 kemil 350 — 1000 kemil —
(33-53) (41-65) (400 - 725 mm?) (300 - 625 mm?) (180 - 500 mm?) (2
5649 09958 1.80-2.30 210-2.75 — — 1000 — 1500 kemil 3
(46 - 58) (53-70) (600 — 725 mm?) =
=
: P : : . . o
5690K Series Outdoor Termination Kitsfor 15 to 35 KV (for Tape, Wire and UniShield® Shield Cable) 5
(7))
Conductor Size Range
Cable Insulation Cable Jacket
Kit UPC 0.D. Range 0.D. Range
Number (054007-) in. (mm) in. (mm) 15 kV 100% 15 kV 133% 25/28 kV 35kV
Shielded Cable Kits (Each Shielded Cable Kit makes three terminations)
6 Skirt
5691K 49395 0.64-0.90 0.80-1.20 2-3/0 AWG 2-1/0 AWG 2-1AWG —
(16,3-22,9) (20,3-30,5) (35-80mm?) (35-50 mm?) (35-38mm?)
5692K 49396 0.84-1.33 1.00-1.60 3/0 AWG - 400 kemil ~ 2/0 AWG — 350 kemil - 1/0 AWG — 250 kemil —
(21,3-338) (25,5-40,6) (95 - 200 mm?) (70 - 180 mm?) (60— 125 mm?)
5693K 49397 1.10-1.65 1.30-1.90 500 — 750 kemil 400 - 750 kemil 300 - 500 kemil —
(27,9-419) (33-483) (300 - 325 mm?) (240 - 325 mm?) (180 - 250 mm?)
5694K 49398 1.30-1.95 150-2.40 800 - 1750 kemil 800 — 1500 kemil 600 — 1250 kemil —
(33-49,5) (38,1-61) (500 - 850 mm?) (500 — 725 mm?) (325-625 mm?)
8 Skirt
5696K 49399 0.84-1.33 1.00-1.60 3/0 AWG - 400 kemil ~ 2/0 AWG — 350 kemil - 1/0 AWG — 250 kemil 2-3/0 AWG
(21-3338) (25,4 - 40,6) (95 - 200 mm?) (70 — 180 mm?) (60 — 125 mm?) (35-80 mm?)
5697K 49400 1.10-1.65 1.30-1.90 500 — 750 kemil 400 - 750 kemil 300-500 kemil ~ 4/0 AWG — 300 kemil
(27,9-419) (33-483) (300 - 325 mm?) (240 - 325 mm?) (180 - 250 mm?) (120 - 150 mm?)
5698K 49401 1.30-1.95 150-2.40 800 - 1750 kemil 800 — 1500 kemil 600 — 1250 kemil 500 - 1000 kemil
(33-49,5) (38,1-61) (500 - 850 mm?) (500 — 725 mm?) (325-625 mm?) (300 - 500 mm?)
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Specifications and Ordering Information for 4604 and 4605 Silicone Rubber Termination Kits
for 46 kV

Cable
Part UPC Conductor Insulation Creepage Arcing Case
Number (054007-) Range 0.D. Range Distance Distance Qty.
4604 and 4605 Silicone Rubber Tape Shielded Cable, Wire Shielded Cable, LC Shielded Cable
Termination Kits See page 196 for cable type illustrations.
4604 50192 4/0 AWG-600 kemil 1.31-2.10" 46" (max.) 30" (max.) 1
(120-300 mm?) (33-53 mm) (1168 mm) (762 mm)
4605 50193 600-1500 kemil 1.80-2.66" 46" (max.) 30" (max.) 1
(325-725 mm?) (46-66 mm) (1168 mm) (762 mm)

Note: Because of the various factors which affect cable primary insulation O.D. and cable jacket O.D. (e.g. type of conductor, insulation thickness), the cable sizes in the chart above
are guidelines. Confirm that cable insulation O.D. fits range specified above for the termination. For three conductor applications, consult your 3M sales representative.



5610A Series Silicone Rubber Termination
Kits for 5 to 8 kV

environmental seal to the terminal lug area of 5to 8 kV
unshielded power cable. Each kit contains everything needed
(except terminal lug) to seal three cable ends. Kits can be
used for both indoor (protected) and outdoor (weather-
exposed) applications.

The silicone rubber provides tracking protection for the
lug ends of the cable.

Each kit contains:
¢ 3 Silicone rubber unshielded terminations

* 3 strips Scotch® 70 silicone rubber tape*
3M™ Cold Shrink 5610A series termination Kits provide an . InstrLIJDctions »

*5614A contains one roll of Scotch 70 silicone rubber tape.

Specifications and Ordering Information for 5610-A Series Silicone Rubber Termination Kits

for 5and 8 kV
Cable
Part UPC Conductor Insulation Terminations Case
Number (054007-) Range 0.D. Range per Kit Qty.

5610A Series Silicone Rubber Termination Kits Nonshielded (Dry) Cable, Nonshielded (Wet or Dry) Cable

5kVand 8 kV See page 196 for cable type illustrations.

5611A 49549 8-4 AWG 0.31x0.72" 1

(10-16 mm?) (7,9-18,3 mm)
5612A 49550 2-2/0 AWG 0.44 x 0.95" 1

(35-60 mm?) (11,2-24,1 mm)
5613A 49551 3/0 AWG-300 kemil 0.56 x 1.18" 1

(95-150 mm?) (14,2-30,0 mm)
5614A 49552 350-1000 kemil 0.95 x 1.94" 1

(180-500 mm?) (24,1-49,3 mm)

Note: Because of the various factors which affect cable primary insulation O.D. and cable jacket O.D. (e.g. type of conductor, insulation thickness), the cable sizes in the chart above
are guidelines. Confirm that cable insulation O.D. fits range specified above for the termination.

5671 and 5672 Termination Kits for Each kit contains:

5 to 15 kV » Hi-K silicone rubber terminations
) . .  Silicone rubber terminator

3M™ Cold Shrink QT 11 5671 and 5672 kits are one-piece, « Packet of silicone grease

5to 15kV, Class 3 terminations. They will terminate CN or « Instructions

JCN cables. A Hi-K (high dielectric constant) stress control

tube insulated with a track-resistant silicone rubber tube are

prestretched together onto aremovable core. Meets |EEE

Standard 48-1990. Each kit makes one termination.

Specifications and Ordering Information for 5670 Series Silicone Rubber Termination Kits for
5and 15 kV

Cable
Part UPC Conductor Insulation Terminations Case
Number (054007-) Range 0.D. Range per Kit Qty.

5671 and 5672 Termination Kits Concentric Neutral (CN) Cable, Jacketed Concentric Neutral (JCN) Cable

See page 196 for cable type illustrations.

5671 33798 2 AWG-250 kemil 0.637-1.120" 1 10
(35-125 mm?) (16-28 mm)

5672 33799 250-1000 kemil 0.940-1.810" 1 10
(125-500 mm?) (24-46 mm)

Note: Because of the various factors which affect cable primary insulation O.D. and cable jacket O.D. (e.g. type of conductor, insulation thickness), the cable sizes in the chart above
are guidelines. Confirm that cable insulation O.D. fits range specified above for the termination.
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Specifications and Ordering Information for 5800-Pb Series PILC Silicone Rubber

Termination Kitsfor 15 kV
Conductor Cable
Part UPC Conductor Size Insulation Terminations Case
Number (054007-) Range Stranded Solid 0.D. Range per Kit Qty.
5800-Pb Series Four-Skirt PILC Silicone Paper Insulated Lead Covered (PILC) Cable
Rubber Termination Kits See page 196 for cable type illustrations.
E 5801-Ph 50448 4-2/10 AWG — — 0.59-0.90" 1 1
8 (22-60 mm) (14,9-22,9 mm)
= 5801-Pb-2* 50451 — 2 AWG 1 AWG 0.59-0.90" 1 1
SN (14,9-22,9 mm)
S 5801-Pb-1/0* 50449 — 1/0 AWG 210 AWG 0.59-0.90" 1 1
= (14,9-22,9 mm)
5801-Pb-2/0* 50450 — 2/0AWG 3/0 AWG 0.59-0.90" 1 1
(14,9-22,9 mm)
5802-Pb 50452 2/0 AWG-250 kemil — — 0.71-1.01" 1 1
(70-125 mm?) (18,0-25,7 mm)
5802-Pb-3/0* 50453 — 3/0AWG 4/0 AWG 0.71-1.01" 1 1
(18,0-25,7 mm)
5802-Pb-4/0* 50454 — 4/0 AWG 250 kemil 0.71-1.01" 1 1
(18,0-25,7 mm)
5802-Pb-250* 50455 — 250 kemil — 0.71-1.01" 1 1
(18,0-25,7 mm)
5803-Pb 50456 350-600 kemil — — 0.94-1.36" 1 1
(180-300 mm?) (23,9-34,5 mm)
5803-Pb-350* 50457 — 350 kemil — 0.94-1.36" 1 1
(23,9-34,5 mm)
5803-Pb-500* 50458 — 500 kemil — 0.94-1.36" 1 1
(23,9-34,5 mm)
5804-Pb 50459 750-1250 kemil — — 1.20-1.90" 1 1
(400-625 mm?) (30,5-48,3 mm)
5806-Pb 50460 2/0 AWG- — — 0.71-1.01" 1 1
250 kemil (18,0-25,7 mm)
(70-125mm?)
5807-Pb 50463 350-600 kemil — — 0.94-1.36" 1 1
(180-300 mm?) (23,9-34,5 mm)
5808-Pb 50468 750-1250 kemil — — 1.20-1.90" 1 1
(400-625 mm?) (30,5-48,3 mm)
5808-Pb-750* 41909 — 750 kemil — 1.20-1.90" 1 1
(30,5-48,3 mm)

Note: Because of the various factors which affect cable primary insulation O.D. and cable jacket O.D. (e.g. type of conductor, insulation thickness), the cable sizes in the chart above
are guidelines. Confirm that cable insulation O.D. fits range specified above for the termination. For three conductor applications, consult your 3M sales representative.

*Termination kits include oil stop lug.
Note: Oil stop lugs must be used with 5800-Pb series terminations.




Specifications and Ordering Information for 5800-Pb Series PILC Silicone Rubber

Termination Kitsfor 25/28 kV

Conductor Cable
Part UPC Conductor Size Insulation Terminations Case
Number (054007-) Range Stranded Solid 0.D. Range per Kit Qty.
5800-Pb Series Six-Skirt PILC Silicone Rubber Paper Insulated Lead Covered (PILC) Cable
Termination Kits (with Oil Seal Lugs) See page 196 for cable type illustrations.
5806-Pb 50460 2-1/0 AWG — — 0.71-1.01" 1 1
(35-60mm?) (18,0-25,7 mm)
5806-Pb-2* 50462 — 2 AWG 1 AWG 0.71-1.01" 1 1
(18-26 mm)
5806-Pb-1/0* 50461 — 1/0 AWG — 0.71-1.01" 1 1
(18-26 mm)
5807-Pb 50463 2/0 AWG-250 kemil — — 0.94-1.36" 1 1
(70-125 mm?) (23,9-34,5 mm)
5807-Pb-2/0* 50464 — 2/0 AWG 3/0 AWG 0.94-1.36" 1 1
(24-35 mm)
5807-Pb-3/0* 50465 — 3/0 AWG 4/0 AWG 0.94-1.36" 1 1
(24-35 mm)
5807-Pb-4/0* 50466 — 4/0 AWG 250 kemil 0.94-1.36" 1 1
(24-35 mm)
5807-Ph-250* 50467 — 250 kemil — 0.94-1.36" 1 1
(24-35 mm)
5808-Pb 50468 350-1000 kemil — — 1.20-1.90" 1 1
(185-500 mm?) (30,5-48,3 mm)
5808-Pb-350* 50469 — 350 kemil — 1.20-1.90" 1 1
(30-48 mm)
5808-Pb-500* 50470 — 500 kemil — 1.20-1.90" 1 1
(30-48 mm)
5808-Pb-750* 41909 — 750kemil — 1.20-1.90" 1 1
(30-48 mm)

Note: Because of the various factors which affect cable primary insulation O.D. and cable jacket O.D. (e.g. type of conductor, insulation thickness), the cable sizes in the chart above

are guidelines. Confirm that cable insulation O.D. fits range specified above for the termination. For three conductor applications, consult your 3M sales representative.

*Termination kits include oil stop lugs.
Note: Oil stop lugs must be used with 5800-Pb series terminations.
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Terminations

Scotch® 5700 Series Tape Termination Kits
for 5-25 kV

8l « -_—

Tape Shielded Cable

%7 -_—

Wire Shielded Cable

I -_——

UniShield® Cable

= -

Concentric Neutral (CN) Cable

Scotch 5700 Series Tape Termination Kits are designed

to terminate solid dielectric shielded power cables rated
5KkV to 25/28 kV with Tape Shielded, Wire Shielded,

Uni Shield® and Concentric Neutral construction in weather-
protected areas. They can be upgraded to Class 1 (indoors
only) with the use of Scotch 70 silicone rubber electrical
tape (see kit instructions).

Each kit contains:

¢ Scotch 13 semiconducting tape

Scotch 130C high-voltage splicing tape

Scotch 33+ vinyl plastic electrical tape

Scotch 2220 electrical stress control tape

3 Mechanica ground straps

Cable preparation kit, including: 3 Solvent-saturated
cleaning pads and a strip of auminum oxide abrasive cloth
¢ Instructions

Lugs not included, order separately.

Meets |EEE Standard 48-1990 for Class 3 requirements.
Each kit makes three terminations.

Product  UPC  Voltage Conductor Case
Number (054007-) Rating Range Qty.
5701 11248 5kv 8-4/0 AWG (10-100 mm?) 1

8 kv 8-4/0 AWG (10-100 mm?)

15 kv 8-4/0 AWG (10-100 mm?)
5702 11255 5kv 250-1000 kemil (150-500 mm?) 1

8 kv 250-1000 kemil (150-500 mm?)
15kv 250-750 kemil (150-325 mm?)

5703 11263 | 25/28 kv | 800-1000 kcmil (500-500 mm?) 1




Electrostatic
Anima Guard

3M™ Electrostatic Animal Guard (formerly Guthrie Guard)
is a patented electrostatic barrier which attaches to energize
electrical insulators/bushings rated up to 35 kV. The guard
consists of rugged plastic with metal spokes radiating
outward. When an animal touches the spokes, it receives
an electric shock similar to those generated by electrified
livestock fences. The animal is not injured and power
service is not interrupted.

With 3M Electrostatic Animal Guard, electric utilities
can minimize customer outages due to animal contact.
3M Electrostatic Animal Guard offers several advantages
over other conventional cover-up devices:
» simpleinstallation
* maximum longevity
* humane

Specifications and Ordering Information

Kit UpC Insulator Neck Diameter Range*
Number (054007-) in. (mm)

GG-7525 43128 0.75-2.5(19,1-63,7)
GG-1525 43125 15-25(38,2-63,7)
GG-2545 43126 25-45(63,7-114,7)
GG-4565 43127 45-6.5(114,7-165,7)
*Insulator neck diameter range is defined as the diameter of the insulator in between
the skirts.

Contamination rinse nubs for stand-off protection
from insulator surface.

Electrostatic prongs angle up, over

' . . and across an animal’s path.
Wind gust retention spring.
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S UV resistant polypropylene with
excellent dielectric strength.

/V

Hot stick spring loop connection allows
for smooth installation/removal.

Approximately 45% of line to ground voltage

Colored scarlet red for high visibility of electrostatic energy at all points

and animal deterrence. Insulation extended to provide flashover
protection.
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3M™ 200 Amp Industrial Loadbreak Elbow isafully
shielded and insulated plug-in termination for connecting
underground cable to transformers, switchgear and junctions
equipped with loadbreak bushings. The elbow and the
bushing insert comprise the essential components of all
loadbreak connections. The 5810 and 5811 series kits are
designed for use on Tape Shield, Wire Shield, UniShield®
and Jacketed Concentric Neutral types of cables. The seal
to each of these cable typesis accomplished by use of

a specialy designed cold shrink tube. Thistube seals

from the bottom of the elbow to the cable. Also included

in the kit are all the ground assemblies necessary to ground
both the cable and the elbow.

The loadbreak elbows are molded using high quality
peroxide-cured EPDM insulation. Standard featuresinclude
a coppertop connector, tin plated copper loadbreak probe
with an ablative arc-follower tip, stainless steel reinforced
pulling-eye and a capacitive test point.

Cable ranges are sized to accept awider range of cable
diameters for agiven size elbow. The wider cable ranges
increase installation flexibility.

The coppertop compression connector is a standard item
to transition from the cable to the loadbreak probe. An
aluminum crimp barrel isinertia-welded to a copper lug.
The aluminum barrel makes the connector easy to crimp
and the copper lug ensures areliable, tight, cool operating
connection with the loadbreak probe. Meets requirements
of ANSI/IEEE Standard 386.




INSULATION

SEMI-CONDUCTIVE INSERT
High-quality EPDM rubber creates a smooth
surface around the “current interchange” to
evenly distribute electrical stress within
the insulation.

§ 15 kV 200 Amp Industrial Loadbreak Elbow Features and Detailed Description

High-quality peroxide-cured EPDM rubber formulated, mixed
and milled for consistent and reliable field performance.

SEMI-CONDUCTIVE SHIELD
High-quality EPDM rubber provides protective deadfront
shield that meets requirements of IEEE Standard 592.

PULLING EYE

]

Stainless steel reinforced
for positive shotgun stick
switching operations.

TEST POINT >
Corrosion-resistant, conductive
plastic electrode provides consistent
capacitive voltage for application of
fault indicators and determining a
circuit’s state of energization
(cap not shown).

LOADBREAK BAND
UV resistant nylon band indentifies
the elbow as three-phase loadbreak
rated and is field replaceable.

Phone 800/245 3573 Fax 800/245 0329

5810 & 5811 Series Elbow Kit Contents

Elbow Body

Coppertop Compression Connector*
Loadbreak Probe

Probe Installation Tool
Silicone L ubricant

Cold shrink Jacketing Tube
Mastic Strips

Ground Braid Assembly
Constant Force Spring
CC-3 Cable Cleaning Pads
Installation Instructions

The 5810-CA and 5810-CB series kits contain the following
additional materias:

» Cable Adapter

* Silicone Lubricant

» Supplemental Installation Instructions

*Elbow kit also available without connector.

/*

~LOADBREAK PROBE
Tin-plated copper probe with arc-ablative
tip (arc follower) provides dependable
loadbreak switching characteristics.

COPPERTOP COMPRESSION CONNECTOR
Inertia-welded aluminum barrel and threaded copper
lug makes crimping easy and ensures a tight, reliable
electrical connection with loadbreak probe.

GROUNDING TAB

Molded into semi-conductive shield
for the attachment of a ground wire
to maintain deadfront safety.

Connector Table

Connector Conductor Size (AWG/kcmil)
Number Stranded Compact/Solid
LBC-4 4 —
LBC-3 3 2
LBC-2 2 1
LBC-1 1 1/0
LBC-1/0 1/0 2/0
LBC-2/0 2/0 3/0
LBC-3/0 3/0 4/0
LBC-4/0 4/0 250
LBC-250 250 —




Kit Selection Tablefor 5, 8 and 15 kV Class

NOTE: Final Kit selection based on cable insulation diameter.

Kit No. Insulation 5kV 8 kV 15kV
Diameter (AWG/kemil) (AWG/Kkemil) (AWG/kemil)
Range 100% 133% 100% 133% 100% 133%
Inches (mm) (90 mils) (115 mils) (115 mils) (140 mils) (175 mils) (220 mils)
Stranded | Compact | Stranded | Compact | Stranded | Compact | Stranded | Compact | Stranded | Compact | Stranded | Compact
[Solid /Solid /Solid /Solid /Solid /Solid
5810-CAM 2-1% | 1-1/0* 2 2-1 2 2-1¢
5810-CA-2 %292 . (1’458;" 2 1 2 1 2 I
5810-CA-1 1 1/0%
5810-CB* yo-20 | 20 | 1-10 w | 1-10 | wo 2 2-1 4
5810-CB-4 4
5810-CB-2 0.575 - 0.685 2 1
5810-CB-1 (146-17.4) 1 10 1 10
5810-CB-10 | 10 200 100 100
5810-CB-20 | 200
5810-A% 3i0-4/0 |3/0-250 | 200-3/0 | 20-4/0 | 200-30 | 20-40 [ 1-20 | w0-30] 2-1 | 2-10 4 2
5810-A-3 2 2
5810-A-2 2 1
5810-A-1 0.630 - 0.820 1 110 1 110
5810-A-1/0 (160-208) 200 200 110 200
5810-A200 | 30 200 30 200 30 200 30
5810-A-3/0 300 400 300 400 300 400
5810-A-4/0 400 250
5810-B* 250 40-250 | 250 |4/0-250 | 250 |3i0-4/0 |4i0-250 [ 110-200 | 20-30 | 2-1 | 1-20
5810-B-2 2 1
5810-B-1 1 110
5810810 | 0700-0.910 w | 20 [ w [ 2
5810-B-2/0 (178-23.1) 200 300
5810-B-3/0 300 400
5810-B-4/0 400 250 400 250 400 250
5810-B-250 250 250 250
5810-C+ 250 300-250 | 4/0-250 | 1/0%-4/0 | 3/0 - 250
5810-C-20 | 200 30
5810-C-3/0 (2'2852 . %7135’ 30 | 40 | 30 | 40
5810-C-4/0 400 250 400 250
5810-C-250 250 250
5810-0" 1040 - 1.250 250
5810-D-250 (264-318) 250

Notes: *Check actual cable insulation diameter to verify correct kit selection.

*Kit without compression connector.
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Phone 800/245 3573 Fax 800/245 0329

SEMI-CONDUCTING SHIELD
Molded Semi-Conducting EPDM shield meets requiremen
IEEE Standard 592 and provides ground shield continuity
between elbow and cable shield.

@

g 25 kV 200 Amp Industrial Loadbreak Elbow Features and Detailed Description

PROBE

Field replaceable, tin plated copper
probe ensures reliable electrical
connection. Specially formulated

PULLING EYE
Stainless steel reinforced pulling eye
provides reliable hotstick operating
point. Sturdy construction exceeds
ANSI/IEEE 386 requirements.

COPPERTOP CONNECTOR
CopperTop compression connector is
a field proven, bimetallic friction

welded design that accepts

copper or aluminum cable O
conductors.

TEST POINT

Capacitive test point with
snap-on cap provides a shielded,
hotstick-operable means to determine
circuit condition when used with high
impedance voltage sensing devices,
and a place to mount fault indicators.

LOADBREAK BAND
White/black/white molded rubber
band identifies device as having
three-phase switching and fault
close capabilities.

Kit Selection Table for 25 kV Class

= 5T

NOTE: Final Kit selection based on cable insulation diameter.

ablative arc follower provides
dependable loadbreak switching
/ characteristics.
75 ] )
LOCKING RING
— Locking Ring ensures secure
connection when engaged in

—

locking groove of mating

SEMI-CONDUCTING INSERT 2PParaius:

Molded EPDM Semi-Conducting
Insert controls electrical stress.

™~ GROUNDING TAB

Grounding tab is molded into semi-conductive
shield for the attachment of a ground wire to
ensure deadfront construction.

EPDM INSULATION

High quality peroxide cured EPDM Insulation
is mixed and formulated for complete control
of rubber characteristics.

25kV
(AWG/kemil)

Kit No. Insulation Diameter Range 100% 133%

Inches (mm) (260 mils) (320 mils)

Stranded Compact Stranded Compact
/Solid [Solid

5811-B* 2 2-1

0.700 - 0.910
5811-B-3 2

(17.8-23.)
5811-B-2 2 1
5811-C* 1-3/0 1/0 - 4/0 2-1/0 2-1/0
5811-C-3 2
5811-C-2 2 1

e 0.850 - 1.100

5811-C-1 (21.6-27.9) 1 1/0 1 1/0
5811-C-1/0 1/0 200 1/0
5811-C-2/0 2/0 3/0
5811-C-3/0 3/0 4/0
5811-D* 4/0 - 250 250 2/0 - 4/0 2/0 - 4/0
5811-D-1/0 200
5811-D-2/0 1.040 - 1.250 2/0 3/0
5811-D-3/0 (26:4-318) 30 40
5811-D-4/0 4/0 250 4/0
5811-D-250 250

**Kit without compression connector.




200 Amp Industrial
| oadbreak Elbow
A ccessories

Industrial Insulated Protective Cap

200 Amp
15 and 25 kV Class
5810-PC-15, 5811-PC-25

3M™ |ndustria Insulated
Protective Capisan
accessory device designed
to electrically insulate
and mechanically seal
loadbreak bushing
interfaces. When mated
to aloadbreak bushing
interface and the drain wire
is attached to ground, the
— 99 Insulated Protective Cap
provides afully shielded,
submersible insulating cover for energized bushings.The
cap can be used for permanent or temporary installation
on bushings, junctions or feed-thru devices that meet the
requirements of ANSI/IEEE Standard 386.

No special tools are required for installation. A shotgun
stick tool is used to place the protective cap on an exposed
bushing interface. Refer to Installation Instructions
for details.

Kit contents:

* Insulated Protective Cap
» Silicone Lubricant
 |nstallation Instruction Sheet

Loadbreak Bushing Insert Kit

Industrial Loadbreak Bushing Insert

200 Amp
15and 25 kV Class
5810-BI-15, 5811-BI-25

3M Industria
Loadbreak Bushing
Inserts thread into a
universal bushing well
to provide the same
function as an integral
|oadbreak bushing.
Using bushing inserts
100 makes field installation
and replacement
possible and efficient. Bushing inserts and elbow connectors
comprise the essential components of all loadbreak
connections. No special tools are necessary for installation.

Kit contents:

 Loadbreak Bushing Insert

« Shipping Cap (not for energized operation)
« Silicone Lubricant

* Installation Instruction Sheet

L oadbreak Bushing Insert Kit

Description Kit Number
Loadbreak Bushing Insert — 15kV 5810-BI-15
Loadbreak Bushing Insert — 25 kV 5811-BI-25

Description Kit Number
Protective Cap - 15 kV 5810-PC-15
Protective Cap — 25 kV 5811-PC-25
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5110-0S Series 15 - 25/28 kV Cable
Accessory Oil Stops

3M™ Cold Shrink 5110-OS series kits are designed for

use on PILC (Paper Insulated Lead Covered) cable with

200 Amp elbows and 600 Amp modular and disconnectable
splice components that meet the requirements of |IEEE
Standard 386. There are four kitsin the seriesthat seal

the ail inside the PILC cable, provide an accessory ground
lead and environmentally seal the accessory end and cable
jacket. These kits can be used on PILC cables sized #4 AWG
to 1000 kcmil rated 15 kV and #2 AWG to 800 kcmil rated
25/28 kV.

Kit contents:

Each kit contains sufficient quantities of the following
materials to seal and ground one cable end.
Cold Shrink Qil Stop Tube

Cold Shrink Jacket Tube

White Restricting Tape

Scotch® 130C Rubber Tape

Scotch 13 Semi-Conducting Tape

Ground Lead with Accessory Bleed Wire
Mastic Seal Strips

Instruction for 200 Amp Accessory
Instruction for 600 Amp Accessory

5110-0S Series Selection

Minimum Insulation Maximum Lead Conductor Size Range
Kit UPC Diameter* Diameter
Number (054007-) in. (mm) in. (mm) 15 kv 25/28 kV
5110-0S 43404 0.58 (14,7) 1.10(27,9) #4 - 310 AWG —
5111-0S 43405 0.72 (18,3) 1.30(33,0) 4/0 AWG - 300 kemil #2 - 1/0 AWG
5112-0S 43406 0.92(23,4) 1.60 (40,6) 350 - 600 kemil 2/0 AWG - 300 kemil
5113-0S 43407 1.10 (27,9) 2 (50,8) 750 - 1000 kemil 350 - 800 kemil
*Qver paper.
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3M™ gplice solutions can help you reduce the time, labor
and cost involved in avariety of eectrical cable splicing
applications. The 3M product line covers splicing needs
from 0-600V to 35 kV applications. Y ou can be assured
of dependable performance, stability and long life with
every splice you make.

With 3M, you can choose the right splice to fit your
specific needs. 3M incorporates field proven technologies
providing reliable, durable splicing products.

Cold Shrink Splices

Cold shrink splicing products are designed using 3M’s
unique cold shrink delivery system. Products are supplied
pre-stretched on aremovable core for efficiency and ease of
installation. The removable core unwinds after positioning
the splice, allowing the product to shrink into position and
form amoisture resistant seal. The live-memory action of the
specially formulated material ensures a permanent, durable
environmental seal and insulation.

All 3M medium voltage (15-35 kV) QS 11 kits meet the
requirements of |EEE-404, and each spliceisfactory tested on
power cableto ensure long-term rdiability and qudity. 3M QS
splices can be used for direct buria applications, aswell asin
manholes, vaults, cable trays, and junction boxes. All 3M cold
shrink products require no specid toals, flame or training to ingall.

Molded Rubber Splices

3M molded rubber QS and QS-11 kits are molded from
specially formulated, peroxide cured, EPDM rubber to
provide areliable medium voltage inline splice with alife
expectancy equa to the cable.

3/C to 3/C, 15 kV Splices

QS-2013-3T-3C pg. 276
Connectors

2000T Series Qil Stop Connectors pg. 277

PILC Splices

3M cold shrink splice kits for Paper Insulated Lead Covered
(PILC) cable use 3M patented oil stop technology. Kitsingtall
without soldering or lead wiping. 3M cold shrink PILC splices
allow quick installation time without the need of open flame
or heat. Single conductor splice kits rated 1000V and 15 kV
alow inline splicing of PILC to PILC or PILC to Poly/EPR
insulated cable. Three conductor cable splice kitsrated 15 kV
are designed to transition splice three conductor PILC to three
single conductor poly/EPR insulated cables. All splicesare
jacketed and can be fully submersed. Modular splice kits are
available for single conductor PILC equipment connections
and tap splicing.

Resin Splices

3M resin splicing kits are used in a variety of applications
where conditions require the unique properties of 3M resins.
The splicing kits have a high degree of mechanical strength
for physical protection of connections and provide

moi sture-resistant insulation in above ground or direct
burial applications.

Tape Splices

When you want the versatility of tape, Scotch® cable splicing
kits are the answer for almost any application, regardless

of cable type or size. Scotch splicing tape is designed for
extra-long shelf life, so there' s less chance of being caught
without the supplies you need for emergencies. Tape
products are available to splice cables from 600V to 69 kV.



3M Splices Meet Worldwide Standards

e ANSI-American National Standards I nstitute

* JCAA-Japan Power Cable Authority

| EEE-Institute of Electrical and Electronics Engineer
CSA-Canadian Standards Association

V DE-Verband Deutcher Elektrotechniker
Cenelec-European Standard

Glossary of Splicing Terms

Splice— A splice may be considered as two or more

Insulation — A third layer consisting of many different

conductors joined with a suitable connector...reinsul ated, variations such as extruded solid dielectric, or laminar
reshielded and rejacketed with compatible materials...applied (oil paper or varnish cambric). Its function isto contain the

over aproperly prepared surface.

voltage within the cable system. The most common solid
dielectric insulations in use today are:

High Voltage Cable Types— Of the nearly limitless variety « cross-linked polyethylene (XLP)
of cablesin use today, seven of the most common are: « ethylene propylene rubber (EPR)
» Tape shielded

 Drain wire shielded

* BICC Unishield® Cable

« Longitudinally Corrugated (LC)

 Concentric Neutral (CN)

* Jacketed Concentric Neutral (JCN)

¢ PILC—Paper Insulated L ead Covered
See page 220 for illustrations.

Choosing theright splices.

Questions to ask yourself before ordering a splicing product

What is Voltage?

What is Insulation Level?
What is Conductor Size?

What type of Shielding?

What is Conductor Material?

1kV__ 5kV__ 8kV__ 15kV___ 25/28kV___ 35kV___
other____

100%__  133%__  other__
AWG/kcmil

(tape, drain wire, UniShield®, LC Shielded, Jacketed Concentric

Neutral, other) none,

Copper, Aluminum (Al/Cu)




Cable Types for Splicing

=

Single Conductor Cable

Multiple Conductor Unshielded
Signal & Control Cable

Multiple Conductor Shielded
Signal & Control Cable

Multiple Conductor, to 1000 Volt, Cable

(==

Nonshielded (Dry) Cable

L -——

Nonshielded (Wet or Dry) Cable




Cable Types for Splicing

&l « -

Tape Shielded Cable

-——

Wire Shielded Cable

&= ==

UniShield® Cable

8l -——

Longitudinally Corrugated (LC) Shielded Cable

3 @ w@ @ -—

EP-Lead or XLP-Lead Cable

= -

Concentric Neutral (CN) Cable

-

Jacketed Concentric Neutral (JCN) Cable

S o .

Paper Insulated Lead Covered (PILC) Cable




Cable Types for Splicing

K
WAL
Three-Conductor Paper Insulated Lead Covered (PILC) Cable

(T e——s
\\\\ ) eee—

L
Three-Conductor Portable Cable Type SHD-GC




L ow Voltage Splices 30-600V
DBR and DBY Series

3M™ Direct Bury Products

These 3M underground electrical wire connectors splice and
effectively moisture-seal two or more conductors for remote-
control circuitsin irrigation and landscape lighting systems.
DBY-6 and DBR-6 are UL Listed and CSA Certified for
600V direct bury and submersion applications. UL File
No. E102356 and CSA File No. LR91920. Each kit makes
two splices.

Specification Information for 3M Direct Bury Products

Product Description and Wire Range Temperature UL File No. E102356 and
Number Kit Contents (AWG) Volts Range CSA File No. LR91920
DBR (2) Tubes 5#16 thru 3#10 30 32° - 120°F N/A
(2) Scotchlok™ R Connectors (5,0 thru 16,0 mm?) (0°-49°C)

DBR-6 (2) Tubes 5#16 thru 3#10 600 32° - 120°F

(2) Scotchlok R Connectors (5,0 thru 16,0 mm?) (0° -49°C) ( E @ @
DBY (2) Tubes 2 - 5#18 thru 2#12 30 32° - 120°F N/A

(2) Scotchlok Y Connectors (2,0 thru 7,5 mm?) (0°-49°C)
DBY-6 (2) Tubes 2 - 5#18 thru 2#12 600 32° - 120°F

(2) Scotchlok Y Connectors (2,0 thru 7,5 mm?) (0° -49°C) ( E @ @
3570 Connector sealing pack Accommodates 3M

containing 3M Scotchcast™ O/B*, RIY*, Scotchlok Y, R, 30 N/A N/A

400 epoxy resin G, Band 3M 212, 312, 512

3M DBR and DBY Sedlection

Product Number UPC (054007-) Inner Unit Pack Case Qty.
DBR 09964 Kit- 2 Tubes and 2 Scotchlok R Connectors 25 kits
49696 100 tubes and 100 connectors 100 each
DBR-6 69756 Kit- 2 Tubes and 2 Scotchlok R Connectors 25 kits
49697 100 tubes and 100 connectors 100 each
DBY 09053 Kit- 2 Tubes and 2 Scotchlok Y Connectors 25 kits
49698 100 tubes and 100 connectors 100 each
DBY-6 69757 Kit- 2 Tubes and 2 Scotchlok Y Connectors 25 kits
49699 100 tubes and 100 connectors 100 each
3570 11984 10/box 100 each




Low Voltage Splices 0-600V (1000V rated)
Cold Shrink Splices (0-1000V)

3M™ 8420 and 8430 Series Splice Kits

Cold shrink splicing products are designed using 3M’s
unique cold shrink delivery system. Products are supplied
prestretched on aremovable core for efficiency and ease of
installation. Removal of the core (unwind) after positioning
the splice alows the product to shrink into position forming
amoisture-tight seal. The live memory action of the
specially formulated material ensures a permanent,
durable environmental seal and insulation.

The 8420 meets requirements of ANSI C119-1 and
Western Under ground Guide 2.14 for secondary splices
rated upto 1 kV.

Cold Shrink 8440 Series Silicone Insulators

Cold shrink 8440

series silicone Single Conductor Cable
insulators are

insulating sleeves

made from a

specially formulated
high-temperature silicone rubber with an operating
temperature range from -67°F (-55°C) to 500°F (260°C).

3M 8420 and 8430 Series Selection (0-1000V)

Typical Minimum Maximum®** Maximum Inner
Product UPC Conductor Cable Diameter Diameter Connector Relaxed Unit Case
Series (054007-) Size for Seal Insulator Covers Length Tube Length  Pack Qty.
Single Conductor Cable
See above for cable type illustration.
8423-6 42146 6- 4 AWG (14 - 16 mm?) 0.31" (7,8 mm) 0.56" (4,3 mm) 2" (51 mm) 6" (152 mm) lbag | 10
8424-8* 42390 10 - 1/0 AWG (6 - 16 mm?) 0.10" (2,5 mm) 0.82" (20,9 mm) 3" (76 mm) 8" (203 mm) 1/bag 10
8425-8 42391 2- 1/0 AWG (35 - 50 mm?) 0.40" (10,1 mm) | 0.82" (20,9 mm) 3" (76 mm) 8" (203 mm) lbag | 10
8426-9 34457 2/0 AWG - 250 kemil (70 - 125 mm?) | 0.55" (13,9 mm) 1.18" (30,1 mm) 5" (127 mm) 9" (229 mm) 1/bag 10
8426-9M**+ 43436 2 - 4/0 AWG (30 - 90 mm?) 0.40" (10,1 mm) | 1.18" (30,1 mm) 5" (127 mm) 9" (229 mm) lbag | 10
8426-11 34458 2/0 AWG - 250 kemil (70 - 125 mm?) | 0.55" (13,9 mm) 1.18" (30,1 mm) 7" (178 mm) 11" (279 mm) 1/bag 10
8427-61 09915 — 0.69" (175 mm) | 1.38" (35,1 mm) 2" (51 mm) 6" (152 mm) lbag | 10
8427-12 34459 250 - 400 kemil (125 - 200 mm?) 0.69" (17,5 mm) 1.38" (35,1 mm) 8" (203 mm) 12" (305 mm) 1/bag 10
8427-16 34460 250 - 400 kemil (125 - 200 mm?) 0.69"(17,5mm) | 1.38" (35,1 mm) 12" (305 mm) 16" (406 mm) | lbag | 10
8428-61 09916 — 0.95" (24,1 mm) 1.94" (49,2 mm) 2" (51 mm) 6" (152 mm) 1/bag 10
8428-12 09056 500 - 800 kemil (300 - 400 mm?) 0.95" (24,1 mm) | 1.94" (49,2 mm) 8" (203 mm) 12"(305mm) | lbag | 10
8428-18 34461 500 - 800 kemil (300 - 400 mm?) 0.95" (24,1 mm) 1.94" (49,2 mm) 14" (356 mm) 18" (457 mm) 1/bag 10
8429-61 09917 — 1.27"(32,2mm) | 2.67" (67,8 mm) 2" (51 mm) 6" (152 mm) lbag | 10
8429-9 09931 900-1000 kemil (500 mm?) 1.27" (32,2 mm) 2.67" (67,8 mm) 5" (127 mm) 9" (229 mm) 1/bag 10
8429-12 42389 900-1000 kemil (500 mm?) 127" (322mm) | 2.67" (67,8 mm) 8" (203 mm) 12"(305mm) | lbag | 10
8429-15 44198 900-1000 kemil (500 mm?) 1.27" (32,2 mm) 2.67" (67,8 mm) 11" (279 mm) 15" (381 mm) 1/bag 10
8429-18 34462 900-1000 kemil (500 mm?) 127" (322mm) | 2.67" (67,8 mm) 14" (356 mm) 18" (457mm) | lbag | 10
8430-9 42147 1250 - 2000 kemil 1.68" (42,6 mm) 3.69" (93,7 mm) 5" (127 mm) 9" (229 mm) 1/bag 10
8430-18 42388 1250 - 2000 kemil 1.68" (42,6 mm) | 3.69"(93,7 mm) 14" (356 mm) 18" (457mm) | lbag | 10

*Kit contains adapters.

*Cable or connector diameter.

**Mastic pads included for cable O.D. build-up.
t These sizes are listed for availability only and are not designed to be used as primary insulation. These tubes are for conduit sealing and breakouts.
Important: Use insulation jacket or connector O.D. for final ordering criteria.
Note: Additional sizes are available, consult your 3M sales representative.




3M™ 8440 Series Selection (0-1000V)

Minimum Maximum®** Inner
Product UPC Conductor Cable Diameter Diameter Relaxed Unit Case
Series (054007-) Size for Seal Insulator Covers Tube Length Pack Qty.
Single Conductor Cable
See page 238 for cable type illustration.
84432 09485 6- 2 AWG (14 - 30 mm?) 0.27" (7. mm) 0.56" (14 mm) 2" (51 mm) 1/bag 12
844365 09482 6- 2 AWG (14 - 30 mm?) 0.27" (7. mm) 0.56" (14 mm) 6.5" (165 mm) 1/bag 12
8445-2.5 09486 2- 1/0 AWG (35 - 50 mm?) 0.35" (9 mm) 0.72" (18 mm) 2.5" (64 mm) 1/bag 12
844575 09483 2- 1/0 AWG (35 - 50 mm?) 0.35" (9 mm) 0.72" (18 mm) 7.5" (191 mm) 1/bag 12
844732 09487 1/0 - 3/0 AWG (60 - 80 mm?) 0.48" (12 mm) 0.95" (24 mm) 3.2" (81 mm) 1/bag 12
8447-8 09484 1/0-3/0 AWG (60- 80 mm?) | 0.48" (12 mm) 0.95" (24 mm) 8" (203 mm) 1/bag 12

**Cable or connector diameter.
Note: Additional sizes are available, consult your 3M sales representative.




Resin Splices 0-600V (1000V rated)

Scotchcast™ 72-N Series Inline Splice Kits

Scotchcast 72-N series kits splice shielded M

or nonshielded plastic - and rubber-jacketed,
signal and control (or power) cablesrated upto 1 kV.
Connectorsare not included, order separately. See

page 129 in the “Lugs & Connectors’ section for connector
ordering information. Each kit makes one splice.

Multiple Conductor Nonshielded
Signal & Control Cable

Multiple Conductor Shielded
Signal & Control Cable

Scotchcast 72-N Series Selection

UPC Molded Body Inner Case
Product Series (054007-) Length Cable O.D. Range Pack Qty.
Multiple Conductor Nonshielded Signal & Control Cable, Multiple Conductor Shielded Signal & Control Cable
See above for cable type illustrations.
72-N1* 10623 7-1/8" (18,1 cm) 0.25-0.625" (6 - 16 mm) 1 10
72-N2 10625 10-7/16" (26,8 cm) 0.500 - 1.00" (13 - 25 mm) 1 10
72-N3 10627 15-7/16" (39,2 cm) 0.625 - 1.50" (16 - 38 mm) 1 10
72-N4 10629 15-5/8" (39,7 cm) 1.00 - 2.00" (25 - 51 mm) — 1
72-N5 10631 20-5/16" (51,6 cm) 1.25-2.25" (32 - 57 mm) — 1
72-N6 10633 25" (63,5 cm) 1.25 - 3.25" (32 - 83 mm) — 1
* Nonshielded cable only.
Scotchcast 72-N Series Selection
Scotchlok™ Insulated Butt Connectors
MV18BC 22-18 AWG MV14BC 16-14 AWG MV10BC 12-10 AWG
Shielded Unshielded Shielded Unshielded Shielded Unshielded
Cables** Cables** Cables** Cables** Cables** Cables**
No. No. No. No. No. No. No. No. No. No. No. No.
Kit No. Cond. Pairs Cond. Pairs Cond. Pairs Cond. Pairs Cond. Pairs  Cond. Pairs
72-N1* — — 6 3 — — 4 2 — — 3 —
72-N2 18 9 32 16 12 6 19 9 8 4 13 6
72-N3 42 21 75 37 24 12 45 22 14 7 27 13
72-N4 74 37 160 80 50 25 90 45 40 20 60 30
72-N5 140 70 200 100 120 60 160 80 100 50 100 50
72-N6 360 180 400 200 220 110 250 125 180 90 200 100

*Nonshielded cable only.
*Figures based on IMSA cable specifications.




Resin Splices 0-600V (1000V rated)

Scotchcast™ 78-R Series Reenterable
Inline and Tap Splice Kits

Scotchcast 78-R series kits make inline or tap

splices on shielded or nonshielded, plastic- and | —
rubber-jacketed, signal and control (or power)

cablerated up to 1 kV. Connectors are not included, order
separately. See page 129 in the “Lugs & Connectors’ section
for ordering information. Each kit makes one splice.

Multiple Conductor Nonshielded
Signal & Control Cable

Multiple Conductor Shielded
Signal & Control Cable

Scotchcast 78-R Series Selection

UPC Kit Size Cable O.D. Range Case
Product Series (054007-) I.D.xL Run Tap Qty.
Multiple Conductor Nonshielded Signal & Control Cable, Multiple Conductor Shielded Signal & Control Cable
See above for cable type illustrations.
78-R1 02411 2x12" 0.25 - 1.00" 0.25 - 1.00" 1
(5,1 x30,5cm) (6 - 25 mm) (6 - 25 mm)
78-R2 02412 2x24" 0.25 - 1.00" 0.25 - 1.00" 1
(5,1 x61,0cm) (6 - 25 mm) (6 - 25 mm)
78-R3 02413 3x24" 0.50 - 1.50" 0.50 - 1.00" 1
(7,6 x61,0 cm) (13 - 38 mm) (13 - 25mm)
78-R4 02414 4x 24" 0.50 - 2.00" 0.50- 1.75" 1
(10,2 x 61,0 cm) (13 -51 mm) (13 - 44 mm)
78-R5 02417 5x 26" 1.00 - 2.50" 1.00 - 2.50" 1
(12,7 x 66,0 cm) (25 - 64 mm) (25 - 64 mm)

Scotchcast 78-R Series Connector Selection

Scotchlok™ Connectors

Insulated Butt Connectors Pigtail Connectors Tap Connectors
MV18BC MV14BC MV10BC “y” “R” 557 558 560 562
22-18 AWG  16-14 AWG 12-10 AWG 18-12 AWG 14-10 AWG 22-18 AWG | 22-18 AWG  18-14 AWG 12-10 AWG

No. No. No. No. No. No. No. No. No. No. No. No. No. No. No. No. No. No.
Kit No. Cond. Pairs Cond. Pairs Cond. Pairs | Cond. Pairs Cond. Pairs Cond.Pairs | Cond.Pairs Cond. Pairs Cond. Pairs

78-R1 40 20 26 13 16 8 8 4 5 2 15 7 10 5 8 4 6 3
78-R2 66 33 45 22 26 13 20 10 10 5 30 15 20 10 16 8 12 6
78-R3 160 80 110 55 70 35 50 25 28 14 80 40 50 25 40 20 36 18
78-R4 300 150 180 90 110 55 84 42 60 30 142 71 100 50 80 40 68 34
78-R5 550 275 320 160 200 100 174 87 120 60 260 130 200 100 160 80 130 65

Note: Above figures based on IMSA cable specifications.

Scotchcast 7820 Spacer Web

Scotchcast spacer web isfor use with the 78-R series splice
kits after re-entry. It isaloosely woven polyester that keeps
the splice bundle away from the mold body wall, providing
even compound distribution around the splice.

Scotchcast 7820 Spacer Web Selection

Product Series UPC (054007-) Size/Roll Case Qty.

7820 02415 Two 3" x 20" rolls/box 1
(76 mm x 6,1 m)




Resin Splices 0-600V (1000V rated)

Scotchcast™ 85-14CP Multi-Mold Resin
Splice Kit

The Scotchcast 85-14CP multi-mold resin splicing kit
israted for cables up to 1 kV to insulate odd-shaped and
odd-sized splices. The 85-14CP is specifically designed
for usein cathodic protection with arigid epoxy resin,

Scotchcast 85 Series Multi-Mold Resin
Splice Kits

Scotchcast 85 series multi-mold kits are used to electrically
insulate odd-sized and odd-shaped splices on cables rated
through 1 kV. These flexible plastic molds are easily formed
around splices. Within 30 minutes after the resin has been

3M ™ Scotchcast 4. Each kit makes one splice. poured, the
splice isready :
for service — Single Conductor Cable
- above ground
Single Conductor Cable or buried. Each
kit makes
one splice.
Scotchcast 85 Series Selection
Maximum
UPC Conductor Size Compression, Inner Case
Product Series (054007-) Split Bolt Hor C tap Pack Qty.
Single Conductor Cable
See above for cable type illustrations.
85-14CP ‘ 31927 ‘ 2/0 AWG stranded 4/0 AWG stranded 1/box ‘ 10

Single Conductor Cable, Multiple Conductor, to 1000 Volt, Cable
See above for cable type illustrations.

85-10 11846 8 AWG stranded 4 AWG stranded 1/box 10
85-12 11847 1 AWG stranded 2/0 AWG stranded 1/box 10
85-14 11848 2/0 AWG stranded 4]0 AWG stranded 1/box 10
85-16 02403 750 kemil stranded* 1/box 10
250 kemil (run) 500 kemil (run)
2/0 AWG stranded (tap) 40 AWG stranded (tap)

*Inline compression connector.




Resin Splices 0-600V (1000V rated)

Scotchcast™ 90-B1 Wye Resin Splice Kit

3M™ Scotchcast
90-B1 kit insulates
and moisture-seals
wye splices made
with the split-bolt
type connectors on
cables rated through
1 kV. Each kit makes
one splice.

Scotchcast 90-B1 Selection

Single Conductor Cable

Multiple Conductor, to 1000 Volt, Cable

UPC Cable O.D. Range Maximum Connector Inner Case
Product Series (054007-) Run Tap Split Bolt Crimped Pack Qty.
Single Conductor Cable, Multiple Conductor, to 1000 Volt, Cable
See above for cable type illustrations.
90-B1 25115 0.500- 0.812" 0.375" max. 1/0 AWG 2/0 AWG 1/box 10
(13- 21 mm) (20 mm)

Scotchcast 82-BF1 Flexible Power Cable
Tap Splice Kit

3M Scotchcast 82-BF1
isfor use on unshielded
portable power cables
and cords. 82-BF1
can beused on single
conductor or multiple
conductor cablesusing
acompression “C”
tap connector.

3M 82-BF1 molds
are removable and
reusable. The 82-BF1
isapermanent splice
as assigned by the

194 Mine Safety and

Health Adminigtration (P-142-5 MSHA). Connectors are
not included, order separately. See page 121 in the“Lugs &
Connectors’ section for ordering information. Each kit makes
one splice.

Scotchcast 82-BF1 Tap Splice Kit Selection

Single Conductor Cable

————————

Multiple Conductor, to 1000 Volt, Cale

UPC Cable O.D. Inner Case
Product Series (054007-) Conductor Size Range Pack Qty.
Single Conductor Cable, Multiple Conductor, to 1000 Volt, Cable
See above for cable type illustrations.
82-BF1 08309 Up to 1/0 AWG (50 mm?) 0.25-0.80" 1/box 10

(6,4 - 20,3 mm)




Scotchcast™ 4 Electrical Insulating Resin

This Scotchcast resinisa
two-part epoxy insulating
and encapsulating resin
packaged in three sizes.
Use 3M Scotchcast 4 Resin
to splice solid dielectric
and oil-filled cables up
to 8 kV. Flash point: 300°F
105 (149°C) or higher.

Scotchcast 2104 Electrical Insulating and
Sealing Compound

3M™ Scotchcast 2104
compound in a Unipak
container is atwo-part, low-
viscosity polyurethane for
permanent splice protection.
Thisresinisincluded in the
multi-mold splicing kits.

Scotchcast 2112 Reenterable Electrical
Insulating Resin

Shield electrical connections
from water damage

with Scotchcast 2112
Reenterable Electrical
Insulating and Sealing
Compound, the most
effective moisture protection
available. Unique mix-in-the-
bag preparation of this
polyurethane resin makes the resin easy to prepare and apply.
The visible, reenterable moisture seal isareliable barrier
against the constant exposure to water in certain applications.
Often used for potting flush mounted junction boxes.
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Scotchcast 2130 Flame Retardant
Compound

3M Scotchcast 2130 isa
flexible, permanent, urethane
resin used for jacket repair or
splicing portable cables. It is
flame retardant and has
MSHA approva number
P-142-5.
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Scotchcast 2135 Wet-Niche Potting

Scotchcast 2135 wet-niche
potting compound is the first
“listed” product that meets
NEC reguirements to allow
the use of rigid nonmetallic
conduit in the installation
of wet-niche underwater
lighting fixtures. 2135
provides protection against
109 corrosion and possible
deteriorating effects of pool
water by reliably encapsulating the 8 AWG ground
connection in awet-niche shell. The wet-niche forming shell
isacorrosion-resistant metal housing for underwater fixtures
in permanently installed pooals. Article 680-20(b)(1)
National Electrical Code. UL Listed 2L02.

Scotchcast 2135 potting compound is package in an easy-
mix 1.8-0z. Unipak container. This thixotropic resin will not
sag or drip. The encapsulated connection gels in minutes and
can be submerged within four hours. Each kit contains
enough material to complete one fixture.

Specifications and Ordering Information for Scotchcast™ Resins

Product Number UPC (054007-) Size/Type of Package Inner Unit Pack Case Qty.
Scotchcast 4 Electrical Insulating Resin

4 43165 A/3.2 0z. (90 g), 4.8 cu. in. (78,6 cu. cm) 1/box 10 each
4 43166 B/7.4 0z. (209 g), 11.2 cu. in. (183,5 cu. cm) 1/box 10 each
4 43167 C/14.7 0z. (418 g), 22.3 cu. in. (365,4 cu. cm) 1/box 10 each
4 04206 D/22.2 0z. (630 g), 33.6 cu. in. (550,6 cu. cm) 1/box 10 each
4 04207 E/10.4 0z. (294 g), 15.7 cu. in. (257,2 cu. cm) 1/box 10 each
Scotchcast 2104 Electrical Insulating and Sealing Compound

2104 31189 A/3.46 0z. (98 g), 5.7 cu. in. (93,4 cu. cm) 1/box 10 each
2104 31382 B/7.4 0z. (210 g), 12.6 cu. in. (206,4 cu. cm) 1/box 10 each
2104 31383 C/14.82 0z. (420 g), 25.4 cu. in. (416,2 cu. cm) 1/box 10 each
2104 11849 D/23.8 0z. (675 g), 40.8 cu. in. (668,5 cu. cm) 1/box 10 each
Scotchcast 2112 Reenterable Electrical Insulating Compound

2112 42049 Cl12.3 0z. (350 g), 23.7 cu. in. (338,3 cu. cm) 1/box 10 each
2112 42050 D/21.2 oz. (600 g), 40.6 cu. in. (665,3 cu. cm) 1/box 10 each
Scotchcast 2130 Flame Retardant Compound

2130 31401 B/7.6 0z. (216 g), 10.7 cu. in. (175,3 cu. cm) 1/box 10 each
2130 31402 CI21.7 0z. (616 g), 30.5 cu. in. (499,8 cu. cm) 1/box 10 each
2130 Part A 50237 A5 gal. (18,93 L) 45
2130 Part B 50238 B/5 gal. (18,93 L) 54
2135 Wet-Niche Potting

2135 69798 F/1.83 0z. (52,5 g), 3.3 cu. in. (54,0 cu. cm) 1/box 10 each
2135M Cable Repair Compound

2135M 50433 F/1.83 0z. (52,5 g),3.3 cu. in. (54,0 cu. cm) 1/bag 10 each




Heat Shrink Splices 0-600V

UF Splice Kit

3M™ UF SpliceKitis
designed to provide a
reliable, moisture proof
electrical connection for
Type U.F.-B underground
feeder cable rated for 600
volts ranging from #14/3
without ground wire up
to #8/3 with ground wire.
The UF Splice Kit
consists of a connector-
insulation assembly and
aheat shrink tube. The
connector assembly contains
four cylindrical set screw
connectors separated by a piece of vinyl insulation. The
heat shrink tube is a heavy-wall, adhesive-lined tube.
Underground Feeder (UF)-B cables are flat, and typically
have three solid conductors without ground or two solid
conductors with aground. They rangein size from 8 AWG
to 14 AWG. The most common UF cable sizeis 10-14 AWG.
The 3M UF Splice Kit is offered in two versions: UF1
Standard Kit includes a 1.8" length terminal connector and
an 8" length of heavy-wall, adhesive-lined heat shrink tube.
UF2 Stretcher Kit hasan 11.7" terminal connector and a 20"
length of heavy-wall, adhesive-lined heat shrink tube.
The Standard Kit is used in most of the applications.
The Stretcher Kit is used in situations where a 7-10" section
of the cable has been damaged or destroyed. It eliminates
two connectors and a short piece of cable during repair.

Ordering Information for 3M UF Splice Kits

Product Number UPC (054007-) Description Inner Unit Pack Case Qty.
UF1 42920 UF Splice Kit-Standard One kit/ 6 kits/cs.
1.8" connector/ peggable blister pack
8" heat shrink tube
UF2 42921 UF Splice Kit-Stretcher One kit/ 6 kits/cs.

11.7" connector/
20" heat shrink tube

peggable printed bag

3M IAL-3 Airport Lighting Connector
Sealing Kit

3M IAL-3 Airport Lighting Connector Sealing Kitis
designed especially to meet the high demands on airport
lighting connections. It meets specifications for sealing FAA
Specification L-823 connectors. Each kit includes a 16-inch
heat shrinkable sleeve, cleaning pad and instructions.

Specification and Ordering Information for 3M IAL-3 Airport Lighting Connector Sealing Kit

Product UPC Expanded/
Number (054007-) Recovered I.D.

Inner Unit
Pack

Case
Qty.

IAL-3 | 08862 | 1.38/0.38" (34/10 mm)

1/bag

30




1 kV to 5/8 kV Splices
1/C, 1-5 kV, Non-Shielded Resin Splices

Scotchcast™ 82-A Series Inline Resin

Splice Kits
Nonshielded Dry Cable
Use the Scotchcast 82-A

series kitsto insulate and

f | seal single conductor, Nonshielded Wet or Dry Cable
unshielded cable splices

multiple conductor cables i

through 1 KV. The 82-A Single Conductor Cable
seriesis UL Listed 486D,
File Number E102356.
Connector is hot included,

makes one splice.
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! thoug 5V and L =

order separately. Each kit Multiple Conductor, to 1000 Volt, Cable

Scotchcast 82-A Series Sdection
UPC Maximum Maximum Conductor Inner Case
Product Series (054007-) Cable O.D. Connector O.D. Size* Pack Qty.
Nonshielded Dry Cable, Nonshielded Wet or Dry Cable, Single Conductor Cable , Multiple Conductor, to 1000 Volt, Cable
See above for cable type illustrations.

82-A 25016 0.750" 0.406" 10 - 2 AWG 1/box 10
(19 mm) (10 mm) (6-30 mm?)

82-Al 25024 0.625" 0.406" Up to 2 AWG 1/box 10
(16 mm) (10 mm) (30 mm?)

82-A2 25032 1.000" 0.625" 2-3/0 AWG 1/box 10
(25 mm) (16 mm) (35 - 80 mm?)

82-A3 25040 1.563" 1.000" 3/0 - 400 kemil** 1/box 10
(40 mm) (25 mm) (95 - 200 mm?)

* Important: Use insulation jacket or connector O.D. for final ordering criteria.
** 500 kemil when using a Scotchlok 10014 copper compression connector.

Scotchcast 82-B1 Wye Resin Splice Kit

Scotchcast 82-B1 kit
insulates and seals wye
splices for compression
tap connectors (e.g.,
C-tap or H-tap) rated for
O e e S

on nonshielded cables : =
Single Conductor Cable

Nonshielded Dry Cable

Nonshielded Wet or Dry Cable

through 5 kV and on

multiple conductor

cablesthrough 1 kV.

Each kit makes one

splice.
Scotchcast 82-B1 Selection

UPC Voltage Maximum Connector Inner Case
Product Series (054007-) Rating Split Bolt Crimped Cable O.D. Pack Qty.
Nonshielded Dry Cable, Nonshielded Wet or Dry Cable, Single Conductor Cable , Multiple Conductor, to 1000 Volt, Cable
See above for cable type illustrations.

82-B1 25057 5KV Single Conductor 4 AWG 2 AWG 0.250 - 0.625" 1/box 10

1 kV Multiple Conductor (6-16 mm)




1/C, 1-5 kV, Non-Shielded Resin Splices
’ ’
Scotchcast™ 82-F1 and 82-F2 Inline - (==
Splice Kits for Flexible Power Cable @») Nonshielded Dry Cable
Scotchcast 82-F1 and 82-F2 kits are for use on Vﬂ S $ -
unshielded, portable power cables. The kits are rated Nonshielded Wet or Dry Cable
up to 5 kV for single conductor and up to 1 kV for
multiple conductors. The kits are designed to be used
with inline compression connectors.

The 82-F series kits are permanent splices as

assigned by the Mine Safety and Health Administration

(P'142'5 MSHA)' . Multiple Conductor, to 1000 Volt, Cable
Connectors are not included, order separately.

Single Conductor Cable

Scotchcast 82-F1 and 82-F2 Inline Sdection
UPC Cable O.D. Voltage Conductor Number of Maximum Inner Case
Product Series  (054007-) Range Rating Size Conductors  Connector O.D. Pack Qty.

Nonshielded Dry Cable, Nonshielded Wet or Dry Cable, Single Conductor Cable , Multiple Conductor, to 1000 Volt, Cable
See above for cable type illustrations.

82-F1 08307 0.25-0.80" 5kv 6 - 1/0 AWG** (16 - 50 mm?) 1 0.62" (18 mm) 1/box 10
(6 - 20 mm) 1kv multi 0.90" (23 mm)
(600/2000)*
82-F2 08308 0.80 - 1.20" 5kv 2/0 - 4/0 AWG** (70 - 95 mm?) 1 0.82" (21 mm) 1/box 10
(20 - 30 mm) 1kv multi 1.30" (33 mm)
(600/2000)*

* Mine portable cable rating
**Base selection on cable O.D. range.

1/C, 5/8 kV, Non-Shielded Cold Shrink Splices

3M™ 5740 Series 5/8 kV Inline Splice Kits

3M 5740 series S ——

are used for single Nonshielded (Dry) Cable
conductor, non-

shielded 5/8 kV

cables. Each kitis

acold shrink design Nonshielded (Wet or Dry) Cable

and contains enough
material to insulate
three (3) splices.

3M Cold Shrink 5740 Series Selection

Maximum Cable
UPC Conductor Size Connector Length Typical Insulation/Jacket ~ Case
Product Series (054007-) Copper Aluminum (Copper or Aluminum)  Splice Length 0.D. Range Qty.

Nonshielded Dry Cable, Nonshielded Wet or Dry Cable
See above for cable type illustrations.

5741 49491 8-4 AWG* 25" 10" 0.38-0.70" 1
(10-25 mm?) (64 mm) (254 mm) (9,7-17,8 mm)

5742 49492 2 AWG - 300 kemil* 45" 12" 0.63-1.20" 1
(35- 150 mm?) (108 mm) (305 mm) (16,0 - 30,5 mm)

5743 49493 350 - 1000 kemil 350 - 750 kemil 6.25" 15" 0.90-2.10" 1
(185 - 500 mm?) (185 - 400 mm?) (159 mm) (381 mm) (22,9 - 53,3 mm)

Note: Be sure to order the correct size connector to complete the splice, see pages 254 - 256.



1/C, 5/8 kV, Shielded - Tape, Wire, and UniShield®
Cold Shrink Splices

3M™ 5550 Series Splice Kits

3M Cold Shrink 5550
Series Rubber Splice
Kitsare for splicing Tape Shielded Cable

e
2 5KV and 8 kV
‘ PRy St ol L GEE =

dielectric, power

cables. Each kit Wire Shielded Cable

contains al the

meterials (except € -
connectors and UniShield® Cable

optional ground strap)

required to construct

three (3) single

[~ conductor spliceson
113 Tape Shield, Wire

Shield or UniShield® cables. Note: The kit can aso be used

to splice ashielded to a nonshielded 5-8 kV cable.

Each kit makes three splices.

3M Cold Shrink 5550 Series Selection

Maximum
UPC Conductor Size Connector Length Typical Case
Product Series (054007-) Copper Aluminum Copper  Aluminum Splice Length Qty.

Tape Shielded Cable, Wire Shielded Cable, UniShield® Cable
See above for cable type illustrations.

5551 09089 6 - 4/0 AWG 6 - 3/0 AWG 33" 2.7" 19" 1
(14 - 100 mm?) (14 - 80 mm?) (84 mm) (69 mm) (483 mm)

5552 09090 4/0 AWG - 500 kemil ~ 4/0 AWG - 400 kemil 43" 3 21" 1
(120 - 250 mm?) (120 - 200 mm?) (209 mm) (94 mm) (533 mm)

5553 09091 500 - 1000 kemil 500 - 1000 kemil 6.3" 53" 23" 1
(300 - 500 mm?) (300 - 500 mm?) (160 mm) (135 mm) (584 mm)




3/C, 600V and 1 kV, Non-Shielded Cold Shrink Splices

3M™ 5730 Series Splices for Three-
Conductor Armor Power Cable (Teck 90)

3M Low Voltage Cold
Shrink Splicing Kits
are applicable for
indoor and outdoor
installations, including
direct burial, aerial
and submersible
applications. The 5730
series accommodates
afull range of cable
sizesfrom 14 AWG-
750 kemil. The overall
jacket diameter ranges
from 0.62 to 4.0"

14 (16 to 102 mm).

3M 5730-5731 Cold Shrink Series Selection

5730-5731 Low Voltage Inline Splice Kits

For use with 3/C or 4/C Armor Power Cable CSA Certified
for 600V or less.

5732-5735 Low Voltage Inline Splice Kits

For use with 3/C Armor Power Cable (Teck 90) up to
1000V.

Kit Number Cable Sizes Overall Amount of
(AWG) Jacket Armorcast
Diameter Required*
5730 14-10 0.62 - 1.0" (16 — 25 mm) 1roll
5731 8-4 0.95-1.4" (24 - 36 mm) 1roll
Note: Connectors are not included in the kit. Use only CSA Certified compression connectors. Vinyl or nylon butt connectors are preferable.
*Amount of Armorcast needed based on two half lapped layers.
Order the 15 ft. rolls.
3M 5732-5735 Cold Shrink Series Selection
Kit Number Cable Sizes Overall Amount of
(AWG or kemil) Jacket Armorcast
Diameter Required*
5732 2-1/0 0.95-2.4" (24 - 61 mm) 1roll
5733 2/0- 250 1.15-3.3" (29 - 84 mm) 2 rolls
5734 250 - 500 1.55-4.0" (39 - 102 mm) 2 rolls
5735 500 - 750 1.55-4.0" (39 - 102 mm) 3rolls
Note: Connectors are not included in the kit. Use only CSA Certified compression connectors.
*Amount of Armorcast needed based on two half lapped layers.
Order the 15 ft. rolls.
3M 4560 Armorcast™ Material 3M 4560 Armorcast Structural
The 4560 Armorcast products create maintenance free Material Selection
mechanical protection for power cable splices. 3M Armorcast
structural material is aflexible fiberglass knit fabric strip that Product UPC Roll Case
has been saturated with black urethane resin syrup. Itisrolled Number (051138-) Size Qty.
k in foil env ,
and packed dry in a sealed foil envelope 4560-5 57719 5' 5rolls
4560-10 57717 10’ 5rolls
4560-15 57718 15' 5rolls




3/C, 5 kV, Non-Shielded Armored or
Non-Armored Resin/Cold Shrink Splices

3M™ 5750 Series Three-Conductor Inline
Splicing Kits

3M 5750 Series
3-Conductor Inline
Splicing Kits
are designed for
nonshielded armored
and non-armored solid ——
dielectric cables rated Three-Conductor Non-Armored, Nonshielded Cable
upto5kV.

Connectors are
not included, order
separately. See
page 129 in the
“Lugs & Connectors’
section for ordering
information. Each kit
makes one 3/C splice.

3M 5750 Series Selection

UPC Conductor Size (Copper or Aluminum) Typical
Product Series (054007-) 1kV or Less 5kv Splice Length Case Qty.

Three Conductor Armored, Nonshielded Cable, Three Conductor Non-Armored, Nonshielded Cable
See above for cable type illustrations.

5751 08310 6-1AWG 6 -4 AWG 19" 1
(14 - 38 mm?) (14 - 16 mm?) (483 mm)

5752 08311 1/0 - 4/0 AWG 2- 4]0 AWG 28" 1
(60 - 100 mm?) (35- 100 mm?) (711 mm)

5753 08312 250 - 750 AWG 250 - 500 kemil aluminum 42" 1
(150 - 325 mm?) (150 - 250 mm?) (1067 mm)

250 - 750 kemil copper only
(150 - 325 mm?)




3/C, 5/8 kV, Shielded Armored or
Non-Armored Resin/Cold Shrink Splices

3M™ 5760 Series Armored/Non-Armored
Cable Splices

3M 5760 Series
3-Conductor Inline
Splicing Kits are
designed for splicing
shielded armored and
non-armored cables,
5kV and 8 kV.
Connectors are
not included, order
separately. See
page 129 in the
“Lugs & Connectors’
section for ordering
information. Each kit
makes one 3/C splice.
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3M 5760 Series Sdection
Conductor Maximum Maximum Typical
UPC Insulation Size Connector Connector Splice Case
Product Series (054007-) 0.D. Range (Copper or Aluminum) 0.D. Length Length Qty.
Three Conductor Armored, Shielded Cable, Three Conductor Non-Armored, Shielded Cable
See above for cable type illustrations.

5761 12260 0.65-1.38" 4/0 AWG - 500 kemil 0.80" 2.75" 29" 1

(17 - 35 mm) (120 - 250 mm?) (20 mm) (70 mm) (737 mm)
5762 12262 0.93-1.94" 500 - 1000 kemil 1.40" 5.00" 44" 1

(24 - 49 mm) (300 - 500 mm?) (36 mm) (127 mm) (1118 mm)




15 kV Splices

1/C JCN/CN Molded
Rubber Splices

3M molded rubber QS and QS-11 kits are inline splices made
from specially formulated, peroxide-cured, EPDM rubbers
to ensure a stable seal and a splice that will last the life of
the cable. The continuous current rating of each spliceis
equal to the current rating of the cable it is sized to. Each
molded rubber splice is tested at the factory on power cable
to ensure long-term reliability. Each molded rubber splice
meets requirements of |EEE 404.

3M™ 5400 QS Series Inline Splice Kits

3M 5400 series QS
kits areinline splices
designed for use on
15kV CN or ICN cable.

To usethe splice
kit, select the
appropriate size Cl
series compression
connector. The
connectors can be
used on both stranded and solid, aluminum or copper
conductors sized from 2/0 to 750 kcmil (70 to 300 mn®).

Meets requirements of |EEE Standard 404. See page 255
for 3M CI Connectors. Each kit makes one splice.

3M 5411 and 3M 5412 QS-II Splice Kits

3M 5411 and 5412
QSHI kitsare one-piece
inline splices designed
for useon 15kV rated
CN and JCN cable. Jacketed Concentric Neutral (JCN) Cable
M eets requirements ma

of |[EEE Standard
404. (Y ou may order K h|
some connectors with
splice body in akit.)

Each kit makes one splice.

3M 5411A QS-I1l Splice Kit

3M 5411A QSHI
Splice Kitisaone-
pieceinline splice
sized for #1 and
1/0 (220 mil) and
2/0 (175 mil) 15 kV
rated, CN and JCN
cables. The kit
includes a cone-
shaped device called “Porta-Pencil” that is used when
dliding the splice body onto the cable. This Porta-Pencil
feature plus an ID increase makes the 5411A install easily
on the thicker
220-mil cables.

Meets requirements of |EEE Standard 404. See page 256
for 3M connectors. Each kit makes one splice.

Concentric Neutral (CN) Cable

Jacketed Concentric Neutral (JCN) Cable

Concentric Neutral (CN) Cable

Concentric Neutral (CN) Cable

Jacketed Concentric Neutral (JCN) Cable

0O

r
§

3M 5411R QS-ll Cable Repair Splice Kit

3M 5411R QS|
cablerepair kitisa
specially elongated
molded rubber splice
designed to repair
damaged cable.
It can be used on
15 kV copper or
aluminum, CN or
JCN cables. The
spliceis an elongated
version of the QS-II. It isdesigned to replace up to 6" (152 mm)
of damaged cable, thus eiminating the need to splicein anew
section of cable with two separate plices.

Meets requirements of |EEE Standard 404. The 5411R
can be ordered with the special connector packed in the
kit or the kit and connector can be ordered as separate
items. See page 254 for 3M connectors. Each kit makes
one splice repair.

3M 5412R QS-II Cable Repair Splice Kit

3M 5412R QS-1 cable
repair kit is a specialy
elongated molded
rubber splice designed
to repair damaged
cable. It can be used Jacketed Concentric Neutral (JCN) Cable
on 15 kV copper or i
aluminum, CN rerg=Crma
or JCN cables.
The spliceisan
elongated version
of the QSHI. Itis
designed to replace up to 6" (152 mm) of damaged cable,
thus eliminating the need to splice in a new section of cable
with two separate splices. The 5412R is designed for use
with a special inline compression connector, for connecting
either aluminum or copper conductors.

Meets rating requirements of |EEE Standard 404.
Each kit makes one splice repair.

Concentric Neutral (CN) Cable

4 1V

(dCN) Cable
Accessory Splice Jacket

Concentric Neutral (CN) Cable

Accessory Splice Jacket



1/C, 15 kV, JCN/CN Molded Rubber Splices

3M 5400 Series, 5411, 5411A and 5412 Selection

Splice Jackett Conductor Size Primary
UPC Needed for CuorAl Insulation Specified Case
Product Series (054007-) JCN Cables Stranded Solid 0.D. Range Connector Qty.
Concentric Neutral (CN) Cable, Jacketed Concentric Neutral (JCN) Cable
See page 234 for cable type illustrations.
5403 11818 SJ-2A or HSJ-2A 2/0 - 4/0 AWG — 0.795 - 0.940" Cl Series 1
(70 - 100 mm?) (20 - 24 mm)
5404 11826 SJ-2A or HSJ-2A 2/0 - 4/0 AWG — 0.920 - 1.080" Cl Series 1
(70 - 100 mm?) (23 - 27 mm)
5405 11834 SJ-2A or HSJ-2A 250 - 350 kemil — 0.920 - 1.080" Cl Series 1
(125 - 180 mm?) (23 - 27 mm)
5406 11842 SJ-2A or HSJ-2A 250 kemil (220 mil) — 1.060 - 1.210" Cl Series 1
350 kemil (27 - 31 mm)
5406-Cl-350 41907 SJ-2A or HSJ-2A 350 kemil — 1.060 - 1.210" CI-350 1
(27 - 31 mm)
5407 25602 SJ-3A or HSJ-3A 500 kemil — 1.120 - 1.320" Cl Series 1
(28 - 34 mm)
5408 25610 SJ-3A or HSJ-3A 750 kemil — 1.320 - 1.520" Cl Series 1
(34 -39 mm)
5408-CI-750 02314 SJ-3A or HSJ-3A 750 kemil — 1.320 - 1.520" CI-750 1
(34 -39 mm)
5409 11859 SJ-3A or HSJ-3A 750 kemil — 1.490 - 1.660" Cl Series 1
(38 - 40 mm)
5409-CI-750 30209 SJ-3A or HSJ-3A 750 kemil — 1.490 - 1.660" CI-750 1
(38 - 40 mm)
5411 11852 SJ-1A or HSJ-1A 4-2/0 AWG 2-1/0 AWG 0.637 - 0.90" Cl Series, 1
2/0 (175 mil) (16 - 23 mm) CI-T Series, or
20006
5411-CI-1/0* 11855 SJ-1A or HSJ-1A 1/0 AWG — 0.637 - 0.90" CI-1/0 1
(16 - 23 mm)
5411-Cl-2* 08005 SJ-1A or HSJ-1A 2 AWG 1 AWG 0.637 - 0.90" Cl-2 1
(16 - 23 mm)
5411-Cl-21* 11853 SJ-1A or HSJ-1A 2,1 AWG 1,1/0 AWG 0.637 - 0.90" Cl-21 1
(16 - 23 mm)
5411-Cl-22* 11854 SJ-1A or HSJ-1A 4 AWG 2 AWG 0.637 - 0.90" Cl-22 1
(220 mil) (16 - 23 mm)
5411-20006* 11861 SJ-1A or HSJ-1A 2/0 AWG — 0.637 - 0.90" 20006 1
(175 mil) (16 - 23 mm)
5411A 09937 SJ-1A or HSJ-1A 1 AWG (220 mil) 1/0 AWG 0.775-0.90" Cl Series 1
1/0 AWG (220 mil) (220 mil) (19,7 - 23 mm) or 20006
2/0 AWG (175 mil)
5411A-Cl-1* 09938 SJ-1A or HSJ-1A 1 AWG 1/0 AWG 0.775 - 0.90" Cl-1 1
(220 mil) (220 mil) (19,7 - 23 mm)
5411A-Cl-1/0* 09939 SJ-1A or HSJ-1A 1/0 AWG — 0.775 - 0.90" CI-1/0 1
(220 mil) (19,7 - 23 mm)
5411A-20006* 09940 SJ-1Aor HSJ-1A 2/0 AWG — 0.775-0.90" 20006 1
(175 mil) (19,7 - 23 mm)
5412 11862 SJ-1A or HSJ-1A 2/0 AWG (220 mil) — 0.840 - 1.05" Cl Series 1
3/0 - 4/0 AWG (21 - 27 mm)
250 kemil (175 mil)
5412-CI-2/0* 11865 SJ-1A or HSJ-1A 2/0 AWG — 0.840 - 1.05" Cl-2/0 1
(220 mil) (21-27 mm)
5412-CI-3/0* 11863 SJ-1A or HSJ-1A 3/0 AWG — 0.840 - 1.05" CI-3/0 1
(21-27 mm)
5412-Cl-4/0* 11864 SJ-1A or HSJ-1A 4/0 AWG — 0.840 - 1.05" Cl-4/0 1
(21-27 mm)

t To order splice jackets see page 291.

*Kit includes the connector specified.

Note: Cable sizes shown above are for standard insulation thickness. Final determining factor is cable insulation O.D.

Important: Use the primary insulation O.D. range as the final ordering criteria. The above cable sizes include 175 and 220 mil insulations.
Note: The current rating, 200 Amp, of each unit meets or exceeds the conductor range it is sized to accommodate.




1/C, 15 kV, JCN/CN Molded Rubber Splices

3M™ 5411R and 5412R Cable Repair Splice Selection

Splice Jackett Conductor Size

UPC Needed for CuorAl Insulation Specified Case
Product Series (054007-) JCN Cables Stranded Solid 0.D. Range Connector Qty.
Concentric Neutral (CN) Cable, Jacketed Concentric Neutral (JCN) Cable
See page 234 for cable type illustrations.
5411R 09352 SJ-1A or HSJ-1A, 8428-12** 4 AWG 2-1/0 AWG 0.637 - 0.900" CIR Series 1
(220 mil only) (16 - 31 mm)
2-1/0 AWG
5411R-CIR-1/0* 09355 SJ-1A or HSJ-1A, 8428-12** 1/0 AWG — 0.637 - 0.900" CIR-1/0 1
(16 - 31 mm)
5411R-CIR-21* 09354 SJ-1A or HSJ-1A, 8428-12** 2-1AWG 1-1/0 AWG 0.637 - 0.900" CIR-21 1
(16 - 31 mm)
5411R-CIR-22* 09353 SJ-1A or HSJ-1A 4 AWG 2 AWG 0.637 - 0.900" CIR-22 1
8428-12* (220 mil only) (16 - 31 mm)
5412R-CIR-3/0* 43501 SJ-2A or HSJ-2A 3/0 AWG — 0.870 - 1.055" CIR-3/0 1
(22 - 27 mm)
5412R-CIR-4/0* 50101 SJ-2A or HSJ-2A 4]0 AWG — 0.870 - 1.055" CIR-4/0 1
(22 - 27 mm)

* Kit includes the connector specified

** 8428-12 is used with the SJ kits only.

Note: Cable sizes shown above are for standard insulation thickness. Final determining factor is cable insulation O.D.

1 To order Splice Jackets see page 279.

Specifications and Ordering Information on CIR Series Repair Connectors for 3M 5411R
and 5412R Series (pg. 252)

\5\\\\\
\\
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Product UPC Conductor Size Cu or Al Connector Splice Case
Number (054007-) Stranded Solid 0.D. Body Qty.
CIR-1/0 09358 1/0 AWG — 0.63" (16 mm) 5411R 10
CIR-21 09357 2-1AWG 1-1/0 AWG 0.63" (16 mm) 5411R 10
CIR-22 09356 4 AWG (220 mil only) 2 AWG 0.63" (16 mm) 5411R 10
CIR-2/0 41964 2/0 AWG (220 mil only) — 0.91" (23 mm) 5412R 10
CIR-3/0 41965 3/0 AWG — 0.91" (23 mm) 5412R 10
CIR-4/0 50228 4]0 AWG — 0.91" (23 mm) 5412R 10

' Product Referral Generator
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Splice Jacketing
— SJ Series
— HSJ Series




Specifications and Ordering Information on CI Series Connectors for 3M ™ 5400 and 5500 Series
(pgs. 252 and 258)

Product UpPC Conductor Size Connector Case
Number (054007-) Cuor Al 0.D. Qty.
Cl-2/0 11875 2/0 AWG 0.91" (23 mm) 10
CI-3/0 11883 3/0 AWG 0.90" (22 mm) 10
Cl-4/0 11891 4]0 AWG 0.90" (22 mm) 10
Cl-250 11909 250 kemil 1.11" (28 mm) 10
CI-350 11925 350 kemil 1.11" (28 mm) 10
Cl-450 11933 500 kemil Compact 1.3" (33 mm) 10
CI-500 25644 500 kemil 1.3" (33 mm) 10
CI-650 11941 750 kemil Compact 1.7" (43 mm) 10
CI-750 25651 750 kemil 1.57" (40 mm) 10

Specifications and Ordering Information on Connectors for 3M 5411, 5412 and 5500 Series
(pgs. 252 and 258)

UPC Conductor Size Cu or Al Connector Case
(054007-) Stranded Solid 0.D. Qty.
13285 2/0 AWG — 0.687" (17 mm) 10
13319 250 kemil — 0.906" (23 mm) 3

11867 1/0 AWG — 0.63" (16 mm 10

CI-1/0-840 09137 1/0 AWG — 0.90" (22 mm 10
Cl-2 11651 2 AWG 1AWG 0.63" (16 mm 10
CI-2/0 11875 2/0 AWG — 0.91" (23 mm 10

Cl-21-840 09136 2,1AWG 1, 1/0 AWG 0.90" (22 mm 10

Cl-22 25636 4 AWG 2 AWG 0.63" (16 mm 10

CI-3/0 11883 3/0 AWG — 0.90" (22 mm 10

(16 mm)
(22 mm)
(16 mm)
(23 mm)
cr21 11856 2, 1AWG 1, 110 AWG 0.63" (16 mm) 10
(22 mm)
(16 mm)
(22 mm)
(22 mm)

CI-4/0 11891 4/0 AWG — 0.90" (22 mm 10




Specifications and Ordering Information on CI-T Series Transition Connectors for 3M ™ 5411
and 5500 Series (pgs. 252 and 258)

Conductor Size Cu or Al (AWG)

Product UPC From Cable A to Cable B Connector Case
Number (054007-) Str. Solid Str. Solid 0.D. Qty.
CI-T-1 11958 4 2 1 1/0 0.63" (16 mm) 10
CI-T-2 11966 2 1 1 1/0 0.63" (16 mm) 10
CI-T-3 11974 4 2 1/0 — 0.63" (16 mm) 10
CI-T-4 11982 2 1 1/0 — 0.63" (16 mm) 10
CI-T-5 11990 2 1 4 2 0.63" (16 mm) 10

Specifications and Ordering Information on Connectors for 3M 5411A Series (pg. 252)

Product UPC Conductor Size Cu or Al Connector Case
Number (054007-) Stranded Solid 0.D. Qty.
Cl-1/0 11867 1/0 AWG — 0.63" (16 mm) 10
Cl-1 25628 2, 1AWG 1, 1/0 AWG 0.63" (16 mm) 10
20006 13285 2/0 AWG — 0.687" (17 mm) 10




1/C, 15 kV, JCN/CN Cold Shrink Splices

3M™ QS-I11l1 5417 and 5418 Cold Shrink Inline
Cable Splices

The QS-111 5417 and
5418 Cold Shrink
cable splicesareinline
. splicesfor joining
Jacketed Concentric
Neutral (JCN) or
Concentric Neutra
(CN) cables. Itisa
cold shrink design
sized to fit UL Type MV-90 cables which are commonly
used for feeder circuits, with copper or aluminum conductor
sizesranging from 350 to 1500 kcmil. The cold shrink splice
body is a one-piece molded design made of specially
formulated silicone rubbers, while the jacketing is made
of EPDM rubber for its specia physical properties. Each
splice is high-voltage production tested to ensure reliability.
Kits can be ordered with connectors packed in the kit or
the kit and connector can be ordered as separate items.
See page 129 to order 3M connectors.
Each kit makes one splice.

119

' Product Referral Generator

Concentric Neutral (CN) Cable

. E o ——

Jacketed Concentric Neutral (JCN) Cable

- ;Z Features — Benefits -

Cold Shrink QS-I111 Splices

Silicone body provides
excellent electrical performance
and superior low temperature
handling

One piece splice body design

Wide cable range

No heat, flames or special
installation tools required.
Fast recovery in cold
temperatures

Minimal training required

Allow transitioning of
different size cables

Easy, straight forward

Field proven technology

] installation
Splice bodies are Field reliability
Connecting . ...... ...t pg. 129 100% factory tested
3M QS 5417 and 5418 Cold Shrink Series Selection
UPC Insulation Conductor
Product Series (054007-) 0.D. Range Size Connector Case Qty.
Concentric Neutral (CN) Cable, Jacketed Concentric Neutral (JCN) Cable
See above for cable type illustrations.

5417 42124 1.02-1.55" 350 - 750 kemil None 1
(25,9 - 39,4 mm) (185 - 325 mm?)

5417-350-AL 42125 1.02-1.55" 350 kemil 20011 1
(25,9 - 39,4 mm)

5417-350-CU 44234 1.02-1.55" 350 kemil 10011 1
(25,9 - 39,4 mm)

5417-500-AL 42126 1.02-1.55" 500 kemil 20014 1
(25,9 - 39,4 mm)

5417-500-CU 44235 1.02-1.55" 500 kemil 10014 1
(25,9 - 39,4 mm)

5417-750-AL 04587 1.02-1.55" 750 kemil 20019 1
(25,9 - 39,4 mm)

5417-750-CU 04588 1.02-1.55" 750 kemil 10019 1
(25,9 - 39,4 mm)

5418 42128 1.29 - 2.00" 750 - 1000 kemil None 1
(32,8-50,8 mm) (400 - 500 mm?)

5418-750-AL 42129 1.29 - 2.00" 750 kemil 20019 1
(32,8-50,8 mm)

5418-750-CU 44236 1.29 - 2.00" 750 kemil 10019 1
(32,8-50,8 mm)

5418-1000-AL 42130 1.29 - 2.00" 1000 kemil 20024 1
(32,8-50,8 mm)

5418-1000-CU 44237 1.29 - 2.00" 1000 kemil 10024 1
(32,8-50,8 mm)




1/C, 15 kV, Shielded-Tape, Wire, UniShield®

Molded Rubber Splices

3M™ 5500 Series Molded Rubber
Cable Splices

The 3M 5500 series QS-11 kits are inline splices designed Tape Shield Cable

for use on 15 kV copper or aluminum Tape Shielded, Wire
Shielded and UniShield® cable from 2 AWG to 750 kemil.
The continuous current rating of each splice isequal to

the current rating of the cableit is sized to accommodate. Wire Shield Cable

Meets requirements of |EEE Standard 404. Each kit

makes one splice. I [ ===
A specia 3M connector is necessary to complete the splice. fahiald®
Order the connector separately or as part of thekit. UniShield® Cable
Seepage 136 for referenceto Cl connectors.
3M QS-I1 5500 Series Selection
Conductor Size Primary
UPC CuorAl Insulation Specified Case
Product Series (054007-) Stranded Solid 0.D. Range Connector Qty.
Tape Shielded Cable, Wire Shielded Cable, UniShield® Cable
See above for cable type illustrations.
5501 12293 4-1/0 AWG 2-1/0 AWG 0.637 - 0.900" Cl-Series 1
2/0 (175 mil) (16 - 23 mm)
5501-Cl-21* 09628 2-1AWG 1-1/0 AWG 0.637 - 0.900" Cl-21 1
(16 - 23 mm)
5501-CI-1/0* 09629 1/0 AWG — 0.637 - 0.900" CI-1/0 1
(16 - 23 mm)
5501-20006* 09630 2/0 AWG — 0.637 - 0.900" 20006 1
(175 mil) (16-23 mm)
5502 12294 2/0 AWG (220 mil) 4/0 AWG 0.840 - 1.050" Cl Series 1
3/0 - 410 AWG (21 - 27 mm) or 20009
250 kemil (175 mil)
5502-Cl-2/0* 09631 2/0 AWG — 0.840 - 1.050" Cl-2/0 1
(220 mil) (21-27 mm)
5502-CI-3/0* 09632 3/0 AWG 4]0 AWG 0.840 - 1.050" CI-3/0 1
(21 -27 mm)
5502-Cl-4/0* 09633 4]0 AWG — 0.840 - 1.050" Cl-4/0 1
(21 -27 mm)
5502-20009* 09634 250 kemil — 0.840 - 1.050" 20009 1
(275 mil) (21-27 mm)
5503 12295 250 kemil (220 mil) — 1.060 - 1.210" Cl Series 1
350 kemil (27 - 31 mm)
5503-CI-250* 09635 250 kemil — 1.060 - 1.210" CI-250 1
(220 mil) (27 - 31 mm)
5503-CI-350* 09636 350 kemil — 1.060 - 1.210" CI-350 1
(27 - 31 mm)
5504 12296 500 kemil — 1.120 - 1.320" Cl Series 1
(28 - 34 mm)
5504-CI-500* 09637 500 kemil — 1.120 - 1.320" CI-500 1
(28 - 34 mm)
5505 12297 750 kemil — 1.320 - 1.520" Cl Series 1
(34 -39 mm)
5505-CI-750* 09638 750 kemil — 1.320 - 1.520" CI-750 1
(34 -39 mm)

*Kit includes the connector specified
Note: Cable sizes shown above are for standard insulation thickness. Final determining factor is cable insulation O.D.




1/C, 15 kV, Shielded-Tape, Wire, UniShield®, LC
Cold Shrink Splices

3M™ QS-IIl 5515 and 5516 Cold Shrink
Cable Splices

The QS-111 5515 and Tape Shielded Cable
'1} ; 5516 Cold Shrink
= series splicing kits W
R ety Wire Shielded Cable
—— Tape, Wire, LC and
UniShield® power I -_———
0 cables. Itisacold UniShield® Cable
shrink design. Kits can be ordered with connectors packed
inthekit or the kit and connector can be ordered as separate (:%
items. See page 129 to order 3M connectors. L
Each kit makes one splice. Longitudinally Corrugated (LC) Shielded Cable

3M QS 5515 and 5516 Cold Shrink Series Selection

UPC Primary Insulation
Product Series (054007-) 0.D. Range Conductor Size Connector Case Qty.

Tape Shielded Cable, Wire Shielded Cable, UniShield® Cable, Longitudinally Corrugated (LC) Shielded Cable
See above for cable type illustrations.

5515 42134 1.02 - 1.55" 350 - 750 kemil None 1
(25,9 - 39,4 mm) (185 - 325 mm?)

5515-350-AL 42135 1.02 - 1.55" 350 kemil 20011 1
(25,9 - 39,4 mm)

5515-350-CU 42898 1.02 - 1.65" 350 kemil 10011 1
(25,9 - 39,4 mm)

5515-500-AL 42899 1.02 - 1.55" 500 kemil 20014 1
(25,9 - 39,4 mm)

5515-500-CU 42136 1.02 - 1.55" 500 kemil 10014 1
(25,9 - 39,4 mm)

5515-750-AL 42900 1.02 - 1.55" 750 kemil 20019 1
(25,9 - 39,4 mm)

5515-750-CU 42137 1.02 - 1.55" 750 kemil 10019 1
(25,9 - 39,4 mm)

5516 42139 1.29 - 2.00" 750 - 1500 kemil None 1
(32,8-50,8 mm) (400 - 725 mm?)

5516-750-AL 42354 1.29 - 2.00" 750 kemil 20019 1
(32,8-50,8 mm)

5516-750-CU 43255 1.29 - 2.00" 750 kemil 10019 1
(32,8-50,8 mm)

5516-1000-AL 42901 1.29 - 2.00" 1000 kemil 20024 1
(32,8-50,8 mm)

5516-1000-CU 42106 1.29 - 2.00" 1000 kemil 10024 1
(32,8-50,8 mm)




1/C, 5-15KkV, Shielded-Tape, Wire, UniShield®
Tape Splices

Scotch® 5700 Series Tape Splice Kits

Scotch brand tape kits handle inline and tee splices on
Tape Shielded, Wire Shielded or UniShield® cables with
Cu or Al conductors. Kits are rated 5 through 15 kV, and
each kit makes three splices. Use the selector chart to
determine the proper kit needed. See “Lugs & Connectors’
section, page 129, for ordering information. 3M does not
offer tee connectors.

Tape Shielded Cable

b E o=

Wire Shielded Cable

I [ ===
UniShield® Cable

Scotch 5700 Series Selection
Inline Splices Tee Splices*
15 kV 100% 15 kV 133% 15 kV 100% 15 kV 133%
5and 8kV 175mil 220 mil 5and 8 kV 175 mil 220 mil
Product UPC Case
Number | (054007-)| Cu Al Cu Al Cu Al Cu Al Cu Al Cu Al Qty.
Tape Shielded Cable, Wire Shielded Cable, UniShield® Cable
See above for cable type illustrations.
5717 12030 4-250 4-4/0 4-2 — 4 — — — — — — — 1
(22-125) (2-100) | (22-30)
5718 12048 | 300-500 250 1-4/0 4-2/0 2-1/0 — 4-2/0 4-1/0 — — — — 1
(180-250)  (150) (50-100) (22-60) | (35-60) (22-60)  (22-50)
5719 12055 | 550-1000 300-500 | 250-500 3/0-250 | 2/0-350  4-3/0 3/0-350  2/0-4/0 41 — — — 1
(300-500) (180-250) | (180-250) (95-125) | (70-180) (22-80) (95-180)  (70-100) (22-38)
5720 12063 —  500-1000 | 550-1000 300-750 | 400-750 4/0-500 400-750  250-500 1/0-350  4-4/0 | 4-250  4-3/0 1
—  (300-500) |(300-500) (180-325) |(240-325) (120-250) | (240-325) (125-250) | (60-180) (22-100) |(22-125) (22-80)

*3M does not offer tee splice connectors.
Note: Larger-numbered kits may be used in place of smaller-numbered kits (with excess materials left over).




3/C, 15 kV, Shielded Armored or Non-Armored

Cold Shrink Splices

3M™ 5760 and QSIII Cold Shrink
5777-MT Cable Splices

Designed for splicing
shielded (Tape or

Wire Shielded and

Uni Shield®) armored
or non-armored cables,
15 kV. The completed
splices are designed for
usein cabletray, as
well as westher-
exposed and direct
burial locations. The
5760 Series splices use
resin and Cold Shrink
technology, while the
5777-MT isacold shrink only splice kit. Connectors not
included, order separately. See page 129 for ordering
connectors. Each kit makes one 3/C splice.

5760 Series 122

3M 5760 and 5777-MT Selection

Three-Conductor Non-Armored, Shielded Cable

Conductor Maximum Maximum Typical
UPC Insulation Size Connector Connector Splice Case
Product Series  (054007-) 0.D. Range Copper Aluminum 0.D. Length Length Qty.
Three Conductor Armored, Shielded Cable, Three Conductor Non-Armored, Shielded Cable,
See above for cable type illustrations.
5761 12260 0.65-1.38" 2-3/0 AWG 2-3/0 AWG 0.80" 2.75" 29" 1
(17 - 35 mm) (35 - 80 mm?) (35 - 80 mm?) (20 mm) (70 mm) 737 mm)
5762 12262 0.93-1.94" 4]0 AWG - 750 kemil - 4/0 AWG - 500 kemil 1.40" 5.00" 44" 1
(24 - 49 mm) (120 - 325 mm?) (120 - 250 mm?) (36 mm) (127 mm) (1118 mm)
5777-MT 04251 1.02 - 1.55" 350 - 750 kemil 350 - 750 kemil 1.55" 6.00" Aluminum 53" 1
(26 - 39 mm) (180 - 325 mm?) (180 - 325 mm?) (39 mm) (152 mm) (1346 mm)
6.25" Copper
(159 mm)




25/28 kV Splices

1/C, 25/28 kV, JCN/CN Molded Rubber Splices

3M™ 5420 and 5450 Cable Splices

3M 5420 series QS kits are inline splices designed for use on
25KkV CN or JCN cable. The 3M 5451 and 5452 QS kits are

one-pieceinline splices designed for use on 25kV CN

and JCN Cable. The 3M 5451A QS| kit isaone-pieceinline

splice for use on 25/28 kV CN and JCN Cable.

The continuous current rating of each spliceisequal to the

current rating of the cableit is sized to accommodate.

Exceeds requirements of |EEE Standard 404 for cable joints.
Jacketing kit is needed for JCN Cable. See page 136 to order

Cl, CI-840, CI-A series connectors. See hext page for 5450
series selection. Each kit makes one splice.

3M 5420 Series Selection

Concentric Neutral (CN) Cable

G ——

Jacketed Concentric Neutral (JCN) Cable

UPC Insulation Conductor Size* Specified Case
Product Series (054007-) 0.D. Range CuorAl Connector Qty.
Concentric Neutral (CN) Cable, Jacketed Concentric Neutral (JCN) Cable
See above for cable type illustrations.

5420 15819 0.795 - 0.940" 2-1/0 AWG Cl and CI-A Series 1
(20 - 24 mm) (35-50 mm?)

5420-CI-22A 15820 0.795 - 0.940" 2 AWG Solid Cl-22A 1
(20 - 24 mm)

5421 15827 0.920 - 1.080" 1/0 - 3/0 AWG Cl and CI-A Series 1
(23-27 mm) (60 - 80 mm?)

5422 15835 1.060 - 1.210" 3/0 - 4/0 AWG Cland CI-A Series 1
(27 - 31 mm) (95 - 100 mm?)

5423 15843 1.120 - 1.320" 250 - 350 kemil Cland CI-A Series 1
(28 - 34 mm) (125 - 180 mm?)

5423-CI-350 08384 1.120 - 1.320" 350 kemil Cl-350 1
(28 - 34 mm)

5424 15850 1.320 - 1.520" 500 kemil Cl and CI-A Series 1
(34 -39 mm)

5425 09240 1.390 - 1.590" 750 kemil Cl and CI-A Series 1
(35 - 40 mm) Compact

5426 09239 1.550 - 1.710" 750 kemil Cl and CI-A Series 1
(39 - 43 mm) Compressed

& Concentric

5426-CI-750 09177 1.550 - 1.710" 750 kemil CI-750 1

(39 - 43 mm)

*Use the primary insulation O.D. range for final ordering criteria.

Note: If connector is desired packed with any of the kits shown above, add the connector number after the splice number (example: 5420-CI-22A).

See page 265 for ordering information. Jacketing kit is needed for JCN Cable.




1/C, 25/28 kV, JCN/CN Molded Rubber Splices

3M ™ 5450 Series Selection

UPC Insulation Conductor Size* Specified Case
Product Series (054007-) 0.D. Range CuorAl Connector Qty.

Concentric Neutral (CN) Cable, Jacketed Concentric Neutral (JCN) Cable
See page 220 for cable type illustrations.

5451 09127 0.83-1.04" 2-2/0 AWG Cl, CI-840, and CI-A Series 1
(21 -26 mm) (60 mm?)

5451-CI-1/0-840 09155 0.83-1.04" 1/0 AWG CI-1/0-840 1
(21 - 26 mm)

5451-CI-1/0A 09153 0.83-1.04" 1/0 AWG CI-1/0A 1
(21 -26 mm)

5451-CI-1A 09935 0.83-1.04" 1AWG CI-1A 1
(21 - 26 mm)

5451-Cl-2A 09152 0.83-1.04" 2 AWG Cl-2A 1
(21 -26 mm)

5451-Cl-21-840 09154 0.83-1.04" 2.0or 1 AWG Cl-21-840 1
(21 -26 mm)

5452 09128 1.00- 1.15" 3/0 - 4/0 AWG Cl, CI-840, and CI-A Series 1
(25 - 29 mm) (95 mm?)

* Use the primary insulation O.D. range for final ordering criteria.
Note: If connector is desired packed with any of the kits shown above, add the connector number after the splice number (example: 5450-CI-22A).
See page 265 for ordering information. Jacketing kit is needed for JCN Cable.

3M 5451A Series Selection

Insulation Conductor Cable Insulation Specified Case
Product Series UPC 0.D. Range Stranded Solid Thickness Connector Qty.

Concentric Neutral (CN) Cable, Jacketed Concentric Neutral (JCN) Cable
See page 220 for cable type illustrations.

5451A 49527 0.905 - 1.055" 2 AWG 1AWG 295 mils CI-2A or CI-21-840 1
(23,0 - 26,8 mm)

1AWG 1/0 AWG 280 mils CI-1A or CI-21-840 1
295 mils

1/0 AWG — 260 mils CI-1/0A or CI-1/0-840 1
280 mils
295 mils

2/0 AWG — 260 mils CI-2/0 1
280 mils

5451A-CI-1/0A 49530 0.905 - 1.055" 1/0 AWG — 260 mils CI-1/0A 1
(23,0 - 26,8 mm) 280 mils
295 mils

5451A-CI-1A 49529 0.905 - 1.055" 1AWG 1/0 AWG 280 mils CI-1A 1
(23,0 - 26,8 mm) 295 mils

5451A-CI-1/0-840 49528 0.905 - 1.055" 1/0 AWG — 260 mils CI-1/0-840 1
(23,0 - 26,8 mm) 280 mils
295 mils

5451A-CI-2/0 49531 0.905 - 1.055" 2/0 AWG — 260 mils CI-2/0 1
(23,0 - 26,8 mm) 280 mils

5451A-CI-21-840 49532 0.905 - 1.055" 20r 1 AWG 1or 1/0 AWG 295 mils Cl-21-840 1

(23,0 - 26,8 mm)

Jacketing kit is needed for JCN Cable.
Note: CI-A and CIR-A series connectors are sized for 5/8 crimping die; CI-2/0, CI-840 and CIR-840 series connectors are sized for 840 crimping die.
Final determining factor is cable insulation diameter.

' Product Referral Generator
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Connecting
— Cl Series Connectors ............ pg. 265-266
—CI-840 ........... .. pg. 265-266
— CI-A Series Connectors .......... pg. 265-266

For more information on Connecting see pg. 129



1/C, 25/28 kV, JCN/CN Molded Rubber Splices

3M™ QS-1l 5451R Cable Repair Splices

3M 5451R QS-II cablerepair kit is a specially elongated
molded rubber splice designed to repair damaged cable.
It can be used on 25/28 kV copper or aluminum, CN or
JCN cables. It is designed to replace up to 6" (152 mm)
of damaged cable, eliminating the need to splicein anew
section of cable with two separate splices.

Meets rating requirements of |EEE Standard 404.
Jacketing kit is needed for JCN Cable. Each kit makes one

Concentric Neutral (CN) Cable

 EcEEmm ——

Jacketed Concentric Neutral (JCN) Cable

splicerepair.

3M 5451R Cable Repair Splice Selection

Cable Insulation Conductor Cable Insulation 3M Connector Case
Product Series UPC 0.D. Range Stranded Solid Thickness Product Number Qty.
Concentric Neutral (CN) Cable, Jacketed Concentric Neutral (JCN) Cable
See above for cable type illustrations.
5451R-CIR-1/0A 49476 0.870 - 1.055" 1/0 AWG — 260 mils CIR-1/0A 1
(22,1 - 26,8 mm) 280 mils
295 mils
5451R-CIR-1/0-840 49477 0.870 - 1.055" 1/0 AWG — 260 mils CIR-1/0-840 1
(22,1 - 26,8 mm) 280 mils
295 mils
5451R-CIR-21A 49479 0.870 - 1.055" 20r1 AWG 1or 1/0 AWG 260 mils CIR-21A 1
(22,1 - 26,8 mm) 280 mils
295 mils
5451R-CIR-21-840 49478 0.870 - 1.055" 20r1 AWG 1or 1/0 AWG 260 mils CIR-21-840 1
(22,1 - 26,8 mm) 280 mils
295 mils

Jacketing kit is needed for JCN Cable.

Note: CI-A and CIR-A series connectors are sized for 5/8 crimping die; CI-2/0, CI-840 and CIR-840 series connectors are sized for 840 crimping die.
Final determining factor is cable insulation diameter.




Specifications and Ordering Information on CI and Cl-A Series Connectors for 3M ™ 5420 Series
(pg. 262)

Product UrPC Conductor Size Cu or Al Connector Case
Number (054007-) Stranded Solid 0.D. Qty.
CI-1/0A 14176 1/0 AWG — 0.91" (23 mm) 10
CI-1A 00722 2-1AWG 1-1/0 AWG 0.91" (23 mm) 10
CI-210 11875 2/0 AWG — 0.91" (23 mm) 10
Cl-2A 00721 2 AWG 1 AWG 0.91" (23 mm) 10
Cl-22A 15868 — 2 AWG 0.91" (23 mm) 10
CI-3/0 11883 3/0 AWG — 0.90" (22 mm) 10
Cl-4/0 11891 4/0 AWG — 0.90" (22 mm) 10
CI-250 11909 250 kemil — 1.11" (28 mm) 10
CI-350 11925 350 kemil — 1.11" (28 mm) 10
Cl-450 11933 500 kemil Compact — 1.3" (33 mm) 10
CI-500 25644 500 kemil — 1.3" (33 mm) 10
CI-650 11941 750 kemil Compact — 1.7" (43 mm) 10
CI-750 25651 750 kemil — 1.57" (40 mm) 10
Compressed & Concentric

Specifications and Ordering Information on Cl Series Connectors 3M 5450 Series (pg. 262)
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Product UPC Conductor Size Cu or Al Connector Case
Number (054007-) Stranded Solid 0.D. Qty.
CI-1/0-840 09137 1/0 AWG — 0.90" (22 mm 10

CI-2/0 11875 2/0 AWG — 0.91" (23 mm 10

Cl-21-840 09136 2-1AWG 1-1/0 AWG 0.90" (22 mm 10

CI-3/0 11883 3/0 AWG — 0.90" (22 mm 10

CI-1/0A 14176 1/0 AWG — 0.91" (23 mm 10

CI-1A 00722 2-1AWG 1-1/0 AWG 0.91" (23 mm 10

CI-2A 00721 2 AWG 1AWG 0.91" (23 mm 10

(22 mm)
(23 mm)
(22 mm)
(22 mm)
CI-4/0 11891 410 AWG — 0.90" (22 mm) 10
(23 mm)
(23 mm)
(23 mm)
(23 mm)

Cl-22A 15868 - 2 AWG 0.91" (23 mm 10




Specifications and Ordering Information on Cl Series Connectors for 3M ™ 5451A Series (pg. 263)
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Product UPC Conductor Size Cu or Al Connector Splice Case

Number (054007-) Stranded Solid 0.D. Body Qty.

CI-1/0A 14176 1/0 AWG — 0.91" 5451A 10
(23 mm)

CI-1A 00722 1 AWG 1/0 AWG 0.91" 5451A 10
(23 mm)

CI-1/0-840 09137 1/0 AWG — 0.91" 5451A 10
(23 mm)

CI-2/0 11875 2/0 AWG — 0.91" 5451A 10
(23 mm)

Cl-21-840 09136 2-1AWG 1-1/0 AWG 0.91" 5451A 10
(23 mm)

Specifications and Ordering Information on CIR Series Repair Connectors for 3M 5451R Series
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Product UPC Conductor Size Cu or Al Connector Splice Case
Number (054007-) Stranded Solid 0.D. Body Qty.
CIR-1/0A 50226 1/0 AWG — 0.63" 5451R 10
(16 mm)
CIR-21A 50227 2-1AWG 1-1/0 AWG 0.63" 5451R 10
(16 mm)




1/C, 25/28 kV, JCN/CN Cold Shrink Splices

3M™ QS-I1l 5457 and 5458 Cold Shrink silicone rubbers, while the jacketing is made of rubber for
Cable Splices its special physical properties. Each splice is high-voltage
production tested to ensure reliability. Kits can be ordered
3M QS 5457, with connectors packed in the kit or the kit and connector
5458 Cold Shrink can be ordered as separate items. See page 129 to order 3M
series splicing kits connectors. Each kit makes one splice.
= _ areinline splices
.- I for joining 25/28 kV

g Jacketed Concentric

Neutral (JCN) or :
Concentric Neutral Concentric Neutral (CN) Cable

123 (CN) power cables.
Itisacold shrink design. The cold shrink splice body is W

aone-piece molded design made of specially formulated Jacketed Concentric Neutral (JCN) Cable

3M QS-I11 5457 and 5458 Cold Shrink Series Selection

UPC Primary Insulation
Product Series (054007-) 0.D. Range Conductor Size Connector Case Qty.

Concentric Neutral (CN) Cable, Jacketed Concentric Neutral (JCN) Cable
See above for cable type illustrations.

5457 42149 1.05-1.68" 350 - 650 kemil None 1
(26,7 - 42,7 mm) (185 - 325 mm?)

5457-350-AL 42132 1.05-1.68" 350 kemil 20011 1
(26,7 - 42,7 mm)

5457-350-CU 44233 1.05-1.68" 350 kemil 10011 1
(26,7 - 42,7 mm)

5457-500-AL 42133 1.05-1.68" 500 kemil 20014 1
(26,7 - 42,7 mm)

5457-500-CU 44239 1.05-1.68" 500 kemil 10014 1
(26,7 - 42,7 mm)

5458 42908 1.31-212" 500 - 1000 kemil None 1
(33,3 - 53,8 mm) (300 - 500 mm?)

5458-500-AL 04593 1.31-212" 500 kemil 20014 1
(33,3 - 53,8 mm)

5458-500-CU 04594 1.31-212" 500 kemil 10014 1
(33,3 - 53,8 mm)

5458-750-AL 42909 1.31-212" 750 kemil 20019 1
(33,3 - 53,8 mm)

5458-750-CU 44240 1.31-212" 750 kemil 10019 1
(33,3 - 53,8 mm)

5458-1000-AL 42910 1.31-212" 1000 kemil 20024 1
(33,3 - 53,8 mm)

5458-1000-CU 44241 131-212" 1000 kemil 10024 1
(33,3 - 53,8 mm)




1/C, 25/28 kV, Shielded-Tape, Wire, UniShield®, LC
Cold Shrink Splices

3M™ QS-IIl 5525 and 5526 Cold Shrink
Series Cable Splices

3M QSHlII 5525, W
1’ 4 5526 Cold Shrink Tape Shielded Cable
n series splicing kits
- areinline splicesfor W
. . joining 25/28 kV . )
xh B Tape, Wire, LC, and Wire Shielded Cable
UniShield® power
124 cables. Itisacold I [ =——

shrink design. The -
cold shrink splice body is a one-piece molded design made UniShield® Cable

of specially formulated silicone rubbers, while the jacketing m:%

is made of rubber for its special physical properties. Each

splice is high-voltage production tested to ensure reliability. Longitudinally Corrugated (LC) Shielded Cable
Kits can be ordered with connectors packed in the kit or

the kit and connector can be ordered as separate items. See
page 129 to order 3M connectors. Each kit makes one splice.

3M QS 5525 and 5526 Cold Shrink Series Selection

UPC Primary Insulation
Product Series (054007-) 0.D. Range Conductor Size Connector Case Qty.

Tape Shielded Cable, Wire Shielded Cable, UniShield® Cable, Longitudinally Corrugated (LC) Shielded Cable
See above for cable type illustrations.

5525 42138 1.05- 1.68" 350 - 750 kemil None 1
(26,7 - 42,7 mm) (185 - 325 mm?)

5525-350-AL 42140 1.05- 1.68" 350 kemil 20011 1
(26,7 - 42,7 mm)

5525-350-CU 42902 1.05- 1.68" 350 kemil 10011 1
(26,7 - 42,7 mm)

5525-500-AL 42141 1.05- 1.68" 500 kemil 20014 1
(26,7 - 42,7 mm)

5525-500-CU 42903 1.05- 1.68" 500 kemil 10014 1
(26,7 - 42,7 mm)

5525-750-AL 42904 1.05- 1.68" 750 kemil 20019 1
(26,7 - 42,7 mm)

5525-750-CU 42127 1.05- 1.68" 750 kemil 10019 1
(26,7 - 42,7 mm)

5526 42905 1.31-2.12" 500 - 1000 kemil None 1
(33,3- 53,8 mm) (300 - 500 mm?)

5526-500-AL 04597 1.31-2.12" 500 kemil 20014 1
(33,3- 53,8 mm)

5526-500-CU 04598 1.31-2.12" 500 kemil 10014 1
(33,3- 53,8 mm)

5526-750-AL 04595 1.31-2.12" 750 kemil 20019 1
(33,3- 53,8 mm)

5526-750-CU 04596 1.31-2.12" 750 kemil 10019 1
(33,3- 53,8 mm)

5526-1000-AL 42906 1.31-2.12" 1000 kemil 20024 1
(33,3- 53,8 mm)

5526-1000-CU 42907 1.31-2.12" 1000 kemil 10024 1
(33,3- 53,8 mm)




35 kV Splices
1/C, 35 kV, JCN/CN Molded Rubber Splices

3M™ 5432 and 5461 Cable Splices

3M 5432, 5433 and 5461 QS kits are inline splices designed -
for use on 35 kV CN or JCN cable. Meets requirements of Concentric Neutral (CN) Cable
|EEE Standard 404. The continuous current rating of each

spliceis equal to the current rating of the cableit is sized W

to accommodate. :
For copper or aluminum conductor cable, select the Jacketed Concentric Neutral (JCN) Cable

correct splice with connector, from the table below. To
order connector separately see page 270. Each kit makes
one splice.

3M 5430 and 5461 Series Salection

UPC Primary Insulation Conductor Size* Case
Product Series (054007-) 0.D. Range CuorAl Qty.

Concentric Neutral (CN) Cable, Jacketed Concentric Neutral (JCN) Cable
See above for cable type illustrations.

5432 02338 1.060 - 1.210" 2 Str.-1/0 Str. AWG 1
(27 - 31 mm)

5432-CI-1A 08357 1.060 - 1.210" 2 Str.-1/0 Sol. AWG 1
(27 - 31 mm)

5432-CI-1/0A 31222 1.060 - 1.210" 1/0 Str. AWG 1
(27 - 31 mm)

5433 02339 1.120 - 1.320" 3/0-4/0 AWG 1
(28 - 34 mm)

5433-Cl-3/0B 49485 1.120 - 1.320" 3/0 AWG 1
(28 - 34 mm)

5433-Cl-4/0B 49486 1.120 - 1.320" 4]0 AWG 1
(28 - 34 mm)

5461 09129 1.00- 1.15" 1-1/0 AWG 1
(25 - 29 mm)

5461-CI-1/0-840 09157 1.00- 1.15" 1/0 AWG 1
(25 - 29 mm)

5461-CI-1/0A 09156 1.00-1.15" 1/0 AWG 1
(25 - 29 mm)

Jacketing kit is needed for JCN Cable.
*Important: On all QS kits use the primary insulation O.D. range for final ordering criteria.

' Product Referral Generator

>

Connecting
— Cl Series Connectors . .............. pg. 270
—CI-ASeries ..., pg. 270
—CI-840 .. ... pg. 270

For more information on Connecting see pg. 129



Specifications and Ordering Information on Cl and CI-A Series Connectors for 3M ™ 5432
and 5433 Series (pg. 269)

Product UPC Conductor Size Cu or Al Connector Case
Number (054007-) Stranded Solid 0.D. Qty.
CI-1/0A 14176 1/0 AWG — 0.91" (23 mm) 10
Cl-1A 00722 2-1AWG 1-1/0 AWG 0.91" (23 mm) 10
CI-3/0B — 3/0 AWG 3/0 AWG — 10
Cl-4/0B — 4/0 AWG 40 AWG — 10

Specifications and Ordering Information on CI-A and CI-840 Series Connectorsfor 3M 5461 Series
(pg. 269)
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Product UPC Conductor Size Cu or Al Case
Number (054007-) Stranded Solid Qty.
CI-1/0A 14176 1/0 AWG — 10
CI-1/0-840 09137 1/0 AWG — 10
CI-1A 00722 2-1AWG 1-1/0 AWG 10
Cl-2A 00721 2 AWG 1 AWG 10




1/C, 35 kV, JCN/CN Cold Shrink Splices

3M™ QS-Ill 5467 and 5468 Cold Shrink while the jacketing is made of rubber for its special physical
Cable Splices properties. Each splice is high-voltage production tested
to ensurereliability. Kits can be ordered with connectors
3M QS-I11 5467, 5468 packed in the kit or the kit and connector can be ordered
’ Cold Shrink series as separate items. See page 129 to order 3M connectors.

splicing kitsareinline  Each kit makes one splice.
= splicesfor joining

. | 35 kV Jacketed
#_ g Concentric Neutral
(JCN) or Concentric Concentric Neutral (CN) Cable

Neutral (CN) power

125

cables. Itisacold W
shrink design. The cold shrink splice body is a one-piece

molded design made of specially formulated silicone rubbers, Jacketed Concentric Neutral (JCN) Cable
3M QS 5467 and 5468 Cold Shrink Series Selection

UPC Primary Insulation
Product Series (054007-) 0.D. Range Conductor Size Connector Case Qty.

Concentric Neutral (CN) Cable, Jacketed Concentric Neutral (JCN) Cable
See above for cable type illustrations.

5467 43051 1.05-1.68" 1/0 AWG - 350 kemil None 1
(26,7 - 42,7 mm) (60 - 150 mn?)

5467-1/0-AL 43052 1.05-1.68" 1/0 AWG 20005 1
(26,7 - 42,7 mm)

5467-1/0-CU 43057 1.05-1.68" 1/0 AWG 10005 1
(26,7 - 42,7 mm)

5467-2/0-AL 43053 1.05-1.68" 2/0 AWG 20006 1
(26,7 - 42,7 mm)

5467-2/0-CU 43058 1.05-1.68" 2/0 AWG 10006 1
(26,7 - 42,7 mm)

5467-3/0-AL 43054 1.05-1.68" 3/0 AWG 20007 1
(26,7 - 42,7 mm)

5467-3/0-CU 43059 1.05-1.68" 3/0 AWG 10007 1
(26,7 - 42,7 mm)

5467-4/0-AL 43055 1.05-1.68" 410 AWG 20008 1
(26,7 - 42,7 mm)

5467-4/0-CU 43060 1.05-1.68" 410 AWG 10008 1
(26,7 - 42,7 mm)

5467-250-AL 43056 1.05-1.68" 250 kemil 20009 1
(26,7 - 42,7 mm)

5467-250-CU 43061 1.05-1.68" 250 kemil 10009 1
(26,7 - 42,7 mm)

5467-350-AL 04589 1.05-1.68" 350 kemil 20011 1
(26,7 - 42,7 mm)

5467-350-CU 04590 1.05-1.68" 350 kemil 10011 1
(26,7 - 42,7 mm)

5468 43062 1.31-212" 350 - 1000 kemil None 1
(33,3-53,8 mm) (185 - 500 mm?)

5468-350-AL 43063 1.31-212" 350 kemil 20011 1
(33,3-53,8 mm)

5468-350-CU 43067 1.31-212" 350 kemil 10011 1
(33,3-53,8 mm)

5468-500-AL 43064 1.31-212" 500 kemil 20014 1
(33,3-53,8 mm)

5468-500-CU 43068 1.31-212" 500 kemil 10014 1
(33,3-53,8 mm)

5468-750-AL 43065 1.31-212" 750 kemil 20019 1
(33,3-53,8 mm)

5468-750-CU 43069 1.31-212" 750 kemil 10019 1
(33,3-53,8 mm)

5468-1000-AL 43066 1.31-212" 1000 kemil 20024 1
(33,3-53,8 mm)

5468-1000-CU 43070 1.31-212" 1000 kemil 10024 1
(33,3-53,8 mm)




1/C, 35 kV, Shielded - Tape, Wire, UniShield? LC

Cold Shrink Splices

3M™ QS-IIl 5535 and 5536 Cold Shrink
Cable Splices
3M QS-11 5535, 5536

Cold Shrink series
splicing kitsare inline

* splicesfor joining
e T 35kV Tape, Wire,
- LC, and UniShield®

power cables. The
126 cold shrink splice

body is a one-piece molded design made of specially
formulated silicone rubbers, while the jacketing is made

of rubber for its special physical properties. Each spliceis
high-voltage production tested to ensure reliability. Kits can
be ordered with

connectors packed

inthekit or the kit Tape Shielded Cable

and connector can

be ordered as . -

separate items. Wire Shielded Cable

See page 129 to ‘ -_—
order 3V UniShield® Cable
connectors.

Eachkitmakes QTG w—e—
one splice. Longitudinally Corrugated (LC) Shielded Cable

3M QS 5535 and 5536 Cold Shrink Series Selection

UPC Primary Insulation
Product Series (054007-) 0.D. Range Conductor Size Connector Case Qty.
Tape Shielded Cable, Wire Shielded Cable, UniShield® Cable, Longitudinally Corrugated (LC) Shielded Cable
See above for cable type illustrations.

5535 43071 1.05-1.68" 1/0 AWG - 350 kemil None 1
(26,7 - 42,7 mm) (60 - 150 mm?)

5535-1/0-AL 43072 1.05-1.68" 1/0 AWG 20005 1
(26,7 - 42,7 mm)

5535-1/0-CU 43077 1.05-1.68" 1/0 AWG 10005 1
(26,7 - 42,7 mm)

5535-2/0-AL 43073 1.05-1.68" 2/0 AWG 20006 1
(26,7 - 42,7 mm)

5535-2/0-CU 43078 1.05-1.68" 2/0 AWG 10006 1
(26,7 - 42,7 mm)

5535-3/0-AL 43074 1.05-1.68" 3/0 AWG 20007 1
(26,7 - 42,7 mm)

5535-3/0-CU 43079 1.05-1.68" 3/0 AWG 10007 1
(26,7 - 42,7 mm)

5535-4/0-AL 43075 1.05-1.68" 4/0 AWG 20008 1
(26,7 - 42,7 mm)

5535-4/0-CU 43080 1.05-1.68" 4]0 AWG 10008 1
(26,7 - 42,7 mm)

5535-250-AL 43076 1.05-1.68" 250 kemil 20009 1
(26,7 - 42,7 mm)

5535-250-CU 43081 1.05-1.68" 250 kemil 10009 1
(26,7 - 42,7 mm)

5535-350-AL 04591 1.05-1.68" 350 kemil 20011 1
(26,7 - 42,7 mm)

5535-350-CU 04592 1.05-1.68" 350 kemil 10011 1
(26,7 - 42,7 mm)

5536 43082 131-2.12" 350 - 1000 kemil None 1
(33,3-53,8 mm) (185 - 500 mm?)

5536-350-AL 43083 131-2.12" 350 kemil 20011 1
(33,3 - 53,8 mm)

5536-350-CU 43087 131-2.12" 350 kemil 10011 1
(33,3-53,8 mm)

5536-500-AL 43084 131-2.12" 500 kemil 20014 1
(33,3 - 53,8 mm)

5536-500-CU 43088 131-2.12" 500 kemil 10014 1
(33,3-53,8 mm)

5536-750-AL 43085 131-2.12" 750 kemil 20019 1
(33,3 - 53,8 mm)

5536-750-CU 43089 131-2.12" 750 kemil 10019 1
(33,3-53,8 mm)

5536-1000-AL 43086 131-2.12" 1000 kemil 20024 1
(33,3 - 53,8 mm)

5536-1000-CU 43090 131-2.12" 1000 kemil 10024 1
(33,3-53,8 mm)




PILC Splices and Accessories
1/C Low Voltage Splices 0-600V (1000V rated)

- ;Z Features — Benefits -

CS500Pb Series

Simple safe installation

3M™ CS500Pb Series 1000V Cable Splices

Cold Shrink CS500Pb series splice kits are a series of kits
rated 1000 volts for splicing Paper Insulated Lead Covered
(PILC) cable. The splice kits can be used to connect PILC
to PILC or used to connect PILC to Poly/EPR cables. The
splice kits also meet the requirement of ANSI Standard
C119.1. Scotchlok™ 2000T series copper connectors are
provided with these kits. Each kit makes one splice.

No tools or special

training needed

Meets the water seal
requirements of ANSI C119.1

Quick installation using tube
on removable core technology

Connectors are provided Copper oil stop connectors

meet requirements of

Single Conductor PILC Cable Proven oil stop performance Withstand internal oil
pressures exceeding

100 PSI and vacuum
to 18 inches Mercury

Water Resistant

No torches or heat required

3M CS500Pbh Cold Shrink Series Selection

Poly/EPR
UPC Secondary Cable PILC Cable Lead Cable Insulation Case
Product Series (054007-) Conductor Size 0.D. Range 0.D. Range Qty.
Single Conductor PILC Cable
See above for cable type illustration.

CS501Pb-4 44154 4 AWG 0.57-0.80" 0.31-0.80" 1
(14,5 - 20,3 mm) (7,9 - 20,3 mm)

CS502Pb-1 44156 1 AWG 0.63-0.80" 0.31-0.80" 1
(16,0 - 20,3 mm) (7,9 - 20,3 mm)

CS502Pb-2 44155 2 AWG 0.63-0.80" 0.31-0.80" 1
(16,0 - 20,3 mm) (7,9 - 20,3 mm)

CS503Pb-1/0 44157 1/0 AWG 0.63-1.03" 0.34-1.03" 1
(16,0 - 26,1 mm) (8,6 - 26,1 mm)

CS504Pb-2/0 44158 2/0 AWG 0.67 - 1.03" 0.34-1.03" 1
(17,0 - 26,1 mm) (8,6 - 26,1 mm)

CS505Ph-3/0 44159 3/0 AWG 0.72-1.18" 0.45-1.18 1
(18,3 - 30,0 mm) (11,4 - 30,0 mm)

CS505Pb-4/0 44160 4/0 AWG 0.72-1.18" 0.45-1.18" 1
(18,3 - 30,0 mm) (11,4 - 30,0 mm)

CS506Ph-250 44161 250 kemil 0.92 - 1.40" 0.56 - 1.40" 1
(23,3 - 35,5 mm) (14,2 - 35,5 mm)

CS506Ph-300 44162 300 kemil 0.92 - 1.40" 0.56 - 1.40" 1
(23,3 - 35,5 mm) (14,2 - 35,5 mm)

CS506Ph-350 44163 350 kemil 0.92 - 1.40" 0.56 - 1.40" 1
(23,3 - 35,5 mm) (14,2 - 35,5 mm)

CS507Pb-400 44164 400 kemil 1.00 - 1.40" 0.56 - 1.40" 1
(25,4 - 35,5mm) (14,2 - 35,5 mm)

CS508Ph-500 44169 500 kemil 1.00-1.62" 0.73-1.73" 1
(25,4 - 41,1 mm) (18,5 - 43,9 mm)

CS508Ph-600 44165 600 kemil 1.00-1.62" 0.73-1.73" 1
(25,4 - 41,1 mm) (18,5 - 43,9 mm)

CS508Ph-750 44166 750 kemil 1.00-1.62" 0.73-1.73" 1
(25,4 - 41,1 mm) (18,5 - 43,9 mm)

CS508Ph-800 44167 800 kemil 1.00-1.62" 0.73-1.73" 1
(25,4 - 41,1 mm) (18,5 - 43,9 mm)

CS508Ph-1000 44168 1000 kemil 1.00- 1.62" 0.73-1.73" 1
(25,4 - 41,1 mm) (18,5 - 43,9 mm)




1/C to 1/C, 15 kV Cold Shrink Splices

QS-2000T 1/C PILC to 1/C Poly/EPR or 1/C PILC
to 1/C PILC Cable Splices

Tape Shielded Cable

The QS2000T kit
allowsyou to splice
either single-conductor
PILC cableto single- =
conductor PILC cable, ‘
or single-conductor
PILC cableto single-
conductor Poly/EPR
cable. Because of the
design of the splice,
sizetransitions can
also be accommodated
rather easily. The

127 QS-2000T Kits meet

the requirements of

| EEE 404-1993. Use Scotchlok™ 2000T Series Connectors
with these splice kits. See page 129 to order connectors.
Each kit makes one single conductor splice.

[ ===
UniShield® Cable

8 = -

EP-Lead or XLP-Lead Cable

Concentric Neutral (CN) Cable

| C e

Jacketed Concentric Neutral (JCN) Cable

Paper Insulated Lead Covered (PILC) Cable

QS-2000T Series Selection
PILC Cable PILC Poly/EPR Poly/EPR Connector Requirements
UPC Insulation Cable Cable Insulation 0.D. Maximum Connector Length
Product Series (054007-) 0O.D. Range Size Size 0.D. Range Aluminum Copper
Tape Shielded Cable, Wire Shielded Cable, UniShield® Cable, EP-Lead or XLP-Lead Cable,
Concentric Neutral (CN) Cable, Jacketed Concentric Neutral (JCN) Cable, Paper Insulated Lead Covered (PILC) Cable
See page 234 for cable type illustrations.

QS-2011T 50546 0.56 - 0.88" 4 - 3/0 AWG 1-4/0 AWG 0.70-1.07" 0.70-1.07" 5.0" 5.5"

(14,2 - 22,4 mm) (25 - 70 mm?) (50 - 95 mm?) (17,8-27,2mm) | (17,8-27,2mm) (227 mm) (140 mm)
QS-2012T 50547 0.74-1.17" 3/0 AWG - 350 kemil | 4/0 AWG - 500 kemil 0.88 - 1.36" 0.88-1.36" 5.2" 5.5"

(18,8 - 29,7 mm) (95 - 185 mm?) (120 - 240 mm?) (22,0- 34,6 mm) | (22,0 - 34,6 mm) (132 mm) (140 mm)
QS-2013T 50555 0.98 - 1.56" 400 - 1000 kemil 500 - 1000 kemil 1.12-1.70" 1.12-1.70" 6.5" 75"

(24,9 - 39,6 mm) (200 - 500 mm?) (240 - 500 mm?) (28,4 -43,2mm) | (28,4 -43,2mm) (165 mm) (190 mm)

QS-2000T Ordering Examples

Example 1: You need a 15kV - #3 PILC Cu spliced to a 15kV — 1/0 Al extruded dielectric.

Order: QS-2000T - #3 — 1/0.

Example 2: You need a 15kV — 500 kemil PILC Cu spliced to a 15kV — 500 kemil Cu extruded insulation.

Order: QS-2000T - 500.




3/Cto 1/C, 15 kV Cold Shrink Splices

QS-2000-3T and QS-2000-3T-WS 3/C PILC to
1/C Poly/EPR Cable Trifurcating Splices

Cold Shrink
QS-2000-3T and
QS-2000-3T-WS
Trifurcating Transition
Splice Kits are rated
15kV. They are
specially designed
splice kits for
connecting three
conductor Paper
Insulated Lead
Covered (PILC)

conductor splice.

QS-2000-3T and QS-2000-3T-WS Series Selection

128

cableto three single
conductor Poly/EPR

insulated cables.
Splices meet the requirements of |EEE Standard 404-1993.
Use Scotchlok 2000T series connectors with these kits.
Each kit makes one three conductor to three single
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Tape Shielded Cable

Wire Shielded Cable

UniShield® Cable

-_———

EP-Lead or XLP-Lead Cable

Concentric Neutral (CN) Cable

Jacketed Concentric Neutral (JCN) Cable

—

Three-Conductor Paper Insulated Lead Covered (PILC) Cable

PILC Poly/EPR Poly/EPR Connector Requirements
UPC Cable Cable Insulation 0.D. Maximum Connector Length
Product Series (054007-) Size Size 0.D. Range Aluminum Copper
Tape Shielded Cable, Wire Shielded Cable, UniShield® Cable, EP-Lead or XLP-Lead Cable,
Concentric Neutral (CN) Cable, Jacketed Concentric Neutral (JCN) Cable
See page 234 for cable type illustrations.

QS-2011-3T 42021 4-3/0 AWG 1-4/0 AWG 0.70-1.07" 0.70 - 1.07" 5.0" 55"
(25-70 mm?) (50 - 95 mm?) (17,8 -27,2 mm) (17,8 - 27,2 mm) (127 mm) (140 mm)

QS-2012-3T 42022 3/0 AWG - 250 kemil 4/0 AWG - 500 kemil 0.88 - 1.36" 0.88 - 1.36" 5.2" 55"
(95 - 120 mm?) (120 - 240 mm?) (22,0 - 34,6 mm) (22,0 - 34,6 mm) (132 mm) (140 mm)

QS-2012/13-3T 44202 350-500 kemil 250 - 500 kemil 0.91-1.36" 0.91-1.36" 52" 5.5"
(195-240 mm?) (120 - 240 mm?) (23,0 - 34,6 mm) (28,0 - 42,0 mm) (132 mm) (140 mm)

QS-2013-3T 42023 400 - 800 kemil 500 - 1000 kemil 112-1.70" 1.12-1.70" 6.5" 7.5"
(200 - 400 mm?) (240 - 500 mm?) (28,4 - 43,2 mm) (28,4 - 43,2 mm) (165 mm) (190 mm)

QS-2011-3T-WS* 43248 4-3/0 AWG 1-4/0 AWG 0.70-1.07" 0.70 - 1.07" 5.0" 55"
(25 - 95 mm?) (35-95mm?) (17,8-27,2 mm) (17,8 - 27,2 mm) (127 mm) (140 mm)

QS-2012-3T-WS* 04211 3/0 AWG - 250 kemil 4/0 AWG - 500 kemil 0.88 - 1.36" 0.88 - 1.36" 5.2" 55"
(95 - 120 mm?) (120 - 240 mm?) (22,0 - 34,6 mm) (22,0 - 34,6 mm) (132 mm) (140 mm)

QS-2012/13-3T-WS* 04644 350 - 500 kemil 250 - 500 kemil 0.91-1.36" 0.91-1.36 52" 5.5"
(195 - 240 mm?) (120 - 240 mm?) (23,0 - 34,6 mm) (23,0 - 34,6 mm) (132 mm) (140 mm)

QS-2013-3T-WS* 04212 400 - 800 kemil 500 - 1000 kemil 112-1.70" 1.12-1.70" 6.5" 7.5"
(200 - 400 mm?) (240 - 500 mm?) (28,4 - 43,2 mm) (28,4-43,2m) (165 mm) (190 mm)

*QS-2000-3T-WS uses heat shrink wrap around.




3/Cto 3/C, 15 kV Cold Shrink Splices

QS-2013-3T-3C 3/C PILC to 3/C Poly/EPR
Cable Splice

W e——s

The Cold Shrink (W e—
QS-2013-3T-3C N —
splicekit is rated Three-Conductor Paper Insulated Lead Covered (PILC) Cable
15kV. It isspecially
designed for
connecting three
conductor shielded
or belted Paper

ks Insulated L ead
Covered (PILC) cable
to three conductor
shielded Poly/EPR [ —
insulated cables. Three-Conductor Non-Armored, Shielded Cable

The splice meets the
reguirements of |IEEE
Standard 404-1993. Use Scotchlok 2000T series connectors
with thiskit. Each kit makes one three conductor to three
conductor splice.
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QS-2000-3T-3C Series
PILC Poly/EPR Poly/EPR Connector Requirements
UPC Cable Cable Insulation 0.D. Maximum Connector Length
Product Series (054007-) Size Size 0.D. Range Aluminum Copper

Tape Shielded Cable, Wire Shielded Cable, UniShield® Cable, EP-Lead or XLP-Lead Cable,
Concentric Neutral (CN) Cable, Jacketed Concentric Neutral (JCN) Cable
See page 234 for cable type illustrations.

QS-2013-37-3C 43247 400 - 800 kemil 500 - 750 kemil 112-1.70" 112-1.70" 6.5" 75"
(200 - 400 mm?) (240 - 325 mm?) (28,4 - 43,2 mm) (28,4 - 43,2 mm) (165 mm) (190 mm)




Connectors

Scotchlok™ 2000T CU/AL Reducer
Series Connectors

Scotchlok 2000T Reducer Series Connectors are aluminum

' Product Referral Generator

inline sleeves that are applicable for both aluminum -

and copper conductors. When used with sector shaped Splicing

conductors, arounding die is recommended to round-out —CS500Pb Series .........coovuu.n. pg. 273
the sector shape. The 2000T reducer series connectors, — QS 2000T SEries . ....wvuveeueennn. pg. 274
like all 2000T series connectorsis designed for use with — QS 2000-3T Series . ..ovvvevnnenn... pg. 275

3M ™ gplice kits, CS500 series, Scotchlok 2000T series,
Scotchlok 2000-3T series and 5700 series splice kits. These
connectors have a solid center oil stop and meet ANS
Standard C-119.4.

Scotchlok 2000T CU/AL Reducer Series Selection

Product UPC 0.D. Length Case

Number (054007-) (in.) (in.) Qty.

2000T 4 - 1/0 CU/AL 42223 0.640 4.740 9 connectors
2000T 3 - 1/0 CU/AL 42224 0.640 4.740 9 connectors
2000T 2 - 1 CU/AL 42225 0.640 4.740 9 connectors
2000T 2 - 1/0 CU/AL 42226 0.640 4.740 9 connectors
2000T 1 - 1/0 CU/AL 42227 0.640 4.740 9 connectors
2000T 1/0 - 2/0 CU/AL 42228 0.910 4.700 3 connectors
2000T 2/0 - 4/0 CU/AL 42229 0.910 4.700 3 connectors
2000T 3/0 - 350 CU/AL 42230 1.125 4.700 3 connectors
2000T 4/0 - 350 CU/AL 42231 1.125 4.700 3 connectors
2000T 250 - 350 CU/AL 42232 1.125 4.690 3 connectors
2000T 300 - 350 CU/AL 42233 1.125 4.700 3 connectors
2000T 350 - 500 CU/AL 42234 1.320 4.700 3 connectors
2000T 400 - 500 CU/AL 42235 1.320 6.250 3 connectors
2000T 500 - 750 CU/AL 42236 1.600 6.250 3 connectors
2000T 500 - 800 CU/AL 42237 1.625 6.250 3 connectors
2000T 500 - 1000 CU/AL 42238 1.625 6.250 3 connectors
2000T 600 - 750 CU/AL 42239 1.600 6.250 3 connectors
2000T 650 - 750 CU/AL 42240 1.600 6.250 3 connectors
2000T 700 - 750 CU/AL 42241 1.600 6.250 3 connectors
2000T 750 - 800 CU/AL 42242 1.625 6.250 3 connectors
2000T 750 - 1000 CU/AL 42243 1.625 6.250 3 connectors
2000T 800 - 1000 CU/AL 42244 1.625 6.250 3 connectors




Scotchlok™ 2000T CU Connectors

Scotchlok 2000T series connectors are copper inline sleeves

for use with copper conductor cables of the same size. They

can be used to connect copper cable only. They are designed
with a solid center ail stop for use with CS500 series splice kits,
Scotchlok 2000T series, Scotchlok 2000-3T series and 5700
series splice kits. They can be used on concentric, compressed
and compact stranded conductors. When used with sector shaped
conductors, arounding die is recommended to round-out the
sector shape. These connectors meet ANS| Standard C-119.4.
See page 274 for splice kit information.

Scotchlok 2000T CU Series Selection

Product UPC 0.D Length Case

Number (054007-) (in.) (in.) Qty.

2000T -4 CU 42245 0.700 5.320 9 connectors
2000T -3CU 42246 0.700 5.320 9 connectors
2000T -2 CU 42247 0.700 5.320 9 connectors
2000T-1CU 42248 0.700 5.320 9 connectors
2000T - 1/0 CU 42249 0.700 5.320 3 connectors
2000T - 2/0 CU 42250 0.700 5.320 3 connectors
2000T - 3/0 CU 42251 0.700 5.320 3 connectors
2000T - 4/0 CU 42252 0.880 5.250 3 connectors
2000T -250 CU 42253 0.880 5.250 3 connectors
2000T - 300 CU 42254 0.880 5.250 3 connectors
2000T - 350 CU 42255 0.875 5.250 3 connectors
2000T - 400 CU 42256 1.125 6.900 3 connectors
2000T - 450 CU 42257 1.125 6.900 3 connectors
2000T - 500 CU 42258 1.125 6.900 3 connectors
2000T - 550 CU 42259 1.125 6.900 3 connectors
2000T - 600 CU 42260 1.188 6.900 3 connectors
2000T - 650 CU 42261 1.219 6.900 3 connectors
2000T - 700 CU 42262 1.250 6.900 3 connectors
2000T - 750 CU 42263 1.299 6.900 3 connectors
2000T - 800 CU 42264 1.344 6.900 3 connectors
2000T - 1000 CU 42265 1.500 6.900 3 connectors




3M
Modular Splicing
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3M™ Modular Splice Kitsform a5 to 25 kV 600 Amp
separable insulated connector system. The system is easy to
expand and is flexible—allowing for easy disconnects and
additions.

Using one or more of the versatile kits, you can make
virtually any kind of splice-2-way, 3-way, 4-way, dead-end
or connect cable to your gear’s 600 Amp bushing with an
equipment connection kit.

Matching a particular cable in accordance with any
3M modular splicing kit is also easy and precise. Kits are
comprised of modular components (shown on the right) and
are assembled following the provided instructions. The only
additional supplies you need are an adapter kit for each cable
being connected, which provides a custom fit of your cable
to the modular system. A T-wrench isaso available for the
kits containing a connecting plug.

With 3M modular splicing kits, you can install critica
splicesin thefield quickly and reliably. And, you can reenter
for splice expansion or temporary dead-ending.

With 3M modular technology, every splice can maintain
the insulating and shielding integrity of the original cable.

3M cold shrink insulator (included in adapter kit)
provides fast, easy means of rejacketing over the shield
adapter and seals the splice to the cable jacket, permitting
use in submerged locations such as manholes and vaults.

3M modular splicing kitsinstall easily on standard
shielded power cables and are compatible with copper
and aluminum conductors. The 5815 series kits are designed
for use Tape Shield, Wire Shield, UniShield® and Jacketed
Concentric Neutral Cables. Meets requirements of
ANSI/IEEE Standard 386.
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Modular Splicing Kits

3M™ Modular Splicing Kit
5815-S Basic Splice

Voltage Rating: 5-25 kV
ANSI/IEEE Std. 386

The 5815-S, your basic splice, isfor two-way shielded
power cable connections. The 5815-Sis easy to disconnect,
without affecting integrity, while adding or removing cables.
It isalso an excellent alternative to expensive switches when
isolating circuits for maintenance. The “square corner”
configuration saves space.

Each 5815-S kit contains:
2 tee-modules

1 connecting plug

2 dead-end plugs

2 connecting studs

1 instruction booklet
silicone lubricant

Note: A cable adapter kit is required for each cable.

—

\
-

Ordering Information

Product Conductor Size Range Stranded UPC
Number Cu Al (054007-)

5815-S ‘ 2 AWG - 750 kemil 2 AWG - 1000 kemil 04230

3M Modular Tap Splicing Kit
5815-T Tap (Add On)

Voltage Rating: 5-25 kV
ANSI/IEEE Std. 386

The 5815-T provides an easy way to tap into an existing
dead-end or to combine with a 5815-S splice for a 3-way
installation, while maintaining integrity of the original
connection. Add-on to the 5815-E equipment connection
for an easy method of connecting parallel feeds.

Each 5815-T kit contains:
¢ 1tee-module

1 connecting plug

¢ 1 connecting stud

« 1 instruction booklet

¢ silicone lubricant

Note: A cable adapter kit is required for each cable.

Ordering Information

Product Conductor Size Range Stranded UPC
Number Cu Al (054007-)
5815-T ‘ 2 AWG - 750 kemil 2 AWG - 1000 kemil 04231




. _ « silicone lubricant
Note: A cable adapter kit is required for each cable.

3M™ Dead-End Modular Kit 3M Modular Equipment Kit
5815-D Dead-End 5815-E Equipment Connection
Voltage Rating: 5-25 kV Voltage Rating: 5-25 kV
ANSI/IEEE Std. 386 ANSI/IEEE Std. 386
Use the 5815-D for plan-ahead cable systems including This module permits connection to standard non-loadbreak Z
submersible dead-end for cables put down during site 600 Amp bushings to provide fully shielded, dead-front o
construction. cable connections to apparatus such as transformers, oil o
switches and transformer switches. E
Each 5815-D kit contains: Q
¢ 1tee-module Each 5815-E kit contains: -
¢ 2 dead-end plugs e ltee-module wn
¢ 1 connecting stud ¢ 1 dead-end plug o
¢ linstruction booklet ¢ 1 connecting stud e
« silicone lubricant « linstruction booklet o
>
«Q

Note: A cable adapter kit is required for each cable.

=~

Ordering Information

Product Conductor Size Range Stranded UPC
Number Cu Al 054007- . :
( ) Ordering Information
5815-D ‘ 2 AWG - 750 kemil 2 AWG - 1000 kemil 04233
Product Conductor Size Range Stranded UPC
Number Cu Al (054007-)

5815-E 2 AWG - 750 kemil - 2 AWG - 1000 kemil 04234




3M™ 5815-TW T-Wrench Cable Adapter Kits

3M Quick Adapter Modular Kit
5815-B

Voltage Rating: 5to 25 kV

133

ey
=
The 5815-TW T-wrench, available from 3M, isrequired to
install the connecting plugs on the 5815-S and 5815-T kits. §

Ordering Information \\ m
Product UPC

Number Application (054007-)

5815-TW T-Wrench for use with kits 43468
containing Connecting Plug(s)

134

Any of the cable adapter kits—each for a different
combination of conductor size and insulation diameter—
will fit directly into the main tee-module body of any 3M
modular splicing kit. This permits splicing of common
types of power cable (tape shield, wire shield, UniShield®
and jacketed concentric neutral) with a minimum of basic
kits.

Cable adapter kitsinclude:

1 cable adapter

1 aluminum compression connector
1 cold shrink jacketing tube

1 constant force spring

1 ground braid assembly

2 mastic sealing strips

2 silicone lubricants

1 CC-3 cable cleaning pad kit

1 product information sheet
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Note: One kit required for each cable being spliced.




Selections Guide for 5 and 8 kV Adapter Kits

Important - Final determining factor is Cable Insulation O.D. Range.

Kit No. UpPC Insulation 5kV
(054007-) Diameter (AWG/kemil) (AWG/kemil)
Range 100% 133%
Inches (mm) (90 mils) (115 mils) (115 mils) (140 mils)
Stranded Compact Stranded Compact Stranded Compact Stranded Compact
/Solid ISolid ISolid ISolid
5815-B1 04235 0.640-0.760 (16.3 - 19.3) 2/0 3/0 200 3/0
5815-B2 04237 0.640-0.760 (16.3 - 19.3) 3/0 410
5815-B3 04238 0.640-0.760 (16.3 - 19.3) 1/0 200
5815-B5 04244 0.720 - 0.845 (18.3 - 21.5) 200
5815-B6 04259 0.720 - 0.845 (18.3 - 21.5) 3/0 410 3/0 4/0 3/0 4/0
5815-B7 04260 0.720 - 0.845 (18.3 - 21.5) 4/0 250 4/0 250% 4/0 250%
5815-B10 04263 0.720 - 0.845 (18.3 - 21.5) 250
5815-B12 04603 0.785-0.970 (19.9 - 24.6) 410 250
5815-B15 04268 0.785-0.970 (19.9 - 24.6) 250 250 250
5815-B17 04570 0.785-0.970 (19.9 - 24.6) 350
5815-B23 04576 0.910-1.065 (23.1-27.1) 350 350 350
5815-B29 43437 0.980 - 1.140 (24.9 - 29.0) 500 500 500
5815-B35 43443 1.080 - 1.280 (27.4 - 32.5) 500
5815-B40 43448 1.080 - 1.280 (27.4 - 32.5) 750
5815-B43 43451 1.220-1.420 (31.0- 36.1) 750 750 750
5815-B45 43453 1.220-1.420 (31.0-36.1) 1000 Al
4815-B46 43454 1.360 - 1.560 (34.5 - 39.6) 1000 Al 1000 Al 1000 Al

One kit required for each cable being connected.
*NOTE: Check actual cable insulation diameter to verify correct kit selection.
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Selections Guide for 15 and 25 kV Adapter Kits

Important - Final determining factor is Cable Insulation O.D. Range.

Kit UPC Insulation 15 kv 25kV
(054007-) Diameter (AWG/kemil) (AWG/kemil)
Range 100% 133% 100% 133%
m Inches (mm) (175 mils) (220 mils) (260 mils) (320 mils)
N Stranded Compact Stranded Compact Stranded Compact Stranded Compact
00 ISolid ISolid ISolid ISolid
O 5815-B3 04238 0.640-0.760 (16.3 - 19.3) 2 1
Lﬂ 5815-B4 04239 0.640-0.760 (16.3 - 19.3) 1 1/0*
g 5815-B5 04244 0.720 - 0.845 (18.3 - 21.5) 2/0 3/0
p—  5815-B8 04261 0.720 - 0.845 (18.3 - 21.5) 1/0 2/0
8 5815-B9 04262 0.720 - 0.845 (18.3 - 21.5) 2 1
w 5815-B11 04264 0.785-0.970 (19.9 - 24.6) 1 1/0 1 1/0
5815-B13 04266 0.785-0.970 (19.9 - 24.6) 1/0 200
é 5815-B14 04267 0.785-0.970 (19.9 - 24.6) 2 1
LL 5815-B16 04269 0.785-0.970 (19.9 - 24.6) 3/0 4/0
5815-B18 04571 0.785-0.970 (19.9 - 24.6) 4/0 250
CIL) 5815-B19 04572 0.785-0.970 (19.9 - 24.6) 2/0 3/0
LO 5815-B20 04573 0.910-1.065 (23.1-27.1) 1/0 2/0
m 5815-B21 04574 0.910-1.065 (23.1-27.1) 200 3/0
LO 5815-B22 04575 0.910-1.065 (23.1-27.1) 30 4/0
q- 5815-B24 04577 0.910-1.065 (23.1-27.1) 250
Q 5815-B25 04578 0.910-1.065 (23.1-27.1) 2 1
8 5815-B26 04579 0.910-1.065 (23.1-27.1) 4/0 250
w 5815-B27 04581 0.910-1.065 (23.1-27.1) 1 1/0
GJ 5815-B28 04582 0.980 - 1.140 (24.9 - 29.0) 3/0 4/0
@ | 5815-B30 43438 0.980 - 1.140 (24.9 - 29.0) 1/0 200
O 5815-B31 43439 0.980 - 1.140 (24.9 - 29.0) 200 3/0
E 5815-B32 43440 0.980 - 1.140 (24.9 - 29.0) 250 250
5815-B33 43441 0.980 - 1.140 (24.9 - 29.0) 350
5815-B34 43442 0.980 - 1.140 (24.9 - 29.0) 4/0 250%
5815-B35 43443 1.080 - 1.280 (27.4 - 32.5) 500
5815-B36 43444 1.080 - 1.280 (27.4 - 32.5) 30 410
5815-B37 43445 1.080 - 1.280 (27.4 - 32.5) 250
5815-B38 43446 1.080 - 1.280 (27.4 - 32.5) 350
5815-B39 43447 1.080 - 1.280 (27.4 - 32.5) 4/0 250
5815-B41 43449 1.220-1.420 (31.0-36.1) 350 350
5815-B42 43450 1.220-1.420 (31.0- 36.1) 250
5815-B44 43452 1.220-1.420 (31.0-36.1) 500
4815-B47 43455 1.360 - 1.560 (34.5 - 39.6) 500 500
4815-B48 43456 1.360 - 1.560 (34.5 - 39.6) 750 750
4815-B49 43457 1.480 - 1.700 (37.6 — 43.2) 1000 Al 1000 Al
4815-B50 43461 1.480-1.700 (37.6 — 43.2) 750
4815-B51 43465 1.640 - 1.840 (41.7 - 46.7) 750
4815-B52 43466 1.640 - 1.840 (41.7 - 46.7) 1000 Al
4815-B53 43467 1.780 - 1.965 (45.2 - 49.9) 1000 Al

One kit required for each cable being connected.
*NOTE: Check actual cable insulation diameter to verify correct kit selection.




Quick Adapter
Oil Stop Kits

3M™ 5815-A0S and 5815-ACOS Adapter Oil
Stop Kits

T 1 3M adapter oil stop kits for use with 3M
S 5815 series modular splice kits make all
Nak features of modular splicing availableto
l } 15KkV paper insulated lead cable (PILC).
p By adapting PILC to 3M 5815 series
systems, oil stop kits can be used to:
» Transition splice PILC to solid dielectric
cables using industry-standard modular
splicing components.
e Step up or downin cablesize.
By using a combination of cold shrink
and oil stop technology, the kits prevent
oil leakage from the PILC cable.

The 5815-A0S kits provide aluminum connectors to use
with splicing kits designed to meet standards for dead-break
systems rated 15 kV, 600 Amps. The 5815-ACOS kits
provide copper connectors to use with 15 kV, 900 Amp
dead-break systems.

Cable adapter kitsinclude:

1 cable adapter

1 connector-lug

1 cold shrink oil stop sealing tube

1roll il stop restricting tape

silicone lubricant

cable cleaning pad

1 roll Scotch® 13 semi-conducting tape
1 roll Scotch 23 high voltage rubber electrical tape
braid for grounding

2 strips rubber mastic sealing compound

Ordering Information

Product No. Cable Size UPC
(stranded) (054007-)
5815-ACOS-2** 2 AWG 41444
5815-ACOS-1/0** 1/0 AWG 41442
5815-ACOS-2/0** 2/0 AWG 41443
5815-ACOS-4/0** 4/0 AWG 41447
5815-ACOS-250** 250 kemil 41445
5815-ACOS-350** 350 kemil 41446
5815-ACOS-500** 500 kemil 41448
5815-ACOS-750* 750 kemil 41449
5815-A0S-2* 2 AWG 41452
5815-A0S-1/0* 1/0 AWG 41450
5815-A0S-2/0* 2/0 AWG 41451
5815-A0S-4/0* 4/0 AWG 41455
5815-A0S-250* 250 kemil 41453
5815-A0S-350* 350 kemil 41454
5815-A0S-500* 500 kemil 41456
5815-A0S-750* 750 kemil 41457

* With aluminum connectors for cables with ampacity ratings of 600 Amps or less.

**To use on cables with ampacity ratings of 900 Amps or less, use copper connectors and the
special 5815-S/C splice kit. Contact your local sales representative to order.
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Paper Insulated Lead Covered (PILC)
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3SM
Motor Lead
Connections

3M provides a convenient kit with everything needed

to quickly make lugged motor lead connections to feeder

cables. Each kit makes three splices and is designed

exclusively for the abrasion, moisture, grime and

temperature extremes of the industrial environment.
3M™ motor lead connectors meet requirements for

CSA certification and NRTL certification.

=

Single Conductor Cable

3M Nonshielded Cable Motor Lead
Connections—Pigtail and Inline for 1 kV

3M motor lead pigtail connections (5300 through 5304,
copper 1 holelugsonly) and inline splices (5311 through
5314) are designed to splice 1000V or less, nonshielded
feeder and motor lead cable. The splices are made with a
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slip-on lug cover made of EPDM rubber. Each kit makes 5300 Pigtail
et - L) s
5311 Inline
Specifications and Ordering Information for 1 kV 3M Motor Lead Connections
Product Number 5300 5301 5302 5303 5304 5311 5312 5313 5314
Cable Type Single Conductor Cable
See above for cable type illustration.
Each kit makes three splices
Pigtail Inline
Kit contents:
Pigtail-Lug Covers . . . . . — — — —
Inline-Splice Covers — — — — — . . . .
Locking Pins — — . . . — — — —
Mastic Sealing Strips . . . . . — — — —
Silicone Grease Lubricant . . . . . . . . .
Adapter Sleeves — — — — — . . . .
Instructions . . . . . . . . .
Specifications:
Suggested Lug Copper Copper Copper Copper Copper Copper Copper Copper Copper
1-hole 1-hole 1-hole 1-hole 1-hole 1-hole 1-hole 1-hole 1-hole
Feeder 14-10 AWG 10-4AWG 2-1/0 AWG 1/0 AWG- | 250-500 kemil | 10-4 AWG 2-1/0 AWG 1/0 AWG- | 250-500 kemil
(2,5-4mm? | (6-16 mm?) | (35-50 mm?) 250 kemil | (150-240 mm?) | (6-16 mm?) (35-50 mm?) 250 kemil | (150-240 mm?)
(60-120 mm?) (60-120 mm?)
Motor Lead 16-12 AWG | 12-4 AWG 4-1/0 AWG 2 AWG- 410 AWG- 12-4 AW 4-1/0 AWG 2 AWG- 4/0 AWG-
(1,5-25mm?) | (4-16 mm?) (25-50 mm?) 250 kemil 500 kemil (4-16 mm?) | (25-50 mm?) 250 kemil 500 kemil
(35-120 mm?) | (120-240 mm?) (35-120 mm?) |(120-240 mm?)
CSA File #LR 77372-2
¢ e @ e @ | € e @ @
Ordering Information 5300 5301 5302 5303 5304 5311 5312 5313 5314
UPC (054007-) 08317 12263 12264 12265 12266 12267 12268 12269 12270
Case Qty. (3 splices/kit) 1 kit 1 kit 1 kit 1 kit 1 kit 1 kit 1 kit 1 kit 1 kit

Note: Lugs not included in kits.




3M™ Motor Lead Connections—

Pigtail for Nonshielded 5 and 8 kV Cable [1Suggested 3M Lugs
==

Single Conductor Cable Motor Lead Kit Suggested Lug Type Page
5300-5304 Copper 1 hole lugs only pg. 129
_% 5311-5314 Copper 1 hole lugs only pg. 129
Nonshielded Dry Cable 5316-5319 Copper 1 or 2 hole lugs pg. 129
_(M 5321-5324 1 or 2 hole lugs pg. 129
5331-5334 1 or 2 hole lugs pg. 129

Nonshielded Wet or Dry Cable

3M motor lead pigtail connections (5316 through 5319) are
designed to splice up to 5 to 8 kV nonshielded feeder and
motor lead cables. The splices are made with aslip-on lug
cover made of EPDM rubber. Use with 1- or 2-hole copper
lugs. Each kit makes three splices.

Pigtail Nonshielded

Specification and Ordering Information for Nonshielded 5 and 8 kV 3M Motor Lead Connections
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Product Number 5316 5317 5318 5319
Cable Type Single Conductor Cable, Nonshielded Dry Cable, Nonshielded Wet or Dry Cable
See above for cable type illustration.
Each kit makes three splices
Nonshielded Cable
Kit contents:
Pigtail-Lug Covers . . . .
Locking Pins . . . .
Mastic Sealing Strips . . . .
Solvent Cleaning Cloths . . . .
Silicone Grease Lubricant . . . .
Cold Shrink Sleeves — — — —
Scotch® 2220 Stress Control Tape — — — —
Rubber Tape . . . .
Adapter Sleeves — — — —
Instructions . . . .
Specifications:
Suggested Lug Copper Copper Copper Copper
1or2 hole 1or2 hole 1or2 hole 1or2 hole
Feeder 8-4 AWG 2-1/0 AWG 1/0 AWG - 250 kemil 250 - 500 kemil
(10 - 16 mm?) (35 - 50 mm?) (60 - 120 mm?) (150 - 240 mm?)
Motor Lead 10 -4 AWG 4-1/0 AWG 2 AWG - 250 kemil 4/0 AWG - 500 kemil
(6-16 mm) (25 - 50 mm?) (35 - 120 mm?) (120 - 240 mm?)
CSAFile #LR 77372-2 @ @ @ @
Ordering Information 5316 5317 5318 5319
UPC (054007-) 08313 08314 08315 08316
Case Qty. (3 splices/kit) 1 kit 1 kit 1 kit 1 kit

Note: Lugs not included in kits.
continued on next page




3M™ Shielded Cable Motor Lead
Connections—Pigtail and Inline
for 5 and 8 kV

' Product Referral Generator

s
—Scotch Super33+ .................. pg. 3 Z
Tape Shielded Cable —ScotchSuper88 ................... pg. 3 o
W Connecting . ......... i pg. 129 8
Insulati
Wire Shielded Cable ns—ugollr:nghrink ....................... pg. 231 ;
— 2200, 2210 Mastic Strips .. .......... pg. 9
6 - 0
UniShield® Cable o
3M motor lead pigtail connections (5321 through 5324 @)
copper lugsonly) and inline splices (5331 through 5334) ®
are designed to splice 5to 8 kV shielded (Tape or Wire g
Shielded and Uni Shield®) and nonshielded feeder cable. D
The splices are made with a cold shrink lug cover of 5321 Pigtail o)
EPDM rubber. Use with 1 or 2 hole lugs. Each kit makes —+
three splices. =
o
)
5331 Inline V)]

Specifications and Ordering Information for Shielded 5 and 8 kV 3M Motor Lead Connections (continued)

Product Number 5321 5322 5323 5324
Cable Type Tape Shielded Cable, Wire Shielded Cable, UniShield® Cable
See above for cable type illustration.
Each kit makes three splices
Shielded Cable
Kit contents:
Pigtail-Lug Covers . . . .
Mastic Sealing Strips . . . .
Solvent Cleaning Cloths . . . .
Silicone Grease Lubricant . . . .
Cold Shrink Sleeves . . . .
Scotch® 2220 Stress Control Tape . . . .
Rubber Tape . . . .
Instructions . . . .
Specifications:
Suggested Lug 1or 2 hole 1or 2 hole 1or 2 hole 1or 2 hole
Feeder 8-4 AWG 2-1/0 AWG 1/0 AWG - 250 kemil 250 - 500 kemil
(10 - 16 mm?) (35 - 50 mm?) (60 - 120 mm?) (150 - 240 mm?)
Motor Lead 10 - 4 AWG 4 -1/0 AWG 2 AWG - 250 kemil 4/0 AWG - 500 kemil
(6-16 mm?) (25 - 50 mm?) (35 - 120 mm?) (120 - 240 mm?)
CSA File #LR 77372-2 @ @
Ordering Information 5321 5322 5323 5324
UPC (054007-) 12271 12272 12273 12274
Case Qty. (3 splices/kit) 1 kit 1 kit 1 kit 1 kit

Note: Lugs not included in kits. For replacement parts, see next page.

continued on next page

UniShield® is a registered trademark of BICC.




Specifications and Ordering Information for Shielded 5 and 8 kV 3M Motor Lead Connections

Product Number 5331 5332 5333 5334
Cable Type Tape Shielded Cable, Wire Shielded Cable, UniShield® Cable
See above for cable type illustration.
a Each kit makes three splices
Shielded Cable
™
(@) Kitcontents:
Solvent Cleaning Cloths . . . .
ol —. :
q_ ilicone Grease Lubricant . . . .
N Cold Shrink Sleeves . . . .
a Scotch® 2220 Stress Control Tape . . . .
Rubber Tape . . . .
O Adapter Sleeves . . . .
00]
Instructions . . . .
é Specifications:
Suggested Lug 1or 2 hole 1or 2 hole 1or 2 hole 1or 2 hole
LL Feeder 8-4 AWG 2-1/0 AWG 1/0 AWG - 250 kemil 250 - 500 kemil
(10-16 mm?) (35-50 mm?) (60 - 120 mm?) (150 - 240 mm?)
m Motor Lead 10 -4 AWG 4-1/0 AWG 2 AWG - 250 kemil 4/0 AWG - 500 kemil
I\ (6-16 mm?) (25 - 50 mm?) (35 - 120 mm?) (120 - 240 mm?)
CSA File #LR 77372-2
L0 ¢ @ @ @ @
™M Ordering Information 5331 5332 5333 5334
L) BS (054007-) 12275 12276 12277 12278
q- Case Qty. (3 splices/kit) 1 kit 1 kit 1 kit 1 kit
Q Note: Lugs not included in kits.
@)
00]
Q
CC) Motor |lead replacement tubes are designed to allow Orderi ng | nformation for
for re-use of 3M™ 5320 series pigtail splicing kits. .
E Each kit contains: Motor Lead Replacement Kits
* A cold shrink tube
. Mastic strips Product Number UPC (054007-) Replacement Tube
. R_u_bber tape _ ) ) ) 5321 44174 MLRT-21
* Silicone grease, which permits the reinstallation
of the pigtail boots 5322 44175 MLRT-22
5323 44176 MLRT-23
5324 44177 MLRT-24




Cable Accessory Products

* Splice Reg acketing pg. 291
*» Splice Repair pg. 293
 Sealing and Grounding pg. 295
* Insulating and

Sealing Compounds pg. 303

3M offers accessory products to assist with splice
rejacketing, cable jacket sealing, grounding and cable
preparation. Many of the products shown here are used
with 3M splices and terminations. Remember to reference
those sections for more product information.

Splice
Reacketing

When Jacketed Concentric Neutral cable (JCN) is spliced, it
is necessary to cover the junction between the cable jackets
with awater resistant rejacket. 3M offers three designs for
splice regjacketing: cold shrink one piece sleeve, cold shrink
stacked sleeve and heat shrink adhesive-lined sleeves.

Cold shrink Splice Jacket Kits
SJ-1A, SJ-2A, SJ-3A

Cold shrink jacket
kits offer advanced,
one-piece, water-tight
rejacketing for JCN
cable splices.
- Designed asan
accessory kit to re-
jacket over molded
rubber splices, the SJ
Seriesis made from

3M Cold Shrink
jacket kits SF1A,
137 S32A and SJ-3A
offer advanced, one-piece, water-tight rejacketing for JCN
shielded power cable splices. The SJ series accommodates
voltage classifications of 15 kV, 25 kV and 35 kV.

In addition to the open-ended, tubular rubber sleeve,
each kit includes Scotch® Rubber Mastic Tape, which is
used to adjust cable O.D. and provide a sure, long-lasting
seal between the cable jacket and the cold shrink sleeve,
aswell as sealing around the cable ground conductor.

This unique, cold shrink rejacketing kit eliminates
the need for dangerous torches or special tooling.

Each kit jackets one splice.

durable EPDM rubber.

» Hardware Accessories pg. 305
» Corrosion Protection pg. 306
* Preparation and Cleaning pg. 307

Cold Shrink SJ-SS Series Stacked Sleeve
Splice Jacket Kits SJ-1SS, SJ-2SS, SJ-3SS

3M™ Cold Shrink
jacket kits S}1SS,
SJ}2SSand SI-3SS are
two-piece, water tight
rejacketing kits for
JCN cables. Designed
to rejacket molded
rubber splices, the
SJSS serieskits
138 are made of EPDM
rubber. This unique two-piece design allows the two tubes to
“stack” on top of each other during installation, requiring
less space in the manhol e or ditch to make the splice. Each
kit contains one small cold shrink tube, one large cold shrink
tube, one profile bushing and oneroll of Scotch® 2228
Mastic Tape.
Each kit jackets one splice.

3M Heat Shrinkable Splice Jacket Kits
HSJ Series

T

3M HSJ Series Heat
Shrinkable Splice
Jackets are adhesive
lined for water-tight
rejacketing of JCN
cable splices. Each kit
coversone splice.

Jacketed Concentric Neutral Cable (JCN)
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Specifications and Ordering Information for 3M ™ Splice Jacket Kits

Expanded  Minimum Maximum  Maximum

Product UPC Sleeve Sleeve Cable Cable Cable Jacket Splice Kit Product No. Case
Number (054007-) Length I.D. Jacket O.D. Splice 0.D.  Opening for15kV for25kV for35kvV ~ Qty.
@ Cold Shrink SJ Series Jacket Kits for 15 kV, 25 kV and 35 kV
N SJ-1A 69742 28" 2.7 0.95" 24" 20" 5411 — — 6
(711,2 mm) (68,5 mm) (24,1 mm) (61,0 mm) (508 mm) 5411A
m 5411R*
(@) 5412
SJ-2A 69743 36" 3T 1.15" 33" 28" 5403 5420 5432 6
Kp) (9144 mm) | (93,9 mm) (29,2 mm) (83,8 mm) (711 mm) 5404 5421 5461
q— 5405 5422
(q\ 5406 5451
~~ 5451A
o 5452
O SJ-3A 69744 38" 4.3" 1.55" 40" 30" 5407 5423 5433 6
00 (9652mm) | (1092mm) | (39,4 mm) (101,6 mm) (762 mm) 5408 5424
5409 5425
5426
Cold Shrink SJ-SS Series Cold Shrink Stacked Sleeve Kits for 15 kV, 25 kV and 35 kV
LL SJ-1SS 50777 15"(381,0 mm) | 2.4" (60,9 mm) 0.95" 2.4" 23" 5411 — — 6
18" (457,2mm) | 3.1"(78,7mm) | (24,1 mm) (61,0 mm) (584 mm) 5411A
5412
™M SJ-2SS 50778 19" 31" 1.15" 33" 31" 5403 5420 5432 6
N (482,6mm) | (78,7 mm) (29,2 mm) (83,8 mm) (787 mm) 5404 5421 5461
m 24" 37 5405 5422
m (609,6 mm) (93,9 mm) 5406 5451
5451A
O 5452
q— SJ-3SS 50779 22" 3T 1.55" 4.0 35" 5407 5423 5433 6
o\ (558,8 mm) (93,9 mm) (39,4 mm) (101,6 mm) (889 mm) 5408 5424
- 25" 43" 5409 5425
O (635,0 mm) (109,2 mm) 5426
(@ 3M™ HSJ Series Heat Shrinkable Splice Jackets for 15 kV, 25 kV and 35 kv
(00 HSJ1 09270 33" 2.5" 0.85" 1.9 22" 5411 — — 10
(84 mm) (64 mm) (21,6 mm) (48,3 mm) (559 mm) 5411A
Q 5411R
- 5412
(@) HSJ2 09271 40" 3.0" 1.00" 2.6" 28" 5403 5420 5432 10
c (102 mm) (76 mm) (25,4 mm) (66,0 mm) (711 mm) 5404 5421 5461
5405 5422
al 5406 5451
5412R 5451A
5451R
5452
HSJ-3 09272 40" 43" 1.50" 34" 28" 5407 5423 5433 5
(102 mm) (109 mm) (38,1 mm) (86,4 mm) (711 mm) 5408 5424
5409 5425
5426

*3M 5411R QS-Il requires an additional 8428-12 Cold Shrink tube to jacket the splice. The procedure for jacketing the 5411R QS-Il is detailed in the SJ-1A kit installation
instructions.

Kit Contents for 3M Splice Jacket Kits

Product Number SJ-1A SJ-2A SJ-3A SJ-1SS SJ-2SS SJ-3SS HSJ-1 HSJ-2 HSJ-3

Cable Type Jacketed Concentric Neutral Cable (JCN)
See page 234 for cable type illustration.

Each kit jackets one splice

Cold Shrink Jacketing Heat Shrink Jacketing
Cold Shrink Tube 1 1 1 2 2 2 — — —
Roll Scotch® 2228 Mastic Tape 1 1 1 1 1 1 — — —
Heat Shrink Tube — — — — — — 1 1 1
Profile Bushing — — — 1 1 1 — — —
Instructions 1 1 1 1 1 1 1 1 1




Splice Repair

3M™ HDCW Wraparound Heat Shrink
Cable Repair

3M HDCW Heat Shrink Wraparound Cable Repair Sleeves
are designed to quickly repair damaged cable jacketing.
They may also be used to rejacket in-line splices. HDCW
wrap sleeves can be used as insulation material on cable
and splices up to 1000 volts and as jacket repair material

on cable up to 35 kV. The design of the wrap sleeve allows
it to beinstalled in tight spaces with ordinary heating
equipment such as atorch.

The HDCW is made from modified cross-linked
polyolefin, with a hot-melt adhesive liner on the inner side of
the deeve. Upon heating, the sleeve shrinks and the adhesive
melts, creating a water-tight bond between the sleeve and the
cable. HDCW Wraparound Cable Repair Sleeves meet ANSI
C119.1 requirements. A corrosion proof metal channel is
used to close the sleeve during installation.

3M HDCW wrap sleeves are stocked in four lengths and 140
five diameters. Other cut lengths are available upon request.

Application Guide and Ordering Information
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Sleeve
Jacket Repair Dimensions
600/1000V Use Range Expanded  Recovered
Part UPC Length Conductor Size Max./Min. Diameter Diameter
Number (051138-) in. (mm) (AWG or MCM) in. (mm) in. (mm) in. (mm)
HDCW 35/10-250 48416 9.8 (250) #8 - 210 1.38-0.39 (35 - 10) 1.69 (43) 0.32(8)
HDCW 35/10-1200 48436 47.2 (1200) #8-2/0 1.38-0.39 (35 - 10) 1.69 (43) 0.32(8)
HDCW 55/15-500 48421 19.7 (500) 3/0 - 400 2.17-0.59 (55 - 15) 2.68 (58) 0.59 (15)
HDCW 55/15-1200 48437 47.2 (1200) 3/0 - 400 2.17-0.59 (55 - 15) 2.68 (58) 0.59 (15)
HDCW 80/25-750 48426 29,5 (750) 500 - 1000 3.15-0.98 (80 - 25) 3.66 (93) 0.98 (25)
HDCW 80/25-1200 48438 47.2 (1200) 500 - 1000 3.15-0.98 (80 - 25) 3.66 (93) 0.98 (25)
HDCW 110/30-1000 48431 39.4 (1000) 1000 - 2000 4.33-1.18 (110 - 30) 4.72 (120) 1.10 (28)
HDCW 110/30-1200 48439 47.2 (1200) 1000 - 2000 4.33-1.18 (110 - 30) 4.72 (120) 1.10 (28)
HDCW 140/40-1000 48435 39.4 (1000) — 5.39 - 1.38 (137 - 35) 5.75 (146) 1.34 (34)
HDCW 140/40-1200 48440 47.2 (1200) — 5.39 - 1.38 (137 - 35) 5.75 (146) 1.34 (34)
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Scotchcast™ M Series Jacket Repair Kits

3M™ Scotchcast M
serieskits contain a
reusable wrap-around
mold and accessory
materials needed to
make 10 permanent,
flexible and moisture-
resistant jacket repairs
or splices of portable
cable. The kit contains

141 awrap around mold
that permits jacket repair without cutting through the cable.
When used with Scotchcast 2130 resin, M series kits provide
durable, flexible jacket repair. 3M series Scotchcast kits can
be used with portable power cable or standard cable.

Note: Scotchcast 2130 flame-retardant compound needed
to jacket the repair or splice is not included and must be
ordered separately. U.S. Mine Safety and Health
Administration acceptance No. P-142-5 MSHA.

Specifications and Ordering Information for M Series Jacket Repair Kits

Product Number M-20 M-30 M-40
Cable Diameter Range 1.60-25" 1.85-4.0" 1.85-6.0"
(41 - 64 mm) (47 - 102 mm) (47 - 152 mm)
Maximum Repair Length 13- 15" 20" 32"
(33-38cm) (51 cm) (81 cm)
Ordering Information M-20 M-30 M-40
UPC (054007-) 31392 31393 31394
Case Qty. 1 kit 1 kit 1 kit




Sealing and
Grounding

Cold shrink cable accessory sealing kits are designed to seal
the end of JCN cable. Use these kits when installing elbows
or other cable accessories that do not include a jacket seal.

3M also offers three types of sheath sealing or breakout kits;
poured resin, cold shrink and heat shrink, several heat shrink

cable sealing end caps and a variety of grounding hardware.

Cold Shrink 8450 Series Cable Accessory
Sealing Kits

The 8450 series cold shrink cable accessory sealing kits
are designed to seal the jacket end of power cables where
elbows or other cable accessories are installed. Both the
sealing tube and mastic are compatible with commonly
used power cable jacketing and semiconductive materials.

Jacketed Concentric Neutral Cable (JCN)

Specifications and Ordering Information for Cold Shrink 8450 Series Cable Accessory Sealing Kits

142
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Product Number 8452 84521 8453 8454
Cable Type Jacketed Concentric Neutral Cable (JCN)
See above for cable type illustration.
Cable Size/Volt Class:
Cable Size for 15 kV Class 2 -4/0 AWG 2 - 4/0 AWG 2/0 AWG - 1000 kemil 750 - 1500 kemil
(35 - 100 mm?) (35 - 100 mm?) (70 - 500 mm?) (380 - 725 mm?)
Cable Size for 25 kV Class 2-2/0 AWG 2-2/0 AWG 1/0 AWG - 750 kemil 600 - 1250 kemil
(35-50 mm?) (35-50 mm?) (60 - 380 mm?) (325 - 625 mm?)
Cable Size for 35 kV Class 1/0 AWG 1/0 AWG 1/0 AWG - 500 kemil 350 - 1000 kemil
(60 mm?) (60 mm?) (60 - 250 mm?) (180 - 500 mm?)
Minimum Seal Diameter 0.95" (24 mm) 0.95" (24 mm) 1.28" (33 mm) 1.60" (41 mm)
Maximum Installed Diameter 1.94" (49 mm) 1.94" (49 mm) 2.67" (68 mm) 3.50" (89 mm)
Kit Components:

Cold Shrink Sealing Tube 1 1 (1/2" longer) 1 1

Mastic Sealing Strips 3 strips 3 strips 4 strips 6 strips

6" (152,4 mm)

Instructions 1 1 1 1
Ordering Information 8452 8452L 8453 8454
UPC (054007-) 08336 44312 09676 49938
Inner Unit Pack 1/bag 1/bag 1/bag 1/bag
Case Qty. 10 kits 10 kits 10 kits 10 kits
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Cold Shrink 8460/8461 Shield Adapter Kit

3M™ Shield Adapter Kits are designed for grounding and
sealing tape, wire and UniShield shielded power cables
when using cable accessories such as elbows, modular
splices and terminations.

These cold shrink kits require no heat, special tools or
special skillstoinstall. The cold shrink kits come complete
with all necessary components (except the cable accessory)
and areinstalled in afew simple steps. We've even attached
a"“bleeder wire” to the ground strap eliminating the need for
additional wire and connectors.

Tape Shielded

S =X

(===

Wire Shielded

Sl—

([ ===]

UniShield®

Specifications and Ordering Information for Cold Shrink 8460/8461 Shield Adapter Kits

Product Number 8460 8461
Cable Type Tape Shielded, Wire Shielded, Unishield®
See above for cable type illustration.
Cable Size/Volt Class:
Cable Size for 15 kV Class 2 - 350 kemil 350 - 1000 kemil
(35 - 180 mm?) (180 - 500 mm?)
Cable Size for 25 kV Class 2 - 350 kemil 1/0 AWG - 750 kemil
(30 - 180 mm?) (180 - 380 mm?)
Cable Size for 35 kV Class 2 - 250 kemil 1/0 AWG - 500 kemil
(30 - 125 mm?) (180 - 325 mm?)
Kit Components:
Cold Shrink Sealing Tube 1 1
Mastic Sealing Strips 3 strips 3 strips
6" (152,4 mm)
Constant Force Spring 1 1
Preformed Ground Braid/Bleeder Wire 1 1
Scotch® 13 Semi-Conductive Tape 1 strip 1 strip
Instructions 1 1
Ordering Information 8460 8461
UPC (054007-) 41458 41459
Inner Unit Pack 1/bag 1/bag
Case Qty. 10 kits 10 kits




3M™ Sheath Seal Kits for
Multi-conductor Cable

3M offers three types of sheath sealing or breskout kits:
poured resin, cold shrink and heat shrink. 3M offers
two types of heat shrink cable sealing and capsand a
variety of grounding hardware.

3M 5831 and 5832 Sheath Seal Kits

" 3M Sheath Sed Kits
5831 and 5832 are
designed to seal

the sheath areafor
multiconductor cables
with or without
ground wires. They
will handle copper or
aluminum cables from
#2 AWG through 500
kemil (35-250 mm?).
For kit contents, see
chart below. Each kit
makes one seal.

143

Cold Shrink 5841 and 5842 Sheath Seal Kits

Specifications and Ordering Information for Sheath Seal Kits

3M Cold Shrink
Sheath Seal Kits 5841
and 5842 are designed
to seal the sheath area
for three conductor
cables without ground
wires. They will handle
copper or aluminum
cable from #2 AWG
through 500 kemil
(35-250 mm?). No

heat is required when
using these kits. For
kit contents, see chart
below. Each kit makes
one sedl.

Product Number 5831 5832 5841 5842
Each kit makes one seal
Conductor Size 2-3/0 AWG 4/0 AWG - 500 kemil 2-4/0 AWG 4/0 AWG - 500 kemil
(35-80 mm?) (120 - 250 mm?) (35 - 100 mm?) (120 - 250 mm?)
Maximum Jacket or Armor O.D. Range 2.6" (66 mm) 3.75" (95,2 mm) — —
Conductor Insulation O.D. Range N/A N/A 0.30-1.18" 0.77 - 1.88"
(8-30mm) (20 - 48 mm)
Cable Jacket Range — — 1.20 - 1.90" 1.80 - 3.10"
(30 - 48 mm) (46 - 79 mm)
Kit Components:
Molded sheath seal body — — 1 1
Wrap Around Mold Body 1 1 — —
3M™ ScotchCast™ 2130 1 1 — —
Abrasive Cloth 1 1 — —
Scotch® Super 33+ Vinyl Electrical Tape 1 1 — —
Scotch 130C Linerless Rubber Splice Tape 1 1 — —
3M Scotchfil™ Electrical Insulation Putty 1 1 — —
Instructions 1 1 1 1
Ordering Information 5831 5832 5841 5842
UPC (054007-) 12280 12281 12291 12292
Case Qty. 1 kit 1 kit 1 kit 1 kit

Note: The final determining factor for the 5831 and 5832 is the conductor insulation O.D. and the cable jacket O.D.
Note: The final determining factor for the 5841 and 5842 is the maximum jacket or armor diameter.
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3M™ Heat Shrinkable Cable Breakout Boots

3M Heat Shrinkable

' Product Referral Generator

HDBB cable breakout
boots are designed -
{g;ﬁ;ﬂ?\gd:nbée Insulating .......... ... ... i pg. 309
. — Heat Shrink Tubin
sealing of cable ) e
breakouts in Sealing ,
multiconductor — Heat Shrink End Caps .............. pg. 299
armored or sheathed
cables and conduit
ends. HDBB boots
are made from flame
retardant, cross-linked
polyolefin and meet
the material requirements of MIL-1-81765-1. The boots
provide excellent electrical and mechanical protection and
are supplied with an internal coating of adhesive for reliable
environmental sealing.
Specifications and Ordering Information for Heat Shrinkable Cable Breakout Boots
Product Cross UPC Cable Entry End Conductor Legs Case
Number Section (054007-) (Max. to Min.) (Max. to Min.) Qty.
HDBB-205-1-250 58793 0.80-0.37" 0.33-0.11" 1 each
(20,32 - 9,40 mm) (8,38 - 2,79 mm)
HDBB-210-1-250 35992+ 1.20 - 0.60" 0.50-0.17" 1 each
(30,38 - 15,24 mm) (12,70 - 4,32 mm)
HDBB-220-1-250 46654+ 1.90- 0.90" 0.75-0.30" 1 each
(48,26 - 22,86 mm) (19,05 - 7,62 mm)
HDBB-230-1-250 35993+ 3.00 - 1.50" 1.45- 0.50" 1 each
(76,20 - 38,10 mm) (38,10 - 12,70 mm)
HDBB-310-1-250 35994+ 0.90 - 0.36" 0.33-0.12" 1 each
(2,86 - 9,14 mm) (8,38 - 3,05 mm)
HDBB-320-1-250 35995+ 1.20- 050" 0.50 - 0.16" 1 each
(30,38 - 12,70 mm) (12,70 - 4,06 mm)
HDBB-321-1-250 35996+ 1,50 - 0.69" 0.65-0.18" 1each
(38,10 - 17,53 mm) (16,51 - 4,57 mm)
HDBB-325-1-250 35997+ 1.70 - 0.90" 0.82 - 0.30" 1 each
(43,18 - 22,86 mm) (20,83 - 7,62 mm)
HDBB-335-1-250 03409* 2.40 - 1.40" 1.25-0.50" 1 each
(60,96 - 35,56 mm) (31,75 - 12,70 mm)
HDBB-340-1-250 35998+ 3.20 - 2.00" 1.45-0.75" 1 each
(81,28 - 50,80 mm) (38,10 - 19,05 mm)
HDBB-345-1-250 58794 4.90-2.32" 2.00 - 1.00" 1 each
(124,46 - 5,93 mm) (50,80 - 25,40 mm)
HDBB-405-1-250 58795 0.90 - 0.43" 0.28-0.11" 1 each
(22,86 - 10,92 mm) (7,11 - 2,79 mm)
HDBB-410-1-250 35999+ 1.25-0.80" 0.50 - 0.19" 1 each
O (3175 - 2032 mm) (1,70 - 4,83 mm)
HDBB-415-1-250 58855 1.75-0.98" 0.79-0.28" 1 each
O (43,18 - 24,89 mm) (20,07 - 7,11 mm)
HDBB-420-1-250 36000* 2.35-1.00" 1.00-0.35" 1 each
(59,69 - 2,4 mm) 25,40 - 8,89 mm)
HDBB-425-1-250 58797 2.65 - 1.40" 1.20- 0.53" 1 each
(67,31 - 35,56 mm) (30,48 - 13,46 mm)
HDBB-430-1-250 58798 5.25 - 3.00" 1.35-0.55" 1 each
(133,35 - 76,20 mm) (34,29 - 13,97 mm)
HDBB-505-1-250 46648+ 2.36 - 0.96" 1.18-0.29" 1 each
e (59,94 - 24,38 mm) (70,73 - 7,36 mm)
HDBB-605-1-250 36001* 2.39-1.45" 0.80-0.35" 1 each
O (60,71 - 38,10 mm) (20,32 - 8,89 mm)

*UPC prefix 051135-.
*UPC prefix 051138-.

Note: Breakout boots are flame retardant and supplied with a factory-applied sealant. Unlined boots are available on special order. All boots are black in color. Standard
package is one and multiples of one.




ICEC Cable End Caps

ICEC Heat Shrinkable
Cable End Caps are
medium-duty cross-
linked, heat shrinkable
polyolefin caps that
provide areliable
method of sealing
power cables, pipes

or other cylindrical
objects. The ICEC end
caps areinstalled with
astandard heat gun or
torch. When applied,
they provide a shrink-

146 tight fit conforming to
the object covered. On shrinking, an adhesive/lining will melt
and bond to the cable jacket, providing an environmental seal.

Standard Color: Black.

Heavy-Duty SKE Ends Caps

Heat Shrinkable End Caps are typically used to seal cable
ends and provide moisture, mechanical and environmental
protection. SKE end caps are for heavy-duty applications.
3M™ SKE end caps are manufactured from semi-rigid
flame retardant, cross-linked polyolefin. They are supplied
with afactory applied adhesive lining for reliable
environmental sealing. Six different sizes accommodate
abroad range of cable diameters.

Standard Color: Black.

Expanded, As Supplied, Part

Fully Recovered Part (After Heating)

P

-
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A
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Product UPC Expanded/ Case

Number (051135-)  Recovered I.D. Length Qty.

ICEC-201-A 03414 0.80/0.36" 25" 10 each

(Boxed) (20/9 mm) (64 mm)

ICEC-201-A 03413 0.80/0.36" 25" 50 each

(Bulk) (20/9 mm) (64 mm)

ICEC-202-A 03418 1.75/0.70" 3.0" 10 each

(Boxed) (44/18 mm) (76 mm) |
ICEC-202-A 03417 1.75/0.70" 3.0" 50 each J Dia
(Bulk) (44/18 mm) (76 mm) )
ICEC-203-A 03421 3.50/1.65" 42" 5 each [
(Boxed) (89/42 mm) (107 mm)

ICEC-203-A 03420 3.50/1.65" 42" 20 each

(Bulk) (89/42 mm) (107 mm)

Note: End caps are supplied with a factory-applied sealant. Uncoated product is
available on special order.

SKE End Caps

Specifications and Ordering Information for Heavy-Duty SKE End Caps

Part UPC H Dia. J Dia. For Cable Case
Number (051138-) Min. X Max. R Max. R P +10% R R+10% R  W+20% R Diameters Qty.
SKE 4/10 48153 0.39 (10,0) 0.16 (4,0) 0.12 (3,0) 1.32 (33,5) 1.18 (30,0) 0.08 (2,0) 0.16-0.31(4-8) |50each
SKE 8/20 48154 0.79 (20,0) 0.30(7,5) 0.26 (6,5) 2.18 (55,3) 1.97 (50,0) 0.09 (2,3) 0.31-0.43(8-11) |50each
SKE 15/40 48155 1.57 (40,0) 0.59 (15,0 0.41 (10,5) 3.54 (90,0 3.15(80,0) 0.12 (3,0) 0.59-1.26 (15-32) |10each
SKE 25/63 48156 2.48 (63,0) 0.98 (25,0) 0.63 (16,0) 5.63(1433) | 5.12(130,0) | 0.13(3,3) | 1.00-1.97 (25-50) |10 each
SKE 30/76 48157 2.99 (76,0) 1.18 (30,0) 0.67 (17,0) 6.22(158,0) | 5.91(150,0) 0,16 (4.0) 1.18-2.36 (30- 60) |10 each
SKE 45/100 48158 3.94(100,0) 1.77 (45,0) 1.02 (26,0) 6.40(162,5) | 5.50(140,0) | 0.16(40) | 1.77-3.15(45-80) |10 each
NOTES:

1. All dimensions in both inches and metric - all angles in degrees.

2. Dimensions in table: X= Expanded (Minimum) R= Recovered (Maximum)

3. Color: Black
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3M™ SG-2 and SG-3 Hi-Amp Splice Grounding
Accessory Kit for 15 kV, 25 kV and 35 kV

Tape Shielded Cable

b  oaam =——

LC Shielded Cable

3M SG-2 and SG-3 Hi-Amp Splice Grounding Accessory
Kit are designed to accommodate the shielding and
grounding of inline splices made on LC, heavy-duty tape and
conventiona tape shielded power cables. The SG-2 and
SG-3 designs provide afault current capacity of 15,000
Ampsfor 15 cycleson 15, 25 and 35 kV class cables.

The SG-2 and SG-3 kits were designed to accommodate
all 3M Quick Splice bodies as well as most other rubber-
molded inline splices currently used in the electrical power
distribution industry.

The SG-2 and SG-3 copper screen sleeves are applied
over molded rubber splices on cables with shield diameters
ranging from 1.25" (32,0 mm) to 2.25" (57,2 mm). In most
cases thiswill include conductor sizes between 350 kemil
and 1000 kemil and voltage classes of 15 kV through 35 kV.
The SG-2 and SG-3 copper screen sleeves and the preformed
ground connection braid have a capacity greater than that of
#4 AWG copper wire and are fault current rated at 15,000
amps for 15 cycles. The SG-3 Kit hasalarger CMA (greater
than 2AWG) copper screen sleeve and two constant force
springs per end. This provides additional neutral current
capacity.

Following SG-2 and SG-3 component installation, 3M
Cold shrink S}1A, SJ-2A, SJ-3A, heat shrink HSJ series or
Scotch® rubber mastic and vinyl tape systems are the
recommended choices for sealing and regjacketing the
installed, shielded splice. Each kit provides shielding and
grounding for one splice.

Refer to the ordering table on page 301 for cable and
accommodation. Final determining factor, for cables not
specified, is a shield diameter range from 1.25" (32,0 mm)
minimum through 2.25" (57,2 mm) maximum.

3M 8473 Hi-Amp Accessory Grounding Kit
for 15, 25 and 35 kV

3M 8473 Hi-Amp Accessory
Grounding Kit is designed to
accommodate the grounding of
accessoriesinstalled on LC, heavy-
duty tape and conventional tape-
shielded power cables. The 8473
design provides afault current
capacity of 15,000 Ampsfor 15
cycleson 15 kV, 25 kV and 35 kV
class cables.

Product application range for
the 8473 kit includes cable sizes from
350 kemil through 1000 kemil in
15 kV through 35 kV voltage classes
asindicated in the table on page 301.

The 8473 kit was designed to be used with 600-Amp
elbows and other accessories where cable jacket-to-
accessory sealing and high-ampacity grounding is desired.

The 8473 preformed ground braid has a fault current
capacity of 15,000 Amps for 15 cycles with an equivalent
cross-sectional area greater than #4 AWG copper wire.
Each kit provides grounding and sealing for one accessory.

(N ———

Tape Shielded Cable

[ —
T
LC Shielded Cable

Refer to the ordering table on page 301 for cable
accommodation. Final determining factor, for cables not
specified, is a shield diameter range from 1.25" (32,0 mm)
minimum through 2.25" (57,2 mm) maximum.

3M GSHA-8 QT-IlI Hi-Amp Grounding
Accessory Kit for 15, 25 and 35 kV

3M GSHA-8 QT Il termination
grounding accessory kit is designed
to accommodate the grounding of
terminations made on L C, heavy-duty
tape and conventional tape-shielded
power cables. The GSHA-8 QT I
design provides afault current capacity
of 15,000 Ampsfor 15 cycleson
15kV, 25kV and 35 kV class cables.

The GSHA-8 kit is designed to
be used in conjunction with 3M QT-II
terminations in applications where
high-ampacity grounding is desired.

The GSHA-8 product will
accommodate cable sizes ranging
from 350 kcmil through 1000 kemil
and voltage classes of 15 kV through
35 kV. The performed ground braid
contained in the GSHA-8 kit has a
fault current capacity of 15,000 Ampsfor 15 cycles. Each
kit provides shielding and grounding for one termination.

Refer to the ordering table on page 301 for cable

information. Final determining factor, for cables not
specified, is a shield diameter range from 1.25" (32,0 mm)
minimum through 2.25" (57,2 mm) maximum.

g« -

Tape Shielded Cable
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LC Shielded Cable




3M™ 2252 Cable Grounding Kit
3M 2252 Cable

Grounding Kit W
provides asimple yet )

reliable and secure Jacketed Concentric Neutral Cable (JCN)
method for grounding

and resealing the

jacket of power

cables. The kitsare

designed for use with

JCN power cables

ranging from #2 AWG

to 4/0, through 35 kV.

147

Note: REA acceptance listed in REA Bulletin 43-5.

Specifications and Ordering Information for 3M Sealing and Grounding Products
15kV, 25 kV and 35 kV

Product Number SG-2 SG-3 8473 GSHA-8 2252
Cable Type Tape Shielded Cable, LC Shielded Cable Jacketed Concentric
See page 220 for cable type illustration. Neutral Cable (JCN).

See above for
cable type illustration.

Each kit provides grounding and sealing for 1 splice or termination

@)
@
=
@
>
0
o)
D
)
)
o
q
<
5
e
o
o
c
0
~+
»
n
®
D
=
«Q
Q
>
Q.
©
o
=
>
=
>
«Q

Shield O.D. Range 1.25-2.25" 1.25-2.25" 1.25-2.25" 1.25-2.25" —
(132,0- 52,2 mm) (132,0- 52,2 mm) (132,0 - 52,2 mm) (132,0 - 52,2 mm)
Conductor Range 350 - 1000 kemil 350 - 1000 kemil 350 - 1000 kemil 350 - 1000 kemil 2-4/0 AWG
(35-100 mm?)
Circular Mil Area 61,000 72,000 — — —
Kit Contents:
PST Cold Shrink Tube — — 1 — —
Roll of Scotch® 13 Semiconducting Tape — — — 1 —
Roll of Scotch 2228 Rubber Mastic Tape — — — — 1
Roll of Scotch Super 33+ Vinyl Electrical Tape — — — — 1
Tin-plated copper “C” connector — — — — 1
10" (25,4 cm) Length of tin plated copper braid — — — — 1
Copper screen sleeve 1 1 — — —
Mastic seal strip 3 3 1 1 1
Constant-force spring 2 4 1 1 1
Preformed ground braid 1 1 1 1 —
Instructions 1 1 1 1 1
Ordering Information SG-2 SG-3 8473 GSHA-8 2252
UPC (054007-) 50041 41511 50043 50042 08335

Case Qty. 10 each 10 each 10 each 10 each 10 each




3M™ GS Series Ground Strap Assembly

3M GS series ground
strap assembly kit

is designed for
grounding tape- and
wire-shielded power
cables. Check that
cable conductor size
matches the ground
strap assembly shown
in the ordering table
below. Each kit
contains three spring
and strap connecting
assemblies.

148
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Tape Shielded Cable

[

Wire Shielded Cable

Specifications and Ordering Information for 3M GS Series Ground Assembly
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Product Number GS-1 GS-2 GS-3
Cable Type Jacketed URD Cable (JCN)
See above for cable type illustration.
Strap Length x Width 4.75"x0.31" 7.12"x0.62" 6.87"x 0.62"
Conductor Size:
5 kV-100% 8-3/0 2/0 - 750 600 - 2000
90 mils (10 - 80) (70 - 325) (325 - 1000)
5kV-133% 8-1/0 1/0 - 750 500 - 2000
8KV -100% (10 - 50) (60 - 325) (300 - 1000)
115 mils
8 kV-133% 8-1 1-600 400 - 1750
140 mils (10-38) (50 - 300) (240 - 850)
15 kV- 100% — 2-500 350 - 1750
175 mils (35 - 250) (180 - 850)
15 kV- 133% — 2-350 250 - 1500
220 mils (35 - 180) (125 - 725)
25 kv — 2-400 3/0 - 1000
260 mils (35 - 200) (95 - 500)
35kV — 1/0 - 300 1/0 - 750
345 mils (60 - 150) (60 - 325)
Ordering Information GS-1 GS-2 GS-3
UPC (054007-) 33976 33977 33978
Inner Unit Pack 3/bag 3/bag 3/bag
Case Qty. 9 each 9 each 9 each
Product Information for Constant Force Springs
Product Number CFS-0.47/0.78 CFS-0.80/1.50 CFS-1.00/2.20 CFS-1.50-3.00 CFS-1.50/3.00W CFS-1.80/4.00
Application Range
Min. (in./mm) 0.50 (12,7) 0.80 (20,3) 1.00 (25,4) 1.50 (38,1) 1.50 (38.1) 1.80 (45,7)
Max. (in./mm) 0.75 (19,0 1.50 (38,1) 2.20(56,0) 3.00(76,2) 3.00(76,2) 4.00 (101.6)
Width (in./mm) 0.500 (12,7) 0.625 (15,9) 0.625 (15,9) 0.625 (15,9) 0.750 (19,0) 0.625 (15,9)
STD. Carton 30 30 30 9 9 9
UPC (054007-) 42372 42374 42375 42376 42378 42379




Insulating and
Sealing
Compounds

Scotchcast™ insulating and sealing compounds are
compatible with most cable insulations and jackets

and accommodate many splices including odd-shaped
connectors. These compounds feature a high degree

of mechanical strength and provide moisture resistance
for above ground and buried applications.

Product Information for Scotchcast Insulating and Sealing Compounds
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Gel Used in Maximum
Product Time Energize these Operating
Number Description @ 73° (23°C) Time 3M Kits Temperature Color
Scotchcast PERMANENT 16 mins. 45 min.* 82-A series 194°F (90°C) Black
4 Electrical rigid, hard material 82-B1 continuous
Insulating Resin  |insulating up to 8 kV 85-14CP 266°F (130°C) 5
jacketing up to 90-B1 overload n
69 kV epoxy 482°F (250°C) c
intermittent -
=
Scotchcast PERMANENT 18 mins. Immediately 72-N 194°F (90°C) Dark -]
2104 Electrical semi-flexible 85 series continuous Green (@]
Insulating and 1000 volts max. 266°F (130°C) Q
Sealing polyurethane overload S
Compound o
P
Scotchcast REENTERABLE 69 mins. Immediately 78-R series 194°F (90°C) Amber, QD
2112 Reenterable flexible continuous Transparent =
Electrical polybutadiene 266°F (130°C) =
Insulating Resin overload «
@)
o
Scotchcast FLAME 15 mins. Immediately 5750, 5760, 194°F (90°C) Black o
2130 Flame RETARDANT 5831, 5832, continuous (@)
Retardant semi-flexible 82-F1, 82-F2, 266°F (130°C) C
Compound 5000 volts max. 82-BF1, overload >
Permanent M-20, -30, -40 o
urethane 2]
MSHA P-142-5
Scotchcast FLEXIBLE 15 mins. Immediately UL Listed 2L02 Black
2135 Wet-Niche wet niche putty 220°F
Potting urethane (105°C)
Compound

*At 73°F (23°C) and cooler temperatures, resin will cure slower. Do not energizer until resin has cooled and solidified.
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Specifications and Ordering Information for Scotchcast™ Resins

Product Number UPC (054007-) SizelType of Package Inner Unit Pack Case Qty.
Scotchcast 4 Electrical Insulating Resin
4 43165 AJ3.20z. (90 g) 1/box 10 each
4.8 cu. in. (78,6 cu. cm)
4 43166 B/7.4 0z. (209 g) 1/box 10 each
11.2 cu. in. (183,5 cu. cm)
4 43167 Cl14.7 0z. (418 g) 1/box 10 each
22.3 cu. in. (365,4 cu. cm)
4 04206 D/22.2 0z. (630 g) 1/box 10 each
33.6 cu. in. (550,6 cu. cm)
4 04207 E/10.4 0z. (294 g) 1/box 10 each
15.7 cu. in. (257,2 cu. cm)
Scotchcast 2104 Electrical Insulating and Sealing Compound
2104 31189 A/3.46 0z. (98 g) 1/box 10 each
5.7 cu. in. (93,4 cu. cm)
2104 31382 B/7.4 0z. (210 g) 1/box 10 each
12.6 cu. in. (206,4 cu. cm)
2104 31383 Cl14.82 0z. (420 g) 1/box 10 each
25.4 cu. in. (416,2 cu. cm)
2104 11849 D/23.8 0z. (675 Q) 1/box 10 each
40.8 cu. in. (668,5 cu. cm)
Scotchcast 2112 Reenterable Electrical Insulating Compound
2112 42049 C/12.3 0z. (350 g) 1/box 10 each
23.7 cu.in. (338,3 cu. cm)
2112 42050 D/21.2 0z. (600 g) 1/box 10 each
40.6 cu. in. (665,3 cu. cm)
Scotchcast 2130 Flame Retardant Compound
2130 31401 B/7.6 0z. (216 g) 1/box 10 each
10.7 cu. in. (175,3 cu. cm)
2130 31402 Cl21.7 0z. (616 g) 1/box 10 each
30.5 cu. in. (499,8 cu. cm)
2130 Part A 50237 Al5gal. (18,93 L) 45
2130 Part B 50238 B/5 gal. (18,93 L) 54
2135 Wet-Niche Potting
2135 69798 F/1.83 0z. (52,5 g) 1/box 10 each
3.3 cu. in. (54,0 cu. cm)
2135M Cable Repair Compound
2135M 50433 F/1.83 0z. (52,5 g) 1/bag 10 each

3.3 cu. in. (54,0 cu. cm)




3M MB-1 Cross-Arm Mounting Bracket

3M MB-1lisacross
arm bracket for use
in holding terminated
cable. The MB-1

Hardware
Accessories

isideal to use when (@)
) ) ordering the MB or Q
3M™ MB and MBS Series Mounting Brackets MBS termination o
The B nd MBS g ket e Kl
Series Mounting page.
Brackets have been >
designed to mount (@)
3M’s molded rubber @)
terminations. These Q)
brackets are attached 15 n
to the cable just below 0
the termination. This _q
provides atongue that <
: can then be attached
Single Double to an MB-1 mounting U
bracket or to any other 3
support. The MB series brackets are made from galvanized o
steel. The MBS series are made from stainless steel to cC
provide additional corrosion protection in highly 9
contaminated environments. ~—+
e . . . n
Specifications and Ordering Information for 3M Hardware Accessories
Product upC Cable Inner Case 5
Number (054007-) 0.D. Range Unit Pack Qty. Qty. wn
c
MB-3 14754 0.80 - 1.25" (20 - 32 mm)* 1/bag 10 each Q_J
MB-4 14755 1.10 - 1.50" (28 - 38 mm) 1/bag 10 each =
MB-5** 08200 1.45 - 1.95" (37 - 50 mm) 1/bag 10 each (g
MB-6** 08286 1.80 - 2.40" (46 - 61 mm) 1/bag 10 each Q
MB-1 11230 — 1/bag 10 each -
MBS-4%* 49685 1.10 - 1.70" (28 - 43 mm) 1/bag 10 each o
MBS-5** 49686 1.45 - 1.95" (37 - 50 mm) 1/bag 10 each ((',D)
MBS-6** 49687 1.80 - 2.40" (46 - 61 mm) 1/bag 10 each Q
*Caution: Use cable O.D., not insulation O.D. for determining the proper size. S
**Has double clamps. )
S
Metal Clad Jacketed Cable Connectors — Connector Cross Reference 3
Trade Size Cable Jacket Range Crouse-Hinds Appleton T&B O-ZI/Gedney -8
(inches) inches (TMC or TMCX) (=
(NPT Size) Min. Max. a
12 0.46 071 TMCX165 TMCX6550 ST050-462, ST050-464 JMC-50-71 wn
3/4 0.65 093 TMCX285 TMCX8875 ST075-467, STO75-468 JMC-75-115 =
1 1.10 1.45 TMCX3112 TMCX118100 ST100-469 JMC-100-145 g:E
1-1/4 1.37 1.79 TMCX4140 TMCX140125 ST125-470, ST125-550, JMC-125-179 =
ST125-471 g_
1112 1.74 215 TMCX5161 TMCX166150 ST150-472, ST150-473 JMC-150-215 >
2 2.03 259 TMCX6206 TMCX206200 ST200-551, ST200-474, JMC-200-259 @
ST200-475, ST200-476
2-112 247 3.03 TMCX7247 TMCX251250 ST250-477, ST250-478 JMC-250-303 ?
3 293 361 TMCX8302 TMCX304300 ST300-479, ST300-480, JMC-300-361 (@)
ST300-481 8
3112 355 423 TMCX9352 TMCX359350 ST350-482, ST350-483 JMC-350-423 wn
4 4.05 473 TMCX10402 TMCX402400 ST400-484, ST400-485 JMC-400-473 2
=
(7}




Corrosion
Protection Kits

3M™ CPT Series Cold Shrink Corrosion Protection Kits are
designed to provide a quick and easy method for protecting
bulkhead termination connectors from the corrosive
influences of wet and salt-fog installation environments.

A CPT series assembly is an open-ended tubular rubber
sleeve which is factory expanded and assembled onto a
removable core. The core isremoved after the assembly has
been positioned for installation over a bulkhead terminator
connector. Mastic strips are provided for sealing between
NPT fitting threads and the enclosure in use (junction box,
cabinet, panel board, etc.). CPT insulating sleeves are made
of an EPDM rubber that contains no chlorides or sulfers.
Ten kits accommodate 1/2" through 4" bulkhead connectors.

To extend the useful life of this product in applications
where continuous exposure to high levels of ultra-violet
radiation are expected, overwrap with Scotch® Super 33+
or Scotch 70 Silicone Tape.

Features:

» Simpleinstallation, requires no tools
Accommodates a wide range of connectors and
No torches or heat required

Good thermal stability

Sealstight, retainsits resiliency and pressure after

Excellent wet electrical properties

Salt spray resistant. Meets requirements of ASTM B287,
in a5% salt solution with a3.0-3.1 pH

Water-resistant. Meets the water seal requirements

of ANSI C119.1

Resists fungus

prolonged years of aging and exposure ¢ Resistsacids, alkalies and ozone

CPT Series Corrosion Protection Kit Sizing Guide
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Cable O.D. Connector Inner
Product Number UPC (Minimum) Maximum O.D. Maximum Installed Unit Case
(NPT size) (054007-) in. (mm) in. (mm) Length in. (mm) Pack Qty.
CPT-112 43021 0.50 (13) 1.60 (41) 450 (114) each 10
CPT-3/4 43022 0.66 (17) 1.90 (48) 4.80 (122) each 10
CPT-1 43023 0.66 (17) 2.20 (56) 4.80 (122) each 10
CPT-1-1/4 43024 1.22 (31) 2.65 (67) 4.80 (122) each 10
CPT-1-1/2 43025 1.40 (36) 3.00 (76) 5.50 (140) each 10
CPT-2 43026 1.68 (43) 3.60 (91) 6.50 (165) each 10
CPT-2-112 43027 1.97 (50) 4.30 (109) 8.50 (215) each 5
CPT-3 43028 2.60 (66) 5.40 (137) 8.50 (215) each 5
CPT-3-112 43029 2.90 (74) 6.00 (152) 10.0 (254) each 5
CPT-4 43030 2.90 (74) 6.00 (152) 10.5 (267) each 5




Preparation and
Cleaning

Scotch-Brite™ 07440 Series Hand Pads

3M™ Scotch-Brite
pads make the
toughest cleaning
jobs easier. These
pads are so versatile
they will out-perform
steel wool, wire
brushes, sandpaper
and other nonwoven
surface conditioning
products and can be
used with water or
solvents. They resist
tearing, splintering,

152 shredding and loading

and will never rust.

All Scotch-Brite pads measure 6 x 9" (152 x 228 mm).
Blending Pads are made of a coarse mineral abrasive.
General Purpose Pads are reusable—they rinse clean and
are constructed of a nylon web. Ultra Fine Pads are highly

conformable.

Select the Scotch-Brite pads for your specific abrasion
needs and carry them with you everywhere you work. Y ou
can use them on virtually any surface material, including all
kinds of metals, plastics, composites, ceramics, porcelain,

glass and rubber.

3M CC Series Cable Cleaning System

3M CC cable cleaning
system cleans cable
insulation, metal,
electrical and
mechanical parts.

It can be used for
PCB cleanup and

in parts cleaners

for degreasing.

CC series solvent
isaso suitable for
use on transformers,
generators, motors
and metal parts of
all sorts. It removes
surface oils, tars
and heavy greases. Use of solvent on carbon-containing
semiconductive surfaces such as cable insulation shields
is not recommended.

CC series solvent can effectively replace 1.1.1-
trichlorethane and other hazardous solvents. Neither
CC series solvent nor itsingredients are presently subject
to regulations that would inhibit shipping, packaging
or applications.

CC-Dry contains three each 4 x 8" (102 x 203 mm)
lintless non-woven pads packed in abag. These are used
for drying the common citrus cable cleaner (CC series) off
of cable installation when preparing cable. The CC-2-Dry
Kit contains a CC-2 Kit and three each dry lintless pads.

Product Information for Scotch-Brite 07440 Series Hand Pads

Product Number

7446-Blending Pads

7447-General Purpose Pads

7448 Ultra Fine Pads

Features + Hand blending and finishing stainless « Scuff sanding, cleaning, finishing * Light duty — ideal for cosmetic
steel and aluminum and deburring cleaning and creating
* Light oxide removal + Use for car reconditioning — cleaning consistent finishes
* Paint removal upholstery, headliners, white-wall
+ Wood highlighting tires, door pads and chrome
+ Deburring metals and ceramics
+ Cleaning machinery
Electrical Applications + Cleaning cable jackets, insulation and conductors
+ Cleaning and polishing bus bar
+ Cleaning insulators and cable accessories
* Rust removal from metal cabinets
* Relay contact cleaning
+ Battery connections
Color Gray Maroon Gray
Size 6 x 9" (152 x 228 mm) 6 x 9" (152 x 228 mm) 6 x 9" (152 x 228 mm)

Ordering Information

7446-Blending Pads

7447-General Purpose Pads

7448 Ultra Fine Fads

UPC (048011-) 04051 04029 04028
Pads/Box 10 20 20
Case Qty. 4 boxes 3 boxes 3 boxes

Specifications and Ordering Information for 3M CC Series Cable Cleaning System

Product Number CC-2 CC-DRY CC-2-DRY CC-3 CC-4

Description Cable Cleaning Cable Cleaning Pads Cable Cleaning Pads Cable Cleaning Pad Kit Cable Cleaning Solvent
Preparation Kit and Kit (quart hottle)

UPC (054007-) 49563 43415 43414 49564 49565

Case Qty. 10 each 10 each 10 each 10 each 4 each
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Scotch® A-3 Electrician’s Abrasive Roll

Scotch A-3isa
120-grit, closed-coat
aluminum oxide

strip, whichis
nonconductive and
flexible. It is packaged

in adispenser-type box.
154
Product UPC Size/Type of Inner Case
Number (054007-) Package Unit Pack Qty.
A-3 11560 1" x yd./Grit 120J 1/box 5rolls
(25,4 mm x 22,7 m)
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3M
Heat Shrinkable Products

* Heavy-Wall Tubing pg. 311 e« Adhesive-Lined Tubing pg. 321
* Medium-Wall Tubing pg. 314 < BusBar Tubing pg. 323
* Thin-Wall Tubing pg. 316

3M offersafull line of heat shrinkable tubing and devices.

If the product, product size or product length you need is

not listed in this catalog, contact your 3M Electrical Products
distributor or sales representative for a quote.

3M™ Heat Shrink Tubing Selector Guide

Product Material/Typical Applications Application Specifications
Thin-Wall Tubings
FP-301 Flexible Polyolefin (2:1 Shrink) tubing for general purpose MIL-I-23053/5, Class 1 and 2; AMS-3636;
insulation; identification; UL, CSA and MIL-I-23053/5 AMS-3637;File E39100;
applications; cable and component covering (black, white, CSA LR38227
red, blue, clear, green and yellow). Rated to 135°C.
Kynar® Semi-rigid, thin-wall (2:1 Shrink) heat-resistant transparent MIL-DTL-23053/18, Class 1; MIL-DTL-

insulation and marking for electronic and appliance applications.
Rated to 175°C.

23053/8; AMS-3632; UL File E-39100,
VW-1, E69751; CSA LR38227 OFT

Thin-Wall Adhesive-Lined
EPS-300

Flexible, polyolefin tubing (3:1 Shrink) with adhesive;
insulation, strain relief and environmental protection

for automotive and marine wire bundles and splices.
(black). Rated to 110°C.

MIL-1-23053/4, Class 3;
File 15227

MW Semi-rigid, polyolefin tubing (2.5:1 Shrink) with adhesive; MIL-I-23053/4, Class 1; AMS-3534
insulation strain relief and sealing electrical connections File 15227
and electrical components. (black). Rated to 110°C.
Medium-Wall
IMCSN Adhesive lined, medium wall polyolefin (3:1 Shrink).
Split resistant tubing for electrical splices, connections;
moisture seals and mechanical protection.
Rated to 1000V. (black)
MDT Adhesive lined, thick wall polyolefin (3:1 Shrink). Flame-retardant, MIL-I-23053/15, Class 1
split resistant tubing for electrical splices, connections;
mechanical and abrasion resistance. Rated to 1000V.
(black, not printed)
Heavy-Wall
ITCSN Adhesive lined, thick wall polyolefin (3:1 Shrink), split UL 486D, File E102356
resistant tubing for electrical splices, connections; mechanical
and abrasion resistance. Rated to 1000V. (black)
HDT Adhesive lined, medium wall polyolefin (3:1 Shrink). Flame-retardant, MIL-I-23053/15, Class 2

split resistant, tubing for electrical splices, connections;
moisture seals and mechanical protection. Rated to 1000V.
(black, not printed)

Bus Bar Insulation
BBI-A

See page 311

Conforms to requirements of ANSI/IEEE
#C37.20
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3M™ Heat Shrink Tubing Selector Guide

FP-301 MW EPS-300 IMCSN
Typical Properties
Operating Temperature Range 131°F to +275°F 131°F to +230°F 131°F to +230°F 131°F to +230°F
(-55°C to +135°C) (-55°C to +110°C) (-55°C to +110°C) (-55°C to +110°C)
Shrink Temperature (Min.) 212°F (100°C) 275°F (135°C) 250°F (121°C) 250°F (121°C)
Shrink Ratio 21 251 31 31
Standard Sizes Expanded Diameter 3/64" to 4" 1/8"to 1" 1/8"to 1 1/2" 0.400" to 6"
(1,19 to 101,6 mm) (3,18 to 25,4 mm) (3,18 to 38,1 mm) (10,16 to 152,4 mm)
Dielectric Strength (V/Mil) 900 900 700 500
Volume Resistivity (ohm-cm) 10*® 10° 10" 10
Tensile Strength (psi) 2400 2200 2100 2400
Elongation (%) 400 400 450 450
Longitudinal Change (+ %) +5% +1, -10% +1, -15% +1, -10%
Specific Gravity 13 1.0 13 1.28
Flammability Self-extinguish meets UL 224 nla Outer Jacket Self-extinguish N/A
flame test except clear meets UL 224 flame test
Corrosive Effect Non-corrosive Non-corrosive Non-corrosive Non-corrosive
Abrasion Resistance Good Good Good Good
Fuel & Oil Resistance Good Good Good Good
Solvent Resistance Excellent Excellent Good Excellent
Resistance to Acids & Alkalis Excellent Excellent Excellent Excellent
ITCSN HDT MDT Kynar®
Typical Properties
Operating Temperature Range 131°F to +230°F 131°F to +230°F 131°F to +230°F -67°F to +347°F
(-55°C to +110°C) (-65°C to +110°C) (-65°C to +110°C) (-55°C to +175°C)
Shrink Temperature (Min.) 250°F (121°C) 250°F (121°C) 250°F (121°C) 347°F (175°C)
Shrink Ratio 31 31 31 21
Standard Sizes Expanded Diameter 0.400 to 4.30" 0.300 to 7.00" 0.400 to 4.30" 3/64t0 2"
(10,16 to 152,4 mm) (7,62 t0 177,8 mm) (10,16 to 152,4 mm) (2,29 t0 50,8 mm)
Dielectric Strength (V/Mil) 500 500 500 900
Volume Resistivity (ohm-cm) 10" 10 10 10"
Tensile Strength (psi) 2400 2400 2400 5500
Elongation (%) 475 475 475 350
Longitudinal Change (£ %) +1, -10% +1, -10% +1, -10% +1, -10%
Specific Gravity 1.28 1.28 1.28 17
Flammability N/A Flame-retardant Flame-retardant Self-extinguish meets
UL 224 VW-1 Test
Corrosive Effect Non-corrosive Non-corrosive Non-corrosive Non-corrosive
Abrasion Resistance Good Good Good Excellent
Fuel & Oil Resistance Good Good Good Excellent
Solvent Resistance Good Good Good Excellent
Resistance to Acids & Alkalis Excellent Excellent Excellent Excellent




Heavy-Wall
Tubing

3M™ |TCSN Heavy-Wall Cable Sleeves for 1 kV
Shrink Ratio 3:1
3M ITCSN heat shrinkable -

cable sleeves providereliable
performance for electrical splices, —_— -
connections and terminations,

aswell as mechanical and

environmental protection. ITCSN S
heavy-wall cable sleeves are cross-linked polyolefin. They
are highly split resistant and fast shrinking to provide rapid
installation. The cut-to-length sleeves come standard with

packaging choices or look for the counter merchandiser

assortment at a 3M authorized distributor. Rated to 1 kV, UL

Listed 486 D for 600V. File Number E102356. CSA rating.
When ordering, please specify boxed, bulk, tamper evident

afactory-applied adhesive/sealant. Order any of several

bag or merchandising display to assure proper pricing.

Specification and Ordering Information for 3M ITCSN Cut Lengths (Black Only)
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Product UPC (054007-) Typical Cable Expanded/ Case Qty Certifications
Number Boxed Bulk Range Recovered |.D. Length Boxed  Bulk and Listings
ITCSN-0400-6 08887 08963 12-6 AWG 0.40/0.15" 6" 25 100
(4-10 mm?) (10,2/3,8 mm) (15,2 cm) pieces @ElOZBSG @
ITCSN-0400-48 08902 08964 12-6 AWG 0.40/0.15" 48" 5 20 @ 02355 @
(4-10 mm?) (10,2/3,8 mm) (121,9 cm) pieces E10235
ITCSN-0800-6 40067 08965 8-1/0 AWG 0.80/0.20" 6" 25 100 @ 02355 @
(10-50 mm?) (20,3/5,1 mm) (15,2 cm) pieces E10235
ITCSN-0800-9 08890 08966 8-1/0 AWG 0.80/0.20" 9" 25 100 @ 02355 @
(20-50 mm?) (20,3/5,1 mm) (22,9 cm) pieces E10235
ITCSN-0800-12 08889 08967 8-1/0 AWG 0.80/0.20" 12" 25 100 @ 02355 @
(20-50 mm?) (20,3/5,1 mm) (30,5¢cm) pieces E10235
ITCSN-0800-48 08903 08968 8-1/0 AWG 0.80/0.20" 48" 5 20 @ 02355 @
(20-50 mm?) (20,3/5,1 mm) (121,9 cm) pieces E10235
ITCSN-1100-6 08894 08969 2-4/0 AWG 1.10/0.37" 6" 25 100 @ 02355 @
(35-95 mm?) (27,9/9,4 mm) (15,2 cm) pieces E10235
ITCSN-1100-9 08893 08970 2-4/0 AWG 1.10/0.37" 9" 25 100 @ 02355 @
(35-95 mm?) (27,9/9,4 mm) (22,9 cm) pieces E10235
ITCSN-1100-12 08892 08971 2-4/0 AWG 1.10/0.37" 12" 10 100 @ 02355 @
(35-95 mm?) (27,9/9,4 mm) (30,5¢cm) pieces E10235
ITCSN-1100-48 08904 08972 2-4/0 AWG 1.10/0.37" 48" 5 20 @ 02355 @
(35-95 mm?) (27,9/9,4 mm) (121,9 cm) pieces E10235
ITCSN-1500-9 08897 08973 3/0 AWG-400 kemil 1.50/0.50" 9" 10 50 @ 02355 @
(95-185 mm?) (38,1/12,7 mm) (22,9 cm) pieces E10235
ITCSN-1500-12 08896 08974 3/0 AWG-400 kemil 1.50/0.50" 12" 10 50 @ 02355 @
(95-185 mm?) (38,1/12,7 mm) (30,5cm) pieces E10235
ITCSN-1500-48 08905 08975 3/0 AWG-400 kemil 1.50/0.50" 48" 5 20 @ 02355 @
(95-185 mm?) (38,1/12,7 mm) (121,9 cm) pieces E10235
ITCSN-2000-9 08900 08976 250-750 kemil 2.00/0.65" 9" 10 50 @ 02355 @
(150-300 mm?) (50,8/16,5 mm) (22,9 cm) pieces E10235
ITCSN-2000-12 08899 08977 250-750 kemil 2.00/0.65" 12" 10 50 @ 02355 @
(150-300 mm?) (50,8/16,5 mm) (30,5¢cm) pieces E10235
ITCSN-2000-48 08906 08978 250-750 kemil 2.00/0.65" 48" 5 20 @ 02355 @
1(150-300 mm?) (50,8/16,5 mm) (121,9 cm) pieces E10235
ITCSN-3000-12 08901 08979 600-1250 kemil 3.00/1.00" 12" 10 50 @
(400-625 mm?) (76,2/25,4 mm) (30,5cm) pieces
ITCSN-3000-48 08907 08980 600-1250 kemil 3.00/1.00" 48" 5 20 @
(400-625 mm?) (76,2/25,4 mm) (121,9 cm) pieces
ITCSN-4500-48 37979 08981 1500-2500 kemil 4.50/1.50" 48" 5 20 @
(800-1000 mm?) (114,3/38,1 mm) (121,9 cm) pieces
ITCSN-6000-48 37980 08982 2.1-4.8" 6.00/1.80" 48" 5 20 @
(53-122 mm?) (152,4/45,7 mm) (121,9 cm) pieces

Note: Flame-retarded ITCSF and other sizes and lengths are available subject to quote. Uncoated product is available on special order—order part number with the suffix “U”.




Specification and Ordering Information for 3M ™ | TCSN Tamper Evident Bags

Note: Reels are not supplied with factory-applied adhesive/sealant.

Specification and Ordering Information for 3M ITCSN Counter Merchandiser Assortment
UPC 054007-50500, black only, case quantity 1, contents include:

Product UPC Expanded/ Case Certifications
Number (054007-) Description Recovered |.D. Qty. and Listings
ITCSN-0400-6 (black) 50475 6" (15,2 cm) pieces, 6 per bag 0.40/0.15" (10,2/3,8 mm) 12 packs @ E102356 @
O)1  TCSN-0400-6 (red) 38153 6" (15,2 cm) pieces, 6 per bag 0.40/0.15" (10,2/3,8 mm) 12 packs @ E102356
% ITCSN-0800-6 (black) 50474 6" (15,2 cm ) pieces, 6 per hag 0.80/0.20" (20,3/5,1 mm) 12 packs @ F102356 @
‘@) | TCSN-0800-6 (red) 38154 6" (15,2 cm ) pieces, 6 per bag 0.80/0.20" (20,3/5,1 mm) 12 packs @ E102356
LO ITCSN-1100-9 (black) 50473 9" (22,9 cm) pieces, 6 per hag 1.10/0.37" (27,9/9,4 mm) 12 packs @ F102356 @
\Np | ITCSN-110049 (red) 38155* 9" (22,9 cm) pieces, 6 per bag 1.10/0.37" (27,9/9,4 mm) 12 packs @ E102356
Q ITCSN-1500-9 50472 9" (22,9 cm) pieces, 3 per hag 1.50/0.50" (38,1/12,7 mm) 12 packs @ F102356 @
(@) | ITCSN-2000-12 50471 12" (30,5 cm) pieces, 3 per bag 2.00/0.65" (50,8/16,5 mm) 12 packs (U excaass @
8 * UPC (051135-)
Eé Specification and Ordering Information for 3M ITCSN 25-Foot Reels
Reeled sleeves come without the factory-applied adhesive/seal ant.
™ Product UPC Cable Expanded/ Case Certifications
N Number (054007-) Range Recovered |.D. Length Qty. and Listings
[{@) ITCSN-0400-25-U 08886 12-6 AWG (4-10 mm?) 0.40/0.15" (10,2/3,8 mm) 25' reel (762 cm) 1reel @
Q01 7CSN-0800-25U 08888 8-1/0 AWG (10-50 mm?) 0.80/0.20" (20,3/5,1 mm) 25' reel (762 cm) 1 reel @
KON 1CsN-110025.U 08891 2-4/0 AWG (35-95 mm?) 1.10/0.37" (27,9/9,4 mm) 25' reel (762 cm) 1reel @
§ ITCSN-1500-25-U 08895 3/0 AWG-400 kemil (95-185 mm?) | 1.50/0.50" (38,1/12,7 mm) 25'reel (762 cm) 1reel @
a ITCSN-2000-25-U 08898 250-750 kemil (150-300 mm?) | 2.00/0.65" (50,8/16,5 mm) 25' reel(762 cm) 1reel @
o
(00]
T

Product Product Product Cable Expanded/ Certifications
Number Length Quantity Range Recovered |.D. and Listings

ITCSN-0400 6" (15,2 cm) 52 12-6 AWG (4-10 mm?) 0.40/0.15" (10,2/3,8 mm) @ E102356 @
ITCSN-0800 9" (22,9 cm) 35 8-1/0 AWG (10-50 mm?) 0.80/0.20" (20,3/5,1 mm) (V) erozsss @
ITCSN-1100 9" (22,9 cm) 25 2-4/0 AWG (35-95 mn?) 1.10/0.37" (27,9/9,4 mm) @ E102356 @
ITCSN-1500 9" (22,9 cm) 12 3/0 AWG-400 kemil (95-185 mm?) 1.50/0.50" (38,1/12,7 mm) (U eross @

' Product Referral Generator
|

Tubing

— Cold Shrink

Taping

— Vinyl Electrical Tape

Sealing

— Resin Kit




3M™ HDT Heavy-Wall Flame-Retardant
Cable Sleeves for 1 kV

Shrink Ratio 3:1

3M HDT heat shrinkable
cable sleeves providereliable -
performance for electrical splices,
connections and terminations, r
aswell as mechanical and
environmental protection. HDT heavy-wall cable sleeves
are cross-linked polyolefin. They are flame-retardant, highly
split resistant and fast shrinking to provide rapid installation.
The 48 in. (121,9 cm) sleeves come standard with a factory-
applied adhesive/sealant. Order any of several packaging
choices or look for the counter merchandiser assortment at
a 3M authorized distributor and are not printed. MIL-DTL-
23053/15, Class 1.

Order in the size equivalent to expanded inside diameter
required.

Specification and Ordering Information for 3M HDT 4-Foot Lengths (Black Only)

Product Cable Expanded/ 4' Lengths
Number UPC (054007-) Range Recovered I.D. Per Case
HDT-0400-48A 40649 #12 - #6 AWG 0.40/0.15" (10,2/3,8 mm) 20
HDT-0800-48A 40650 #38 - 1/0 AWG 0.80/0.20" (20,3/5,1 mm) 20
HDT-1100-48A 40651 #2 - 4/0 AWG 1.10/0.37" (27,9/9,4 mm) 20
HDT-1500-48A 40652 3/0 - 400 MCM 1.50/0.50" (38,1/12,7 mm) 20
HDT-2000-48A 40654 250 — 750 MCM 2.00/0.65" (50,8/16,5 mm) 10
HDT-3000-48A 40655 600 — 1250 MCM 3.00/1.00" (76,2/25,4 mm) 10
HDT-4500-48A 40656 1000 - 2500 MCM 4,50/1.50" (114,3/38,1 mm) 5
HDT-6000-48A 59022 2.1"-4.8"0.D. 6.00/1.80" (152,4/45,7 mm) 5
HDT-7000-48A 37774 2.5"-5.6"0.D. 7.00/2.00" (177,8/50,8 mm) 5
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Phone 800/245 3573 Fax 800/245 0329

Medium-Wall
Tubing

3M™ IMCSN Medium-Wall Cable Sleeves
for 1kV

polyolefin. Usefor 1 kV splices,

3M IMCSN heat shrinkable medium-wall cable Sleeves are
connections, terminations and
rejacketing. They protect against

reliable, tough performers made .
mechanical and environmental .—

of split-resistant cross-linked
dangers providing excellent abrasion, corrosion and

chemical resistance. IMCSN sleeves have greater flexibility
than the ITCSN, our heavy-wall version. Installation of these
fast-shrinking sleevesis easy with little training necessary.

The 48" (121,9 cm) lengths come standard with a
factory-applied adhesive/sealant, a thermoplastic material
that remains flexible over long periods under adverse
environmental conditions. During heating the sealant
softens, bonds to underlying surfaces and fills small voids
that might be present.

The 25' (7,62 m) redl version is uncoated. Applications
include bus bar insulations and phase rejacketing.

Specification and Ordering Information for 3M IMCSN 4-Foot Lengths

Product UPC Cable Expanded/ Cable Case
Number (054007-) Range Recovered |.D. 0.D. Qty.
IMCSN-0400-48A 58810 12-6 AWG 0.40/0.15" 0.35-0.15" 20
(4-10 mm?) (20,2/3,8 mm) (9-3,3 mm)
IMCSN-0800-48A 58811 8-3 AWG 0.80/0.22" 0.70-0.22" 20
(10-25 mm?) (20,3/5,6 mm) (18-5,6 mm)
IMCSN-1100-48A 58812 2-2/0 AWG 1.10/0.37" 0.95-0.37" 20
(35-60 mm?) (27,9/9,4 mm) (24-9,4 mm)
IMCSN-1300-48A 03448* 1-4/0 AWG 1.30/0.43" 1.10-0.43" 20
(50100 mm?) (33/10,9 mm) (28-10,8 mm)
IMCSN-1500-48A 58813 1/0-250 kemil 1.50/0.50" 1.30-0.50" 20
(60-120 mm?) (38,1/12,7 mm) (33-12,1 mm)
IMCSN-1700-48A 03317* 4/0-400 kemil 1.70/0.60" 1.45-0.60" 20
(120-200 mm?) (43,2/15,2 mm) (37-15,2 mm)
IMCSN-2000-48A 58814 300-500 kemil 2.00/0.75" 1.75-0.75" 15
(185-250 mm) (50,8/19,1 mm) (44,5-19,0 mm)
IMCSN-3000-48A 58815 600-1250 kemil 3.00/1.00" 2.50-1.00" 15
(325-625 mm) (76,2125,4 mm) (63,5-25,4 mm)
IMCSN-4300-48A 58809 1000-2500 kemil 4.30/1.50" 3.60-1.50" 10
(625-1000 mn?) (109,2/38,1 mm) (91,5-29,5 mm)
*UPC prefix 051135-.

Note: Flame retardant IMCSF and other sizes and lengths are available subject to quote. Uncoated product is available on special order. Order part number with suffix “u”.

Specification and Ordering Information for 3M IMCSN 25-Foot Reels

Product UPC Cable Expanded/ Cable Case
Number (051135-) Range Recovered I.D. 0.D. Qty.
IMCSN-0400-25U 03481 12-6 AWG 0.40/0.15" 0.35-0.15" 1 reel
(4-10 mm?) (10,2/3,8 mm) (9-3,3 mm)
IMCSN-0800-25U 03482 8-3 AWG 0.80/0.22" 0.70-0.22" 1 reel
(10-25 mm?) (20,3/5,6 mm) (18-5,6 mm)
IMCSN-1100-25U 03483 2-2/0 AWG 1.10/0.37" 0.95-0.37" 1 reel
(35-60 mm?) (27,9/9,4 mm) (24-9,4 mm)
IMCSN-1300-25U 03484 1-4/0 AWG 1.30/0.43" 1.10-0.43" 1reel
(50-100 mm?) (33/10,9 mm) (28-10,8 mm)
IMCSN-1500-25U 03485 1/0-250 kemil 1.50/0.50" 1.30-0.50" 1 reel
(60-120 mm?) (38,1/12,7 mm) (33-12,1 mm)
IMCSN-1700-25U 03486 4/0-400 kemil 1.70/0.60" 1.45-0.60" 1 reel
(120-200 mm?) (43,2/15,2 mm) (37-15,2 mm)
IMCSN-2000-25U 03487 300-500 kemil 2.00/0.75" 1.75-0.75" 1 reel
(185-250 mm?) (50,8/19,1 mm) (44,5-19,0 mm)
IMCSN-3000-25U 03530 600-1250 kemil 3.00/1.00" 2.50-1.00" 1 reel
(325-625 mm?) (76,2/25,4 mm) (63,5-25,4 mm)
IMCSN-4300-25U 03531 1000-2500 kemil 4.30/1.50" 3.60-1.50" 1 reel
(625-1000 mm?) (109,2/38,1 mm) (91,5-29,5 mm)

Note: Reels are not supplied with factory-applied adhesive/sealant.



3M™ MDT Medium-Wall, Flame-Retardant
Cable Sleeves for 1kV

3M MDT heat shrinkable medium-wall cable sleeves are under adverse environmenta conditions. During heating the
reliable, tough performers made of split-resistant cross- sealant softens, bonds to underlying surfaces and fills small
linked polyolefin. Use for 1 kV splices, connections, voids that might be present.

terminations and rejacketing. They are flame-retardant Order in the size equivalent to expanded inside diameter
and protect against mechanical and environmental dangers, required.

providing excellent abrasion, corrosion and chemical
resistance. MDT sleeves have greater flexibility than the
HDT, our heavy-wall version. Installation of these fast-
shrinking sleevesis easy with little

training necessary. —
The 48" (121,9 cm) lengths are _
unprinted and come standard with —

afactory-applied adhesive/seal ant,
athermoplastic material that
remains flexible over long periods

Specification and Ordering Information for 3M MDT 4-Foot Lengths (Black Only)

Product Cable Expanded/ 4' Lengths
Number UPC (054007-) Range Recovered I.D. Per Case
MDT-0400-48A 40672 #12 - #6 AWG 0.40/0.15" (10,2/3,8 mm) 20
MDT-0800-48A 40673 #8 - #3 AWG 0.80/0.22" (20,3/5,6 mm) 20
MDT-1100-48A 40674 #2 - 20 AWG 1.10/0.37" (27,9/9,4 mm) 20
MDT-1300-48A 40675 #1 - 4/0 AWG 1.30/0.43" (33,0/10,9 mm) 20
MDT-1500-48A 40676 1/0 - 250 MCM 1.50/0.50" (38,1/12,7 mm) 20
MDT-1700-48A 40677 4/0 - 400 MCM 1.70/0.60" (43,2/15,2 mm) 20
MDT-2000-48A 40678 300 - 500 MCM 2.00/0.75" (50,8/19,1 mm) 15
MDT-3000-48A 40679 600 — 1250 MCM 3.00/1.00" (76,2/25,4 mm) 15
MDT-4300-48A 40680 1000 - 2500 MCM 4.30/1.50" (109,2/38,1 mm) 10
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Phone 800/245 3573 Fax 800/245 0329

Thin-Wall Tubing

3M™ FP-301 Thin-Wall Tubing
Shrink Ratio 2:1

3M FP-301 isaheat
shrinkable flexible
polyolefin tubing that
offers an outstanding
balance of electrical,
physical and chemica
properties for awide
variety of industrial and
military applications.
Rated for 275°F(135°C)
continuous operation.
FP-301 tubing is
typically used as a shrink-fit electrical insulation over cable
splices and terminations. It is aso used for lightweight wire
harness covering, wire marking, wire bundling, component
packaging and fire resistant covering.

FP-301 clear tubing provides excellent visibility for
component packing. All FP-301 tubing is split resistant,
mechanically tough, easily marked and resists cold flow.

FP-301 isavailablein black, white, red, blue, yellow and
clear in the standard lengths of 6-inch (15,2 cm) cut pieces,
48-inch (1,21 m) and small (8.5-inch core diameter) spools
of 50 (15,24 m) and 100 (30,48 m) feet. Four-foot lengths of
green tubing are available in sizes 1/16 inch to 1/2 inch. The
Assorted Color Kit has atotal of 133 pieces and contains
seven colors: black, red, white, yellow, blue, green and clear
(see chart below.) The Black Kit contains 102 pieces, all
6" (512,4 mm) lengths (see chart below.)Additional sizes,
colors and put-ups are available— please contact your
3M Electrical Products Sales Representative.

Application Specifications: UL Recognized and CSA
Certified at 600 volts at 257°F(125°C); UL File No. E-39100
and CSA No. 38227. MIL-1-23053/5, Class 1,2. AMS 3636
(Typel) and AMS 3637 (Type l1).

To Order: Reference specific product size, color and
description on the following pages. Example: FP-301-1/4,
white 6" (15,2 cm) pieces.

Specification and Ordering Information for
3M FP-301 Assortment Kits

Specification and Ordering Information for
3M FP-301 Six-Inch Pieces-Tamper Evident
Bags (Refills for Kits)

Product UPC Expanded/ Case
Number Size  Color (051135-) Description Recovered I.D. Qty.

FP-301 3/64" |Black | 36484 | 40pcsibag | 0.046/0.023" 10
(1,29 mm) |Clear | 36485 (1,27/0,58 mm)
FP-301 1/16"  |Black | 36486 | 38pcs/hag | 0.063/0.031" 10
(1,59 mm) |Clear | 36487 (1,6/0,79 mm)
FP-301 3/32" |Black | 36488 | 36pcsibag | 0.093/0.046" 10
(2,4mm) |Clear | 36489 (2,36/1,17 mm)
FP-301 1/8" Black | 36490 | 34pcs/hag | 0.125/0.062" 10
(3,18 mm) |Clear | 36491 (3,18/1,57 mm)
FP-301 3/16"  |Black | 36492 | 30pcsibag | 0.187/0.093" 10
(4,77 mm) |Clear | 36493 (4,75/2,36 mm)
FP-301 1/4" Black | 36494 | 26pcs/bag | 0.250/0.125" 10
(6,4mm) |Clear | 36495 (6,35/3,18 mm)
FP-301 3/8" Black | 36496 | 24 pcs/bag | 0.375/0.187" 10
(9,55 mm) |Clear | 36497 (9,53/4,75 mm)
FP-301 1/2" Black | 36498 | 20pcs/hag | 0.500/0.250" 10
(12,7 mm) |Clear | 36499 (12,7/6,35 mm)
FP-301 3/4" Black | 36500 | 14 pcs/bag | 0.750/0.375" 10
(19,0 mm) |Clear | 36501 (19,05/9,52 mm)
FP-301 1" Black | 36502 | 10pcs/bag | 1.000/0.500" 10
(25,4 mm) |Clear | 36503 (25,4/12,7 mm)
FP-301 | 1-1/2" |Black | 36504 6 pcsibag 1.500/0.750" 10
(38,1 mm) |Clear | 36505 (38,1/19,05 mm)
FP-301 2" Black | 36506 4 pes/bag 2.000/1.000" 10
(50,8 mm) |Clear | 36507 (50,8/25,4 mm)
FP-301 3" Black | 36508 3 pesibag 3.000/1.500" 10
(76,0 mm) |Clear | 36509 (76,2/38,1 mm)
FP-301 4" Black | 36510 2 pesibag 4.000/2.000" 10
(102,0 mm) |Clear | 36511 (101,6/50,8 mm)

Specification and Ordering Information for 3M
FP-301 Assortment Packs of Six-Inch Lengths—
Tamper Evident Bags (Refills for Kits)

UPC Case

Description UrPC Case . o
P (051135.) Quantity Product Size Color  (051135-)  Description Qty.
- . FP-301 3/64-3/16" Black 36612 6 each of 5 sizes 10
Ass9rted Colors Kit ‘ ' 37677. ‘ 5 kits (1,10-4,77 mm)
Kit Contents: Kit Quantity: FP-301 | 1/4-34" | Black 36613 | 4eachofdsizes | 10
3/32 (2,35 mm) 35 (6,4-19,0 mm)
1/8 (3,18 mm) 28 FP-301 1-4" Black 36614 | 2each of 5 sizes 10
3/16 (4,75 mm) 21 (25,4-102 mm)
1/4 (6,35 mm) 21 FP-301 3/32" Assort. 36618 5 each of 7 colors 10
! 2,4 mm
3/8 (9,53 mm) 14 ( )
FP-301 1/8" Assort. 36619 4 each of 7 colors 10
1/2 (12,70 mm) 14 (3,18 mm)
Assorted Black Kit 38139 5 kits FP-301 3/16" Assort. 36620 | 3each of 7 colors 10
Kit Contents: Kit Quantity: (4,77 mm)
3/16 (4,8 mm) 30 FP-301 14" Assort. 36621 3 each of 7 colors 10
) (6,4 mm)
1/4 (6,5 mm) 28
FP-301 3/8" Assort. 36622 2 each of 7 colors 10
3/8 (9,6 mm) 20 (9,55 mm)
1/2 (12,7 mm) 14 FP-301 172" Assort. 36623 | 2eachof7colors | 10
3/4 (19,1 mm) 6 (12,7 mm)
1 (25,4 mm) 4




Specification and Ordering Information for Specification and Ordering Information for
3M™ FP-301 Four-Foot Sticks (small box) 3M FP-301 Four-Foot Sticks (small box)
Product UPC Expanded/ Case (continued)
Number Size Color (051135-) Description Recovered I.D. Qty.
( ) p o Product UPC Expanded/ Case
FP-301 | 3/64" |Black | 36644 | 48"Sticks | 0046/0.023" | 25 Number Size Color (051135-) Description Recovered I.D. Qty.
(1,27 mm)| Clear | 36645 (1,22 m) (1,17/0,58 mm)
White | 36646 FP-301 | 1-1/2" |Black | 36731 | 48"Sticks | 1.50000.750" | 5
Red 36647 (38,1 mm)| Clear 36732 (1,22m) |(38,1/19,05 mm)
Blue | 36649 White | 36733
Yellow| 36648 Red 36734
FP-30L | 16" |Black | 36650 | 48'Sticks | 00630.031' | 25 Yi'lf(fw 7
(1,58 mm)| Clear | 36651 (1,22 m) (1,6/0,79 mm)
White | 36652 FP-301 2" |Black | 36737 | 48'Sticks | 2.000/1.000" | 5
Red | 36653 (50,8 mm)| Clear | 36738 | (L22m) | (50,8/25,4 mm)
Blue | 36655 White | 36739
Yellow| 36654 Red 36740
Green | 36672 Blue 36742
FP-301 | 3/32" |Black | 36673 | 48'Stcks | 00930.046' | 25 Yellow | 36741
(2,38mm)|Clear | 36674 | (L22m) | 2,36/1,17 mm) FP-301 3" |Black | 36743 | 48"Sticks | 3.000/1.500" | 2
White | 36675 (76,2mm)| Clear | 36744 (1,22 m) (76,2/38,1 mm)
Red | 36676 FP-301 4 |Black | 36745 | 48'Sticks | 4.0002.000" | 2
Blue | 36678 (1016 mm)| Clear | 36746 | (1,22m) | (101,6/50,8 mm)
Yelow| 36677

Green 36679

FP-301 1/8" |Black | 36680 48" Sticks 0.125/0.062" 25
(3,18 mm)| Clear | 36681 (1,22 m) (3,18/1,57 mm)

White | 36682
Red 36683
Blue 36685

Yellow| 36684

Green 36686

FP-301 3/16" |Black | 36687 48" Sticks 0.187/0.093" 25
(4,75 mm) | Clear 36688 (1,22 m) (4,75/2,36 mm)

White | 36689
Red 36690
Blue 36692

Yellow | 36691

Green 36693

FP-301 1/4" | Black | 36694 48" Sticks 0.250/0.125" 12
(6,35 mm)| Clear | 36695 (1,22 m) (6,35/3,18 mm)
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White | 36696
Red 36697
Blue 36699

Yellow| 36698

Green 36700

FP-301 3/8" |Black | 36701 48" Sticks 0.375/0.187" 12
(9,5mm) | Clear 36702 (1,22 m) (9,53/4,75 mm)

White | 36703
Red 36704
Blue 36706

Yellow | 36705

Green 36707

FP-301 1/2" | Black | 36709 48" Sticks 0.500/0.250" 12
(12,7 mm)| Clear | 36710 (1,22 m) (12,7/6,35 mm)

White | 36711
Red 36712
Blue 36714

Yellow| 36713

Green 36715

FP-301 3/4" |Black | 36716 48" Sticks 0.750/0.375" 12
(19,05 mm)| Clear 36720 (1,22m) | (19,01/9,53 mm)

White | 36721
Red 36722
Blue 36724

Yellow | 36723

Green 37764

FP-301 1" Black | 36725 48" Sticks 1.000/0.500" 5
(25,4 mm)| Clear | 36726 (1,22 m) (25,4/12,7 mm)

White | 36727
Red 36728
Blue 36730

Yellow| 36729

Green 37767
Continued on next column




Specification and Ordering Information for Specification and Ordering Information for
3M™ FP-301 Small Spools 3M FP-301 Small Spools (continued)
Product UPC Expanded/ Case Product UPC Expanded/ Case
Number Size  Color (051135-) Description Recovered I.D. Qty. Number Size  Color (054007-) Description Recovered I.D. Qty.
(@)} FP-301| 3/64" | Black | 36027 | 100'Spool 0.046/0.023" | 300' FP-301| 1-1/2" | Black | 36026* | 50' Spool 1.500/0.750" | 100'
N (1,19 mm) | Clear | 36028* (30,5m) (1,17/0,58 mm) (38,1 mm) | Clear | 36025* (15,2m) (38,1/19,05 mm)
9p)| FP-301] 116" |Black| 35550 | 100'Spool | (0.0630.031" | 300 “th'ée gggég 103% §p°°' 200
o (1,6 mm) | Clear | 35555 (30,5m) (1,6/0,79 mm) Ble 33857 (30.5m)
White | 35551 v Ife o516
o) Red | 35552 ellow
Blue | 35553 FP-301| 2" Black | 36024* | 50'Spool | 2.000/1.000" | 100
q- Yellow| 35554 (50,8 mm) | Clear | 36023* (15,2 m) (50,8/25,4 mm)
Q\] Green| 37591 White | 08519 | 100’ Spool 200
a FP-301| 3/32" |Black| 35556 | 100'Spool | 0.093/0.046" | 300 gled ggg%g (30.5m)
(2,4mm) | Clear | 35548 (30,5m) (2,36/1,17 mm) ue
(@) White | 35557 Yellow | 08520
(00] Red | 35558 FP-301| 3" Black | 08521 | 50'Spool | 3.000/1.500" | 50
Blue | 35559 (76,2 mm) | Clear | 38982 (15,2m) (76,2/38,1 mm)
Yellow| 35560 White | 08522
Green| 37592 Red 38881
U0 Fp-301] 18 [Black| 35562 | 100'Spool | 0.125/0.062" | 300 YB'Ife ggggg
(32mm) | Clear| 35567 | (30,5m) (3,18/1,57 mm) eflow
White | 35563 FP-301| 4" Black | 38884 | 50'Spool | 3.000/1.500" | 50
m Red | 35564 (101,6 mm)| Clear | 38986 (15,2m) (101,6/50,8 mm)
N Blue | 35565 White | 38894
Yellow| 35566 Red 38893
O Green| 37593 Blue | 58973
0P Fp301| /16" |Black| 35568 | 100'Spool | 0.187/0.093" | 300 _ Yellow | 38895
o) (4,77 mm) | Clear | 35573 (30,5m) (4,75/2,36 mm) *UPC prefix 051138-
White | 35569
< Red | 35570
N Blue | 35571
o Yellow| 35572 P . .
@) Green| 37594 Specification and Ordering Information for
@8 p301 s |Black| 35574 | 100 Spool 0.250/0.125" | 300 FP 25-Foot Redls Thin-Wall, Flexible
(00) (6,4mm) |Clear| 35579 | (30,5m) (6,35/3,18 mm) .
White | 35575 Polyolefin
()] Red | 35576
(- Blue | 35577 Product UPC Expanded/ Case
@) Yellow| 35578 Number (054007-) Recovered |.D. Qty.
c Green| 37346
FP301] 358" |Black| 35580 | 100'Spool | 03750187 |so0r | [ T-063BK2S 40058 ?iogg/g'(r):rﬁ) !
D. (9,6 mm) | Clear | 35585 (30,5m) (9,53/4,75 mm) -
White | 35581 FP-093-BK-25 40059 0.093/0.046" 1
Red | 35582 (2,4/1,2 mm)
Blue | 35583 FP-125-BK-25 40060 0.125/0.062" 1
Yellow| 35584 (3,2/1,6 mm)
Green| 37643
FP-187-BK-25 40061 0.187/0.093" 1
FP-301| 1/2" |Black| 35586 | 100'Spool 0.500/0.250" | 300" (4,712,4 mm)
(12,7 mm) | Clear | 35591 (30,5m) (12,7/6,35 mm)
White | 35587 FP-250-BK-25 40062 0.250/0.125" 1
Red | 35588 (6,4/3,2 mm)
Blue | 35589 FP-375-BK-25 40063 0.375/0.187" 1
Yellow| 35590 (9,5/4,2 mm)
Green| 37347 FP-500-BK-25 40064 0.500/0.250" 1
FP-301| 34" |Black| 35592 | 50'Spool 0.750/0.375" | 150' (12,7/6,4 mm)
(19,1 mm) Cle;ar 35597 (15,2 m) (19,05/9,52 mm) FP-750-BK-25 40065 0.750/0.375" 1
White | 35593 (19,1/9,5 mm)
Red | 35594 i
Blue | 35595 FP-1000-BK-25 40066 1.000/0.500" 1
Yellow| 35596 (25,4112,7 mm)

Green| 37348 Note: Bulk spools and 4-foot lengths are available subject to quotation. Special

FP-301 1" Black | 35598 50" Spool 1.000/0.500" 150' cut lengths are also available subject to quotation.
(25,4 mm) | Clear | 35603 (15,2 m) (25,4/12,7 mm)
White | 35599
Red | 35600
Blue | 35601
Yellow| 35602
Green| 37768
* UPC prefix 054007-
** UPC prefix 051138-

Continued on next column




Specification and Ordering Information for 3M™
FP-301 Four-Foot Lengths with Header Cards

Product UPC Expanded/ Case
Number Size Color (051135-) Description Recovered |.D. Qty.
FP-301H| 3/64" |Black | 36644 48" Sticks 0.046/0.023" 25
(1,27 mm) | Clear | 36645 (1,22 m) (1,17/0,58 mm)
White | 36646
Red 36647
Blue 36649
Yellow | 36648
FP-301H| 1/16" |Black | 36748 48" Sticks 0.063/0.031" 25
(1,58 mm) | Clear | 36749 (1,22 m) (1,6/0,79 mm)
White | 36750
Red 36751
Blue 36753
Yellow | 36752
Green | 36754
FP-301H| 3/32" |Black | 36770 48" Sticks 0.093/0.046" 25
(2,38 mm) | Clear 36771 (1,22 m) 2,36/1,17 mm)
White | 36772
Red 36773
Blue 36775
Yellow | 36774
Green | 36776
FP-301H| 1/8" |Black | 36777 48" Sticks 0.125/0.062" 25
(3,18 mm) | Clear | 36778 (1,22 m) (3,18/1,57 mm)
White | 36779
Red 36780
Blue 36782
Yellow | 36781
Green | 36783
FP-301H| 3/16" |Black | 36784 48" Sticks 0.187/0.093" 25
(4,75 mm) | Clear 36785 (1,22 m) (4,75/2,36 mm)
White | 36786
Red 36787
Blue 36789
Yellow | 36788
Green | 36790
FP-301H| 1/4" |Black | 36791 48" Sticks 0.250/0.125" 12
(6,35 mm) | Clear | 36792 (1,22 m) (6,35/3,18 mm)
White | 36793
Red 36794
Blue 36796
Yellow | 36795
Green | 36797
FP-301H| 3/8" |Black | 36798 48" Sticks 0.375/0.187" 12
(9,5mm) | Clear 36799 (1,22 m) (9,53/4,75 mm)
White | 36800
Red 36801
Blue 36803
Yellow | 36802
Green | 36804
FP-301H| 1/2" |Black | 36805 48" Sticks 0.500/0.250" 12
(12,7 mm) | Clear | 36806 (1,22 m) (12,7/6,35 mm)
White | 36807
Red 36808
Blue 36810
Yellow | 36809
Green | 36811
FP-301H| 3/4" |Black | 36812 48" Sticks 0.750/0.375" 12
(19,05 mm)| Clear 36813 (1,22m)  [(19,01/9,53 mm)
White | 36814
Red 36815
Blue 36817
Yellow | 36816
Green | 36763
FP-301H 1" Black | 36818 48" Sticks 1.000/0.500" 5
(25,4 mm) | Clear | 36819 (1,22 m) (25,4/12,7 mm)
White | 36820
Red 36821
Blue 36823
Yellow | 36822
Green | 37766
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3M™ Kynar® Heat Shrink, Cross-linked,
Thin-walled, Modified Polyvinylidene
Fluoride Tubing

3M Kynar tubing is a cross-linked, thin-walled, hest-
shrinkable tubing offering a high degree of mechanical
strength and high-temperature resistance. Fabricated from
polyvinylidene fluoride, the tubing has outstanding abrasion
resistance and cut-through properties in combination with
high dielectric strength. It is inherently flame retardant,
semi-rigid and highly resistant to most industrial fuels,
chemicals and solvents. When heated in excess of 347°F
(175°C), Kynar tubing rapidly shrinks to a skintight fit.
Kynar tubing is rated for continuous operation from
-67°F (-55°C) to 347°F (175°C).

Kynar tubing is recommended for shrink-fit protection
and strain relief of wires, solder joints, terminals and
connections. Kynar tubing has a 2:1 shrink ratio. Standard
color is clear. Standard packaging is 4-foot lengths. Order
Kynar tubing by product name, size equivalent to the
expanded inside diameter, package type and color.
Applicable Specifications: MIL-DTL-23053/8, MIL-DTL-
23053/18, Class 1; AMS-3632; UL File E-39100, VW-1;
CSA LR 38227, OFT.
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Kynar® is aregistered trademark of EIf Atochem North America, Inc.

Specification and Ordering Information for 3M Kynar® Tubing with Header Cards

Product UPC Expanded/ Broken Case

Number Size (051135-) Description Recovered |.D. Case Qty. Qty.

Kynar-H 1/16" 38759 Modified Polyvinylidene Fluoride 0.063/0.031" — 25
48" Sticks w/Header Small Box (1,60/0,79 mm)

Kynar-H 3/32" 38760 Modified Polyvinylidene Fluoride 0.093/0.046" — 25
48" Sticks w/Header Small Box (2,36/1,17 mm)

Kynar-H 1/8" 38761 Modified Polyvinylidene Fluoride 0.125/0.062" — 25
48" Sticks w/Header Small Box (3,18/1,57 mm)

Kynar-H 3/16" 38762 Modified Polyvinylidene Fluoride 0.187/0.093" — 12
48" Sticks w/Header Small Box (4,75/2,36 mm)

Kynar-H 1/4" 38763 Modified Polyvinylidene Fluoride 0.250/0.125" — 12
48" Sticks w/Header Small Box (6,35/3,18 mm)

Kynar-H 3/8" 38764 Modified Polyvinylidene Fluoride 0.375/0.187" — 12
48" Sticks w/Header Small Box (9,53/4,75 mm)

Kynar-H 1/2" 38765 Modified Polyvinylidene Fluoride 0.500/0.250" — 5
48" Sticks w/Header Small Box (12,70/6,35 mm)

Kynar-H 3/4" 38766 Modified Polyvinylidene Fluoride 0.750/0.375" — 5
48" Sticks w/Header Small Box (19,05/9,53 mm)

Kynar-H 1" 38767 Modified Polyvinylidene Fluoride 1.000/0.500" — 5
48" Sticks w/Header Small Box (25,40/12,70 mm)

*See your 3M sales representative for bulk 4' stick packages.




Adhesive-Lined
Tubing

3M™ EPS-300 Thin-Wall, Flexible Polyolefin
Adhesive-Lined Tubing

Shrink Ratio 3:1

3M EPS 300 tubing is athin-wall tubing offering the
advantages of integral, dual wall construction. The tubing
is made from flame-retardant, flexible polyol€fin-lined with
an internal layer of special thermoplastic adhesive. The heat
shrinkable outer wall is selectively radiation cross-linked,
while the adhesive maintains high flow and excellent
adhesion characteristics. 3M EPS-300 is an environmental
protection deeve and insulation. It offers superb environmental
protection for electronic components, twisted pigtail and
inline wire splices, crimp splices, wire bundles and wire
harness breakouts in automotive, truck fleet, marine and
industrial applications.

Standard Color: Black and standard packaging is four-
foot (1,219 m) lengths and six-inch (15,2 cm) cut pieces.
Also availablein akit containing 42 pieces of 6-inch lengths
in assorted sizes (see chart below.) Additional sizes, colors
and put-ups are avail able — please contact your 3M
Electrical Products Sales Representative.

Application Specifications: MIL-1-23053/4, Class 3.

To Order: Reference specific product size, color and
description. Example: EPS-300-1/4, 48" (1,21 m) sticks,
black.

Specification and Ordering Information for
3M EPS-300 Tubing Kit

UPC 05135-84442, Case quantity 5 kits

#of 6"
Description Size Pieces
EPS-300 Red 1/2" (12,70 mm) 12
EPS-300 Black 1/2" (12,70 mm) 12
EPS-300 Red 3/4" (19,05 mm) 6
EPS-300 Black 3/4" (19,05 mm) 6
EPS-300 Red 1" (25,40 mm) 3
EPS-300 Black 1" (25,40 mm) 3

Specification and Ordering Information for
3M EPS-300 Tubing

Product UPC Expanded/ Case
Number Size  (051135-) Recovered I.D. Description Qty.
EPS-300 1/8" 37483 0.125/0.040" 48" Sticks 25
Black (3,2 mm) (3,18/1,02 mm) (1,21 m)

EPS-300 3/16" 36875 0.187/0.063" 48" Sticks 12
Black (4,76 mm) (4,75/1,57 mm) (1,21 m)

EPS-300 3/16" 36592 0.187/0.063" |6" Pieces, 24/Bag 10
Black (4,76 mm) (4,75/1,57 mm) (15,2 cm)

EPS-300 1/4" 36876 0.250/0.080" 48" Sticks 12
Black (6,35 mm) (6,35/2,03 mm) (1,21 m)

EPS-300 1/4" 36593 0.250/0.080" |6" Pieces, 20/Bag 10
Black (6,35 mm) (6,35/2,03 mm) (15,2 cm)

EPS-300 3/8" 36877 0.375/0.120" 48" Sticks 12
Black (9,53 mm) (9,53/3,05 mm) (1,21 m)

EPS-300 3/8" 36594 0.375/0.120" |6" Pieces, 16/Bag 10
Black (9,53 mm) (9,53/3,05 mm) (15,2 cm)

EPS-300 1/2" 36878 0.500/0.160" 48" Sticks 12
Black (12,7 mm) (12,7/4,06 mm) (1,21 m)

EPS-300 1/2" 36595 0.500/0.160" |6" Pieces, 14/Bag 10
Black (12,7 mm) (12,7/4,06 mm) (15,2 cm)

EPS-300 1/2" 38441 0.500/0.160" |6" Pieces, 14/Bag 10
Red (12,7 mm) (12,7/4,06 mm) (15,2 cm)

EPS-300 3/4" 36879 0.750/0.250" 48" Sticks 5
Black (19,05 mm) (19,05/6,35 mm) (1,21 m)

EPS-300 3/4" 36596 0.750/0.250" |6" Pieces, 12/Bag 10
Black (19,05 mm) (19,05/6,35 mm) (15,2 cm)

EPS-300 3/4" 38442 0.750/0.250" |6" Pieces, 12/Bag 10
Red (19,05 mm) (19,05/6,35 mm) (15,2 cm)

EPS-300 1" 36880 1.000/0.320" 48" Sticks 5
Black (25,4 mm) (25,4/8,13 mm) (1,21 m)

EPS-300 1" 36597 1.000/0.320" | 6" Pieces, 8/Bag 10
Black (25,4 mm) 25,4/8,13 mm) (15,2 cm)

EPS-300 1" 38443 1.000/0.320" | 6" Pieces, 8/Bag 10
Red (25,4 mm) 25,4/8,13 mm) (15,2 cm)

EPS-300 1-1/2" 36881 1.500/0.500" 48" Sticks 5
Black (38,1 mm) (38,1/12,95 mm) (1,21 m)

EPS-300 1-1/2" 36598 1.500/0.500" | 6" Pieces, 4/Bag 10
Black (25,4 mm) (38,1/12,95 mm) (15,2 cm)

Note: Bulk 48" sticks and special cut lengths are available subject to quotation.
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Specification and Ordering Information for
3M™ EPS-300 Tubing with Header Cards

Product UPC Expanded/ Case
Number Size  (051135-) Recovered I.D. Description Qty.
EPS-300H 1/8" 38749 0.125/0.040" 48" Sticks 25
Black (3,2 mm) (3,18/1,02 mm) (1,21 m)

EPS-300H 3/16" 38750 0.187/0.063" 48" Sticks 12
Black (4,76 mm) (4,75/1,57 mm) (1,21 m)

EPS-300H 1/4" 38751 0.250/0.080" 48" Sticks 12
Black (6,35 mm) (6,35/2,03 mm) (1,21 m)

EPS-300H 3/8" 38752 0.375/0.120" 48" Sticks 12
Black (9,53 mm) (9,53/3,05 mm) (1,21 m)

EPS-300H 172" 38753 0.500/0.160" 48" Sticks 12
Black (12,7 mm) (12,7/4,06 mm) (1,21 m)

EPS-300H 172" 38754 0.500/0.160" 48" Sticks 12
Red (12,7 mm) (12,7/4,06 mm) (1,21 m)

EPS-300H 3/4" 38755 0.750/0.250" 48" Sticks 5
Black (19,05 mm) (19,05/6,35 mm) (1,21 m)

EPS-300H 3/4" 38756 0.750/0.250" 48" Sticks 5
Red (19,05 mm) (19,05/6,35 mm) (1,21 m)

EPS-300H 1" 38757 1.000/0.320" 48" Sticks 5
Black (25,4 mm) (25,4/18,13 mm) (1,21 m)

EPS-300H 1" 38758 1.000/0.320" 48" Sticks 5
Red (25,4 mm) 25,4/8,13 mm) (1,21 m)

Note: Bulk 48" sticks and special cut lengths are available subject to quotation.

3M MW Tubing
Multiple-Wall, Semi-Rigid Polyolefin

Shrink Ratio: 2.5:1

3M MW tubing is a semi-rigid, heat shrinkable polyolefin
tubing that is co-extruded and selectively cross-linked to
provide an integral, meltable inner wall. When heated in
excess of 275°F (135°C), the inner meltable wall of the
tubing is simultaneously softened and forced by the shrink
action into intimate contact with all underlying surfaces,
interstices and small voids. Upon cooling, the MW Tubing
provides a tough protective and insulating barrier, highly
resistant to penetration by moisture and the attack of
chemicals and solvents. Uses include strain relief for delicate
wire terminations, connections, solder joints and harness
breakouts — where semi-rigid environmental protective
deeving and insulation is needed.

Standard Color: Black and standard packaging is four-
foot (1,219 m) lengths and six-inch (15,2 cm) cut pieces.
Additional sizes, colors and put-ups are available — please
contact your 3M Electrical Products Sales Representative.

Application Specifications: MIL-1-23053/4, Class 1;
AMS-3634. To Order: Reference specific product size,
color and description. Example: MW, 1/4, 6" pieces, black.

Specification and Ordering Information for
3M MW Tubing Multiple Wall, Semi-Rigid

Polyolefin

Product UPC Expanded/ Case

Number  Size  (051135-) Recovered I.D.  Description  Qty.

MW 1/8" 36859 0.125/0.023" 48" Sticks 25
(3,18 mm) (3,18/0,58 mm) (1,21 m)

MW 1/8" 36563 0.125/0.023" | 6" Pieces, 28/Bag | 10
(3,18 mm) (3,18/0,58 mm) (15,2 cm)

MW 3/16" 36860 0.187/0.060" 48" Sticks 12
(4,76 mm) (4,75/1,52 mm) (1,21 m)

MW 3/16" 36564 0.187/0.060" | 6" Pieces, 24/Bag | 10
4,76 mm) (4,75/1,52 mm) (15,2 cm)

MW 1/4" 36861 0.250/0.080" 48" Sticks 12
(6,35 mm) (6,35/2,03 mm) (1,21 m)

MW 1/4" 36565 0.250/0.080" | 6" Pieces, 20/Bag | 10
(6,35 mm) (6,35/2,03 mm) (15,2 cm)

MW 3/8" 36862 0.375/0.135" 48" Sticks 12
(9,53 mm) (9,53/3,43 mm) (1,21 m)

MW 3/8" 36566 0.375/0.135" | 6" Pieces, 16/Bag | 10
(9,53 mm) (9,53/3,43 mm) (15,2 cm)

MW 1/2" 36863 0.500/0.195" 48" Sticks 12
(12,7 mm) (12,7/4,95 mm) (1,21 m)

MW 1/2" 36567 0.500/0.195" | 6" Pieces, 14/Bag | 10
(12,7 mm) (12,7/4,95 mm) (15,2 cm)

MW 34" 36864 0.750/0.313" 48" Sticks 5
(19,05 mm) (19,05/7,95 mm) (1,21 m)

MW 34" 36568 0.750/0.313" | 6" Pieces, 12/Bag | 10
(19,05 mm) (19,05/7,95 mm) (15,2 cm)

MW 1" 36865 1.000/0.400" 48" Sticks 5
(25,4 mm) (25,4/10,16 mm) (1,21 m)

MW 1" 36569 1.000/0.400" | 6" Pieces, 8/Bag | 10
(25,4 mm) (25,4/10,16 mm) (15,2 cm)

Note: Bulk 48" sticks and special cut lengths are available subject to quotation.




Bus Bar Tubing

3M™ BBI-A Series Bus Bar Tubing

3M BBI-A tubing is made of specially formulated, cross-
linked, flame-retardant, track-resistant polyolefin that will
shrink to fit rectangular, square or round bus bars. BBI-A

will handle voltage ranges from 600 V to 35 kV, reducing
your inventory requirements and saving you time and money.

The BBI-A material has a high resistance to splitting,
while providing the flexibility to conform to bendsin certain
applications. Superior split resistance can prevent insulation
failures and resulting downtimes. BBI-A is unaffected by
normal cleaning fluids and is resistant to physical damage.
Good thermal endurance (up to 110°C/ 230°F) contributes
to longer life and more stable performance.

Excellent dielectric strength allows the required space
between bus bars and metal enclosures to be substantially
reduced. Closer spacing reduces both the overall size of
the assembly, and the overall cost.

Note: Bus bar is packaged oneroll per case, 20 or 50 feet long.
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Specification and Ordering Information for 3M ™ BBI-A Series Bus Bar Tubing

Product UpPC Outside DImension Round Case
Number  (051135-) (Bar Circumference A) Rectangular Square (Diameter) Qty.
¢ _
= asr 5~ & )
O —
& | |
5,8& 15kV BusBar Size Ranges
BBI-3A 35726 3.28-5.57" 112x1/4-2112x 112" 1x1-112x11/2" 11/8-13/4" 20
35727 (83-141 mm) (38 x 6-64 x 13 mm) (25 x 25-38 x 38 mm) (29-44 mm) 50
BBI-4A 35728 5.43-8.86" 2 1/2 x 3/8-4 x 3/4" 2x2" 13/4-2 3/4" 20
35729 (138-225 mm) (64 x 10-102 x 19 mm) (51 x 51 mm) (44-70 mm) 50
BBI-5A 35730 6.67-10.86" 3x5/8-5x3/4" 2x2-2x12x21/2" 21/8-33/8" 20
35731 (169-276 mm) (76 x 16-127 x 19 mm) (51 x 51-64 x 64 mm) (54-86 mm) 50
BBI-6A 35732 7.57-12.86" 31/2x1/2-6 x 3/4" 212x21/2-3x3" 21/2-4" 20
35733 (192-327 mm) (89 x 13-152 x 19 mm) (64 x 64-76 x 76 mm) (64-102 mm) 50
BBI-7A 35734 8.28-13.00" 4x1/4-6 x 3/4" 212x21/2-3x3" 23/4-4 1/8" 20
35735 (210-330 mm) (102 x 6-152 x 19 mm) (64 x 64-76 x 76 mm) (70-105 mm) 50
BBI-8A 35736 10.29-16.43" 5x1/4-8 x 3/8" 3x3-4x4" 33/8-51/8" 20
35737 (261-417 mm) (127 x 6-203 x 10 mm) (76 x 76-102 x 102 mm) (86-130 mm) 50
BBI-9A 35876 12.29-19.23" 6 x 1/4-9 x 3/4" 312x31/2-5x5" 4-6 1/8" 20
35877 (312-488 mm) (152 x 6-229 x 19 mm) (89 x 89-127 x 127 mm) (102-156 mm) 50
BBI-10A 35878 15.43-24.14" 8 x 1/4-10 x 3/4" 5x5-6 x 6" 5-75/8" 20
35879 (392-612 mm) (203 x 6-254 x 19 mm) (127 x 127-152 x 152 mm) (127-194 mm) 50
25kV BusBar Size Ranges
BBI-3A 35726 3.28-3.56" 11/2x1/4-11/2 x 3/8" Measure 11/8" 20
35727 (83-90 mm) (38 x 6-38 x 10 mm) circumference (29 mm) 50
BBI-4A 35728 5.43-5.80" 21/2 x 3/8-2 1/2 x 5/8" Measure 13/4" 20
35729 (138-147 mm) (64 x 10-64 x 16 mm) circumference (44 mm) 50
BBI-5A 35730 6.67-7.18" 3x5/8-3x3/4" Measure 21/8-21/4" 20
35731 (169-182 mm) (76 x 16-76 x 19 mm) circumference (54-57 mm) 50
BBI-6A 35732 7.57-8.43" 312x1/2-4 x 1/4" Measure 2 1/2-2 5/8" 20
35733 (192-214 mm) (89 x 13-102 x 6 mm) circumference (64-67 mm) 50
BBI-7A 35734 8.28-10.44" 4x1/4-5x3/8" 212x21/2" 23/4-31/4" 20
35735 (210-265 mm) (102 x 6-127 x 10 mm) (64 x 64 mm) (70-83 mm) 50
BBI-8A 35736 10.29-12.88" 5x 1/4-6 x 3/4" 3x3" 33/8-4" 20
35737 (261-327 mm) (127 x 6-152 x 19 mm) (76 x 76 mm) (86-102 mm) 50
BBI-9A 35876 12.29-15.31" 6 x 1/4-7 x 3/4" 31/2x31/2-4x4" 4-47/8" 20
35877 (312-389 mm) (152 x 6-178 x 19 mm) (89 x 89-102 x 102 mm) (102-124 mm) 50
BBI-10A 35878 15.43-19.79" 8x 1/4-9 x 3/4" 5x5" 5-6 1/4" 20
35879 (392-503 mm) (203 x 6-229 x 19 mm) (127 x 127 mm) (127-158 mm) 50
35kV BusBar Size Ranges
BBI-7A 35734 8.28-8.86" 4x1/4-4 x 314" Measure 23/4" 20
35735 (210-225 mm) (102 x 6-102 x 19 mm) circumference (70 mm) 50
BBI-8A 35736 10.29-10.94" 5x 1/4-5x 3/4" Measure 33/8" 20
35737 (261-278 mm) (127 x 6-127 x 19 mm) circumference (86 mm) 50
BBI-9A 35876 12.29-13.00" 6 x 1/4-6 x 3/4" Measure 4-41/8" 20
35877 (312-330 mm) (152 x 6-152 x 19 mm) circumference (102-105 mm) 50
BBI-10A 35878 15.43-16.86" 8x 1/4-8 x 3/4" Measure 5-51/4" 20
35879 (392-428 mm) (203 x 6-203 x 19 mm) circumference (127-133 mm) 50

Note: Rectangular and square bar sizes are based on bars having radiused edges and corners.
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Product Numbers (numeric and alpha-numeric)

4 Electrical Insulating Resin . . ... 244, 303-304
5-Way Penetrant .. ...t 174,176
13 Electrical Semiconducting Tape ..........covvvviiinin s, 6-8
16-101 General Purpose Contact Cleaner. . ............c..coovvvneno... 166
16-102 Quick Drying Contact Cleaner. .............coviieiiinn.n 166
16-103 High Flash Contact Cleaner. ... 166
16-201 General Use Cleaners. . .........ooviviriiiiiiiiie e, 168
16-203 Quick Drying Parts and Equipment Degreaser .................. 167
16-205 Natural DEgreaSEr . . . v\ v vt ettt e et et 167
16-207 General Use Cleaners. .. .........ovvvrviiniiiiaiiianns 168
16-301 Natural Cable Cleaner. ... e, 166
16-303 High Flash Cable Cleaner . ..., 167
16-305 Quick Drying Cable Cleaner .............ccovviieiiannn 167
16-401 Scotchkote Electrical Coating . ...........cooviviiiniinenn.. 177
16501 ZINC SPray . . v vt et ettt e e 177
16-703 Storing Lubricant . . ... 174,176
22 Vinyl Electrical Tape . ..ot 3-5
23 Rubber Splicing Tape . . .. v e 6-8
24 Electrical Shielding Tape. . ... ..ot 6-8
25 Electrical Grounding Braid . ...t 6,8
27 Glass Cloth Electrical Tape . ... .ot 13-15
35 Vinyl Electrical Tape . ..« v oot 35
48 Thread Sealant and Lubricant. ................... ... . ..., 13-15
50 All-Weather Corrosion Protection Tapes. ............o.ovvennn... 11-12
51 All-Weather Corrosion Protection Tapes. . ................ovovn.. 11-12
66R Vinyl Electrical Tape . .. ..o 35
69 Glass Cloth Electrical Tape . . ... 13-15
70 Self-fusing Silicone Rubber Electrical Tape. . ...............coovun. 6-8
72 Pressure Sensitive Adhesive .............. i 169
72-N Series Inline Splice Kits. . ... ... 240
75 Repositionable Adhesive. ... 169-170
76 High Tack Adhesive. . ... 169-170
77 Fire and Electric Arc Proofing Tape. .. ..o 7-8
78-R Series Reenterable Inline and Tap Splice Kits .. .................. 241
80 Neoprene Contact Adhesive. . ... 169
82-A Series Inline Resin Splice Kits. .. ... ..o 246
82-B1 Wye Resin Splice Kit. .. ... 246
82-BF1 Flexible Power Cable Tap Splice Kit. . ................... ... 243
82-F1 Inline Splice Kits for Flexible Power Cable ...................... 247
82-F2 Inline Splice Kits for Flexible Power Cable .. .................... 247
85 Series Multi-Mold Resin Splice Kits .. ...t 242
90 High Strength Adhesive . ... 169
90-B1 Wye Resin Splice Kit. . . ... 243
130C Linerless Rubber Splicing Tape . .. ... 6,8
150 Caulk, Interam FireDam ...t 180
200 Amp Industrial Loadbreak Elbow Accessories . .. .................. 229
200 MaSKING TaPE . . .« ottt 15
201 General Purpose Spray Adhesive . ...t 169-170
212 Electrical Spring CONNECIOrS. .. ..o ovvvv e 22,24
232 High Performance Masking Tape ...t 13-15
234 General Purpose Masking Tape .. .....c.ovvviveinnineinnnnn. 13-15
312 Electrical Spring CONNECIONS. . .« .\ oo et 24
314 Insulation Displacement Connectors. . ...............ccovvvn... 28-29
314U Insulation Displacement Connectors. . ................covn... 28-29
316IR Insulation Displacement Connectors . .. ............ccovvnvn... 28-29

371 Industrial Box Sealing Tape. . . ....ovvvvvei i 16-17

451R-CIR-1/0-840 Cable Repair Splice. .. ...t 264
512 Electrical Spring CONNECIOrS . . . ..o v v 24-25
512G Electrical Spring CONNECOrS. . . ..o v v vt vt 24-25
557 Insulation Displacement Connectors. . .. ...........covvenvnn... 28-29
558 Insulation Displacement Connectors. . .............covvinn.... 28-29
560 Insulation Displacement Connectors. . .............ovvvene.... 28-29
560B Insulation Displacement Connectors. . .. ..........ovvvvenen... 28-29
560N Insulation Displacement Connectors. . ............co.vvvenv.n.. 28-29
562 Insulation Displacement Connectors. . ..........o.ovvvvvenn.... 28-29
564 Insulation Displacement CONNectors. . . .............oovenvnn... 28-29
567 Insulation Displacement Connectors. . ...............c.ovvnvn... 28-29
620-T-95-3-RJS Cable Termination Kit . ..................oooiiits. 212
700 Series Adhesive Cable Clips. ... 149
700 Vinyl Electrical TAPe ... ..o 4-5
804 Insulation Displacement Connectors. . ..........o.vvvvvvenn.... 28-29
804U Insulation Displacement Connectors. .. .............coovvnv... 28-29
893 Industrial Grade Filament Tape. ...t 17-18
897 Commercial FilamentTape . ...t 17-18
901 Insulation Displacement Connectors. . ............covvvvenn.... 28-29
905 Insulation Displacement Connectors. . ..........ovvvvvvenn.... 28-29
905N Insulation Displacement Connectors. . ............ovvvvenn... 28-29
951 Insulation Displacement CONNECtors. . .. ........o.vvvvvnenvnnn.. 28-29
952 Insulation Displacement Connectors. . .............coovvvnv.... 28-29
953 Insulation Displacement Connectors. . .............ovvivene.... 28-29
972 Insulation Displacement COnnectors . .............oovvueiueannnn 29
1601 Insulating SPray . ... ..ovvr i 177
1602 InSUlating SPray . ..ottt e 177
1603 InSulating SPray . . ... .vvve i 177
1700 Vinyl Electrical Tape . . . ..o ove et 5
1755 Cotton Friction Tape . . . ..o e 15
1100 Corrosion Protection Tape ... .. ..ovviiiriii i 12
2000 Electricians DUCt TAPE. . . . oo et 14-15
2000 Silicone Sealant ... 182
2000 Silicone Sealants . ............viriii 181
2000T Series CU/AL Reducer Connectors. .. .. ... 140, 141, 129, 277-278
2001 Silicone RTVFOAM .. ..o 181-182
2003 Silicone Sealant .. ... 182
2104 Electrical Insulating and Sealing Compound. . ............ 244, 303-304
2112 Reenterable Electrical Insulating Compound ............. 244, 303-304
2130 Flame Retardant Compound . . ............ooovivnn.. 244, 303-304
2135 Wet-Niche Potting Compound . ................ooviun.. 244,304
2135M Cable Repair Compound . . . .......oviieiii i 244,304
2155 Rubber SplicingTape. ... ....ovii 7-8
2200 Vinyl Mastic Pads . .........oviuiii i 9-10
2228 Vinyl Mastic Pads . .. ... v ov e 10
2229 Vinyl MaStic TAPE . ..o vt 9-10
2230 MaSHC SHHIP . . ..o 10
2242 SPliCING TAPES . . v vttt 7
2252 Cable Grounding Kit . .. ... 301
2510 Electrical Insulating Varnished Cambric Tapes. ................... 7-8
2520 Electrical Insulating Varnished Cambric Tapes.................... 7-8
3565 Label Protection Tape. . . ..o .o vt 18
3710 Commercial Box Sealing Tape . .........coovviiiiiiinannn. 16-17
3732 Printed Box Sealing Tape ... .....oovviiiiiiii i 16-17
3734 Printed Box Sealing Tape .. .. ..oovvvvviii i 16-17
3750 Premium Commercial Box Sealing Tape. . ..................... 16-17
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3770 Series Printed Box Sealing Tape. . ..., 16-17
3939 DUCE TAPE . .+ o e et e et e 15
4560 Series Armorcast Structural Material ................... ... ... .. 249
4604 Silicone Rubber Termination Kit ................. ...t 218
4605 Silicone Rubber Termination Kit ................. ... ..ot 218
4815-B Series Cable Adapter Kits .. ... 283-246
5000 Reflective Lettering System. ...........cooviiiriiiein.n. 200-201
5003 Non-Reflective Lettering System. . .............coovvin... 200-201
5005 Reflective Lettering System. . ... 200-201
5012 Decal holder Strip . .. ... 201
5025 Reflective Lettering System. . ... 200-201
5110-0S Series Cable Accessory Oil StOpS. .. ....ovvvvviiiiii 230
5300 Series Motor Lead Connections .................ccovvnn... 287-290
5400 Series QS InLine Splice kit Series. .. ..........cooiiiinn. 252-254
5411 Series QS-lI Splice Kits. . ... ... 252
5412 Series QS-lI Splice Kits . . ... ... 252-254
5417 Series Cold Shrink Inline Cable Splices .. ...................t. 257
5418 Series Cold Shrink Inline Cable Splices . ....................... 257
5420 Series Cold Shrink Cable Splices. . ... 262
5430 Series Cold Shrink Cable Splices. ... 269
5450 Series Cold Shrink Cable Splices . ......................... 263-267
5460 Series Cold Shrink Cable Splices . ......................... 269-271
5500 Series Molded Rubber Cable Splices. .......................o.. 258
5550 Series Cold Shrink Splice Kits . ... 248
5600 Series Outdoor Termination Kits. .. ...t 216
5610A Series Silicone Rubber Termination Kits . .. .................... 219
5611A Silicone Rubber Termination Kit . ............... ...t 219
5620K Series Indoor Termination Kits .. ................ooint. 215-216
5640 Series Outdoor Termination Kits. ... ... .. 217
5650 Series Outdoor Termination Kits. .. ..........covviiiiiiinnn 217
5670 Series Silicone Rubber Termination Kits ........................ 219
5671 Termination KitS . . ... ..o vt 219
5672 Termination KitS . ... ... .o 219
5680 Series Outdoor Termination Kits. .. ............ccooiiiiii.. 216
5680 Series Outdoor Termination Kits. .. ... 216
5690K Series Outdoor Termination Kits for 15t0 35kV ................. 217
5700 Series Tape Splice KitS. . .. ..o vvve i 260
5700 Series Tape Termination Kits . . .. .......ovvviiii i 222
5701 Tape Termination Kit. . .. ... 222
5702 Tape Termination Kit. . .. .......ooii e 222
5703 Tape Termination Kit. . . . ... 222
5717 Tape Splice Kit . .. ... oo 260
5718 Tape Splice Kit . ... ..o 260
5720 Tape Splice Kit . . ... 260
5730 Series Low Voltage Inline Splice Kit ..................cooooit. 249
5740 Series Inline Splice Kits . ... ..o 247
5750 Series Three-Conductor Inline Splicing Kits . . . ................... 250
5760 and 5777-MT. ..o\t 261
5760 Series Cold Shrink Cable Splicesr ......................... 251, 261
5761 Armored/Non-Armored Cable Splice ................ ...t 251
S5777-MT Cable Splice. ... ... 261
5800-Ph Series Silicone Rubber Termination Kits . .. ............... 220-221
5810 SerieS EIDOW KitS ... ..o 227
5811 SerieS EIDOW Kits . . ..o vee 228
5815-ACOS Series Oil Stop KitS . . ..o oo 285
5815-A0S Series Oil Stop KitS .. ..o 285
5815-B Series Cable Adapter Kits . .. ..........cooviiiiiii it 283-284
5815-TW Cable Adapter Kit. . . ... 282
B815-TW T-Wrench. . ... 282
5831 Sheath Seal Kit. . ........oiii 297
5832 Sheath Seal Kit. . ...t 297
5841 Sheath Seal Kit. . ........coovii i 297
5842 Sheath Seal Kit. . ... 297
6020K Series Indoor Termination Kits for 15t0 25/28kV ................ 215
06147 Electrical Moisture Sealant .. ........... ... 9-10

06149 Electrical Moisture Sealant . ..., 9-10
06290 Series Cable TIe BaSeS ... ..vvvv vt 147
6910 Cloth Gaffers Tape . .......ovviriii e 14-15
6969 DUCE TAPE . . ottt e 14-15
07440 SeriesHand Pads. . ... 201, 307
7446 Blending Pads. .. ...t 201, 307
7447 General Purpose Pads . . ... 201, 307
7448 UltraFine Fads. . .....ooe o 201, 307
7600-S-3-RJS Cable Termination Kit. .. ...........coovviii . 208
7600-S-3-RJS Series - Kit Selection Guide. .. ..........ovviiiin. .. 211
7600-S-3W Cable Termination Kit. . ............ ..., 208
7600-S-3W Series - Kit Selection Guide .. ......oovviviiiii 209
7600-S-INV-3W Series - Kit Selection Guide. . ........................ 211
7600-T-3-RJS Cable Termination Kit. . ...........covviiiiienn 208
7600-T-3-RJS Series - Kit Selection Guide . . . ..........covviviinn. 212
7600-T-3W Cable Termination Kit.............. ..., 208
7600-T-3W Series - Kit Selection Guide .. ...............covviinn... 210
7620-S-2 Shielded Cable Kit . ............coiiii 207
7620-S-2-3-RJS Cable Termination Kit. . .............coivieiinn... 211
7620-S-2-3W Cable Termination Kit .. ..........ovvivei i 209
7620-T-95 Shielded Cable Kit . ... 206
7620-T-95-3-RJS Cable Termination Kit . .....................oout.. 212
7620-T-95-3W Cable Termination Kit . .............. ...t 210
7621-S-2 Shielded Cable Kit . ...........cooiii 207
7621-S-2-3-RJS Cable Termination Kit. . ..., 211
7621-S-2-3W Cable Termination Kit .. ... 209
7621-T-110-3-RJS Cable Termination Kit . .. ...t 212
7621-T-110-3W Cable Termination Kit . ............ ...t 210
7621-T-95 Shielded Cable Kit . .............cci i 206
7621-T-95-3-RJS Cable Termination Kit . . ................ooveiinn... 212
7621-T-95-3W Cable Termination Kit . ...............coiviiiinn... 210
7622-S-2 Shielded Cable Kit . . ...t 207
7622-S-2-3-RJS Cable Termination Kit. . ...t 211
7622-S-2-3-RISV .o e 211
7622-S-2-3W Cable Termination Kit . ...................coiiiii... 209
7622-S-INV-2 Inverted Kits for Shielded Cable........................ 207
7622-T-110 Shielded Cable Kit . ... 206
7622-T-110-3-RJS Cable Termination Kit. ...t 212
7622-T-110-3W Cable Termination Kit . .............covviiiin.. 210
T622-T-110-3W V. oottt e e e 210
7622-T-125-3-RJS Cable Termination Kit . . ...t 212
7622-T-125-3W Cable Termination Kit . ..............cooviiiinn... 210
7623-T-95-3-RJS Cable Termination Kit . . ..............cooviiinn... 212
7623-T-95-3W Cable Termination Kit . ..., 210
7624-T-110 Shielded Cable Kit . .. ... 206
7624-T-110-3-RJS Cable Termination Kit .. ..............coviiinn... 212
7624-T-110-3W Cable Termination Kit . .................cviiiini... 210
7624-T-125-3-RJS Cable Termination Kit . . ...t 212
7624-T-125-3W Cable Termination Kit . ...............ccoviiiinn... 210
7624-T-95-3-RJS Cable Termination Kit . . ...........coviiiiinnn 212
T6824-T-05-3W V. oottt e e e 210
7625-T-110 Shielded Cable Kit . . .......... ..o 206
7625-T-110-3-RJS Cable Termination Kit . . ...t 212
7625-T-110-3W Cable Termination Kit . ..............ccoiiii ... 210
7625-T-125-3-RJS Cable Termination Kit . . ..., 212
7625-T-125-3W Cable Termination Kit . ..., 210
7625-T-95-3-RJS Cable Termination Kit . . ...t 212
7625-T-95-3W Cable Termination Kit . .................ccoiiiiin... 210
7626-T-110 Shielded Cable Kit . . .......... ..o 206
7642-S-2 Concentric and Jacketed Concentric Cable Kit .. .............. 207
7642-S-INV-2Inverted Kits for Concentric and Jacketed Concentric Cable. . . 207
7642-T-110 Concentric and Jacketed Concentric Cable Kit . ............. 206
7642-T-HSG-110 High Fault Current Cable Kit. . ...................... 206
7644-T-110 Concentric and Jacketed Concentric Cable Kit . ............. 206

7644-T-HSG-110 High Fault Current Cable Kit. . ...................... 206



7645-T-110 Concentric and Jacketed Concentric Cable Kit . ............. 206

7645-T-HSG-110 High Fault Current Cable Kit........................ 206
7646-T-110 Concentric and Jacketed Concentric Cable Kit . ............. 206
7646-T-HSG-110 High Fault Current Cable Kit. . ...................... 206
7652-S-4 Concentric and Jacketed Concentric Cable Kit . ............... 207
7652-S-4-TI Concentric and Jacketed Concentric Cable Kits

with Top Insulator. . ... 207
7652-S-HSG-4 High Fault Current Cable Kit. . ................ ... .. .. 207
7653-S-4 Concentric and Jacketed Concentric Cable Kit .. .............. 207
7653-S-4-TI Concentric and Jacketed Concentric Cable Kits

with Top Insulator. .. ... 207
7653-S-HSG-4 High Fault Current Cable Kit. . ............. ... ...t 207
7653-S-INV-4 Inverted Kits for Concentric and Jacketed Concentric Cable . . 207
7653-T-150 Concentric and Jacketed Concentric Cable Kit . ............. 206
7653-T-HSG-150 High Fault Current Cable Kit. . ...................... 206
7654-S-4 Concentric and Jacketed Concentric Cable Kit . ............... 207
7654-S-4-Tl Concentric and Jacketed Concentric Cable Kits

with Top Insulator. . ... 207
7654-S-HSG-4 High Fault Current Cable Kit. . ................ ... .. .. 207
7655-S-4 Concentric and Jacketed Concentric Cable Kit . ............... 207
7655-S-4-TI Concentric and Jacketed Concentric Cable Kits

with Top Insulator. . ... 207
7655-S-HSG-4 High Fault Current Cable Kit. . ................ ... .. .. 207
7655-S-INV-4 Inverted Kits for Concentric and Jacketed Concentric Cable . . 207
7655-T-150 Concentric and Jacketed Concentric Cable Kit . ............. 206
7655-T-HSG-150 High Fault Current Cable Kit........................ 206
7656-S-4 Concentric and Jacketed Concentric Cable Kit . ............... 207
7656-S-4-TI Concentric and Jacketed Concentric Cable Kits

with Top Insulator. ... ... 207
7656-S-HSG-4 High Fault Current Cable Kit. . ................ ... .. .. 207
7656-S-INV-4 Inverted Kits for Concentric and Jacketed Concentric Cable . . 207
7656-T-150 Concentric and Jacketed Concentric Cable Kit . ............. 206
T656-T-HSG-150 . . ..ottt 206
7663-S-8 Concentric and Jacketed Concentric Cable Kit . ............... 207
7663-S-HSG-8 High Fault Current Cable Kit. . ........................ 207
7664-S-8 Concentric and Jacketed Concentric Cable Kit . ............... 207
7664-S-HSG-8 High Fault Current Cable Kit. . ..................... ... 207
7665-S-8 Concentric and Jacketed Concentric Cable Kit . ............... 207
7665-S-HSG-8 High Fault Current Cable Kit. . ................... .. .. 207
7666-S-8 Concentric and Jacketed Concentric Cable Kit . ............... 207
7666-S-HSG-8 High Fault Current Cable Kit ......................... 207
7683-S-8 Shielded Cable Kit. ...t 207
7684-S-8 Shielded Cable Kit.......... ... 207
7684-S-8-3-RJS Cable Termination Kit. . ........... ..., 211
7684-S-8-3W Cable Termination Kit. . .............ccoviiiiiin... 209
7684-S-8-3W Cable Termination Kit . ..., 209
7685-S-8 Shielded Cable Kit. ... 207
7685-S-8-3-RJS Cable Termination Kit. . ... 211
7685-S-8-3W Cable Termination Kit . ..............cooviiii ... 209
7686-S-8 Shielded Cable Kit. ... 207
7690-S-INV-3 RJS Series - Kit Selection Guide . ...................... 212
7690-S-INV-3-RJS Cable Termination Kit. ..................coount.. 208
7690-S-INV-3W Cable Termination Kit . ... 208
7691-S-4-3-RJS Cable Termination Kit. .. ..........coovvvviin ... 211
7691-S-4-3W Cable Termination Kit . ..............cooviiin... 209
7692-S-4 Shielded Cable Kit . ... 207
7692-S-4-3-RJS Cable Termination Kit. . ...........coovviiii ... 211
7692-S-4-3W Cable Termination Kit
7692-S-4-3W Cable Termination KitCable Termination Kit............... 209
7693-S-4 Shielded Cable Kit. ... 207
7693-S-4-3-RJS Cable Termination Kit. .. ... ... 211
7693-S-4-3W Cable Termination Kit . ..............cooviiiin... 209
7693-S-4-INV-3-RJS Cable Termination Kit .......................... 212
7693-S-4-INV-3W Cable Termination Kit. . ...................couu... 211
7693-S-INV-4 Inverted Kits for Shielded Cable........................ 207

7693-T-150 Shielded Cable Kit . . ... 206
7693-T-150-3-RJS Cable Termination Kit . ........................... 212
7693-T-150-3W Cable Termination Kit . .................... ...t 210
7694-S-4 Shielded Cable Kit . . ........c.ovvii i 207
7694-T-150-3-RJS Cable Termination Kit . . .............oooviiiints. 212
7694-T-150-3W Cable Termination Kit ................cocoiviin.s. 210
7695-S-4 Shielded Cable Kit . . ... 207
7695-S-4-3-RJS Cable Termination Kit. .. ..........covviiiiinint 211
7695-S-4-3W Cable Termination Kit . ...t 209
7695-S-4-3W Cable Termination Kit . ............... ...t 209
7695-S-4-INV-3-RJS Cable Termination Kit . ................ ... .. .. 212
7695-S-4-INV-3W Cable Termination Kit. . . .................oooiits. 211
7695-S-INV-4 Inverted Kits for Shielded Cable . ....................... 207
7695-T-150 Shielded Cable Kit .. ...t 206
7695-T-150-3-RJ S Cable Termination Kit. . . ......................... 212
7695-T-150-3-RJS Cable Termination Kit . . ....................ooo.e. 212
7695-T-150-3W Cable Termination Kit . .................coooiiints. 210
7696-S-4 Shielded Cable Kit. . ... 207
7696-S-INV-4 Inverted Kits for Shielded Cable . ....................... 207
7696-T-150 Shielded Cable Kit .. ...t 206
7820 Spacer Web . ... ..o 241
8210 Label Protection Tape. .. ... ..o 18
8210 N95 Sanding and Fiberglass ............c.oiiiiiiiiiiiiinn. 197
8240 Label Protection Tape . ... ...ovvviriii i 18
8240 POUCh TAPE . ..ottt e 18
8260 POUCh TAPE . ..ottt e 18
8420 Series SPlice Kits . ... ..o 238
8430 Series SPlice Kits ... ..ot 238
8440 Series Silicone Insulators ... 238-239
8450 Series Cable Accessory Sealing Kits .. ...t 295
8452 Cable Accessory Sealing Kit. . ..., 295
8452L Cable Accessory Sealing Kit. .. ..., 295
8453 Cable Accessory Sealing Kit. . ... 295
8454 Cable Accessory Sealing Kit. . ... 295
8460 Shield Adapter Kit. .. ... 296
8461 Shield Adapter Kit. .. ... 296
8473 Hi-Amp Accessory Grounding Kit. .. ... 300
8473 Grounding Accessory Kit .. ... 301
8500 Comfort Mask .. ..o 197
8560 Series- 3/C Cable Breakout Boots .. ...................coouts. 214
8600 Safety Center DEMO . ... ..ottt 197
8884 Stretchable Tape. . ... 19
8886 Stretchable Tape. . . ... 19
8651ES Comfort Mask. . .......ovvvii i 197
8652ES Comfort Mask. . ... 197
8654ES N95 Sanding and Fiberglass Respirator. . ................. 196-197
8656ES R95 Latex Paint/Odor Respirator . . ..............c.oovun.. 196-197
8657ES Safety GOggIES . . . ..o 196-197
8658ES Corded EarPlugs . .......ovvi 196-197
8660ES N95 Welding Respirator . . ........o.vvviiniieennn. 196-197
8683ES Protective Eyewear. .. .........oviiii 196-197
10000 Series Copper Connectors-Standard-Barrel. .................... 130
11000 Series Copper Connectors-Long-Barrel upto 35kV .............. 130
20000 Series CONNECIONS . ..o \v v ettt 129-131
20010 Series Copper/Aluminum Connectors. . ... ...ovvvvveinennnnnns 131
30000 Series Copper Lugs-One Hole. ...t 132
31000 Series Copper Lugs- One Hole, Long-Barrel .................... 133
40000 Series Copper/Aluminum Lugs .. ........oovveivennannnn.. 134-135
40000 SErES LUGS « . . v vt e e 129-131
A-3 Electrician’s Abrasive Roll. . ... 308
A-RACK- Folded Sorbent Dispenser Rack. .................cooovnin 199
B Electrical Spring CONNECLOrS . ... ..o \vve i 22
B/IG+Wire CoNNeCtors . .........cooviiiiii 24-25
BBI-A Series Bus Bar Tubing . . .. ... ooe i 323-324

C-FL550DD Chemical Sorbent-Folded ..................coovinn... 199
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C-SKFL5 Chemroll Chemical Sorbent-Folded Spill Kit . ................. 199
CC Series Cable Cleaning System . ...........ooviriiiiiinianns 307
CFS Series Constant FOrce SPrings . . ... .ovvvvvveeie i 302
Cl Series Connectors . ................... 129, 136, 255-256, 265-266, 270
CI-A Series Connectors upto 35kV .. ...t 136, 265, 270
CI-T Series Transition CONNECLOrS. . . ...\ vvvv v eneans 137, 256
CIR Series CONNBCIOIS . .\t vttt et 137, 254
CL Series Wire Pulling Cable Loosener. . .............oooviiiiin. 176
CP25WB+ Caulk. . ..o 180
CP-1 Parallel Clamp up to 35KV. .. ..o 139
CPT Series Corrosion Protection Kits . ... .......ooovvii i 306
CS-195+ Composite Sheet . .. ..o 185
CS500Ph Cold Shrink Series. . .. ..o 273
DBR Direct Bury Products . . .. ... oot 237
DBR-6 Direct Bury Product .. ..........oiiii 237
DBY Direct Bury Products . . . ... ..ot 237
DBY-6 Direct Bury Products . ...........o.oviiiiiiiiiiiians 237
E-5Series Mat, Interam . ... 185
E-5A-3 Mat . .ottt 185
EBA-AMaL. ..o 185
E-9BM Crimping TOOL. . .. ..ot 27,32
E-9E Crimping TOOI . . . ..ot 27,32
E-9Y Crimping TOOl . . . ..ot 27,32
EPS-300 Heat Shrink Tubing . ................oooiuts. 309-310, 321-322
FP Series Reels Thin-Wall, Flexible Polyolefin . ....................... 318
FP-301 Heat Shrink Tubing. .. ...t 309-310, 316-319
FS-195+ Wrap/Strip. . . .ot 184
G Electrical Spring CONNECLOrS. . .. ..ot 22-25
GS Series Ground Strap Assembly . .. ... .o 302
GSHA-8 Hi-Amp Grounding Accessory Kit. . .................oo.e. 300-301
H-10 Filament Tape DiSPenSer. . . ......ovvuiiiiiii e 17-18
H-29 Spring CONNECIONS .. ..o\ v ettt 24
H-30 Spring CONNECLOIS . . ...\ttt 24
H-31 Spring CONNECLOIS . . ..o\ttt e 24
H-33 Spring CONNECOrS . . ..o\ttt 24
H-35 Spring CONNECIONS .. ..o\ v vttt 24
H-122 Box Sealing Hand Dispensers. . .............coovvvivaninen.. 16-17
H-180 Box Sealing Roll-on Dispensers ...............covvvvvvnn.. 17-18
HDBB Series Heat Shrinkable Cable Breakout Boot. ................... 298
HDCW Series Wraparound Heat Shrink Cable Repair . ................. 293
HDT Heat Shrink Tubing. . ... ... 309-310
HSJ Series Heat Shrinkable Splice Jackets .......................... 292
IAL-3 Airport Lighting Connector Sealing Kit. .. ....................... 245
ICEC Cable ENd Caps . . .. ..o vee et 299
IDC CONNECIONS . . . .o et 27
IFP-301 Four-Foot Lengths with Header Cards. ....................... 319
IMCSN Heat Shrink Tubing . ...t 309-310
IR-16 Series Heat Tracers. . .........ovvvvviniininn.n. 188-189, 192-193
IR-60 Series Heat Tracers .. ..........ovvueniiinniinnns 188-189, 193
IR-750 Series Heat Tracers . ...........ovvvvvvvnennn. 188-189, 191, 193
ITCSN Heat Shrink Tubing. .. ... 309-310, 312
LBC SeriesS CONNeCtOrs .. ......ouveiii i 226
M Series Jacket Repair Kits. . . ........ooiii 294
M-FL550DD Maintenance Sorbent-Folded . .......................... 199
M-RG36300E Standard Maintenance SorbentRug .................... 199
M-RGC36100E Poly-backed Maintenance SorbentRug. . ............... 199
MB and MBS Series Mounting Brackets .. ............... ... ..o 305
MDT Heat Shrink Tubing .. ... 309-310
MPP Series Moldable Putty . . .........c.oiii 183
MW Heat Shrink Tubing .. ... 309-310, 322
O/B+ Wire CONNEBCIOTS . . ..« vt e et et 24-25
OS SeES LUGS « o o ve et 129, 138
P-FL550DD Petroleum Sorbent-Folded. ............................. 199
P-SKFL5 Petroll Chemical Sorbent-Folded Spill Kit .................... 199

Plenum Wrap . . ..o 186

QS-2000 SEMIES . . ottt e et e e 275-276
QS-2000T SBMES .+ vt vttt ettt et et 274
QS-2011-3T Cable Trifurcating Splice. . ...........cooviiiin 275
QS-2011-3T-WS* Cable Trifurcating Splice. . . ...t 275
QS-2011T Cable Splice. . . ..ot 274
QS-2012-3T Cable Trifurcating Splice. . .........c.covvviiiiiinnns. 275
QS-2012-3T-WS* Cable Trifurcating Splice. . .................ooiitt. 275
QS-2012/13-3T Cable Trifurcating Splice .. .............coiiints. 275
QS-2012/13-3T-WS* Cable Trifurcating Splice . . ..............c.ovivtn 275
QS-2012T Cable Splice. . . . ..o 274
QS-2013-3T Cable Trifurcating Splice. . ...........cooviiiiii .. 275
QS-2013-3T-3C Cable Splice ... ..o 276
QS-2013-3T-WS Cable Trifurcating Splice . ..............cooovvvintn. 275
QS-2013T Cable Splice. . .. ..ot 274
QS-11 5451R Cable Repair Splices ..........c.oiviiiiiiiin 264
QS-115500 SEMES . .. v vt e ettt 258
QS-111 5417 and 5418 Cold Shrink Inline Cable Splices ................. 257
QS-1115417 Cold Shrink Inline Cable Splices ......................... 257
QS-111 5457 and 5458 Cold Shrink Cable Splices ...................... 267
QS-111 5467 and 5468 Cold Shrink Cable Splices ...................... 271
QS-1115515 and 5516 Cold Shrink Cable Splices ...................... 259
QS-111 5525 and 5526 Cold Shrink Series Cable Splices. ................ 268
QS-1115535 and 5536 Cold Shrink Cable Splices ...................... 272
QT-II Indoor and Outdoor Terminations. .. ...........ovvvviiinn... 215
QT-IIl Indoor Tubular Termination . . ..........oooviririniiann. 206
QT-IIl Outdoor Skirted Termination . ............ovvireireireinenns 207
QT-lll Silicone Rubber. . ... 206
R Electrical Spring CONNeCtors. . ..........ovivviiiieiennnn. 22,24-25
RIY+Wire CONNECOrS . . ..ot 24-25
RC- Restricting Collar .. ... 184
RJS Series Rejacketing Sleeve. . ... 214
S-11 Insulated Electrical Crimp Sleeve Connectors ..................... 26
S-31 Insulated Electrical Crimp Sleeve . .. ..., 26
SC Series Aerial Stem ConNeCtors . ............ovvviiiiiiinn... 129
SCS-AM Adhesive Wire Marker Computer Sheets . . ................... 162
SDR Wire Marker Tape (refills). . ..., 156-158
SG-2 and SG-3 Hi-Amp Splice Grounding Accessory Kit. . ........... 300-301
Sl-1 Cable Stackers. . .......ovv 148
SIFS-1 Furring Strip Cable Stackers .. ... 148
SJ Series Jacket Kits .. ... 291-292
SKEENAS CaPS .« « e ot et et et et 299
SLS Write-On DISPeNSer . . ... v vttt 155
SLW Write-On DISPENSEN. . . ..\ vt 155
SMP Marker Pens ..........oovuiiiii i 154, 159, 161
SPB Pre-Printed Wire Marker Books . ........................... 159-160
STD Wire Marker Tape DiSpensers. . ..........oviiiennann.. 154, 156
STS Wire Marker Type-On Sheets. . ... 162-163
Super 33+ Vinyl Electrical Tape. .. ..o 4-Mar
Super 74 Foam Fast Adhesive ... 169
Super 77 Spray AdhesiVe. . ... ..o 169-170
Super 88 Vinyl Electrical Tape . .. ..o 35
SWB Write-On Wire Marker Books . .................cooooiitn. 159, 161
SWD-R Write-On DISPENSET . . ..ottt e e 155
T TP . o oottt 185-186
U1B Insulation Displacement Connectors for Communication. .......... 30-31
U1R Insulation Displacement Connectors for Communication. .. ........ 30-31
UAL Insulation Displacement Connectors for Communication. . ......... 30-31
UB2A Insulation Displacement Connectors for Communication. ... ...... 30-31
UB2A-D Insulation Displacement Connectors for Communication. . .. . ... 30-31
UF Series Splice KitS. . ... ..o 245
UG Insulation Displacement Connectors for Communication. . .......... 30-31
ULG Insulation Displacement Connectors for Communication. .. ........ 30-31
Ultra PPD Tabs and AnChors. . ... 183
UP2 Insulation Displacement Connectors for Communication. . ......... 30-31
UP3 Insulation Displacement Connectors for Communication. . ......... 30-31



UR Insulation Displacement Connectors for Communication. . .......... 30-31

UR2 Insulation Displacement Connectors for Communication ............. 31
UR2-D Insulation Displacement Connectors for Communication. . . .. .. .. 30-31
UY Insulation Displacement Connectors for Communication. . .......... 30-31
UY2 Insulation Displacement Connectors for Communication. . ......... 30-31
UY2-D Insulation Displacement Connectors for Communication.. . . .. .... 30-31
WCD Wire CONNector DIVENS . ... ..o ettt 23
WCD-H Application TOOIS ... ...\t 25
WCD-P Application TOOIS .. ... ..ot 25
WL Series Wire Pulling Lubricant Gel .. ...t 176
WLC Series Wire Pulling Lubricant, Communication. . .................. 176
WLW Series Wire Pulling Lubricant, Wintergrade . . .................... 176
WLX Series Wire Pulling Lubricant, Wax. . . ................oooen.. 176
Y Electrical Spring CONNECLOrS. . . ... .v vt 22-25

Generic Alphabetical Description
A

Adhesive Cable ClipS. .. . ..o 149
Adhesive-Lined Tubing . ... 321
AGNESIVES . . . e 165-171
ABTOSOIS . . o vt 165-171
Airport Lighting Connector Sealing Kit. .. ...t 245
AnmMal GUAN. . . .. 223
Armorcast Structural Material .............. o 249
B
BookS, Wire Marker . .. ... 159
BOX Sealing Tapes. . . ..ot 17
BusBar Tubing. .. ....ooovi 323-324
C
Cable Accessory Products . . ........oovviiiiii i 291-308
Cable Adapter Kits . . .. ... oo 282-284
Cable Cleaners. . .....ooi i 166-168
Cable Cleaning System . ..ot 307
Cable CliPS. . . e 149
Cable DUCES . . oot 150
Cable ENd Caps. . ..o oot 299
Cable Grounding Kit. .. ... ..o 301
Cable Repair Compound . . ... ...ovvii i 244,304
Cable Splices . . ... 231-278
Cable StaCkers. . .. ..o 148
Cable Tie BaSeS. . . .o vttt 147
Cable Ties. .o 144-146
Case Sealing AdhesiVe . .. ... 171
CaUIKS . . 180
Chemical SPill Kits ... ... 198-199
Chemroll Chemical Spill Kits. .. .. ... 198-199
ClBaNETIS . . o 166-168, 201, 307
Coatings and Protectants. . . .........ovui i 177
Cold Shrink
Cable Accessory Sealing Kits. . .. ... 295
Indoor Tubular Termination ............ ..., 206
Jacket Kits . ..o 292
Outdoor Skirted Termination . ............covviiiiiiiinanan.. 207
Sheath Seal KitS. . .. ..o 297
Silicone Insulators .. ... 238
Silicone Rubber Cable Breakout Boots .......................... 214
SPIICES. . ot 231-278
Stacked Sleeve Kits . ... 291-292
COllarS . v 184

Comfort Mask . .. ..o 196-197
CommUNICALION DUCE . . . ..ot 150
Concentric and Jacketed Concentric Cable Kits. . .................. 206-207
Connectors and LugS . . .. ..o e 129-141
Connectors
20007 SBHES .o vttt et 148
ClSEreS. .\t 136, 255, 265, 270
CIR SBHES . . vttt e 137, 254
ClT SIS . v vttt 137, 256
COPPET et 130
Copper/AIUMINUM. .. ..o 131
Copper/Aluminum Reducer . ... 277
CrmP SIBEVE . .o 26
Insulation Displacement. .. ...t 27
LBC SErES . .ottt 226
SC SIS . . vttt 138
SOlder SPlice . ..o 120
SPrNG CONNECIONS . . .. v et et 22
SleM . 138
COPPEr LUGS . - ettt e 132-133
Copper/AluminUM LUGS .. ... 134-135
Corrosion Protection Kits. . ... ... 306
Crimping TOOIS. . .« et 27,32
D
Decal StripHolder . ... 200
DBOIBASEIS . . . oottt 167-168
Detection ProductS . . ... ..o 187-188
Diagnostic and Detection Products. . . ............coviiiinaninn. 187-188
Dispensers
BoxSealing. ........ovuiiii e 16-18
Wire Marker .. ... 154
Direct Bury Products . ... ..o 237
DUCLWIAD . e 184
Duct, CommUNICAtIoN. . . ...ttt 150
E
EarPlugs, Corded .........oii 196-197
EIDOW KItS © .o 227
Elbows, Loadbreak . ........ ... 225
Electrical Coating. . .. ..o ovv i 177
Electrical Insulating Resin . .. ... 244
Electrician's Abrasive Roll . . ... 308
Electrostatic Animal Guard .......... ...t 223
ENd CapsS. oot 299
F
Fastening Products .. .......vie e 143
Filament Tapes. . . ..o 17-18
Fire Protection Products. .. .......ooiii i 179-186
Firedam Spray . .. ...t 186
Flame Retardant Compound .. ...... ... 244
Foam Fast AdhesIVe . .. .. ..o 169
Folded Sorbents and KitS. .. ... 198-199
Furring Strip Cable Stackers . ... 148
G
General Use Cleaners. . .. ...t 168
Grounding AcCessory Kits . .........oiiiiiiii 300-302
H
Hardware ACCESSOMES. . . ... vttt et 305
Heat Shrink Splices . . .. ... 245

Heat Shrink Tubing
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Adhesive Lined. . ... 321
BusBar. ... 323-324
Heavy-Wall. . ... 311
Multiple Wall. . .. ..o 316
Splice Jacket Kits. ... ... 291
Thin-Wall ..o 316
Heat TraCers. . ... 188-193
Heavy-Duty Cable TieS . .. ..ot 145
Heavy-Duty End Caps . . .. .. oe e 299
Heavy-Wall Flame-Retardant Cable Sleeves ......................... 313
Heavy-Wall Tubing. . ... ..o 311
High Fault Current Cable Kits. . .. ... 206-207
High Strength Adhesive. . ... 169
Highland
Cloth Gaffers Tape. . .. ..o 15
Commercial Box Sealing Tape .. ......o.vvviiiniiiiann. 16-17
Commercial Filament Tape ..........ooviviiiiienn, 17
Commercial Label Protection Tape ............coviiviiann.n.. 18
DUt TaPE. . et 15
Industrial Box Sealing Tape . . .. ..o vv v 16
Label Protection Tape . ... 18
Printed Box Sealing Tape . .. ....ovvieii i 16-17
Special USE TaPES . . .o v ettt 14
Vinyl Electrical Tape . .. ..o 4-5
Wire CONNECIOrS . . ..o ot 23-25
I
Indoor Termination Kit . . ... 215
Industrial Insulated Protective Cap . ...........ooviiiiiiiiinn. 229
Industrial Loadbreaks. . . ... 229
Infrared Heat Tracers ...............covviiiiininnns 187-188, 190-192
Inline Splice Kits. . ... 240, 246, 253
Insulated Electrical Crimp Sleeve Connectors. . ............oovvviuenn.. 26
Insulating and Sealing Compounds. . ...........coviiiiiiii i 303
Insulating and Splicing Tapes . ... ... v vt 6,8
INSUIAtING SPray . . . . oot 177
Insulation Displacement Connectors and Tools. .. ................... 27-31
Interam
FireDam Caulk . ...t 180
SerieSMat ... 185
TP . 185
Inverted Kits
Concentric and Jacketed Concentric Cable . ...................... 207
Shielded Cable. . ... ..ot 207
Jacket Repair Kits . . ... ..o 294
Jacketed Concentric Cable Kits .. ..., 206-207
K
Kits
Airport Lighting Sealing ... 245
Cable Adapter. . .. ..o 168
Cable Grounding . ......ooviii 301
CableSealing. ... 295
Cold Shrink Jacket . . ... 292
Cold Shrink Stacked Sleeve ........... ..., 291-292
ConcentricCable. ... 206-207
Corrosion ProteCtion. .. .. .....vv vt 306
BIDOW . o 227
Jacket Repair . . ... 294
Ol StOP. . et 230, 285
SheathSeal ..............o i 297

Kynar® Heat Shrink Tubing. .. ... 309-310

L

Label ProteCtion Tapes . . . ..o vt 18
Labeling Adhesive . . ... .o 171
Lettering Kits and Replenishment Decals. . .................oovun 200-201
Loadbreak Bushing INSerts ...........covurviieineiiiennnns. 229
Loadbreak EIDOWS . . .. ... 225
Low Voltage Splices . . .. ... oo 237-245
Lubricants and Cable LoOSENers . ...........c.oviiiiinannnn 173-176
Lugs and ConNeCOrS . . ... vv it 129-135
Lugs

(0700 132-133

Copper/AlUMINUM . . ..o 134-135

Ol SBal. . vt 138
M
Maintenance

Sorbent-Folded. .. ... 198

SOMDENE-RUGS . . . e e 199
Marker Pens. . . ... 154, 159, 161
MasKS . ..o 196-197
MaStIC SHHIPS .. v 10
MaLS . e 185
Medium-Wall Tubing . .. .. .o 314
Modular Splicing . ... ..o 279
Moldable Putty . . ... ..o 183
Molded Rubber Splices . ...t 232
MOMAI. . . o 186
Motor Lead CONNECHONS. . . . ..o vv et 287-290
Mounting Brackets. . ... ....ou i 305
Multi-Mold Resin Splice Kits . . ..... ..o 242
N
Neoprene® Contact Adhesive . . ... 169
Non-Reflective Lettering System ...t 200-201
O
Ol SAILUGS . . o v e 138
Ol StOP KIES . . v e et 230, 285
P
Packaging AdhesiVes. . . .. ..ot 171
Packaging and Palletizing Tapes. ... ... ..ooviirii it 16
Pads. .. 201, 307
Palletizing Tapes . ... ..o 19
Penetrant, 5-Way. . . ... 174,176
Personal Safety Products ............ccovviieiiii 196
Petroll 5-Gallon Petroleum Spill Kit . . ..., 198
Phase Rejacketing System ... 213
PILC SPICES . . . v et 273-278
Pipe, Plastic DEVICES . . . ..o vt 183
Plastic Pipe DEVICES . .. ..o\ttt 183
PlenUM WIaRS . . oo 186
Protectants. . . .....o o 248
Protective Cap . . . ..ot 229
Protective EYeWear .. ... ... 197
Quick Adapter Modular Kit. . ... 282
Quick Adapter Oil Stop Kits . ... ..o 285



R

RC-1Restricting Collar .. ... 184
Reenterable Electrical Insulating Compound. .. ....................... 244
Reenterable Inline and Tap Splice Kits . ... ...t 241
Reflective Lettering System . .........o.vii i 200-201
Rejacketing Sleeve .. ... ..o 214
RE-NUCOAtING . . . oot 171
RESIN SPIICES . . . v e 232
RESIN . 244
RESPIFALONS . . .ottt 196-197
S
Safety and Protection Products. . ... 195
Safety GOggleS. . ..o 196-197
Safety Products . ... ..o 196
Sanding and Fiberglass Respirator ................ccoviiiii.. 196-197
Scotch®
Box Sealing Hand Dispensers. . ...........covvvviiinnnan.n. 16-18
Electrical Grounding Braid ... ...t 6,8
Electrical Insulating Varnished Cambric Tapes ...................... 7
Electrical Moisture Sealant .. .............. ... .o i 9-10
Electrical Semi-conducting Tape. . .......oovviiiiiiiiiiaiens. 6-8
Electrical Shielding Tape . ... 6,8
Electrician's Abrasive Roll .. ... 308
Electricians DUCE Tape . . ..o v ot et 15
Filament Tape . . . ..o 17-18
FilmTape . .o 18
Fire and Electric Arc Proofing Tape . ..., 7-8
General Purpose Masking Tape . ..........cooviiiiiinnne. 13-15
Glass Cloth Electrical Tape. . ..o 13-15
Heavy-Duty Vinyl Electrical Tape. ... 5
High Performance Masking Tape .............oviiiiinnnn. 13-15
Industrial Grade Filament Tape. .............coiiieiiin... 17-18
Label Protection Tape . .......ovoriii i 18
Linerless Rubber Splicing Tape ... .....cooviiii i 6,8
Palletizing Tapes .. ...t 19
PoUCh Tape ..o 18
Premium Commercial Box Sealing Tape ....................... 16-17
Printed Box Sealing Tape. . .......ooviii 16
Rubber Splicing Tape. . .. ..o 6,8
Sealing and Insulating Tapes. .. ......covviiiiiii 10
Self-fusing Silicone Rubber Electrical Tape....................... 6,8
Special USE TaPeS . . o v v ettt e 14
SPIICING TAPES . .+ ettt 7
Stretchable Tape .. ... 19
Tape Splice KitS . . ..o 260
Tape Termination Kits . ... 222
Thread Sealant and Lubricant. . .......... ..., 13-15
Varnished Cambric Tape . ... oot i 8
Vinyl Electrical Tape . ..« .v v 35
VinylMastic Pads. . ... 9
VinylMasticRoll. . ... 9
Scotch-Brite Hand Pads. ... ... 201, 307
Scotchcast”
Electrical Insulating and Sealing Compound. . ............. 244, 303-304
Electrical Insulating Resin. . ...t 244, 303-304
Flame Retardant Compound. .. ..............ccovinvn. 244, 303-304
Flexible Power Cable Tap Splice Kit . .............. ... ..ot 243
Inline Resin Splice Kits. . .. ... oo 246
Inline Splice Kits. .. .. ... 240
Inline Splice Kits for Flexible Power Cable........................ 247
Insulating and Sealing Compounds .. ..........covvviriinii... 303
Jacket Repair Kits. . .. ..o ve e 294

Multi-Mold Resin Splice Kits. . .. ... 242

Potting Compound . .. ...
Reenterable Electrical Insulating Compound . . ................
Reenterable Inline and Tap Splice Kits . .........................
RESINS. ..
Tap Splice Kit. . ..o
Wet-Niche POtING. . .. ..o
Wye Resin Splice Kit ...
ScotchCode Wire Marker Tape DiSpensers.......................
Scotchfil™
Electrical Insulation Putty. .. ...t
Electrical Splicing Tapes . .. ....ovvri
Scotchkote Electrical Coating . . ......ovvviie i
Scotchlok™
Electrical Spring CoNNectors . ..........o.vviiiiiiiniaenenn.
IDC CONNECIONS . ..o ve ettt e
Insulated Electrical Crimp Sleeve Connectors
Insulation Displacement Connectors . ..............oovvuiinenn..
Reducer Connectors ...............coovennn.
Scotchrap All-weather Corrosion Protection Tapes
Scotch-Seal Mastic Tape Compound. .. ........vvieiiiiiiinnns -
Sealantsand Foams. . ...
Sealing and Grounding . .. ... .v it
Sealing and Insulating Tapes . ....... ..ot
Sheath Seal Kits .. ...
Sheetsand Mats . ... ...t
Shielded Cable Kits .. ...
Shielded Cable Motor Lead Connections. ........................
Shipping-Mate™
BoX Re-NU COtiNg. . . ..ottt
Case Sealing Adhesive . ...
Silicone Lubricant. . ...........
Silicone RTVFOaM .. ...t
Silicone Rubber Termination Kit. . ....................oooiiiat.
Silicone Sealant. .. ...
Single CondUCIOr . . .. ..ot
Solder Splice CONNECIONS . ...\ v et
Sorbent. .. ...
Spacer Web . ...
Special USE TaPeS . .. v v vt
Splice Jacket Kits. . .. ..o
Splice Kits, UF . . .o
Splice Rejacketing . ... ..o
SPliCE REPAIr . . ..o
SPIICES ..
SPICING TAPES .« v ettt et
Spray AdReSIVES. . . ..o
SPring CONNECIONS . . . vttt e e et
Standard Cable Ties . ...t
SteM CONNECIOIS. . ..ot
Storing Lubricant . . ... ...

Cloth Gaffers ...
Commercial Box Sealing .. ........oovivirii i
DUCE . oo
Electrical Grounding Braid . .. .......... o
Electrical Insulating Varnished Cambric. ............ ...
Electrical Moisture Sealant . ............ ..o -
Electrical Semi-conducting .. ...
Electrical Shielding. ...........co i
Electrician's Abrasive Roll .. ............ oo
Electricians DUCL. . . ... .o
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Filament. . . ..o 17-18
Filament Tape DISPENSEr ... ....oviii it 17-18
Film. 18
Fire and Electric Arc Proofing . . ... 7-8
General Purpose Masking. .. ... 13-15
Glass Cloth Electrical .. ... 13-15
Heavy-Duty Vinyl Electrical . ... 5
High Performance Masking. .. ..., 13-15
Industrial Grade Filament . ............ ... ... oo 17-18
Interam. ... 185
Label Protection . ... 18
Linerless Rubber Splicing. . . .....o.vvvei 6,8
Packaging and Palletizing ... 19
Palletizing . . . ..o 19
Pouch. ... 18
Premium Commercial Box Sealing . ..................cooivtn 16-17
Printed Box Sealing . .........ooiuiii 16
Rubber Splicing . ... 6,8
SEaAlING . . 17
Sealingand Insulating . ........ ..o 10
Self-fusing Silicone Rubber Electrical. . .......................... 6,8
Special USe . ..o 14
SPICING. . e 7
Splice KitS. . ..o 260
Stretchable . ... 19
Tartan DUCE. .. ..o 15
Tartan Masking. . . . ... ovee 15
Tartan Special USe. . .. ..ot 14
Temflex Corrosion Protection. .............covviiiniiiiiinan.n. 12
Temflex Cotton Friction ... 15
Temflex Rubber Splicing. . ... 7-8
Temflex Special Use. . .. ..o e 14
Temflex Vinyl Electrical. . ... 4-5
Termination Kits .. ... 222
Thread Sealant and Lubricant. ....................ccocii. 13-15
Varnished Cambric. ... 8
Vinyl Electrical. . .. ... 3-5
VinylInsulation . . ... ..o 3
VINYIMaSHC. ... 9-10
Terminations . .. ..ot 203
Thin-Wall Tubing ... ..o 316
Tools
Application ... ... 25,32
Tubing
Adhesive Lined. .. ... 321
BUS Bar . ..t 323-324
Multiple Wall. . ... 316
Thin-Wall ..o 316
U
Ultra PPD Finger Tabsand Anchors . . .........ooeii i 183
W
Welding ReSpIrator. . .. ..ot 196-197
Wet-Niche Potting .. .......coiii 244,304
Wire CONNeCtor DIVETS . .. ..ot 23
Wire CONNECIONS. . . . . oot et 21,24-25
Wire Marker Type-On Sheets. . ..., 162-163
Wire Marking and Identifying . ... 153-161
Wire Pulling Cable LOOSENer. .. ... 176
Wire Pulling Lubricants. .. .........oviiiii i 174-176
Woodworking, Sanding and Fiberglass Respirator . .................... 196
Wraparound Heat Shrink Cable Repair. ...t 293

Wrapsand Collars . . ... ..o 184

WIite-On DISPENSETS . . . . oottt ettt e 155
Write-On Wire Marker Books. .. ..........coovvviiiiiinnnnn. 159, 161
Wye Resin Splice Kit. ... 243
ZINC SPIAY « o ettt et e e e e 177



Terminals (Alphabetical Description)

ADAPEETS . . o et 104-105
Adapters - Non-Insulated Double Male-Female. ....................... 104
Adapters - Non-Insulated Male Fuse-Clip . . ...t 104
Adapters - Non-Insulated Male Rectangular Tongue. ................... 104
Adapters - Vinyl Insulated Double Female Disconnect . ................. 105
Adapters - Vinyl Insulated Double Male Disconnect . ................... 105
American Wire Gauge . . . ..o vttt e 127
BIOCK FOTKS. . . . oo 66-72
Block Forks - Flanged Non-Insulated Brazed Seam ..................... 73
Block Forks - Flanged Non-Insulated Butted Seam. ..................... 74
Block Forks - Flanged Nylon Insulated with Insulation Grip. ............... 77
Block Forks - Flanged Vinyl Insulated Brazed Seam .................... 75
Block Forks - Flanged Vinyl Insulated Butted Seam .. ................... 76
Block Forks - High Temperature Butted Seam 900°F (482°C) ............ 107
Block Forks - Non-Insulated Brazed Seam 12-10 AWG . ................. 67
Block Forks - Non-Insulated Brazed Seam 16-14 AWG . ................. 66
Block Forks - Non-Insulated Brazed Seam 22-188 AWG . ................. 66
Block Forks - Non-Insulated Butted Seam 12-10 AWG. . ................. 68
Block Forks - Non-Insulated Butted Seam 16-14 AWG. . ................. 67
Block Forks - Non-Insulated Butted Seam 22-18 AWG. . ................. 67
Block Forks - Nylon Insulated with Insulation Grip 12-10 AW . ............. 72
Block Forks - Nylon Insulated with Insulation Grip 16-14 AW . ............. 72
Block Forks - Nylon Insulated with Insulation Grip 22-18 AWG. ............ 71
Block Forks - Vinyl Insulated Brazed Seam 12-10 AWG. ................. 69
Block Forks - Vinyl Insulated Brazed Seam 16-14 AWG. .. ............... 69
Block Forks - Vinyl Insulated Brazed Seam 22-18 AWG. .. ............... 68
Block Forks - Vinyl Insulated Butted Seam 12-10 AWG .. ................ 71
Block Forks - Vinyl Insulated Butted Seam 16-14 AWG .................. 70
Block Forks - Vinyl Insulated Butted Seam 22-18 AWG .................. 70
Boxed Terminals. .. ........oouiri 38-112
Bulk Terminals . .. ..o 38-112
BUtt CONNECLOrS . . ..ot 87-90
Butt Connectors - Heat Shrink Seamless . .................coivnnt. 90
Butt Connectors - High Temperature Butted Seam 900°F (482°C)......... 107
Butt Connectors - Large Gauge Non-Insulated Copper Seamless .......... 88
Butt Connectors - Non-Insulated Brazed Seam. ........................ 87
Butt Connectors - Non-Insulated Seamless. . ...............cooovivnt. 87
Butt Connectors - Nylon Insulated Seamless .......................... 89
Butt Connectors - Nylon Insulated with Insulation Grip ... ................ 90
Butt Connectors - Vinyl Insulated Brazed Seam .. ...................... 89
Butt Connectors - Vinyl Insulated Butted Seam. .. ...................... 89
Closed End CONNECIOTS. . . ..o v vt 109
Closed End Connectors - Nylon Insulated (Steel Insert) . ................ 109
Crimp Sleeve CONNECIOTS . . .. ..o et e et e 111
Crimp Sleeve Connectors - Nylon Insulated . ......................... 111
Female DiSCONNECES. . . ... 91-98
Female Disconnects - Fuseholder Polypropylene Insulated Self-Stripping.. . . . 98
Female Disconnects - Heat Shrink Nylon Fully Insulated ................. 98
Female Disconnects - Non-Insulated Butted Seam...................... 91
Female Disconnects - Non-Insulated Butted Seam Flag. . ................ 92
Female Disconnects - Non-Insulated Interlock Barrel . ................... 91
Female Disconnects - Nylon Fully Insulated Butted Seam ................ 95
Female Disconnects - Nylon Fully Insulated Interlock Barrel. . ............. 96
Female Disconnects - Nylon Fully Insulated with Insulation Grip ........... 96
Female Disconnects - Nylon Fully Insulated

with Insulation Grip Interlock Barrel . ... 94
Female Disconnects - Nylon Insulated Butted Seam Bullet Style .. ......... 95
Female Disconnects - Nylon Insulated with Insulation Grip. . .............. 93
Female Disconnects - Nylon Insulated with Insulation Grip Bullet Style . .. . .. 94
Female Disconnects - Nylon Insulated with Insulation Grip Interlock Barrel . . . 94
Female Disconnects - T-Tap Nylon Insulated Self-Stripping .............. 97

Female Disconnects - Vinyl Insulated Butted Seam ..................... 92

Female Disconnects - Vinyl Insulated Interlock Barrel ................... 93
Flags . ..o 103
Flags - Non-Insulated Ring Type. ... ..o 103
Flanged Block Forks . ....... ... 73-77
Flanged Block Forks - Non-Insulated Brazed Seam . .................... 73
Flanged Block Forks - Non-Insulated Butted Seam. ..................... 74
Flanged Block Forks - Nylon Insulated with Insulation Grip. .. ............. 77
Flanged Block Forks - Vinyl Insulated Brazed Seam .................... 75
Flanged Block Forks - Vinyl Insulated Butted Seam . .................... 76
High Temperature Block Forks . ..., 107
High Temperature Block Forks - Butted Seam 900°F (482°C) ............ 107
High Temperature Butt Connectors - Butted Seam 900°F (482°C)......... 107
High Temperature Female Disconnects ...............coovvvvinn.n. 108
High Temperature Female Disconnects - Butted Seam 900°F (482°C) ...... 108
High Temperature Female Disconnects - Butted Seam Flag 900°F (482°C) . 108
High Temperature Male Disconnects - Butted Seam 900°F (482°C) ....... 108
High Temperature Ring TONQUES. . .. .ot vt 106
High Temperature Ring Tongues - Butted Seam 900°F (482°C) .......... 106
High Temperature Standard Forks ...............c.coiiiiiiinn.s. 107
High Temperature Standard Forks - Butted Seam 900°F (482°C) .. ....... 107
Highland Terminals (Bagged). . ........cviviiii i 113-119
KIS e 121
Large Gauge Butt CONNectors. . ........ovviie i 88
Large Gauge Butt Connectors - Non-Insulated Copper Seamless . ......... 88
Large Gauge RiNg TONQUES . . . . ..o\ v vt ee e 42-45
Large Gauge Ring Tongues - Non-Insulated Copper Seamless 1 AWG. . . ... 43
Large Gauge Ring Tongues - Non-Insulated Copper Seamless 1/0 AWG . .. . 43
Large Gauge Ring Tongues - Non-Insulated Copper Seamless 2 AWG. . . ... 42

Large Gauge Ring Tongues - Non-Insulated Copper Seamless 2/0 AWG . ... 44
Large Gauge Ring Tongues - Non-Insulated Copper Seamless 3/0 AWG . .. . 44
Large Gauge Ring Tongues - Non-Insulated Copper Seamless 4/0

AWG-250 kemil. ..o 45
Locking FOTKS . . ..o 78-86
Locking Forks - Heat Shrink Brazed Seam 12-10 AWG . ................. 86
Locking Forks - Heat Shrink Brazed Seam 16-14 AWG . ................. 86
Locking Forks - Heat Shrink Brazed Seam 22-18 AWG .. ................ 86
Locking Forks - Non-Insulated Brazed Seam 12-10 AWG ................ 79
Locking Forks - Non-Insulated Brazed Seam 16-14 AWG ................ 78
Locking Forks - Non-Insulated Brazed Seam 22-18 AWG . ............... 78
Locking Forks - Non-Insulated Butted Seam 12-10 AWG .. ............... 80
Locking Forks - Non-Insulated Butted Seam 16-14 AWG .. ............... 80
Locking Forks - Non-Insulated Butted Seam 22-18 AWG . . ............... 79
Locking Forks - Nylon Insulated with Insulation Grip 12-10 AWG. .......... 85
Locking Forks - Nylon Insulated with Insulation Grip 16-14 AWG. .......... 84
Locking Forks - Nylon Insulated with Insulation Grip 22-18 AWG........... 84
Locking Forks - Vinyl Insulated Brazed Seam 12-10 AWG . ............... 82
Locking Forks - Vinyl Insulated Brazed Seam 16-14 AWG . ............... 81
Locking Forks - Vinyl Insulated Brazed Seam 22-18 AWG . ............... 81
Locking Forks - Vinyl Insulated Butted Seam 12-10 AWG ................ 83
Locking Forks - Vinyl Insulated Butted Seam 16-14 AWG ................ 83
Locking Forks - Vinyl Insulated Butted Seam 22-18 AWG . ............... 82
Male DISCONNECES . . . ..o v ettt 99-102
Male Disconnects - Heat Shrink Nylon Fully Insulated Butted Seam ... ... ... 102
Male Disconnects - Non-Insulated Butted Seam. . ...................... 99
Male Disconnects - Nylon Fully Insulated Butted Seam ................. 101
Male Disconnects - Nylon Fully Insulated with Insulation Grip ............ 102
Male Disconnects - Nylon Insulated with Insulation Grip. . ............... 100
Male Disconnects - Nylon Insulated with Insulation Grip Bullet Style . . . .. .. 101
Male Disconnects - Vinyl Insulated Butted Seam . ...................... 99
Male Disconnects - Vinyl Insulated Butted Seam Bullet Style............. 100
Multi-Stack Disconnects. . ... 103
Multi-Stack Disconnects - Nylon Insulated with Insulation Grip. ........... 103
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Multi-Stack Disconnects - Vinyl Insulated Butted Seam ................. 103
Multi-Stud RiNg TONQUES . . . .« oot 60
Multi-Stud Ring Tongues - Nylon Insulated with Insulation Grip ... ......... 60
Multi-Stud Ring Tongues - Vinyl Insulated Brazed Seam . ................ 60
Parallel CoNNectors . .........oueii i 110-111
Parallel Connectors - Non-Insulated Brazed Seam..................... 110
Parallel Connectors - Non-Insulated Seamless. ....................... 110
Parallel Connectors - Vinyl Insulated Brazed Seam .................... 111
Parallel Connectors - Vinyl Insulated Butted Seam..................... 111
PinTerminals. . . ... 112
Pin Terminals - Nylon Insulated with Insulation Grip. .. ................. 112
Pin Terminals - Vinyl Insulated Butted Seam ......................... 112
Pin Terminals-Non-Insulated . . ............. ... ...t 112
RING TONQUES . . .« e ettt 39-59
Ring Tongues - Heat Shrink Brazed Seam 12-10....................... 59
Ring Tongues - Heat Shrink Brazed Seam 16-14 AWG .................. 58
Ring Tongues - Heat Shrink Brazed Seam 22-18 AWG . ................. 58
Ring Tongues - Large Gauge Non-Insulated Copper Seamless 1 AWG. .. ... 43
Ring Tongues - Large Gauge Non-Insulated Copper Seamless 1/0 AWG . . . . 43
Ring Tongues - Large Gauge Non-Insulated Copper Seamless 2 AWG. .. . .. 42

Ring Tongues -
Ring Tongues -
Ring Tongues -

Large Gauge Non-Insulated Copper Seamless 2/0 AWG . . . . 44
Large Gauge Non-Insulated Copper Seamless 3/0 AWG . . . . 44
Large Gauge Non-Insulated Copper Seamless

410 AWG-250 kemil. . ..o 45
Ring Tongues - Non-Insulated Brazed Seam 12-10 AWG ................ 40
Ring Tongues - Non-Insulated Brazed Seam 16-14 AWG ................ 39
Ring Tongues - Non-Insulated Brazed Seam 22-18 AWG ................ 38
Ring Tongues - Non-Insulated Brazed Seam 4 AWG . ................... 42

Terminals (Product Names/Numbers)

972 ...,
BF10 Series. .
BF14 Series. .
BF18 Series. .

FDI10-250 ...

FDI14 Series
FDI18 Series

FDV10-250. . .

FDV14 Series
FDV18 Series

FV10 Series. .
FV14 Series. .
LF10 Series . .
LF14 Series . .

Ring Tongues -
Ring Tongues -
Ring Tongues -
Ring Tongues -
Ring Tongues -
Ring Tongues -
Ring Tongues -
Ring Tongues -
Ring Tongues -
Ring Tongues -
Ring Tongues -
Ring Tongues -
Ring Tongues -
Ring Tongues -
Ring Tongues -
Ring Tongues -
Ring Tongues -
Ring Tongues -

Non-Insulated Brazed Seam 6 AWG .................... 41
Non-Insulated Brazed Seam 8 AWG . ................... 41
Non-Insulated Butted Seam 12-10 AWG . ................ 47
Non-Insulated Butted Seam 16-14 AWG .. ............... 46
Non-Insulated Butted Seam 22-18 AWG . ................ 46
Non-Insulated Butted Seam 26-24 AWG . ................ 45
Nylon Insulated Brazed Seam 4 AWG. .................. 54
Nylon Insulated Brazed Seam 6 AWG. .................. 53
Nylon Insulated Brazed Seam 8 AWG. . ................. 53
Nylon Insulated with Insulation Grip 12-10 AWG. . ......... 57
Nylon Insulated with Insulation Grip 16-14 AWG. . ......... 56
Nylon Insulated with Insulation Grip 22-18 AWG. . ......... 55
Nylon Insulated with Insulation Grip 26-24 AWG. . ... ...... 54
Vinyl Insulated Brazed Seam 12-10 AWG . ............... 49
Vinyl Insulated Brazed Seam 16-14 AWG . ............... 48
Vinyl Insulated Brazed Seam 22-18 AWG .. .............. 47
Vinyl Insulated Butted Seam 12-10 AWG ................ 52
Vinyl Insulated Butted Seam 16-14 AWG ................ 51

Ring Tongues - Vinyl Insulated Butted Seam 22-18 AWG ................ 50
Solder Splice CONNECIONS . ...\ v et 120
Standard FOrkS. .. ..o 61-65
Standard Forks - Non-Insulated Brazed Seam ......................... 61
Standard Forks - Non-Insulated Butted Seam ......................... 62
Standard Forks - Nylon Insulated with Insulation Grip. ................... 65
Standard Forks - Vinyl Insulated Brazed Seam. . ....................... 63
Standard Forks - Vinyl Insulated Butted Seam . ........................ 64
Terminals, Kits and TOOIS .. ... 33
Toolsfor M Terminals. . ........ooveine e 122-126
L8 SRS . ottt ettt 116
LRVI0 SBHBS . . v v vttt et et e e 116
LRV SIS . o oottt 116
LRV L8 SIS . . oottt 116
M0 SEHES. . oo v et et 40, 61, 67, 73,79
MIOBC . .ttt e 87
MIOP . . 110
M4 SEHBS. . ot 39, 61, 66, 73,78
MLAB . . oot 87
MLAPC . . 110
M8 SEHIES. . v vttt e 38,61, 66, 73,78
MLBBC . .ottt 87
MA SIS, . v vttt e et e 42
MABC . . 87
MAP C . 110
MB SIS, . .\ttt et 41
MBB . .ot 87
MBP . . e 110
MB SIS . v v vttt ettt e 41
MBB . .ot 87
MBP C . . 110
MA250DM SEHES ..\ oottt et e 104
MCL SBIES . vt ettt et e 43
MCLI0 SEIES . . . v v v et ettt e e 43
MCLIOBCX. . ettt 88
MCIBCX ottt 88
MC2 SIS . v v vttt ettt e 42
MC2/0 SEIES . . . o ot ettt e 44
MC2I0BCX. . ettt e e e 88
MC250 SEHES . v vt ettt et e e 45
MC250BCX . vttt ettt e e e 88



MC3B/0 SBIHES . . . v vttt e 44
MC B 0B X, ottt e e 88
MCA/0-38RX . .\ttt 45
MCAIOBCX. .ottt 88
MHL0 SEFES .« .o oottt e 59, 86
MHIO0BC ..ot 90
MHLA SEIES . vttt 58, 86
MHLABC . 90
MHLB SEIES . .\ vttt ettt e 58, 85
MHIBBC .t 90
MIL4 SIS . v oottt 91
MILB SIS . . v vttt et e e 91
MNLOBC ..t 89
MNLOCEC/ST .ttt 109
MNLABC . 89
MNLACEC/ST i 109
MNLBBC ..t 89
MNZ SIS v v vttt e 54
MNB SEHES . . vttt et 53
MNB SBHES . . vttt ettt e e 53
MNG10Series .........covvvvunnnn. 57, 60, 65, 72, 77, 85, 93, 100-102, 112
MNGLOBC . .ot 90
MNG14 SerieS. .............. 56, 60, 65, 72, 77, 84, 93-94, 96, 100-103, 112
MNGIABC . .o 90
MNG18 Series. .............. 55, 60, 65, 71, 77, 84, 93-94, 96, 100-103, 112
MNGLBBC . . ottt 90
MNG20 SBHES . . v o vttt et e et 93,96
MNG24 SBHES . . oottt e 54, 65
MNG24BC . . i 90
MNGIL0-250DF L. . .\ vttt e 97
MNGILA SEMES oottt 94,97
MNGIL8 SEHIES .o vttt ettt 94, 97
MNHIZ0-250DF . . .\ttt e 98
MNHUL0-250DMI ..o 102
MNHULZ SEHBS. . oottt e e e e 98, 102
MNHUL8-250DF . . ..ottt 98
MNIL0-250DF . . oot 96
MNILA SBHES . . . v vttt et 96
MNIL8 SBHES . . . v vttt e ettt e e 96
MNUL0-250DMI. . .\ oot e e 101
MNULA SEHBS . . oottt et e e e e e e 95,101
MNULB SEIIES . . o ot et ettt e e 95,101
MNU20-L10DFI . . oo 95
MT L0250, . ottt e e e 118
MT LA SIIBS. . vttt ettt e et et 118
MT L8 SIS v v vttt et e et 118
MTIL0-250 . . oot 119
MTIL4 SEHES . v oottt e 119
MTIL8 QOIS . vttt et 119
MTVL0-250 ..ttt 119
MV L4187 119
MTVL8 SBHES oottt et e e 119

MTVILA-250. . 119

MU0 Series. ....ovvvvviiiiann

MULOBCHT .t e
MU14 Series . .............

MULABCHT Lo e
MULB Series. ....vviii i

MULB-L0FHT . oo e
MULB-ATP . .
MULB-BFBHT . . ..ot
MULB-BRIFLAG . . .ottt et
MULBBCHT ..t e e e
MU20 SEFIES « ..ottt e e
MU2Z4 SEIIES .\ oottt et
MUZ-38RHT . . e
MUB-38RHT . . ettt
MUB-LARHT /S . oo e
MVI0 SEHES ..ot

MV14 SEHES .\t

MVIB SEHES ..ot

MVIL0-250DF. . . ottt e
MVILA SIS . v oottt e
MVIL8 SIS . v oottt et
MVU10 Series ..o

MVULOBC ..ottt e e
MVULOPC .. e
MVU14 Series .......ovviiiinnnn

MVULABC ..
MVULAPC .
MVU18Series . .........coovvinnnn

MVULBBC ..ottt
MVULBPC ..
R10 SMES . . v ettt e
R4 SIS . . vttt e e
RI8 SBES . . vttt et
RV10 SEHS. .\ oottt
RV SEIIES. .\ oot
RVL8 SBIES. . vttt et

SPVIA-156. . ..ot
SRILA-156 . . o
SSC SEMES . .ttt
TH-440 Scissors Style
TH-450 Scissors Style
TR-482 Ratchet. ... ..o
TR-490 Ratchet . ... ..o
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Important Notice

All statements, technical information, and recommendations related
to 3M’s products are based on information believed to be reliable,
but the accuracy or completeness is not guaranteed. Before using
this product, you must evaluate it and determine if it is suitable for
your intended application. You must assume all risks and liability
associated with such use. Any statements related to the product
which are not contained in the 3M’s current publications, or any
contrary statements contained on your purchase order shall have no
force or effect unless expressly agreed upon, in writing, by an
authorized officer of 3M.

Warranty; Limited Remedy; Limited Liability.

3M'’s product warranty is stated in its Product Literature available
upon request. 3M MAKES NO OTHER WARRANTIES INCLUDING,
BUT NOT LIMITED TO, ANY IMPLIED WARRANTY OF
MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE.
If this product is defective within the warranty period stated above,
your exclusive remedy shall be, at 3M’s option, to replace or repair
the 3M product or refund the purchase price of the 3M product.
Except where prohibited by law, 3M will not be liable for any loss or
damage arising from this 3M product, whether direct, indirect,
special, incidental or consequential regardless of the legal theory
asserted.
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